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3.1. Magnetic Beads as Supports

The first report of the use MBs as a support for marine toxin detection was in the development of
an immunosensor for okadaic acid (OA) [17] (Figure 1A). OA is a lipophilic marine toxin produced
by microalgae of the genera Dinophysis and Prorocentrum. This toxin is accumulated in shellfish and,
since its mode of action is related to the inhibition of protein phosphatases (PPs), it can cause DSP
in humans. OA was conjugated to biotin and then captured on streptavidin-coated MBs. Once OA
was immobilized on the MBs, a colorimetric indirect competitive enzyme-linked immunosorbent
assay (ELISA) was performed, where OA in solution competed for interaction with an anti-OA
monoclonal antibody (mAb). The authors tested two different sizes of MBs, achieving limits of
detection (LODs) of 0.8 pg/L with 2.8 um-diameter MBs and 1.99 pg/L with 1 pm-diameter MBs.
The functionalized MBs were then exploited in an electrochemical immunosensor, where they were
magnetically immobilized on screen-printed electrodes (SPEs), and, again, a competitive assay
performed. Differential pulse voltammetry (DPV) was used to measure the oxidation of 1-naphthol
resulting from the dephosphorylation of 1-naphthyl phosphate by the alkaline phosphatase (ALP)
enzyme label, and slightly lower LODs were obtained, with the larger MBs again performing better
(0.38 ug/L vs. 0.99 pg/L). It should be noted that whilst larger MBs imply a higher surface area,
the amount of MBs used was 10-fold lower and the whole available surface area was lower when
using the larger MBs. This immunosensor was then easily integrated into an automated flow-through
system [18], one of the advantages of using MBs, achieving an improved LOD of 0.15 pg/L.

Figure 1. Examples of uses and functionalizations of MBs: (A) MBs as supports for enzymes, (B) MBs
as supports for antibodies, and (C) MBs for the production of aptamers.

Moving towards the development of portable devices for field analysis, Pan and collaborators [19,20]
described fluorescence immunosensors for the detection of OA. In the first work [19], carboxylic acid-
modified MBs were used as a support for the immobilization of OA-bovine serum albumin (OA-BSA),
which competed with OA in the sample to bind with an anti-OA mAb. The fluorescence of CdTe
quantum dots (QDs) linked to the reporter antibody was detected using a portable flow cytometer
(Moxi-Flow), facilitating on-site OA detection and quantification of OA, and achieving an LOD of
0.05 pug/L [19]. In the second work [20], the authors modified the system, using streptavidin-coated
MBs with biotinylated OA and a secondary antibody labelled with R-phycoerythrin (R-PE) dye,
again achieving an LOD of 0.05 pug/L.

Hayat and co-workers [21] also exploited MBs in a direct immunoassay/immunosensor format for
the detection of OA. Instead of conjugating the toxin to the MBs, the anti-OA mAb was immobilized
on protein G-coated MBs. OA labelled with horseradish peroxidase (HRP) was used as a tracer in the
colorimetric assay, whilst, for the electrochemical immunosensor, no label was used. DPV measurements
in a 1 mM [Fe(CN)g]>*~ solution showed that the interaction between the toxin and the antibody
decreases the current peak of the ferri/ferrocyanide redox probe. Using this detection strategy,
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they obtained an LOD of 0.5 ug/L, lower than that obtained with the colorimetric immunoassay
(1 ug/L).

An interesting and different approach for the detection of OA is presented in the work of Garibo
et al. [22]. In this work, the PP inhibition was measured to detect and quantify the toxin. The authors
used genetically engineered PPs with extra-His tails to conjugate the enzymes to Ni-modified MBs.
The colorimetric assay attained an LOD of 30.1 ug/L. Although this LOD was more than an order
of magnitude higher than that achieved with free enzymes, the immobilization of the PP on the
MBs provided higher enzyme activity stability, a crucial parameter, especially when working with
these enzymes.

Azaspiracids (AZAs) are lipophilic marine toxins produced by microalgae of the genera Azadinium
and Amphiodioma. Those toxins accumulate in shellfish, and the ingestion of contaminated seafood can
lead to azaspiracid shellfish poisoning (AZP), first reported in 1995 [42]. Leonardo and co-workers [23]
developed an MBs-based direct immunoassay for AZA detection (Figure 1B). Protein G-coated
MBs were functionalized with anti-AZA polyclonal antibody (pAb), and free AZA competed with
HRP-labelled AZA (HRP-AZA) for binding to the immobilized antibody in suspension, achieving LODs
of 1.1 and 1.0 ug/L, using 3,3’, 5,5'-tetramethylbezidine (TMB) as an enzyme mediator and optical
and electrochemical detection, respectively. Additionally, the assay was completed in just 15 min,
due to the faster kinetics provided by the use of MBs in suspension. When the biorecognition was
performed, immobilizing the Ab-MBs magnetically on the electrode surface, the LOD increased to
3.7 ug/L, which could be attributable to mass transfer limitations. Furthermore, naturally-contaminated
mussels were analyzed, and results were similar to the ones obtained with liquid chromatography
coupled to tandem mass spectrometry (LC-MS/MS), demonstrating the applicability of the system for
monitoring purposes.

Tetrodotoxin (TTX) is a potent natural neurotoxin produced by bacteria that live in endosymbiosis
with some other organisms such as pufferfish. Consumption of this contaminated animal may cause
intoxication and even death, and the rapid and reliable detection of TTX in pufferfish is thus of
enormous importance. Recently, an electrochemical MB-based immunosensor has been developed for
the detection of TTX [4]. Oriented and stable TTX immobilization was achieved through the formation
of a cysteine monolayer on maleimide-activated MBs, for the subsequent covalent biding of TTX.
A competitive assay was again pursued, with TTX in solution competing with the immobilized TTX
for binding to an anti-TTX mAb and using an HRP-labelled secondary antibody as a reporter antibody.
The immunocomplexes were magnetically captured on an 8-electrode array, and using amperometric
detection, an LOD of 1.2 ug/L was achieved. The authors applied the biosensor to the detection of
TTX in muscle, skin and the internal organs of two juvenile pufferfishes (Lagocephalus sceleratus) from
Greece, achieving a good degree of correlation with LC-MS/MS. It had previously been observed that
the liver tissue matrix had a marked effect on assay performance, and this effect was almost completely
eliminated due to the use of MBs as a support. This work thus demonstrates the advantages that
MBs provide in terms of reduction of matrix effects. An alternative electrochemical immunoassay
for TTX was described by Zhang and co-workers [24], who synthesized MBs and coated them with
polyethylene glycol for subsequent reaction with BSA-TTX. After competition between immobilized
TTX and free TTX for a primary anti-TTX antibody, and incubation with an enzyme-labelled secondary
antibody, the enzyme product was electrochemically measured. The modification of the working
electrode with ionic liquids and carbon nanotubes significantly avoided electrode surface fouling by
the enzyme product and improved the sensitivity as compared to bare electrodes, achieving an LOD of
5 ug/L.

Aptamers have also been used for the detection of TTX, as described by Jin and co-workers [25],
who conjugated an NHj-terminated anti-TTX aptamer to thiodiglycolic acid-stabilized Fe3O4 MBs.
Carxboxylated carbon dots (CDs) were then added, forming FezO,/aptamer/CDs nanocomposites.
When excited at 780 nM, those nanocomposites were observed to have a decreased up-conversion
fluorescence emission at 475 nm, attributed to the photo-induced electron transfer (PET) from the CDs
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to the aptamer. The addition of TTX caused the unwinding of CDs from the aptamer and subsequent
recovery of the up-conversion fluorescence. The system attained an LOD of 0.06 pg/L, and showed
high selectivity when tested against other toxins (aflatoxin By and By, botulin neurotoxin A and B and
Staphylococcus aureus enterotoxin A and B), biomolecules (histidine, cysteine, uric acid, ascorbic acid,
glucose, glutathione and thiohydracrylic acid) and anions (Cl~, PO,3~ and CO527) that could interfere
in the analysis of human body fluids. The good recoveries obtained in the analysis of spiked gastric
juice, serum and urine samples demonstrated the applicability of this aptamer-based optical assay.

Brevetoxin B (BTX-2) is a neurotoxin produced by microalgae such as Ptychodiscus brevis and
Gymmnodinium breve. This toxin accumulates in shellfish and, when ingested, can result in death.
Additionally, aerosol exposure to BTX-2 during microalgae blooms can cause respiratory irritation [43].
This particular toxin together with dinophysistoxin-1 (DTX-1), an OA analog also responsible for
DSP and produced by some Prorocentrum and Dinophysis species, were selected as targets for the
development of a flow-through electrochemical immunoassay [26]. Anti-BTX-2 and anti-DTX-1 mAbs
were co-immobilized on MBs. Tracers were synthesized by conjugation of the toxins with cadmium and
copper nanoclusters. The incubation of the functionalized MBs with both toxins and their tracers, and
the subsequent dissolution of the metal labels and injection into the detection cell, allowed the selective
detection of the two toxins using square wave anodic stripping voltammetry, with no cross-reactivity
observed. The system showed high cross reactivity with BTX-1, BTX-3, DTX-2 and DTX-3, as expected,
and no false positive results from OA, pectenotoxin-6 (PTX-6) or yessotoxin (YTX). LODs of 1.8 ng/L
and 2.2 ng/L were achieved for BTX-2 and DTX-1, respectively.

The PSP toxin group comprises saxitoxin (STX) and related compounds produced by marine
dinoflagellates of Alexandrium, Gymnodinium, and Pyrodinum species. PSP toxins can accumulate in
bivalves, crabs, lobsters and even carnivorous snails [44]. The ingestion of contaminated vectors causes
neurotoxic illness that can result in paralysis and, at its acute expression, death. With this target in
mind, Jin and co-workers [27] developed a magnetic electrochemical immunosensor for the detection
of STX in seawater and seafood. The immunosensor used anti-STX antibody-functionalized MBs
and palladium-doped graphitic carbon nitride nanoparticles (peroxidase mimetic) to generate the
electrochemical signal. Unlike the other approaches described so far, the assay was non-competitive,
because they took advantage of the electrostatic interaction between the electro-positive STX and the
electro-negative palladium nanoparticles. The immunosensor successfully detected trace STX amounts
in seawater and shellfish samples with an LOD of 1.2 ng/L. Moving towards compact analytical
devices, Kim and Choi [28] proposed a lab-on-a-chip (LOC) system for the immunodetection of
STX. The LOC system was composed of a sample chamber and a detection chamber connected via a
channel. MBs functionalized with anti-STX antibodies were added to the sample chamber together
with STX-HRP and the sample containing STX. After incubation, a magnet was used to transport the
MBs from the sample chamber to the detection chamber, which had been previously filled with enzyme
substrate. The LOD was around 3 pug/L, far below the regulatory level of PSP toxins (800 nug STX per
kg shellfish). In 2017, Yu and Choi [29] improved the system by adding an extra washing chamber
between the two existing ones, resulting in a decrease in the LOD to around 6 ng/L.

CFP is a human intoxication caused by the ingestion of contaminated fish and is a worldwide health
problem. This disease is characterized by severe neurological, gastrointestinal and cardiovascular
disorders. Causative toxins of CFP are produced by marine dinoflagellates of the genera Gambierdiscus
and Fukuyoa and are known as ciguatoxins (CTXs). An electrochemical immunoassay for the detection of
CTX3C was developed by Zhang et al. [30], where sample injection, incubation, capillary electrophoresis
separation and electrochemical detection were all performed in a capillary system. An anti-CTX3C
antibody was immobilized on MBs and injected into the capillary system, followed by the addition of
CTX3C standard/contaminated samples. A rotating magnetic field was applied to increase mixing
efficiency and molecular binding rates. An anti-CTX3C antibody linked to HRP-functionalized gold
nanoparticles was then added and sandwich immunocomplexes were formed. Finally, the enzyme
product was electrochemically detected, and the system achieved a very low LOD (0.09 ng/L),
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almost 17,000 times lower than that obtained with high performance liquid chromatography coupled
to mass spectrometry (HPLC-MS). The authors claim that the enhanced sensitivity can be attributed to
the use of gold nanoparticles as multi-enzyme carriers, resulting in a high HRP/Ab molar ratio.

3.2. Magnetic Beads as Signal Amplifiers

One of the functionalities of MBs is their ability to amplify signals, as exemplified in the work of
Garibo et al. [31], who described the development of a competitive surface plasmon resonance (SPR)
optical immunosensor for OA. Protein G-coated MBs were used to immobilize anti-OA antibodies,
whilst OA was immobilized on the sensor chip surface. The antibodies were added to the sensor together
with a free OA standard/sample, and any binding of molecules to the immobilized OA generated
a response proportional to the bound mass. SPR analysis demonstrated that, with conjugates, it is
possible to attain similar responses to free antibodies, but using an 8-fold lower antibody concentration.
The Ab-MB:s resulted in a 3-fold lower LOD, even in the presence of mussel matrix (from 4.7 ug/L to
1.2 pug/L), demonstrating the ability of MBs to be used as signal amplifiers.

3.3. Magnetic Beads as Capture Agents

Immunomagnetic capture (IMC) represents an innovative technique for toxin extraction and
purification from complex environmental or biological matrices and is much simpler and more rapid
than the use of chromatographic columns. The first example of IMC with marine toxins was reported
by Devlin and co-workers [32], who covalently immobilized an antibody to MBs using glutaraldehyde
crosslinking for the immunoaffinity extraction of PSP toxins from cultures of the dinoflagellate
Alexandrium tamarense. After steel ball bearing beating for cell lysis, HPLC measurements showed that
toxin recovery increased with increasing amounts of MBs (up to 96.2%), and that the process could be
completed within an hour. Recently, Bragg and collaborators [33] coupled IMC with LC-MS/MS for the
extraction and detection of STX from human urine. The method showed advantages over conventional
protocols, such as an improved selectivity (reducing matrix interference), a 5-fold increase in sensitivity,
and requirement of only one third of the sample volume.

IMC combined with LC-MS/MS has also been used by Chen and collaborators [34], in this case
for the extraction of OA from shellfish samples. MBs were able to capture the toxin in just 10 min,
due to their use of suspension. Additionally, shellfish matrix effects were minimized, and recovery
values between 82.2% and 95.5% were obtained for the analysis of oysters, mussels and scallops.

MBs have also been used as capture agents in the work of Neely et al. [35]. In their study,
the researchers reported the exposure of C8-coated MBs to blood serum samples from California
sea lions to identify patterns of domoic acid (DA) toxicosis. DA can cause ASP and can affect not
only humans but also common predators that live in and around marine habitats. Detection of DA
was achieved using matrix-assisted laser desorption ionization time-of-flight (MALDI-TOF) mass
spectrometry. Artificial neuronal networks (ANN) were trained using MALDI-TOF data from serum
analysis, and the obtained models were good predictors of acute DAT. The strategy resulted in a
highly sensitive (100% negative predictive value) and a highly specific (100% positive predictive value)
diagnostic tool.

3.4. Magnetic Beads to Produce Biorecognition Molecules

Marine toxins are not always easy to find and isolate from field samples. The limited availability of
marine toxins has hindered the development of biorecognition molecules and, consequently, of systems
for their detection. To address this problem, specifically for CTXs, the use of synthetic toxin fragments
has been exploited in the production of antibodies [36]. In this work, streptavidin-coated MBs were used
for the panning of phages. In the experiment, a biotinylated synthetic ABC-ring fragment of CTX3C
(ABC-PEG-biotin) was incubated with a phage library, and then captured on the streptavidin-coated
MBs together with the positive phages expressing hapten-binding antibodies. To select antibodies to
the left side of CTX3C, elution was performed with a synthetic CTX3C fragment, instead of the scarce
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CTX3C. Following three rounds of selection and amplification, the authors observed an increased
recovery of eluted phages, as well as the enrichment of phages bearing Fab fragments. The gene
fragments from the sorted phage were sub-cloned for the production of three soluble recombinant
Fabs, which had dissociation constants (Kq) of about 107 M.

MBs have also been used for the production of aptamers, oligonucleotides able to bind to specific
target molecules with high affinity and specificity and used as biorecognition molecules in bioanalysis.
The in vitro process to obtain aptamers is termed systematic evolution of ligands by exponential
enrichment (SELEX), and MBs are frequently used as a support and for the effective partitioning
of bound and unbound DNA because they improve the binding kinetics and the washing steps.
The first example was described by Handy and co-workers [37], who conjugated STX to keyhole limpet
hemocyanin (KLH) using 2,2’-(ethylenedioxy)bis(ethylamine) (Jeffamine) as a spacer compound, for its
subsequent covalent binding to epoxy-coated MBs (Figure 1C). The modified MBs were incubated with
a random ssDNA library. Bound and unbound DNA were magnetically separated, and the bound
ssDNA was eluted from the MBs, PCR-amplified and finally used to enrich the ssDNA library for the
following round of selection. After 10 rounds, the PCR product was cloned and sequenced. Preliminary
results using SPR showed the affinity of the selected aptamer for STX. A sensor chip modified with DA
was used to evaluate the specificity of the aptamer towards this marine toxin, which often co-occurs
with STX. Binding was not observed, further supporting that the selected aptamer was specific to STX.
Gao and co-workers [38] used a SELEX with MBs to produce aptamers for gonyautoxins 1/4 (GTX1/4).
They immobilized the GTX1/4-carboxylated derivative on amine-modified MBs via the EDC/NHS
chemistry. In round 2, negative MBs were introduced to remove the ssDNA that bound non-specifically
to improve the screening efficiency. In round 3, free competitive counter-molecules were added in
the positive incubation system to improve the specificity of screening. After eight rounds of selection,
appropriate sequences were obtained. However, these sequences were not further investigated.
The same research group developed an aptamer for the detection of palytoxin (PITX), a toxin initially
isolated from soft corals and later found in shellfish, sea urchins and crabs, usually associated with
Ostreopsis blooms [39]. Counter SELEX was performed against potential interferents, including OA,
microcystin-LR (MC-LR), STX, and brevetoxin-A/B, resulting in a highly selective aptamer. The selected
aptamer was used to develop an optical biosensor based on biolayer interferometry, where PITX was
immobilized on the biosensor surface, and competed with free PITX for binding to HRP-labelled
aptamer. The addition of 3,3’-diaminobenzidine substrate solution resulted in the formation of a
precipitated polymeric product directly on the biosensor surface. Changes in the optical thickness and
mass density of biosensor layer were measured, resulting in an LOD of 0.04 ng/L.

Gu and collaborators [40] developed a magnetic separation-based multiple SELEX to simultaneously
select aptamers against three different marine biotoxins: DA, STX and TTX. The first 12 rounds entailed
mixed screening against the three toxins, and the subsequent four rounds of single screening were
against each individual toxin. Additionally to the multiplexing strategy, the authors provided the
novelty of combining the advantages of MBs and graphene oxide (GO) for efficient partitioning.
A fluorescence assay was developed to determine the affinity of the aptamers, showing K4 values
of of 62, 44 and 61 nM for DA, TTX and STX, respectively. Additionally, two multi-target aptamers,
which can bind with either DA or TTX, were also obtained.

Finally, an aptamer specific to the antigen binding site of a mAb against OA has been produced
using MB-SELEX [41]. The aptamer produced following this strategy mimics the OA structure. In this
approach, F(ab’), fragments (obtained by pepsin digestion of the anti-OA mAb) were conjugated to
MBs and subsequently incubated with the ssDNA library. Negative selection with bare MBs and six
additional mAbs (against STX, BTX-2, TTX, DA, nodularin (NOD) and MC-LR) was applied to remove
non-specifically bound ssDNA. The produced aptamer was used in two different immunoassays.
In the first one, biotinylated aptamer competed with free OA for binding to immobilized anti-OA
mAb, followed by the addition of streptavidin-HRP, with the aptamer thus acting as a tracer. In the
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second assay, immobilized OA competed with the aptamer for binding to anti-OA mAb, which was
subsequently detected using a secondary antibody.

4. Conclusions and Perspectives

Marine toxins play a crucial role in shellfish poisoning, and reliable, rapid and cost effective
detection of very low concentrations of these toxins is critical. Currently, MBs have been used in
the field of marine toxin detection as supports in assays and biosensors, capture agents for toxin
pre-concentration and as tools to produce biorecognition molecules such as phages and aptamers.
Because of their advantages in terms of increased surface-to-volume ratio, improved assay kinetics,
increased washing efficiency and reduced matrix effects, efficient and highly sensitive analytical
systems for the detection of marine toxins have been developed.

The use of MB-based strategies in marine environments can facilitate the confirmation of toxin
presence in shellfish at the occurrence of harmful algal blooms (HABs), and speed up monitoring
programs. However, to provide biotechnological tools for seafood safety and human health protection,
it will be necessary to validate these MB-based approaches. Validation studies will include analyses
of multiple samples, of different natures and from different geographic locations, some of them with
multi-toxin profiles, and maybe with emerging toxins as challenging targets.
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Abstract: Magnetic Janus particles bring together the ability of Janus particles to perform two
different functions at the same time in a single particle with magnetic properties enabling their remote
manipulation, which allows headed movement and orientation. This article reviews the preparation
procedures and applications in the (bio)sensing field of static and self-propelled magnetic Janus
particles. The main progress in the fabrication procedures and the applicability of these particles
are critically discussed, also giving some clues on challenges to be dealt with and future prospects.
The promising characteristics of magnetic Janus particles in the (bio)sensing field, providing increased
kinetics and sensitivity and decreased times of analysis derived from the use of external magnetic
fields in their manipulation, allows foreseeing their great and exciting potential in the medical and
environmental remediation fields.

Keywords: magnetic Janus particles; (bio)sensing; static; self-propelled

1. Introduction

In 1989, Casagrande et al. [1] described the preparation of spherical particles from commercial
glass spheres with diameters in the 50-90 um range bearing half-hydrophilic half-hydrophobic surfaces.
These particles were coined as “Janus beads” after the Roman God Janus depicted with twin faces,
one looking to the future and the other to the past [2]. Unlike conventional particles, two-faced
Janus particles provide asymmetry and directionality and can combine different or even incompatible
properties within a single particle [3,4]. The surface anisotropy of these particles spatially decouples
analytical functions (e.g., targeting and sensing) and allows spatial-selective bioconjugation that would
otherwise be difficult to combine within the uniform composition or heterogeneous nanoparticles.
Therefore, Janus nanoparticles have properties and functions, such as dual-targeting [5] and molecular
sensing, which are incompatible when combined in a single structural unit or in heterogeneous
“not Janus” nanoparticles, thus, opening opportunities for the construction of truly multifunctional
entities [6,7]. Moreover, the asymmetry of the Janus particles surface (ratio of surface area devoted to
different surface types on the two sides of the particle) can be varied at will depending on the particular
applications without altering, interfering or losing the intrinsic properties of both faces, which makes
them a unique category of materials in contrast to other particles. Since their development, these
particles and their synthetic methods have evolved rapidly as they have been adapted to different
applications and profited of the important advances in micro- and nano-manipulation systems and
fabrication procedures. This evolution may include the introduction of a magnetic component (i.e.,
iron, nickel, Fe-Ti, CoNi) that allows driving them by means of a magnetic field towards different
places in the human body where therapeutic drugs are released (i.e., drug delivery), to trap undesired
entities (i.e., microorganisms), to be used for magnetic resonance imaging, separation of biological
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molecules or (bio)chemical sensing [8] or to perform many other applications as magnetically triggered
devices in the biomedical area [9]. This displacement based on the magnetic field is useful for in vivo
biomedical applications because these nano-systems can be precisely controlled by magnetic forces
while their speed remains constant regardless of the medium through which they move. Moreover,
these biocompatible, non-toxic particles are capable of travelling along the human body without
harming cells and tissues. Therefore, a variety of magnetic micro- and nano-systems have already
been reported in the literature for several biomedical applications with no adverse interactions with
human tissues no matter the biological fluid conditions [10].

The great importance, applicability and future prospects that these devices promise have been
already reviewed in articles focused on self-propelled affinity biosensors [11], biosensing with different
magnetic particle labels, including Janus particles [12], Janus particles for biological imaging and
sensing [7], or for biosensing [4], magnetically driven micro- and nano-robots [10], micro-/nano-robots
for biomedicine [13], nano-/micro-systems for delivery and (bio)sensing at the cellular level [8], targeting
and isolation of cancer cells [14], or the use of micromotors for biosensing applications [15]. Considering
that the application of magnetic Janus particles in the (bio)sensing field is gaining importance rapidly,
this review article is focused to the recent developments and applications of these particles both as
static and dynamic (bio)sensing systems. Outstanding developments, current trends, challenges and
prospects in this exciting field are highlighted and discussed.

2. Synthesis of Magnetic Janus Particles

The methods for the synthesis of magnetic Janus particles are diverse and difficult to classify [16].
A variety of synthetic strategies has been reported in the literature which, at least in part, can
be classified as belonging to one of the following categories: (a) Masking or template; (b) direct
deposition; (c) phase separation; and (d) self-assembly. An optional preparation method also includes
bubble-templated assembly [17]. In the masking approach, the particles, trapped at the interface
between two phases, are modified only on one side. Similarly, the template methods involve the use of
sacrificial material to cover a part of the particle, while the other is modified [18]. In a direct deposition,
the functionalizing material is driven only to the desired area of the particle. Fabrication methods based
on phase separation require the use of two immiscible precursors and the existence of an interface.
Microfluidics or emulsification with two immiscible fluids, where a liquid-liquid interface is formed,
are alternatives explored for the preparation of anisotropic magnetic particles [19-22]. Regarding
solid-liquid interfaces, the solid particle is usually employed as a nucleation site for the condensation
of the liquid. Self-assembly methods are based on the spontaneous assembling of particles which act
as building blocks for simple structures by entropy minimization [23]. Assembling may be directed by
application of magnetic or electric fields and depends largely on the properties of the surrounding
solution. In this section, some recent methods reported for the synthesis of magnetic Janus particles
noted for their relevance and the practical utility of the resulting materials are reviewed.

Fe304 amphiphilic Janus nanoparticles (Fe3O04@AJNPs) bearing (-cyclodextrin ($-CD) and
aminopyridine (APD) functionalized polymethyl methacrylate (PGMA) were prepared to construct
pH-stimuli responsive co-assemblies through host-guest interactions between 3-CD and APD [24]. Asit
is shown in Figure 1, hydrophilic superparamagnetic Fe;O4 nanoparticles (NPs) were used to obtain
Fe304 wax microspheres employing Pickering emulsion by stirring in paraffin wax and dispersion
in dimethylformamide (DMF). A further condensation reaction occurred between the particles and
polyethylene glycol (PEG) to yield PEG-Fe3O4/wax composite microspheres which were washed with
chloroform to dissolve the wax. PEG-Fe3O4-Br NPs were obtained by reaction with bromoacetic acid,
and the ARGET ATRP technique (activators regenerated by the electron transfer for atom transfer
radical polymerization) [25] was applied to graft polymethyl methacrylate-methacrylate (PMMA-MA)
brushes onto the opposite hemisphere of PEG-Fe3O4-Br NPs, thus, obtaining the amphiphilic Janus
PEG-Fe304-PMMA-MA. Finally, hydroxypropyl-3-CD reacted with PEG-Fe;04-PMMA-MA through
the condensation among the carboxyl groups in PMMA-MA and the hydroxyls in CD to obtain
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the functionalized amphiphilic Janus PEG-Fe3;04,-PMMA-MA (CD), which were also named as
Fe3;0,@AJNPs.

O Fe(acac), + TEG

Wax _ /* —Fec >

*, °,  Stirring Condensation
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Dissolution

1 Sa » MA, MMA BrCH,COOH @\.
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Figure 1. Schematic display of the method for the synthesis of Fe30,@AJNPs. Reproduced from
Reference [24] with permission.

Pickering emulsion was employed recently by Shaghaghi et al. [26] for the preparation of various
types of Janus superparamagnetic iron oxide nanoparticles (SPIONs) decorated with folic acid (FA) and
doxorubicin (DOX) with the aim of accumulating target cancerous cells through the FA ligands and
deliver chemotherapy drugs. SPIONs were firstly masked and immobilized in paraffin wax particles
for the subsequent synthesis of drug-conjugated Janus NPs (Figure 2). The waxed magnetic cores
were half-coated by (3-mercaptopropyl) triethoxysilane (MPTES), and then dewaxed in solvents for a
further anchoring of azide-3-aminopropyl-triethoxysilane (N3-APTES) on the free side of the particle.
Then, mono(acryloyl)-star-poly-(ethylene glycol) (Acl-sPEG) was conjugated to the core via thiolene
click reaction in the presence of azobisisobutyronitrile (AIBN). Thereafter, N-hydroxysuccinimide
(NHS)-ester of folic acid was grafted to sPEG to obtain SPION-sPEG-FA. The preparation of
DOX-PCL-SPION (PCL = poly(e-caprolactone)) involved grafting of DOX-PCL-yne to the particle via
azid-yne click reaction in the presence of N,N,N’,N” N"’-pentamethyl diethylene-triamine (PMDETA).
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Figure 2. Scheme of the steps involved in the synthesis of drug-conjugated Janus nanoparticles (NPs).
Reprinted from Reference [26] with permission.

Fe304-metal Janus nanoparticles have been used for a variety of interesting applications.
An illustrative example is the recent synthesis of Fe304-Ag nanocomposites through a two-step
solvothermal method. Once Fe3Oy4 particles were prepared, they were added to an AgNOj solution in
acetic acid/acetate ethanolic mixture under ultrasonic dispersion followed by heating in an autoclave [27].
The prepared material exhibited not only magnetic properties, but also surface-enhanced Raman
scattering (SERS) effect and was used as a substrate to detect adsorbed molecules on surfaces. Another
interesting work implies the synthesis of Janus bifunctional composite Au-Fe3O4 NPs by means of a
microwave heating. Two types of amphiphilic Janus Au-Fe3O4 NPs were prepared by coating with
bi-compartment polymer brushes exhibiting opposite amphiphilic properties on Au and Fe3Oy surfaces
by the ligand exchange method. Specifically, Au@PEGFe;04@polystyrene (PS) Janus NPs, with PEG
coating on the Au surface, and PS coating on the Fe30, surface were obtained by adding a mixture of
thiolated polyethylene glycol (PEG-SH) and phosphonated polystyrene (PS-P) to the Au-Fe3O4 NPs.
In addition, Au@PSFe;0,@PEG Janus NPs, with PS grafting on Au and PEG on Fe3O4, were prepared
by adding a PEG-P and PS-SH mixture to Janus NPs. Double-layered plasmonic-magnetic vesicles
were prepared from the synthesized NPs (Figure 3). Moreover, the amphiphilic distribution of the
polymer grafts on the Janus Au-Fe;O, surface, allows easily reversing the positions of the Au and
Fe30; in the vesicular shell by changing the amphiphilic properties of the polymer brushes coated
on their surface, with Au extended mostly to the outside and FezOy localized inside the shell, or
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conversely. The resultant vesicles exhibited greatly enhanced optical and magnetic properties taking
advantage from both the interparticle plasmonic coupling of the Au NPs and the magnetic interaction
of the Fe3O4 localized in the doubled vesicular shell [28].

a @PEG-F304@PS b @PS-F304@PEG
Self Self
-Assembly -Assembly

DL-Ve 1 DL-Ve 2
Double-Layered Vesicles |

Figure 3. Schematic illustration of the Janus Au-Fe3O4 NPs grafted with hydrophilic polyethylene
glycol (PEG) on Au and hydrophobic PS on Fe30y (a), and with PS on Au and PEG on Fe30y (b), and
the hierarchical self-assembly of the resulting Janus amphiphilic nanoparticles into double-layered
plasmonic-magnetic vesicles in aqueous media. Reprinted from Reference [28] with permission.

Taking advantage of the selective affinities of ferrite and metals to bind different ligands,
an asymmetric functionalization method was reported by Jishkariani et al. [29] to prepare Janus
heterodimers from Fe3;O4-Pt and Fe3O4-Au nanoparticles. Dendritic phosphonic acid and disulfide
groups were used to coat the iron oxide and Pt, respectively, or Au parts of the heterodimer to prepare
amphiphilic structures (Figure 4). The synthesis involved 2,2-bis(hydroxymethyl)propionic acid
(bis-MPA)-type disulfide dendrons 2, 4 and 6 with polar end-groups and a second-generation, stearate
terminated, phosphonic acid bearing dendron 7 as the non-polar counterpart. Janus particles were
prepared through sequential ligand exchange of the Fe3O,-Pt (or Fe3O4-Au) heterodimers.

f?ﬁ ; “

i,{rﬁ ey 2 5‘5\“‘?7& /ﬁé//
\%7' s w i E}N Fe3O4 M‘,J?:
NTF ‘-~ Nonpolar dendron Polar dendron M/:‘;{’} ey
X~ Fe30s - \ \ 2 ‘ T
B, - 3
2 ¥ Y. 7

\\L\

2

As synthesized heterodimer Oleic acid Janus heterodimer
Figure 4. Schematic representation of the two-step ligand exchange process using dendritic ligands 7

and 6. Reprinted from Reference [29] with permission.
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With the smart materials’” development, self-propelled motors have drawn great attention in
biomedical science or environmental remediation fields [30]. Among the different synthetic strategies,
the introduction of magnetic materials results in an efficient method to make controllable motors to
perform tasks in targeted areas [31]. With this objective, recent efforts have focused on metal-oxide
based materials. Peng etal. [32] reported an easy method for the fabrication of hollow three-dimensional
graphene oxide (GO)/MnFe, O, motors by coupling shear force with capillarity. Figure 5 shows that the
addition of aniline to aqueous suspensions of GO mixed with MnFe,O4 provoked a strong interaction
which induced the effective aggregation of GO sheets giving rise to the subsequent turbulent flow
structure under strong electric stirring. As a result, GO sheets spontaneously precipitated and gradually
self-assembled into small 3D ball-shaped GO/MnFe,O4 hydrogels with embedded MnFe,O, particles.
The surface was coated with a thin GO layer by dipping it again into aqueous GO. Then, a capillary
force arising from the evaporation process was used to pull the GO sheets together and reassembled
the aerogel into a 3D bowl-shaped macrostructure (GO/MnFe,O4 motor) with a great ability to adsorb
heavy metal ions, this favoured by the abundant oxygen-containing groups on the GO surface.

electric
stirring
shear force induced turbulent
structure and size breakup
]
S
Pb**, Cd*, 5’ b
® i »Zn* sl =
ga | =
=]
=
heavy metal
——
ions
adsorption of capillary force induced 3D
heavy metal ions hollow structure and shrinkage

Figure 5. Scheme illustrating the self-assembly synthesis of a GO/MnFe,O, motor for the removal of
heavy metal ions by shearing force driven breakup combined with capillary force induced shrinkage.
Reproduced from Reference [32] with permission.

Magnetically steerable self-propelled Janus micromotors with ability to selectively remove
radioactive Cs from contaminated water were synthesized from mesoporous silica microspheres
functionalized with copper ferrocyanide and coating half of the surface with ferromagnetic Ni and
catalytic Pt layers (Figure 6). Mesoporous silica was firstly functionalized with ethylenediamine
(S-EDA), followed by preparation of Cu(II) coordination complexes (S-EDA-Cu) and reaction with
sodium ferrocyanide (FC) to obtain S-CuFC particles. Thereafter, a poly(vinylpyrrolidone) (PVP)-coated
glass slide was placed in a humidity-controlled chamber, where the humidity was raised until PVP
became adhesive, so that when the synthesized S-CuFC particles were dispersed across the PVP layer,
half of them were fixed inside the film and only the top surfaces of the particles were coated sequentially
with a Ni layer and a Pt layer. The prepared S-CuFC/Ni/Pt Janus micromotors were released from the
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PVP-coated glass slide by sonication in ethanol [33]. It is important to note that the adsorption of Cs
by the self-propelling micromotor adsorbents and their subsequent magnetic recovery provided the
selective removing of more than 98% of the radioactive 137Cs ions from aqueous solutions.

1) EDA-silane
2) CuCl,
3) Na,Fe(CN),
Mesoporous Silica Copper ferrocyanide modified silica
microsphere (S-CuFC)

(b)

1) Ni deposition
2) Pt deposition
3) Particle reiease

Monolayer of $-CuFC $-CuFC/Ni/Pt
Janus micromotor

Figure 6. Scheme of the S-CuFC microspheres synthesis (a), and the sequential deposition of
ferromagnetic Ni and catalytic Pt on half of the S-CuFC surface (b) for the fabrication of S-CuFC/Ni/Pt
Janus micromotors. Reproduced from Reference [33] with permission.

3. Magnetic Janus Particles for (Bio)Sensing

Magnetic Janus particles combine anisotropy with magnetic properties, thus, delivering the ability
to perform challenging tasks that would be impossible with isotropic particles. For example, a Janus
particle may have the dual ability to stabilize an interface and to perform a catalytic reaction on
some part of its surface [34]. This unique combination makes magnetic Janus particles interesting
tools for a wide range of applications in different fields, such as catalysis [35], theranostic [36],
drug delivery [37], biomedical imaging [7], biological probing, self-propelled carrier and remote
manipulation of devices [7,38]. In addition, magnetic Janus particles can be used as surfactants,
water-repellent coatings, or building blocks for supramolecular structures [38]. This section focuses
on the implementation of Janus nanoparticles with a magnetic component for applications in static
biosensing, but also including some examples of bioimaging, drug delivery and theranostic applications
that involve a previous biosensing (target) step, as well as their use as biosensing self-propelled
nanomachines. It is worth remarking here that even rare-earth-based Janus microparticles with
magnetic and fluorescent functions have been reported and mostly used for drug delivery and
bioapplications [39,40].

3.1. Static Janus Magnetic Particles for (Bio)Sensing

The anisotropy in shape, composition, and surface chemistry of Janus nanoparticles allows their
users to perform complementary functions, achieving an outcome not possible with conventional
nanoparticles in the field of biosensing. Lu et al. reported an article showing the advantages of a
magnetic bifunctional particle for glucose sensing using Janus particles with peroxidase-like activity
for colorimetric detection of glucose in one step. The particles were more stable over a wider range
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of pH than the enzyme horseradish peroxidase (HRP) and, because of their magnetic nature, they
allow easy sample separation/concentration, and can be reused by simple isolation through magnetic
separation [41]. Taking advantage of this methodology, magnetic tailored microparticles with Janus
structure, generated by using a centrifugal microfluidic chip, were exploited in a multi-assay format for
the simultaneous sensing of glucose and cholesterol [42]. A competitive binding assay using fluorescein
isothiocyanate-dextran as a competing ligand was employed for sensing glucose, and microparticles
embedded with y-Fe,O3 nanoparticles were used as a catalyst for the oxidation of tetramethylbenzidine
by H,O,, a product of the enzymatic hydrolysis of cholesterol. Both sensing assays were integrated
into the same Janus type particle, thus, allowing simultaneous monitoring of glucose and cholesterol
in human serum.

Janus magnetic nanoparticles have also been used for DNA [43,44] and protein detection [45,46].
Doyle’s group brilliantly developed polymeric magnetic Janus particles with separate detection and
barcoding compartments [44,47]. The barcoding region displayed arrays of dots, while the sensing
compartment was functionalized with DNA probe molecules for multiplexed detection. The magnetic
microparticles incorporated into the Janus disks allowed rotation by an external magnetic field,
enabling solution exchange through immobilization, particle decoding through orientation control
and reaction enhancement through active stirring [44]. Regarding protein detection, multifunctional
dumbbell-shaped magnetic Janus particles were prepared and modified on one face with anti-CD14
antibody for cell attachment and coated with anti-TNFa antibody on the other face (Figure 7a).
The system allowed specific cell targeting and in situ multi-detection of cytokines [46].

a) g : (i)

o 9 a 9

In situ . .

cytokine dctcctinn:
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Fe304-SiO2 JNRs Ag@Fe304-SiO2 JNRs

Figure 7. Scheme illustrating attachment of dumbbell particles to single cells and in situ sandwich
Enzyme-Linked ImmunoSorbent Assay (ELISA) detection of cells released cytokine (i). Merged
fluorescence images of the cell (blue) and dumbbell particles (green, small magnetic microspheres
(sMS); red, big magnetic microspheres (bMS)) after ELISA detection. The images were taken at
6 h lipopolysaccharide (LPS) stimulation time. Cells were stained with CellTracker Blue CMAC
(7-amino-4-chloromethylcoumarin) dye. Scale bar: 10 um (ii) (a). Schematic illustration of a typical
procedure for the in situ synthesis of AgNPs@Fe30,-Si0, Janus nanorods (JNRs) and their sterilization
and separation process (b). Magnetic Janus mesoporous silica nanoparticles Transmission Electron
Microscope (TEM) images (bar = 200 nm) (c). Reprinted and adapted from Reference [46] (a),
Reference [48] (b) and Reference [49] (c).

In several studies, magnetic JNPs have been used for the effective separation/concentration of
biomaterials. Mirkin and coworkers developed triblock Au-Ni-Au nanorods for the detection and
separation of protein mixtures [50,51]. The Au segments from the two-component triblock (Au-Ni-Au)
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nanorods were functionalized with nitrostreptavidin for capturing biotinylated proteins, and the Ni
interior block was used as affinity template for simple and efficient separation of His-tagged proteins.
In addition, the Ni portion of the nanorods is ferromagnetic, which enables easy isolation under a
magnetic field. In this way, the authors demonstrated how the two-component triblock magnetic
nanorods could be used to magnetically separate biotin-tagged proteins and His-tagged proteins from
a mixed solution, thereby using a single material to separate and selectively remove multiple proteins
and providing an alternative to the currently used affinity chromatography [51].

Multifunctional nanoplatforms based on the use of magnetic Janus mesoporous silica nanoparticles
were designed to integrate bacterial capture, separation, and elimination into a single system [48,49,52].
In an interesting work, novel magnetic silica JNRs decorated with Ag nanoparticles (Figure 7b) showed
superior magnetic sensitivity, strong binding to bacteria, and more effective and long-term antimicrobial
activity than pure Ag nanoparticles. This was attributed to the properties of the formed nanocomposites
with a variable AgNPs loading, which can significantly improve the dispersion and stability of the
deposited AgNPs and enhance their bacteria binding capture efficiency [48]. Dong’s group proposed
the use of magnetic Janus mesoporous silica nanoparticles (MSNs) with hexadecyltrimethylammonium
bromide (CTAB) loading, used both as a soft cationic template for mesoporous silica synthesis and
anti-bacterial agent for bacterial elimination, and functionalized with amine groups, as nonselective
ligands to bind both Gram-positive and Gram-negative bacteria via electrostatic attraction [53],
as anti-bacterial drug [54]. In this way, the mesoporous silica body enhanced bacterial capture, due to its
large surface, while the exposed Fe304 head maintained the strong paramagnetic property for bacterial
separation [49]. To address specific bacteria targeting, fluorescent-magnetic Janus mesoporous silica
nanoparticles were modified with a specific antibody. These JNPs acted as fluorescent identification
and separation tools which enabled bacterial identification through Matrix-Assisted Laser Desorption
Ionization Time-of-Flight Mass Spectrometry (MALDI-TOF-MS) directly from food matrixes [52].

Table 1 summarizes the main characteristics of the methodologies using magnetic Janus particles
for static (bio)sensing applications.

Magnetic Janus Particles for Targeted Biomedical Applications

Nanoparticles have received great attention in the field of therapeutic and diagnostic. In particular,
Janus particles, due to their two functional surfaces, can be used to selectively conjugate specific
chemical moieties for drug delivery, non-invasive imaging, and/or targeted therapeutic intervention on
a single-particle system [55]. Anisotropic nanoparticles have attracted great attention as multimodal
imaging agents. In particular, magnetic nanoparticles can be used as contrast agents for magnetic
resonance imaging (MRI) [7]. The incorporation of metallic nanoparticles provides plasmonic
properties [56], and the subsequent modification with fluorescent dyes or quantum dots allows
fluorescent imaging [57]. However, only a few systems have been reported involving specific target
capacity into the magnetic Janus particles for imaging purposes. Dumbbell-shaped Au-Fe3O4 [58] and
Ag-Fe304 [59] nanoparticles functionalized with specific antibodies against A431 human epithelial
carcinoma cells and Raji and HeLa cells, respectively, were described. The high reflectance of the
nanoparticles, due to the presence of the Au and Ag compartments, respectively, enabled optical
visualization of cancer cells without fluorescence labeling, as well as MRI [58]. Recently, Sdnchez et al.
reported an elegant Janus nanoplatform by combining a Fe3O4NPs/mesoporous silica core@shell face
together with an Au nanoparticle face [60]. Due to its anisotropy, the resulting hybrid nanocarriers
successfully allowed the in vivo tumor-targeted (by its modification with a targeting peptide for cancer
detection cRGD motif) multimodal MRI (Fe3O4 core), computed tomography (CT, AuNP face) and
fluorescent tracking (fluorescent dye loading) in a fibrosarcoma-bearing mouse model (Figure 8).
Moreover, in vitro experiments performed by 24 h incubation with HEK293, HepG2, RAW 264.7, adult
fibroblasts (MAF), and fibrosarcoma (MF) mouse cells confirmed the biocompatibility of these Janus
particles within the tested concentration range (35-350 ptg mL™1).
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Angiogenesis-Targeted
JANUS Nanocarriers

e O &%

SilicaShell IONPs AuNPs Dye cRGD

Figure 8. Strategy for multimodal molecular imaging assessment of targeted Janus nanoparticles in
tumor-bearing mouse model (O, optical imaging; MRI, magnetic resonance imaging; CT, computed
tomography; IONPs, iron oxide nanoparticles; cRGD, peptide cyclo[Arg-Gly-Asp-D-Phe-Lys]).
Reprinted and adapted from Reference [60].

The intrinsic heterogeneity of Janus particles makes them suitable for delivering drugs with
different properties, unlike core-shell nanoparticles [61]. In drug delivery systems, specific targeting
is crucial to avoid damage to healthy cells and to enhance the drug bioavailability [20]. Thus,
some controlled release magnetic Janus particles have been conjugated with specific ligands for
specific drug release targeting. In this context, dumbbell-like Au-Fe30,4 nanoparticles were prepared
as target-specific nanocarriers to deliver cis-Pt complexes into epidermal growth factor receptor 2
(HER2)-positive breast cancer cells. In this structure, the Pt complex was anchored on the Au side
and the HER2-specific monoclonal antibody Herceptin, chosen as a targeting agent, was linked to
Fe304 side [62]. Following a similar strategy of active targeting and drug delivery, cell targeting
and intracellular DNA magnetic-controlled release in cancer cells were also achieved by using
magnetic Janus nanocapsules [63]. In addition, Wang et al. prepared super-paramagnetic Janus
nanocomposites of polystyrene/Fe3;04@SiO; structure with dual functionalities for drug delivery
applications. To achieve simultaneous cell targeting and stimulus-induced drug release, the polystyrene
matrix was surface-decorated with carboxyl groups where the tumor cell targeting was attempted by
the conjugation of folic acid, whereas the antitumor agent DOX was immobilized to the silica shell via
a pH-sensitive hydrazone bond, thus, facilitating pH-induced drug release [64].

An exciting trend in drug delivery is incorporating therapeutic, targeting, and imaging all in
one particle. Kilinc et al. synthesized Fe-Au nanorods for combined cell targeting, therapy and
imaging able to specifically target breast cancer cells. In this design, the Au block was modified
with heregulin, a ligand of HER family of receptors, whereas the magnetic response of the Fe block
was used for mechanical perturbation and MRI [65]. A very nice work reported by Zhang et al.
describes a method for the synthesis of uniform multifunctional Au/Fe;04@C Janus nanoparticles.
These nanoparticles were selectively functionalized with amino-poly(ethyleneglycol)thiol and folic
acid on the exposed Au domains (Figure 9) to achieve high contrast for computed tomography imaging,
excellent stability, good biocompatibility, as well as cancer cell-specific targeting. The mesoporous
structure was used as a carrier for DOX, photothermal agent and MRI contrast agent [66]. New
magnetic-luminescent multifunctional nanoparticles (MnFe,O4-NaYF,) were modified with folic acid
to target human esophagus carcinoma cells. The system exhibited multiple uses, including multimodal
imaging, targeted drug delivery, and cancer imaging-guided therapies [67]. Following the same trend of
theranostics approach, monodisperse Au-Fe,C Janus nanoparticles were synthesized as multifunctional
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entities for cancer theranostics. The entities had triple-modal magnetic resonance/multispectral
photoacoustic tomography/computed tomography imaging-guided for precise diagnosis and efficient
tumor treatment through laser radiation. In vitro and in vivo targeting was achieved by modifying
the Au-Fe,C Janus particles with an affibody (ZHER2:342), showing a larger tumor accumulation and
deeper tumor penetration than the non-targeted ones [68].

A: Control Synthesis of JNPs

o

Calcination

Etching

Au NPs Au/PAA JNPs Au/Fe(OH)-PAA JNPs  (Janus AwFe(OH),-PAA) Au/Fe,0,@C JNPs
@Si0, NPs
N PAA & s5io, () Fe(OH), ¥ e ] @ FeO, W FA @ DOoX
B: Selective Modification
SH-PEG-NH, FA DOX
EDC+NHS
AufFe,0,@C JNPs FA-PEG-Au/Fe,0,@C JNPs DOX-loaded
Eh L AACY
FA-PEG-Au/Fe,0,@C JNPs
N\ PAA & sio, OFeOl), (¢ @ F0 _®Fs @ DOX _
C: Biological Application
i Photothermal therapy E

{ Active targeting E
s &
pH/NIR-responsive release
/~_ PAA @ 50, ( FeOH), [ ~C @ Fe0, ,_®Fa @ DOX

Figure 9. Scheme showing the controlled synthetic strategy for obtaining Au/Fe30,@C JNPs (A).
Selective modification of Au/Fe30,@C JNPs (B). Biological application of FA-PEG-Au/Fe30,@C JNPs
for simultaneous dual-modal imaging and actively targeted chemo-photothermal synergistic therapy
of cancer cells (C). Reprinted with permission from Reference [66].

The main aspects of targeted (bio)imaging and biomedical applications using magnetic Janus
particles are outlined in Table 2.
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3.2. Self-Propelled Janus Magnetic Particles for (Bio)Sensing

Under certain experimental conditions, Janus particles can be propelled autonomously (Janus
motors). This self-propulsion can be achieved through certain electrochemical reactions or the
incorporation of metals (Pt, Mg) capable of generating gaseous bubbles in the presence of certain
fuels (HyO,, water). The inherent lack of a defined trajectory can be solved by including a magnetic
component (usually nickel) in the Janus motor structure, which allows their guidance or isolation
in the presence of an external magnetic field. Self-propelled Janus magnetic particles using metals,
polymers or carbon materials have been reported so far.

Self-propelled Janus magnetic particles, unmodified or functionalized with appropriate
bioreceptors, have demonstrated to possess unrivaled merits for optical and electrochemical on-site
sensing and biosensing of a wide variety of analytes and biomolecules (nucleic acids, proteins, cancer
and bacterial cells and other clinically relevant analytes, such as cortisol) in near real-time. Table 3
summarizes the main features of the biosensing strategies that were reported involving the use of
self-propelled Janus magnetic particles. It is important to note that the autonomous movement of
the Janus magnetic particles has been decisive in developing efficient and rapid biosensing strategies
involving ‘on-the-move’ recognition and (bio)sensing events in complex samples without preparatory
and washing steps [4,7,8,11,15,69-73]. This autonomous movement around the sample addresses the
low binding efficiency associated with the slow analyte transport occurring in bioaffinity sensors
working in quiescent sample droplets, thus, increasing the likelihood of target-receptor contacts and
greatly enhancing the kinetic and sensitivity of the (bio)sensing event [11].

To date, the use of self-propelled Janus magnetic motors for biosensing involving trimetallic
nanowires, tubular micromotors or spherical particles has been reported (Figure 10). In these
biosensing applications, the signal transduction was achieved through: (1) Chemical sensing involving
measurement of the speed and/or distance the motors travelled at fixed times in the presence of
the target analytes [74,75]; (2) electrochemical sensing by electrochemical detection of electroactive
compounds generated by degradation of non-electroactive compounds using Janus particles with
artificial enzymatic activity [76] or by using particle-electrode impact voltammetry to quantify and
qualify locomotion of self-propelled micromotors [77]; and (3) optical and fluorescent sensing by
monitoring directly captured big target analytes (cells and bacteria) [78,79] or in connection with
appropriate fluorescent labels [80,81] or quenching mechanisms [82,83].

(a) (b) (c)

202 0 + H*+ 2e- HzO) H202
w =
£ N\

H2°2 02 + H*+ 2e-
0, + 2H,0 0, +2H,0
Self-electrophoretic Self-electrophoretic

Bubble propulsion Bubble propulsion

Figure 10. Magnetic Janus motors for biosensing applications and related propulsion mechanisms:
Nanowires (a), tubular micromotors (b) and spherical particles (c). Reprinted from Reference [15]
with permission.
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Wang’s group, from the University of California San Diego, pioneered the use of magnetic Janus
motors for optical biosensing. In particular, Au-Ni-Pt nanowires were prepared for the determination of
nucleic acids [75]. These catalytic nanowires are able to self-propel at speeds of ~10 um s~! in a solution
containing 5-10% of HyO,. Platinum catalyzed the oxidation of H,O,, which generated electrons
and free protons at that end of the nanomotor. Due to the structure of the nanowire, asymmetric
distribution of charges and an electrical gradient was generated, which translated into the autonomous
advancement of the nanomotor in the direction in which the platinum end pointed (Figure 11a).
Taking advantage of the selective acceleration of these nanomotors in the presence of silver ions,
attributed to the improved catalytic activity of platinum after underpotential deposition of silver on the
nanowires [74], this group developed a strategy for nucleic acid biosensing using for the first time the
distance traveled by the nanomotor as an analytical signal [75]. The biosensing strategy was used for
the quantification of synthetic DNA and bacterial rRNA and involved a detector probe modified with
Ag nanoparticles in a typical hybridization sandwich format. The assay implied co-self-assembly of a
thiolated specific DNA capture probe and dithiotreitol (DTT) and post-treatment with mercaptohexanol
(MCH) on a photolithography-prepared gold electrode followed by sequential incubation on this
modified surface with the sample containing the target DNA and the Ag nanoparticles-modified
detector probe. Upon placing a drop of an H,O; solution on the electrode surface with the immobilized
DNA sandwich, the Ag nanoparticles were rapidly dissolved and, after mixing the Ag™ enriched
solution with a nanomotors suspension, their speed was monitored for a fixed time (Figure 11a).
The higher the concentration of target nucleic acid (30-mer synthetic DNA or Escherichia coli (E. coli)
16S mRNA), the larger the number of nanoparticles captured and, therefore, the higher the speed
(or the distance travelled at a fixed time) of the nanomotors. This new biosensing principle was able
to selectively detect 40 amol synthetic DNA and 2000 colony forming units (cfus) mL™! of E. coli
directly in untreated bacterial lysates. In addition, the principle facilitates the collection of multiple
readings in a single experiment, reduces the likelihood of false positives or negatives, and can be
easily extended to other biosensing strategies. Despite these interesting features, catalytic nanowires
operation is restricted to low ionic strength environments, which limits their usefulness for biosensing
purposes [11,69]. This is the reason why tubular micromotors and spherical particles, which efficiently
propel in high ionic concentration environments and complex biological fluids, have been much more
used for dynamic biosensing [15].

Microtubes with the internal catalytic surface of Pt are chemically propelled by O, bubbles
generated by the decomposition of H,O, in the presence of a suitable surfactant (Figure 11b) [69].
In addition, the incorporation of the ferromagnetic Ni intermediate layer makes it easy to be guided
with a magnet. These microtubes were initially manufactured with standard photolithography
techniques [80,81] and more recently by electrodeposition in commercial membranes [79,84], which is
a much cheaper and simpler methodology that also allows the motor size to be modulated at will for
each particular application. These micro-rockets can be modified with gold by electroplating, only on
half of their external surface (Figure 11b,c) to facilitate their modification with different bioreceptors,
and, therefore, they can be considered Janus motors.
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Figure 11. Optical biosensing using catalytic magnetic Janus motors (a) and tubular motors prepared
by top-down photolithography (b) or template electrodeposition (c¢,d). Detection of: Nucleic acids with
catalytic Au-Ni-Pt nanowires (a), cancer cells with Ti/Ni/Au/Pt microtubes modified with antibodies
(b) bacteria with lectin-modified Au/Ni/PANI/Pt microtubular engines (c) and naked-eye detection of
cortisol with antibodies-functionalized Au/PEDOT/Ni/Pt microtubes (d). Reprinted and adapted from
Reference [75] (a), Reference [78] (b), Reference [79] (c) and Reference [84] (d) with permission.

Although these micro-rockets can travel at up to 2 mm s~}, after the functionalization required
conferring the necessary selectivity in biosensing applications they typically navigate at 100-200 tm s~!
(in biological samples supplemented with 1-5% (w/v) H,O, and 0.25-2% (w/v) sodium cholate surfactant,
NaCh). This is sufficient speed to ensure their prolonged navigation (>30 min) in complex and viscous
biological media. The reported results show that the required H,O, and NaCh concentrations affect
neither the functionalization used to immobilize the bioreceptors nor the efficiency of the biological
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interactions required for biosensing. The speed of these microtransporters allows the rapid scanning
of a sample, ensuring the probability of interaction of the target analyte with the surface-confined
receptors. In addition, the convection currents and vortex effect associated with this movement and the
generated bubbles create a very favorable hydrodynamic environment that accelerates the (generally
slow) kinetics of the recognition reactions, allowing the development of efficient, simple biosensing
strategies in near real-time [11,80].

Pt/Au/Ni/Ti microtubes were prepared by photolithography or by template electrodeposition of Pt
and poly(3,4-ethylenedioxythiophene) (PEDOT) or polyaniline (PANI) on commercial membranes and
modified with Au and Au+Ni (PANI/Pt or PEDOT/Pt) by electronic impact. After the functionalization
of the sputtered gold external surface using the chemistry of thiol monolayers and the subsequent
covalent immobilization of different receptors (antibodies, oligonucleotides and lectins), the resulting
microtubes allowed direct optical biosensing of large target biomolecules, such as cancer cells [78]
and bacteria [79], as well as indirect biosensing of smaller molecules (DNA [80], proteins [81] and
hormones [84]) using different fluorescent labeling strategies.

Regarding direct detection, Janus tubular micromotors manufactured by photolithography and
functionalized with a specific antibody were successfully used for the rapid and selective detection of
pancreatic cancer cells that overexpressed the carcinoembryonic antigen (CEA) on their surface, in 1:4
diluted human serum (Figure 11b) [78].

Tubular micromotors of much smaller dimensions, manufactured by electroplating PANI/Pt using
commercial membranes (Figure 11c) and successive electrodeposition of Ni and Au layers were applied
to the biosensing of pathogenic bacteria. The manufacture of these micromotors is much simpler and
cheaper than those prepared by photolithography and allows modulating their dimensions at demand
depending on the size of the target biomolecule, enabling the visualization of the recognition process in
real-time with no need for a later stage of additional labeling. For this purpose, these microtransporters
were modified with the appropriate lectin for the efficient recognition of the target bacteria [79]. Using
the affinity reaction of the lectin Concanavalin A by gram-negative bacteria, such as E. coli, it was
possible to detect in real-time and at single-cell level this bacterium in drinking water, apple juice and
seawater supplemented with the fuel required for the locomotion of the micromotors.

Regarding the indirect biosensing of small molecules, photolitographically prepared Pt/Au/Ni/Ti
microtubes functionalized with a specific thiolated DNA probe were used for the determination of a
30-mer synthetic target DNA at the nanomolar level directly in biological matrices, such as serum,
urine, saliva or longer target E. coli 165 rRNA in raw bacterial lysates without the need to apply
previous pre-treatment or washing steps [80]. Pt/Au/Ni/Ti microtubes functionalized with aptamers
were employed for sensitive and selective biosensing of circulating proteins (human thrombin) in
biological fluids (serum and plasma) [81]. In both strategies, sandwich formats and fluorescent
detection by labeling the biotinylated detector receptors (DNA or aptamer detector probes) with
commercial fluorescent nanoparticles modified with streptavidin, were used.

More recently, Au-sputtered PEDOT/Ni/Pt microtubes were modified with a specific antibody
and used, in connection with a direct competitive immunoassay using cortisol conjugated with
horseradish peroxidase (HRP) and the 3,3’,5,5 -tetramethylbencidine (TMB)/H,O; system, to develop
and fast naked-eye biosensing strategy enabling “on the move” specific detection of cortisol down to
0.1 pg mL~! in just 2 min and using microliter sample volumes (Figure 11d) [84].

Self-propelled spherical magnetic Janus particles also exhibit suitability for electrochemical and
optical sensing and biosensing. In all cases, propulsion allows these particles to mix with liquids much
better than the static ones, which significantly improves the biosensing efficiency. The applications
include gold and magnesium micromotors, which operate thanks to corrosion reactions that generate
bubbles on one side and propel the engine in the opposite direction. These Janus particles have
demonstrated their ability to sense and degrade toxic pesticides or emerging contaminants in complex
samples using simple and rapid protocols.
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The remarkable capabilities offered by self-propelled spherical magnetic Janus particles in
electrochemical sensing were shown by Wang’s group [76]. Water-propelled Mg microparticles with
a Ni-Au bilayer patch for magnetic guidance [85], exerted a dual function as “autonomous stirrers”
significantly enhancing mass transport and as “natural enzyme mimics”, inducing localized pH
gradients for non-electroactive analytes degradation. These interesting features hold great promise
for electrochemical measurements in microvolume samples at screen-printed electrodes [71,76]. In a
pioneering approach, water-driven magnetic Au-Ni-Mg Janus particles were magnetically confined
onto the surface of printable sensor strips through the intermediate Nilayer [76]. The particles served as
artificial enzymes toward the alkaline and selective hydrolysis of the non-electrochemically detectable
pesticide paraoxon into p-nitrophenol, an electroactive and non-hazardous compound (Figure 12a).
The method exhibited 15-fold times higher sensitivity towards target analyte detection in the presence
of the propelled particles, which was attributed to the enhanced mixing induced by the motion of
self-propelled Janus magnetic particles.

a) b)

Salmonella enterica &°

@ Janus Particles (Au-Ni-Mg)

H2 evolution

~—> Magnet

Figure 12. Electrochemical (a) and optical (b) biosensing using self-propelled spherical magnetic Janus
particles. Electrochemical detection of organophosphorous nerve agents through their hydrolysis to
non-hazardous, but electrochemically detectable by-product (p-nitrophenol) at screen-printed electrodes
(a); optical biosensing of enterobacterial contamination by rapid quenching of the native fluorescence
of the PABA-functionalized magnetocatalytic hybrid Janus spherical particles upon interaction with the
target LPS from Salmonella enterica (b). Reprinted and adapted from (a) [76] and (b) [83] with permission.

Regarding optical sensing, Escarpa’s group has used Janus magnetic motors for ultra-fast and
sensitive biosensing of highly toxic species, such as deadly bacteria endotoxins [82,83]. The methods
involve the use of highly efficient magnetocatalytic hybrid Janus spherical particles, synthesized
using an oil-in-water emulsion containing graphene quantum dots (GQDs), PtNPs and Fe3O4NPs
and modified with phenylboronic acid (PABA), to detect endotoxins released from E. coli [82] and
Salmonella enterica [83] bacteria. The analytical readout relied on the fluorescence quenching upon
the interaction of GQDs with the target bacterial lipopolysaccharides (Figure 12b). Due to their two
active differentiated regions, these Janus particles can be propelled efficiently both in the presence
of HyO, and under a magnetic field. Authors reported that these particles can detect selectively the
bacterial toxins at a 0.07 ng mL~! endotoxin concentration, far below the 275 pg mL~! level considered
toxic to humans [83], in spiked clinical (urine and human serum) and food (milk, mayo, egg yolk
and egg white) samples in just 15 min compared with the several hours required by the existing gold
standard methods.

4. Conclusions, Main Challenges to Solve and Future Perspectives

The relevant progress in the design, fabrication and applications of magnetic Janus particles are
reviewed in this article. Details on their synthesis procedures and on (bio)sensing applications of both
static and self-propelled systems are highlighted and discussed.
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A unique advantage of magnetic Janus particles is their easy manipulation, also together with
their cargo (cells, bacteria, drugs and other biological material) through the application of external
magnetic fields which, in turn, avoids the need of using chemical propellants with short lifetimes.
In addition, this kind of Janus particles are also prone for functionalization and stand out for their high
biocompatibility allowing their use as labels for biosensing, which also results in advantages connected
with sensitivity and time of analysis. Moreover, they exhibit intrinsic peroxidase-like catalytic activity
useful for such purpose. Furthermore, their anisotropy in shape, composition and surface chemistry
allows for the combination of diverse, but complementary analytical functions in a single particle,
which is difficult in non-Janus micro and nanoparticles. Moreover, their magnetic property may allow
the plain use of magnetic-field based separation and recycling of these particles.

Static magnetic Janus nanoparticles have found application in the simultaneous determination of
molecules of biological importance, such as glucose and cholesterol in serum, or multi-detection of DNA
and proteins. In addition, they have been used for the effective separation and pre-concentration of
biomaterials, thus, meaning an alternative to the usually employed affinity chromatography. Moreover,
they have been applied in the integration of bacterial capture, separation and elimination in a single
system and, what is more, they can also be used as imaging agents and in drug delivery allowing specific
targeting with no damage to healthy cells. In this last field, a single system, including multimodal
imaging, targeted drug delivery and cancer imaging-guided therapy has been proposed.

Self-propelled Janus magnetic particles have been used for optical and electrochemical biosensing
of clinically relevant analytes, such as nucleic acids, proteins, cancer and bacterial cells, etc. Their
autonomous movement has, in fact, allowed the development of efficient and quick biosensing
systems able to recognize the target analytes in complex biological samples with no need for sample
pretreatment or washing steps. What is more, these particles with free movement around the sample
raise the probability of target-receptor contacts, which greatly increases the kinetics and sensitivity of
the biosensing events.

Nevertheless, there are major challenges to be confronted before these particles can be introduced,
for example, in routine medical care. On the one hand, it is necessary to find a way to easily fabricate at
large scale environmentally friendly and low-cost biofunctionalized particle labels with high stability
and adequate long-term storage. Quite a number of Janus particles synthetic methods have been
reported to date. However, this is still a major challenge to be solved, indeed being one of the main facts
hindering the wide applicability of these particles in many fields. Procedures to synthesize magnetic
Janus particles are all but simple. Moreover, the synthesis of nano-sized Janus particles is even more
complicated, requiring complex chemicals and resulting in the production of low amounts of particles,
which is a burden for applications requiring high quantities of this material. For sure, an improvement
in the control and yield of synthetic methods together with the preparation of modified JNPs with new
capabilities should result in an increase of their potential applicability, thus, helping to introduce them
in new practical applications and real-world systems. In fact, modern technologies, such as direct laser
writing (DLW) and 3D printing in combination with experimental prototype simulations will allow
manufacturing of improved complex architectures which is envisaged as a solution to solve problems
associated with the synthesis of magnetic Janus particles.

Also, a more thorough study on the interactions between magnetic Janus particles and biological
systems is necessary to allow the prediction of the biological response of multi-functional JNPs which
would, in turn, result in more rational designs of these particles as (bio)sensing tools.

Another main challenge relies on the design of point-of-care (POC) devices using magnetic Janus
particles, which would be of great interest mostly if they are fitted to the multiplexed analysis of
several biomarkers for a single sample. Neither should be forgotten that collaboration among research
laboratories and medical centers is highly needed to test the newly developed methodologies by
full-scale clinical trials and to actually demonstrate the advantages they can provide as opposed to
traditional sensing systems.
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