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Appl. Sci. 2018, 8,1762

the results of the proposed method are shown and a comparison of its effectiveness with that of the
established method is provided. Finally, the concluding remarks of the paper are given in Section 4.

2. Proposed Method: MICP

2.1. Overview

The overall process of the algorithm can be written in pseudo-code as follows:

Pseudo-code: The overall process of the proposed method

Data: V, P

Result: Ty

while (e < ending criteria)

{V'} + interpolation(V)

{E} < step_edge(V)

{M} < match(E,P/,N)

{Tinit} < minimizing point-to-plane distance metric
{P'} < {TiisP}

end

{Tf} A ICP(Tinit'PS/ Pt)

To align the volume data (V) and the scan data (P), the two were initially manually placed
proximally. For a single point and normal vector from the surface data, an intensity profile can be
defined in the volume data. The intensity profile has several new points aligned with the normal vector
to the surface data. These points are defined with uniform intervals and new intensity values are
given to these points by 3D interpolation (V’). Because the volume data and surface data are initially
positioned well, a single intensity step edge is apparent in the intensity profile (Figure 2).

Figure 2. Intensity profile and step edge point.

The step edge represents the boundary of the teeth in the volume data and provides valuable
information for both segmentation and registration. For most existing segmentation algorithms that
extract surface data from volume data, points of the segmented surface must be positioned in the step
edge(E). In other words, an edge point on an intensity profile should relate directly to a 3D segmented
point. From the registration aspect, if the volume data and scan data are aligned properly, this step
edge point must converge to the origin (x = 0).

The intensity profile is calculated for every point so the step edge can be determined. If the step
edge exists in the intensity profile, the interpolated edge point in the 3D vertex can be obtained and
the edge point becomes a segmented point. These points are the corresponding points used for the ICP
algorithm (M). The rigid transformation matrix can be calculated by minimizing the distance between

456



Appl. Sci. 2018, 8,1762

the matching points. If the average distance between the two data sets becomes less than the ending
criteria, the dynamic segmentation process terminates.

Unlike the previous methods that use only volume data for segmentation, we use both volume
data and surface data. The proposed registration procedure does not need any human input except for
initial positioning and works automatically. In addition, the proposed method uses the edge points
of the teeth. Therefore, it is robust to the artifact problem. The overall flow chart of the proposed
registration procedure is shown in Figure 3.

/ Volume data(V) Scan data(P, N) /L
3D interpolation

Intensity profiles

Rigid
transformation

| Edge points detection

Corresponding
Points

Optimization

Distance minimizin;

Rigid transformation
matrix
Ending criteria

Yes

Figure 3. Overall procedure of the proposed method.

2.2. Automatic Registration Process

2.2.1. Defining an Edge Point on Intensity Profile

Based on a single point of scan data, an intensity profile can be generated along the normal
direction of the point by 3D interpolating with a uniform interval. For this intensity profile generating
process, two parameters are needed, the maximum distance and the interval. In this study, we used
10 voxels as the maximum distance and 1 voxel as the interval, and a total of 21 interpolation values
are calculated for 1 intensity profile. With this intensity profile, the presence of step edges can be
determined. The first derivative of the line profile can be used to determine the presence of a step
edge. The determined step edge could correspond to an intensity increasing shape or an intensity
decreasing shape.

Because the normal direction of the surface data and the gradient direction of the volume data
are opposite, the sign of the first gradient of the step edge must be negative. In conclusion, if an
intensity profile has a high negative value for the first derivatives, that intensity profile has a step
edge and the point of the surface data becomes a corresponding point for ICP. Then, the minimum
value of the first derivatives is defined. Many studies have evaluated the HU values of materials in
CBCT volume data [31-34]. There are two step edges which define the teeth boundaries, whether
bone—air or bone—skin. To detect and use both step edges, the step edge defined by the relatively low
first derivatives value, the bone—skin value, becomes the reference. Based on the previous studies,
—800 was defined as a reasonable slope value of the first derivatives for defining the step edge [19].
All experiments in Section 3 used this slope value to define step edges. This edge point is physically
the same as a zero-crossing edge point [35]. The detected edge point on the intensity profile is a 3D
point because the intensity profile is defined by 3D interpolation from volume data.
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Volume data is highly complex data containing not only teeth, but also bones and tissues.
Therefore, more than two step edges could be found. These intensity profiles are not used for the
registration process. The proposed registration works based on only the defined points of surface data
which are near the step edges. Because of this strict standard, the proposed registration method is
robust to cases with metal artifacts.

Once the edge point is found, the sub-voxel level edge point is defined by local 3D interpolation
back and forth along the intensity profile. This is the final step for a single intensity profile.
The sub-voxel level edge point becomes a corresponding point to the point defining the intensity profile.

2.2.2. Dynamic Segmentation

For a single point on the surface data, a corresponding point in the volume data can be found by
intensity profile analysis. If this intensity profile analysis is applied to all points on the surface data,
a set of corresponding points for ICP can be obtained. The surface data and volume data are initially
positioned. All detected edge points can be visualized as surface data. This surface data is a segmented
surface representing the tooth volume data and can be a corresponding point for ICP. In the proposed
method, if correspondence is obtained, the conventional ICP step for finding corresponding points
becomes unnecessary. Now, points with edge points are set as moving surface data and the segmented
points are set as the target surface data. Then, the sum of the distance between the corresponding
points is minimized using the singular value decomposition (SVD) method and a rigid transformation
matrix can be obtained [36]. The moving surface data is transformed by the obtained transformation
matrix in a process which is a single iteration process under the proposed procedure. Even if the data
is down-sampled, ICP still uses several thousands of points for which it needs to find correspondences.
Repeating SVD iteratively increases the computational costs of ICP. In contrast, the proposed algorithm
uses only hundreds of points from the interpolated data and already knows the correspondences.
Therefore, the computational costs incurred by using SVD are substantially lower than those of ICP.

This whole process is performed iteratively just the same as for the conventional iterative closest
point algorithm. The procedure of the established registration method for volume data and surface
data uses only one segmented surface data. However, the proposed registration method includes
the segmentation process within the iteration which is why this segmentation method is termed
‘dynamic’ segmentation. The segmented surface used as the target surface differs every iteration.
For the proposed dynamic segmentation method using intensity profile analysis, the volume data can
be used directly as input data. Above all, the dynamic segmentation works automatically without
needing any human input. During the iteration process, the edge point on the intensity profile gets
closer to the point on the surface.

2.3. Factors to Consider in Proposed Method

2.3.1. Normal Correction

Fundamentally, the 3D vertex points are the raw data obtained from the 3D scanning and are
not positioned regularly due to the geometry of the model. From this point cloud, a mesh model is
generated from various meshing algorithms and a surface normal can be calculated. From the near
surface normal directions of a point, a vertex normal can be calculated. However, the mesh model
generated from raw scan data is not good mesh data because of its point irregularity. There are many
long-edge triangle faces on the raw mesh data and the calculated normal data is noisy. The dynamic
segmentation that is proposed for MICP is sensitive to the normal direction of the scan data. Using
raw scan data works fine but more accurate registration results can be achieved by correcting the
normal data. There are two ways to correct normal data, normal smoothing and remeshing [37,38].
Normal smoothing can remove the high-frequency noise in the normal data and generates more
reliable intensity profiles. However, the input normal for smoothing is basically inaccurate because of
the irregular mesh data from the raw point cloud data. To overcome the irregularity, we remeshed

458



Appl. Sci. 2018, 8,1762

the mesh data. After remeshing from the original mesh data with equal edge lengths, points on
the surface are realigned and regular mesh data is generated (Figure 4). More accurate face normal
data can be calculated from the regular mesh data and more accurate vertex normal data can be
obtained sequentially.

K TSk K T T K= KD
‘

(a) Original data (b) Normal smoothing (c) Remeshing

Figure 4. Results of normal correction methods for scan data. (a) raw scan data, (b) normal smoothing,
(c) remeshing.

2.3.2. Length Value to Generate Intensity Profile

To generate the intensity profile through point normal direction, a limitation length should
be set before the process. To achieve accurate registration, a proper length value is needed. If the
intensity profile is set to a short length value, no edge points can be detected and registration cannot
be performed because there is no correspondence between the scan data and the CBCT volume data.
Alternatively, if the intensity profile is set to a long length value, unintended edge points can be
detected and wrong correspondences lead to inaccurate registration results. Edge points of gums,
tissue regions or metal artifact regions can be ignored automatically by the proper length value.
With the proper distance value, the edge points of teeth regions are segmented and can be used to
achieve good correspondences.

2.3.3. Down Sampling

One of the differences between volume data and surface data is their resolution. Surface data
have a much higher resolution than CBCT volume data. The resolution of volume data is not as high
as that of surface data even if 3D interpolated intensity values are given to all the points. A voxel
in the volume data may even correspond to more than dozens of points in the surface data. Thus,
using all points of the surface data is ineffective. To improve the efficiency of MICP registration, input
surface data was down sampled to match the volume data. The conventional registration process,
always contains a segmentation process that takes at least 20 min, so the expected time reduction is
low. However, the expected elapsed time of the proposed registration method is dramatically lowered
because segmentation is contained in the iteration. Generally, there are 4 down sampling algorithms
that are widely used in 3D data handling; uniform sampling, random sampling, normal sampling, and
covariance sampling [39]. The volume data has uniform resolution along the x, y, and z directions.
Given this feature of the volume data, it is reasonable to use uniform sampling to adjust the resolution
of the input data.
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3. Results & Discussion

In this chapter, the experimental results of MICP are presented. Also, the proposed method is
compared to the conventional registration method in terms of the average distance of points (D value).
The proposed algorithm was implemented in MATLAB R2017a (The MathWorks Inc., Natick, MA,
USA) on a personal computer with an i7-4770K processor with 8GB memory and a Windows 7
operating system (Microsoft Cop., Redmond, Washington, DC, USA). To visualize the results, MITK
2016.11.0 [40] and Meshlab 2016 [41] software were used.

3.1. Result

3.1.1. Data Sets

To be able to register the CBCT volume data and the dental scan surface data, naturally both data
types should be obtained from the same patient. To obtain the experimental result, four sets of volume
data and surface data were used for the registration (Figure 5). The volume data were obtained from
CBCT (CB MercuRay, HITACHI, Chiyoda, Japan) and the surface data was obtained from a 3D optical
dental scanner (Identica blue, MEDIT Corp., Seongbuk-gu, Seoul, Korea). The dimension of all volume
data is 512 x 512 x 512. The pixel spacing of the volume data of setl and set2 is 0.2920 and of set3 and
setd is 0.2.

\\\Wmm:

A AN

'K“mm

Figure 5. Input data ((a): surface data, (b): volume data). (1) set no.1 (2) set no.2 (3) set no.3 (4) set no.4.
3.1.2. Registration by the Conventional Method

Although there is no ground truth for the registration result of volume data and scan data,
conventional registration using segmentation and the iterative closest point has been used in the dental
field for a long time. Therefore, to compare registration performance, the ground truth used was the
result of conventional registration. For the comparison, the conventional registration process was
performed on all input data sets. The region of interest (ROI) was set to the teeth region in the CBCT
volume data. In the ROI, thresholding and region growing was performed for segmentation. After
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the volume data has been segmented, the segmented region is extracted as surface mesh data. Then,
human input is used to select a 3-point pair for the initial condition. ICP is performed as the last
registration step. The result of ICP is shown in Figure 6 and Table 1. It is hard to measure the exact time
cost of this conventional registration because it varies with the skills of the user and the computing
power of the hardware. The conventional registration process takes at least 20 min for a no-artifact case
and even more for an artifact case. The most time-consuming steps are segmentation and exportation
of the surface data.

(a-1)

\[ pay
i ISRANE 1Y
T4 10 T

“

Figure 6. Conventional registration result. ((a): segmented surface data, (b): maxillary, (c): mandible)
(1) set no.1 (2) set no.2 (3) set no.3 (4) set no.

Table 1. The result of conventional registration.

Input Data Metal Artifact Ejcp (mm) SDjcp (mm)
S 1 Maxillary No 0.3612 0.1308
et no. Mandible No 03357 0.1140
S 5 Maxillary Yes 0.4170 0.1574
et no. Mandible No 03812 0.1380
S 3 Maxillary Yes 0.3178 0.1242
etno. Mandible Yes 0.3464 0.1420
S 4 Maxillary Yes 0.5025 0.1914
et no- Mandible no 0.4834 0.1823

3.1.3. Modified Iterative Closest Point (MICP) Registration Results: Normal Correction

Modified iterative closest point (MICP) was performed on the four data sets to register the volume
data and surface data. The volume data was set as the fixed data and the surface data was set as
the moving data. The result of the MICP method is a 3D rigid transformation from dental scan
data to CBCT volume data. To compare the results to those of the conventional registration method,
the average point distance of the two surface data after registration was calculated (D).

The results of the MICP using row scan data converged well and show good results compared to
those of the conventional registration process. After normal correction, even more accurate registration
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results are obtained (Figure 7). Table 2 shows the registration numbers in detail both before and after
normal correction.

Results : Normal correction of scan data

3
0

E i, (mm) Maxillary ~ Mandible Maxillary ~ Mandible Maxillary ~ Mandible  Maxillary ~ Mandible
micp

o
IS

o

=3
o

o

Setmno. 1 Setno. 2 Setno. 3 Setno. 4

®Scan data @ Normal smoothing = Remeshing
Figure 7. Registration result of modified iterative closest point (MICP) after normal correction.

Table 2. Registration result of modified iterative closest point (MICP) after normal correction.

Input Data Normal Correction Nyicp Epprcp (mm) SDpcp (mm) Dyjicp (mm)
No 212125 0.3145 0.7173 0.6178
Maxillary Normal sampling ! 0.3146 0.7198 0.6172
Remeshing 180,186 0.2882 0.6703 0.6219
Set no.1
No 160,112 0.3953 1.0815 1.1811
Mandible Normal sampling ’ 0.3723 1.0094 1.1774
Remeshing 131,545 0.3357 0.9217 1.1679
No 199 456 0.8431 1.8762 1.2145
Maxillary Normal sampling ! 0.8374 1.8500 1.2461
Remeshing 185,546 0.7412 1.6113 1.2730
Set no.2
No 113333 0.4203 1.2217 1.1116
Mandible Normal sampling 7 0.4071 1.1760 1.1070
Remeshing 95,438 0.2830 0.8040 1.0955
No 78 442 0.3828 1.4925 0.4458
Maxillary Normal sampling ’ 0.3339 1.2376 0.4350
Remeshing 51,398 0.3337 1.2289 0.4466
Setno.3
No 34081 0.5730 1.9817 0.5957
Mandible Normal sampling ! 0.5000 1.6143 0.5366
Remeshing 78,657 0.4998 1.6196 0.5387
No 69.563 0.2920 11811 0.6204
Maxillary Normal sampling ’ 0.2602 1.0053 0.5959
Remeshing 56,335 0.2515 0.9704 0.5891
Set no.4
No 56,817 0.1457 0.5928 0.9164
Mandible Normal sampling ! 0.1084 0.3837 0.9146
Remeshing 44,472 0.1059 0.3801 0.9298

3.1.4. MICP Registration Results: Different Length Values

To identify the optimal length for generating the intensity profiles of the four data sets, MICP is
performed as the length values are varied from 1 to 10 (Table 3). The length values 1 and 2 are too
short to find edge points on the intensity profiles. Also, the D value increases with the length value.
The registration result changes depending on the length used, and 3-6 seem to be good lengths for
generating the intensity profile due to the lower D values obtained. Note that, based on this length test,
all MICP registration results in this paper use 4 as the length when generating the intensity profile.
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Table 3. Modified iterative closest point (MICP) results with different length values for the
intensity profiles.

D Value Respect to Length of Intensity Profile
2 3 4 5 6 7 8 9 10

0.7009  0.5681 0.5512 0.5409 0.5402 0.5410 0.5442 05446 0.5453
X 11733 11743 1.1735 1.1734 11741 11776 11780 1.1738

1.0571 1.1947 1.2525 1.0014 1.0817 1.0813 13574 1.3294 1.2866
12707 11302 1.1186 1.1215 11185 1.1186 1.1185 1.1186 1.1184

0.7850 0.4375 04101 0.4241 04533 04557 04725 04781 04817
X 0.5127 0.5345 0.5482 0.5703 0.5593 0.5508 0.5530  0.5501

X 0.5614  0.5604 0.5696 0.5844 0.5826 0.5838 0.5717  0.5824
X 09393 0.9370 09371 09371 09371 09372 0.0973 0.9371

Metal
Artifact

Input Data

Set Maxillary ~ No
no.1 Mandible  No

Set Maxillary ~ Yes
no2  Mandible No

Set Maxillary ~ Yes
no.3 Mandible  Yes

Set Maxillary ~ Yes
no.4 Mandible  No

XX XX | XX | XX| =

3.1.5. MICP Registration Results: Down Sampling

Down sampling can be applied to the proposed MICP registration method and the expected time
saving is much higher than for the conventional registration procedure. Figure 8 shows the down
sampled point cloud using uniform sampling with grid sizes of 1, 5, and 10. The result of MICP using
the down sampled surface data is shown in Table 4.

260 260
240 240
220 220
0 i 0
(a) 180,186 points (b) 47,499 points
no sampling grid size=1
250 y
240 J
: 230
Lo 220 §
fregs : 2104 /
RN ¢ " 9 )
) /\//’/< 550 50 - 550
.voo\\ > ~ 500 100 =2 - 500
" 450 450
aso < 1% 0
(c) 2,157 points (d) 552 points
grid size =5 grid size = 10

Figure 8. Uniform sampling results. (a) No sampling, (b) uniform sampling (grid size = 1 voxel)
(c) uniform sampling (grid size = 5 voxels), (d) uniform sampling (grid size = 10 voxels).
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Table 4. MICP registration results using uniform down sampled data.

Input Data Sampling Npoint Eyiicp (mm)  SDypcp (mm) Dygicp (mm) Time (s)
No 180,186 0.2882 0.6703 0.6219 1062.8
Masillary 1 47,499 0.2860 0.6622 0.6159 274.8
5 2157 0.2528 0.5933 0.5881 124
10 552 0.2434 0.5635 0.5299 35
Set no.1
No 131,545 0.3210 0.8730 11677 793.4
4 1 34,781 0.3131 0.8470 1.1760 2104
Mandible 5 1593 0.2609 0.6881 1.1882 9.9
10 395 0.2401 0.5460 1.2847 29
No 173,449 0.7386 1.6003 1.2689 11424
Maxillary 1 46,158 0.7279 15659 1.2766 307.0
5 2155 0.6971 14932 1.2698 14.1
10 539 0.5489 0.9869 1.3935 40
Set no.2
No 84,735 0.2716 0.7618 1.0742 550.4
b 1 22,285 0.2636 0.7348 1.0698 146.4
Mandible 5 1021 0.1592 0.3407 1.0895 6.9
10 27 0.1789 0.4136 1.1974 17
No 163,714 0.3386 12525 0.4448 1149.0
Maillary 1 77,997 0.3358 12416 0.4464 537.8
5 3982 0.3337 12247 0.4827 27.7
10 1013 0.3210 1.1381 0.4661 74
Set no.3
No 78,657 0.4991 16165 0.5390 581.9
o 1 40,812 0.5004 1.6167 0.5388 303.0
Mandible 5 2097 0.4993 1.6027 0.5468 159
10 543 0.5131 1.6708 0.5920 43
No 163,714 0.2597 1.0095 0.5843 1092.8
Maxillary 1 82,483 0.2589 1.0015 0.5862 580.0
5 1232 0.2576 0.9843 0.5753 294
10 1081 0.2462 0.9398 0.5856 7.6
Set no.4
No 125,617 0.1093 0.3891 0.9128 8716
4 1 65,067 0.1088 0.3857 0.9130 4443
Mandible 5 3384 0.1067 0.3621 0.9166 234
10 892 0.1248 0.4066 0.9329 64

3.1.6. MICP Registration Results

Detailed results of proposed MICP registration are shown in Figures 9 and 10. Surface data with
volume rendered volume data is shown. Also, both the axial and sagittal views are shown. The red
surface data is the initial condition, the blue surface data is the result of conventional registration, and
the green surface data is the result of the proposed MICP registration.

Maxillary (no artifact) ~ Mandible (no artifact) Maxillary (artifact) Mandible (no artifact)
(@ (b)

Figure 9. Cont.
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Figure 9. Modified iterative closest point (MICP) registration result. (a) Set no.1; (b) Set no.2; (c) Set
no.3; (d) Set no. 4.
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Figure 10. Average point distance of the modified iterative closest point (MICP) result. (a) set no.1;
(b) set no.2; (c) set no.3; (d) set no.4.

3.2. Discussion

3.2.1. Evaluation of MICP Registration Results

Some patients who take both CBCT volume data and dental scanning surface data may have
uneven teeth geometry as in our data set. Even with this uneven and poor teeth condition, the proposed
algorithm showed fine results, even for the case with artifacts without needing any extra processing.
The convergence error of MICP is similar to that of ICP.

As the proposed algorithm selects reliable points, it is robust to artifact cases. In the proposed
procedure, registration and segmentation work complementarily; the better registration result causes
the dynamic segmented points to increase, and the increased dynamic segmented points cause a better
registration result. For artifact cases, the ratio of the increasing number of segmented points is lower.

The D value is computed in order to compare the result with the conventional registration result.
As mentioned earlier, there is no ground truth for the registration of volume data and surface data.
In other words, D = 0 does not exactly correspond to a perfect result. However, it is taken as the
ground truth on the basis that the conventional registration is currently used in all dental applications
by experts in this field. Maximum tolerance in the registration of volume data and surface data for
dental applications ranges from 1.0 mm to 2.0 mm. In most cases, the distance values D between
the conventional registration result and the result of the proposed method were less than 2.0 mm.
This means that the proposed MICP registration result has fine registration accuracy and can be used
for conventional applications without any problem. Also, from the early iterations of MICP, the D
values decreased in all test cases. This proves that the surface is moving in the right direction.
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While the established registration framework takes more than 20 min to register the volume data
and the surface data, the proposed MICP registration takes less than 10 min for all cases because the
segmentation process became automatic.

3.2.2. Evaluation of MICP Registration Results by Down Sampling

MICP using full surface data is two times faster than conventional registration and down sampling
makes MICP even faster. The MICP registration result using the most down sampled surface data
took less than 20 s and varying the D values caused almost no significant difference to this time. If the
faster registration of volume data and surface data is needed for some applications, MICP with down
sampling is a realistic solution, especially considering that it guarantees fine registration results.

3.2.3. Limitations

In the overall MICP process, segmentation is done automatically but setting the initial condition
still needs a human input. Like general ICP, MICP could suffer from poor initial conditions.
To determine the maximum effective limits of the initial condition, translations and rotations through
x, Y, z directions are applied to each data set and used as the initial position of the MICP input data.
The D value is used to judge whether the registration works or not with the initial conditions.

To set an initial condition for MICP in real applications, landmarks selected by human input
are necessary. In medical image registration, landmark-based registration is widely used instead of
total manual registration by picking arbitrary point pairs. Consistency of the landmarks on medical
images is about 1.64 mm and this is the initial condition for the registration [42]. This 1.64 mm can
be considered directly as the initial condition error. From these initial condition tests, acceptable
registration results are obtained with 2 mm differences of translation and rotation.

4. Conclusions

In this paper, modified iterative closest point (MICP), an automatic segmentation method for
CBCT volume data and dental scan data is proposed. The proposed registration algorithm is based on
a classic local registration algorithm, the iterative closest point (ICP). To find corresponding points
for registration of CBCT volume data and dental scan data, previous methods had to extract full
surface data from the volume data by segmentation. In the proposed method, the step for finding
corresponding points was modified to a dynamic segmentation and the volume data could be directly
used as input data. The whole registration process, except for the initial condition setting, is automatic
and the registration result of the proposed method differs from conventional registration result by less
than 2 mm, which is an acceptable tolerance in the dental CAD/CAM industry. With normal correction,
more accurate registration results can be achieved and proper distance values for generating the
intensity profile are provided. The registration speed is at least two times faster than the conventional
method. With down sampling, MICP works much faster and registration is completed within only
10s.
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Abstract: To address the registration problem in current machine vision, a new three-dimensional
(3-D) point cloud registration algorithm that combines fast point feature histograms (FPFH) and
greedy projection triangulation is proposed. First, the feature information is comprehensively
described using FPFH feature description and the local correlation of the feature information is
established using greedy projection triangulation. Thereafter, the sample consensus initial alignment
method is applied for initial transformation to implement initial registration. By adjusting the initial
attitude between the two cloud points, the improved initial registration values can be obtained. Finally,
the iterative closest point method is used to obtain a precise conversion relationship; thus, accurate
registration is completed. Specific registration experiments on simple target objects and complex
target objects have been performed. The registration speed increased by 1.1% and the registration
accuracy increased by 27.3% to 50% in the experiment on target object. The experimental results
show that the accuracy and speed of registration have been improved and the efficient registration
of the target object has successfully been performed using the greedy projection triangulation,
which significantly improves the efficiency of matching feature points in machine vision.

Keywords: machine vision; point cloud registration; greedy projection triangulation; local correlation

1. Introduction

With the rapid development of optical measurement technology and three-dimensional (3-D)
imaging [1-3], point cloud data has received substantial attention as a special information format that
contains complete 3-D spatial data. The application of the 3-D image information is widespread in the
fields of 3-D reconstruction for medical applications [4], 3-D object recognition, reverse engineering of
mechanical components [5], virtual reality, and many others such as image processing and machine
vision [6,7].

There have been many efforts to achieve point cloud registration. The classic algorithm for this
purpose is the iterative closest point [8], proposed by Besl and Mckay. This algorithm can be efficiently
applied to registration problems for simple situations. However, if there is significant variance in the
initial position of the two cloud points, it is easy to fall into a local optimum and thus increase the
possibility of inaccurate registration. In order to provide improved initial parameters, it is necessary
to perform the initial registration before accurate registration using algorithms such as the sampling
consistency initial registration algorithm [9]. Due to the large capacity and complexity of point cloud
data models, describing feature points is one of the most important and decisive steps in the processing
for initial registration. Various methods have been developed to obtain feature information, such as
local binary patterns (LBP) [10], local reference frame (LRF) [11], signatures of histogram of orientations
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(SHOT) [12], and point feature histograms (PFH) [13]. These feature operators can only provide a single
description for feature information with high feature dimensions and high computational complexity.

Other efforts have been made in terms of feature matching. Scale-invariant feature transform
(SIFT) [14-16] utilizes difference of gaussian (DOG) images to calculate key points. It describes local
features of images and obtains the corresponding 3-D feature points through mapping relationships.
It has certain stability in terms of the change of view and affine transformation; however, the matching
speed for this algorithm is the main limitation. The speeded-up robust features (SURF) algorithm
can be used to extract the feature points of the image [17-20] and implement image matching
according to the correlation. However, this algorithm relies too much on the gradient direction
of the pixels in the local area, which yields unsatisfactory feature matching results. The intrinsic shape
signature (ISS) algorithm has been proposed for feature extraction to complete the initial registration
process [21,22]; however, wide range in searching feature point pairs and low computational efficiency
are the limitations for this algorithm. The method for interpolating point cloud models using basis
functions has been proposed for establishing local correlation to reduce computational complexity [23].
There are some limitations in traditional methods, such as the inability to comprehensively describe
feature information and slow matching of feature point pairs. These issues limit the accuracy and
speed of 3-D point cloud registration and significantly impacts its application in practical fields.
Based on the traditional sampling consistency initial registration, and iterative closest point accurate
registration, a new point cloud registration algorithm is proposed herein. The proposed algorithm
combines fast point feature histograms (FPFH) feature description with greedy projection triangulation.
The FPFH feature descriptor describes feature information accurately and comprehensively, and greedy
projection triangulation reflects the topological connection between data points and its neighbors,
establishes local optimal correlation, narrows the search scope, and eliminate unnecessary matching
times. The combination solves the problems of the slow speed and the low accuracy in traditional
point cloud registration, which leads to improvements in the optical 3-D measurement technology.
The effectiveness of the proposed algorithm is experimentally verified by performing point cloud
registration on a target object.

The contents of the paper consist of four sections. In Section 2, the specifications of the point
cloud registration algorithm are discussed. In Section 3, experiments and analysis performed using the
point cloud library (PCL) are presented. Finally, the conclusions are presented in Section 4.

2. Point Cloud Registration Algorithm

Regarding the complexity of the target, integral information can only be obtained by scanning
multiple stations from different directions. The data scanned by each direction is based on its own
coordinate system, and then unify them to the same coordinate system. Control points and target
points are set in the scan area such that there are multiple control points or control targets with the
same name on the map of the adjacent area. Thus, the adjacent scan data has the same coordinate
system through the forced attachment of control points. The specific algorithm is as follows.

First, the FPFH of the point cloud is calculated and the local correlation is established to speed-up
the search for the closest eigenvalue using the greedy projection triangulation network. Because of the
unknown relative position between the two point cloud models, sample consensus initial alignment
is used to obtain an approximate rotation translation matrix to realize the initial transformation.
In addition, the iterative closest point is further refined to obtain a more accurate matrix with the initial
value. The point cloud registration chart is shown in Figure 1.
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FPFH calculates feature information

!

Greedy projection triangulation

establishes the local correlation

I

Sample consensus initial registration

|

Iterative closest point accurate registration

Figure 1. Point cloud registration chart. FPFH (fast point feature histograms).
2.1. Feature Information Description

FPFH is a simplification algorithm for point feature histograms (PFH), which is a histogram of
point features reflecting the local geometric features around a given sample point. All neighboring
points in the neighborhood K of the sample point P are examined and a local UVW coordinate system
is defined as follows:

U =n;
— (Pt*Ps)
v=uX pp] - M
W=ux?uov

The relationship between pairs of points in the neighborhood K is represented by the parameters
(«, B, ) and can be obtained as follows:

& =70 X ng
_ (P —Ps)
P=uxm=1 @
0 = arctan(w - ng, u - ny)

where Ps and P; (s # t) denote the point pairs and ns and n; denote their corresponding normals in the
sample point neighborhood K.

The eigenvalues of all point pairs are then calculated and the PFH of each sample point P is then
statistically integrated. Next, the neighborhood K of each point is determined to form a simplified
point feature histogram (SPFH), which is then integrated into the final FPFH. Hence, each sample point
is uniquely represented by the FPFH feature descriptor. The eigenvalues of FPFH can be calculated
using the following equation:

181
FPFH(P.) = SPFH(P;) + %i; w—k-SPFH(PZ-), €)

where wy denotes the distance between the sample point P, and the neighboring point Py in the known
metric space.

2.2. Greedy Projection Triangulation

Greedy projection triangulation bridges computer vision and computer graphics. It converts
the scattered point cloud into an optimized spatial triangle mesh, thereby reflecting the topological
connection relationship between data points and their neighboring points, and maintaining the global
information of the point cloud data [24]. The established triangulation network reflects the topological
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structure of the target object that is represented by the scattered data-set. The triangulation process is
shown in Figure 2. The specific steps are given as follows:

Figure 2. Greedy projection triangulation schematic.

Step 1: A point V and its normal vector exist on the surface of the three-dimensional object.
The tangent plane perpendicular to the normal vector must first be determined.

Step 2: The point V and its vicinity are projected to the tangent plane passing through V, denoted
as the point set {S}, and the point set {S}, which forms all N/2 edges between the two points,
is linearly arranged in order of distance from small to large.

Step 3: The local projection method is used to add the shortest edge at each stage and remove
the shortest edge from the memory. If the edge does not intersect any of the current triangulation
edges, then it is added to the triangulation, otherwise, it is removed. When the memory is empty,
the triangulation process ends.

Step 4: Triangulation is used to obtain the connection relationship of the points and return it to
the three-dimensional space, which forms the space triangulation of the point V and its nearby points.

Greedy projection triangulation can establish a reasonable data structure for a large number
of scattered point clouds in the 3-D space. When positioning a point, the path is unique, and the
tetrahedron can be located accurately and quickly, thereby narrowing the search range and eliminating
unnecessary matching. This fundamentally improves the overall efficiency of matching feature points.

2.3. Sample Consensus Initial Registration

The sample consensus initial alignment is used for initial registration. Assuming that there exists
asource cloud Os = {P;} and a target cloud O; = {Qj}, then the specific steps are as follows:

Step 1: Based on the FPFH feature descriptor of each sample point, greedy projection triangulation
is performed on the target point cloud to establish local correlation of the scattered point cloud data.

Step 2: A number of sampling points are selected in the source point cloud Os. In order to ensure
that the sampling points are representative, the distance between two sampling points must be greater
than the preset minimum distance threshold d.

Step 3: Search for the feature points in the target point cloud O;, whose feature value are close
to the sample points in the source point cloud O;. Given that the greedy projection triangulation
establishes a reasonable data structure for the target point cloud and then performs feature matching,
it directly locates the tetrahedron with a large correlation and searches for the corresponding point
pairs within the local scope.

473



Appl. Sci. 2018, 8,1776

Step 4: The transformation matrix between the corresponding points is obtained. The performance
of registration is evaluated according to the total distance error function by solving the corresponding
point transformation, which is expressed as follows:

172 . )
H(L) = { 3 il < mi @

a2l —mi) |G| > m;

in which, m; is the specified value and I; is the distance difference after the corresponding point
transformation. When the registration process is completed, the one with the smallest error in all the
transformations is considered as the optimal transformation matrix for initial registration.

2.4. Iterative Closest Point Accurate Registration

The initial transformation matrix is the key to improved matching for accurate registration.
An optimized rotational translation matrix [Ro, To] was obtained by initial registration, which is used
as an initial value for accurate registration to obtain a more accurate transformation relationship by
the iterative closest point algorithm.

Based on the optimal rotation translation matrix obtained from the initial registration, the source
point cloud Os is transformed into O/, and it is used together with O as the initial set for accurate
registration. For each point in the source point cloud, the nearest corresponding point in the target
point cloud is determined to form the initial corresponding point pair and the corresponding point
pair with the direction vector threshold is deleted. The rotation matrix R and translation vector T
are then determined. Given that R and T have six degrees of freedom while the number of points
is huge, a series of new R and T are obtained by continuous optimization. The nearest neighbor
point changes with the position of the relevant point after the conversion; therefore, it returns to the
process of continuous iteration to find the nearest neighbor point. The objective function is constructed
as follows:

15 i ’
f(R,T)fN*PEIOt—R-Os—T\, ®)
when the change of the objective function is smaller than a certain value, it is believed that the iterative
termination condition has been satisfied. More precisely, accurate registration has been completed.

3. Experiment and Analysis

During the experiment, Kinect was used as a 3-D vision sensor to realize point cloud data
acquisition. The original point cloud data that was collected was processed on the Geomagic
Studio 12 (Geomagic Corporation, North Carolina, the United States) platform and the experiment
was completed in Microsoft Visual C++ (Microsoft Corporation, Washington, the United States).
The traditional algorithm collects two point cloud data under different orientations of the same object,
performs initial registration and fine registration without applying greedy projection triangulation.
The greedy projection triangulation is added to address the limitations in terms of registration speed
and accuracy, and the superiority of the proposed algorithm is analyzed by comparing with the
traditional algorithm.

3.1. Point Cloud Registration Experiment for Simple Target Object

In this experiment, a cup is used as an example for registration. Figure 3a shows the original point
cloud data and Figure 3b shows cup point cloud data after removing the background. Figure 3¢ shows
the registration result obtained by the traditional algorithm while Figure 3d shows the registration
result obtained using the registration algorithm proposed in this paper. The red regions in the point
cloud represents the source point cloud data while the green and the blue regions represent the target
point cloud and the rotated cloud point data, respectively.
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(0) (d)

Figure 3. (a) Original point cloud; (b) Processed point cloud; (c) Traditional algorithm; and (d)

Proposed algorithm.

Table 1 lists the experimental parameters. Table 2 lists the results of the target point cloud
conversion obtained using the traditional point cloud registration algorithm and the results obtained
using the proposed algorithm, which reflect the relative transformation relationship of the target object.
Table 3 compares the registration times of different algorithms.

Table 1. The experimental parameters.

The Number of Point Iterative Closest Point Accurate Registration Parameters
Clouds
Source Target point The maximum number  Transform matrix Mean square
point cloud cloud Threshold (m) of iterations difference (m) error (m)
7009 5566 0.01 500 1x 10710 0.1

Table 2. Point cloud conversion results of different algorithms.

Algorithms Transormation matrix of Initial Transormation matrix of Accurate
Registration (m) Registration (m)
0.999 0.008 —0.031 —0.049 0.999 0.007 —0.017 —0.057
Traditional algorithm —0.003  0.985 0.170  —0.040 —0.004 0.983 0.185 —0.049
0.032 —0.170 0.985 0.027 0.018 —0.185 0.983 0.026
0 0 0 1 0 0 0 1
0.999 0.008 —0.031 —0.049 0.999 0.012 —0.005 —0.062
Proposed algorithm —0.030 0.985 0.170  —0.040 —0.011  0.980 0.201  —0.059
0.032 —0.170 0.985 0.028 0.007  —0.200 0.980 0.025
0 0 0 1 0 0 0 1

Table 3. Registration time of different algorithms.

. Total Registration Time  Initial Registration Time  Accurate Registration Time
Algorithm

(s) (s) (s)
Traditional algorithm 0.347 0.340 0.007
Proposed algorithm 0.257 0.252 0.005

When analyzing the above experiments, the attitude of the source cloud is considered as
a reference and the attitude of the target object is decomposed into three directions, namely X, Y,
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and Z. The rotation angle in three directions and the matching error distance between the source cloud
and the transformed point cloud are considered as the evaluation indices. The rotation angle and the
registration error distance in this experiment are shown in Table 4.

Table 4. Experimental results of different algorithms.

. X-Direction Rotation Y-Direction Rotation Z-Direction Rotation Average Error
Algorithms

Angle (rad) Angle (rad) Angle (rad) Distance (cm)
Traditional 0.186 0.018 ~0.625 0.158
algorithm
Proposed 0.202 0.007 ~0.617 0.149
algorithm

From Table 3, it can be observed that for the same point cloud sample with the same experimental
parameters, the initial registration time using the traditional algorithm is 0.340 s. Because of the
combination of FPFH feature description and greedy projection triangulation, the initial registration
time obtained using the proposed algorithm is 0.252 s. Table 4 shows a comparison of the two
algorithms. The average error distance obtained is 1.58 mm and 1.49 mm using the traditional algorithm
and the proposed algorithm, respectively. As shown in Table 2, the point cloud is transformed
by the different transformation matrix, and the average error distance obtained is smaller by the
proposed algorithm.

3.2. Point Cloud Registration Experiment for Complex Target Object

In this experiment, the point cloud models of the same person in different orientations are collected
and then registered using different algorithms. Figure 4a shows the results of 3-D reconstruction.
Figure 4b,c show the registration results of the traditional algorithm and the proposed algorithm,
respectively. As can be seen from the figure, the blue point cloud and the red point cloud are more
highly integrated in Figure 4c than that in Figure 4b, which can be known the proposed algorithm is
more accurate than the traditional algorithm. Table 5 shows a comparison of the registration time of
different algorithms. Table 6 shows the obtained rotation angle and the registration error distance in
this experiment. The eight groups affine transformations are performed on the input point cloud data,
which verify the reliability of the algorithm. Table 7 shows a comparison of the average registration
error distance and the total registration time of the eight groups of experiments. The ratio of average
registration error reduction is between 27.3% and 50%, and the ratio of total registration time reduction
is about 1.1%. It can be seen that the average registration error distance of the proposed algorithm is
smaller and the total registration time is shorter than the traditional one, which verifies the reliability
of the proposed algorithm.

Table 5. Registration time of different algorithms.

Orientation  Algorithms Total Registration  Initial Registration = Accurate Registration

Time (s) Time (s) Time (s)
Traditional 11.680 11.428 0.252
1 algorithm
Proposed 11.553 11.336 0217
algorithm
Traditional
) algorithm 8.287 8.196 0.091
Proposed 8.029 7.955 0.074
algorithm

476



Appl. Sci. 2018, 8,1776

(e) ®
Figure 4. (a,b) 3-D reconstruction; (¢,d) Traditional algorithm; (e,f) Proposed algorithm.

Table 6. Experimental results of different algorithms.

X-Direction Y-Direction Z-Direction Aver. Error
Orientation  Algorithms  Rotation Angle Rotation Angle Rotation Angle verage trro
Distance (cm)
(rad) (rad) (rad)
Traditional 0.283 0.702 0172 0.015
1 algorithm
Proposed 0.139 0.561 ~0.002 0.011
algorithm
Traditional 0.053 0.469 ~0.587 0.009
2 algorithm
Proposed 0.003 0.495 —0.625 0.005
algorithm

Table 7. Comparison of average error distance and total registration time of multiple sets experiment.

Registration  Registration  Percentage of Total Total Percentage of
Error of Error of Average Registration Registration Total
Group Traditional Proposed Registration Time of Time of Registration
Algorithm Algorithm Error Traditional Proposed Time
(cm) (cm) Reduction (%)  Algorithm (s)  Algorithm (s)  Reduction (%)
1 0.015 0.011 36.4 11.680 11.553 11
2 0.014 0.011 27.3 11.669 11.549 1.0
3 0.014 0.010 40.0 11.684 11.559 11
4 0.015 0.011 36.4 11.681 11.556 11
5 0.013 0.010 30.0 11.685 11.558 11
6 0.015 0.010 50.0 11.673 11.551 11
7 0.015 0.011 36.4 11.678 11.551 1.1
8 0.014 0.011 27.3 11.683 11.558 11

Compared with the results obtained from the traditional algorithm, it is concluded that the
proposed algorithm has higher registration accuracy and faster registration speed. Its advantages can
be attributed to the following factors:

(a) The FPFH feature descriptor describes feature information accurately and comprehensively and
avoids the errors in matching feature point pairs.
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(b) Greedy projection triangulation reflects the topological connection between data points and its
neighbors, establishes local optimal correlation, narrows the search scope, and reduce unnecessary
matching times.

(c) The combination of the FPFH feature description and the greedy projection triangulation can
match similar point pairs accurately and quickly, which is the key to efficient registration.

4. Conclusions

Based on the traditional sample consensus initial alignment and iterative closest point algorithms,
a new point cloud registration algorithm based on the combination of the FPFH feature description
and the greedy projection triangulation was proposed herein. The 3-D point cloud data is used to
improve the information regarding the two-dimensional image, and the data information is completely
preserved. The FPFH comprehensively describes the local geometric feature information around the
sample point. This simplifies the complexity of feature extraction and improves the accuracy of feature
description. Greedy projection triangulation solves the problem that the feature points have a wide
search range during the registration process. Thus, the number of matching processes is reduced.

In the registration experiment for target object, the registration speed increased by 1.1% and
the registration accuracy improved by 27.3% to 50%. The results show that the optimized spatial
triangular mesh established by greedy projection triangulation narrows the search range of feature
points, which improved the registration speed and accuracy. The initial registration determines an
approximate rotational translation relationship between the two point cloud models. Using it as the
initial value, accurate registration is performed to obtain a more precise relative change relationship.
The greedy projection triangulation optimizes the traditional registration algorithm, thereby making
the registration process faster and more accurate.
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