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Abstract: The super-precise theory for machining single crystal SiC substrates with abrasives needs
to be improved for its chemical stability, extremely hard and brittle. A Berkovich indenter was used
to carry out a systematic static stiffness indentation experiments on single crystal 6H-SiC substrates,
and then these substrates were machined by utilizing fixed, free, and semi-fixed abrasives, and the
nanomechanical characteristics and material removal mechanisms using abrasives in different fixed
methods were analyzed theoretically. The results indicated that the hardness of C faces and Si faces
of single crystal 6H-SiC under 500 mN load were 38.596 Gpa and 36.246 Gpa respectively, and their
elastic moduli were 563.019 Gpa and 524.839 Gpa, respectively. Moreover, the theoretical critical
loads for the plastic transition and brittle fracture of C face of single crystal 6H-SiC were 1.941 mN
and 366.8 mN, while those of Si face were 1.77 mN and 488.67 mN, respectively. The 6H-SiC materials
were removed by pure brittle rolling under three-body friction with free abrasives, and the process
parameters determined the material removal modes of 6H-SiC substrates by grinding with fixed
abrasives, nevertheless, the materials were removed under full elastic-plastic deformation in cluster
magnetorheological finishing with semi-fixed abrasives.

Keywords: 6H-SiC; indentation; deformation; material removal mechanisms; critical load

1. Introduction

Single crystal SiC is a third-generation semiconductor which performs well in terms of high
breakdown electric field, high thermal conductivity, large band gap, high saturated electron drift
velocity, low dielectric constant and good resistance to radiation damage, all of which open up
completely new classes of commercial and military applications which are currently impossible or
unaffordable with silicon or gallium arsenide [1,2]. The most widely used examples include their use
as sources of white light for optical storage, as displays, and in radar and communication technology,
and in automotive and oil exploration industries and in high-radiation environments [3,4]. Of the
many different silicon carbide polytypes, 3C-SiC, 4H-SiC and 6H-SiC are the most commonly applied.
Depending on the particular application, the requirements for the resulting surface of SiC substrates
are stringent and often stipulate that the roughness (Ra) must be less than 0.3 nm, the wafers must
have flat, smooth, and damage free surfaces; this means the machined quality directly determines the
applied value and performance of the device [5,6]. However, the high hardness, stiffness, and strength
of single crystal SiC make it very difficult to obtain a high-quality surface finish by mechanical methods,
even with a diamond cutting tool [7].
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In recent years some researchers have become interested in analyzing the mechanical properties
of single crystal SiC; Yin et al. used Vickers indention and nanoindentation to carry out indentation
experiments on the 6H-SiC substrates, and used grinding and polishing tests to investigate microfracture,
residual damage, and surface roughness associated with material removal and surface generation [8].
Meng et al. performed a nanoscratching test on 6H–SiC with a Berkovich diamond indenter and
found that the deformation and removal of 6H-SiC while nanoscratching with a sharp indenter was
completely different from the single-point diamond turning (SPDT) method [9]. Goel et al. carried out
a diamond turning test on single crystal 6H-SiC at a cutting speed of 1 m/s on a precision diamond
turning machine to elucidate the microscopic origin of ductile-regime machining, and obtained a
surface finish of Ra = 9.2 nm [10]. Yan et al. used a Berkovich nanoindenter to investigate the subsurface
damage of SiC in nanoindentation tests, and found that the depth of subsurface damage was much
larger than that in indentation tests, and the damaging mechanism of SiC was completely different
from single crystalline silicon [11]. Xiao et al., carried out molecular dynamics (MD) simulations to
investigate the atomic scale details of ductile deformation while machining of 6H SiC, and found
that a taper cutting experiment on a single crystal 6H SiC wafer produced a ductile-cut surface.
Moreover, a micro Raman spectroscopy of the machined surface revealed no peaks for amorphous
SiC, which agreed with the MD result [12]. Lee et al. proposed a hybrid polishing technique using a
mixed abrasive slurry (MAS) with colloidal silica and nanodiamonds to investigate the hybrid removal
mechanism of MAS on SiC [13]. Goel et al. carried out diamond turning of single crystal 6H-SiC
at a cutting speed of 1 m/s on a precision diamond turning machine to elucidate the microscopic
origin of ductile-regime machining; a surface finish of Ra = 9.2 nm was obtained and a brittle–ductile
transition was observed [14]. Li et al. carried out the nanoindentation test for 6H-SiC with a Berkovich
indenter and set up the three-dimensional finite element simulation, the plastic deformation and
cracks morphology and mechanical properties were analyzed with the maximum load P (max) [15].
Nawaz et al. investigated the nanoscale elastic-plastic deformation behavior of single crystal 6H-SiC
systematically by using nanoindentation with a Berkovich indenter and observed the effect of loading
rates on the critical pop-in load, pop-in displacement and maximum shear stress [16]. Pang et al.
presented an experimental and numerical analysis of the deformation behavior of single-crystal 6H-SiC
in nanoindentation, the results showed that classical crystal plasticity theory can be reliably applied
in predicting plastic deformation of ceramic at small scales [17]. Lu et al. described the mechanical
planarization machining of SiC substrates involving the Si face and C face of N-type 4H-SiC, N-type
6H-SiC, and V-type 6H-SiC with a sol-gel polishing pad, the removal mechanism of SiC substrates was
investigated by nanoindentation and nanoscratching [18].

While these studies did not present concrete nanomechanical data and generally used the
mechanical data in the literature to analyze material removal mechanism, nor did they analyze
the material removal mechanism of single crystal SiC from a mechanical perspective whilst using
abrasives in different fixed methods. In this paper, a nanomechanical test system was used to test
the nanoindentation of single crystal 6H-SiC materials to obtain the hardness, modulus and loads
for elastic-plastic and plastic-brittle transitions of this material. The single crystal 6H-SiC materials
produced by the same factory were machined by rotational grinding with fixed abrasives, lapping
with free abrasives and magnetorheological (MR) finishing of semi-fixed abrasives, respectively.
Then, the mechanical properties of the materials in brittle-plastic transition under the three fixed
methods of abrasives with optimal experimental conditions were calculated. On this basis, this study
revealed the mechanical behavior and material removal mechanisms of single crystal 6H-SiC under
the effects of abrasives by combining the morphologies of the machined surfaces and the results of
nanoindentation experiments.
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2. Experimental

2.1. Materials

The 6H n-type SiC Dummy Grade wafers (the C face and Si face can be identified by the primary
orient flat and secondary orient flat) purchased from tankeBlue Semiconductor Co. Ltd., Beijing, China
were used in this experiment. Indentation and nanoscratching tests were performed on the polished
wafers and grinding and lapping experiments were carried out on the as-cut wafers and double side
lapped wafers. The wafers are 300 ± 10 μm thick, the surface roughness Ra of these as-cut wafers,
double side lapped wafers, and polished wafers are about 0.21 μm, 73 nm, and 0.3 nm, respectively.

2.2. Nanoindentation Experiment

Nanoindentation was carried out by utilizing the Agilent G200 Nanoindenter system (Santa Clara,
CA, USA); it can also be used for nanoindentation and nanoscratch, and works as a nanomechanical
microscope. This experimental process was carried out automatically, according to a set of procedures
to improve the reliability and competition of the experimental data. Within a total displacement range
of 1.5 mm, the indenter can generate indentations deeper than 500 μm with a displacement resolution
of less than 0.01 nm and a load resolution of 50 nN, respectively, under maximum load (standard)
higher than 500 mN.

In nanoindentation experiments, single crystal SiC substrates were fixed onto the carrier plate
using hot melt adhesives. The authors conducted a series of static stiffness experiments on Si and C
faces of 6H-SiC under loads increasing from 1 mN to 500 mN using a triangular pyramid Berkovich
indenter produced by the Agilent Company (Santa Clara, CA, USA). The edge plane and edge of the
indenter showed 65.3◦ and 77.05◦ angles with the center line, and the equivalent cone angle was 70.32◦.
In this experiment, nine points were tested under each load at 3 a.m. to avoid any influences from the
surrounding environment; after which the hardness H and the elastic module E of the points with
maximum depth under static stiffness were obtained directly from the software and their average
values were calculated as experimental results after excluding particular data.

2.3. Fixed Abrasive Machining

The grinding experiments using fixed grinding abrasives were carried out on the DMG-6011V
vertical, uniaxial and high-precision end face grinder manufactured by the Lapmaster SFT Corp.
(Tokyo, Japan). On this machine tool, cup-shaped grinding wheels were used to cut and grind the
workpieces axially. The contact length, contact area, and cutting angle of the grinding wheels and
workpieces were constant and half of the machined workpieces were always outside the grinding
wheels. Furthermore, by using online thickness measuring devices, crystal plates were ground precisely
and were not affected by any wear in the grinding wheels (Figure 1). The movement of the spindle of
this machine tool was set at 0.01 μm per unit for its minimum rate of movement is 0.01 μm/sec, while
the grinding thickness was controlled at 0.1 μm. The experiments utilized #325 metal-bonded and
#8000 ceramic-bonded diamond grinding wheels, with deionized water as a coolant. The experimental
parameters are shown in Table 1.

Table 1. Grinding conditions used in experiments.

Process No.
Grinding Wheel
Type (Abrasive

Grain Size)

Feed Rate f s
(μm/s)

Workpiece Speed nw (rpm) Wheel Speed ns( rpm)

No.1 325# (45μm) 5 151 1800
No.2 325# (45μm) 0.1 151 1800
No.3 325# (45μm) 0.1 151 3200
No.4 8000# (1.6μm) 0.1 151 3200
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Figure 1. Principle of workpiece rotation grinding.

2.4. Free Abrasive Machining

The lapping experiments using free abrasives were carried out on the KD15BX (Dongguan KIZI
Precision Lapping Mechanical Manufacture Co., LTD., Dongguan, China) precision plane grinder.
This machine includes precision lapping plates, a trim ring, ceramic plates, cushions, clump weights,
a retaining hook structure, a precision dressing machine, and a supply system of slurry. After being
dressed for flatness, the lapping plates had a total thickness variation (TTV) of less than 10 μm and
the parallelism of the upper and lower sides of the ceramic plates was less than 2 μm. The workpiece
was fixed onto the ceramic plates with paraffin and faced to the lapping plate, while the trim ring
was fixed outside the round ceramic plates. Clump weights were placed over and isolated with the
ceramic plates by cushions. The pulley of the retaining hook structure was tangential with the outer
cylinder of the trim ring so that the trim ring and ceramic plates could rotate due to friction between
the retaining hook structure and the lapping plates. The experiments were carried out on the cast iron
lapping plate and ceramic lapping plates using W14 and W1.5 diamond abrasives for 5 min as the
lapping plates were rotating at 80 rpm. The mass fraction of abrasives in the slurry, flows of slurry,
and lapping pressure were 4 wt.%, 15 mL/min, and 30 kPa, respectively.

2.5. Semi-fixed Abrasive Machining

The MR finishing experiments with semi-fixed abrasives were carried out using the experimental
equipment for MR plane finishing that was developed by the laboratory (Figure 2). This equipment
utilized the servo motion of CNC milling machines and was controlled in the four directions (X, Y,
C1 and C2) needed for the polishing process via programming. To analyze the material removal
mechanism of single crystal SiC substrates under MR processing, N35 cylindrical permanent magnets
(20 mm × 15 mm) with a flat bottom were arranged circumferentially on the polishing plates in a 135
mm diameter in the same direction as the magnetic poles to form a cupped polishing circle. The single
crystal 6H-SiC substrates were 2 inches in diameter and were faced directly in the center of the magnetic
pole by adjusting movement in the X and Y directions. The distance between the lower surface of the
substrates and the upper surface of the polishing plates was set at 0.8 mm by controlling the Z axis. The
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workpiece was static, while the polishing plates rotated at C1 = 200 r/min to machine the workpiece for
35 min, thus producing arc polishing belts on the workpiece. In the experiment, water-based MR fluids
mixed with certain proportions of abrasives were used as MR polishing fluids. These MR polishing
fluids consisted mainly of W3.5 carbonyl iron powders (4 wt.%), deionized water (88 wt.%), W3.5
diamond powders (4 wt.%), and stabilizer (4 wt.%).

 
Figure 2. Experimental apparatus for cluster MR effect in plane polishing.

The surface roughness was measured with a MarWin XT20 (Mahr, Goettingen, Germany) surface
roughometer, and the surface morphology was analyzed by OLS4000 (Olympus Corporation, Tokoy,
Japan) laser confocal microscopy and a scanning electron microscope (SEM) (Hitachi, Ltd., Tokoy, Japan).

3. Results and Discussion

3.1. Results and Theoretical Analysis of this Nanoindentation Experiment

The experiments were carried out on the C and Si faces of polished 6H-SiC substrates by utilizing
the static stiffness method under 1 mN, 2 mN, 5 mN, 10 mN, 20 mN, 50 mN, 100 mN, 200 mN, 300 mN
and 500 mN loads. Each experiment was repeated nine times in a 3 × 3 array. The surface morphologies
of the 6H-SiC substrates obtained from the experiment are shown in Figure 3 and the hardness and
elastic moduli of the C and Si faces are shown in Table 2.

The results indicate that single crystal SiC substrates showed the obvious effects of indentation
size, whilst due to the influences of surface roughness, oxide layers on the surfaces and elastic-plastic
deformation of the workpieces, the hardness and elastic modulus gradually increased as the loads
and depth of indentation increased in a certain range. Afterwards, due to the soft base of the hot melt
adhesives used as test patches, the hardness and elastic modulus gradually decreased as the loads and
depth of indentation increased. The hardness of static stiffness of C and Si faces under 500 mN loads
were 38.596 Gpa and 36.246 Gpa, respectively, which were basically consistent with the experimental
result (38 Gpa) of Chen et al. [19]. Moreover, the elastic moduli of the static stiffness of C and Si faces
under 500 mN loads were 563.019 Gpa and 524.839 Gpa, respectively, which were slightly larger than
the result (448 Gpa) of Mehregany et al. [20]; this was probably due to the soft base of the hot melt
adhesives. Therefore, the C and Si faces of single crystal 6H-SiC showed slightly different mechanical
properties and demonstrated obvious anisotropy. Furthermore, the hardness and elastic moduli of the
C face were larger than the Si face, which indicated that the C face was more difficult to machine than
the Si face.

Table 2. Hardness and elastic modulus of Single crystal 6H-SiC substrates by quasi-static indentation.

Hardness/ Elasticity Modulus

Loads
1 mN 2 mN 5 mN

10
mN

20
mN

50
mN

100
mN

200
mN

300
mN

500
mN

Hardness of C face (Gpa) 47.867 55.418 55.825 52.596 50.514 46.745 43.741 41.435 39.861 38.596

Elasticity modulus of C face (Gpa) 538.075 581.841 627.822 618.019 612.893 596.833 576.843 567.615 562.4 563.019

Hardness of Si face (Gpa) 48.211 46.381 50.788 48.446 45.693 42.392 39.651 37.315 36.311 36.246

Elasticity modulus of Si face (Gpa) 533.033 554.146 614.533 601.814 589.13 570.998 548.221 535.773 525.946 524.839
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Figure 3. Surface topography of nanoindentation.

By using the static stiffness method, the load-depth curves between loads and indentation depth
of the indenter are shown in Figures 4 and 5. Here, at 1.941 mN, a slight pop-in appeared on the C
surface of SiC (considering the effects of the soft base of hot melt adhesives, the indentation depth was
not used as a reference standard), while a micro pop-in was found on Si surface of 2.710 mN. Therefore,
pop-ins under small loads were considered to be the turning point where materials changed from
elastic to plastic deformation. Similarly, under higher loads, micro pop-ins appeared on the C and Si
surfaces of SiC in 385.362 mN and 448.217 mN, respectively, showing that obvious brittle fractures
occurred to the SiC materials under these loads.

  

(a) (b) 

Figure 4. Test results of Single crystal 6H-SiC substrates under small loads (a) Load and depth curve in
small loads of C face and (b) Load and depth curve in small loads of Si face.

In the nanoindentation experiment, a single ideal diamond grinding grain acted perpendicularly
onto the single crystal SiC substrates. For brittle materials, as the load increased, they went through
stages such as elastic and plastic deformation, and brittle fracture. Elastic deformation was mainly
shown as an increase or decrease of the interatomic distance where elastic recovery occurred after
unloading, while plastically deformed materials cannot recover to their original shapes after unloading.
Under the effect of plastic deformation, plastic flows and plastic budges were generated on the materials
which caused the easy formation and accumulation of defects such as fault and slippage, and because
these stresses were beyond the minimum stress required by crack extension, brittle fractures caused
the materials to produce microcracks which travelled inside the materials. The transition from elastic
to plastic deformation and then to brittle fracture was attributed to the pop-ins of critical stress and
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strain on the materials. Therefore, the effective evaluation and test of the critical stress and strain of the
materials provided an important basis for analyzing the material removed.

  

(a) (b) 

Figure 5. Test results of Single crystal 6H-SiC substrates under large loads (a) Load and depth curve in
large loads of C face and (b) Load and depth curve in large loads of Si face.

According to the simple contact load model proposed by Stevanovic for predicting elastic,
elastic-plastic, and plastic deformations [21]:

Fo =
9π3

16
H3(

ρ

E
)

2
. (1)

When the force on surfaces of the material is F ≤ 1
15 Fo, it is considered that pure elastic deformation

occurred, and elastic-plastic deformation occurs when the force is 1
15 Fo < F < 15Fo; moreover, pure

plastic deformation appears when the force is F ≥ 15Fo. In the Equation, H, ρ, and E represent the
hardness of the materials, the radius of curvature of grinding grains on the materials, and the elastic
moduli of the materials, respectively.

In Equation (1), the hardness and elastic moduli of single crystal SiC were obtained through
the nanoindentation experiment, while the radius ρ of the curvature of the Berkovich indenter was
unknown. When F = 15Fo was used as the critical load for the plastic transition of single crystal
6H-SiC, then

FC = 15
9π3

16
38.53(

ρC

560
)

2
= 1.941 mN (2)

FSi = 15
9π3

16
363(

ρSi

524
)

2
= 2.71 mN. (3)

By solving Equations (2) and (3), ρC = 0.2 mm and ρSi = 0.3 mm. As a single crystal SiC is very
hard, when the Berkovich indenter was pressed into the surfaces of carbon and silicon in batches, it
was worn, which further influenced the precision of the measuring results. The silicon surface was
trimmed and calculated according to ρC value, so theoretically the critical load for the plastic transition
of the silicon surface under the same conditions was

FSi′ = 15
9π3

16
363(

0.2
524

)
2
= 1.77 mN. (4)

Therefore, when the forces on the surfaces of single crystal 6H-SiC materials were Fc ≤ 8.63 μN and
Fsi ≤ 7.87 μN, pure elastic deformation occurred, but if the forces were 8.63 μN < Fc < 1.941 mN and
7.87 μN < Fsi < 1.77 mN, elastic-plastic deformation appeared, and if the forces were FC ≥ 1.941 mN
and Fsi ≥ 1.77 mN, pure plastic deformation occurred.

When the materials were processed by plastic removal, plastic flows which did not result in
cracks were observed on the surface layers, but because the materials hindered the dislocation guide,
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while the loads increased constantly, many dislocations accumulated at a point to form a dislocation
pile-up group. Once the force reached a certain limited value, the dislocation pile-up group induced
the generation and extension of cracks, which turned into brittle removal [22], and therefore the critical
loads needed for the materials to produce cracks were those for the brittle transition of materials,
and the critical loads were mainly determined by mechanical properties of the materials. These
mechanical properties included the hardness H, the fracture toughness Kc, and elastic module E of the
materials. Based on the model of indentation fracture mechanics [23,24], the critical load P* for brittle
materials changing from plastic deformation to brittle fracture was expressed as

P∗ = 54.5(α/η2γ4)(Kc
4/H3) (5)

where α (for ordinary Victorinox indenter, α = 2/π), η and γ (η ≈ 0.6, γ ≈ 0.1) are constants. Kc and H
represent fracture toughness (generally, Kc is 1.9 Mpa m1/2 for single crystal SiC [25]) and hardness of
materials. The theoretical critical loads for the brittle fractures of the C and Si faces of single crystal SiC
are defined below respectively.

P∗C = 54.5((2/π)/(0.620.14))(1.94/38.53) = 366.82 mN (6)

P∗Si = 54.5((2/π)/(0.620.14))(1.94/363) = 448.67 mN. (7)

Note that the results of this theoretical calculation were consistent with those obtained in the
nanoindentation experiment and can be used as basic parameters for analyzing the removal of materials
machined by different fixed abrasives.

3.2. The Results of Grinding with Fixed Abrasives and Materials Removal Analysis

Since the grains in the grinding experiment were always fixed onto the grinding wheels, it
is known as machining with fixed grinding grains (Figure 6). Figure 7 presents the surface SEM
morphologies of ground 6H-SiC substrates. Note also that the diameter, feed, and linear speed of the
grinding wheels influences the surface finish, so the morphologies of the machined surfaces obviously
changed and the methods for removing material were also different. Under the No.1 process condition,
most single crystal SiC was removed through brittle fracture and small amounts of plastic removal.
After decreasing the feed of the grinding wheels in the No.2 process, brittle removal dominated and
there was more plastic removal. As process No.3 shows, the linear speed of the grinding wheels
affected the material removal modes, and the faster the linear speed, the larger the proportion of plastic
removal. Although same process parameters were used in the No.3 and No.4 conditions, No.4 resulted
in completely different effects where materials were mainly removed via the plastic mode because the
grains in the grinding wheels had different diameters and densities.

Figure 6. Schematic diagram of fixation abrasive grinding.
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Figure 7. Morphology of Single crystal 6H-SiC substrates ground with different grades of grit (a) No.1
(Ra 0.303 μm), (b) No.2 (Ra 0.029 μm), (c) No.3 (Ra 0.015 μm) and (d) No.4 (Ra 0.002 μm).

Many studies have shown that the amount of material removed by grinding is related to the
cutting depth dc of the grit, which in turn is related to the properties of materials and the maximum
thickness of undeformed substrate hmax. When the maximum thickness of undeformed substrate hmax

is less than the critical grit cutting depth dc, the plastic domain of grinding is achieved [26].
When grinding takes place the brittleness H/Kc of materials is the principal factor influencing the

brittle-plastic removal of materials.
Bifano et al. [26] put forward the critical grit cutting depth dc for the brittle-plastic transition of

material removal modes in grinding.

dc = 0.15(
E
H
)(

Kc

H
)

2
. (8)

In Equation (9), E, H, and Kc stand for the elastic module, hardness, and fracture roughness of
materials, respectively, so by substituting the experimental results above into Equation (8), the authors
found that the critical grit cutting depth for C and Si faces of single crystal 6H-SiC were 5.3 nm and 6.1
nm, respectively.

During grinding, the maximum thickness of undeformed substrate hmax denotes the maximum
depth of grinding grit cutting into the workpiece. Apart from the size of the grit and the feed rate of
the grinding wheels passing over the workpiece, the maximum thickness of undeformed substrate
was also related to factors such as the speed at which the workpieces and grinding wheels rotate and
the size of grinding wheels. During grinding realized by the self-rotation of the workpieces, suppose
that the speed at which the grinding wheel and workpieces rotate, and the feed and radius of the
grinding wheels are represented by ns, nw, f and R, respectively. Lw and W stand for the circumference
and tooth width of layers of grinding material of the cupped grinding wheels. Furthermore, C, Fv
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(when the diamond density was 3.25 g/cm3, Fv = 0.25C) and rm indicate the concentration of grinding
materials of diamond grinding wheels, the volume fraction of the layers of material in the grinding
wheels, and the radius at any point on the surface of the workpieces, respectively. According to the
study by Shang [27], the maximum thickness of undeformed substrate hmax was:

hmax = 2.239R(
4 f rmnw

LwWCn2
2

)
0.4

. (9)

In this experiment, the radius R of the grinding wheels and the tooth width W of the layers
of grinding material in the cupped grinding wheels were 100 mm and 3 mm, respectively. The rm

value is the position of the edges of the workpiece (for a 2-inch diameter workpiece, rm was 25.4 mm).
Moreover, the value of concentration C in Equation (9) can be obtained through simple geometric
relationships, as shown in the following equation [28]:

C =
4 f

d2
g(

4π
3vd

)
2/3

. (10)

In Equation (10), dg, vd, and f represent the equivalent spherical diameter of diamond particles,
the volume fraction of diamonds in the grinding wheel, and the fraction of diamond particles that
actively cut when grinding, respectively. The grinding wheel used in the present study had a density
of 100, or in other words, the volume fraction vd was 0.25. To obtain the value of C, it was assumed
that only one-half of the diamond particles on the wheel surface was actively engaged in cutting [28],
or the value of f was equal to 0.5.

By substituting the experimental conditions and parameters in Table 1 into Equations (9) and
(10), the maximum thicknesses of undeformed substrates from processes No.1 to No.4 were 47.59
nm, 9.95 nm, 7.56 nm, and 0.43 nm, respectively. It is obvious that the maximum thicknesses of
undeformed substrates from No.1 to No.3 were larger than the critical grit cutting depth dc, and
therefore the materials were removed by brittle fractures. As the maximum thickness of undeformed
substrates decreased the proportion of plastic removal on the surfaces gradually increased, however,
the maximum thickness of the undeformed substrate in process No.4 was smaller than the critical grit
cutting depth dc, so the material removal modes were completely transformed into plastic flows.

3.3. The Lapping Results of Free Abrasives and Analysis of Material Removal

Free abrasives in the form of slurry which covered the entire surface were used for lapping the
workpieces. These abrasives created typical two-body and three-body friction, as shown in Figure 8.
In three-body friction the abrasives are dispersed and move freely between the workpiece and the
lapping plate so they simultaneously rub against the workpiece and the lapping plate; this meant that
the surface materials of the workpiece are removed through surface rolling and scratching resulting
in a uniform and lustrous surface consisting of countless micro broken pits. In two-body friction the
abrasives become embedded into the lapping plates and only rubbed against the workpiece; this means
the loading pressure is transferred directly onto the abrasives. In this process, the abrasives cut deeper
into the workpiece than during three-body friction, and the workpiece materials are mainly removed
through ploughing and micro-cutting modes. This indicates that the material removal rate is higher
under two-body friction [29].

Figure 9 shows the surface morphologies of the cast iron and ceramic plates lapped using W14
and W1.5 diamond abrasives; the surfaces of the workpieces consist of countless micro broken pits
whose size depends on whether W14 or W1.5 abrasives used. This means that material was mainly
removed by a larger number of brittle fractures which caused debris to break away from the material
and leave many broken pits on the surface of the workpiece; this is where three-body friction occurred.
The larger the diameter of the abrasives, the less abrasives per unit area and therefore a greater force
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was exerted on single abrasives under the same loads, and the larger the material removed, the rougher
the surface was.

Figure 8. Three-Body and two-body abrasion.

  

(a) (b) 

Figure 9. Morphology of single crystal 6H-SiC substrates after lapping. (a) After lapping by W14
diamond. (b) After lapping by W1.5 diamond.

In lapping, the space hwp between the workpieces and the lapping plates was mainly determined
by the maximum diameter dmax of abrasives in the space, so abrasives with diameters larger than hwp

did most of the lapping. The distribution laws of the diameters of abrasives met the normal probability
density function [30]. Suppose that abrasives with diameters larger than D50 (D50 of W14 and W1.5
was 11 μm and 1.2 μm) did most of the lapping, then abrasives filled all of the space between the
workpieces and lapping plates. Based on indentation theory, the contact deformation when abrasives
were pressed into the workpieces and lapping plates is shown in Figure 10. Assume that H and Fw

indicate the hardness of the workpieces and the average pressure on single abrasive, then [31],

hw =

√
Fwkβ

H
. (11)

Kβ is the coefficient relating to the shape of the grinding grains. Suppose that the grinding grains are
ideal spheres with a radius dw, the actual contact area between a single abrasive and the workpieces
may be calculated as:

SA = π(

(
dw

2

)2
− (dW

2
− hW)

2
). (12)
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Figure 10. Contact state diagram of the abrasives, workpiece, and lapping plate. (a) Ideal contact state.
(b) Actual contact state.

In accordance with the equilibrium condition of forces, the following equation is obtained.

pS = FWKb(4S/πd2
w)π(

(
dw

2

)2
− (dW

2
− hW)

2
) (13)

where p, S, and Kb show the lapping pressure, the workpiece area, and the distribution coefficient
of abrasives between the workpieces and lapping plates, respectively. When the abrasives were
distributed closely, the coefficient is 1. Combining Equations (11) and (13), the following equation
was obtained.

FW =
√

pdWH/4KbKβ. (14)

When Kβ and Kb were 1 and the nanoindentation results and grinding parameters were
substituted [31], the forces of effective W14 abrasives on C and Si faces were 1723 mN and 1728
mN, separately, and the forces of effective W1.5 abrasives on C and Si faces were 569 mN and 588
mN, respectively. Obviously, where the abrasives completely filled the gaps between workpieces and
lapping plates, the forces for pressing abrasives in workpieces under two process conditions were
beyond the theoretical critical load for brittle fractures of the single crystal SiC substrates. However,
many abrasives between the workpieces and lapping plates could not be involved in lapping, thus
causing larger actual forces for pressing abrasives into workpieces. Therefore, in two process conditions
such as three-body friction and rolling of abrasives, pure brittle fractures occurred on the surface of
single crystal SiC, and the rolling and fragile broken accumulation removed workpiece materials and
formed uniform and smooth surfaces consisting of countless micro broken pits.

3.4. The Cluster MR Finishing Results of Semi-fixed Abrasives and Analysis of Material Removal

In cluster MR plane finishing, small magnetic bodies are embedded into polishing plates made
of diamagnetic materials according to the cluster principles. When MR fluids mixed with abrasives
are poured onto the polishing plates, the upper magnetic bodies of the MR fluids are lined as chain
structures along the direction of magnetic lines of forces to solidify and form semi-fixed Bingham
viscoelastic micro grinding heads. This array of micro grinding heads regularly formed as polishing
pads. When the workpiece is close to the polishing plates and moves along it, positive pressures and
shear forces are generated in the contact areas such that the surfaces materials of the workpieces are
removed. Owing to the semi-fixed and soft-constraint of viscoelastic MR fluids for the abrasives, the
material on the surfaces of the workpieces are removed flexibly without damaging and scratching, so
the polishing process is very efficient and results in super smooth surfaces [32].

142



Micromachines 2019, 10, 332

Figure 11 shows the surface SEM images at the entrance and exit of the micro grinding heads in the
polishing belts on the 6H-SiC substrates obtained from the experiment. Note the deep elastic-plastic
grooves where the arc polishing belts entered the surfaces of single crystal 6H-SiC; these grooves were
deeper at the entry edge and then became shallower towards the interior, and since there were no
grooves where the arc polishing belts exited, the surfaces were smoother and flatter. However, some
pits and pores generated by the lapping process remained but even though the polishing belts left
deep grooves, there were no brittle removal scratches.

  

(a) (b) 

  
(c) (d) 

Figure 11. Scanning electron microscope (SEM) morphology of Single crystal 6H-SiC wafer polishing
belt. (a) Schematic diagram of polishing, (b) schematic diagram of the polishing belt, (c) SEM
morphology of entrance and (d) SEM morphology of exit.

The removal rate of material during polishing is generally related to the mechanical properties
of the polishing pads. Yong’s modulus of MR elastic polishing pads was ~1 Mpa(~2G′), which
was much smaller than traditional polishing pads (~50–100 Mpa) [33]. Therefore, the abrasives
constrained by magnetic connection were dislocated and deformed by the cutting forces, causing the
accommodated-sinking effect. This was why the forces exerted by the abrasives onto the workpieces was
small and the materials were removed from the surface of workpieces under elastic-plastic deformation.

Furthermore, in accordance with the Preston equation, the rate of removing MR material was
proportional to the pressure on the surface of workpieces and the relative speed. As Figure 11a
shows, the polishing pressure PF of the MR micro grinding heads on the workpieces was a complex
parameter which included hydrodynamic pressures, and pressures produced by the MR effects and
liquid buoyancy. Moreover, the pressures produced by MR effects consisted of magnetizing and
magnetostrictive pressures, and since MR fluids are non-compressible, the magnetostrictive pressures
in the magnetic fields induced by changes in volume were approximately zero, the expression for
polishing pressures is

PF = Pd + Pg + Pm (15)

where Pd and Pm represent the hydrodynamic pressure and the pressure produced by MR effects of the
MR fluids, respectively. Furthermore, Pg stands for the buoyancy of MR fluids, but it was ignored in
the calculation because it was much less than Pd and Pm.
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According to the studies of Feng et al. [34], the pressure produced by the MR effects of
spherical magnetic particles in MR fluids due to external magnetic fields was calculated using
the following equation.

Pm =
3ϕμ0(μ− μ0)

μ+ 2μ0

∫ Hm

0
HmdHm (16)

where μ0, Hm, μ and ϕ represent the magnetic inductivity of a vacuum, the strength of the external
magnetic fields on the surface of the workpieces, the magnetic inductivity of magnetic particles, and the
proportion of magnetic particles in the MR fluids, respectively. Obviously, the pressure produced by
the MR effects was directly proportional to the magnetic field strength H of the external magnetic fields
on the surface of the workpieces.

In cluster MR polishing, because the workpiece and the polishing plates are parallel, there is no
wedge pop-in, so in theory, dynamic pressures could not be formed and there were only the pressures
produced by the MR effects. However, where the micro grinding heads entered the workpieces from
the bottom surface of tool heads, a pop-in of height existed, and the dynamic pressures existing at the
edges of polishing belts will meet the following equation [35].

dPd
dx

= 6ηυ
h− h0

h3 (17)

where η and h0 denote the initial viscosity of the MR fluids and the distance (i.e., h0 is the machining
gap Δ) from the polishing plates to the surfaces of workpieces, respectively, then h represents the
height from the polishing plates to the surfaces of tool heads. If the thickness of workpieces is t then
h = Δ + t.

In machining, the material removal modes are only related to the maximum force of the grinding
grains, which means the forces of grinding grains in the machining gaps can be transmitted and the
forces of each grinding grain and carbonyl iron powder grain are basically consistent. Moreover,
the number of grinding grains and carbonyl iron powder grains in the machining gaps in the same
chain is Δ/dw so the abrasive forces at the entrance and the exit of the polishing belts in contact with
the workpieces can be calculated approximately as:

Fin =
Δ
dw

(
3ϕμ0(μ− μ0)

μ+ 2μ0
Hm + 6ηυ

t

(Δ + t)3 ) π

(
dw

2

)2
(18)

Fout =
Δ
dw

3ϕμ0(μ− μ0)

μ+ 2μ0
Hm π

(
dw

2

)2
. (19)

When the data in Table 3 were substituted into Equations (18) and (19), the theoretical pressures of
abrasives at the entrance and exit of workpieces were computed as 1514.27 μN and 3.47 μN, respectively;
this meant they were in the mechanical range for single crystal SiC producing elastic-plastic and elastic
deformations and therefore single crystal SiC materials were removed in full elastic-plastic mode, thus
realizing machining without any sub-surface damage.

Table 3. Calculating Parameters.

Parameter Value

Thickness of workpiece t (mm) 0.3
Machining gap Δ (mm) 0.8

Abrasive diameter dw (μm) 2.8
The initial viscosity of the MR fluid η (Pa·s) 0.5

The magnetoconductivity of magnetic particles μ 2000
Vacuum permeability μ0 1

Magnetic field intensity Hm (Gs) 2000
Speed of polishing disk v (m/s) 1.27

The proportion of magnetic particles in the MR fluid ϕ 0.33
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4. Conclusions

The results of nanoindentation experiments under static stiffness showed that the hardness of
C and Si faces of single crystal SiC under 500 mN loads was 38.596 Gpa and 36.246 Gpa, and the
elastic moduli of the C and Si faces were 563.019 Gpa and 524.839 Gpa, respectively. According to the
experimental results, the theoretical critical loads for the plastic transition of C and Si faces of single
crystal SiC were calculated as 1.941 mN and 1.77 mN and the theoretical loads for their brittle fractures
were 366.8 mN and 488.67 mN, respectively. These results basically coincided with the experimental
results of nanoindentation.

In grinding based on the rotation of workpieces using fixed abrasives, the critical grit cutting depth
of abrasives on the C and Si faces of single crystal 6H-SiC were 5.3 nm and 6.1 nm, separately. When the
maximum thickness of undeformed substrate relating to the processing parameters was less than the
critical grit cutting depth, single crystal SiC material was removed by plastic deformation, and when
the maximum thickness of undeformed substrate was larger than the critical grit cutting depth, the
removal mode changed to brittle removal. Moreover, as the maximum thickness of undeformed
substrate increased the proportion of brittle removal on the surfaces gradually increased.

The forces of lapping materials on C and Si faces by using free abrasives (W14) were 1723 mN and
1782 mN, while those obtained using free abrasives (W1.5) were 569 mN and 588 mN, respectively.
These forces were larger than the theoretical critical loads for the brittle fractures of single crystal SiC
substrates. With the three-body friction motion of abrasives, single crystal SiC material was rolled,
broken, and removed under pure brittle fracture.

In the cluster MR finishing experiments where semi-fixed abrasives were used, the theoretical
pressure of abrasives at the entrance and exit of the polishing belts were 1514.27 μN and 3.47 μN,
respectively. These pressures were in the range for elastic-plastic and elastic deformation of single
crystal SiC. The elastic-plastic removal grooves at the entrance of the polishing belts were deeper while
the surface at the exit was flatter and smoother; this coincided with the mechanical calculation and
nanoindentation experiment.

This study applied the experimental results of nanoindentation to the mechanical analysis of
abrasives under different fixation methods and the removal and deformation analysis of single crystal
SiC material. These research results are significant for the ultra-precision machining of single crystal
SiC substrates.
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Nomenclature

Symbol Nomenclature

fs Spindle feed(μm/s)
nw The rotational speed of workpiece (rpm)
ns The rotational speed of grinding wheel (rpm)
H Hardness (Gpa)
E Elasticity modulus (Gpa)
Kc The fracture toughness (Mpa m1/2)
ρ The radius of curvature of grinding grains on the materials (mm)
F0 The contact load (mN)
FC The contact load of C face (mN)
FSi The contact load of Si face (mN)
P* The critical load for brittle materials changing from plastic deformation to brittle fracture (mN)
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P*C The critical load for C face changing from plastic deformation to brittle fracture (mN)
ϕ The proportion of magnetic particles in the MR fluids
hmax The maximum thickness of undeformed substrate (nm)
dc The critical grit cutting depth (nm)
R The radius of the grinding wheels (mm)
Lw The circumference of layers of grinding material of the cupped grinding wheels (mm)
C The concentration of grinding materials of diamond grinding wheels
Kβ The coefficient relating to the shape of the grinding grains
dw The radius of grinding grain (μm)
rm The radius at any point on the surface of the workpieces
vd The volume fraction of diamonds in the grinding wheel
hwp The space between the workpieces and the lapping plates (mm)
Fin The abrasive forces at the entrance of the polishing belts (μN)
S The workpiece area (mm2)
PF The polishing pressures (kPa)
Pm The pressure produced by MR effects of the MR fluids (kPa)
Pd The hydrodynamic pressure (kPa)
Pg The buoyancy of MR fluids (kPa)
μ0 The magnetic inductivity of a vacuum
μ The magnetic inductivity of magnetic particles
η The initial viscosity of the MR fluids (Pa.s)
v Speed of polishing disk (m/s)
Fv The volume fraction of the layers of material in the grinding wheels (g⁄cm3)
P*Si The critical load for Si face changing from plastic deformation to brittle fracture (mN)
Kb The distribution coefficient of abrasives between the workpieces and lapping plates
Hm The strength of the external magnetic fields (Gs)
h0 The distance from the polishing plates to the surfaces of workpieces (mm)
t The thickness of workpieces (mm)
Δ The machining gap (mm)
W The tooth width of layers of grinding material of the cupped grinding wheels (mm)
Fw The average pressure on single abrasive (mN)
SA The actual contact area between a single abrasive and the workpieces (mm2)
p The lapping pressure (kPa)
dg The equivalent spherical diameter of diamond particles
f The fraction of diamond particles that actively cut when grinding
dmax The maximum diameter of abrasives (mm)
Fout The abrasive forces at the exit of the polishing belts (μN)
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Abstract: Many strategies have been developed for the synthesis of silicon carbide (SiC) thin films on
silicon (Si) substrates by plasma-based deposition techniques, especially plasma enhanced chemical
vapor deposition (PECVD) and magnetron sputtering, due to the importance of these materials
for microelectronics and related fields. A drawback is the large lattice mismatch between SiC and
Si. The insertion of an aluminum nitride (AlN) intermediate layer between them has been shown
useful to overcome this problem. Herein, the high-power impulse magnetron sputtering (HiPIMS)
technique was used to grow SiC thin films on AlN/Si substrates. Furthermore, SiC films were
also grown on Si substrates. A comparison of the structural and chemical properties of SiC thin
films grown on the two types of substrate allowed us to evaluate the influence of the AlN layer
on such properties. The chemical composition and stoichiometry of the samples were investigated
by Rutherford backscattering spectrometry (RBS) and Raman spectroscopy, while the crystallinity
was characterized by grazing incidence X-ray diffraction (GIXRD). Our set of results evidenced
the versatility of the HiPIMS technique to produce polycrystalline SiC thin films at near-room
temperature by only varying the discharge power. In addition, this study opens up a feasible route for
the deposition of crystalline SiC films with good structural quality using an AlN intermediate layer.

Keywords: high-power impulse magnetron sputtering (HiPIMS); silicon carbide; aluminum nitride;
thin film; Rutherford backscattering spectrometry (RBS); grazing incidence X-ray diffraction (GIXRD);
Raman spectroscopy

1. Introduction

Silicon carbide (SiC) has been proven to be a promising material for microelectronic applications
due to its excellent physical and electronic properties, such as high surface hardness, wide bandgap,
and high thermal conductivity at low and high temperatures [1–6]. These outstanding properties
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make it an attractive material for the development of harsh-environment devices such as
Micro-Electro-Mechanical Systems (MEMS) and power electronics [1,2,7–9]. In a recent article,
Dinh et al. showed an on-chip SiC MEMS device for efficient thermal management [10]. Furthermore,
the strain effect in a highly doped 3C–SiC-on-glass substrate for mechanical sensors was also recently
reported by Phan et al. [11]. The 3C–SiC bridges were also investigated under the consideration of
Joule heating [12].

For microelectronic device applications, it is desirable for SiC thin films to be grown on Si
substrates because their manufacturing processes are based on Si microfabrication technology, which is
compatible with standard industrial processes [8,13–15]. It is difficult to grow high-quality crystalline
SiC (c-SiC) films on Si substrates at low temperatures (<300 ◦C) due to a large mismatch between their
lattice constant (about 20%) and thermal expansion coefficients (about 8%), which usually affects the
final properties of the grown material [16]. In order to reduce these effects, an intermediate or buffer
layer may be added. For this purpose, aluminum nitride (AlN) thin film is frequently used since it
presents minimum mismatching in the lattice constant (less 1%) with SiC, and has a similar thermal
expansion coefficient [17–20].

Meguro et al. investigated the formation of a SiC interfacial buffer layer on AlN/Si substrates at a
low temperature by low-pressure chemical vapor deposition (LPCVD) [17]. Nakazawa et al. reported
the epitaxial growth of SiC films on an AlN layer on Si (100) substrates by ultralow-pressure chemical
vapor deposition. Jeong et al. investigated the Raman scattering characteristics of 3C–SiC films
deposited on AlN/Si substrates using the atmosphere pressure chemical vapor deposition (APCVD)
technique [19]. Huang et al. demonstrated the formation of SiC quantum dots (SiC QDs) on AlN
films using low-frequency inductively coupled plasma (LF-ICP)-assisted magnetron sputtering [20].
To our knowledge, the study here presented is the first to report the growth of high-power impulse
magnetron sputtering (HiPIMS) of SiC films on AlN/Si substrates.

The achievement of good crystallinity in the SiC thin films is a desirable feature since it influences
different material properties [21]. As the SiC thin films deposited at low temperature grow in
amorphous or nanocrystalline structures, post-treatment such as annealing, to improve the material
crystallinity, is necessary. Although there are several well-known techniques for synthesizing SiC thin
films, their composition and final properties may vary considerably with the applied method [3,19].
Low-pressure plasma-based techniques have been extensively investigated, particularly those that
allow the deposition at near-room temperatures, such as plasma-enhanced chemical vapor deposition
(PECVD) and magnetron sputtering [1,3,22–25]. Along with the magnetron sputtering derivations,
the high-power impulse magnetron sputtering (HiPIMS) technique appears to be very attractive
due to its ability to generate high-density plasmas and a high degree of ionization of the sputtered
atoms [26–31]. These properties allow sufficient energy for the rearrangement of atoms/molecules
during the growth of the film, thus facilitating the formation of crystalline phases. Some reports have
demonstrated that, depending on the deposition parameters and target composition, around 50–90%
of the sputtering atoms are in an ionized state [24,28,30]. This occurs because of the mechanism in
which the HiPIMS power supply applies the power over the magnetron target for generating the
plasma, namely high-power pulses, low frequency, and low duty cycles (lower than 10%) [28,30–32].
Interesting reviews on HiPIMS were written by Sarakinos et al. [30] and Gudmundsson et al. [31].

Although the HiPIMS source is applied in the synthesis of various metals and semiconductor
materials, there is a clear lack of studies focusing on the growth of SiC thin films using this technique.
The studies related to this topic are focused on Ti–Si–C and SiCN films using HiPIMS [26,33]. In the
work of Alami et al. [33], the effect of processing parameters such as gas pressure, substrate geometry,
and distance of the target substrate on some properties of the as-deposited Ti–Si–C film was
investigated. They observed that the Ti–Si–C film quality could be improved by the HiPIMS
technique [33]. Pusch et al. performed a comparison between SiCN films deposited with different
target configurations and techniques, i.e., radiofrequency (RF), direct current (DC), and HiPIMS [26].
Leal et al. deposited SiC thin films on Si substrates by HiPIMS using a SiC target [34]; however,
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only amorphous films were obtained. In this article, we explore the structural and chemical properties
of polycrystalline SiC films grown at room temperature on Si and AlN/Si substrates by the HiPIMS
technique. The composition, chemical bonding, structure, and crystallinity of the samples were
investigated by Rutherford backscattering spectrometry (RBS), Raman spectroscopy, and grazing
incidence X-ray diffraction (GIXRD).

2. Materials and Methods

2.1. Deposition Method

SiC thin films were grown onto polished p-type Si (100) wafers, either with or without an
AlN layer, via HiPIMS in a high-vacuum chamber with a background pressure of 6 × 10−6 Torr.
More details about the HiPIMS reactor can be found elsewhere [34,35]. The working pressure of
the argon gas (99.999%, White-Martins, São José dos Campos, Brazil) was maintained at 3 mTorr
for a corresponding flow rate of 20 sccm (standard centimeter cubic per minute). The target was
a commercial high-purity SiC (99.5%, Kurt J. Lesker Company, Jefferson Hills, PA, USA) with a
diameter of 4 inches. For film growth, the applied power from the HiPIMS power supply (HIP3 5 kW,
Solvix SA, Villaz-Saint-Pierre, Switzerland) was 200 W and 400 W. In all cases, the duty cycle was
fixed at 5%, frequency at 500 Hz, and pulse time at 100 μs. To remove the target surface contaminants,
a pre-sputtering time of 200 W for 10 min was applied. In addition, the substrate holder was maintained
at a floating potential, whereas the deposition time and the target-substrate distance were fixed at
60 min and 60 mm, respectively.

The AlN/Si substrates were provided by the “Institut des Matériaux Jean Rouxel in Nantes
University”. In these substrates, the sputtered AlN intermediate layer had a thickness of 1300 nm and
a (002) crystallographic orientation. For more details, see References [36,37].

2.2. Characterization Techniques

Rutherford backscattering spectrometry (RBS) was used to measure the elemental composition,
stoichiometry, and the thickness of the as-deposited SiC thin films. The measurements were performed
with a pelletron accelerator using 2 MeV 4He+ beam with a particle detector positioned at 170◦ from
the incident beam. The RBS spectra were analyzed using the computer code RUMP (RBS analysis
package) developed by L. R. Doolittle from Cornell University [38]. To verify the accuracy of the RBS
thickness measurements and the thickness uniformity, mechanical profilometry (P-7 Stylus Profiler,
KLA Tencor, Milpitas, CA, USA) measurements were performed.

The crystallinity of the SiC films was inferred from GIXRD with incidence angles (ω) of 1.0◦, 1.5◦,
and 2.0◦ using an X-ray diffractometer (PW1830/1840, Philips, Amsterdam, The Netherlands) with
CuKα radiation. For Raman spectroscopy measurements, a model 2000 Renishaw system (Renishaw,
Wotton-under-Edge, UK), equipped with an Ar ion laser (514.5 nm) was used. Raman spectra were
obtained at room temperature in the range of 400–1800 cm−1.

3. Results and Discussion

3.1. Chemical Composition and Stoichiometry

Figure 1 shows the experimental and simulated RBS spectra of the as-deposited SiC thin films on
Si and AlN/Si substrates for the 200 W and 400 W conditions. Table 1 summarizes the results of the
RBS spectra analysis.

Figure 1a depicts the spectrum of SiC deposited on Si at 200 W and the simulation reveals
a film with a total thickness of approximately 1200 nm, with a highly non-homogenous elemental
distribution throughout the film depth. To better visualize the variation of the stoichiometry throughout
the film depth, the simulation comprised five sublayers which are identified in Table 1. The top
layer’s stoichiometry comprised 260 nm of pure SiC with less than 13% oxygen. The middle part
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(approximately 400 nm) consisted of SiC with 10% excess carbon. The next layer with a thickness
of 250 nm had about 50% carbon excess and a substantial drop in the oxygen content was observed.
The subsequent layer of 170 nm was fully stoichiometric, followed by the last layer of 145 nm adjacent
to the Si surface, where 10% carbon excess was found. When investigating the incorporated oxygen
in the first layers of the SiC film, Medeiros et al. observed the unintentional doping of SiCxNy thin
films by oxygen contamination coming from the vacuum environment of the magnetron co-sputtering
system [35]. In this work, RBS results showed that all samples contained significant amounts of oxygen
(up to 16%). Further, X-ray photoelectron spectroscopy (XPS) results showed that most of this oxygen is
located in the film surface [35]. These results corroborate with the RBS analysis presented in Figure 1a.
In addition, Pomaska et al. presented studies on the unintentional doping by oxygen contamination
where they demonstrated that the oxygen incorporation was influenced the microstructural, electronic,
and optical properties of the SiC films [39]. It has been shown that oxygen incorporation during film
deposition increases the crystallinity of SiC films, consistent with findings observed in this work.

 

Figure 1. Experimental and simulated Rutherford backscattering spectrometry (RBS) spectra of the SiC
films deposited on (a) Si substrate at 200 W; (b) Si substrate at 400 W; (c) AlN/Si substrate at 200 W
and; (d) AlN/Si substrate at 400 W.

For the SiC grown on the Si substrate at 400 W (Figure 1b), the analysis of the RBS spectra indicated
that the total film thickness was around 1500 nm. The film exhibited a pure and stoichiometric
composition of SiC throughout the entire depth, although two zones could be distinguished as
presented in Table 1. Beyond the SiC, SiO2, and SiN phases, there were O and N contaminants.
This sputtering condition resulted in a heterogeneous film composition with variable elemental
depth distributions. In general, the higher power deposition energy, as in this case, leads to Ar ions
striking onto the film surface with high energy, which contributes to the formation of chemical phases.
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Of course, if different impurities act as film constituents, they are involved in the film composition
forming stable bonds (SiO2; SiN).

From the thickness results of the SiC films grown at 200 W (1200 nm) and 400 W (1500 nm), it is
possible to observe that although the applied power is twice as high, there was a small increase in the
deposition rate for SiC films on the Si substrate. In conventional sputtering processes, the deposition
rate of the SiC film increases linearly with the sputtering power [23,24]. In general, HiPIMS exhibits
different growth mechanisms and lower deposition rates than those observed for conventional
sputtering processes [30,31,40]. Different effects have been considered to explain the differences
between DC and HiPIMS deposition rates. There are three main reasons considered [41]: (i) the
less-than-linear increase of the sputtering yield with increasing ion energy, ion return to the target,
and self-sputtering; (ii) ion return to the target and self-sputtering; and (iii) changes due to greater film
density, limited sticking, and self-sputtering on the substrate.

Table 1. Results of the RBS analysis.

Sample No. of Layers Composition by Layer 1 Layer Thickness

SiC/Si
200 W

5

1. SiC stoichiometry with less than 13% oxygen.
2. SiC with about 10% excess carbon.
3. SiC with about 50% excess carbon.
4. SiC stoichiometry.
5. SiC with about 10% excess carbon.

1. 260 nm
2. 400 nm
3. 250 nm
4. 170 nm
5. 145 nm

SiC/Si
400 W

2
1. SiC—86%; SiO2 phase—4% dispersed in that

volume; O—5%; N—5%.
2. SiC—50% and SiN—50%.

1. ~900 nm
2. ~600 nm

SiC/AlN/Si
200 W

2
1. SiC stoichiometry—56%; C solid state and O

contamination in 44%.
2. AlN layer stoichiometry.

1. ~930 nm
2. ~1300 nm

SiC/AlN/Si
400 W

2
1. SiC stoichiometry—80% with 20% C solid state

and O contamination in volume.
2. AlN layer stoichiometry.

1. ~1360 nm
2. ~1300 nm

1 Layer 1 refers to the layer at the top of the film.

For the SiC film deposited on AlN/Si at 200 W, the total film thickness was around 930 nm
(Figure 1c). The film composition was rather homogenous and consisted of 56% pure SiC, while the
remaining 44% of the film was composed of C and O in the bulk of the film. The intermediate layer of
AlN consisted of 1300 nm thick sub-stoichiometric AlN with 5% less nitrogen, resulting in some point
defects. Note that in this case the substrate change provided the growth of a high stoichiometric SiC
film. Relative to film thickness, it is evidenced from data presented in Table 1 that the change of Si
with AlN/Si substrate promoted the decrease in the thickness of the SiC film. Although sputtering
processes have deposition rates that are independent of the substrate type, the film nucleation process
and consequent crystallization and compaction are dependent. Nivedita et al. confirmed some of these
observations when depositing RF-sputtered Fe–Ga thin films on MgO, quartz, and Si substrates [42].
Indeed, the next topic shows that the crystallization of SiC is improved for films deposited on Si.
Crystalline films tend to have greater roughness and even porosity in comparison with amorphous
films, which consequently increases the final thickness [43].

The SiC thin film deposited on AlN/Si at 400 W (Figure 1d) exhibited a high percentage of
purely stoichiometric SiC film, with the presence of C and O in volume. However, for this condition
the estimate of the thickness by RBS was limited due to the loss of the energy via scattering albeit
within certain limits, e.g., above channel n◦ 90 (Figure 1d), the thickness could be estimated as being
around 1360 nm. Ultimately, the elemental depth distribution throughout the film thickness was
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uniform, which made the present method and processing conditions very useful for the achievement
of high-quality SiC thin film deposition.

Finally, from the results in Table 2, it was possible to observe that the calculated deposition rates
of the SiC films were in agreement with the profilometry measurements. With regard to the deposition
rates measured by profilometry, and where the film thicknesses were measured at different points
during the formation of the film, it was possible to evaluate the uniformity of the film thickness,
which exhibited a 3% variation throughout the substrate. In fact, the greater the target–substrate
distance in processes performed by magnetron sputtering, the better the uniformity of the film formed,
where a distance of 60 mm was used. With regard to the film morphology, in previous work [44]
Atomic force microscopy (AFM) analyses of the SiC/AlN/Si film and the AlN/Si film were performed,
showing films with rough surfaces and with grain sizes smaller than 100 nm.

Table 2. Deposition rate of the SiC films.

Sample Power (W) Deposition Rate—RBS (nm/min) Deposition Rate—Profilometer (nm/min)

SiC/Si 200 20.0 14.0 ± 0.3
SiC/Si 400 25.0 19.6 ± 0.4

SiC/AlN/Si 200 15.5 12.5 ± 0.4
SiC/AlN/Si 400 22.7 24.0 ± 0.5

3.2. Structural Analysis

Figures 2–4 show the patterns of grazing incidence angles of 1.0◦, 1.5◦, and 2.0◦, respectively.
The Bragg reflections suggest the existence of α and β SiC nanocrystalline structures. Although the
patterns exhibit the SiC phase, it is not possible to determine which of the SiC phases are present
because some diffraction peaks of α and β SiC might overlap [45]. The carbon phase at ~25◦ was also
visible and confirmed the RBS results indicating an excess of C (Table 1). Lastly, two broad peaks at
~47◦ and 55◦ were assigned as unidentified. While some studies have attributed these peaks to the SiC
polymorph phase [46,47], others often define them as being C or Si phases [48–50]. When comparing
the results from the GIXRD with an incidence angle of 2◦ (Figure 4) with the smaller angle results,
the variation of the crystalline phases with the depth of the film was clearly noted.

Figure 2. Grazing incidence X-ray diffraction (GIXRD) patterns of the SiC thin films at a grazing angle
of 1.0◦.
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In addition, Figure 2 suggests the existence of SiC nanocrystalline structures achieved without
substrate heating. By varying the GIXRD incidence angle, the resulting film could be analyzed in
depth. A comparison of the patterns between SiC/Si and SiC/AlN/Si for both angles of incidence
(1◦ and 1.5◦), revealed that the phase observed at approximately 36◦, using the 1.5◦ GIXRD as the
incidence angle, no longer existed in the pattern obtained with the smallest angle (1.0◦). This result
pointed to the existence of phase and crystallinity variations with depth.

The film deposited on the AlN layer showed dislocation of the SiC peak between 35 and 36◦

in the GIXRD patterns. This dislocation may be attributed to the following reasons: (i) film stress;
(ii) interference of the substrate (SiC/Si and SiC/AlN interface); or (iii) residual stress. More studies
are necessary to better understand this observation.

Figure 3. GIXRD patterns of the SiC thin films at a grazing angle of 1.5◦.

Figure 4. GIXRD patterns of the SiC thin films at a grazing angle of 2◦.
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3.3. Raman Spectroscopy

Figure 5 shows the results of Raman spectroscopy used to identify the bonds present in the films.
The Raman spectra for the SiC films deposited at 200 W in both substrates (with and without the AlN
layer) are presented in Figure 5a, showing a very visible and well-defined Si peak at 519.41 cm−1.
Since the difference in thickness between both films was small, the substrate had an accentuated
influence. In addition to Si, the SiC film deposited on the AlN layer showed (i) a peak relative to AlN
at ~652.20 cm−1; (ii) peaks for SiC and Si in the regions between 741–894 cm−1 and 906–1109 cm−1,
respectively; (iii) and a broad carbon band at 1370–1625 cm−1. Except for the AlN peak, the SiC/Si
spectrum exhibited signals at similar regions to that of the SiC/AlN/Si spectrum. However, the regions
relative to SiC and Si were more visible, and the C band region had a more explicit separation in two
peaks (D and G bands), but with a low definition of the disorder band. The D band was attributed to
the disorder or polycrystalline carbon and the G band to the graphite-like carbon [19,50].

Figure 5. Raman spectra of SiC thin films on both substrates: (a) as-deposited at 200 W and (b)
as-deposited at 400 W.

For 400 W (Figure 5b), both substrates exhibited similar behavior following the deposition of SiC
films. In these spectra, the substrate signal was not detected and only peaks corresponding to carbon at
1457 and 1462 cm−1 were evident. With the exception of the spectrum of the SiC film at 200 W of SiC/Si,
where the peak of the C band was not overlapped, all spectra of the “as-deposited” SiC film showed
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overlapping C, D, and G bands between ~1457 and 1462 cm−1. Ferrari and Robertson [51] reported
that for C–C bands, the Raman spectrum was influenced by factors such as disorder, clustering of the
sp2 phase, the presence of sp2 C-rings or C-chains, and the ratio of sp2 to sp3 (I(D)/I(G)). Thus, with an
increasing disorder of the C phase, the G peak position can be moved, and the D and G peaks will
therefore overlap [19,50,51].

4. Conclusions

The influence of an AlN intermediate layer on the structural and chemical properties of
HiPIMS SiC films grown on Si substrates was investigated using RBS, Raman spectroscopy, and GIXRD.
The effect of the applied power (200 W and 400 W) was also considered. It was observed that
the HiPIMS of SiC films can exhibit a complex growth mechanism and, depending on the process
parameters, leads to the formation of films with an inhomogeneous composition throughout the depth
of the Si substrate and a homogeneous composition for the AlN/Si substrate. This was verified by
GIXRD using three different incidence angles (1.0◦, 1.5◦, and 2.0◦) which, besides confirming the RBS
results, also evidenced the variation of crystallinity with the depth of the film. Raman spectroscopy
analysis indicated the presence of Si–C bonds and that the C–C bond region was separated into two
peaks (D and G bands), but with a low definition of the disorder band. In summary, the results
demonstrated that the HiPIMS technique and the use of an AlN intermediate layer allowed for
the deposition of crystalline SiC films of good quality, without the need for substrate heating,
with approximately 1.5 μm (at 400 W) in only 60 min, i.e., at a deposition rate of 25 nm/min. The good
chemical and physical properties of the HiPIMS SiC films deposited on AlN/Si substrates highlights
their potential benefits in nanotechnological applications. Indeed, we recently proposed the thermal
decomposition of SiC thin films using a CO2 laser beam without a vacuum chamber for graphene
synthesis. The use of an AlN layer proved to be important because it reduces the thermal stress
between SiC and Si materials [44]. Other applications will be the subject of further work.
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