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Figure 6. Co- and cross-polarized radiation gain patterns of the proposed structure without (WO) and
with (W) metamaterial-shield.
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Table 2. Radiation properties.

Radiation Gain

Without MTM With MTM
Minimum 8.69 dBi 9.6 dBi
Maximum 9.11 dBi 10.16 dBi
Average 8.90 dBi 9.86 dBi
Improvement in Average ~1 dBi
Radiation Efficiency
Without MTM With MTM
Minimum 62.53% 73.44%
Maximum 65.21% 78.12%
Average 63.5% 76.38
Improvement in Average ~13%
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Figure 7. Radiation gain and efficiency curves over frequency band for both cases with no and with
MTM shield. (a) Radiation-gain; (b) Radiation-efficiency.
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Figure 8. Surface current density distributions without and with the metamaterial shield at 60 GHz. (a)
without the metamaterial shield; (b) with the metamaterial shield.

4. Circuit Model of The Proposed MTM-Lwa Array and its Dispersion Phenomenon

One way to explain the metamaterials (MTMs) is the transmission-line theory in terms of the circuit

models. The concept of the composite right/left-handed metamaterial transmission lines (CRLH-MTM
TLs) is investigated and realized based on this approach. This solution has been broadly recognized
and adopted as a powerful analysis tool for the understanding and modelling of MTM devices. By
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considering the right-handed (RH) effects within a purely left-handed (LH) circuit, it demonstrates
a general configuration of a practical MTM-TL. The circuit model of a generic symmetrical CRLH
transmission-line unit-cell has exhibited in Figure 9 where the loss is neglected for simplicity. The
series capacitance (Cp) and the shunt inductance (L;), which have been realized by the slots and
via-holes, respectively, contribute to the left-handedness while the series inductance (L) and the shunt
capacitance (Cr), which have been implemented by the unwanted currents flowing on the patches and
the gap space between the patches and ground plane, respectively, actualize its right-handed (RH) dual
counterpart. The one indicated in Figure 9a is called T-type model with the LH capacitance placed
at the two ends. The mushroom unit cell belongs to this type [14]. The circuit exhibited in Figure 9b
is called m-type model with the LH capacitance in the centre. One example is the CRLH-SIW unit
cell [15-17]. Therefore, each unit cell of the proposed leaky wave array antennas is based on the n-type
model, which has been identified in Figure 4b.
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Figure 9. Equivalent circuit models for the symmetrical CRLH-metamaterial unit-cells. (a) T-type
circuit model. (b) m-type circuit model.

By using the periodic boundary conditions corresponding to the Bloch-Floquet theorem, these two
CRLH transmission line unit-cells basically become equal and their dispersion relevance is determined
to be [9]:

1 4 2
o) = peos (1= 5 (Fh+ % - 2 - =L)) 0

where p = 5 mm is the length of the unit-cell and
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Seemingly, there are two frequency spots referred to as the infinite-wavelength points (f = 0)
with a bandgap in between. In the balanced case (wse = wg), the bandgap vanishes. Generally, just
one particular zeroth-order resonance will be excited that depends on the boundary conditions and the
circuit values. For the short-ended resonator, it is determined by ws, while for the open-ended case, it
is represented by wy, [9]. Multiplex resonances containing the negative-, zeroth-, and positive- order
resonances can be produced by cascading more than one unit-cell. Those resonance frequencies of
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different order modes for an M-stage CRLH-transmission line can be discovered on the dispersion
diagram when the following condition is satisfied [9]:

Om = Bpm = M) = nmt (6)
_nnf n=0,%1, ..., H{M-1, forT type unice cell @)
Pr = M n=0, +1, ..., £M, for m type unice cell .

The proposed leaky wave antenna (LWA) array applying the CRLH-SIW unit-cell as shown in
Figures 1 and 4 has an n-type circuit model with the two ends terminated by the LH inductances
(Lp) realized by the metallic via-holes. The E-shaped transverse and the tapered transverse slots have
presented within the circuit model as the LH capacitances (Cr). RH contribution comes from the
distributed shunt capacitor (Cg) and the series inductor (Lg). Figure 10 shows the dispersion curves of
the proposed leaky wave array antennas based on the CRLH-SIW unit-cell that has been extracted
by the CST Microwave Studio package and the equivalent circuit model exhibited in Figure 9b. It
has been observed that the results achieved from CST Microwave Studio package and the circuit
elements are in an excellent coherence with each other, and also it illustrates the dispersion relation
of the unit-cell very well. There is one zeroth-order resonance frequency occurring at 61 GHz that
defines the upper and lower edges of the stop-band. This LW antenna array falls into the short-ended
case because it is operated below the original waveguide cutoff-frequency and the metallic via-holes
offer the short-ended condition. According to Equations (6) and (7), there is one resonance that can
be excited comprising the zeroth-order resonance at f;, = 61 GHz. Figure 5 shows the reflection
coefficient which has verified the proposed model. Notice that this resonance frequency can be simply
controlled by engineering the dispersion diagram. Magnitudes of the equivalent circuit parameters,
which were determined from full-wave EM simulation using CST Microwave Studio package, are L, =
6.45 nH, C, = 8.69 pF, Lgr = 1.53 nH, and Cg = 4.12 pF. This data was then utilized to determine the
equivalent circuit-model of the antenna, displayed in Figure 9b, which was verified applying ADS
(RF-circuit solver).
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Figure 10. Dispersion diagrams for the proposed LWA array based on SIN-MTM extracted by CST
Microwave Studio package and the corresponding equivalent circuit shown in Figure 9b.

The proposed LWA is exhibited as a traveling-wave antenna, where the current propagates along
a guiding structure. Since that, the perturbations are introduced along the structure by implementing
the E-shaped transverse and the traveling-wave leaves the structure and radiates into free-space.
Therefore, in the ideal case, no energy reaches the end of the structure. In a practical scenario, any
energy that reaches the end is absorbed by a matching load. Usually, LWA is designed, in which
at the least 90% of the power at the structures leaks away before the traveling-waves reach the end
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of the antenna. Leaky-wave phenomenon is demonstrated with fast propagating waves only. The
propagating wave number K, is defined by [18,19]

Ky = (K2 - K2 8)

In this case, K, = —ja is for surface-wave or slow-wave, or K, = g is for leaky-wave or fast-wave,
where K. is the longitudinal wave-number and K refers to the free-space propagating wave-number.
The complexity of radiation K; is given by

K:=p-ja )

where o and g are the attenuation and phase constants respectively. Supposing that there is a standard
free-space wave equation for the above wave, the waves outside the leaking-structure are given by:

Y (r) = Poe I Kpthz) g0z (10)

If B < K} i.e., if the phase velocity is smaller than the free-space velocity of light, V;, < C, then it is a
slow-wave and K, is imaginary. The wave decays exponentially in amplitude along the length of the
structure and it is a bounded wave. If, § > K), i.e., if the phase velocity is greater than the free space
velocity of light, V), > C, then it is a fast-wave and K is purely real; therefore, the real power at an
angle is radiated with respect to the normal defined by [20]:

sin(6) — sin—l(Kﬂo) _ sin_l(%) a1

Since all of the abovementioned terms are functions of the angular frequency, the angle changes with
frequency; hence, this shows frequency scanning behaviour. The main beam-width is

AGy = 2 (12)
(%)CDS@O
If the above equation is applied for large antenna lengths, high directivity can be specified as
47tA,
— ¢ 1
o (13)

However, the effect of enhancing directivity is negligible if there is no power left near the end of the
structures. To specify this parameter, the attenuation/leakage constant is determined as [20]:

2@
2
= T (14)
fo A2(z)dz — e, fo A2(z)dz

Thus, if a is sufficiently small so that (1 — ¢™2%

length I enhances.

> 0), the improvement of directivity is perceptible as

5. Comparison between This Work and The Literature

Performance parameters of the proposed 1 x 2 MTM-LWA array antenna based on SIW is compared
with the recent works employing various mutual coupling suppression techniques. The comparison
in Table 3 is for array antennas composed of two radiation elements. Most of the arrays listed in
Table 3 exhibit narrow band performance, and to increase isolation between the radiation elements they
employ defected ground structures (DGS) to complement their suppression technique. The proposed
array antenna presented here has the advantage of (i) symmetry; (ii) very wide bandwidth from 55
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GHz to 65 GHz; (iii) simple design; (iv) improved radiation patterns; (v) enhanced radiation gain; (vi)
low cross-polarization levels; and (vii) mutual coupling suppression on average of ~25dB over its
operating band.

Table 3. Performance parameters of the proposed Iw array antennas in comparison with the
recent papers.

Ref Method Max. Isolation Bandwidth Rad. Gain Pattern No. of Application of Symmetry and
: Improvement (FBW) Deterioration Elements DGS Simplicity
[21] SCSRR 10dB Narrow Yes 2 Yes No
[22] SCSSRR 14.6 dB Narrow Yes 2 Yes No
[23] Compact EBG 17 dB Narrow Yes 2 Yes No
[24] Fractal MTM-EMBG 37 dB Wide (~15%) No 4 No Yes
[25] Meander Line 10dB Narrow No 2 Yes No
[26] EBG 8.8dB Narrow - Yes No
[27] EBG 13dB Wide (~12%) Yes 2 Yes No
Substrate Integrated
[28] Waveguide (SIW) with 15dB Wide (22.22%) - 1 No Yes
Transverse Slots
Substrate Integrated
[29] Waveguide (SIW) and 20 dB Wide (16.32%) - 1 No Yes
Slots
Periodic Space-Time . o
[30] Modulation - Wide (58.82%) - 1 No Yes
Space Time Modulation
[31] (External Linear - - - 1 No Yes
Momentum)
[32] MTM-DS 57 dB Wide No 2 No Yes
[33] Fractal load + DGS 16 dB Narrow (2.5%) No 2 Yes No
[34] Slotted Meander-Line 16 dB Narrow Yes 2 Yes No
[35] Slots >26 dB Wide No 4 No Yes
[36] I-Shaped Resonator 30dB Narrow Yes 2 Yes No
[37] W/g MTM 18dB Narrow No 2 Yes No
[38] MSWI 13.5dB Wide No 2 No Yes
[39] Metamaterial Superstrate 25 Narrow No 2 No Yes
Slot Combined
[40] Complementary Split 19 Narrow Yes 2 No No
Ring Resonator
[41] Metamaterial 40 Wide (8.8%) No 4 No Yes
[42] Fractal Load 37 Wide No 2 No Yes
This Metamaterials and
W()ri( Substrate Integrated 425dB Wide (16.66%) No 2 No Yes

Waveguide

6. Conclusion

A feasibility study of a new metamaterial leaky-wave array antenna based on substrate-integrated
waveguide (SIW) technology with transverse slots and metallic via-holes for operation over 55 GHz to
65 GHz was proposed and investigated. The array antenna provides beam-scanning capability of +30°
with the gain of 8.5, 10.1, and 9.5 dBi at backward (-30°), broadside (0%), and forward (+30°) directions,
respectively. To increase the isolation between the array’s elements, a metamaterial shield based on
SIW was introduced between the antennas, which has reduced the mutual coupling by an average
value of ~25 dB. In addition, the proposed MTM shield has increased the radiation gain and efficiency
by an average value of ~1dBi and ~13%, respectively.
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