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Figure 13. Comparison of different path strategies for laser cladding. (a) straight path with parallel
offset of the laser beam; (b) straight path with parallel offset of the laser beam + circular outline;
(c) spiral path of the laser beam.

3.2.2. LOM of the Cladding

The cladding shown in Figure 13c was analyzed metallographically. The interface between base
material and clad layer is shown in Figure 14. The micrographs indicate a good connection between the
base material and the deposited layers. Three different zones can be distinguished: the deposition layer,
a thin heat affected zone and the base material. The former solid-liquid interface deeply penetrates
into the substrate which results in about 50% dissolution between base and clad material. It can be
seen that the solidification of the melt starts at the boundary of the base material in a columnar way.
The high cooling rate associated with a rapid solidification promotes a fine dendritic microstructure in
the deposited layer. The transition between cladding and base material is smooth. Hence, no stiffness
jump and no stress localization are to be expected, which may be advantageous compared to patchwork
blanks. The samples showed some porosity of the clad layer. A pore is magnified in Figure 14c.

Figure 14. (a) overview of clad layer (b) micrograph of the interface cladding—base material; (c) a pore
in the cladding.

3.2.3. Hole-Flanging Experiments

The results of the flanging experiments show that the flanging operation with monolithic sheet
metal was feasible with all hole expansion ratios (cf. Table 2). For the specimens with a cladding on
the inside of the flange (facing the punch), cracks were observed in the radius of the flange, which is
stretched during forming. Cladding on the outside of the flange led to failure primarily in the edge
of the cut hole. Examples of these failures are shown in Figure 15. Figure 16b shows a micrograph
through a crack that was generated in the cladding during forming. The curvature of the crack
propagation indicates that the crack has formed along the grain boundaries where the brittle Si phase
is concentrated. Figure 17 shows the results of successful flanging experiments with and without
cladding, with machined holes of seven-millimeter radius.
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Initial blank t =2 mm

Flanging with cladding on top face Flanging with cladding on bottom face

‘ Crack

Patch 25/ t=0.7 mm

Figure 15. Testing of original part and part with local reinforcement.

(a)

Figure 16. Micrograph of a crack that occurred in the cladding during plastic deformation. (a) overview
of clad layer in the hole area; (b) Micrograph through a crack.

Figure 17. Results of successful hole-flanging experiments, (a) = 2 mm, no cladding; (b) = 2.5 mm,
no cladding. (c) t = 2.7 mm, 0.7 mm cladding.

4. Discussion

The results obtained in the two case studies will be discussed regarding general viability and
applicability of laser cladding to sheet metal components, as well as regarding production time and
material efficiency:

General viability and scope of application. Two application scenarios were studied which use
laser cladding for local reinforcement of sheet metal components, i.e., local cladding of a component for
increased stiffness and local cladding to increase the sheet thickness in the wall of a flange produced
by hole flanging.

Laser cladding of an already manufactured component opens up the possibility to use additive
manufacturing for stiffness management, a new field of application. The challenge here is not the
cladding process of a suitable material but the reduction of distortion and a minimum change in
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the microstructure (and thus the properties) of the base material. Since laser cladding would be the
last process step in the manufacturing route of the component, straightening and often also a heat
treatment is no option. Future work has to focus on sizing optimization (minimized clad areas and
clad thickness), on strategies to quickly extract the heat by cooling and to explore adequate cladding
strategies which minimize distortion.

Cladding a sheet prior to forming also causes distortion, which must be handled in the same
way as for cladding on an already formed component (see above). However, straightening might
also be an option. A major issue is the formability of the laser-cladded material. In this respect, the
best choice will be to use the same material as the substrate, and to perform a heat treatment prior to
forming. In this study, AlSi12 was used for reasons of availability of powder and process parameters.
It is known that these alloys have limited formability. However, the flanging experiments and the
metallographic analysis show that, to some extent, hole flanging of laser-cladded aluminum blanks
seems possible. Although the ultimate strain of AlSi12 is in the range of five to six percent, a hole
expansion ratio of 1.4 was achieved in the case where the cladding is inside the flange. The total sheet
thickness of the unclad material (2.0 mm and 2.5 mm) was chosen in such a way that the sheet is
drawn into the die with (2.0 mm) and without (2.5 mm) clearance. Forming is feasible in both cases
for all hole expansion ratios. In case of the clad material, the likeliness of failure in the brittle clad
layer is reduced by forming under direct contact pressure of the punch, which exerts a stress state
of favorable triaxiality. This way, the largest of the three hole expansion ratios was viable while the
smaller expansion ratios showed failure. Presumably, the presence of larger pores caused failure in the
latter cases. Formability of laser clad material will be subject to large variance in the as-built condition
since the size and spatial distribution of pores cannot be controlled. Forming of specimens with laser
claddings on the outside of the flange led to failure in all cases, presumably due to the fact that the
superimposed pressure was missing in these cases. However, it seems viable to plastically deform clad
material to some extent under large superimposed pressure.

Nevertheless, future work should focus on cladding the same or at least similar alloys. To improve
formability, laser heat treatment directly after cladding may be an option. If suitable alloys are tested
and their suitability for forming is proven, a new type of tailored lightweight material, tailored
laser-cladded blanks, would be available, with the potential to outperform existing tailored blanks in
applications where freely designed reinforcements are needed.

Production considerations. Additive manufacturing is still a time-consuming process and
therefore it is unlikely that tailored laser-cladded blanks or components will be an option for mass
production However, introducing the dieless additive manufacturing processes such as laser cladding
into conventional production chains of sheet metal components offers the potential for producing
locally reinforced parts, which can be produced without the manufacturing of a new tools or the use of
fasteners or connectors. The process times in the two case studies was in the order of 10-20 s, which is
compatible even with cycle times in the automotive industry.

Material efficiency. Additive manufacturing processes based on metal powder are typically
considered more energy intensive than conventional manufacturing processes due to the production
of powder, of which only a limited fraction of the size distribution is used, and due to the fact that the
powder is melted in the additive manufacturing process. In lightweight components, high material
efficiency may be achieved by application of additive manufacturing processes (mainly laser cladding),
since the production of patches used in patchwork blanks by blanking/piercing operations creates a
large amount of waste. Also, additive manufacturing opens up the chance of distributing the material
precisely according to the applied loads. With locally variable material thicknesses, minimal weight
designs may be achieved so that in total, less material is used in a given sheet metal component
than with conventional solutions. Reinforcements can also be applied to plate or bulk components,
which could be explored in future studies.
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5. Conclusions

In the present study, it was explored whether additive manufacturing, i.e., laser cladding, could be
used to manufacture flexibly applicable local patches to locally increase the stiffness or thickness of
a sheet metal blank or sheet metal component. The following conclusions can be drawn from the
presented results:

e Laser cladding can be used to locally reinforce sheet metal blanks with respect to lightweight
design considerations. The resulting tailored laser-cladded blanks are a new type of lightweight
material which can be designed such that they outperform currently available tailored blanks in
lightweight design performance.

e Limited formability was observed to be the main obstacle of applying tailored laser-cladded
blanks as semi-finished products. While the case study in the paper focuses on Al-Si of low
formability, formability of laser-clad material could be improved using weldable wrought alloys
and heat treatment prior to forming.

e Laser cladding may also be used for stiffness management of already formed components.
However, the results of a pure sizing optimization may not be manufactured without distortion,
which seems to be the main limiting factor for laser cladding on formed components.

e A constrained sizing optimization led to a design with minimum danger of distortion but reduced
stiffness increase compared to the optimum found by sizing optimization.

e Application of additive manufacturing in sheet metal forming offers potentials for developing
new products such as tailored laser-cladded blanks and for developing new lightweight design
methods such as stiffness management of components, by integrating sizing optimization,
distortion control and laser cladding.

Future work should also explore other applications of additively manufactured features on sheet
metal components, i.e., functional features such as electrical contacts, pedestals or transitions to
bulk components.
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Abstract: Through using a novel micro-coating metal additive manufacturing (MCMAM) process
in this study, the forming characteristics of the multilayer single-pass specimens were investigated.
The forming defects including the porosity and the bonding quality between layers were
analyzed. Moreover, we also attempted to study the effect of process parameters such as flow
rate, deposition velocity, and layer thickness on the forming morphology. Based on the results,
the optimization of process parameters was conducted for the fabrication of thin-wall MCMAM.
Finally, estimation criteria for the integrity of the interfacial bond were established.

Keywords: additive manufacturing; forming defects; bonding quality; forming morphology

1. Introduction

Additive manufacturing (AM) has attracted much attention from the public due to its
unique advantages, such as unrivalled design freedom and short lead times [1]. It can produce
high-performance metal components rapidly using alloy powder or wires as raw material and applying
a high-power laser or electron beam as a heat source [2-5]. However, the high capital costs and slow
throughput printing have severely restricted its application.

To overcome the shortages of traditional AM, micro-coating metal additive manufacturing
(MCMAM) has been proposed as a commercial manufacturing technology. Compared with traditional
metal AM technologies, MCMAM has shown several advantages. At first, it provides a higher material
utilization than selective laser melting (SLM) with a high deposition rate. Second, it produces less dust
pollution than powder-based equipment when the powder material was recycled. Third, it has a lower
equipment cost than SLM and electron beam machining (EBM) [6].

Xiong et al. investigated the forming characteristics of a multilayer single pass with the application
of GMAW-based additive manufacturing [7]. Jorge et al. developed a fused deposition modeling
(FDM) system for metals that can deposit electronic structures directly [8]. Yao et al. adopted a metal
droplet deposition manufacturing process to reduce product development time as well as the cost of
manufacturing [9]. However, deposition accuracy was difficult to control. In addition, the novel metal
additive manufacturing process proposed in this paper was analyzed using a numerical simulation
method. Nevertheless, the influences of process parameters on the forming morphology have never
been mentioned [10].

Therefore, this paper is aimed at investigating the effects of the major process parameters on
the forming morphology and the bonding quality between layers during the micro-coating additive
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manufacturing. Moreover, a statistical investigation on the surface finish of fabricated specimens was
also performed.

2. Experimental Procedure

In order to increase the productivity and reduce cost, a novel metal micro-coating
technology—micro-coating metal additive manufacturing (MCMAM)—was proposed. A special
micro-coating nozzle was designed. Molten metal is transported from the channel of the fused-coating
nozzle to the region between the horizontal moving substrate and the thermal capillary flow.
When the melt contacts the substrate or pre-solidified layers, cooling and solidification begin at
the interface of the melt and substrate. The solidified structure will keep moving at the same speed
and in the same direction as the substrate. The rapidly moving and advancing solidification front
under cooling conditions will produce strong shear stress in the melt near the solidification front.
Moreover, the interfacial shear stress may be able to shed the newly formed dendrites. The new
forming process can significantly enhance metal forming efficiency. As a result, it is especially suitable
for the fabrication of large structures in aerospace, the automobile industry, and national defense.

2.1. Experimental System

A schematic illustration of the principle of the MCMAM process and experimental platform is
presented in Figure 1a. The equipment of MCMAM includes a pressure control system, an argon gas
protection system, and a machine control system on the basis of a movable platform. In this experiment,
the MCMAM was used to form specimens by controlling the motion of the 3D platform in accordance
with data information. The 3D platform system has a PMAC (programmable multi-axis controller).
Under the combined action of gas pressure, hydrostatic pressure, and surface tension, the molten metal
flows through the channel in the fused-coating head, as shown in Figure 1b,c.

Figure 1. (a) Molten metal micro-coating equipment schematic diagram. (b) Nozzle practicality picture.
(c) Molten metal micro-coating equipment practicality picture.
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2.2. Arrangement of the Experiments

To evaluate the feasibility and the control parameters of the designed experiment, a Sn63Pb37
alloy was involved in this work. According to actual situation, the crucible temperature was heated
to 270 °C, the initial distance between the micro-coating nozzle and the substrate was set to 1.6 mm,
the substrate temperature was set to 90 °C, and the argon mass flowmeter pressure was set to 100 KPa.
Single-layer single pass (SLSP) experimental conditions are shown in Table 1.

Table 1. Experimental condition of micro-coating metal additive manufacturing (MCMAM).

Property and Parameter Value
Coating head temperature 270 °C
Heating substrate 90 °C
Argon mass flowmeter 20-70 mm®/s
Deposition velocity 9-24 mm/s
Initial distance 1.6 mm
Layer thickness 0.9-2.1 mm
Coating nozzle 0.3 mm
Pressure 100 KPa
Glove box Ar (99.999%) (20 ppm)
Size of copper-clad substrate 300 mm x 200 mm x 10 mm
SLSP deposited length 130 mm
multilayer single pass deposited length 100 mm

3. Results and Discussion

As a basic unit, the forming process of a single-track specimen should be primarily investigated.
There are many process parameters in the MCMAM forming process, including the deposition velocity,
the flow rate, the distance from the nozzle to the workpiece, the heating temperature, the nozzle
size, and the heat dissipation conditions, having great impacts on the final forming quality of
specimens. The present paper focuses on the deposition velocity, the flow rate, and the layer thickness;
thus, other factors are kept constant.

3.1. Preliminary Experiments to Determine the Process Window of SLSP

In this section, the effect of flow rate and deposition velocity on the forming morphology
is explored. The flow rate varied from 20 to 70 mm3/s, and the deposition velocity varied
from 9 to 24 mm/s. According to the parameters presented in Table 1, a set of preliminary experiments
had been conducted. Moreover, the SLSP combination was evaluated according to the surface
morphology and the relationship between the process parameters and the forming morphology
of SLSP were analyzed, the results of which can be found in Figure 2.
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Figure 2. Process parameter set of various forming morphology in a single-layer single pass (SLSP).

The process parameters were divided into four categories. With a relatively low deposition velocity
and high flow rate, Category A can easily cause an accumulation of the melt because the feeding
speed of the melt is too high for the given deposition velocity, leading to a significant increment of
the micro-coating width and an accumulation of molten metal at the starting and stopping of the
SLSP. These problems remain unfavorable to the successful operation of the multilayer single-pass
(MLSP) process. As a result, the forming efficiency was low, as shown in Figure 3a. For Category
C, with a high deposition velocity and a low flow rate, the molten metal dragged due to surface
tension, which caused necking. The position of necking leads to a decrease in mechanical properties
in SLSP. The subsequent experiments in Region C were consequently discarded, as presented in
Figure 3c. For Category D, with a high flow rate and deposition velocity, micro vibration occurred
in the 3D-platform. Hence, the forming defects were aggravated, resulting in burr and distortions,
as shown in Figure 3d. For Category B, the flow rate matched well with the deposition velocity,
and the surface quality was satisfactory, as shown in Figure 3b.

Figure 3. Various forming morphology with different combinations of process parameters. (a) Melt
flowing. (b) Excellent formation. (c) Incomplete fusion. (d) Uncontrolled area.
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