














Appl. Sci. 2020, 10, 7354

effect of PCM on high rate discharge LIB is more obvious. In the charging and discharging cycles,
Sanyo LIB generates more heat due to its large capacity, and PCM absorbs more latent heat. The PCM
has the most obvious effect on the Sanyo battery in a 2 C discharging rate among all experiments.

(a) The temperature curves of Sanyo LIB 

(b) The temperature curves of Sony LIB 

Figure 7. The temperature curves of Sanyo and Sony LIB under 1 C, 2 C discharging.

4. Conclusions

PCM has been widely used in the thermal management of LIB due to itself advantages. In this
paper, the changes of LIB temperature and capacity under different working conditions and discharge
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ratios are analyzed in order to further analyze the PCM influence of LIB thermal management and
design an effective BTMS. The conclusions are as follows:

(1) The LIB temperature rises during the discharge process, and the PCM can effectively reduce
the LIB temperature and keep its capacity stable. The average highest temperature of Sanyo LIB under
the PCM cooling is about 54.4 ◦C in the 2 C discharge rate especially, and it is about 12.3 ◦C decrease
compared with the natural convection cooling.

(2) The heat dissipation fins can reduce the LIB temperature, but the current effect is not very
significant. Further optimization of the combination with heat dissipation fins and PCM is also an
important direction in the thermal management of LIB.

(3) The LIB capacity changes are related to the temperature. In the discharge rate cycles, the LIB
temperature of PCM cooling and PCM combined with heat dissipation fins decreased slightly, and the
capacity decreases compared with the natural convection condition. The battery temperature and
capacity increase slightly under extreme conditions.

(4) The PCM have a bigger temperature impact on Sanyo LIB. Sanyo LIB generates more heat due
to its large capacity, and PCM absorbs more latent heat. The temperature reduction effect of PCM on
high rate discharge LIB is more obvious.

In the future study, PCM combined with other cooling way efficiently and developing the PCM of
higher latent heat, better heat conduction performance will be an important direction of battery BTMS.
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Nomenclature

Air Air cooling
BTMS Battery thermal management system
Excon Extreme condition
LiFePO4 Lithium iron phosphate
LIB Lithium-ion battery
PCM Phase change material
PCM-fin PCM with heat dissipation fins
SOC State of charge
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Abstract: Latent Heat Energy Storage (LHES) using Phase Change Materials (PCM) is considered a
promising Thermal Energy Storage (TES) approach as it can allow for high levels of compactness,
and execution of the charging and discharging processes at defined, constant temperature levels.
These inherent characteristics make LHES particularly attractive for applications that profit from
high energy density or precise temperature control. Many novel, promising heat exchanger designs
and concepts have emerged as a way to circumvent heat transfer limitations of LHES. However,
the extensive range of experimental conditions used to characterize these technologies in literature
make it difficult to directly compare them as solutions for high thermal power applications. A
methodology is presented that aims to enable the comparison of LHES designs with respect to their
compactness and heat transfer performance even when largely disparate experimental data are
available in literature. Thus, a pair of key performance indicators (KPI), ΦPCM representing the
compactness degree and NHTPC, the normalized heat transfer performance coefficient, are defined,
which are minimally influenced by the utilized experimental conditions. The evaluation procedure
is presented and applied on various LHES designs. The most promising designs are identified and
discussed. The proposed evaluation method is expected to open new paths in the community of
LHES research by allowing the leveled-ground contrast of technologies among different studies, and
facilitating the evaluation and selection of the most suitable design for a specific application.

Keywords: heat transfer; high power; latent heat; energy storage; heat exchanger

1. Introduction

On the path to the integration of an ever-increasing share of variable renewable energy sources
(VRES) into the current energy system, energy storage (ES) technologies play a fundamental role.
Energy transformation and consumption globally account for more than 60% of the total green house
gas emissions [1]. Additionally, in Switzerland and the European Union in general, over 50% of
the total energy consumed is ultimately used as thermal energy for both industry and domestic
applications [2,3]. Considering this, the development of thermal energy storage (TES) systems has
become a priority for directly pure thermal applications and heat management systems, as well as
combined electro-thermal storage initiatives, such as pumped thermal energy storage systems [4] and
its potential for alternative use and flexibility for recovered waste heat from already existing sources at
large scales [5].

Within the spectrum of TES technologies, Latent Heat Energy Storage (LHES) systems using
Phase Change Materials (PCM) allow for thermal energy storage and release within narrow
temperature differences with high energy density when compared to the sensible energy storage
(SES) approach. These characteristics ultimately allow for the implementation of TES systems with a
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high degree of compactness. The heat transfer performance of LHES systems is however hindered
by the time-dependent nature of its charging and discharging processes. During crystallization,
the heat transfer and phase change processes are thus dominated by conduction under increasing
resistance imposed by the moving liquid-solid front, making them a function of the state of
charge of the unit [6]. Thus, the widespread application of LHES units on processes that
require high heat transfer rate and quick response time relies on the many novel promising
technological approaches that have emerged as a way to bypass LHES heat transfer limitations.
These technologies include plain tube and finned tube bundle configurations [7–14], carbon composites
and dispersions [15–20], metal foams [21–26], macroencapsulation techniques [27–31], and addition of
conductive nanoparticles [32–34], among others.

The extensive range of experimental conditions (e.g., inlet temperature and mass flow rate of
heat transfer fluid, phase change temperature, size of storage unit, etc.) used to characterize these
technologies in literature make it difficult to directly compare and cross-correlate various performance
features. This variability makes heat transfer performance and the degree of compactness especially
hard to assess without leveled Key Performance Indicators (KPI). Some KPIs have been proposed
to evaluate different aspects of an LHES unit. For instance, Energy density (ED) as proposed by
Romani et al. [35] provides an indication of the amount of energy stored in relationship to the volume
or mass of the unit. ED allows for valuable comparison of TES technologies in terms of overall capacity
and required space and material resources, but most relevantly in the case of LHES, it equally considers
sensible and latent contributions. By considering the sensible part of the energy stored in the PCM,
the result is dependent on the operation temperature levels on the unit and not only the materials and
amounts. Alternatively, the energy efficiency ratio described by Wang et al. [36] concerns the ratio of
energy required to pump the HTF through the LHES unit to the stored energy. In addition, in a similar
approach, Li et al. [37] also proposed the performance analysis of a wide range of LHES operational
and material parameters, as both energetic and exergetic efficiencies. Even though the previously
described KPIs provide very valuable information about an LHES unit, they address particular aspects
and consider mostly capacity and efficiency perspectives, but provide no indication on the rates of
heat transfer and the required material to achieve it.

Directly addressing the thermal response, Gasia et al. [38] proposed various KPI for both short
and long term scales: Average power, 5 min-peak-power, 5 min peak power-energy ratio (based on
5-min-peak-power over total capacity of the unit), and finally the discharge time. The set of KPIs
was intended for the evaluation of four LHES units of very similar scales, operating at uniform
conditions and equal PCM. Although useful while the experimental conditions and the geometry
remain similar enough, they remain intrinsically connected to the current operation conditions and
scale. This leads to non-representative results, especially when comparing across different studies
and applications. Similarly, Guo et al. [39] consider the specific charging rate (γ[1/h]) and specific
energy loss rate. The specific charging rate directly addresses the heat transfer performance of the unit,
but it is ultimately an average power to capacity ratio, without any normalization with respect to the
driving forces.

Similar analyses include, for instance, the use of the average temperature effectiveness (εavg) by
Nomura et al. [40] and Krimmel et al. [41] to represent the efficiency of the heat exchange. Additionally,
Nomura et al. [40] present a NHTPC (hv), directly addressing the heat transfer performance of the
units. It considers the average heat transfer rate divided by the average temperature difference (which
ultimately can be interpreted as the enthalpy flow of the HTF), with respect to the volume of PCM
only in the unit. Although it directly addresses the heat transfer capability of a unit, it still remains
dependent on the HTF conditions, and thus varies with different mass flow and temperature difference.

The Effectiveness-NTU Method (ε-NTU) allows the calculation of the heat transfer rate and
temperature profiles in a heat exchanger using the enthalpy flows, and defining a heat exchanger
effectiveness based on the actual heat transfer rate over the maximum achievable by the system [42]. It
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has been previously used to analyze LHES systems as performed by Tay et al. [43,44] as design and
sizing tool on specific designs.

The methodology presented in this paper is inspired on the previous (ε-NTU) analyses and the
view of LHES units as a heat exchanger core acting as boiler or condenser. It focuses on two KPIs,
which represent the normalized heat transfer performance and degree of compactness of the LHES
design. This new approach allows the comparison of LHES systems reported in literature in terms
of their heat transfer capabilities and compactness regardless of their geometry, scale, and operation
conditions. The developed KPIs are applied to several technologies reported in literature and the
results of this comparison are presented and discussed. Based on the authors’ knowledge, this is the
first time such an extensive quantitative comparison across different LHES technologies with a focus
on high power applications has been performed.

2. Methodology

Definition of Proposed KPIs

The main focus of this study is to allow the simplified and quick evaluation of the heat transfer
capabilities in a LHES unit regardless of scale and operating conditions. Achieving this goal requires
the usage of the most readily available information able to represent a highly transient process through
averaged properties. The methodology proposed in this study uses this information adapted around
the (ε-NTU) method. Two KPI are proposed representing both the heat transfer performance of a
LHES unit as well as the degree of compactness and an indication of the energy density attainable by
the system.

Regarding the degree of compactness, the volume fraction of the major contributor to the storage
capacity of the LHES unit, PCM to total volume of the unit, (ΦPCM) is suggested as an indicator of
the energy density attainable by the system. ΦPCM provides an indication of the compactness degree
attainable, but also information on the required trade-off of PCM storage volume for heat exchanger
material to achieve certain heat transfer performance, and it is the ratio of PCM volume in the storage
(VPCM) to the total outer volume of the unit (VTOT). See Equation (1)

ΦPCM =
VPCM
VTOT

(1)

The total volume (VTOT) was calculated considering the geometry of the outermost layer of the
unit while excluding the additional volume used for insulation. The container wall thickness as well as
additional volume dedicated to manifolds (flow development) and the like were all taken into account.

From a heat exchanger perspective, an LHES unit can be regarded as a heat exchanger, the
performance of which is defined by a static heat sink or source, or an analog case of a heat exchanger
operating as a boiler or condenser. The average NTU (NTUavg) represents the added effects of the heat
exchanger tubes and growing layer of solid through the discharge process. It is defined as the ratio of
the heat transfer rate capacity of the heat exchanger (product of the overall heat transfer coefficient (U)
and the heat exchange surface (A)), and the heat capacity rate of the HTF (ṁHTF·cp,HTF) [45].

Additionally, the average NTU can be easily estimated as it is directly related to the average
effectiveness (εavg) of the heat exchange, and under the assumptions of a phase change, similarly
to boiler/condenser operation, the heat exchanger effectiveness relations can be simplified [45] as
described in Equation (2):

NTUavg =
U·A

ṁHTF·cp,HTF
= −ln(1 − εavg) (2)
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This equation can be rearranged and divided by the total volume VTOT to calculate the normalized
heat transfer performance coefficient (NHTPC) as shown below in Equation (3):

NHTPC =
U·A

VTOT
=

−ln(1 − εavg)·ṁHTF·cp,HTF

VTOT
(3)

Thus, the proposed KPI on the heat transfer side, NHTPC, can be seen as the product of the overall
heat transfer coefficient (U) and the heat exchange surface (A) normalized by the total volume of the
LHES unit (VTOT). Considering the transient nature of the solidification process due to the increasing
resistance and changing surface, it is useful to express an average U·A for the whole process. Dividing
this product by the total volume of the LHES unit (VTOT) excluding insulation enables comparison of
the heat transfer behavior regardless of the final dimensions, operation conditions, and overall scale.

Where εavg represents the average heat exchanger effectiveness during discharge, ṁHTF and
cp,HTF, the mass flow rate and specific heat capacity of the HTF, respectively, and finally VTOT the total
outer volume of the container without considering any insulation.

In this case, the effectiveness of the heat transfer (εavg) is defined by the relation of the actual
average (over the discharge time) temperature difference between inlet (THTF,In) and outlet (THTF,Out),
and the theoretical maximum temperature difference achievable, with respect to the phase change
temperature (TPC) as shown in Equation (4) [43,45].

The TPC values were reported by the individual studies, and are usually obtained through
differential scanning calorimetry (DSC) measurements:

εavg =
THTF,In − THTF,Out

THTF,In − TPC
(4)

This relation allows access to the average product “U·A”, or the average heat rate capacity of the
heat exchange geometry in the core of the unit. This quantity can be considered independent of the
operation conditions, but remains an intrinsic characteristic of the heat exchanger geometry, design,
and material combination (PCM and heat exchanger materials).

During the solidification process, the conductive resistance between the HTF and the solidifying
(liquid) PCM increases as solid PCM builds up around the HEX structure surface. This also generates
a changing solid–liquid PCM heat transfer surface throughout the process. With this in mind, it can
be especially handy to consider the product U·A averaged through time, since both the heat transfer
surface, and heat transfer coefficient, vary throughout the discharge process with the state of charge of
the unit.

Even though the main required information pertaining to the geometry, materials, and amounts
are uniformly available, how and which experimental results are readily displayed in literature remains
very dependent on the authors and the focus of the studies. Some additional considerations to the
definition of the pair of the previously discussed KPIs are suggested for an even representation with
the proposed KPIs:

The average HTF outlet temperature (THTF,Out) was preferably estimated by fitting a polynomial
function to the reported data and calculating a mean function value between the beginning of the
discharge process up to an arbitrary point. For practical purposes, and considering that once a high
degree of solidification is attained the power sharply decreases, a 90% solidification or melting is
considered as a standard for a completed process and thus is defined as discharge time (tDisch).

For the few cases in which outlet temperature or power profiles were not provided, THTF,Out can
be approximated as shown in Equation (5) derived from the simplified steady-flow thermal energy
equation [45]:

THTF,Out = THTF,In +
Q̇avg

ṁHTF·cp,HTF
(5)
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Knowing tDisch conveniently allows for indirectly representing the average output
power-to-capacity ratio as it represents the inverse of the time required to achieve a certain amount
of PCM solidification, and thus the average discharge power (Q̇avg) can be approximated using
Equation (6) [46] and the energy balance based on material properties and temperature levels:

Q̇avg

Est,90
=

1
tDisch.

(6)

The energy associated with the defined standard degree of solidification (Est,90) is estimated
assuming the complete contribution of the sensible heat from container (mCont·cp,Cont) and heat
exchanger materials (mHEX ·cp,HEX) and PCM (mPCM·cp,PCM) from the initial temperature of the unit
Tinit up to the phase change temperature of the PCM TPC in addition, to 90% of the latent contribution
from the PCM, as shown in Equation (7):

Est,90 = (mHEX ·cp,HEX + mCont·cp,Cont + mPCM·cp,PCM)·(Tinit − TPC) + (90%·mPCM·ΔhPC) (7)

Using these considerations and assumptions allows for the calculation of the proposed NHTPC
with minimal representative information. The results of the preliminary analysis are shown and
discussed subdivided in similarity classes, with a specific focus on the heat transfer performance and
the potential of the different approaches for applications that require high power LHES systems.

In summary, ΦPCM represents the ratio of main energy storage material to the total volume of
the unit, excluding insulation. It provides a general idea on the compactness degree of the system
and energy density potential by remaining independent of the temperature levels. Additionally,
it can be regarded as a representation of the required HEX material to attain a certain heat transfer
performance. It only requires the overall dimensions of the unit and the total amount of PCM inside
for its calculation.

NHTPC represents the average heat transfer performance of an LHES unit regardless of the
operation conditions (HTF flowrate and temperature levels) used by the authors of the different
studies but remaining an intrinsic characteristics of the heat exchange structure geometry, and material
combinations (PCM, HEX, container, etc). The calculation requires, in principle, information on
both inlet and outlet temperatures on the unit and material properties of PCM and the different
components (HEX and container). Temperature profiles are preferably used to estimate directly the
average temperatures by using fitting techniques, mean function values, and the previously defined
Est,90 from the energy balance. Alternatively, if this information is not presented directly, average
discharge power or the discharge time can be used to compute close approximations, as shown in
Equations (5)–(7).

3. Results and Discussion

Only the studies that provided sufficient information to perform the calculations with minimal
assumptions are shown and discussed in this study. The analysis of the different cases is presented
subdivided in four subclasses, namely, finned tube bundle heat exchanger structures, composites of
different natures as Thermal Conductivity Enhancers (TCE), macro encapsulation based systems, and
experiments using automotive heat exchanger structures and capillary tube bundles.

3.1. Robustness Testing

In order to corroborate the relative independence of the proposed KPIs with regard to the
operation conditions and scale of the LHES unit under scrutiny, a sensitivity analysis incorporating
results from a sample of studies in which different inlet temperatures (THTF,In) and HTF mass flow
rate (ṁHTF) were used.

The influence of the inlet temperature on the final NHTPC was examined using data from
Waser et al. [7] and considering three THTF,In levels between 15 ◦C and 40 ◦C in both a tube bundle
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(Unit 1) with 0.02 m3 (20 kg of PCM, CH3COONa·3H2O), and the equivalent finned tube bundle (Unit
2) under a constant 360 kg/h of flowing water as HTF. The mass flow rate effect was considered using
data from two different sources and consistent temperature levels. On a larger scale, the data gathered
by Zauner et al. [47] for a storage of 0.4 m3 total outer volume (170 kg of PCM, HDPE) operating with
thermal oil (Marlotherm SH) as HTF between 2088 kg/h up to 6984 kg/h (Unit 3) was used. On the
smaller side, the unit shown by Amagour et al. [13] is considered (Unit 4) with a total outer volume of
0.009 m3 (2.3 kg of PCM, organic blend) with water as HTF and flow rates ranging between 24 kg/h
and 62 kg/h.

Figure 1 shows the obtained results for the analysis of the ability of the KPIs to describe system
performance independently of experimental conditions.
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Figure 1. Sensitivity analysis. Calculated NHTPC vs. ΦPCM at different temperature levels and HTF
mass flow rates in logarithmic scale.

The tight spread of the final results for all four cases corroborates the relative independence of the
proposed KPI to the operation conditions. Even though small variations were found for the different
experiments, an average coefficient of variation (defined as the standard deviation over the average
value) of less than 6% was calculated for every case, which is considered satisfactory for the purpose
of this study.

3.2. Finned Tube Bundles

Finned Tube Bundle (FTB) geometries are the most widely studied Heat Exchanger (HEX)
configuration for LHES applications. They consist of fixed-fin geometries, of different topologies
and configurations, generally protruding from the tubes used to carry the HTF, into the PCM mass.
Highly conductive metals such as copper and aluminum are the most commonly used. The disposition
of the fins, packing fraction, thickness, and amount determine the performance of a finned tube bundle.

The selection of analyzed studies which addressed the addition of fins to a tube bundle (TB)
heat exchanger geometry to enhance the heat transfer rates of a LHES unit is summarized in Table 1.
It includes reference numbers, notation, some descriptive information, and a representative picture or
scheme of the discussed units. All additional data required for the calculation of NHTPC are presented
in Table A1. The outer volumes of the units VTOT , including the container tank surrounding the TB
or FTB (and additional manifolds if required) without considering any insulation, were for the most
part explicitly reported along with container material and properties. In the cases were information
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was missing in this regard, it could be approximated from additional reported geometrical parameters
and conservative assumptions. Figure 2 presents the estimated performance indicators. Experiments
performed in the framework of the same study with different geometries are indicated with the same
letter but different numbering.

Table 1. References pertaining to tube bundles (TB) and finned tube bundles (FTB).

Type TPC[°C] VTOT

[m3]

ṁHTF

[kg h−1]

cp,HTF

[kJ/(kg · K)]

Geometry Ref.

TB (A.1) 58 2.0 × 10−2 3.6 × 102 4.18 [7]

FTB (A.2) 58 2.0 × 10−2 3.6 × 102 4.18 [7]

TB (B.1) 35 9.3 × 10−4 4.0 × 102 4.18 [48]

FTB (B.2) 35 9.3 × 10−4 4.0 × 102 4.18 [48]

Triplex
FTB(C )

82 1.6 × 10−2 2.4 × 102 4.18 [9]

FTB (D.1) 94 3.4 × 10−3 2.2 × 103 4.06 [14]

FTB (E) 305 3.5 × 10−1 8.1 × 103 2.30 [10]

FTB (F) 142 8.7 × 10−2 2.4 × 102 2.49 [8]
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Table 1. Cont.

Type TPC[°C] VTOT

[m3]

ṁHTF

[kg h−1]

cp,HTF

[kJ/(kg · K)]

Geometry Ref.

FTB (G) 125 3.9 × 10−1 1.5 × 103 2.03 [47]

FTB (H) 53 8.7 × 10−3 2.4 × 101 4.18 [13]

FTB (I) 42 6.1 × 10−2 1.8 × 102 4.18 [49]

FTB (J) 169 6.5 × 10−3 3.5 × 102 3.10 [12]
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Figure 2. Calculated NHTPC vs. ΦPCM for the references concerning tube bundles (TB) and finned
tube bundles (FTB) in LHES unit configurations in logarithmic scale.

The most commonly found arrangements pertain fixed fins embedded in the PCM bulk, oriented
perpendicularly (A.2, B.1, D, G, H) or longitudinally (C, E, F, I, J) to the HTF flow inside the
tubes. Some interesting alternative variations see longitudinal fins used such as in triplex heat
exchanger configurations by Al-Abidi et al. [9] (C), complex geometries to fit specific applications by
Laing et al. [10] (E) or even fixed on the side of the flowing HTF, as presented by Raul et al. [12] (J).
Regarding performance, the study carried out by Waser et al. [7] provided data for a finned copper
tube bundle (A.2) and additional in-house data from the same study was used for the analog plain tube
bundle (A.1). The addition of aluminum fins traded an additional 3% of PCM volume fraction for a

72



Appl. Sci. 2020, 10, 5519

significant discharge time reduction of around 50% and a total threefold improvement in the calculated
NHTPC. However, it is necessary to highlight the performance of the tube bundle structure (A.1) as
it exceeds most of the FTB designs. Taking the unit used by Khan et al. [49] (I) as comparison point,
the sheer difference in heat transfer surface could explain this behavior. Even though A.1 presents no
fins, the heat transfer surface to volume ratio of unit A.1 is over two times higher (63 m2/m3) than that
of unit I (27 m2/m3).

In a similar comparison approach, Medrano et al. [48] (B.2) achieved a sevenfold increase (when
compared to B.1) in heat transfer performance by trading an approximate 7% of PCM volume to
accommodate circular radial fins.

The FTB unit presented by Shon et al. [14] (D.1) attained the higher performance in this case with
an additional 4% of the total volume dedicated to the analog copper finned tubes than the FTB unit
investigated by Waser et al. [7]. The heat exchange structure with a higher packing fraction could
explain the differences in performance.

In the case of Amagour et al. [13] (H), it is interesting to note that around 65% of the total LHES
unit volume was dedicated to heat exchange elements as well as additional empty space above the
heat exchanger. It directly affects the overall energy density of the unit with around 29 kWh/m3,
but achieves a thermal response around the average for the category. This is evidence of the intricacies
of the container, heat exchanger design, and chosen materials. A high share of heat exchanger material,
or consequently a low PCM fraction, does not necessarily translate into improved heat transfer behavior.
A similar situation was found on some other cases leading to a low ΦPCM was caused by a large volume
occupied by the HTF, and additional head space in the units which could potentially be optimized.

3.3. Automotive Heat Exchangers and Polymer Based Capillary Scale Tube Bundles

This entire subsection is dedicated to particularly interesting systems as they are in principle
extreme variations of finned and simple tube bundles. On one hand, Automotive HEX (AHEX),
conceived from the idea of finned tubes for gas-to-liquid heat exchange, are mass produced on a wide
variety of configurations usually completely made out of braced aluminum and seek to maximize
the heat transfer surface. On the other hand, without additional material, very large heat transfer
surfaces can be achieved by driving the diameter of a tube bundle to the capillary scale (below 5 mm).
Additionally, the consequent thin walls produced at this scale minimize the influence of the material
conductivity, opening the door to the utilization of polymers for a wide range of applications when
temperature levels allow. These systems will be finally referred to as capillary tube bundles (CTB).
Table 2 gathers the notation and representative schemes of the studies treated in this section. All
additional data required for the calculation of NHTPC are presented in Table A1. The outer volumes of
the units VTOT , including the container tank surrounding the HEX without considering any insulation,
were for the most part explicitly reported in the different studies along with container material and
properties. In the cases where information was missing in this regard, it could be approximated from
additional reported geometrical parameters and conservative assumptions.

The summarized KPIs are portrayed in Figure 3. Experiments performed in the framework of the
same study with different geometries are indicated with the same letter but different numbering.

Medrano et al. [48] experimented with an AHEX unit embedded in PCM (B.4), and compared it
to other common LHES approaches and it achieved an impressive NHTPC, several times higher than
the next best performance within the same study, the graphite matrix enhanced tube-and-shell (B.3)
unit previously discussed. This effect might be explained mainly by the sheer mass of heat exchanger
material in the unit rather than the heat exchanger design as it presents a relatively low performance
in both heat transfer and compactness when compared to other AHEX-based units.
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Table 2. References pertaining to AHEX and CTB based units.

Type TPC[°C] VTOT

[m3]

ṁHTF

[kg h−1]

cp,HTF

[kJ/(kg · K)]

Geometry Ref.

AHEX (B.4) 35 4.4 × 10−3 4.00 × 102 4.18 [48]

AHEX (S) 4 4.1 × 10−3 5.34 × 102 1.01 [50]

AHEX(T) 69.3 3.3 × 10−3 7.13 × 102 3.95 [51]

AHEX(D.2) 93.8 1.9 × 10−3 2.21 × 103 4.06 [14]

CTB (U) 30 1.0 3.60 × 103 4.18 [52]

CTB (V) 29 8.5 × 10−1 1.38 × 103 4.18 [53]

CTB (W) 28.5 1.5 3.15 × 103 4.18 [54]
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Figure 3. Calculated NHTPC vs. ΦPCM for the references concerning AHEX and CTB in LHES unit
configurations in logarithmic scale.

A similar situation was discussed in the study performed by Shon et al. [14] their initial
experiments were performed using a stock automotive HEX immersed in PCM (D.2). Based on
their results, an FTB design with a higher capacity was produced and is discussed in Section 3.2 (D.1).
Interestingly, their goal was achieved as their FTB custom design (33 [kW/m3·K]) effectively matched
the thermal performance of the AHEX-based unit (36 [kW/m3·K]). Their design variations, however,
required an additional sacrifice of 10% PCM volume fraction. A second iteration of an analog system
for a diesel based system, explored by Park et al. [51] (T), produced a custom heat exchanger with an
analog flat pipe and fin configuration, and produced the highest NHTPC reported, reaching around
85 [kW/m3·K] with a similar PCM volume fraction as its predecessor. The LHES unit proposed by
Lee et al. [50] (S) constitutes a particular example of how LHES capacity and power are tailored for
specific applications. The high performance parameter calculated and the significantly low PCM
volume fraction were adjusted to the envisioned application requirements. The unit was manufactured
to produce high cooling power for very short periods of time while the car is idle on a red light, as the
LHES unit is part of an automotive HVAC system, and is thus adapted to be used with two HTF
systems, coolant loops and pure air convection.

These are good examples of the potential of AHEX as highly optimized systems readily available
at industrial manufacturing scales in a broad variety of configurations that, although envisioned for a
different application, could widen the areas of implementation of an already existing product.

When looking at polymer CTBs, their average performance does not deviate much from the
results seen for FTB. They are polymer based and large heat exchange surfaces are achievable while
requiring very low volume within the unit, in the order of 90% PCM fraction or more. Helm et al.
produced a prototype [53] (V) and posterior improvement [54] (W) as part of a solar heating and
cooling system. The heat exchange structure based on polypropylene capillary tubes in the order of 4.3
mm outer diameter was used in both cases and not only its performance, but also its durability, were
put to the test in system level experiments and cycling tests.

Similarly, Hejcik et al. [52] (U) presents a special case, studying the use of polypropylene hollow
fibers, capillary tubes in the order of 0.8 mm outer diameter as tube bundle arrangements embedded
in PCM within a modeling study. The reported performance was calculated based on the simulations
carried out by the authors and the PCM volume fraction was calculated based on the model domain
used which included only a PCM mass and the hollow fiber bundle. The potential of hollow fiber
bundles and, in general, polymer capillary scale systems becomes discernible when contemplating
that thermal performances comparable to FTB configurations are attainable using basic geometries
that occupy a minimal share of the volume.

75



Appl. Sci. 2020, 10, 5519

Even though the heat transfer performance seems adequate from a KPI perspective, it is necessary
to clarify that although a quick discharge can be achieved with CTB based systems, they require
special attention in their design as achieving a stable temperature output window requires low mass
flow rates, long tubes, or systems in series. The added frictional effects of the HTF flow at low inner
diameter conditions must be considered during the optimization to avoid excessive pumping power
requirements and affecting the effectiveness of the system.

3.4. Composites

The use of highly conductive materials to increase the performance of PCM as Thermal
Conductivity Enhancements (TCE) has been widely studied. The general goal of this kind of TCE is to
allow the creation of a conductive network through the PCM mass and enhance overall conduction in
both melting and solidification processes. Table 3 shows the notation and representative figures of the
studies considered in this subsection. All additional data required for the calculation of NHTPC are
presented in Table A1. The outer volumes of the units VTOT , including the container tank surrounding
the HEX (and additional manifolds if required) without considering any insulation, were for the most
part explicitly reported in the different studies along with container material and properties. In the
cases where information was missing in this regard, it could be approximated from additional reported
geometrical parameters and conservative assumptions.

Table 3. References pertaining to carbon based techniques and metal foams as TCE

Type TPC[°C] VTOT

[m3]

ṁHTF

[kg h−1]

cp,HTF

[kJ/(kg · K)]

Geometry Ref.

Graphite matrix
(B.3)

35 9.3 × 10−4 400 4.18 [48]

TB (K.1);
Carbon brushes

(K.2)

49 2.0 × 10−2 32.6 4.18 [55]

Carbon cloth (L) 49 2.0 × 10−2 32.6 4.18 [19]

Graphite matrix
(M)

53 1.6 × 10−2 30 4.18 [16]

TB (N.1);
95% FP (N.2);
77% FP (N.3)

58 6.2 × 10−4 8.14 1.01 [22]
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Figure 4 summarizes the performance results of carbon and metal based TCE in different
configurations, such as carbon dispersions and composites of various forms, and metal foams of
different amounts of pores per inch. Each subcategory will be further discussed separately.
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Figure 4. Calculated NHTPC vs. ΦPCM for the references concerning carbon based structures and
metal foams as TCE in LHES unit configurations.

3.4.1. Metal Foam Based Composites

Across the metal foams (MF) considered as TCE options for LHES systems, the most widely
studied are aluminum [21,22], copper [23–25], and nickel [26] foams.

For instance, Atal et al. [22] considered aluminum foams of different porosities (N.2, N.3) on a
shell and tube arrangement and achieved reductions in discharge time of up to 63% and a proportional
increase in its heat transfer performance when compared to the case with only PCM (N.1). However,
only a marginal increase in performance is observed with decreasing metal foam porosity (FP) (and
consequently PCM volume fraction) as shown in Figure 4. An ultimate difference of around 15%
additional PCM volume fraction is sacrificed to accommodate the lower porosity foam but little to no
effect is shown in terms of heat transfer enhancement. Additionally, the energy density of the system
is heavily affected, decreasing from 112 kWh/m3 in the case of pure PCM (N.1), to 108 kWh/m3 for
the 95% porosity foam (N.2) and finally 94 kWh/m3 in the case of the 77% porosity foam (N.3). It
becomes clear that the energy density trade-off when accomodating the higher porosity foam (N.2) is
worth it in terms of performance, but, once a sufficient highly conductive network is created, there is
no substantial enhancement in increasing the amount of metal in the unit.

Lazzarin et al. [21] also studied the effect of aluminum foams with slightly different porosities
and number of pores per inch (PPI) achieving in the best case a reduction of around 90% on the
solidification time. In a similar way, Mancin et al. [23] used copper foams of increasing PPI and
attained a reduction in charging time of around 27%. Similarly, Xiao et al. [24] used copper and nickel
foams of different amounts of PPI to improve PCM conductivity. From the measurements performed
by the authors, a great improvement is evident for all cases when compared to the original 0.305
W/m·K. For instance, the copper foams embedded in the PCM produced conductivities of 5 W/m·K
and 16 W/m·K for 97% and 88.9% porosity samples, respectively.

The latter examples, although worth mentioning, are not shown in this study since their
experimental setup was not conceived as LHES units working with a heat transfer fluid and thus
it was not possible to accurately calculate the proposed KPIs without inaccurate assumptions.
Similarly, a major share of the considered references pertaining the use of metallic foams concerned
effective thermal conductivity measurements, and experimental setups focused towards electronic
heat management strategies. In order to compare in terms of the NHTPC methodology, either more
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experimental work or validated models that place these materials in a LHES unit configuration are
necessary to further study and evaluate their potential.

3.4.2. Carbon-Based Composites

Among the considered references, several of them contained some form of carbon based TCE,
in the form of expanded graphite composites and dispersions [15,16,20,48], carbon fiber (CF) [17],
carbon foam [18], and even carbon fiber cloth (CC) [19].

Within the selected units, Medrano et al. [48] proposed the highest performance of the carbon
based enhancements by placing and expanded graphite and PCM composite in a double pipe heat
exchanger configuration (B.3) and compared it to a direct analog unit containing only PCM (B.1)
discussed in Section 3.2. The addition of the graphite matrix required the trade of 15% in PCM volume
fraction but achieved a seventeen fold increase in terms of NHTPC.

Fukai et al. [19,55] used carbon fiber brushes [55] (K.2) and carbon fiber cloth [19] (L) threaded
around a copper tube bundle structure (K.1). Interestingly, both enhancements, under the same
experimental conditions, reduced the discharge time by up to 45% by trading a minor share of the
volume to accommodate the brushes [55] (K.2) and carbon cloth [19] (L) in both cases. Wu et al. [16] (M)
produced a similar performance using shape stabilized 75:25 PCM and expanded graphite composite
with a copper tube bundle configuration as heat transfer elements but required an additional 17%
PCM volume fraction to achieve it.

3.5. Macro-Encapsulation Solutions

The considered references pertaining macro encapsulation techniques include both high and
low temperature applications. The considered examples are shown in Table 4. All additional data
required for the calculation of NHTPC are presented in Table A1. The outer volumes of the units VTOT ,
including the container tank surrounding the bed of capsules (and additional manifolds if required)
without considering any insulation, were for the most part explicitly reported in the different studies
along with container material and properties. In the cases where information was missing in this
regard, it could be approximated from additional reported geometrical parameters and conservative
assumptions. The results are available in Figure 5.

Ma et al. [27] (O) and Wickramaratne et al. [28] (P) both presented LHES units using stainless steel
encapsulation methods for high temperature applications on a range of temperatures around 550 ◦C.
Even though the systems are relatively similar, the difference in performance could be explained in part
by the fact that Ma et al. [27] (O) uses Al:Si alloy as PCM and Wickramaratne et al. [28] (P) proposed
a eutectic salt mixture. This means that, besides having a much larger PCM phase change enthalpy
(432 kJ/kg), in the first case, the most common drawback associated with LHES is minimized by the
high PCM thermal conductivity in both phases. This ultimately translates into higher average power,
and it is taken into account in the NHTPC, as the average outlet HTF temperature is much closer to the
phase change temperature.
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Table 4. References pertaining to macro encapsulation techniques

Type TPC[°C] VTOT

[m3]

ṁHTF

[kg h−1]

cp,HTF

[kJ/(kg · K)]

Geometry Ref.

ME (O) 577 4.2 × 10−3 19.8 1.10 [27]

ME (P) 515 1.3 × 10−2 70.5 1.07 [28]

ME (Q) 60 4.7 × 10−2 120 4.18 [30]

Pouch (R.1),
Sphere (R.2)

58 2.7 × 10−1 900 4.18 [31]
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Figure 5. Calculated NHTPC vs. ΦPCM for the references concerning macro encapsulation techniques
in LHES unit configurations.

Park et al. [31] presented flexible (Polyethylene, Nylon, Aluminum, and PET) laminated pouches
(R.1) as the encapsulation method and compared them to 3D CFD modeled spherical equivalents
(R.2). The flexible pouches decreased the discharge time of the system by 62% when compared to the
simulated spherical containers, and is reflected on a fivefold increase in its NHTPC while retaining
the same PCM fraction in the unit. This is a clear illustration of the importance of the design of the
encapsulation structure in the overall heat transfer surface of the system.

Similarly, Nallusamy et al. [30] (Q) showed the highest NHTPC and PCM fraction combination
calculated using HDPE spheres in a packed bed configuration.
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4. Discussion

Data on the geometry, thermal properties, and performance under specific conditions of a wide
range of technological approaches to LHES were gathered and used to estimate NHTPC and PCM
volumetric fractions. Figure 6 summarizes the LHES units in each category to enable comparison of
performance across all technologies.
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Figure 6. NHTPC vs. ΦPCM for all units in each category in logarithmic scale.

Considering the overall trends when looking at the calculated KPIs, some general observations
can be drawn:

• Finned tube bundles showed a wide range of performance, and volumetric fractions of PCM.
The difference among the heat exchanger structures ranged mainly on terms of tube bundle
geometry and fin density. If designed properly, they have a very high potential both in terms of
heat transfer and resulting capacities.

• AHEX based units showed the highest average performance parameters across all technologies.
This coupled with the advantages of mass production, potential for modularity, and variety
of configurations makes them interesting for further study. Long-term stability and issues
with flexibility of existing designs will have to be addressed before they are proposed for
implementation in commercial products.

• Additionally, CTBs showed the potential to attain performances comparable to average
performing finned tube bundle geometries while using a minimal share of the volume in a
unit. However, the quality of the outlet temperature stability and round trip efficiency due
to required pumping power at low diameters, as well as particularities regarding material
compatibility and consequential limited temperature range, persist as some of the challenges for
their implementation.

• Metallic foams and carbon-based TCE of all forms showed promising potential and further
experimentation on optimized LHES unit structures, or simulations are required to properly
assess their thermal performance.

• In contrast, among all the categories, the macroencapsulation techniques considered showed
the lowest average NHTPC and ΦPCM pairs. However, the studied units were not conceived or
optimized for high power applications and used relatively large capsules with a generic geometry.
A large room for improvement remains untapped regarding the optimization of capsule shape
and size to enhance both heat transfer performance and compactness.

KPI Comparison

Considering the many already available KPI for LHES systems, Table 5 compiles some of the
most relevant KPIs concerning heat transfer performance and compactness degree, as well as the
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pair presented in this study for three systems at different experimental conditions. Even though
the considered KPIs are not intended to represent the same phenomena or were conceived with the
same objectives, it is still interesting to see how they vary with experimental conditions and how they
compare among each other.

Similarly to the robustness testing section, Units 2, 3, and 4 are used as representative systems,
with varying inlet temperature, mass flow rate, and overall size, with the intent to analyze how the
KPIs change accordingly.

Table 5. Comparison of different KPIs for LHES.

KPI Unit 2

(Tin, 15 ◦C)
Unit 2

(Tin, 40 ◦ C)
Unit 3 (ṁ,

2088 kg/h)

Unit 3 (ṁ,

6984 kg/h)

Unit 4 (ṁ,

24 kg/h)

Unit 4 (ṁ,

62.4 kg/h)

Energy Stored
[kWh]

2.10 1.70 18.77 18.77 0.23 0.24

Energy Density
[kW/m3·K]

105.16 85.23 47.93 47.93 26.19 27.23

NHTPC
[kW/m3·K]

31.39 31.81 1.60 1.56 4.22 4.36

ΦPCM 0.83 0.83 0.66 0.66 0.33 0.33

tDisch [h] 0.15 0.28 1.75 1.20 0.28 0.22

Q̇avg [kW] 9.37 4.96 7.90 11.52 0.63 0.80

5min-Peak
Power [kW]

16.37 8.67 23.25 35.69 0.86 1.51

5m-P.Power-Energy
sto.[1/h]

7.78 5.09 1.24 1.90 3.80 6.40

γ [1/h] 4.46 2.91 0.42 0.61 2.79 3.40

εavg 0.77 0.78 0.41 0.13 0.73 0.58

hv [kW/m3·K] 16.85 20.70 3.68 16.48 9.17 14.54

As shown in the table, ED is intrinsically dependent not only on material properties and
dimensions, but also on the sensible contributions and thus temperature levels imposed on the
unit, as seen in the results for Unit 2 at two temperature levels. With a similar point of view, ΦPCM
shows a similar trend between the Units, but focusing only on the share of main energy storage
material. Although it does not provide the exact same information, it can be useful in representing
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both the compactness degree of the design, and the potential for energy density of the unit without
considering the current experimental temperature differences.

On the heat transfer performance side, specific charging rate γ as proposed by Guo et al. [39],
and 5 min peak power-energy stored ratio by Gasia et al. [38] seem to agree with the overall trend
shown by NHTPC across the units. They provide indications of the average heat transfer behavior
with respect to the total energy, but remain dependent on both temperature and HTF mass flow
rate differences. In contrast, NHTPC remains almost constant for a given system across different
experimental conditions.

Although they all provide very useful information on particular aspects, slightly more drastic
variations can be seen with the volumetric heat transfer coefficient hv and average temperature
effectiveness εavg presented by Nomura et al. [40] as well as tDisch, Q̇avg and 5 min. Peak Power.

5. Conclusions

A pair of performance indicators to evaluate the heat transfer performance and compactness for
latent heat energy storage (LHES) units were presented. These key performance indicators (KPIs) were
calculated for several LHES units reported in literature allowing a leveled performance comparison
with regard to operating conditions at different scales, while remaining intrinsic to the geometry, heat
exchanger structure materials, and PCM. The robustness of the proposed KPIs was confirmed with
varying HTF mass flow rate and temperature levels, for units at different size scales, with a coefficient
of variance below 6% in every case, and were compared to other reported KPIs for LHES.

Finned tube bundle (FTB) and tube bundle (TB) units showed the widest range of performance,
and a great potential mainly dependent on the quality of the HEX design. Composites in general
require further experimental work but show very promising potential.

Automotive heat exchanger (AHEX)-based units showed promise especially on their heat transfer
performance, and are interesting for further study as they are already mass produced in a very
wide range of variations. Capillary tube bundles (CTBs) show great potential especially in terms of
compactness, but due to the added practical challenges require some optimization work for ideal
operation. For both AHEX and CTBs, material limitations regarding compatibility and operation range
are some of the main concerns, and should be thoroughly considered in further studies.

The macro encapsulated (ME)-based systems considered showed in general low performance and
compactness, but a very large potential for improvement and flexibility, especially in terms of capsule
shape and size optimization to customize their performance, for instance.

It is necessary to highlight that the publications taken into account had clear application-oriented
objectives. This implies that achieving the highest possible heat transfer rate was not the focus
during their conception, but only the required performance for a specific application under given
conditions. It is possible to infer that optimized versions of the mentioned technologies would deliver
considerably higher performance indicators. Therefore, the conclusions drawn from this analysis
cannot be considered as final in any way regarding the technological approaches but more so as a look
at the general potential of each approach.

Additionally, a key aspect of the thermal response is relatively overlooked by the analysis, as the
methodology proposed only accounts for the stability of the outlet temperature indirectly, within the
approximation of the average outlet temperature. Further dimensionless analysis is required to account
for this effect.

Author Contributions: Conceptualization, S.M. and R.W.; Formal analysis, W.D.-D.; Funding acquisition,
A.S.; Investigation, W.D.-D.; Methodology, W.D.-D.; Project administration, W.D.-D. and A.S.; Resources, A.S.;
Supervision, A.S. and J.W.; Writing–original draft, W.D.-D.; Writing–review and editing, A.S., S.M., R.W. and J.W.
All authors have read and agreed to the published version of the manuscript.

Funding: This research was funded by the Swiss Competence Center for Energy Research Heat and Electricity
Storage (SCCER HaE).

82



Appl. Sci. 2020, 10, 5519

Acknowledgments: This work was developed within the framework of the Swiss Competence Center for Energy
Research Storage of Heat and Electricity (SCCER HaE).

Conflicts of Interest: The authors declare no conflict of interest. The funders had no role in the design of the
study; in the collection, analyses, or interpretation of data; in the writing of the manuscript, or in the decision to
publish the results.

Appendix A

Table A1. Additional information.

Type Tinit[°C] THTF,In [°C] THTF,Out

[°C]

HTF PCM VPCM [m3] HEX Container Ref.

TB (A.1) 68.0 15.0 33.85 Water CH3COONa
·3H2O

1.7 × 10−2 Cu PP [7]

FTB (A.2) 68.0 16.0 48.65 Water CH3COONa
·3H2O

1.7 × 10−2 Cu/Al PP [7]

TB (B.1) 55.0 20.0 20.02 Water RT35 7.1 × 10−4 Cu Methacrylate [48]

FTB (B.2) 55.0 20.0 20.18 Water RT35 6.5 × 10−4 Cu Methacrylate [48]

Triplex
FTB(C )

92.0 68.0 69.09 Water RT 82 6.8 × 10−3 Cu Cu [9]

FTB (D.1) 45.0 100.0 99.72 Water Xylitol 2.8 × 10−3 Cu No Info. Asm.
Cu

[14]

FTB (E.1) 330.0 280.0 282.58 Thermal Oil NaNO3 1.7 × 10−1 Steel/Al
alloy

No Info. Asm.
Steel

[10]

FTB (F) 162.0 122.0 134.32 Hi-Tech
Therm 60

KNO3/ NaNO/
NaNO2

6.2 × 10−2 Cu SS304 [8]

FTB (G) 155.0 105.0 113.25 Marlotherm
SH

HDPE 2.6 × 10−1 Steel /
AlMg2.5

Steel [47]

FTB (H) 72.0 20.0 44.12 Water Organic 2.9 × 10−3 Al Glass [13]

FTB (I) 60.0 10.0 18.71 Water RT44HC 5.3 × 10−2 Cu Cu [49]

FTB (J) 190.0 90.0 96.37 Hytherm
600

A164 5.4 × 10−3 SS316 SS316 [12]

Graphite
matrix (B.3)

55.0 20.0 20.18 Water RT35 6.5 × 10−4 Cu Methacrylate [48]

TB (K.1) 55.0 38.0 43.52 Water Organic 1.8 × 10−2 Cu No Info. Asm.
Cu

[55]

Carbon
brushes

(K.2)

55.0 38.0 48.43 Water Organic 1.8 × 10−2 Cu No Info. Asm.
Cu

[55]

Carbon
cloth (L)

55.0 38.0 48.48 Water Organic 1.8 × 10−2 Cu No Info. Asm.
Cu

[19]

Graphite
matrix (M)

65.0 25.0 50.96 Water Paraffin 1.5 × 10−2 Cu/Exp
Graphite

None req. [16]

TB (N.1) 70.0 25.0 36.51 Air PCM 58P 5.2 × 10−4 Al / Foam Al [22]

MF 95%
porosity

(N.2)

70.0 25.0 47.23 Air PCM 58P 5.0 × 10−4 Al / Foam Al [22]

MF 77%
porosity

(N.3)

70.0 25.0 47.18 Air PCM 58P 4.0 × 10−4 Al /Foam Al [22]
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Table A1. Cont.

Type Tinit[°C] THTF,In [°C] THTF,Out

[°C]

HTF PCM VPCM [m3] HEX Container Ref.

ME (O) 627.0 527.0 571.85 Air Al-25 wt%-Si 1.2 × 10−3 AISI 316 AISI 316 [27]

ME (P) 535.0 380.0 416.06 Air Na2SO4 -KCl 6.8 × 10−3 Carbon steel Carbon steel [28]

ME (Q) 70.0 32.0 48.30 Water Myristic Acid 2.3 × 10−2 HDPE Steel [30]

Pouch ME
(R.1)

75.0 45.0 51.28 Water 1-Octa -decanol 9.0 × 10−2 Laminated
PE, PA, Al,
and PET

No Info. Asm.
Steel

[31]

Sphere ME
(R.2)

75.0 45.0 45.85 Water 1-Octa -decanol 9.0 × 10−2 Laminated
PE, PA, Al,
and PET

No Info. Asm.
Steel

[31]

AHEX (B.4) 55.0 20.0 21.29 Water RT35 1.4 × 10−3 Al/Cu Methacrylate [48]

AHEX (S) 3.5 24.0 17.08 Air Organic 1.8 × 10−3 Al No Info. Asm.
Al

[50]

AHEX (T) 70.0 28.3 41.87 Water Stearic Acid 2.8 × 10−3 Al No Info. Asm.
Al

[51]

AHEX (D.2) 45.0 100.0 99.83 90%
Eth-Glycol

Xylitol 1.3 × 10−3 AL1100 No Info. Asm.
Al

[14]

CTB (U) 30.0 25.0 28.63 Water Organic 9.7 × 10−1 PP No Info. Asm.
PP

[52]

CTB (V) 33.0 22.0 24.58 Water CaCl2 ·6H2O 8.0 × 10−1 PP PE [53]

CTB (W) 35.0 22.0 25.75 Water CaCl2 ·6H2O 1.4 PP PVC [54]
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Featured Application: The selection of suitable phase change material as thermal energy storage

for space cooling, heating, or domestic hot water in buildings.

Abstract: The implementation of thermal energy storage systems using phase change materials
to support the integration of renewable energies is a key element that allows reducing the energy
consumption in buildings by increasing self-consumption and system efficiency. The selection of
the most suitable phase change material is an important part of the successful implementation
of the thermal energy storage system. The aim of this paper is to present the methodology used
to assess the suitability of potential phase change materials to be used in two innovative energy
storage systems, one of them being mainly intended to provide cooling, while the other provides
heating and domestic hot water to residential buildings. The selection methodology relies on a
qualitative decision matrix, which uses some common features of phase change materials to assign
an overall score to each material that should allow comparing the different options. Experimental
characterization of the best candidates was also performed to help in making a final decision. The
results indicate some of the most suitable candidates for both systems, with RT4 being the most
promising commercial phase change material for the system designed to provide cooling, while for
the system designed to provide heating and domestic hot water, the most promising candidate is
RT64HC, another commercial product.

Keywords: thermal energy storage (TES); phase change material (PCM); heating and cooling; material
selection; selection methodology

1. Introduction

The use of thermal energy storage (TES) systems in applications in which either energy supply
is intermittent or energy demand has large fluctuations is a key aspect of any energy system, able to
reduce energy consumption or costs, besides enhancing the flexibility of the system and reducing the
dependence on the energy source availability [1]. The importance of the implementation of TES systems
to support the integration of renewable energies in buildings was made evident by different initiatives
of the European Commission aimed at achieving a considerable reduction of energy consumption in
buildings by increasing self-consumption [2].

TES technologies have been developed for applications that cover a wide temperature range,
from low-temperature applications such as ice storage or the conservation and transport of
temperature-sensitive materials [3,4], going through medium temperature applications such as
space heating and cooling in buildings [5,6], and domestic hot water (DHW) generation [7–9], up to
high-temperature applications such as concentrated solar power (CSP) plants [10,11].
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Among the different TES technologies available or under investigation, latent heat storage using
solid–liquid phase change materials (PCM) has some advantages over sensible heat storage because
it has higher heat storage capacity and a more stable thermal behavior during both charging and
discharging processes. There are many studies available in the literature regarding the main aspects of
the use of PCM as TES material in different applications [12–14].

Since the PCM selection procedure is an important step to achieve proper and reliable operation
of the TES system, further efforts are needed to ensure that this step is done correctly. For this
purpose, most studies rely on the main PCM thermophysical properties such as melting temperature,
enthalpy, density, and conductivity. However, other properties such as health hazards, thermal
cycling, and stability should also be taken into account to complement the most common selection
criteria [15,16]. The PCM selection methodology proposed by Miró et al. [15] and Gasia et al. [16]
requires a comprehensive study of different properties and aspects regarding the potential PCM
candidates, which should include a detailed experimental characterization. Nevertheless, when the
number of PCM candidates is quite large, a preliminary selection based on information provided by
the PCM manufacturers or available in the literature is deemed necessary before conducting a more
thorough experimental analysis of the most suitable PCM candidates.

The objective of this paper is to present the methodology and the results obtained for the initial
step of an overall evaluation and materials selection process of the most suitable PCM to be used in two
innovative systems that implement a compact hybrid electrical and thermal energy storage, intended
to provide heating, cooling, and DHW in residential buildings in cold and warm weather conditions.

2. Methodology

2.1. Description of the Application

The latent heat TES investigated in this study is part of an innovative concept of two hybrid
electrical and thermal energy storage systems developed and tested in the framework of HYBUILD,
a research project funded by the H2020 program [17]. The main aim of the systems is to provide
heating or cooling to stand-alone and district connected residential buildings by using a considerable
contribution from solar energy to reduce the energy consumption of the buildings [18]. One of the
concepts is mainly intended to cover the cooling demand in buildings located in Mediterranean climate
regions, while the other concept is mainly designed to provide heating and DHW for buildings located
in Continental climate regions. Both systems contain an electrical and thermal energy storage system
to increase the use of solar energy.

In the Mediterranean concept (MED), a latent heat TES using PCM is located in the low-pressure
side of a compression heat pump that is connected, by means of a DC bus, to a field of PV panels.
In this way, the surplus of cold produced by the heat pump during periods of high solar radiation
availability can be stored inside the TES tank, and it can be used in subsequent periods when no
or insufficient solar energy is available. Since the latent heat TES is connected to both the building
cooling loop and the chiller, the ideal phase change temperature of the PCM should be around 4 ◦C to
allow a sufficient temperature difference between the PCM and the cooling water, and also an efficient
charging of the PCM by the refrigerant of the chiller that evaporates inside the TES tank.

In the Continental concept (CON), the latent heat TES is located at the compressor discharge of a
compression heat pump to store the sensible heat of the hot refrigerant gas before it condenses inside
the condenser. Similar to the MED concept, in this case, the compression heat pump is also connected
to a field of PV panels by means of a DC bus. The TES tank can be charged during both heating and
cooling operation modes, and the heat stored in the PCM is used to heat the DHW up to the desired
temperature. Since, in this case, the latent heat TES is used to support DHW generation, a PCM phase
change temperature around 65 ◦C is expected in this case.
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2.2. PCM Selection Methodology

The first step of the selection methodology consisted of a thorough review of potential PCM
candidates available in the literature, whether commercial or not, for both MED and CON systems.
Therefore, the initial search was performed focusing only on the phase change temperature of the
PCM. A wider temperature range, from 0 ◦C to 7 ◦C and from 48 ◦C to 68 ◦C, was initially considered
for the MED and CON systems, respectively, due to some uncertainties regarding the optimal phase
change temperature at the very preliminary stage of the project development, when the PCM selection
process began.

As a second step of the selection methodology, given the relatively large number of possible
PCM candidates found in the first step, a pre-selection was performed in order to exclude PCMs that
were not suitable either because of health hazard issues, corrosion with the tank container material
(aluminum), or very bad thermophysical properties. Likewise, when two or more different PCM had
similar features, only the most suitable of them was chosen.

Once a reduced group of potential PCM candidates was obtained, the third step of the methodology
consisted of the development of a decision matrix as a tool to make a final selection based on objective
criteria. Since there is no standard selection procedure, different selection criteria can be used,
depending on the focus of the application. General properties are usually taken into account, such as
phase change enthalpy, width of the phase change range, subcooling, hysteresis, thermal conductivity,
density, availability, toxicity, or cost. Some of these properties were used in the pre-selection step to
exclude some of the potential PCM candidates, therefore the decision matrix was built to compare the
different valid options and to find the most promising ones for the two HYBUILD systems.

Hence, the following parameters were considered in the decision matrix: width of the phase
change range, melting enthalpy, availability, price, and maximum working temperature in the case of
the CON system. The selection of these parameters is justified by their direct impact on the system
viability from the operational and economic points of view, and the relative easiness in obtaining their
values. A score was assigned to each of the above decision parameters for each PCM candidate taking
into account the criteria shown in Table 1.

Table 1. The scoring criteria applied to each decision parameter.

Temperature Range
(T, in ◦C)

Enthalpy
(h, in kJ/kg)

Availability
(-)

Price
(P, in €/kg)

Maximum
Temperature
(Tmax, in ◦C)

T < 2 3 h > 250 3 Yes 3 P < 2.5 3 Tmax > 120 3

2 < T <3 2 200 < h < 250 2 No 0 2.5 < P < 5 2 Tmax < 120
or n.a. 0

3 < T <4 1 150 < h < 200 1 - - 5 < P < 10 1 - -
T > 4 or n.a. 0 h < 150 or n.a. 0 - - P > 10 or n.a. 0 - -

n.a.—not available.

Next, a total score was calculated for each of the PCM, based on a weighted average of the partial
scores obtained for each of the decision parameters. With regards to the values chosen for the weight,
two scenarios were considered, as shown in Table 2: Scenario 1, in which the value of each decision
parameter was selected based on authors criteria based on their experience, and Scenario 2, in which
all decision parameters were given the same weight. The weighting of the parameters in Scenario 1 is
the one that suits the main requirements of the systems, such as compactness and cost-effectiveness of
the TES solution, which make it so PCM enthalpy and price have a higher weight with respect to the
other decision parameters.
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Table 2. Reference values of the weights.

Decision Parameter

Weight (%)

MED System CON System

Scenario 1 Scenario 2 Scenario 1 Scenario 2

Phase change range (Cp-T curve) 25 25 20 20
Enthalpy 30 25 25 20

Availability 15 25 10 20
Price 30 25 25 20

Maximum working temperature - - 20 20
Total 100 100 100 100

However, a sensitivity analysis was deemed necessary to check the influence that the variation
of the different weights could have on the final result. This consisted of altering the reference values
(Ref) of the weights shown in Table 2 by adding or subtracting a certain amount to the reference value
of two or more decision parameters. All possible combinations were considered, which satisfied the
condition that the sum of the absolute values of the deviations with respect to the reference values is
equal to 20%. A total of 49 and 180 combinations of altered values were obtained for the MED and
CON systems, respectively.

For each of the combinations obtained, the total score was calculated for all PCM candidates
for both MED and CON systems, and the best three PCM of the ranking in each scenario was
recorded. The average score obtained by each PCM candidate and the overall statistics for the whole
set of combinations were performed to determine the significance of the results obtained using the
decision matrix.

2.3. Thermophysical Characterization

The last step of the methodology was the analysis of the thermophysical properties of the best
candidates to select the most suitable PCM for each system. The thermophysical characterization
included the analysis with a differential scanning calorimeter DSC 3+ (Mettler Toledo, Schwerzenbach,
Switzerland). The amount of sample used was around 10 mg and experiments were performed
under N2 flow. The PCM samples were located into 100 μL cold-welded aluminum crucibles. The
methodology followed to obtain the phase change temperature and enthalpy of the PCM is based on
dynamic temperature programs from 20 ◦C under their theoretical phase change temperatures to 20 ◦C
above it. The equipment precision is ±0.1 ◦C for temperature and ± 3 J/g for enthalpy results.

Thermogravimetric analysis (TGA) was used to characterize the PCM maximum working
temperature (defined as the temperature at which the material has lost 1.5 wt % of its mass) and the
final degradation temperature. The equipment used was a TGA 2 (Mettler Toledo, Schwerzenbach,
Switzerland), which allows measuring samples up to 1000 ◦C and has a sensitivity of 0.1 μg. The
analyses were performed under a 50 mL/min N2 atmosphere. The heating rate used to perform the
thermogravimetric analysis was 10 ◦C/min from 25 ◦C to 100 ◦C (low-temperature PCM) and from
25 ◦C to 200 ◦C (high-temperature PCM). Opened 100 μL alumina crucibles used were filled with
around 1/3 volume of material leading to average sample masses of around 10 mg.

The cycling stability of the selected PCMs was characterized using a thermal cycler GeneQ BIOER
TC-18/H(b) (BIOER, Hangzhou, Zhejiang, China). Due to the operating temperature range of the
thermal cycler, it was only possible to cycle the pre-selected PCM for the CON system. The cycles were
carried out from 20 ◦C to 80 ◦C using a heating rate of 12.5 ◦C/min. Samples were taken after 10, 100,
1000, and 8000 cycles.

The chemical characterization of the PCMs before and after cycling was carried out using a Fourier
transform infrared (FT–IR) spectroscopy with attenuated total reflectance (ATR), which analyses the
PCM chemical degradation caused by thermal cycling. The advantage of ATR is the possibility of
obtaining the spectra directly from the sample, without any specific sample preparation. The partial
or total disappearance of the characteristic peaks and/or the appearance of new peaks can indicate
that the material is being oxidized or degraded. This analysis was carried out with a PIKE MIRacle™
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ATR (PIKE Technologies, Madison, WI, USA) sampling accessory with a Diamond/ZnSe ATR base,
FT–IR 6300 (Hachioji, Tokyo, Japan). It allows analyzing substances in solid and liquid states. It
was optimized by a wavelength range between 4000 cm−1 and 650 cm−1, and its standard spectral
resolution is 4 cm−1 accounting for 64 infrared scans for each analysis; the data recorded are their
means. Its functionality is based on the characteristic wave numbers at which the molecules vibrate in
infrared frequencies. Since no thermal cycling tests were performed with the PCM samples for the
MED system, the FT–IR analysis was only done for the PCM candidates for the CON system.

3. Results and Discussion

3.1. Mediterranean System (Low Temperature)

For the MED system, the number of potential PCM candidates found in the literature review
having a phase change temperature in the range between 0 ◦C and 7 ◦C was around 60. After applying
some excluding criteria as explained in the methodology, this number was further reduced by half.
Finally, the decision matrix was only applied to PCM with phase change temperature within the core
temperature interval between 2 ◦C and 4 ◦C shown in Table 3.

Table 3. Pre-selected available phase change material (PCM) for the Mediterranean system and some
of their thermophysical properties as reported in the literature.

Commercial
Name/Composition

Type
Melting

Temperature
(◦C)

Phase Change
Enthalpy
(kJ/kg)

Thermal
Conductivity

(W/m·K)

Density
(kg/m3)

Reference

RT3HC_1 Organic (paraffin) 1–3 190 0.20 (l)
0.20 (s)

770 (l)
880 (s) [19]

A3 Organic (n.a.) 3 200 0.210 765 [20]

0200- Q2 BioPCM Organic (bioPCM) 2 200–230 0.2–0.7 (l)
0.25–2.5 (s)

850–1300 (l)
900–1250 (s) [21]

PCM-PDR03P Organic (n.a.) 3.5 185 n.a. 570 [22]

savE OM 03 Organic (n.a.) 3.5 229 0.224 (l)
0.146 (l)

835 (l)
912 (s) [23]

Caprylic acid + lauric
acid (9:1 by mol)

Organic eutectic
(fatty acid) 3.8 151.5 n.a. n.a. [24]

RT4 Organic (paraffin) 2–4 175 0.20 (l)
0.20 (s)

770 (l)
880 (s) [19]

0200- Q4 BioPCM Organic (bioPCM) 4 200–230 0.2–0.7 (l)
0.25–2.5 (s)

850–1300 (l)
900–1250 (s) [21]

PureTemp 4 Organic (bio-based) 4 195 n.a. n.a. [25]
Tetrahydrofuran
clathrate hydrate

Inorganic (clathrate
hydrate) 4.4 255 n.a. n.a. [26]

n.a.—not available.

Figure 1 shows the results obtained by applying the decision matrix based on the scoring criteria
shown in Table 1 and using the weights that correspond to Scenario 1 in Table 2. The best score was
obtained by savE OM 03, a commercial product manufactured by the Indian company PLUSS® [23].
The second-best score was obtained by another commercial PCM, RT4, manufactured by the German
company Rubitherm [19]. Three other commercial PCM, RT3HC_1 [19], A3 [20], and PureTemp 4 [25],
share the third place of the ranking with very similar scores.

Furthermore, three of the pre-selected PCM candidates among those that obtained the highest
score were characterized in the laboratory. Figure 2 shows the results of the DSC analysis of savE OM
03, RT4, and RT3HC_1 pre-selected PCM candidates.
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Figure 1. Score obtained by each of the pre-selected PCM candidates in Scenario 1 for the Mediterranean
concept (MED) system.

(a) (b)

(c)

Figure 2. DSC analysis of three of the most promising pre-selected PCM for the MED system. (a) savE
OM 03; (b) RT4; (c) RT3HC_1.

On the one hand, it can be seen that both PCM from Rubitherm have an acceptable behavior in
both heating and cooling processes, with the temperature difference between the heating and cooling
peaks being around 0.5 ◦C. Moreover, RT3HC_1 shows a sharper curve profile around the phase change
temperature and a slightly higher phase change enthalpy than RT4. On the other hand, savE OM
03 has a heating curve more similar to the one for RT3HC_1, while the cooling curve is by far much
sharper than the ones for the two PCM from Rubitherm. However, the difference between the heating
and cooling peaks corresponding to melting and solidification curves for savE OM 03 is about 8 ◦C,
which is a serious drawback for the implementation of this PCM in practical applications.
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The results of the TGA performed for the same three PCM candidates for the MED system are
shown in Figure 3. The mass loss of the three PCM is less than 0.1% when the temperature is below
48 ◦C and only RT3HC_1 reaches a mass loss of 1.5 wt % at 87 ◦C. At 100 ◦C. The mass losses for savE
OM 03, RT4, and RT3HC_1 are 0.45 wt %, 0.91 wt %, and 2.15 wt %, respectively. If a lower heating
rate of e.g., 1 ◦C/min was used instead of 10 ◦C/min, the temperature for the stability limit would be
lower than the values shown here, but still, the mass loss in the temperature range of the application
would be negligible. Therefore, from this point of view, the three PCM candidates are suitable because
the ambient temperature is expected to be below 50 ◦C in practically all locations in the world.

(a) (b)

(c)

Figure 3. TGA of the PCM candidates for the MED system. (a) savE OM 03; (b) RT4; (c) RT3HC_1.

To summarize, the results given by the decision matrix indicate that savE OM 03, RT4, A3,
RT3HC_1, and PureTemp 4 are the most promising options. Nevertheless, because of the very large
hysteresis of around 8 ◦C, savE OM 03 is not a recommended option for the MED solution.

3.2. Continental System

As a result of the literature review, more than 120 PCM potential candidates were initially found
for the CON system, which doubles the number found for the MED system. After the pre-selection
procedure, the number of candidates was considerably reduced, so that only 25 PCM were taken into
consideration in the decision matrix. The list of all pre-selected PCM candidates for the Continental
system is shown in Table 4.
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Table 4. Pre-selected PCM for the Continental system and some of their thermophysical properties as
reported in the literature.

Commercial
Name/Composition

Type
Melting

Temperature
(◦C.)

Phase Change
Enthalpy
(kJ/kg)

Thermal
Conductivity

(W/m·K)

Density
(kg/m3)

Reference

A50 Organic (n.a.) 50 218 0.18 810 [20]

0500- Q50 BioPCM Organic (bioPCM) 50 200–230 0.2–0.7 (l)
0.25–2.5 (s)

850–1300 (l)
900–1250 (s) [21]

savE OM50 Organic (fatty acids
mixture) 50–51 223 0.14 (l)

0.21 (s)
859 (l)
961 (s) [23]

RT54HC Organic (paraffin) 53–54 200 0.2 800 (l)
850 (s) [19]

Stearic acid
(CH3(CH2)16-COOH) Organic (fatty acid) 54 157 0.17 (l)

0.29 (s) 940 (s) [27]

Cetyl stearate Organic (ester) 54.6 212.1–216.3 n.a. n.a. [26]

savE OM 55 Organic (mixture of
fatty acids) 55 208 0.16 (l)

0.1 (s)
841 (l)
935 (s) [23]

0500- Q56 BioPCM Organic (bioPCM) 56 200–230 0.2–0.7 (l)
0.25–2.5 (s)

850–1300 (l)
900–1250 (s) [21]

Tristearin
((C17H35COO)3C3H5)

Organic 56 190.8 n.a. 862 (l) [26]

PureTemp 58 Organic (bio-based) 58 225 0.15 (l)
0.25 (s)

810 (l)
890 (s) [25]

A58H Organic (n.a.) 58 243 0.18 820 [20]
66.7% Polyethylene oxide

10000 + 33.3% Myristic
acid

Organic (plastic +
fatty acid) 58.7 191 n.a. n.a. [28]

Climsel C58 Inorganic (salt
hydrate) 58 259 1.46 n.a. [12,14]

55–58 260 0.47 (l)
0.57 (s) 1400 [29]

58 80 0.5–0.7 1460 [30]

THP 5860 Organic (paraffin) 55–60 153 n.a. n.a. Own
measurements

Paraffin C27 Organic (paraffin) 58.8 236 n.a. n.a. [31]
RT60 Organic (paraffin) 58–60 214 0.2 n.a. [30]

Stearyl stearate Organic (ester) 59.2 214.75–214.93 n.a. n.a. [26]

PureTemp 63 Organic (bio-based) 63 206 0.15 (l)
0.25 (s)

840 (l)
920 (s) [25]

RT64HC Organic (n.a.) 63–65 250 0.2 780 (l)
880 (s) [19]

Stearyl arachidate
(C38H76O2) Organic (ester) 64.96 226 n.a. 2350 (l)

1930 (s) [26]

50% CH3CONH2 + 50%
C17H35COOH Organic (eutectic) 65 218 n.a. n.a. [31]

0500- Q65 BioPCM Organic (bioPCM) 65 200–230 0.2–0.7 (l)
0.25–2.5 (s)

850–1300 (l)
900–1250 (s) [21]

savE FS 65
Organic (blend of

organic material in
polymer matrix)

66–68 218 0.25 (s) 842 (s) [23]

PureTemp 68 Organic (bio-based) 68 213 0.15 (l)
0.25 (s)

870 (l)
960 (s) [25]

0500- Q68 BioPCM Organic (bioPCM) 68 200-235 0.2–0.7 (l)
0.25–2.5 (s)

850–1300 (l)
900–1250 (s) [21]

Figure 4 shows the results obtained after applying the decision matrix based on the scoring criteria
shown in Table 1 and using the weights that correspond to Scenario 1 in Table 2 only to pre-selected
PCM with a phase change temperature between 60 ◦C and 65 ◦C, which seems to be the most suitable
for the HYBUILD CON concept.

In this temperature range, the commercial product RT64HC manufactured by Rubitherm [19]
obtained the best score, followed by the bio-based PureTemp 63 commercial PCM manufactured by
the American company Entropy Solution LLC [25]. The third position in the ranking is occupied by
another commercial PCM, TH5860, manufactured by German company Terr Hel [32]. The same as for
the MED system, shipment costs and other potential additional costs should also be taken into account
if a final decision should be made in a specific case, which might affect the ultimate choice for the PCM
to be used.
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Figure 4. Score obtained by each of the pre-selected PCM candidates in Scenario 1 for the CON system.

The best three PCM candidates, i.e., RT64HC, PureTemp63, and TH5860, were characterized in
the laboratory. Figure 5 shows the results of the DSC analysis of different samples after 0, 10, 100, 1000,
and 8000 cycles. Both RT64HC and TH5860 show fairly good stability even after 8000 cycles, while
PureTemp63 shows an increase in the hysteresis from 3 ◦C to 6 ◦C after only 100 cycles. From this point
of view, RT64HC and TH5860 are suitable options for this application.

(a) (b)

(c)

Figure 5. DSC analysis of the cycled PCM. (a) RT64HC; (b) PureTemp 63; (c) THP5860.
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The results of the FT–IR analysis performed with the same cycled PCM are shown in Figure 6.
No significant changes can be observed in the three PCM as a consequence of the thermal cycling,
especially for THP5860, whose spectral curves are practically the same for all cycle numbers.

(a) (b)

(c)

Figure 6. FT–IR analysis of the cycled PCM. (a) RT64HC; (b) PureTemp 63; (c) THP5860.

The results of the TGA analysis of the same PCM candidates as above are shown in Figure 7.

(a) (b)

(c)

Figure 7. TGA analysis of the cycled PCM. (a) RT64HC; (b) PureTemp 63; (c) THP5860.
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The mass loss of RT64HC and PureTemp 63 at 120 ◦C are 0.13% and 0.09%, respectively, while
THP5860 does not lose weight until the temperature reaches around 135 ◦C. The temperatures at
which the mass loss reaches 1.5 wt % are 173 ◦C, 174 ◦C, and 188 ◦C for RT64HC, PureTemp 63, and
THP5860, respectively. If a lower heating rate of e.g., 1 ◦C/min was used instead of 10 ◦C/min, the
temperature for the stability limit would be lower than the values shown here, but still, the mass loss
in the temperature range of the application would be negligible.

In summary, according to the decision matrix, the most promising PCM for the CON system,
with a phase change temperature between 60 ◦C and 65 ◦C, are RT64HC, PureTemp 63, and THP5860.
Furthermore, the results obtained by DSC, FT–IR, and TGA confirm that RT64HC and THP5860 are
adequate from this point of view, while PureTemp 63 is not indicated because it failed the cycling tests.

3.3. Sensitivity Analysis of the Selection Criteria

The results of the sensitivity analysis are shown in Tables 5 and 6 for the MED and CON systems,
respectively, for both scenarios considered as explained in Section 2.2. The average values of the total
score are shown in both tables along with the standard deviation calculated over the whole set of
altered values of the weights.

Table 5. Average score obtained by the PCM candidates for the MED system.

No.

Scenario 1 Scenario 2

Commercial
Name/Composition

Average
Score
(%)

Standard
Deviation

(%)

Commercial
Name/Composition

Average
Score
(%)

Standard
Deviation

(%)

1 savE OM 03 61.7 4.6 savE OM 03 66.7 4.6
2 RT4 51.7 5.4 RT4 58.4 5.4

3 A3 43.3 7.2 Caprylic acid + lauric acid (9:1
by mol) 50.2 9.6

4 RT3HC_1 41.7 7.2 RT3HC_1 50.1 7.2
5 PureTemp 4 41.7 7.2 PureTemp 4 50.1 7.2

6 Caprylic acid + lauric acid (9:1 by
mol) 40.2 9.6 A3 49.9 7.2

7 PCM-PDR03P 33.3 7.1 PCM-PDR03P 41.6 7.1

8 Tetrahydrofuran clathrate
hydrate 29.9 8.4 Tetrahydrofuran clathrate

hydrate 24.9 8.4

9 0200- Q2 BioPCM 19.9 5.6 0200- Q2 BioPCM 16.6 5.6
10 0200- Q4 BioPCM 19.9 5.6 0200- Q4 BioPCM 16.6 5.6

Table 6. Average values obtained by the PCM candidates for the CON system.

No.

Scenario 1 Scenario 2

Commercial Name/Composition
Average

Score
(%)

Standard
Deviation

(%)

Commercial
Name/Composition

Average
Score
(%)

Standard
Deviation

(%)

1 RT64HC 68.4 7.2 RT64HC 73.3 7.2
2 PureTemp 63 60.1 6.7 PureTemp 63 66.7 6.8
3 THP 5860 55.1 7.2 THP 5860 60.0 7.2
4 Stearyl stearate 46.8 8.3 Stearyl stearate 53.3 8.4
5 Stearyl arachidate (C38H76O2) 36.6 7.8 Stearyl arachidate (C38H76O2) 33.3 7.9

6 50% CH3CONH2 + 50% C17H35
COOH 36.6 7.8 50% CH3CONH2 + 50% C17H35

COOH 33.3 7.9

7 RT60 26.8 6.6 RT60 33.3 6.8
8 Paraffin C27 16.6 5.0 Paraffin C27 13.3 5.0
9 0500- Q65 BioPCM 16.6 5.0 0500- Q65 BioPCM 13.3 5.0

Table 5 shows that, according to the average score obtained for all possible combinations, the first
and the second-best options are savE OM 03 and RT4, respectively, in both Scenarios 1 and 2. The
third place is occupied by A3 in scenario1 and by the mixture caprylic acid + lauric acid (9:1 by mol) in
Scenario 2.

For the CON case, the first place is occupied by RT64HC, followed by PureTemp 63 in the second
place, and by THP 5860 in the third place in both Scenarios 1 and 2.

The frequency distributions with respect to the places occupied by the best candidates over the
whole set of altered values of the weights are shown in Tables 7 and 8, for the MED and CON systems,
respectively. As seen in Table 7, savE OM 03 is always the first option in both scenarios, while RT4 is
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the second-best option in the vast majority of cases in both scenarios. Therefore, it can be concluded
that the sensitivity analysis confirms that the results obtained using the decision matrix of the MED
concept are reliable and they are practically not affected by reasonably small variations in the weights
of the decision parameters.

Table 7. Ranking of the best three PCM candidates and frequency distribution for the MED system.

Position

Scenario 1 Scenario 2

Commercial
Name/Composition

Frequency
Commercial

Name/Composition
Frequency

1st savE OM 03 49/49 (100%) savE OM 03 49/49 (100%)
2nd RT4 47/49 (95.9%) RT4 45/49 (91.8%)

3rd A3 23/49 (46.9%) Caprylic acid + lauric acid
(9:1 by mol) 28/49 (57.1%)

Table 8. Ranking of the best three PCM candidates and frequency distribution for the CON system.

Position

Scenario 1 Scenario 2

Commercial
Name/Composition

Frequency
Commercial

Name/Composition
Frequency

1st RT64HC 172/180 (95.6%) RT64HC 172/180 (95.6%)
2nd PureTemp 63 135/180 (75.0%) PureTemp 63 150/180 (83.3%)
3rd THP5860 109/180 (60.6%) THP5860 111/180 (61.7%)

Table 8 shows that for the CON system RT64HC is the first option in the vast majority of cases
(95.6%) in both scenarios, while PureTemp 63 is the second-best option in 75% of the cases in Scenario
1, and in 83.3% in Scenario 2. This means that, except for very few cases that correspond to specific
combinations of values for the weights of the decision parameters, which deviate from the reference
values considered by the authors, the selection of RT64HC as the best option for the CON concept is
quite robust and justified.

4. Conclusions

This paper presented the methodology applied as the initial step of an overall evaluation and
materials selection process of the most suitable PCM to be implemented as TES in two innovative
compact systems aimed to provide heating, cooling, and domestic hot water (DHW) in residential
buildings in the Mediterranean and Continental regions in a more efficient way.

A qualitative decision matrix was used in the pre-screening process to assess the potential of the
most promising PCM candidates, by assigning a score to a few relevant properties and calculating
a total score based on a weighted average of the scores obtained by the single properties of each
PCM. The melting enthalpy and temperature range, availability, cost, and maximum allowed working
temperature (for the CON concept), were considered as relevant properties in the decision matrix.
A sensitivity analysis was also performed to check the robustness of the selection matrix and the
influence that variations in the values assigned to the different weights might have on the results.

For the MED system, which requires a PCM with phase change temperature around 4 ◦C, given
the initial information available, RT4, A3, RT3HC_1, and PureTemp 4 were the most promising options
out of a total of ten PCM candidates assessed using the decision matrix. A detailed experimental
characterization based on DSC and TGA analysis showed that save OM 03 was unacceptable.

Regarding the CON system, for which the desired phase change temperature should be between
60 ◦C and 65 ◦C, given the initial information available, RT64HC, PureTemp 63, and THP5860 were the
most promising PCM candidates out of a total of nine PCM assessed using the decision matrix. The
detailed experimental characterization based on DSC, thermal cycling, and TGA analysis confirmed
that these PCMs were suitable options for the CON system.

It is also important to highlight that the selection process described in this study should be viewed
as an initial step in an overall evaluation/materials selection process for the described applications.
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Since transportation costs and any other potential additional costs were not taken into consideration in
the decision matrix, the results presented here could be different, although they can still serve as the
basis for deeper analysis for any specific location and characteristics of the building where either the
MED or the CON HYBUILD solution is intended to be implemented. Moreover, a further assessment
of the actual thermophysical evaluation of the attained materials, as well as investigating the transient
performance of the system and the role of the material selected are crucial steps to ensure the good
performance of the entire system.
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