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Preface to ”Synthesis and Characterization of
Nanomaterials”

Nanomaterial is de�ned as a natural, incidental, or manufactured material containing particles,

in an unbound state or as an aggregate or as an agglomerate and where, for 50 % or more of the

particles in the number size distribution, one or more external dimensions is in the size range 1

nm to 100 nm. In speci�c cases, and where warranted by concerns for the environment, health,

safety, or competitiveness, the number size distribution threshold of 50 % may be replaced by

a threshold between 1 and 50 %. The classi�cation of the nanomaterials can be based on the

type of materials they consist of, such as metallic nanomaterials, carbon-based nanomaterials,

polymeric nanomaterials, ceramic-based nanomaterials, and biomolecules derived nanomaterials.

Nanomaterials not only differ from the corresponding bulk materials in morphological properties

but they can also demonstrate different physico-chemical characteristics. Due to this fact, changes

in chemical properties, (photo-) catalytic activities, reactivity and energetic properties of the

nanomaterials can be caused, making them potential candidates for excellent performance in many

applications.

The introduction of innovative functions in products and technologies can be possible through

nanomaterials. New products and devices that present improved ef�ciency than conventional bulk

materials, have been fabricated based on nanomaterials. Therefore, manufactured nanomaterials

are regarded as key components of innovations in various �elds with high potential impact,

such as energy generation and storage, electronics, photonics, diagnostics, integrated sensors,

semiconductors, foods, textiles, structural materials, sunscreens, cosmetics, and coatings or drug

delivery systems, and medical imaging equipment. Widespread use of nanomaterials raises

concerns about their safety for humans and the environment, possibly limiting the impact of the

nanotechnology-based innovation. The development of safe nanomaterials has to result in a safe as

well as functional material or product. Its safe use, and disposal at the end of its life cycle must be

taken into account too. Responsibility for the safe handling of synthetic nanomaterials therefore rests

with the manufacturer and importer.

In order to update the �eld of development, synthesis, structure-activity relationships and

future applications of nano-materials, a Special Issue entitled “Synthesis and Characterization

of Nanomaterials”has been introduced. This book gathers and reviews the collection of �ve

contributions (four articles and one review), with authors from Europe and America accepted for

publication in the aforementioned Special Issue of Fibers. This book aims to attract all researchers

working in the research �eld related to the development, synthesis, structure-activity relationships,

and future applications of nanomaterials.

Ioannis Kartsonakis

Editor
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Abstract: Fabric structures are prone to contamination with microorganisms, as their morphology

and ability to retain moisture creates a proper environment for their growth. In this work, a novel,

easily processed and cheap coating for a nylon fabric with antimicrobial characteristics was devel-

oped. After plasma treatment, made to render the fabric surface more reactive sites, the fabric was

impregnated with chitosan and silver nanoparticles by simply dipping it into a mixture of different

concentrations of both components. Silver nanoparticles were previously synthesized using the

Lee–Meisel method, and their successful obtention was proven by UV–Vis, showing the presence

of the surface plasmon resonance band at 410 nm. Nanoparticles with 25 nm average diameter

observed by STEM were stable, mainly in the presence of chitosan, which acted as a surfactant for

silver nanoparticles, avoiding their aggregation. The impregnated fabric possessed bactericidal activ-

ity higher for Gram-positive Staphylococcus aureusthan for Gram-negative Pseudomonas aeruginosa

bacteria for all combinations. The percentage of live S. aureusand P. aeruginosaCFU was reduced

to less than 20% and 60%, respectively, when exposed to each of the coating combinations. The

effect was more pronounced when both chitosan and silver were present in the coating, suggesting

an effective synergy between these components. After a washing process, the antimicrobial effect

was highly reduced, suggesting that the coating is unstable after washing, being almost completely

removed from the fabric. Nevertheless, the new-coated fabric can be successfully used in single-use

face masks. To our knowledge, the coating of nylon fabrics intended for face-mask material with

both agents has never been reported.

Keywords: fabric; infection; chitosan; silver nanoparticles; antimicrobial; facemask

1. Introduction

Considering the actual pandemic situation that we are living and the increasing use of
masks by the population, it is of paramount importance to develop novel antimicrobial
textiles that could be used either in a medical context, for hospitalized patients and hospital
staff, or for generalized use as face mask. Fabrics have an ideal environment for the
growth of microorganisms. They are porous, retain water and, as they are close to human
body, their normal temperature is approximately 37 � C. The constant use of facial masks
and protective clothes, if not used properly, increases the risk of infection. A fabric with
antimicrobial properties is, in fact, essential to overcome this problem.

The antimicrobial properties of silver have been known for many years. Silver is
currently used in several medical devices, like wound dressings, coating of surgical instru-
ments and prostheses [1]. With the advances of technology, silver nanoparticles (AgNPs)
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have been widely prepared and demonstrated to possess high antimicrobial potential.
They are now considered a good alternative to antibiotics, although their use for medical
applications can be hindered due to its high toxicity to the patient and the environment [ 2].
It is known that AgNPs can enter the human body by different ways and accumulate in
different organs, but most important, they can cross the blood–brain barrier and reach the
brain [ 1]. Thus, there is the need to decrease the AgNPs' toxicity but keep their antimi-
crobial properties. One approach is the incorporation of the AgNPs in a biocompatible
polymer like chitosan, which has intrinsic antimicrobial properties, creating a synergy
between the two materials [ 3,4]. An interesting fact is that AgNPs nanoparticles have
demonstrated an ef�cient inhibitory activity against human immunode�ciency virus (HIV-
1) [5,6], hepatitis B virus (HBV) [ 7], respiratory syncytial virus herpes simples virus type
1 [8,9], monkeypox virus plaque formation [ 10] and in�uenza H1N1 virus [ 11]. A very re-
cent study claims that silver may be effective on the treatment and prevention of COVID-19
and SARS-COV-2 [12].

Plasma-assisted polymerization and sputtering is one of the most used techniques
for nanomaterials' deposition at an industrial scale [ 13,14]. However, this technique
presents signi�cant limitations like low deposition rate, sample size, batch operation,
limited electrodes spacing and expensive vacuum systems [15]. Atmospheric pressure
plasma can be considered an alternative to plasma-assisted polymerization and sputtering,
as it is a cost-competitive method when compared to wet chemical treatments and low-
pressure plasma, allowing continuous and uniform processing of �bers' surfaces [ 16].
Double Dielectric Barrier (DBD) plasma is considered the most effective cold atmospheric
plasma source, and it has been widely applied for surface activation and deposition of thin
functional coatings [17,18].

Therefore, in this work, a DBD plasma pretreated nylon fabric was functionalized
by a simple dip coating method with a mixture of different concentrations of AgNPs
and chitosan. The characteristics of the textile were analyzed, as well as the synergistic
effect of the active agents. Silver-based nylon fabric has long been known to act as an
antimicrobial agent for wound therapy, helping the mitigation of wound infection and
in�ammation [ 19]. The synergistic effect of silver and chitosan has also been proven to be
effective for preventing the agglomeration of AgNPs and improve its biocompatibility [ 3,20].
To our knowledge, a nylon coating intended for face masks material with both agents has
never been reported.

2. Materials and Methods
2.1. Materials

Chitosan (ChitoClear hq95-43000) was acquired from Primex (Siglufjordur, Iceland),
and polyamide taffeta with 52 warp and 32 weft yarns, with an areal density 100 g m � 2,
was acquired from Lemar (Guimar ¢es, Portual). All the other reagents were purchased
from Sigma-Aldrich (St. Louis, Missouri, EUA) and used without further puri�cation.

2.2. Nanoparticles Synthesis

A 0.02 gL� 1 colloidal dispersion of AgNPs was prepared, using the modi�ed method
described by Lee and Meisel [21]. All solutions were prepared in distilled water, and the
dispersion was subjected to a vigorous mixing. A volume of 10 mL of 1% trisodium citrate
(Na3C6H5O7), as reducing agent, was added drop-by-drop to 100 mL of 1 mM silver nitrate
(AgNO 3), which was previous heated to boiling point in a 250 mL �ask, reaching a �nal
concentration of 3.8 mM. The pH of the reaction was adjusted to 7.7 by adding NaOH at
the end of the fast nucleation stage, to stop the reaction. The solution was heated again,
to boiling temperature, until color's change was evident (pale yellow). At this stage, the
solution was cooled to room temperature, while mixing. The resulting colloidal solution
presented high stability, i.e., the aggregation of the NPs was very low for 2 months, when
stored at 4 � C.
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2.3. Preparation of Chitosan Solution

Chitosan was prepared in a concentration of 0.5 wt%. Chitosan (0.5 g) was dissolved
in 2 mL of acetic acid (glacial), to completely dissolve the chitosan, and distilled water was
further added, until we reached 100 mL of solution, and stirred at 300 rpm for 30 min.

2.4. Nylon Fabric Plasma Treatment

To improve the adhesion of the coating, plasma treatment was applied prior to the
application of the antimicrobial agents. The Double Dielectric Barrier plasma was applied
in a semi-industrial prototype machine (Softal Electronics GmbH/University of Minho,
Guimar ¢es, Portugal), at room temperature and atmospheric pressure. A metal electrode
coated with ceramic and counter electrodes coated with silicon with an effective width of
50 cm and a gap distance of 3 mm were used to induce a 10 kV high voltage discharge
and a 40 Hz frequency. Some variations may occur, including the supplied discharge
power and the speed, which can reach a maximum of 1.5 kW and a speed of 60 m min � 1.
The optimized parameters used were 1 kW of power and a velocity of 4 m min � 1 with
5 passages corresponding to a dosage of 2.5 kWmin m� 2, as previously reported [ 22]. A
pre-washed sample is simply passed through the plasma lamina 5 times, in both sides,
to obtain the desired dosage. A signi�cant increase in the oxygen content due to the
incorporation of oxygen atoms onto the fabric surface is usually observed after plasma
treatment. Plasma etching may provoke some scission in the C-H, C-O, C-N, C-C and
N-H bonds present in the �bers, leading to the formation of reactive O � , N, N +, O, OH �

and O3 species [23]. In addition, plasma treatment also induces notable morphological
alterations on the �bers' surface, augmenting the roughness and thus increasing surface
energy, wettability and adhesion [24].

2.5. Functionalization of Nylon Fabric with Antimicrobial Agents

Nylon fabrics were coated with chitosan, AgNPs and a mixture of both, using different
concentrations of mixed solutions, as described in Figure 1. Dilutions were made starting
with the mother solution of chitosan (CH) and AgNPs (Ag) with the following percentage
ratio of CH/Ag: 100:0, 0:100, 60:40, 70:03, 80:20 and 90:10 (Figure 1A). The coating solution
was applied to the polyamide fabric by a simple dip-coating technique. The fabric was
dipped in each solution for 5 min, at room temperature (Figure 1B). The coated material
was incubated in an oven, at 50 � C, for 20 min.

�º�W �º�W

�º�X

�º �º

��

 

Figure 1. Schematic representation of (A) the solutions for coating the nylon fabric; dilutions were made with the mother
solution of chitosan (CH) and silver nanoparticles (Ag), and ( B) dip-coating method used for the coating. The dilutions are
represented as the percentage of chitosan and silver (CH/Ag).

2.6. Scanning Electron Microscopic (SEM) Analysis

The morphological characterization of AgNPs and the combination of both AgNPs
with chitosan were visualized by SEM, which was also used to assess the mean particle
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average of the obtained NPs. Further, the functionalized nylon fabrics with both antimicro-
bial agents before and after application of plasma treatment were also visualized with SEM.
An ultra-high resolution Field Emission Gun–Scanning Electron Microscopy (FEG–SEM),
NOVA 200 Nano SEM, FEI Company (Hillsboro, Oregon, EUA) was used. Secondary
electron and backscattering electron images were performed with an acceleration volt-
age of 5 and 15 kV, respectively. Samples were previously coated with an Au-Pd �lm
(80–20 weight %)in a high-resolution sputter coater, 208HR Cressington Company (Wat-
ford, England), coupled to an MTM-20 Cressington High-Resolution Thickness Controller,
to reduce the possibility of oxidation during processing. A turbo pump was used to obtain
a higher (and cleaner) vacuum environment. To remove air and increase sputter ef�ciency,
pure argon gas was back�lled into the chamber. When high-magni�cation images are
required, Au alone is not recommended as a sputter coating. The recommended metal
coatings for general research purpose is gold/palladium sputtered alloy (80/20), due to
its having a smaller grain size than Au. The Pd L-series X-ray lines at 2.84 keV do not
overlap important lines from other elements; thus, no additional interference with X-ray
microanalysis would be expected besides the one mentioned for Au.

The prepared silver colloid suspension was released in copper grids with carbon
�lm 400 meshes, 3 mm diameter for STEM nanoparticle analysis. The mean size was
extrapolated by measuring the average diameter based in 50 observations.

2.7. UV–Vis Re�ectance and Adsorption Measures

UV–visible absorption intensity employing diffuse re�ectance spectrophotometer
(Spectra�ash 600, Datacolor, Lawrenceville, NJ, USA) at standard illuminant D65 (LAV/Spec.
Excl., d/8, D65/10 � ) was used to monitor the changes associated with modi�cation of
nylon fabric with silver nanoparticles in the wavelength range of 200–800 nm, at room
temperature. The results were expressed as the values of re�ectance percentage at the
peak of maximum adsorption of the AgNPs. The peak of the maximum adsorption of
the AgNPs in the aqueous colloidal solution, determined at 410 nm and characteristic of
silver surface plasmon resonance (SPR), was measured in a UV–Vis spectrophotometer
(Shimadzu, Kyoto, Japan, UV-1800) with quartz cuvettes (Figure 2C).

2.8. X-ray Photoelectron Spectroscopy (XPS)

XPS was performed in a Kratos AXIS Ultra HAS (Kratos Analytical Limited, Manch-
ester, UK), using a VISION software (Vision 2, Kratos Analytical Limited, Manchester, UK)
for data acquisition. The acquired data were analyzed by using the CASAXPS software
(casaXPS 2.3.22. Casa Software Ltd., Teignmouth, UK). A monochromatic Al K� X-ray
source (1486.7 eV), operating at 15 kV (150 W), in FAT (Fixed Analyzer Transmission) mode,
was used, with a pass energy of 40 eV for regions ROI and 80 eV for survey. For data
acquisition, a pressure lower than 10-6 Pa was applied, and a charge neutralization system
was used. To obtain the s C1s spectral component (C-C. C-H) with a binding energy of
285 eV, the spectra were corrected, and a high-resolution spectrum of Ag was collected on
a � 1 mm2 piece of polyamide fabric coated with only silver (without chitosan). A process
to obtain a peak with equal FWHM (Full Width at Half Maximum) to the main peak was
applied, inducing an error of approximately � 0.1 eV.

2.9. Antimicrobial Assays

The antimicrobial activity was determined by using the standard shake �ask method
(ASTM-E2149-01), with some modi�cations. Staphylococcus aureus(ATCC25923) (S. aureus)
and Pseudomonas aeruginosa(PAO1) (P. aeruginosa) inoculum were prepared by using a
single colony from the corresponding bacterial. The culture was grown overnight in sterile
nutrient broth (NB, Sharlab, Spain), at 37 � C and 230 rpm. The material was incubated with
5 mL of bacterial suspension (3E8 cell/mL in NaCl 0.9% pH 6.5), at 37 � C and 100 rpm, for
2 h. After the suspensions were withdrawn, the bacteria viability was determined by �ow
cytometry, as described below.
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Figure 2. STEM images of the AgNPs aqueous colloidal solution depicting the synthesized silver nanoparticles in the
absence (A) and the presence (B) of chitosan and (C) UV–Vis spectra of the AgNPs aqueous colloidal solution.

2.10. Flow Cytometry

Viability Staining Protocol: To assess bacterial viability, SYTO-BC (Molecular Probes
Eugene, OR) and propidium iodide (PI) (Sigma-Aldrich, St. Louis, MO, USA) were used,
according to manufacturer's instructions.

A volume of 2.5 � L and 10 � L of the SYTO-BC (50� M stock solution) mixed with 5 � L
of PI (1.5 mM stock solution) was added to 250 � L of bacterial suspension of S. aureusand
P. aeruginosa, respectively. Samples were analyzed after at least 15 min of incubation at room
temperature. Cell debris and other particles were excluded by gating as unstained particles.

Setting parameters and data analysis: Live/dead bacteria were assessed, using a
EC800 Flow Cytometry Analyzer (Sony Biotechnology Inc., Champaign, IL, USA). SYTO-
BC and PI were excited by a diode blue laser (488 nm). The green �uorescence emitted by
bacteria with intact membrane, here designed as “live”, was detected by using a 530/50 nm
bandpass, and the red �uorescence emitted by bacteria with damaged membrane, here
designed as “dead”, was detected by using a 615/30 nm bandpass �lter. Therefore, for
convenience of the data analysis, double-stained bacteria corresponding to “compromised
bacteria” were considered as “dead”. The logarithmic mode was used to amplify the �uo-
rescence signal. The �ow rate used to analyze a sample volume of 100 � L was 10 � L/min,
and a total of 40,000 cells were counted. All the samples were run in triplicate, for re-
producibility of the experiment. EC800 software version 1.3.6. (Sony Biotechnology Inc.,
Champaign, IL, USA) was used for data analysis.

5



Fibers2021, 9, 3

3. Results and Discussion

In this work, the synthesis of AgNPs was performed by using a well-known chem-
ical procedure described by Lee and Meisel [21], which usually results in NPs colloidal
solution that is cytotoxic in contact with mammalian cells [ 25,26]. The combination of
AgNPs on a polymeric matrix results in the improvement of the biocompatibility, without
jeopardizing the antimicrobial effect of the NPs [ 27,28]. That is why a nanoformulation
containing chitosan solution with dispersed AgNPs to further apply on the nylon fabrics
was developed. The chitosan solution was found to act as a stabilizer and dispersant of
the AgNPs. As depicted in Figure 2, the AgNPs agglomerate when observed in STEM
from the aqueous colloidal solution (Figure 2A), while in the presence of chitosan, they are
well dispersed, keeping an average size of 24.8� 4.1 nm (Figure 2B). The colloidal citrate
solution of synthetized AgNPs has a very low aggregation and remains stable for two
months, in a refrigerator. However, due to the vacuum condition of SEM analysis (and also
in the fabric during deposition), the drying effect promotes aggregation of the AgNPs. This
effect is signi�cantly lowered after the addition of chitosan that seems to act as a surfactant
for the stabilization of the NPs. This is very important in terms of biomedical applications.
Chitosan, besides acting as a surfactant, also possesses important antimicrobial properties.
The charged amino group present in its chemical structure confers a biodegradable and
biocompatible character to the mixture [27].

The AgNPs, chitosan and the mixture of both were impregnated in the nylon fabrics,
through a dip-coating method, on the material with and without a previous plasma
treatment. Figure 3 shows the surface of the textile material. It could be observed that the
plasma-treated nylon control has a smoother surface, which is the result of a surface etching
induced by the application of plasma, whose rate depends on the degree of crystallinity
of the material [ 29]. Overall, the application of all types of antimicrobial agents (AgNPs,
chitosan and the combination of both) is clearly in�uenced by the plasma treatment. The
plasma-treated material has a higher amount of coating material on its surface, although it is
not fully covered by any of the materials. The layers are more prominent on plasma-treated
samples (Figure 3, right column). As expected, when the AgNPs are applied without the
chitosan, they agglomerate in one part of the �ber; meanwhile, when applied together with
the chitosan, a layer of this combined coating is clearly observed (Figure 3, last line).

The nylon fabric was further tested for incorporation of increased concentration of
silver on the chitosan-based nanoformulations. Re�ectance measurements were performed
to qualitatively assess the amount of silver immobilized on the material surface. The
re�ectance was measured at the higher observed peak for Ag NPs (410 nm) assigned to
the silver surface plasmon resonance usually located in between 405 and 425 nm [30–32].
The lower the re�ectance the higher is the amount of Ag in the material surface. Thus,
the decrease observed in Figure 4 on the re�ectance at 410 nm indicates an increase of the
NPs incorporation on the material surface mainly on the material previously treated with
plasma at a concentration ratio of 60/40 or when only Ag was present (PA+CH+Ag 0/100).
In fact, a signi�cant decrease was observed when the highest concentrations of AgNPs
were incorporated after plasma treatment, indicating that the improved adhesion in the
presence of plasma is driven by a concentration-related mechanism (Figure 4).

Figure 5 presents the high-resolution XPS spectrum for Ag3d. As expected, the
spectrum shows spin-orbit split 3d 5/2 and 3d3/2 components separated by 6 eV [33].
Ag 3d5/2 and 3d3/2 binding energies are centered approximately at 368.3 � 0.3 eV and
374.3� 0.3 eV, respectively. This is in good agreement with the metallic state of Ag (Ag 0) on
textiles [34,35]. The rather narrow FWHM of Ag3d5/2 indicates a narrow size distribution
of the nanoparticles, which is consistent with the STEM results in Figure 2 [36].
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�.

Figure 3. SEM images of the surface of nylon fabrics before (left column) and after (right column) plasma treatment.
The lines depict the surface of the nylon textile prior to the functionalization (control), functionalized with chitosan
(Nylon + chitosan), with Ag NPs (Nylon + Ag NPs) and with both antimicrobial agents (Nylon + Ag NPs + chitosan).

7



Fibers2021, 9, 3
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Figure 4. UV–Vis re�ectance spectroscopy measurements of nylon fabric at 410 nm with increasing concentration of silver on
non-treated and treated plasma nylon fabrics (PA—Nylon fabric; CH—Chitosan; Ag—Silver nanoparticles). The dilutions
are represented as the percentage of chitosan and silver (CH/Ag), where the sample PA+CH+Ag 100/0 represents the
control only with chitosan, and the PA+CH+Ag 0/100 represents the control only with AgNPs.

�.

�/

�/ �/

 

Figure 5. High-resolution XPS spectrum of the Ag3d envelope of plasma-treated PA nylon fabric with deposited AgNPs
(PA + CH + Ag 0/100).

The antimicrobial property of the nylon fabric (PA) was further assessed by taking
into account different combinations of chitosan (CH) and AgNPs. Overall, different an-
timicrobial responses were obtained for a Gram-positive bacterium ( S. aureus) and for a
Gram-negative bacterium (P. aeruginosa) (Figure 6). The bactericidal activity was higher
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for the S. aureusthan for P. aeruginosain all the combinations of chitosan and AgNPs. The
percentage of S. aureusCFU was reduced to less than 20% when exposed to each of the
combinations of chitosan and AgNPs; the fabric with percentage of chitosan and AgNPs
70/30 was the most effective. P. aeruginosawas less susceptible to the antimicrobial treat-
ment; the treatment with only NPs (0/100) was ineffective. The combination of chitosan
with AgNPs resulted in 60% reduction of P. aeruginosa, approximately. In order to evaluate
the possibility of this material to be reused, the fabric was subjected to a washing treatment,
after which the percentage of live bacteria increased signi�cantly ( p < 0.001) for all the
combinations of chitosan and AgNPs. This result indicates that the chitosan and AgNPs
coating is unstable, being almost completely removed from the fabrics after washing, as
shown Figure 6.

 

Figure 6. Antimicrobial response of Staphylococcus aureus(A) and Pseudomonas aeruginosa(B) to different combinations of
chitosan (CH) and silver nanoparticles (Ag), before and after washing of the nylon fabrics (PA). The dilutions are represented
as the percentage of chitosan and silver (CH/Ag), where the sample PA + CH + Ag 100/0 represents the control only with
chitosan and the PA + CH + Ag 0/100 represents the control only with AgNPs.
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The two bacteria tested, S. aureusand P. aeruginosa, are among the most common
infection agents and representative of each group (Gram-positive and Gram-negative
bacteria, respectively). As these bacteria are often found in skin and the upper respiratory
tract, they will pose a serious problem in the use of facial masks, as fabric is in contact with
skin for many hours. The infections caused by these two infectious agents can be minor to
life-threatening, being particularly dangerous for immunocompromised patients [37–39].

P. aeruginosais a Gram-negative bacillus characterized by a cytoplasmatic membrane
with a symmetric phospholipid bilayer and asymmetric outer membrane with a phospho-
lipid inner face and a lipopolysaccharide outer layer forming a permeability barrier [ 40,41].
In the presence of AgNPs, the �rst event is the adsorption of AgNPs into the surface of
the cell membrane. This will undermine the membrane integrity, inducing the particles
transport into the cytoplasm in�uencing several metabolic processes. It has been reported
that AgNPs in�uence the equilibrium of the oxidation and anti-oxidation mechanisms,
leading to an excess of reactive oxygen species, which can cause DNA aggregation and
protein degradation, leading to the cell death [ 42–44]. This process, described by Liao
et al., can take up to several hours; in our case, the bacterium was only in contact with the
nanoparticles for 2 h, which may indicate that that was not enough contact time to obtain a
higher death rate.

An important difference between Gram-negative and Gram-positive bacteria is the
composition of the cell wall, which may justify the distinct effects observed on the presence
of the AgNPs [45].

A Gram-positive bacterium does not have an outer membrane, similar to the Gram-
negative bacterium, but has a thick layer of peptidoglycan complemented by anionic
glycopolymers know as teichoic acids [ 46]. This structure is known to offer less resistance
to the passage of some substances, like antibiotics, and it has been claimed that silver can
perforate the peptidoglycan cell wall [2–4,47,48] (Figure 7).

  
Gram-negative Bacteria Gram-positive Bacteria 

Figure 7. Schematic representation of the antimicrobial mechanism proposed (Created with BioRender.com).
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4. Conclusions

This work demonstrated that, by simply using well-known antimicrobial agents such
as chitosan and AgNPs, combined over a commonly used fabric such as nylon, we may
obtain an antimicrobial textile suitable to be used as a face mask. The synergy between the
chitosan and the AgNPs allowed for obtaining an antimicrobial coating with little amount
of silver, which is a breakthrough if we considered silver toxicity. The developed synergistic
coating demonstrated itself to be highly effective against the most common Gram-positive
(S. aureus) and Gram-negative (P. aeruginosa) bacteria, highly decreasing their live count
by approximately 80% and 60%, respectively, after 2 h. Even though the coating seems
to be unstable after a washing treatment, this can be applied in the external side of facial
mask fabrics, as it will prevent virus and bacteria accumulation onto the �bers. According
to the literature, the presence of silver in this form may also prevent cross-contamination
infections by SARS-COV-2 virus. To our knowledge, the coating of nylon fabrics intended
for face masks' material with both agents has never been reported. The new-coated fabric
can be successfully used for a single-use facemask.
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Abstract: This study was focused on the growth of multi-walled carbon nanotubes (MWCNTs) on

iron chloride-functionalized silica microspheres. In addition, the microwave absorption potential

and the subsequent heat production of the resulting structures were monitored by means of infrared

thermometry and compared with pristine commercially available MWCNTs. The functionalized silica

microparticle substrates produced MWCNTs without any amorphous carbon but with increased

structural defects, whereas their heat production performance as microwave absorbents was com-

parable to that of the pristine MWCNTs. Two-minute microwave irradiation of the SiO 2@CNTs

structures resulted in an increase in the material's temperature from ambient temperature up to

173 � C. This research puts forward a new idea of charge modulation of MWCNTs and sheds light

on an investigation for the development of bifunctional materials with improved properties with

respect to ef�cient microwave absorbance.

Keywords: microwave irradiation; carbon nanotubes; chemical vapor deposition; nanostructured

powders; Raman

1. Introduction

Currently, reduction, recycling and reuse are crucial parameters in order to tackle
waste problems and to move from linear economic processes and systems towards a more
circular economy [ 1]. Therefore, material development methods progressively lean towards
green synthesis procedures, aiming at recycling strategies as well as the reusability of raw
materials. Furthermore, in the industries related to composite and coating manufacture,
there is a growing demand for reclaimable materials, which opposes a serious challenge
due to the permanent nature of the bonding between the matrix and reinforcing material [ 1].
For many years, the term “debonding” has been addressed as a form of material failure,
where loss of adhesion occurs between the matrix and �ller [ 2]. On the other hand, recent
studies propose alternatives for the fabrication of coatings where debonding-on-demand is
being described as a mechanism to separate the two phases of a composite material or a
coated surface via the application of an external stimulus. From the chemical perspective,
such strategies include the synthesis of crosslinked polymers utilizing photo-initiators for
triggering mechanisms [ 3–5]. In addition, the use of nanoparticles (NPs) could potentially
address this challenge due to their unique intrinsic properties [6–8].

Notwithstanding, CNTs have attracted signi�cant attention as �ller materials because
of their unique physical properties [ 9]. One of the most important properties of CNTs
is their response to microwave irradiation by producing heat. Imholt et al. previously
described the emission of light as well as the production of intense heat when single-
walled carbon nanotubes (SWCNTs) were exposed to microwave irradiation [ 10]. For
these reasons, several vibration analyses have been performed related to the number of
walls of the nanotubes. In the work of Strozzi et al., linear vibrations of triple-walled
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carbon nanotubes were investigated in order to determine the effect of the geometry and
boundary conditions on the natural frequencies of the nanotubes [ 11]. In the study of
He et al., it was found that the van der Waals interaction in�uences the radial vibration of
small-radius multi-walled carbon nanotubes (MWCNTs) [ 12]. Moreover, the mechanical
behavior of MWNTs as single entities, as well as their effectiveness as load-bearing entities
in nanocomposite materials, was investigated by Pantano et al., focusing on the use of bent
MWNTs of different diameters and numbers of walls [ 13]. Although the exact mechanism of
microwave absorbance is still under vigorous research, its interaction is also being studied
in terms of microwave-assisted synthesis, functionalization or puri�cation, whereas in all
cases examined, the production of heat is a common aspect [14].

Puri�cation of MWCNTs includes several steps and can be performed via a variety
of procedures that emphasize the removal of the catalytic particles which are important
for the growth of CNTs. These particles are transition metal nanoparticles, in most cases
iron oxide nanoparticles. In the work of Wadhawan et al., the microwave absorption of
puri�ed and unpuri�ed SWCNTs was examined. The outcome of their study revealed an
increase in heating in the unpuri�ed sample compared to the puri�ed one. They also found
that the unpuri�ed SWCNTs also emitted light, a result that clearly denoted the evidence
of heat production after microwave irradiation, as well as the hypothesis that iron oxide
nanoparticles contribute to microwave absorption [ 15]. The exceptional properties of CNTs
are attributed to their defect-free graphene layers, including microwave absorption; the
defect-free surface, however, renders the material chemically inert and therefore opposes
a challenge towards practical applications such as homogenous dispersions of CNTs in
thermoplastic matrices [16].

On the other hand, silica nanoparticles produced by the Stöber process, can be sur-
face functionalized in order to be homogenously dispersed in a variety of media [ 17].
In the work of Wang et al., a core–shell three-dimensional hierarchical structure based
on Fe3O4 was fabricated in a multi-component glass system that was able to exhibit
effective microwave absorption [ 18]. In addition, Green et al. produced doped silica
nanoparticles, which, according to their �ndings, exhibited excellent microwave absorption
performance [19]. From the aforementioned research outcomes, it is evident that both silica
and iron oxide have potential microwave absorption properties.

In this study, silica nanoparticles were fabricated and surface functionalized with
iron chloride to provide substrates/catalytic particles for the growth of carbon nanotubes.
The CNTs' growth was studied morphologically (and qualitatively) by scanning electron
microscopy (SEM), quantitatively by means of thermogravimetric analysis (TGA) and
qualitatively utilizing Raman spectroscopy to identify the I d /I g ratio. The as-produced
nanomaterials were subsequently microwave irradiated, and their heat production was
estimated by incorporating infrared thermometry. The added value of this work lies in the
fact that the individual properties of each component, namely, surface functionalization
and microwave absorption for silica nanoparticles and MWCNTs, respectively, render
this hybrid material a potential debonding agent in the composite and coating industries.
The resulting hybrid structures present both microsilica properties (high surface area,
surface functionalization/chemical af�nity with polymer matrices) and heat production
via microwave absorption due to the MWCNT counterpart and therefore can be considered
a novel material in the composite and coating industries.

2. Materials and Methods
2.1. Materials

Absolute ethanol 99.5% and ammonium hydroxide were purchased from Acros Or-
ganics, whereas tetraethyl orthosilicate (TEOS) and iron chloride (II) tetrahydrate 99%
were purchased from Sigma Aldrich (Saint Louis, MI, USA) and used without any fur-
ther puri�cation. For the chemical vapor deposition (CVD) experiment, acetylene was
used as the carbon source, whereas argon and hydrogen were used as inert and reduc-
ing agents, respectively. Finally, apart from the laboratory synthesis of MWCNTs, pris-
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tine commercial MWCNTs were also purchased from Hongwu International Group Ltd.
(Guangzhou, China).

2.2. Synthesis of SiO2@CNTs

The synthesis of MWCNTs on the surface of colloidal silica, SiO 2@CNTs, was ac-
complished by a three-step process: (i) formation of colloidal silica by means of sol-gel
(Stöber method) [17], (ii) functionalization of the hydroxyl groups of colloidal silica with
iron chloride and iii) heat treatment of the functionalized SiO 2 at 700 � C under an oxygen
atmosphere to calcinate the sample and form iron oxide nanoparticles, with subsequent
reduction under H 2 �ow in the presence of acetylene as a carbon source to initiate the
growth of carbon nanotubes.

Brie�y, 100 mL of ethanol, 11 mL of H 2O, 6 mL of TEOS and 8 mL of ammonia
as a catalyst were placed in a 250 mL round-bottom �ask. The mixture was left under
vigorous stirring for 5 h to produce silica microspheres with average diameters of 350 nm.
Subsequently, centrifugation and rinsing with deionized water followed. The as-received
white powder was left to dry in a desiccator.

Functionalization of the hydroxyl groups of colloidal silica was conducted with iron
chloride aqueous solution by means of electrostatic interaction. The mechanism of the
electrostatic interaction is realized by the interaction of the negatively charged hydroxyl
groups of silica with the positively charged Fe + ions. This technique was demonstrated in
our previous work utilizing negatively charged polymethacrylic acid nanoparticles and
silver ions [20].

The silica nanospheres were dispersed in an aqueous solution of 10 mM iron chloride
tetrahydrate 99% for 2 h in order for Fe + ions to electrostatically attach to the hydroxyl
groups of silica. Centrifugation and rinsing followed, and the as-received orange powder
was dried in a desiccator.

After the functionalized nanospheres were dried, they were grinded into a �ne powder
and placed on top of a silicon wafer. Then, the wafer was placed inside a horizontal CVD
furnace that was set to 700 � C under an oxygen atmosphere to calcinate the sample and
form iron oxide nanoparticles. Subsequently, a reduction process followed under H 2
�ow (220 sccm) for 10 min, and then under acetylene �ow (300 sccm) for 10 min as a
carbon source inserted into the system to initiate the growth of MWCNTs on the colloidal
silica surface. Further puri�cation (removal of the iron oxide nanoparticles by chemical
oxidation) of the as-produced MWCNTs was not realized in order to avoid introducing
further defects in the MWCNTs.

2.3. Characterization

The materials' surface morphology was estimated via scanning electron microscopy
(SEM) using a PHILIPS Quanta Inspect (FEI Company, Hillsboro, OR, USA) microscope
with a W (tungsten) �lament 25 KV equipped with a EDAX GENESIS (Ametex Process
& Analytical Instruments, Pittsburgh, PA, USA). Micro-Raman measurements were per-
formed using a Renishaw inVia spectrometer working in a backscattering con�guration and
equipped with a near-infrared diode laser emitting at 530 nm. The spectra were recorded
by focusing the laser beam on the sample surface and adjusting the light power so that
1 mW was provided for a spot of about 1 � m diameter. Thermogravimetric analysis (TGA)
was performed on a TGA Netch STA 449 Jupiter. Samples were heated from ambient tem-
perature to 900 � C with a heating rate of 10 � C/min under an O 2 atmosphere. A Malvern
Zetasizer nano zs apparatus was utilized for measuring the size, polydispersity and surface
charge of the silica microsphere by dynamic light scattering (DLS). In addition, a Cary
630 FT-IR Spectrometer was utilized to perform the FT-IR measurements. Each sample was
grinded into a powder and mixed with KBr to form pellets for the measurements in the
range of 400 to 4500 cm� 1.

Microwave absorption of materials is a complex scienti�c �eld that requires a well-
established pro�le of the electromagnetic properties of the tested material in order to be
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assessed with precision. This work was focused on the synthesis and characterization of a
novel material with potential microwave absorption properties; the method applied for the
microwave absorption is straightforward, and the presented results serve as an indication
and not as absolute values. The microwave absorption was measured utilizing a microwave
instrument (magnetron 700 W operating at 2.45 GHz), whereas the heat produced was
assessed utilizing an FLIR C3-X thermal camera. For the microwave absorption assessment,
4 samples were tested: an empty vial as a control, plain silica microspheres, pristine
commercial MWCNTs, with a mass corresponding to a 20% mass percentage of the hybrid
structures, and the �nal hybrid structure, which, from this point on, will be referred to as
SiO2@CNTs.

3. Results and Discussion
3.1. Morphological Characterization

The morphological evaluation of SiO 2@CNTs was accomplished via SEM, whereas
DLS was used to correlate the size results with SEM analysis; the results are exhibited in
Figures 1 and 2, respectively. Figure 1a depicts the pristine silica microspheres with an
average diameter at 350 nm; these results are in agreement with the size measurements
obtained from DLS, Figure 2a, which reveal an average hydrodynamic radius of 400 nm.
The 50 nm difference can be attributed to the strong negative charge of silica microspheres
(� 40 mV), as seen in the zeta potential measurement in Figure 2b. Furthermore, the
formation of iron oxide nanoparticles on the surface of silica microspheres prior to the
growth of the MWCNTs is demonstrated in Figure 1b,c. It can be seen in Figure 1c that
iron oxide nanoparticles with a diameter range from 15 to 21 nm were grown on the silica
microspheres, after functionalizing the latter with iron chloride and subsequent thermal
oxidation at 700 � C. However, the aforementioned observation is not evident for all the
silica microspheres since the electrostatic attachment is of a dynamic nature, affected by the
surface charge of the silica particles, the concentration of iron chloride and the experimental
conditions such as the temperature and stirring time. Energy-dispersive X-ray analysis
(EDS) was performed on the silica microspheres prior to the growth of MWCNTs; the
results are illustrated in Figure 3. It can be observed that the elemental analysis af�rms the
presence of elemental iron at 6.3 and 0.7 keV. However, it should be mentioned that the
presence of carbon and gold is attributed to the SEM sample preparation: carbon due to the
use of carbon tape for sample adhesion, and gold due to the gilding process in order for
the sample to become more conductive. Therefore, carbon and gold were excluded from
the elemental quanti�cation and the corresponding calculation of the atomic percentages
that are illustrated in Figure 3.

Figure 1d–f exhibit the surface iron oxide-functionalized silica microspheres after
the growth of MWCNTs. Starting from smaller magni�cations, Figure 1d, moving to
larger ones, Figure 1f, the growth of MWCNTs with a random orientation and an average
thickness of 50 nm can be observed. As in the case of iron oxide nanoparticles, some
silica microspheres do not present any MWCNT growth, Figure 1e,f. This outcome can
be potentially attributed to partial functionalization of the initial silica microspheres due
to the dynamic nature of the electrostatic bonding of Fe ions to the negatively charged
microspheres [21,22]. Nevertheless, both the iron oxide nanoparticles and the as-produced
MWCNTs exhibit an extremely narrow nanoparticle size and MWCNT thickness distribu-
tion, thus further supporting the effect of the catalytic nanoparticle size in the growth of
MWCNTs [21,23].
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Figure 1. SEM images of (a) silica microspheres; (b,c) silica microspheres with iron oxide nanoparticles at different
magni�cations; and ( d–f ) SiO2@CNTs at different magni�cations.

Figure 2. Dynamic light scattering of silica samples: ( a) hydrodynamic radius; ( b) zeta potential.
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Figure 3. EDS analysis of the Fe+-functionalized silica microspheres.

3.2. Structural and Thermal Analyses

Raman and TGA analyses were performed for the quantitative determination and qual-
itative identi�cation, respectively, of the structural defects of MWCNTs on the SiO 2@CNTs
hybrid structures. Figure 4 presents the results of the TGA analysis. It is shown that
at approximately 100 � C, a minor mass increase can be observed (0.8 wt.%), which is
attributed to the initial oxidation. According to Mans�eld et al., amorphous carbon thermal
degradation occurs between 200 and 400� C. Therefore, taking into account that no mass
loss can be seen in this temperature range, it can be assumed that the SiO2@CNTs sample
has no amorphous carbon [24,25]. The thermal degradation of the sample initiates at 463 � C
and ends at 670� C, having lost 20 wt.% of its total mass. From there on, the mass remains
constant up to 900 � C, where the measurement is �nished. This mass loss is attributed to
the thermal oxidation of MWCNTs, which occurs above 450 � C in air [ 26]. According to
the literature, above the aforementioned temperature under an oxygen atmosphere, the
graphite layers of MWCNTs become unstable and begin to degrade; this outcome has
been observed during the heating of MWCNTs at various heating rates [ 27]. Evidently, the
TGA measurements revealed a 20 wt.% MWCNTs content with minor to no amorphous
carbon content.

Figure 4. TGA curve of the thermal decomposition of SiO 2@CNTs.

Although the SiO 2@CNTs were free of amorphous carbon, Raman analysis (Figure 5a)
revealed signi�cant structural defects in the carbon structures judging by the calculation of
the Id /I g ratio (I d /I g = 2.0). In addition to the D and G bands, the 2D (or D') band is also
present, along with the D + G band, thus further justifying the presence of MWCNTs in
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the sample. On the other hand, the Raman spectrum of the pristine commercial MWCNTs,
Figure 5b, presents the same bands; however, the D band at approximately 1350 cm� 1,
which is correlated with defects in the CNTs' graphitic structures, is signi�cantly lower
in area compared to the SiO2@CNTs spectrum, Figure 5a, as well as the Id /I g ratio (0.6),
whereas the 2D band is notably stronger. It is evident, from the Raman analysis, that the
commercial MWCNTs sample exhibits a more re�ned structure in terms of defects in the
graphitic layers.

Figure 5. Raman shift of (a) SiO2@CNTs and (b) pristine commercial MWCNTs.

To further support the presence of MWCNTs on the as-produced silica surface, XRD
measurements took place in order to identify any crystal structures present on the sample
as evidence of MWCNTs; the results are presented in Figure 6. The XRD spectrum exhibits
one broad and one sharp peak located at approximately 25 degrees and 43 degrees, respec-
tively. According to the literature [ 28], amorphous nano-silica exhibits a broad peak with
a center at approximately 25 degrees, which agrees with our �ndings since in the TGA
measurements, it was shown that the sample consists primarily of silica (80%). Neverthe-
less, MWCNTs exhibit two main peaks, the �rst one located at 23 degrees and the second
one at 43 degrees, responsible for the diffraction of the crystal graphitic planes (002) and
(100), respectively [29,30]. Although the �rst peak is most likely overlapped by the strong
diffraction of the amorphous silica, the second peak at 43 degrees is a sharp peak with a
strong intensity, clearly denoting evidence of crystal structures in the SiO 2@CNTs sample.

Figure 6. XRD spectrum of SiO2@CNTs.
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According to the literature, the catalytic activity for the growth of MWCNTs is pro-
vided by transition metal particles—in our case, elemental iron [ 31,32]. For this reason,
after the functionalization of the hydroxyl groups of colloidal silica with iron chloride
aqueous solution by means of electrostatic interaction, the produced iron oxide nanoparti-
cles undergo reduction to elemental iron during the reduction process with H 2 at 700 � C.
FT-IR analysis was performed on the pristine silica microspheres and on the silica mi-
crospheres after the functionalization with iron chloride and their calcination at 700 � C
(Fe+—functionalized silica microspheres). The results are illustrated in Figure 7. Figure 7a
exhibits the FT-IR spectrum of the pristine silica microspheres; the absorption band at
810 cm� 1 is attributed to Si–O–Si stretching. The absorption bands at 1070 cm� 1 and
950 cm� 1 are assigned to the siloxane vibration, whereas the bands at 3200–3500 cm� 1

and at 1625 cm� 1 are attributed to the O–H stretching band of either the hydroxyl groups
of the silica microspheres or the water molecules present in the sample [33]. Figure 7b
depicts the FT-IR absorption spectrum of the silica microspheres after the growth of iron
oxide nanoparticles. The spectrum exhibits all the previously observed bands of the silica
structure with the addition of one more peak located at 570 cm � 1, which, according to the
literature, is an indication of the vibration of Si–O–Fe–O [ 34]. The aforementioned results
in relation to the EDS analysis (Figure 3) clearly denote the presence of iron oxide on the
surface of the silica microspheres.

Figure 7. FT-IR spectra of (a) pristine silica microspheres and (b) Fe+—functionalized silica microspheres.

3.3. Microwave Absorption Evaluation

The triggerable properties of the produced microparticles were estimated via mi-
crowave absorption evaluation. Figure 8 illustrates the samples tested (top) and the results
of the microwave absorption and the subsequent heat production of each measured sample,
as identi�ed by the IR thermo-camera (bottom). Four measurements took place: (a) an
empty vial as a control, (b) silica microspheres, (c) pristine commercial MWCNTs and
(d) SiO2@CNTs. Each sample was microwave irradiated for 2 min, and the temperature
was measured inside the oven directly after microwave irradiation came to a halt; sub-
sequently, the oven was left to cool for 5 min before starting the next measurement. On
the top left of each image, the measured temperature is highlighted, whereas on the right
side of each image, the temperature scale bar is presented. The bright yellow-red area
observed in the background, which is present in all pictures, is the area directly below the
microwave source.
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Figure 8. Photographs of the samples prior to ( top) and after their microwave irradiation ( bottom ): (a) an empty vial as a
control; (b) silica microspheres; (c) pristine commercial MWCNTs; ( d) SiO2@CNTs.

Taking into account the obtained results, it can be observed that the silica spheres
exhibit a slightly increased temperature (59.2 � C) compared to the control sample, whereas
the pristine commercial MWCNTs and the SiO 2@CNTs exhibit elevated temperatures,
209 � C and 173 � C, respectively. Furthermore, it can be seen that there is an increase in the
temperature scale bar limits, from the control to the rest of the samples, from 33.4–189� C
up to 64–280 � C, indicating that the silica microspheres, pristine commercial MWCNTs
and the hybrid SiO 2@CNTs contribute to heat production. On the other hand, it may be
remarked that despite the fact that the SiO2@CNTs contain the same amount of MWCNTs
as the pristine commercial MWCNTs, there is a difference in the observed temperature
(~30 � C). This variance in temperature can be attributed to the difference between the I d /I g

ratios of the MWCNTs, as observed in the Raman analysis (Figure 5). It has been previously
reported that morphological factors such as structural defects, aspect ratio, speci�c surface
area and purity are prevailing factors that dictate the microwave absorption of carbon
nanotubes [35]. In addition, considering that defect-free SWCNTs have been previously
microwave irradiated in a similar manner and their heat production was signi�cantly
higher, the above hypothesis can be further supported [10].

3.4. The Outcome Analysis

It can be seen that three different materials were used. Taking the literature into
account, in a previous study, Argawal et al. utilized the �oating catalyst approach (xy-
lene/ferrocene mixture) to grow MWCNTs on silica microspheres of various sizes [ 36].
Their results demonstrated that the size of the silica microspheres has an impact on MWC-
NTs' growth, whereas smaller values of the I d /I d ratio were obtained for microspheres with
sizes larger than 490 nm. In addition, Zhou et al. functionalized silica nanoparticles with
iron chloride, using methane as a carbon source, and produced SWCNTs; for silica spheres
larger than 500 nm, the SWCNTs spanned across different silica spheres, as also described
in our work (Figure 1), whereas for larger silica spheres, SWCNTs engulfed the surface of
their individual silica microspheres [ 37]. Nevertheless, Wei et al. modi�ed silicon wafers
with planar silica micro-discs and produced MWCNTs with ordered, preferential growth
on the surface of the silica discs, utilizing the �oating catalyst approach (xylene/ferrocene
mixture) [38].

Evidently, the obtained results in the presented work agree with the above-mentioned
research outcomes, further supporting the hypothesis that the growth of CNTs on silica
microparticle substrates is affected by the size and the available surface area of the substrate.
Silica microparticle substrates larger than 500 nm produce MWCNTs with fewer structural
defects (judging by the I d /I g ratio), whereas the appropriate selection of the carbon source
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and catalyst, with either a �oating catalyst (xylene/ferrocene mixture) or a supported
catalyst (Fe+—functionalized silica microspheres with methane or acetylene as a carbon
source), yields CNTs with ordered and random growth, respectively. In our case, the
functionalization conditions, such as the weight percentage of the silica microspheres
and the iron chloride concentration in the functionalization medium, were crucial for
the functionalization of the entire population of silica microspheres and the homogenous
growth of MWCNTs on each microparticle. Table 1 tabulates the physical and chemical
properties of the three different materials that were used in our work.

Table 1. Tabulated values of physical and chemical properties of the used materials.

Commercial
MWCNTs

SiO2 SiO2@CNTs

Physical Properties

Size (nm) 25–35 (tube diameter) 350 (sphere) -
Zeta potential (mV) - � 40 -

Thermal degradation ( � C) 450–600 [39] stable 463–670
Id /I g 0.6 - 2.0

Heat production ( � C) 209.0 59.2 173.0

Chemical Properties

Surface functionalization inert Fe; –OH –OH

Composition (wt.%) 94.1–C; 5.9–O
49.2–O; 48.0–Si;

2.8–Fe
37.0–C; 31.5–O;
30.3–Si; 1.2–Fe

Regarding the microwave absorption of similar materials, according to the litera-
ture, the study of Hekmatara et al. investigated the microwave absorption properties of
Fe3O4/MWCNT materials coated with silica. The results revealed increased microwave
absorption compared to the uncoated sample (Fe3O4/MWCNT) [ 40]. In the work of Xi-
ang et al., MWCNT-fused silica composites were fabricated, demonstrating enhanced
microwave attenuation properties [ 41]. Barron and his team performed experiments on the
modi�cation of ceramic particle surfaces with carbon nanotubes and silica. The exposure
of the produced hybrid materials to a microwave source resulted in heating the carbon
nanotubes [42]. In another study, Yuan et al. evaluated the microwave attenuation perfor-
mances of SiO2-MWCNTs matrix composites. It was proved that the obtained materials
had increased microwave absorption [43].

Taking into account the aforementioned results regarding microwave absorption, it
may be remarked that the comparison of our results with the literature could possibly lead
to misinterpretation. The reason is that, in our study, the applied method for microwave
absorption was used to compare the hybrid material (SiO 2@CNTs) with the reference
(MWCNTs) in order to approximately estimate the application performance.

4. Conclusions

Silica microspheres functionalized with iron chloride were fabricated and used for
the growth of MWCNTs on their surface. The obtained hybrid structures consisted of
80 wt.% silica and 20 wt.% MWCNTs, with an average diameter of 50 nm and an average
degree of structural defects. The SiO2@CNTs structures after 2 min microwave irradiation
(magnetron 700 W operating at 2.45 GHz) produced enough heat to increase the material's
temperature from ambient temperature up to 173 � C, compared to the pristine commercial
MWCNTs, which exhibited a measured temperature of 209 � C. By correlating these results
with similar research in the literature related to the growth of CNTs on silica microspheres,
it can be assumed that the size of the silica microspheres, the functionalization process with
iron chloride and the selected carbon source are key variables for the physical characteristics
of the resulting MWCNTs in terms of morphology and structural defects. Evidently, these
hybrid structures can be tailored by modulating the aforementioned variables in order to
produce structures with speci�c microwave absorption potential, whereas the silica part
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has the potential to be further functionalized in order to provide chemical af�nity with
polymer resins, contrary to the chemical inertness of pristine MWCNTs. The results from
this study could greatly bene�t polymer technology and the coating industry.
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Abstract: The aim of this study is to synthesize an organic core-shell co-polymer with a di � erent
glass transition temperature ( Tg) between the core and the shell that can be used for several
applications such as the selective debonding of coatings or the release of encapsulated materials.
The co-polymer was synthesized using free radical polymerization and was characterized with
respect to its morphology, composition and thermal behavior. The obtained results con�rmed the
successful synthesis of the co-polymer copolymer poly(methyl methacrylate)@poly(methacrylic
acid-co-ethylene glycol dimethacrylate), PMMA@P(MAA-co-EGDMA), which can be used along with
water-based solvents. Furthermore, the Tg of the polymer's core PMMA was 104 � C, while the Tg of
the shell P(MAA-co-EGDMA) was 228 � C, making it appropriate for a wide variety of applications.
It is worth mentioning that by following this speci�c experimental procedure, methacrylic acid
was copolymerized in water, as the shell of the copolymer, without forming a gel-like structure
(hydrogel), as happens when a monomer is polymerized in aqueous media, such as in the case of
super-absorbent polymers. Moreover, the addition and subsequent polymerization of the monomer
methyl methacrylate ( MAA ) into the mixture of the already polymerized PMMA resulted in a material
that was uniform in size, without any agglomerations or sediments.

Keywords: core-shell; polymers; glass temperature; SEM; TEM

1. Introduction

In recent years, the need to synthesize new core-shell polymers has increased as chemical
procedures have required accuracy and e� ectiveness more than ever. Micro- and nanostructured
core-shell copolymers solve many problems of materials industry, medicine and infrastructure,
while remaining practically easy to synthesize and apply [1].

Core-shell polymers can be manufactured through a vast number of experimental means, including
various methods such as electrospinning [2] and solvent-free and large scale processes [3], as well as
ultrasound-assisted methods [4]. Furthermore, material properties have been studied under several
circumstances and environmental conditions, such as laser �elds, mini-emulsions, pre-emulsions and
acid media [5,6].

Many attempts have been made to synthesize a novel core-shell in the last �ve years. In order
to cover the continuously increasing number of modern needs for core-shells, scientists have tried
many new chemistry-based approaches, while attempting to keep the total cost relatively low. A few
novel approaches from the literature include Hu et al., who wrote a review about a single-component
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core-shell [7]; Han et al., who developed a core-shell magnetic material with applications in food
chemistry [ 8]; Gul et al., who managed to imprint a polymer onto a core-shell material with magnetic
properties [ 9]; and Farboudi et al., who synthesized core-shell nano�bers grafted with chitosan for the
controlled release of drugs [10]. Furthermore, several studies were conducted by our group based
on the production of core-shell particles and microcapsules that can be used either for the removal of
chlorides from water or as additives into coatings that can protect metal alloys from corrosion [11].

In recent years, research focusing on this type of polymer has increased. Core-shell polymers
have been used for numerous biological and medical applications, such as controlled calcium and
drug delivery, antibacterial applications, stem cells, wound healing, virus chromatography, cancer
and hyperthermia therapy and glaucoma treatment [ 12–14]. They have also been used for electronics
and energy applications such as solar cells, energy storage, batteries, photovoltaics, fuel cells and
sensors, as they enhance electrical conductivity and electrical properties in general [15–20]. However,
the majority of core-shell materials concern engineering applications such as mechanical reinforcements,
where they are used as �llers for their high strength and tensile performance [ 21] as well as for their
high interfacial strength between the cell and the core [ 22]. They are also used for toughening epoxy
resins [23].

Additionally, lots of synthetic processes and characterization techniques have been deployed in
order to investigate core-shell materials more accurately and fully understand their e � ects on other
compounds. Various methods are already known, with in situ synthesis, emulsion polymerization,
catalysis, use of particles as sacri�cial templates, and use of reactive surfactants being some of the
most popular among them research in this �eld remains ongoing [ 24–27]. Moreover, acidic media,
transmission electron microscopy (TEM) and other numerous techniques have shed light on the
structure, morphology and characteristics of these materials [28–31].

In this study, the concept was to synthesize core-shell polymers that could be triggered by heat.
Therefore, the shell can be selectively weakened by an external trigger (heat), while leaving the
core exposed, to release its encapsulations at a speci�c moment in a given targeted area. For this
to happen, it is necessary that the polymers that form the core and the cell have di � erent glass
transition temperatures ( Tg), meaning that the Tg of the shell should be higher than the Tg of the
core [32]. According to this idea, a core-shell polymer (core@shell) was produced—poly(methyl
methacrylate)@poly(methacrylic acid), PMMA@P(MAA-co-EGDMA)—in which the Tg of the core and
the shell were 104 and 228� C, respectively. This organic polymer was characterized via scanning
electron microscopy (SEM), Fourier-transform infrared spectroscopy (FT-IR), TEM, thermogravimetric
analysis (TGA) and di � erential scanning calorimetry (DSC). It should be mentioned, that, following this
experimental path, MAA was polymerized via classic radical polymerization using water as solvent,
without forming a hydrogel. The produced material was uniform in size, without any agglomerations
or sediments.

Finally, it may be remarked that the added value of our work resides in the fact that this copolymer
combined hydrophilic and lipophilic parts and di � erent glass transition temperatures, while it was
synthesized in a one-pot synthetic process.

2. Materials and Methods

2.1. Materials

Analytical reagent grade chemicals were used. Methacrylic acid (MAA, Fisher Chemicals,
Waltham, MA, USA), methyl methacrylate (MMA, Sigma Aldrich, St. Louis, Missouri, USA), ethylene
glycol dimethacrylate (EGDMA, Sigma Aldrich, St. Louis, MO, USA) and potassium peroxodisulphate
(KPS, Acros Organics, Geel, Belgium) were used as received without further puri�cation. Also, distilled
water was used. Methacrylic acid and methyl methacrylate were distilled under vacuum prior to use.
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where mMMA is the theoretical mass of the MMA , mMAA is the theoretical mass of the MAA , dMMA is the
density of the MMA , dMAA is the density of the MAA , VMMA is the volume of the MMA , VMAA is the
volume of the MAA , and mexpeis the mass of the copolymer after the termination of the experiment.

We considered the initiator and crosslinker to have no contribution to the yield of the reaction.
After drying, we obtained mexpe= 32.1 g of thePMMA@P(MAA-co-EGDMA) core-shell copolymer.
Theoretically, 18.8 g of MMA and 20.3 g of MAA react, resulting in 39.1 g of product. The surplus amount
of MAA (20.3 g� 18.8 g= 1.5 g) was added just to make sure that there would be enough MAA to form
the P(MAA-co-EGDMA) shell. According to Equation (3), the Yield(%) of the polymerization reaction
for the synthesis of the PMMA@P(MAA-co-EGDMA) core-shell copolymer was 78.1(%). Concerning
the kinetics of the reaction, free radical polymerization started at a slow rate, but quickly accelerated,
forming the polymer. Temperature plays a signi�cant role in the polymerization reaction, as the
initiator is activated at about 90 � C, producing the free radicals that polymerize the monomers [ 49–52].

Judging from the results of the di � erent characterization techniques, it can be concluded that the
product had a spherical shape at a nanoscale, with a very thin shell of P(MAA-co-EGDMA) around
the core of the PMMA . FT-IR analysis showed peaks in the polymer's graph corresponding both to
PMMA and PMAA bonds, while the SEM and TEM images con�rmed its morphological properties.
The morphological characterization also provided information about the composition of the product in
regards to the two polymers, which was further demonstrated by the thermal analysis. The larger size
of the core and the thinness of the shell exhibit advantages for potential applications, as the core could
encapsulate larger amounts of other nanocompounds while the shell breaks smoothly to release the
encapsulations. This is the case of delivery of antioxidants and other substances as well as adsorption
and catalysis [53,54].

Recent literature on this subject by Peralta et al. [55] demonstrated the grafting of thermo-responsive
polymers on inorganic compounds. However, these materials were activated at a temperature of 40 � C
for drug delivery, while the copolymer in this study had a shell with a Tg of 228 � C, enabling its use
at elevated temperatures for di � erent applications such as incorporation in coatings. To that end,
Wang et al. [56] synthesized lipophilic core-shell microspheres with inorganic shells. Nonetheless,
the goal in the present research was to have both a polymeric core and a polymeric shell, and preferably
for them to be hydrophilic. This aim was achieved using the PMAA as a compound of the shell.
While Huang et al. have shown that the size of a core-shell copolymer can be tuned by following
a speci�c method [ 37], that method requires an emulsion polymerization that is substantially more
complex than the conventional radical polymerization proposed in the present work. Additionally,
other researchers have synthesized core-shell compounds using specialized laboratory equipment and
elaborate experimental paths [57–60] using catalysts [24] or by performing in situ processes [61].

Core-shell copolymers, both organic and inorganic, are very promising materials for several
applications in the near future. Speci�cally, they can enhance the stability of crystal structures [ 62]
and the responsiveness of sensors [63]. In addition, they increase the reaction activity of composite
catalysts [64], have contributed to greener syntheses using natural plant products [ 65] and can also be
very useful in magnetic applications [ 66]. It should be mentioned that core-shell polymers could play a
signi�cant role in e � ectively designing new multifunctional active materials for battery cells [67].

These applications notwithstanding, the simple synthesis discussed in this study was designed
to be able to be performed in vitro , employing common experimental techniques and laboratory
instruments without using intricate means for the production of the �nal product. Most importantly,
the use of distilled water as the solvent /medium of the polymerization reaction is worth mentioning,
due to the fact that most chemical routes nowadays continue to use expensive organic solvents to
produce these or similar types of materials.

4. Conclusions

Following a simple experimental process of a two-step radical polymerization, a novel core-shell
polymer was formed with a uniform size distribution, homogeneous spherical shape and thin shell
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around the polymeric core, without any admixtures. The novelty of this study is the relatively easy
experimental setup and the fact that the copolymer exhibited di � erent glass transition temperatures
between the core and the shell, rendering the compound suitable for several applications. In addition,
methacrylic acid was successfully polymerized as the shell in water, without forming a gel.
This phenomenon was possible due to the already polymerized methyl methacrylate in the mixtures,
which allowed the second monomer to be polymerized around the core. The produced core-shell
copolymer was thoroughly characterized in respect of its morphology, structure, composition and
thermal behavior. The results con�rmed the successful synthesis of the material.
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Abstract: In this paper we report a low cost, simple, electrochemical method for large-area growth of

single crystal ZnO nanorods. The method utilizes a metallic zinc foil as the source of the necessary

zinc ions for ZnO growth on indium-doped tin oxide (ITO) glass slides. The method is thoroughly

discussed and investigated varying all the parameters involved. The resulting ZnO nanorods are

highly oriented along c-axis and densely packed, while their length and diameter can be tuned

by varying the growth parameters. Two different types of seed layers on the ITO glass slides are

tested. A seed layer made by spin coating of ZnO nanoparticles results in a twofold increase of

the ZnO nanorod surface density as compared with a ZnO thin �lm seed layer by physical vapor

deposition. Additionally, the effect of oxygen supply during electrodeposition was investigated as a

crucial regulatory parameter not only for the geometrical and topological characteristics of the ZnO

nano-arrays but for their physical properties as well.

Keywords: ZnO; nanorods; electrochemical method; oxygen; nanoparticles; electrodeposition

1. Introduction

Among the transparent oxides, ZnO stands of great importance. It is a wide and
direct bandgap (Eg = 3.23–3.42 eV), II–VI semiconductor, with relatively large exciton
binding energy (about 60 meV) at room temperature and high electron mobility [ 1]. The
aforementioned -among others- properties are the reason of a plethora of applications
concerning ZnO. Solar cells, photocatalytic cells, sensors and optoelectronics are only
few of these �elds. [ 2–6] There are several techniques used for zinc oxide growth with
prime desiderata the high quality and the low cost [ 7]. Electrodeposition is a promising
candidate method which attempts to ful�l the previously cited needs. The main advantage
of electrodeposition in general is its simplicity, while, varying at will the electrochemical
parameters affects the structural as well as the physical properties of the resultant ZnO
layers [8–12]. To the best of our knowledge, the established electrodeposition methods
utilize zinc salts as the source of the required zinc ions for the growth of ZnO nanostructures,
as well as other salts for supporting electrolytes [ 9,13–16]. The use of chloride or nitrate salts
may result in intentional [ 14,15] or unintentional [ 16] incorporation of anions impurities
such as Cl- in the ZnO structure affecting ZnO growth and electronic properties.

In this work a very simple, fast, low temperature, low equipment cost and time ex-
pense, electrodeposition method for growing ZnO nanorods is presented. Its simplicity
originates from the use of only two electrodes as compared to the commonly reported
three electrode electrodeposition methods, while it does not require salts for supporting
electrolyte or any pH adjustment [ 9,13–16]. The combination of a zinc metallic foil used
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as counter-electrode and aqueous formamide solution employed as electrolyte provides
the necessary zinc for the growth of ZnO, whereas no additional metal cations or chlo-
ride/nitrate anions are present that may lead to the incorporation of undesirable impurities
in the ZnO crystal [ 14–16]. The proposed electrodeposition method is about ten times faster
than previously reported chemical bath ones utilizing formamide solutions [ 17], being
comparable with the established three electrode methods employing zinc salts [ 9]. The
resulting ZnO rods are homogeneously grown, highly oriented and densely packed while
their diameter is controllable. The method has been tested on indium-doped tin oxide (ITO)
coated glass substrates utilizing two different seed layers: (i) a thin ZnO �lm prepared
by Electron-Beam Physical Vapor Deposition (EBPVD), (procedure A) and (ii) a thin �lm
made by spin-coating of ZnO nanoparticles (procedure B). Furthermore, the morphology
and properties of the ZnO nanorods was investigated changing the oxygen concentration
in the electrodeposition bath solution, while using a spin-coating seed layer (procedure C).

2. Materials and Methods
2.1. Materials and Cleaning Procedure

Indium-doped tin oxide ITO sputtered glasses (5–15 W/ � at room temperature),
purchased from Delta Technologies Ltd., Loveland, CO, USA, were used as substrates after
thorough cleaning. This step was crucial for the subsequent ZnO layers adherence to the
substrate and homogeneity. At �rst, the glasses were sonicated within a 2% v/ v solution
of alkaline liquid concentrate (Hellmanex III) in de-ionized water (DI water) for 30 min
and after that meticulously rinsed with DI water. Next, the glasses were ultrasonically
cleaned in acetone and IPA, for 10 min each, rinsing with DI water in-between. Finally, the
substrates were cleaned with a solution of 3% HCl acid and 1% HNO 3 acid, rinsed with DI
water and dried under nitrogen gas �ow.

Zinc foils (99.9% Sigma-Aldrich, St. Louis, MO, USA) were used after been carefully
cleaned with acetone and absolute ethanol.

Finally, analytical grade formamide (Sigma Aldrich, St. Louis, MO, USA) was used to
prepare aqueous solutions with DI water.

2.2. Preparation of ZnO Seed Layers
2.2.1. EBPVD

ZnO pellets, initially made by cold pressing of ZnO powder (99.9995% Alfa Aesar,
Ward Hill, MA, USA), were used as target material in a high vacuum chamber (10 � 4 Pa
base pressure), equipped with 2 electron guns. ZnO thin �lms of 50 nm thickness were
deposited by e-beam evaporation on the ITO/glass substrates at room temperature. The
deposition rate varied from 1.2 nm/s to 1.5 nm/s, as monitored by a calibrated quartz
crystal microbalance. Next, the seeded substrates were annealed at 300� C for 15 min in air.

2.2.2. ZnO Nanoparticles (NPs)

ZnO nanoparticles were synthesized according to Haase et al. [18] and with the
combination of other, similar to the previous [ 19], methods. In particular, 2.95 gr zinc
acetate dehydrated, and 1.48 gr KOH (0.5 M) were dissolved in 125 mL and 65 mL of
methanol, respectively. The �rst solution was heated to 60 � C under vigorous stirring
and then the potassium hydroxide solution was gradually added within 15 min. The
resulting solution was vigorously stirred for 2 h at 60 � C. Next, the solution was left to sit
without heating or stirring for another two hours. Subsequently, the supernatant liquid
was removed from the precipitated nanoparticles, 50 mL of methanol was added, and the
solution was centrifuged. Finally, 5 mL of chloroform and 25 mL of methanol was added to
the residuum nanoparticles. The �nal solution of the nanoparticles was used to spin-coat
the ITO glasses with a thin �lm of ZnO nanoparticles. Lastly, the substrates were annealed
for 15 min at 300 � C in air to improve cohesion of the ZnO thin �lm on the ITO glasses.
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2.3. Electrochemical Growth of ZnO Nanorods (NRs)

The electrolyte was a formamide aqueous solution of various concentrations (Table 1)
containing Zn complexes, which was created by immersing a cleaned zinc foil in an aqueous
solution formamide for 18 h. The ZnO seeded substrate was used as the working electrode
while a cleaned zinc foil was used as the counter electrode. The 1.25 cm� 3.50 cmelec-
trodes were positioned at a distance of 2.5 cm, facing each other. A constant voltage of 0.3 V,
with respect to the Zn foil, was applied to the working electrode by a Metrohm Autolab
PGSTAT204 potentiostat. The electrolyte temperature was kept constant at65 � C � 1 � C
in a bath. The solution was steered, and the current was monitored throughout the elec-
trodeposition. Growth times could be varied from a few minutes to few hours, depending
on the desirable dimensions of the ZnO formed. After growth, the samples were rinsed in
distilled water and ethanol, and �nally dried by nitrogen gas �ow.

Table 1. Experimental data for different formamide concentrations for each of the three procedures A, B and C: formamide
concentration C, length L rod , diameter D rod and the aspect ratio Lrod /D rod of ZnO nanorods, the transferred charge during
electrochemical growth, the density of ZnO nanorods, the optical energy gap E g,opt calculated from UV-vis measurements
and the wavelength of the maximum intensity from PL spectra.

Procedure A
Growth Method: Electrodeposition Seeding Layer: ZnO Film (EBPVD) O 2 Supply: No

Formamide C
(% vol)

Lrod
(nm)

D rod
(nm)

Lrod /D rod
Charge

(C)
Density �
(rods/� m2)

Eg,opt
(eV)

PL Peak
(nm)

0.05% 480 70 6.9 1.206 31 3.31 396
0.1% 640 75 8.5 1.378 38 3.34 380
0.5% 750 85 8.8 2.374 23 3.31 376
1% 900 95 9.5 5.452 21 3.33 381

Procedure B
Growth Method: Electrodeposition Seeding Layer: Chem. Synthesized ZnO NPs (Spin Coating) O 2 Supply: No

Formamide C
(% vol)

Lrod
(nm)

D rod
(nm)

Lrod /D rod
Charge

(C)
Density �
(rods/� m2)

Eg,opt
(eV)

PL Peak
(nm)

0.05% 300 40 7.5 1.246 60 3.31 380
0.1% 490 50 9.8 1.527 64 3.31 380
0.5% 690 65 10.6 3.226 45 3.33 380
1% 810 75 10.8 4.099 43 3.35 376

Procedure C
Growth Method: Electrodeposition Seeding Layer: Chem. Synthesized ZnO NPs (Spin Coating) O 2 Supply: Yes

Formamide C
(% vol)

Lrod
(nm)

D rod
(nm)

Lrod /D red
Charge

(C)
Density �
(rods/� m2)

Eg,opt
(eV)

PL Peak
(nm)

0.05% 590 80 7.4 2.217 30 3.27 381
0.1% 630 75 8.4 2.883 32 3.26 380
0.5% 1040 100 10.4 6.223 30 3.30 381
1% 1500 125 12.0 9.787 25 3.31 380

2.4. Characterization

The morphology of the resulting nanostructures was determined by scanning elec-
tron microscopy (SEM) using an FEI Inspect microscope, operating at a voltage of 25 kV.
Transmission Electron Microscopy (TEM) was undertaken utilizing an FEI CM20 micro-
scope operating at 200 kV. TEM specimens of the grown nanostructures were prepared
by scraping off the substrates and placing them on carbon support copper TEM grids. In
order to examine the ZnO nanoparticles 5 � L of the �nal solution were drop-casted on the
same type of TEM grids followed by evaporation at ambient conditions. Powder X-ray
diffraction (XRD) spectra, with 2 � range 25–80� , were acquired with a SIEMENS D500
Bragg Brentano diffractometer, using Cu K � radiation ( � = 0.15418 nm), step-size 0.03� and
measuring time 2 s/step. Photoluminescence (PL) measurements were carried out using
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a Horiba Jobin-Yvon iHR320 Spectrometer with a He–Cd laser (325 nm) as the excitation
source. UV-Visible (UV-Vis) absorption measurements were obtained with a Shimadzu,
UV2100 UV-VIS split-beam spectrophotometer in a wavelength range of 250 nm to 900 nm,
employing an ITO glass-slide as reference.

3. Results and Discussion

Several experiments have been carried out in order to investigate thoroughly the
role of each one of the parameters involved in the growth process. As mentioned in the
introduction, three procedures were carried out that aim not only to present and investigate
this growth method but also to examine the role of the seed layer on the growth (comparing
procedures A and B), as well as to control the dimensions and photoluminescence of the
grown ZnO nanorods (comparing procedures B and C). It should be mentioned that all
subsequent results concern a typical two hour electrodeposition growth.

The ZnO growth mechanism could be described by the following steps: Zinc-formamide
complexes are formed in the vicinity of the Zn foil, counter-electrode and are subsequently
transferred to the substrate, working electrode, under the applied electrical �eld. There, Zn
reacts with oxygen and �nally ZnO is formed. The two reactions which take place during
growth are:

Zn + nHCONH 2 + H2O ! [Zn(HCONH 2)n]2+ + 2e� (1)

[Zn(HCONH 2)n]2+ +
1
2

O2+ 2e� ! ZnO + nHCONH 2 (2)

at the Zn foil and at the substrate region, respectively [17,20,21].
Scanning electron microscopy images (Figure 1), transmission electron microscopy

images (Figure 2), X-ray diffraction spectra (Figure 3), photoluminescence measurements
(Figure 4) and UV-Visible absorption measurements (Figure 5), provide information for the
topology, crystallinity, the composition and the electronic structure of ZnO.

From the SEM images (Figure 1), regardless of which procedure was followed, it
becomes apparent that the substrate is uniformly covered with hexagonal ZnO rods prefer-
entially oriented perpendicular to the substrate. It should be noted that the synthesized
nanorod arrays display lateral homogeneity across the whole substrate area, i.e., about
33 � 10 mm2, making this growth method promising to be upscaled to larger areas. X-ray
diffraction patterns (Figure 4) veri�es that that no other phase except for wurtzite ZnO
(JPDS 36-1451) was grown during this electrochemical method. Furthermore, depicted are
ITO peaks (JPDS 6-416) originating from the substrate. The texture coef�cient TC for the
ZnO (002) peak is calculated [22] from the following equation:

TC(002) =
I(002) /I

0
(002)

1/ N å I(hkl ) /I
0
(hkl )

(3)

where N is the number of the diffraction peaks, I(hkl ) and I0
(hkl ) are the measured and

reported in the JCPDS 36-1451 intensities, respectively. The TC(002) values are 3.5,3.8 and
4.8 for procedures A, B and C, respectively. These high values indicate that the nanorods
are textured and well-aligned with the c-axis perpendicular to the substrate [22,23], in
agreement with the SEM results. Moreover, the degree of texturing increases from Proce-
dure A to Procedure C. It has been reported that the growth of the more initially inclined
rods is impeded, whereas it is favored for the more vertically oriented ones for geometry
reasons [22,23]. As can be seen in Table 1, the surface density of ZnO nanorods grown
by Procedure B is twice that by Procedure A, leaving less available space for the growth
of inclined nanorods, thus increasing texturing coef�cient. On the other hand, nanorods
grown by Procedure C have the highest length and aspect ratio, leading to the maximum
value of TC.

Dimensional information deduced from the SEM images is quanti�ed (Table 1) and
plotted (Figure 6). The general trend is that the length, diameter and aspect ratio increase
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growth axis. The ratio of these rates determines the aspect ratio of each rod, i.e., rp /r v ~ l/d.
Moreover, if the ratio r p/r v(t) varies as a function of time the diameter d of the rod will
change along its length l. Since the diameter of each nanorod diminishes along its growth
direction (Figures 1 and 3), it can be concluded that r p/r v(t) is an ascending function of
time. This could be attributed to a gradual change of the electrochemical environment—for
example the local electric �eld—in the vicinity of the corresponding surfaces of the growing
nanorods resulting in a pyramidal shape of the nanorods (Figure 3).

The role of the seeding layer on the electrochemical growth of ZnO nanorods can be
determined comparing the nanorods grown utilizing procedures A and B. It is evident
from the data presented in Table 1, that a major difference is the surface density of the
nanorods grown by the two procedures, i.e., a twofold increase of the nanorods density is
achieved when a spin-coating seed layer (procedure B) is used instead of an EBPVD thin
�lm layer (procedure A). This difference can be explained as follows: ZnO nanocrystals
on the seeding layer act as preferred nucleation centers for the growth of ZnO nanorods.
The mean crystallite size of the seed layer in procedure B is 3–8 nm corresponding to the
mean ZnO nanoparticle size shown in the TEM micrograph (Figure 2d). On the other hand,
the mean crystallite size of the EBPVD thin �lm layer used in procedure A is expected to
be in the range of its thickness [27], that is roughly 20–40 nm. Consequently, the smaller
crystallite size in the spin coating seed layer leads to a higher nuclei density for the initial
ZnO precipitation, resulting in an increased surface density of the ZnO nanorods grown by
procedure B.

UV-Visible (UV-Vis) absorption measurements (Figure 6) allowed for an estimation
of the optical energy gap Eg,opt (Table 1), by plotting (Figure 6 inset) the ( � E)2 versus
E—where E is the photon energy and � is the absorption coef�cient—and extrapolating
the (increasing) linear part of the curve. The optical energy gap was evaluated according to
Equation (4) that describes the energy dependence E of the absorption coef�cient � [28] in
the case of direct band gap semiconductors:

� µ
q

hn � Eg,opt/ (hn) (4)

The optical energy gaps calculated from UV-Vis measurements for each one of the
procedures and for various formamide concentrations are tabulated in Table 1.

The PL spectra of zinc oxide nanorods for each procedure are presented at Figure 5.
All the PL spectra exhibit a peak at 380 nm which is attributed to the recombination of free
excitons [29]. Moreover, a broad peak including green (around 520 nm) and yellow-orange
(around 600 nm) is observed [30]. This broad band is attributed to intrinsic defects of
ZnO [ 10,31,32]. More speci�cally, this band is due to several kinds of defects � the green
between 490 nm and 530 nm, is frequently attributed to oxygen vacancies, zinc vacancies,
zinc interstitials, oxygen antisites and transitions between the latter two [ 33–43]. The yellow
luminescence (around 590 nm) is usually attributed to interstitial oxygen [ 43,44]. Thus,
supplying additional oxygen during growth (procedure C) results in an enhancement of
the aforementioned part of the spectrum as compared to that corresponding to procedure
B during which no excess oxygen is supplied.

The present growth method is versatile and has several advantages over previously
proposed growth methods. It is reported that ZnO nanorods can be grown utilizing a Zn foil
and a seeded substrate immersed in a formamide solution at about 65 � C for several hours
(24 h [17], 60 h [20], 20 h [24]). With the present method, the procedure is greatly accelerated,
while the good quality of the crystal is preserved. The electric �eld facilitates the constant
�ow of zinc-formamide complexes resulting in an enhanced ZnO growth rate at least
an order of magnitude higher than the ones previously reported [ 9,17,24]. Furthermore,
whereas most of the reported methods [ 9,13–16] use salts in the growth solution, that act
either as zinc source or support conductivity of the electrolyte, the present method employs
only a metallic zinc foil. Hence there are no impurities that could be incorporated in the
ZnO crystal during growth. Changing formamide concentration alters the availability of
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Zn complexes. Whilst the ratio of zinc to oxygen concentration is lower than one, raising
the formamide concentration up to ~0.1% results to an approximately linear increment of
the growth rate. As the formamide concentration is further increased, the ratio of zinc to
oxygen concentration tends to one and the growth rate decreases with a saturation trend
(Figure 2, Procedures A and B). Additional oxygen supply lowers the aforementioned ratio
of concentrations, and the linear growth rate is extended to higher zinc concentrations
(Figure 2, Procedure C). Thus, control of oxygen in�ow and zinc complexes supply, can
be used to tailor the ZnO nanorods dimensions as well as to incorporate excess oxygen or
zinc atoms in the crystal structure, altering the type of the intrinsic defects and resulting to
different physical properties of the ZnO nanorods.

4. Conclusions

Single crystalline ZnO nanorods of controllable length, diameter and density were
grown by a novel, simple and electrodeposition method on seeded ITO glass substrates.
The method utilizes a counter electrode of metallic zinc foil to provide the necessary
zinc ions, while no reference electrode, no salts (employed as zinc source or supporting
electrolyte) and no pH adjustment are required. The absence of cations other than those of
Zn ensures that no impurities are incorporated in the ZnO structure during growth. The
ZnO nanorod arrays are vertically well-aligned and textured with the c-axisperpendicular
to the substrate, while they are homogeneously distributed over the whole substrate area
of about 3 cm2, making this growth method promising to be upscaled to larger areas. The
increase of concentration of the organic solvent results in an enhancement of the growth rate
and aspect ratio of the ZnO nanorods due to the increased supply of Zn ions, while oxygen
bubbling during growth, apart from enhancing growth rate, also increases the yellow
luminescence that is attributed to the formation of oxygen interstitials in the ZnO lattice.
Finally, the utilization of a spin-coated seeding layer, comprised of ZnO nanoparticles,
doubles the ZnO nanorod surface density compared to that of an EBPVD seeding layer,
due to the smaller crystallite size of the former.
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Abstract: This review paper examines the current state-of-the-art in fabrication of aligned �bers

via electrospinning techniques and the effects of these techniques on the mechanical and dielectric

properties of electrospun �bers. Molecular orientation, system con�guration to align �bers, and post-

drawing treatment, like hot/cold drawing process, contribute to better speci�c strength and speci�c

stiffness properties of nano�bers. The authors suggest that these improved, aligned nano�bers,

when applied in composites, have better mechanical and dielectric properties for many structural

and multifunctional applications, including advanced aerospace applications and energy storage

devices. For these applications, most �ber alignment electrospinning research has focused on

either mechanical property improvement or dielectric property improvement alone, but not both

simultaneously. Relative to many other nano�ber formation techniques, the electrospinning technique

exhibits superior nano�ber formation when considering cost and manufacturing complexity for

many situations. Even though the dielectric property of pure nano�ber mat may not be of general

interest, the analysis of the combined effect of mechanical and dielectric properties is relevant to

the present analysis of improved and aligned nano�bers. A plethora of nano�bers, in particular,

polyacrylonitrile (PAN) electrospun nano�bers, are discussed for their mechanical and dielectric

properties. In addition, other types of electrospun nano�bers are explored for their mechanical and

dielectric properties. An exploratory study by the author demonstrates the relationship between

mechanical and dielectric properties for specimens obtained from a rotating mandrel horizontal

setup.

Keywords: electrospinning; aligned nano�bers; molecular orientation; mechanical; dielectric

1. Introduction

Many advanced applications can bene�t from electrospun materials with superior
mechanical and dielectric properties, especially in the �elds of composite reinforcement and
energy. Aligned electrospun �bers, more speci�cally, have applications in structural rein-
forcement of materials and energy storage devices. For these applications, it is paramount
to understand the effects of electrospun �ber alignment on mechanical and dielectric
properties. Though adding appropriate �llers to the polymers changes mechanical and
dielectric properties, better �ber alignment alone improves these properties and keeps
the composition uniform throughout. Mechanical and dielectric properties depend on
the density and porosity of nano�ber mats, as well as the �ber morphology, including
the �ber diameter, and the effect of degree of alignment [ 1–3]. Therefore, it is necessary
to understand the knowledge on both mechanical and dielectric properties of polymer
mats together. Mechanical and dielectric properties are among the most important parame-
ters to determine the performance of the polymeric nanomaterials [ 4,5]. Electrospinning
in�uences both mechanical and dielectric properties of nano�ber membranes [ 4]. Elec-
trospinning is the process of producing micro- and nano�bers, using a polymer solution
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drug delivery [ 31], and creation of arti�cial blood vessels. The non-woven nano�brous
mats produced by electrospinning techniques mimic the extracellular matrix components.

Some important issues and challenges in the 21st century are addressed by using
electrospun �bers in the domains of tissue regeneration, energy conversion and storage,
and water treatment. Large surface areas, high porosity, and the unique mat structure of
electrospun nano�bers have provided improvements over the last decade in the �elds of
tissue regeneration (skin [32–34], nerve [35–37], heart [38–40], and bone [41–43]), energy
conversion and storage (solar cells [44–47], fuel cells [48–51], and batteries [52–55]), and
water treatment (adsorption [ 56–58], photocatalysis [59–61], and �ltration [ 62–64]). Po-
tential applications and promising advantages are overviewed by Bhardwaj and Kundu
(2010), who highlighted more than 200 polymers that are electrospun for various applica-
tions. Teo and Ramakrishna (2006) gave a detailed review on electrospinning design and
nano�ber assemblies [65].

1.4. Recent Review Papers on Electrospun Nano�ber

Table 1 lists twelve recent review papers on electrospun �ber applications and charac-
terizations. Of the papers considered, reviews of applications dominate the literature, are
a few on mechanical, energy, medical, and processing characterizations. However, there
is little work found in the literature on dielectric and mechanical properties together that
should contribute to both composite reinforcement and energy applications.

Table 1. Recent review papers on electrospun nano�bers.

Authors Year Main Criteria of Review Papers

Huang et al. 2003
Processing, structure, characterization, applications, modeling and simulation,

and different polymers in solution and melt form [17]

Pham et al. 2006 Tissue engineering (scaffolds) [66]

Bhardwaj and Kundu 2010 Polymers, parameters, melt electrospinning, and applications [6]

Luo et al. 2012 Scale-up challenges and applications [14]

Shuakat et al. 2014 Nano�ber yarns and nano�ber alignment [67]

Shi et al. 2015
1D nanomaterials have high surface-area-to-volume (speci�c surface area), high aspect
ratio, and high pore volume. Well-aligned and highly ordered are suitable for energy
harvesting and storage devices. More advantageous than conventional materials [68]

Ahmed et al. 2015 Desalination [29]

Zhang et al. 2016 Energy storage [12]

Peng et al. 2016 Tissue regeneration, energy conversion and storage, and water treatment [23]

Shekh et al. 2017 Water puri�cation [69]

Zhang et al. 2018 Food packaging [15]

Li et al. 2019 Electrical and mechanical performance of polymer nanocomposites [70]

1.5. Parameters and Parameter Optimizations

Important parameters that affect the quality of electrospun �bers formed from polymer
solutions can be categorized as solution-speci�c parameters, process-speci�c parameters,
and environmental-speci�c parameters [6,17,71].

(a) Solution parameters: The solution-speci�c parameters include viscosity, polymer con-
centration, surface tension, conductivity, and evaporation rate of solvent [18,72–76].
It is observed that low viscosity is typically responsible for bead generation and
signi�cant increase in �ber diameter. A similar conclusion was made on polyacryloni-
trile/dimethylformamide (PAN/DMF) solution where beads were easier to form at
low concentration of 5 wt.% than that formed at higher concentration of 7 wt.% [ 77,78].
Typically, viscosity and concentration are directly proportional to each other [ 79].
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Additionally, polymer concentration directly controls �ber diameter [79]. In general,
an increase in �ber diameter can be achieved by increasing the polymer concentration.
Higher surface tension causes bead formation and reduced surface tension favors
smooth �ber formation [80].

(b) Process parameters: Applied voltage, distance between the nozzle tip and collector,
rotating speed of the collector (if drum is used), and solution feed rate are the param-
eters that are regarded as process speci�c [18,81–83]. In general, �ber diameter can be
reduced by increasing applied voltage and vice versa. If the applied voltage reaches a
critical value, a charged jet initiates the electrospinning process. This critical voltage
is closely related to surface tension of the solution. Lee et al. (2003) reported that there
was a linear relationship between voltage applied and surface tension of polystyrene
(PS) dissolved in a mixture of tetrahydofuran and DMF [ 84]. The distance between the
tip and the collector mainly controls �ber solidi�cation because a minimum distance
is required to allow the �bers suf�cient time to dry before reaching the collector. Dis-
tances that are too close or too far can cause beads to form. Fang et al. (2010) studied
7 wt.% PAN/DMF electrospun at 2–10 cm away from nozzle tip. The experiments
concluded that beads were producing until the distance reached 7 cm [ 78]. Longer
distance between nozzle tip and collector produced bead free �bers.

(c) Environmental parameters: Humidity and temperature are treated as environment-
speci�c parameters [ 18,85,86]. According to De Vrieze et al. (2009), the evaporation
rate increases with increase in temperature [87]. Moreover, the viscosity of solution
generally decreases with an increase in temperature. As the humidity increases, the
average �ber diameter increases. Parameter optimization: Formation of nano�bers
involve many input parameters, as mentioned above, to evaluate outputs such as
�ber diameter, tensile strength, modulus, and dielectric properties of nano�bers.
Parameter optimization helps to achieve desired outputs by tailoring the input pa-
rameters. One among the many mathematical modeling techniques for parameter
optimization is Design of Experiment (DoE), which is an approach that helps to �nd
the relationship between different inputs over outputs. Parameter optimization based
on applied voltage and concentration has been studied by using the DoE approach
by Gu et al. (2005) [88]. The study concluded that concentration of solution played
an important role to the diameter of nano�bers. Gu et al. (2005) used two factors
and four and three respective levels for �nding average �ber diameter. Senthil and
Anandhan (2005) examined three variables and seven, four, and three respective
factor levels for �nding the average �ber diameter [ 89]. Isaac et al. (2018) used DoE
approach with two factors and three levels for optimizing the two outputs, namely,
speci�c dielectric constant and speci�c mechanical strength [ 90,91]. A mathematical
modeling, including the leaky dielectric model which describes the deformation of a
Newtonian drop in an electric �eld and whipping model which depicts the interac-
tion between the electric �eld and �uid properties for electrospinning processes, has
been portrayed by Ra�ei et al. (2013) [92]. Ismail et al. (2016) developed a model for
stable region and unstable region in the jet propulsion stream for predicting the �ber
diameter [93]. Ra�ei et al. (2014) modeled and simulated viscoelastic elements for
jet propulsion to predict and improve control of nano�ber diameter [ 94]. Modeling
electrospinning of nano�bers for short-range and long-range electrostatic interactions,
using a discrete slender model, was conducted by Kowalewski et al. (2009) [95]. The
whipping instability in the unstable region of the electrospinning jet propagation has
been studied in three polymeric solutions by Kowalewski et al. (2005) [ 96]. The �ber
gets stretched into fractions of initial diameter at the instability region. Ghaly (2014)
modeled the electrospinning jet with an inkjet printer technique, using computer-
aided �uid/multi-physics/multi-phase �ow simulations in COMSOL multiphysics
software [97].
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2. Molecular Orientation and System Con�gurations of Nano�bers

Two key factors affecting mechanical and dielectric properties are (a) molecular ori-
entation due to elongation of �bers on the periphery of the rotating mandrel [ 98] and
(b) system con�guration improvement for obtaining improved properties due to better
alignment [ 99]. Other properties, such as thermal and electrical properties [ 100] are also
often improved by alignment.

2.1. Molecular Orientation of Nano�bers

High orientation of polymer molecular chains along the �ber axis and aligned electro-
spun �bers have important consequences in the �eld of carbon �ber-reinforced nanocom-
posites. The electrospun �bers are generally stronger than traditional �bers because of their
higher orientation of macromolecular polymer chains along the �ber axis. The polymer jet
under the in�uence of an electrostatic �eld experiences a high degree of molecular orien-
tation due to high elongation strains and shear forces. As explained later, in Section 2.2,
System Con�guration to Align Fibers, optimal speed of �ber collecting drum brings about
better alignment. In addition, optimal speed of collecting drum causes maximum molecular
orientation. Beyond the optimal speed, the orientation can decrease slightly. According
to Fennessey and Farris (2004), twisted yarns of higher degree of molecular orientation
resulted in better mechanical properties [ 99]. The degree of orientation can be quanti�ed
by the X-ray diffraction analysis of the samples. The nitrile group in PAN is oriented
in approximately perpendicular to the draw direction. The absorbance of perpendicular
polarization showed nitrile-stretching vibration with strong dichroism, and therefore better
orientation. A twist angle of 11 � in as-spun PAN �ber improved the initial modulus and ul-
timate strength of 2.6 GPa and 56 MPa, respectively, to 2.2 times and 2.9 times, respectively.
Molecular orientation results in better mechanical properties in general, Young's modulus
in particular, of the resulting carbon �bers [ 101,102]. Baji et al. (2010) studied the effects
of electrospun polymers on oriented morphology and tensile properties. The lower the
diameter of the �bers, the higher the modulus and strength of the �bers. They observed
that �ner �bers have enhanced properties because of gradual ordering of molecular chains
and increase in crystallinity [ 103]. Baji et al. (2010) noticed that the modulus and tensile
properties of polycaprolactone (PCL) �bers increased signi�cantly when the �ber diameter
was reduced to below 500 nm. The molecular orientation improves gradually as the �ber
diameter is reduced. Moreover, Beese et al. (2013) concluded that electrospun PAN �bers
have better mechanical properties at lower diameters [104]. Arshad et al. (2011) observed
that the strength of the carbonized nano�bers at 800 � C increased by 100% when the di-
ameter was reduced from 800 to 200 nm [105]. For composite applications, a decrease in
diameter of �ber at the nanoscale level can improve mechanical properties as the speci�c
reinforcement area per unit mass increases. Uyar et al. (2009) observed self-aligned bun-
dled �bers of polyphenylene-g-polystyrene/poly (a-caprolactone) (PP-g-PS/PCL) when
blended with polystyrene (PS) or polymethyl methacrylate (PMMA). This is because of the
unique molecular architecture of PP-g-PS/PCL and its interaction with PS or PMMA [ 106].

2.2. System Con�guration to Align Fibers

In addition to molecular orientation, physical alignment of electrospun �bers con-
tributes to the production of high strength/high toughness �ber reinforced composites [ 12].
Among the many ways to produce aligned �bers by using an electrospinning technique,
drum collection and rotating disk collectors are the two most popular designs, as shown in
Figure 5a,b [65,107–111].
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ing to Naebe et al. (2010), electrospinning of CNT/polymer has been shown to induce
alignment of nanotubes within the matrix. Electropsun CNT/polymer nano�bers showed
signi�cant improvement in �ber strength, modulus, and conductivity [ 141]. One dimen-
sional CNF and CNT have high aspect ratios (typically over a few hundred) that enable
them to form a conductive network and they possess excellent mechanical properties.
According to Zhang et al. (2016), CNF, compared to CNT, exhibits good dispersion and
low fabrication cost. CNT has excellent electrical conductivities, a large surface area to
volume ratio, and structural stability [ 12]. As noticed by Chung (2016), CNT and CNF
are dif�cult to disperse and bond relatively weakly in a matrix. The large area of inter-
face associated with small diameter CNT and CNF aggravate the issue [142]. Addition
of small amount of CNT's in PAN precursor nano�bers can improve graphitic order and
mechanical properties of carbon nano�bers [ 143,144]. Both single-walled carbon nanotube
(SWCNT) and multi-walled carbon nanotube (MWCNT) [ 145] can be used as �llers in
PAN to enhance molecular orientation. Two types of MWCNT are possible; one is long
MWCNT and the other is short MWCNT. Short MWCNTs are 0.5–2 � m in length and the
diameter could be 30–50 nm. Graphene is another nano�ller used as a reinforcing material.
Compared to CNT and graphene, CNF is considered as a promising reinforcement material
due to its relatively high mechanical performance and low fabrication cost. Adding �llers
to precursor nano�bers improves tensile strength and tensile modulus as evident in the
session, drawing process below.

Drawing Process

Hot drawing of polymers is achieved by drawing the precursors at temperature above
the glass transition temperature. Chawla et al. (2017) successfully carried out hot-drawing
of PAN electrospun ribbons to enhance molecular orientation. PAN nano�ber ribbons were
hot-drawn to two times and four times their original length. These ribbons were further
stabilized at 250–300� C and then carbonized at 1100 � C for 1 h. The tensile modulus and
strength of four times hot-drawn ribbons showed maximum values of 287 and 5.4 GPa,
which are 71% and 111% increment respectively as compared to as-spun electrospun
CNFs. Cai and Naraghi (2019) studied the templating effect of functionalized SWCNTs
in CNFs and the contribution of that to mechanical properties of CNFs. To enhance the
packing of polymer chains of the precursor around CNT's, PAN as-spun electrospun �bers
were subjected to thermomechanical processing (hot-drawing). The MEMS-based single-
nano�ber mechanical testing result showed a strong relationship between the modulus,
strength improvement and hot-drawing process. The average tensile strength and modulus
of CNF/SWCNT were measured to be 7.6 � 1.72 and 268� 29 GPa respectively [146].
Polyamide (PA) �bers are undergone post-drawing process to obtain moderate molecular
orientation and crystallinity. After the post-drawing process, PA is found to be with good
mechanical strength and abrasion resistance [134]. Yu et al. (2020) revealed enhanced
effect of graphene oxide (GO) in PAN nano�ber yarns. The alignment of PAN chains and
GO in nano�bers was enhanced by hot-drawing which resulted in increased orientation
induced crystallization [ 147]. Peng et al. (2019) experimentally found that hot-drawn
polyethylene �bers with decreasing �ber diameter, Young's modulus increase rapidly. That
is due to the fact that chain orientation parameter increases with increasing hot-drawing
ratio [ 148]. Inai et al. (2006) reported that higher rotational speed of �ber collecting
disc and post-processing such as annealing and hot-drawing on molecular structure of
PLLA nano�bers improved crystalline structure orientation and mechanical strength of
�bers. Better mechanical properties were found at higher hot-drawing ratio [ 149]. Isotactic
polypropylene (iPP) nano�bers with the diameter range of 75–375 nm were made from the
blends of cellulose acetate butyrate (CAB) and iPP with a ratio of 97.5–2.5. The hot-drawn
nano�bers with the ratio of 25 resulted in lower crystallinity than that of bulk iPP. The
increase in the amount of CAB in blends gave rise to higher crystallinity in iPP �bers [ 150].

Cold drawing of polymers is normally done below the glass transition temperature.
Cold-drawn nano�brillated cellulose nanopaper increases its modulus and strength from
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10 GPa and 185 MPa to 24.6 GPa and 428 Mpa, at the draw ratio of 1.6 [151]. Cold-drawn
blend �bers of PVA and PTFE increased the degree of crystallinity in PTFE/PVA �bers [ 152].
The addition of hydroxyethyl cellulose (HEC) in cellulose nano�ber improved mechanical
property. An aqueous solution of low concentration cellulose nano�ber with HEC promoted
nano�ber alignment which was further improved by cold drawing [153].

3.1.2. Other Electrospun Nano�bers

In this session, Alari� et al. (2009) reported the mechanical property of a PAN-derived
carbon nano�ber composite and the effect of molecular orientation along the �ber direc-
tion [ 154]. The study placed electrospun carbonized PAN nano�bers on a stacking sequence
of 0, 45, � 45, and 45 to create a laminate of ten plies. The tensile testing of PAN-derived
carbon nano�ber composites revealed that they possess a high elastic modulus due to
stabilization at a high temperature (280 � C), for 1 h, in an oxygen atmosphere. Thermogravi-
metric analysis (TGA), dynamic mechanical analysis (DMA), thermomechanical analysis
(TMA), and differential scanning calorimetry (DSC) analyses con�rmed that the nano�bers
were crystalline and had good mechanical and thermal properties. Thinner nano�bers
have larger surface-area-to-volume ratios. Therefore, thinner �bers have better mechanical
integrity between the matrix and the surface of the reinforcing agent for effective load
transfer in composites. Baji et al. (2010) proved that as the PCL �ber diameter reduces,
the tensile strength and modulus increase [103]. Figure 14a shows the tensile strength
and modulus versus �ber diameter. For �ber diameters greater than 2 � m, both tensile
modulus and tensile strength appear not to change with diameter. The degree of crys-
tallinity increases gradually as the PCL �ber diameter is reduced as shown in Figure 14b.
As for polymers, in general, an increase in the degree of crystallinity increases the density,
stiffness, strength, and toughness [155]. Huang et al. (2016) showed that with the addition
of conductive �ller materials, the diameter of �bers reduced due to increasing composition
of PVP/cellulose nanocrystal (CNC)/silver particle [ 156]. The addition of CNC increased
the tensile strength.

Figure 14. Cont.
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Figure 14. (a) Tensile strength/modulus vs fiber diameter [ 103]. (b) Crystallinity vs. fiber diameter [103].

The mechanical properties of different nano�bers are shown in Table 2. According to
Kancheva et al. (2015), the mechanical strength of various combinations of polylactic acid
(PLA) and PCL mats was reported to be enhanced after thermal treatment at 60 � C. The
melting of PCL enabled the sealing of the �bers, thus enhancing the mechanical properties
of mats [157]. Wang et al. (2004) reported an increase in modulus of silk/PEO �bers from
as-spun to methanol-treated and to water-extracted �bers [ 158]. The mechanical properties
of single �bers were characterized by AFM nanoindentation. Tan et al. (2005) studied
tensile property, using an approach that uses an atomic force microscope tip to stretch a
single electrospun PEO nano�ber. The elastic modulus of PEO nano�ber was found to be
45 MPa [159]. Lin et al. (2012) demonstrated characterization of mechanical properties of
ultra-thin electrospun polymer �bers. Electrospun techophilic, teco�ex, nylon 6, PVP, and
PEOX �bers were captured directly on the testing device, stretched at controlled rates, and
de�ected with forces created by different velocities of streams of air [160].

Table 2. Mechanical properties of nano�bers.

Nano�bers Tensile Strength Tensile Modulus Characteristics

PAN CNF
5.4 GPa 287 GPa Hot drawn and carbonized at 1100 � C, 400 nm in diameter [139]

7.3 GPa 262 GPa Carbonized at 800� C, 108 nm in diameter [104]

PCL 66 MPa 340 MPa 400 nm in diameter [102]

PVP
2.30 MPa [156]

7 MPa [160]
-

500 MPa [160]
300 nm in diameter [156]
800 nm in diameter [160]

PEO
-

45 MPa [159]
0.75 GPa [158]
22 MPa [159]

200 nm in diameter [158]
700 nm in diameter [159]

Nylon 6 900 MPa 304 MPa 800 nm in diameter [160]

PCL, polycaprolactone; PVP, polyvinyl pyrrolidone; PEO, polyethylene oxide.

3.2. Dielectric Properties

In this section, the dielectric properties of PAN �bers, carbon nano�llers, and other
electrospun �bers and different nanomaterials are discussed. According to classical theory,
the dielectric constant (k) is de�ned as the ratio of the permittivity (E) of a substance to the
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3.2.2. Other Electrospun Fibers and Nanoparticles

The dielectric properties of different nano�bers are shown in Table 4. Lee et al. (2003)
studied that dielectric constant strongly depends on solvent content and diameter of PCL
electrospun �bers. As the solvent content increases, the �ber diameter decreases and di-
electric constant increases [164]. Wei et al. (2014) reported the dielectric characterization of
annealed electrospun BaTiO3 �bers. Crystallized BaTiO 3 nano�bers showed better dielec-
tric permittivity [ 165]. Electrospun PVDF �bers have higher � -crystalline content which
enhances the piezoelectric property and its energy-harvesting application. Jabbarnia et al.
(2016) reported various electrospun PVDF/PVP mats fabricated with different percentages
of carbon black nanoparticles for the applications such as supercapacitor separators and
other energy storage devices. The dielectric constant values were increased with the carbon
black loading [ 166]. Lee et al. (2016) studied the effect of Fe and Co mixed with PVP. The
analysis of FE-SEM images of electrospun products obtained by using solutions with and
without citric acids was carried out. The composite showed excellent electromagnetic
(EM) wave absorption properties where the power loss of the FeCo nano�bers increased
to 20 GHz [167]. EM waves with frequencies in the microwave range of 12 to 18 GHz are
widely used in wireless communication networks, radar systems, military aircraft, and
satellite communication devices. Wang et al. (2011) studied that an increase in dielectric
constant was achieved in a combination of high aspect ratio barium titanate (BaTiO 3) and
graphene platelets in a silicon rubber matrix compared to their spherical counterparts.
Higher volume fractions of ferroelectric particles lead to increased dielectric constant but
also to lower mechanical properties. Composites with high aspect ratio �llers at lower
loading exhibit higher dielectric constant [ 168]. Issa et al. (2017) reported an increase in
permittivity by the addition of silver nanoparticles (AgNP) in PVDF. This is due to the in-
terfacial polarization associated with entrapment of free charges generated at the interfaces
between the AgNPs and PVDF [4]. Anita and Natarajan (2015) studied the potential of
ZnO nanopowders with PVA matrix for the use of UV shielding [169].

Table 4. Dielectric properties of different nanoparticles.

Pure Polymers Dielectric Constant Property

PAN � 3.5 Physical properties can increase with graphene [161]

PMMA � 3.5 Physical properties can increase with graphene [161]

PVDF � 11 Physical properties can increase with addition of AgNP [4]

PVP - EMI increases with addition of FeCo ( " 0� EMI) [167]

PVA - Uniform distribution of ZnO increases EMI ( " 0� EMI) [169]

PU - EMI increases with PEDOT (" 0� EMI) [170]

PCL � 10 Dielectric increases with DMF concentration [164]

PMMA, polymethyl methacrylate; PVDF, polyvinylidene �uoride; PEDOT, conductive poly(3,4-ethylenedioxythiophene); DMF, dimethyl-
formamide; PU, polyurethane.

The in situ sol–gel method (ISM) and direct deposition method (DDM) have been
discussed to analyze the effect of UV shielding. The ISM–PVA/ZnO composite showed
better UV absorption in optical transmission measurements due to the uniform dispersion
of the ZnO in the �brous matrix. Kim et al. (2016) analyzed the EMI-SE of multiwalled
carbon nanotube (MWCNT) reinforced polyurethane (PU) in the DMF with tetrahydrofuran
solvents and coated with conductive poly(3,4-ethylenedioxythiophene) (PEDOT) [ 170]. The
EMI-SE from a network analyzer shows 25 dB at the frequency range of 50 MHz–10 GHz.

4. Applications of Aligned Fibers

The authors of this paper, Isaac et al. (2017), observed improvements in the mechan-
ical strength and dielectric strength with increase in degree of alignment of �bers [ 171].
Aligned �bers are greatly bene�cial when they are used in applications including �eld
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effect transistors, gas and optical sensors, �ber reinforced composite materials, and tissue
engineering [172,173]. Bashur (2009) discussed the application of aligned �bers in the �eld
of tissue engineering [174]. Moreover, Lawrence and Liu (2006) and Katti et al. (2004) stated
that there are other applications found in the variety of areas if the �bers are in aligned
form [ 175,176]. This section discusses mechanical and dielectric applications of aligned
electrospun �bers.

4.1. In�uence of Aligned Fibers on Mechanical Properties of Nano�ber Mats

Hou et al. (2005) showed that well-aligned, multi-walled carbon nanotubes (MWCNT)
can improve the mechanical properties of a PAN-based nano�ber mat [ 177]. Kannan et al.
(2007) demonstrated that electrospun polymer/CNT leads to nanocomposite �bers with
embedded CNTs orienting parallel to the nano�ber axis [ 178]. Moreover, alignment of
CNTs in the �ber direction can improve thermal conductivity [ 179]. Dhakate et al. (2016)
reported that semi-aligned electrospun carbon nano�ber composites show excellent bend-
ing strength and interlaminar shear strength [ 180]. High-performance aramid copolymer
�bers underwent four treatment factors. Among them, the degree of stretching after co-
agulation resulted in high degree of molecular orientation. The increased tensile strength
of aramid �bers improved the cut resistance of aramid �bers, and therefore can be used
in cut protection [ 181]. Ultra-high molecular weight polyethylene �bers with the tensile
strength of 1.5 GPa were successfully prepared and structure and tensile property were
studied. The increase in draw ratio improved the crystallinity of ultra high molecular
weight polyethylene �bers. The molecular orientation degree increased, and tensile prop-
erty also improved [ 182]. Increasing the draw-ratio resulted in an increased molecular
orientation, Young's modulus, and tensile strength of poly(amide-block-aramid) �bers
comprised of alternating rigid aramid blocks of poly(p-phenylene terephthalamide) (PPTA)
and �exible blocks of polyamide 6,6. Heat treatment at 300 � C of the �bers resulted in an
increase of Young's modulus and minor increase of strength [183].

Aligned micro scale �bers (7 � m diameter) have application in composite reinforce-
ment. There is increased need to manufacture complex composites for light weight applica-
tions. Carbon/epoxy composites have greater application in aircraft, sports cars, and space
crafts because of a better strength to weight ratio than that of metals like aluminum alloys.
They are thermally stable because of the lower coef�cients of thermal expansion properties
of carbon �bers. Yu et al. (2014) showed that short carbon �ber composites can be used in
places where complex shapes and ductile properties are required [184]. Short carbon �bers,
with an aspect ratio of 400, resulted in composites with a tensile modulus of 119 GPa and
strength of 1211 GPa.

Compton and Lewis (2014) reported that cellular composites with controlled alignment
of multi-scale and high aspect ratio �bers can result in reinforcement of hierarchical
structures [185]. They demonstrated the �rst 3D printed cellular composites composed
of oriented �ber-�lled epoxy with exceptional mechanical properties. Malek et al. (2017)
developed a new carbon �ber reinforced epoxy for 3D printing which resulted in printing
materials with longitudinal Young's modulus up to 57 GPa [186].

4.2. In�uence of Aligned Fibers on Dielectric Properties of Nano�ber Mats

Ning et al. (2014) showed that aligned MWCNT/PVA has high dielectric constant,
low dielectric loss, high breakdown strength, and high energy density. These properties
contribute in applications such as arti�cial muscles, energy storage, �exible electronics, and
sensors [187]. Aligned MWCNT/PVA composite �lms were prepared by using electrospin-
ning in situ �lm-forming technique. Additionally, Liu et al. (2012) con�rmed the tailoring
of dielectric property by controlling the alignment of CNTs [ 187]. Ma et al. (2012) reported
that aligned PVDF had better molecular orientation than its random �ber counterparts.
This is because of the smaller diameter of the aligned �bers. These nano�bers have applica-
tions in the �eld of sensors and actuators [ 188]. Agarwal et al. (2009) reported that aligned
�bers have applications in nano�uidics, superhydrophobic patterning, nanoelectronics,
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the three given samples for their SEM images, tensile strengths, and dielectric properties as
shown in Figure 23c. Sample 3 gives consistent and uniform �bers. The best parameters
at 8 wt.% correspond to Sample 3. The Sample 3 has uniform �ber distribution with the
lowest range in diameters. Moreover, the �bers are formed without beads. The tensile
strength and dielectric constant of Sample 3 is found to be 4.43 MPa and 2.56, respectively.

6. Future Work

While a few studies have methodically experimented with system parameter opti-
mization for limited sets of parameters, none has studied the nonlinear effects of two
or more factors with three levels per factor for obtaining the mechanical and dielectric
responses. Consequently, parameter interactions and nonlinearities have were studied,
in-depth, to optimize alignment for mechanical and dielectric properties. Very few studies
have been conducted on the nano�ber orientation variations along the �ber direction, using
a rotating mandrel and its effect on mechanical and dielectric properties. The variability of
data in both dielectric and tensile tests needs to be quantitatively addressed, and therefore
a modi�ed improved system should be developed. The improved system will lead to
consistencies in the behavior of nano�ber specimens and acceptable standard deviations in
variability that indicate meaningful parameter levels and trends. Future work will focus on
system improvements and methodical experimentation (Design of Experiments), to opti-
mize system parameters for improved mechanical and dielectric responses and application
of PAN nano�ber mat materials in advanced mechanical and energy applications. Future
research work will determine the nature of the trade-off between mechanical strength and
dielectric properties—whether it is linear or non-linear, synergistic, or detrimental.

7. Conclusions

This work has provided a detailed review and analysis of methods for alignment of
electrospun �bers and their resulting mechanical and dielectric properties. A key consid-
eration is the molecular orientation of �bers along the �ber direction, as it is important
for improvement in mechanical properties. Design con�guration options for electrospin-
ning apparatuses were surveyed in order to analyze the ability of each to improve �ber
alignment. Given the mechanical and dielectric performance improvement possible with
increasing �ber alignment, the need to improve electrospinning apparatus capabilities for
�ber alignment is paramount and worthy of further study and experimentation.
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