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Figure 6. Effect of subsurface drain systems on the cumulative storage variation in the micro-watershed
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for: (a) the calibration period (2006) and the validation periods: (b) 2007; (c) 2008; and (d) 2009.

3.2. Impact of Subsurface Drainage and Soil Hydraulic Conductivity on Micro-Watershed Outlet Flow

Figure 7 presents the simulated cumulative outlet flow with and without subsurface drainage
systems. It is noted that: (1) the flow in presence of subsurface drain systems is larger than in the
situation without subsurface drainage for the four scenarios; (2) the lower the saturated hydraulic
conductivities, the lower the flows (with and without subsurface drains); and (3) the gap or the
difference between the hydrographs with and without subsurface drainage increases when saturated
hydraulic conductivities are higher. Considering the cumulative flow values at the end of the
simulations, for Sc. 1 to Sc. 4 those with subsurface drainage increase by 12.5%, 4.5%, 22.0% and
3.0%, respectively. Compared to those of Sc. 1, for Sc. 2 and Sc. 4 the flows decrease 60.0% and
75.0%, respectively, and increase to more than 10.0% for Sc. 3. The decreases or increase in flows with

subsurface drainage were higher than those of flows without drainage.

Figure 7. Cumulative daily mean flow at the micro-watershed outlet for Scenarios 1 to 4 with labels

“d” and “nd” representing simulations with and without drainage systems, respectively.

82



Water 2016, 8, 326

Figure 8 presents the flow characteristics for Scenarios 1 to 4; namely: (a) daily mean flow
expressed in form of box plot of logarithmic values; (b) maximum flow; and (c¢) minimum flow. For all
of these scenarios, it was observed generally that the maximum flow without subsurface drainage is
larger than that with subsurface drainage. Meanwhile, the reverse was observed for the minimum
flow: the minimum flow without subsurface drainage is lower than that with drainage. As for
cumulative flows at the end of each simulation, it was found that differences between extreme flows
(maximum and minimum with and without drainage) are larger when the soil is more conductive
(higher saturated hydraulic conductivity).
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Figure 8. Micro-watershed outlet daily mean flows: (a) log-transformed daily mean flow; (b) their
maximum values; and (c) their minimum values (“d” and “nd” expressing simulation with and without
subsurface drainage, respectively) for Scenarios 1 to 4.

3.3. Impact of Subsurface Drainage and Soil Saturated Hydraulic Conductivity on Surface Runoff,
Surface Water and Groundwater Coupling

Figure 9 presents the different flow values of exfiltration, infiltration and surface runoff for
simulations with and without subsurface drainage systems for Sc. 1 to Sc. 4 in the form of box plots.
From these results, it appears that generally exfiltration and surface runoff flows for simulations
without subsurface drainage are higher than those with subsurface drainage. This situation is reversed
when considering the infiltration process is concerned: flows are higher when simulations are with
subsurface drain systems. Having the largest saturated hydraulic conductivity values, Sc. 3 presented
highest variations in total exfiltration, infiltration and surface runoff between simulations with and
without subsurface drainage systems. Since Sc. 4 had the smallest hydraulic conductivity values in
the entire soil profile, it also had the smallest variations of exfiltration, infiltration and surface flows.
It was also observed that scenarios having isotropic layers in the first group of layers (surface layers),
namely Sc. 3 and Sc. 4, yielded infiltration and surface runoff flow variations that are almost equal.
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Figure 9. Impact of subsurface drain networks and soils on exfiltration (a); infiltration (b) and surface
(c) flows in form of box plots (outlier omitted) with “d” and “nd” expressing simulation with and
without subsurface drainage, respectively for Scenarios 1 to 4.

3.4. Impact of Subsurface Drainage and Soil Saturated Hydraulic Conductivity on the Outlet Flow Hydrograph

The hydrograph of the daily mean flow at the micro-watershed outlet and its different components
for Sc. 1 are presented in Figure 10. It was observed that: (1) exfiltration is the most dominant flow;
(2) peaks of the hydrograph are largely dominated by surface runoff; and (3) subsurface drain flow
variations are low and tend to zero during the period where there precipitation was very low.
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Figure 10. Hydrograph of daily mean flow at micro-watershed outlet and its different components
(exfiltration, runoff, and drains) for Scenario 1.

The cumulative flow at the outlet of the micro-watershed and its various components, and its
relation with them for Sc. 1 to Sc. 4 are illustrated in Figure 11. For Sc. 1, these curves show that
exfiltration, subsurface drain flow and surface runoff represent 56%, 23% and 21% of the cumulative
flow at the outlet of the micro-watershed, respectively. Given that the micro-watershed is artificially
drained over 30% of its area, the contribution of the subsurface drain networks to the micro-watershed
outlet is significant.
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Figure 11. Curves of cumulative flow at the micro-watershed outlet (O) and its different components
(exfiltration: E, drains: D and runoff: R) of: (a) Scenario 1; (b) Scenario 2; (c) Scenario 3; (d) Scenario 4;
and (e) ratios of E, D, R over O.
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Considering the values of exfiltration (E) and subsurface drain flow (D) over outlet flow (O)
(i.e., E/O and D/O) in decreasing order, the scenarios can be classified as follows: Sc. 3, Sc. 1, Sc. 2 and
Sc. 4. On the other hand, from the point of view of the decrease in the ratio of the surface runoff (R)
over outlet flow (O) (i.e., R/O), they can be classified in the order Sc. 4, Sc. 2, Sc. 1 and Sc. 3. Thus, it
was observed that when the soil is more conductive, the exfiltration and subsurface drain flows are
higher while the surface runoff flow is lower.

When the last two contributing flows are further analysed (subsurface drain flow and surface
runoff), it should be noted that for Sc. 1, subsurface drain flow is slightly larger than surface runoff.
For Sc. 3, where the soil is more conductive than for Sc. 1, subsurface drain flow is significantly larger
than surface runoff. For Sc. 2 and Sc. 4, where soils are less conductive than for Sc. 1, the surface runoff
is larger than the subsurface drain flow.

4. Discussion

4.1. Simulation of the Flow at the Micro-Watershed Outlet and Analysis of the Effect of Subsurface Drainage on
the Storage Variation

Given the simulated flow results obtained at the micro-watershed outlet, the performance
of CATHY was deemed satisfactory. It was better when the effective precipitation was larger;
corresponding to large observed and simulated flows. Subsurface drainage is a needful agricultural
practice during periods with high water tables under the effect of high precipitation or irrigation [1,2].
This study demonstrated that CATHY can reliably predict subsurface drainage flow during wet periods;
that is the time when it is imperative to know whether a drainage system can meet design criteria.

When considering the dynamics of the cumulative storage variation, results showed that the
behaviour depended not only on the amount of precipitation but also on the associated distribution
throughout the year. For a year with more summer precipitation, the simulation curve with subsurface
drains remained in general below the curve without subsurface drains, indicating that there was
subsurface-drain flow throughout the simulation period. In the presence of low summer precipitation,
the first curve was below the second one, illustrating the absence of flow through the subsurface
drainage networks. When the first curve was below the second one, the implication is that not only did
subsurface agricultural drains evacuate precipitation very fast, but they increased the flow at the outlet
of the micro-watershed. This means that subsurface drains increase the amount of water flowing from
the soil toward the watershed outlet by diminishing the water content of the soil [63]. Konyha et al.
found that the total flow exiting from a drained field could increase by 10% [64]. Since the drains
route a portion of the subsurface flow faster toward surface waters (outlet), this results in a decrease of
storage in the porous media-less water being actually stored in the soil profile-and an increase in the
micro-watershed outlet flow. The implementation of a subsurface drainage network generally entails a
reduction of the response time of agricultural plots [65,66].

4.2. Impact of Subsurface Drainage and Soil Hydraulic Conductivity on the Micro-Watershed Outlet Flow

Tile drains can substantially alter the total water yield from a field or small watershed as well
as modify the timing and shape of the hydrograph [8]. Tile drainage increases the proportion of
annual precipitation that is discharged to surface waters via subsurface flow relative to the amount
that is stored, evaporated or transpired [9-11]. Total water yield from a field tends to increase with
the installation of subsurface drainage while surface runoff and sediment yield are often significantly
decreased [2,16,17].

By increasing the drainage capacity of the soils, it was observed at the micro-watershed outlet that:
(a) agricultural subsurface drains increased the cumulative mean daily and base (minimum) flows,
and decreased peak flows (maximum); (b) the smaller were the saturated hydraulic conductivities, the
smaller were the flows (with or without subsurface drainage); (c) the gap between the cumulative flow
curve with drainage and that without drainage increased when saturated hydraulic conductivities
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were higher; and (d) the differences between extreme flows (maximum and minimum with and
without drainage) were higher when the soil was more conductive (greater values of saturated
hydraulic conductivity).

4.3. Impact of Subsurface Drainage and Soil Saturated Hydraulic Conductivity on Surface Runoff,
Surface Water and Groundwater Coupling

Several studies have dealt with the impact of subsurface agricultural drainage on the hydrology
of fields and watersheds. The implementation of a network of drains generally entails a reduction
in surface runoff by increasing infiltration of precipitation [67-70]. The changes associated with
subsurface agricultural drainage according to soil properties have an impact on the hydrologic budget
by altering subsurface water flow, in particular, flows to the surface (watershed outlet) by exfiltration.
That being said, soil properties, in particular saturated hydraulic conductivity, may affect the extent to
which subsurface drainage can influence subsurface flow [67].

When considering surface and subsurface waters, drains reduced exfiltration and surface runoff,
and increased infiltration. The more conductive were the soils, the more exfiltration and subsurface
drain flows were higher, whereas surface runoff was lower, and for isotropic surface layers, the
variations in surface runoff and infiltration were almost equal. Most soils are heterogeneous and
anisotropic; that is, hydraulic properties vary in space and are higher in a given direction [71].
When considering isotropy and anisotropy of the soil layer groups, it is evident that these properties
play an important role on exfiltration, surface runoff and infiltration of water, and consequently on
flows (maximum, minimum and total) at the micro-watershed outlet.

4.4. Behavior of the Outlet Hydrograph Components

Groundwater discharge to streams is commonly expressed as base flow, which is streamflow
that occurs during dry times of the year [72]. Groundwater contribution is very low during the
flood periods but can be very important at the annual scale and surface runoff is the most significant
component in observed flows during floods [73]. When analysing the outlet hydrograph, it was noticed
that: (a) exfiltration was the dominant process; (b) peaks were largely dominated by surface runoff;
and (c) variations in subsurface drain flow were low.

5. Conclusions

The corner stone of this study was the application of CATHY, a 3D hydrological model, to assess
the influence of artificial subsurface drainage on flows at the watershed level. Flows simulated by
CATHY at the outlet of the study watershed corroborated well with observed data mostly during wet
years. For these years, subsurface water flows easily towards the micro-watershed outlet via drains,
allowing the model to properly simulate the flows at the outlet of micro-watershed. Furthermore,
simulations were consistent with the traditional approaches of subsurface drainage effects on surface
and subsurface components such as base and peak flows, surface runoff, infiltration, and exfiltration.

The development of scenarios aims to support management practices such as the effect of tillage
on infiltration or percolation of rain in soil layers. Next to that, when measuring the saturated hydraulic
conductivities in situ or in laboratory, their values can fluctuate within a certain range of order 10.
The aim of this study was conducted in this context.

These types of studies are needed to build our capacities to manage water resources in agricultural
watersheds, where water flow dynamics are often manipulated to increase productivity. A good control
of the impact of these manipulations will result in a better understanding of the flows and improved
design of management actions to reduce the risks of degrading the quality of surface waters.

Acknowledgments: The authors wish to thank Eric van Bochove, Georges Thériault, Catherine Bossé,
Genevieve Montminy, Michel Nolin, Luc Lamontagne, and Mario Deschénes of Agriculture and Agri-food
Canada for providing data. Special thanks to Brook Harker and David Kiely of AAC for their coordination of
WEBs (Watershed Evaluation of Beneficial Management Practices) project. This project has received financial

87



Water 2016, 8, 326

support from AAC (Alain N. Rousseau, principal investigator of the project “Hydrological-economic modelling
of Beneficial Managements Practices impact on water quality in an agricultural watershed”) and OMAFRA
(Ontario Ministry of Agriculture, Food and Rural Affairs) (Wanhong Yang of the University of Guelph,
principal investigator of the project “Evaluating the Cost Effectiveness of Multiple Best Management Practices in
Agricultural Watersheds”).

Author Contributions: All the authors conceived and designed the numerical experiments; Mushombe Muma
performed the numerical experiments and the permeability tests or slug tests; Mushombe Muma analyzed the
data and wrote the paper under the supervision of Alain N. Rousseau and Silvio J. Gumiere.

Conflicts of Interest: The authors declare no conflict of interest.

References

1. Eggelsmann, R. Drinanleitung fiir den Landbau, Ingenieurbau und Landschaftsbau, 2nd ed.; Verlag Paul Parey:
Hamburg, Germany, 1981.

2. Skaggs, RW.; Brevé, M.A_; Gilliam, J.W. Hydrologic and water quality impacts of agricultural drainage.
Crit. Rev. Environ. Sci. Technol. 1994, 24, 1-32. [CrossRef]

3. Eidman, V. Minnesota farmland drainage: Profitability and concerns. Minn. Agric. Econ. 1997. No 688.
Department of Applied Economics, University of Minnesota, St. Paul, MN, USA, 1997. Available online:
http:/ /ageconsearch.umn.edu/bitstream/13165/1/mae688a.pdf (accessed on 2 June 2015).

4. Fausey, N.R. Drainage: Inadequacy and crop response. In Encyclopedia of Water Science; Stewart, B.A.,
Howell, T., Eds.; Taylor and Francis: Oxford, UK, 2003; pp. 132-134.

5. Fausey, N.R. Drainage management for humid regions. Int. Agric. Eng. ]. 2005, 14, 209-214.

6.  Basin Technical and Scientific Advisory Committee (BTSAC). Water Management Options for Subsurface
Drainage: Briefing Paper 2. 2012. Available online: http:/ /www.rrbdin.org/archives /4520 (accessed on
28 June 2014).

7.  St-Hilaire, A.; Duchesne, A.S.; Rousseau, A.N. Floods and water quality in Canada—A review of the
interactions with urbanization, agriculture and forestry. Can. Water Resour. ]. 2015, 41, 273-287. [CrossRef]

8. Schilling, K.E.; Helmers, M. Effects of subsurface drainage tiles on streamflow in Iowa agricultural
watersheds: Exploratory hydrograph analysis. Hydrol. Process. 2008, 22, 4497-4506. [CrossRef]

9.  Serrano, S.E.; Whiteley, H.R.; Irwin, R.W. Effects of agricultural drainage on streamflow in the Middle
Thames River, Ontario, 1949-1980. Can. |. Civ. Eng. 1985, 12, 875-885. [CrossRef]

10. Magner, J.A.; Payne, G.A.; Steffen, L.]J. Drainage effects on stream nitrate-n and hydrology in south-central
Minnesota (USA). Environ. Monit. Assess. 2004, 91, 183-198. [CrossRef] [PubMed]

11. Tomer, M.D.; Meek, D.W.; Kramer, L.A. Agricultural practices influence flow regimes of headwater streams
in Western Iowa. J. Environ. Qual. 2005, 34, 1547-1558. [CrossRef] [PubMed]

12.  King, KW.; Fausey, N.R.; Williams, M.R. Effect of subsurface drainage on streamflow in an agricultural
headwater watershed. J. Hydrol. 2014, 519, 438-445. [CrossRef]

13.  Macrae, M.L.; English, M.C.; Schiff, S.L.; Stone, M. Intra-annual variability in the contribution of tile drains
to basin discharge and phosphorus export in a first-order agricultural catchment. Agric. Water Manag. 2007,
92,171-182. [CrossRef]

14. Culley, ].L.B.; Bolton, E.E. Suspended solids and phosphorus loads from a clay soil: II. Watershed study.
J. Environ. Qual. 1983, 12, 498-503. [CrossRef]

15.  Xue, Y.; David, M.B.; Gentry, L.E.; Kovacic, D.A. Kinetics and modeling of dissolved phosphorus export
from a tile-drained agricultural watershed. J. Environ. Qual. 1998, 27, 917-922. [CrossRef]

16. Robinson, M.; Rycroft, D.W. The impact of drainage on stream flows. Agron. Monogr. 1999, 38, 767-800.

17.  Dolezal, F.; Kulhavy, Z.; Soukup, M.; Kodesova, R. Hydrology of tile drainage runoff. Phys. Chem. Earth B
Hydrol. Ocean Atmos. 2001, 26, 623-627. [CrossRef]

18.  Robinson, M. Impact of Improved Land Drainage on River Flows; Institute of Hydrology Center for Ecology and
Hydrology: Edinburgh, UK, 1990.

19. Bengtson, R.L.; Carter, C.E.; Fouss, ].L.; Southwick, L.M.; Willis, G.H. Agricutural drainage and water quality
in the Mississippi delta. ]. Irrig. Drain. Eng. 1995, 121, 292-295. [CrossRef]

20. Zucker, L.A,, Brown, L.C.E., Eds.; Agricultural Drainage: Water Quality Impacts and Subsurface Drainage Studies

in the Midwest; The Ohio State University: Columbus, OH, USA, 1998.

88



Water 2016, 8, 326

21.

22.

23.

24.

25.

26.

27.

28.

29.

30.

31.

32.

33.

34.

35.

36.

37.

38.

39.

40.

41.

42,

Kleinman, P.J.A.; Smith, D.R.; Bolster, C.H.; Easton, Z.M. Phosphorus Fate, Management, and Modeling in
Artificially Drained Systems. J. Environ. Qual. 2015, 44, 460-466. [CrossRef] [PubMed]

Wiskow, E.; van der Ploeg, R.R. Calculation of drain spacings for optimal rainstorm flood control. J. Hydrol.
2003, 272, 163-174. [CrossRef]

King, K.W.; Williams, M.R.; Faussey, N.R. Contributions of systematic tile drainage to watershed-scale
phosphorus transport. J. Environ. Qual. 2015, 44, 486-494. [CrossRef] [PubMed]

Smith, D.R.; King, K.W.; Johnson, L.; Francesconi, W.; Richards, P.; Baker, D.; Sharpley, A.N. Surface runoff
and tile drainage transport of phosphorus in the midwestern United States. ]. Environ. Qual. 2015, 44,
495-502. [CrossRef] [PubMed]

Schottler, S.P; Ulrich, J.; Belmont, P.; Moore, R.; Lauer, W.J.; Engstrom, D.R.; Almendinger, J.E. Twentieth
century agricultural drainage creates more erosive rivers. Hydrol. Process. 2014, 28, 1951-1961. [CrossRef]
Dunn, S.M.; Mackay, R. Modelling the hydrological impact of open ditch drainage. J. Hydrol. 1996, 179,
37-66. [CrossRef]

Holden, J.; Chapman, P.J.; Labadz, J.C. Artificial drainage of peatlands: Hydrological andhydrochemical
process and wetland restoration. Prog. Phys. Geogr. 2004, 28, 95-123. [CrossRef]

Vidon, P; Cuadra, P.E. Phosphorus dynamics in tile-drain flow during storms in the US Midwest.
Agric. Water Manag. 2011, 98, 532-540. [CrossRef]

Kung, K.J.S.; Kladivko, E.J.; Gish, T.].; Steenhuis, T.S.; Bubenzer, G.; Helling, C.S. Quantifying preferential
flow by breakthrough of sequentially applied tracers: Silt loam soil. Soil Sci. Soc. Am. J. 2000, 64, 1296-1304.
[CrossRef]

Bixio, A.C.; Orlandini, S.; Paniconi, C.; Putti, M. Modeling groundwater-surface water interactions including
effects of morphogenetic depressions in the Chernobyl exclusion zone. Environ. Geol. 2002, 42, 162-177.
[CrossRef]

Orlandini, S. On the spatial variation of resistance to flow in upland channel networks. Water Resour. Res.
2002, 38, 1197. [CrossRef]

Paniconi, C.; Troch, P.A.; van Loon, E.E; Hilberts, A.G.J. Hillslope-storage Boussinesq model for subsurface
flow and variable source areas along complex hillslopes: 2. Intercomparison with a three-dimensional
Richards equation model. Water Resour. Res. 2003, 39, 1317. [CrossRef]

D'Haese, C.MLE; Putti, M.; Paniconi, C.; Verhoest, N.E.C. Assessment of adaptive and heuristic time stepping
for variably saturated flow. Int. J. Numer. Methods Fluids 2007, 53, 1173-1193. [CrossRef]

Gauthier, M.].; Camporese, M.; Rivard, C.; Paniconi, C.; Larocque, M. A modeling study of heterogeneity
and surface water-groundwater interactions in the Thomas Brook catchment, Annapolis Valley (Nova Scotia,
Canada). Hydrol. Earth Syst. Sci. 2009, 13, 1583-1596. [CrossRef]

Sulis, M.; Meyerhoff, S.B.; Paniconi, C.; Maxwell, RM.; Putti, M.; Kollet, S.J. A comparison of two
physics-based numerical models for simulating surface water-groundwater interactions. Adv. Water Resour.
2010, 33, 456-467. [CrossRef]

Sulis, M.; Paniconi, C.; Camporese, M. Impact of grid resolution on the integrated and distributed response
of a coupled surface-subsurface hydrological model for the des Anglais catchment, Quebec. Hydrol. Process.
2011, 25, 1853-1865. [CrossRef]

Sulis, M.; Paniconi, C.; Rivard, C.; Harvey, R.; Chaumont, D. Assessment of climate change impacts at the
catchment scale with a detailed hydrological model of surface-subsurface interactions and comparison with
a land surface model. Water Resour. Res. 2011, 47, W01513. [CrossRef]

Broda, S.; Paniconi, C.; Larocque, M. Numerical investigation of leakage in sloping aquifers. J. Hydrol. 2011,
409, 49-61. [CrossRef]

Zanello, F.; Teatini, P,; Putti, M.; Gambolati, G. Long term peatland subsidence: Experimental study and
modeling scenarios in the Venice coastland. J. Geophys. Res. Earth Surf. 2011, 116, F04002. [CrossRef]
Dages, C.; Paniconi, C.; Sulis, M. Analysis of coupling errors in a physically-based integrated surface
water-groundwater model. Adv. Water Resour. 2012, 49, 86-96. [CrossRef]

Guay, C.; Nastev, M.; Paniconi, C.; Sulis, M. Comparison of two modeling approaches for
groundwater—surface water interactions. Hydrol. Process. 2013, 27, 2258-2270. [CrossRef]

Passadore, G.; Monego, M.; Altissimo, L.; Sottani, A.; Putti, M.; Rinaldo, A. Alternative conceptual models
and the robustness of groundwater management scenarios in the multi-aquifer system of the Central Veneto
Basin, Italy. Hydrogeol. ]. 2012, 20, 419-433. [CrossRef]

89



Water 2016, 8, 326

43.

44.

45.

46.

47.

48.

49.

50.

51.

52.

53.

54.

55.

56.

57.

58.

59.

60.

61.

Niu, G.-Y.; Paniconi, C.; Troch, P.A.; Scott, R.L.; Durcik, M.; Zeng, X.; Huxman, T.; Goodrich, D.C.
An integrated modelling framework of catchment-scale ecohydrological processes: 1. Model description and
tests over an energy-limited watershed. Ecohydrology 2013, 7, 427-439. [CrossRef]

Lamontagne, L.; Martin, A.; Nolin, M.C. Etude Pédologique du Bassin Versant du Bras d’Henri (Québec);
Laboratoires de Pédologie et D’agriculture de Précision, Centre de Recherche et de Développement sur les
sols et les Grandes Cultures, Service National D’information sur les Terres et les eaux, Direction Générale de
la Recherche, Agriculture et Agroalimentaire Canada: Sainte-Foy, QC, Canada, 2010.

Agriculture & Agri-Food Canada. Greencover Canada. Government of Canada. 2004a. Available online:
http:/ /www.agr.gc.ca/env/greencover-verdir/index_e.phtml (accessed on 20 May 2015).

Agriculture & Agri-Food Canada. Watershed Evaluation of BMPs (WEBs). Government of Canada.
2004b. Available online: http://www.agr.gc.ca/env/greencover-verdir/webs_abstract_e.phtml (accessed
on 20 May 2015).

Agriculture & Agri-Food Canada. Watershed Evaluation of BMPs (WEBs). Government of Canada. 2004c.
Available online: http://www.agr.gc.ca/AAFC-AAC/displa-afficher.do?id=1228497657135&lang=eng
(accessed on 20 May 2015).

Muma, M.; Gumiere, S.J.; Rousseau, A.N. Analyses de sensibilité globales du modele CATHY aux propriétés
hydrodynamiques du sol d’un micro-bassin agricole drainé. Hydrol. Sci. |. 2014, 59, 1606-1623. [CrossRef]
Ratte-Fortin, C. Développement d'une Méthode D’évaluation de L'impact de Pratiques de Gestion Bénéfiques sur les
Flux de Contaminants Agricoles: Cas du Micro-Bassin Versant D’intervention du Bras d’Henri, Québec, Canada;
Mémoire de Maitrise, Institut National de la Recherche Scientifique—Centre Eau Terre Environnement
(INRS-ETE): Ville de Québec, QC, Canada, 2014.

Bouwer, H.; Rice, R.C. A slug test for determining hydraulic conductivity of unconfined aquifers with
completely or partially penetrating wells. Water Resour. Res. 1976, 12, 424-428. [CrossRef]

Pandit, N.S.; Miner, R.F. Interpretation of slug test data. Ground Water 1986, 24, 743-749. [CrossRef]
Camporese, M.; Paniconi, C.; Putti, M.; Orlandini, S. Surface-subsurface flow modeling with path-based
runoff routing, boundary condition-based coupling, and assimilation of multisource observation data.
Water Resour. Res. 2010, 46, W02512. [CrossRef]

Paniconi, C.; Putti, M. A comparison of Picard and Newton iteration in the numerical solution of
multidimensional variably saturated flow problems. Water Resour. Res. 1994, 30, 3357-3374. [CrossRef]
Ministere de I’Agriculture, des Pécheries et de 1’Alimentation du Québec (MAPAQ). Profil de la région
Chaudiere-Appalaches (région 12)-Climat [en ligne]. Ministere de 1’ Agriculture, Pécheries et Alimentation du
Québec: Canada, 2007. Available online: http:/ /www.mapaq.gouv.qc.ca/Fr/Regions/chaudiereappalache/
vraiprofil/ (accessed on 26 June 2015).

Allen, R.G.; Pereira, L.S.; Raes, D.; Smith, M. Crop Evapotranspiration: Guidelines for Computing Crop Water
Requirements; Irrigation and Drainage, FAO: Roma, Italy, 1998.

Fortin, J.P.; Turcotte, R.; Massicotte, S.; Moussa, R.; Fitzback, J.; Villeneuve, J.P. A distributed watershed
model compatible with remote sensing and GIS data. Part 1: Description of the model. J. Hydrol. Eng. 2001,
6,91-99. [CrossRef]

Fortin, J.P.; Turcotte, R.; Massicotte, S.; Moussa, R.; Fitzback, J.; Villeneuve, J.P. A distributed watershed
model compatible with remote sensing and GIS data. Part 2: Application to the Chaudiere Watershed.
J. Hydrol. Eng. 2001, 6, 100-108. [CrossRef]

Fortin, J.P.; Moussa, R.; Bocquillon, C.; Villeneuve, ].P. Hydrotel, un model hydrologique distribué pouvant
bénéficier des données fournies par la télédétection et les systemes d'information géographique. Rev. Sci.
de I’Eau 1995, 8, 97-124. [CrossRef]

Rousseau, A.N.; Savary, S.; Hallema, D.W.; Gumiere, S.J.; Foulon, E. Modeling the effects of agricultural
BMPs on sediments, nutrients and water quality of the Beaurivage River watershed (Quebec, Canada).
Can. Water Resour. J. 2013, 38, 99-120. [CrossRef]

Lagacé, R. Infiltration et Drainage, Notes de Cours: Bilan Hydrique au Québec. Département des Sols et de
Génie Agroalimentaire, Université Laval: Québec City, QC, Canada, 2012. Available online: http:/ /www.grr.
ulaval.ca/gaa_7003/Documents/Notes_cours_2012/CH_10_Bilan_QC.pdf (accessed on 12 January 2015).
Savoie, V. Le Drainage de Surface; Formation OAQ, MAPAQ: Centre du Québec, QC, Canada, 2009.

90



Water 2016, 8, 326

62.

63.

64.

65.

66.

67.
68.

69.

70.

71.

72.

73.

Bessiere, H. Assimilation de Données Variationnelles Pour la Modélisation Hydrologique Distribuée des
Crues a Cinétique Rapide. These de Doctorat, Université de Toulouse, Institut National Polytechnique de
Toulouse, Toulouse, France, 2008.

Larson, C.L.; Moore, 1.D. Hydrologic impact of draining small depressional watersheds. J. Irrig. Drain. Div.
1980, 104, 345-363.

Konyha, K.D.; Skaggs, RW.; Gilliam, J].W. Effects of drainage and water management practices on hydrology.
J. Irrig. Drain. Eng. 1992, 118, 807-819. [CrossRef]

Bailey, A.D.; Bree, T. Effect of improved land drainage on river flood flows. In Flood Studies Report-Five Years
on; Thomas Talford: London, UK, 1981; pp. 95-106.

Rycrott, D.W.; Massey, W. The Effect of Field Drainage on the River Flood Flows; Field Drainage Experimental
Unit, MAFF: London, UK, 1975.

Hill, A.R. The environmental impacts of agricultural land drainage. ]. Environ. Manag. 1976, 4, 251-274.
Irwin, R.W.; Whitely, H.R. Effects of land drainage on stream flow. Can. Water Resour. J. 1983, 8, 88-103.
[CrossRef]

Thomas, D.L.; Perry, C.D.; Evans, R.O.; Izuno, ET.; Stone, K.C.; Gilliam, J.W. Agricultural drainage effects on
water quality in Southeastern U.S. |. Irrig. Drain. Eng. 1995, 121, 277-282. [CrossRef]

Watelet, A.; Johnson, P.G. Hydrology and water quality of the Raisin River: Overview of impacts of recent
land and channel changes in Eastern Ontario. Can. J. Water Qual. Res. 1999, 34, 361-390.

Kasenow, M. Determination of Hydraulic Conductivity from Grain Size Analysis; Water Resources Publications,
L.L.C.: Highlands, CO, USA, 2010.

Winkler, R.D.; Moore, R.D.; Redding, T.E.; Spittlehouse, D.L.; Carlyle-Moses, D.E.; Smerdon, B.D. Hydrologic
Processes and Watershed Response. Compendium of Forest Hydrology and Geomorphology in British Columbia;
Pike, R.G., Redding, T.E., Moore, R.D., Winkler, R.D., Bladon, K.D., Eds.; B.C. Min. For. Range, For. Sci.
Prog., Victoria, B.C. and FORREX Forum for Research and Extension in Natural Resources, Kamloops, B.C.
Land Manag. Handb. Government Publications Services: Victoria, BC, Canada, 2000.

Bennis, S. Hydraulique et Hydrologie, 2¢ Edition Revue et Augmentée; Presses de 1'Université du Québec:
Ville de Québec, QC, Canada, 2009.

@ © 2016 by the authors. Licensee MDPI, Basel, Switzerland. This article is an open access
article distributed under the terms and conditions of the Creative Commons Attribution
[

(CC BY) license (http:/ /creativecommons.org/licenses /by /4.0/).

91



. water ﬁw\n\l’y

Atrticle

Characterizing Changes in Streamflow and
Sediment Supply in the Sacramento River Basin,
California, Using Hydrological Simulation
Program—FORTRAN (HSPF)

Michelle Stern '-*, Lorraine Flint !, Justin Minear 2, Alan Flint ! and Scott Wright 1

1 California Water Science Center, United States Geological Survey, Sacramento, CA 95819, USA;

Iflint@usgs.gov (L.E); aflint@usgs.gov (A.E.); sawright@usgs.gov (S.W.)

Geomorphology and Sediment Transport Laboratory, United States Geological Survey, Golden,
CO 80403, USA; jminear@usgs.gov

*  Correspondance: mstern@usgs.gov; Tel.: +1-916-278-3093

Academic Editor: Xuan Yu
Received: 14 May 2016; Accepted: 19 September 2016; Published: 30 September 2016

Abstract: A daily watershed model of the Sacramento River Basin of northern California was
developed to simulate streamflow and suspended sediment transport to the San Francisco Bay-Delta.
To compensate for sparse data, a unique combination of model inputs was developed, including
meteorological variables, potential evapotranspiration, and parameters defining hydraulic geometry.
A slight decreasing trend of sediment loads and concentrations was statistically significant in the
lowest 50% of flows, supporting the observed historical sediment decline. Historical changes in
climate, including seasonality and decline of snowpack, contribute to changes in streamflow, and are
a significant component describing the mechanisms responsible for the decline in sediment. Several
wet and dry hypothetical climate change scenarios with temperature changes of 1.5 °C and 4.5 °C
were applied to the base historical conditions to assess the model sensitivity of streamflow and
sediment to changes in climate. Of the scenarios evaluated, sediment discharge for the Sacramento
River Basin increased the most with increased storm magnitude and frequency and decreased the
most with increases in air temperature, regardless of changes in precipitation. The model will be
used to develop projections of potential hydrologic and sediment trends to the Bay-Delta in response
to potential future climate scenarios, which will help assess the hydrological and ecological health of
the Bay-Delta into the next century.

Keywords: HSPF; watershed hydrology; suspended sediment; hydrologic modeling; water resources;
San Francisco Bay-Delta; Sacramento River; sediment transport

1. Introduction

The Sacramento River Basin of northern California (Figure 1) produces 84% of the fresh water
inflow and 80% of the sediment to the San Francisco Bay-Delta (Bay-Delta) [1]. The Computational
Assessments of Scenarios of Change for the Delta Ecosystem (CASCaDE II) project [2] is developing a
better understanding of how potential future changes in the characteristics and climate of watersheds
draining into the Bay-Delta will affect water quality, ecosystem processes, and critical species. Turbidity,
geomorphic change, and wetland stability all depend on sediment supply; therefore, sediment supply
has critical implications for the ecology of the Bay-Delta [3]. The total sediment load has decreased
by 50% during the last 50 years for a suite of interacting reasons, including the diminishment of the
sediment pulse created during 19th century hydraulic mining in the Sierra Nevada, sediment trapping
behind reservoirs, deposition of sediment in flood bypasses, and armoring of river channels [4].
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Turbidity is related to sediment and therefore a decline in sediment supply contributes to undesirable
conditions for key fish species such as the delta smelt [5]. Discharge from the Sacramento River is
a primary driver of turbidity in critical delta smelt habitat and thus has implications for the future
survival of delta smelt and other species which share similar ecological preferences [5].
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Figure 1. Location map of the Sacramento River Basin model domain, CA, indicating: land use, snow
stations, major California dams/diversions, hydrologic and sediment gages, and model reaches. Total
drainage area of the Sacramento River is indicated (orange of inset). California Data Exchange Center
(CDEC) snow stations are abbreviated as: SNM = Snow Mountain; NMN = New Manzanita Lake;
LLP = Lower Lassen Peak; FEM = Feather River Meadow; HMB = Humbug. Inset indicates major
mountain ranges, and Sacramento Valley surface water drainage in orange, and model domain in gray.
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The main objective of this project was to develop a spatially distributed daily streamflow and
sediment transport model of the Sacramento River Basin to link with a hydrodynamic model of
the Bay-Delta, and to characterize the changes in sediment transport over the historical record.
The Sacramento River Basin supplies the majority of the sediment to the Bay-Delta, and representing
the mechanisms of sediment transport in the watershed is important to assess the impact of potential
changes in future climate regimes. Because of limited measured suspended sediment data, the model
was calibrated to available data below major dams and impoundments, and will be used to simulate
potential future changes in sediment delivery to the Bay-Delta under climate change. The approach
of this study relied on the development of a unique combination of spatially distributed climate
variables and hydraulic function tables, and the preservation of spatially distributed information
during calibration. This allowed for the extrapolation of known processes to areas without calibration
data, resulting in a robust calibration. This approach is generally in contrast with typical methods used
in large river basins that depend on one to a few climate stations, sometimes without interpolation
across the watershed, and individual calibration of hydrologic response units without consideration of
distributed properties across the landscape.

The current conceptual model of sediment decline in the Sacramento River basin [6] attributes
hydraulic mining and dams and reservoirs as the likely anthropogenic causes, and relies on qualitative
descriptions of sediment drivers and linkages, in addition to a water and sediment budget using four
years of data. The development of this model has allowed us to investigate the role of climate on
sediment transport in this basin, and how changes in climate over the last 50 years have contributed to
changes in sediment delivery to the Bay-Delta.

Study Area

The Sacramento River drainage is being studied because of its dominant contribution of sediment
supply to the Bay-Delta. It is a 6.8 x 10* km? area in the northern part of the Central Valley of
California (Figure 1, inset) and it comprises over half of the total drainage area of the Bay-Delta [7].
The Sacramento River is the longest river system in the state of California, and it is a complex and
highly managed system. Dams located in the foothills surrounding the valley floor restrict flow in most
of the tributaries to the main stem of the Sacramento River. The majority of floodwater in the lower
Sacramento River is diverted using a series of passive weirs into a system of flood bypasses, which act
as natural conveyance floodplains by transferring excess streamflow directly into the Bay-Delta [8].
The weir and bypass system was built before most of the large dams were constructed in 1920-1970.
The dams were installed to assist in flood control, for power generation, and to provide water for
downstream use, with ~38% used for agricultural irrigation, and ~4% for urban use [9]. Reservoirs
behind the dams have accumulated large amounts of sediment and gravels as a byproduct of hydraulic
mining in the late 19th century, in addition to land use changes within the watershed [6]. The study
area within the Sacramento River Basin has an area of roughly 26,000 km?, and begins below Keswick
Dam (Figure 1). The largest contribution of flow to the Sacramento River in the model domain is the
outflow from Keswick Dam, which is fed by the outflow from Shasta Dam nearly 16 km upstream
from Keswick Dam (Figure 1).

2. Methods

The methods described below focus on non-standard methods and approaches used to develop
this model. Standard Hydrological Simulation Program—FORTRAN (HSPF) methods used are
described in the Supplementary Materials (S1-S5).

2.1. Hydrological Simulation Program—FORTRAN (HSPF)

A watershed model for the Sacramento River Basin was developed to simulate streamflow and
suspended sediment for the period 1958-2008 using the Hydrological Simulation Program—FORTRAN
(HSPF) [10]. HSPF was chosen for this study because it is a comprehensive process-based watershed
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model that can be used to simulate daily streamflow and suspended sediment for a continuous
multi-year period and for a wide range of watershed sizes and conditions [11]. HSPF is useful for
modeling natural and developed watersheds, and is effective for land surface and subsurface hydrology
as well as water quality processes. Importantly, it enables the user to create alternative scenarios by
adjusting land use or meteorological variables such as air temperature or precipitation [11].

HSPF is a spatially distributed and temporally continuous simulation model that employs
lumped parameter segments. Each sub-watershed or hydrologic response unit (HRU) is considered
homogeneous with the same set of parameters. Three modules in the HSPF model represent the
major watershed processes. Pervious land is modeled in the PERLND module, impervious land in
the IMPLND module, and the RCHRES module simulates the processes in streams or reservoirs.
A comprehensive functional description of HSPF can be found in Bicknell et al., 2001 [10]. In this paper,
the segments from the combined PERLND and IMPLND modules will be referred to as hydrologic
response units or HRUs, and RCHRES will be referred to as reaches. Sediment sources are modeled
in HSPF as wash-off detached sediment in surface storage and scour of the soil matrix of PERLNDs,
and as bedload scour in RCHRESs. Sediment transport is modeled as an advective, non-reactive
constituent of streamflow, with deposition and scour dependent on the simulated flow velocity and
particle size of the sediment. Bedload and suspended sediment are simulated as separate components;
however, longitudinal bedload transport is not simulated in HSPE.

The HSPF model was developed for the Sacramento River Basin at a daily time step to
simulate streamflow and suspended sediment concentrations (SSC) in the Sacramento River and
tributaries below major dams. HSPF allows for daily, hourly, and sub-hourly time intervals; however,
meteorological data within the model domain were not widely available at hourly or sub-hourly time
increments, and therefore a daily time step was considered appropriate for the purposes of this study.

2.2. HSPF Input

Data used to develop the HSPF model included: the 2006 land use data from the National Land
Cover Database (NLCD) (mrlc.gov/nlcd2006.php) [12], elevation data from the National Elevation
Dataset (NED) (ned.usgs.gov/) [13], and the hydrology and stream network from the USGS National
Hydrography Dataset (NHD) (nhd.usgs.gov/) [14]. Soils data were obtained from the Soil Survey
Geographic (SSURGO) [15] database, including erosion potential (k-factor), texture (percent sand
silt and clay), hydrologic soil group, available water storage capacity, and surface texture. Time
series data including meteorological station data, streamflow, dam releases, snow water equivalent,
and suspended sediment and sediment loads were collected for the time period 1958-2008. Station data
for the meteorological development (air temperature, precipitation, and solar radiation) were collected
from the National Weather Service (NWS) Cooperative Observer Program (COOP, www.ncdc.noaa.
gov/), Remote Automated Weather Stations (RAWS, www.raws.dri.edu/), and California Irrigation
Management Information System (CIMIS, www.cimis.water.ca.gov/) stations within the study area.
Solar radiation, wind speed, cloud cover and dew point were downloaded from the Fair Oaks CIMIS
station. Streamflow, snow and sediment calibration and boundary condition data are described in
the Supplementary Materials (S1), the development of boundary dam conditions is described in S2,
and the development of hydrologic response units in S3.

2.2.1. Gridded Meteorological Inputs to HSPF

HSPF does a reasonable job of predicting hydrology, sediment, water quality, and pollutant loads;
however, the inability of meteorological stations to cover the spatial variations of precipitation and
the uncertainty of managed flow data (diversions and return flows) are major limiting factors of
more accurate predictions [16]. A better spatial representation of watershed precipitation was found
to improve model accuracy, even for a semi-lumped model [17]. HSPF typically assigns data from
meteorological stations directly to each sub-basin using Thiessen polygons. Meteorological stations are
sparsely located in some areas and are not all active on any given day. Typical HSPF models rely on very
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few climate stations, some with only one station to represent the entire watershed [18-21]. The objective
of the meteorological development was to enhance the spatial distribution of daily meteorological data
and therefore increase the accuracy of modeled streamflow and suspended sediment. Incorporating
gridded meteorological data as an input to HSPF has been successfully demonstrated [17,22] and,
as the key driver of the rainfall runoff process and sediment transport, was shown to have increased
the accuracy of the hydrologic results [17].

Meteorological data from climate stations consisting of daily precipitation and air temperature
were spatially interpolated over the model domain using the Gradient Inverse Distance Squared (GIDS)
spatial interpolation [23]. Spatial interpolation of meteorological data can be inaccurate when there
are few stations and large distances between stations. The GIDS method provides accuracies at least
as good as established kriging techniques without the complexity and subjectivity of kriging and the
required station density [23,24]. For every active station, GIDS develops regressions for each day
including the variables northing, easting, and elevation to interpolate to each grid cell, in this case,
270 m. This approach provides a detailed and localized incorporation of topographic and regional
influences on precipitation (Figure 2A).

Precipitation was summed and the temperature was averaged to transform the daily maps
into monthly maps. PRISM data (Parameter-elevation Regressions on Independent Slopes Model)
(prism.oregonstate.edu/) (Figure 2B) are recognized as high-quality spatial climate data sets [25] and
were spatially downscaled using GIDS to the 270 m scale and used for comparison to match the
measured data trend and to keep the regional monthly spatial structures intact. A ratio was developed
for each grid cell using monthly PRISM values. The daily GIDS maps were multiplied by the PRISM
ratio to produce daily meteorological values (Figure 2C) that sum or average to exactly match PRISM
monthly values. This method was applied to precipitation and air temperature data, and the data
were spatially distributed to each HRU (Figure 2D). This method is an improvement on the typical
distribution of meteorological stations because the measured data spatial trend is preserved and the
regional monthly structures are incorporated across the watershed to produce better interpolations
when data stations are not present for any given day.

Potential evapotranspiration (PET) is an important component of the water balance equation
in HSPE. PET can be estimated directly by HSPF or estimated using pre-processing methods and
applied as a daily time series for each HRU and reach. For this project, estimates of daily PET
were developed as a pre-processing step using the Priestley-Taylor equation [26], simulated hourly
solar radiation, including topographic shading and atmospheric parameters, estimated cloudiness,
and the gridded daily air temperature estimates described above. Cloudiness was estimated using the
Bristow-Campbell equation [27] which was calibrated to CIMIS and RAWS daily measured solar
radiation and the gridded air temperature data. This method of estimating PET is considered
to be an improvement over internal HSPF calculations that use pan-evaporation measurements
with an adjustment factor or other temperature-based equations to distribute PET to each HRU.
The Priestley-Taylor equation is an energy balance equation that has a non-linear relationship of PET
to temperature that is considered more appropriate when extrapolating PET into the future when
elevated air temperatures are projected to persist [28]. Other formulas that use a linear relationship of
PET to air temperature have been shown to overestimate PET under warming climates [28]. The PET
estimates using the Priestley-Taylor equation were calibrated to all California Irrigation Management
Information System (CIMIS) stations in the study area and then distributed as a daily time series to
each HRU.
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Figure 2. Example of meteorological development (minimum air temperature) for 12 January 1957

using the GIDS (Gradient Inverse Distance Squared) interpolation and PRISM (Parameter-elevation
Regressions on Independent Slopes Model) data. Of 78 available stations within the region, 42 were

active on this day and used in the development, and 26 are shown above within the study area

boundary. The development includes (A) GIDS-developed regressions for each day including the

variables northing, easting, and elevation to interpolate to each 270 m grid cell; (B) PRISM monthly

map used to create a ratio for scaling maps of daily interpolated station data; (C) daily GIDS maps

multiplied by the PRISM ratio to produce daily meteorological values that sum or average to exactly
match PRISM monthly values; and (D) scaled daily data for each hydrologic response unit that were

averaged for model input.
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2.2.2. FTABLE Development

HSPF uses a hydraulic function table (FTABLE) to represent the geometric and hydraulic
properties of stream reaches and reservoirs [29]. FTABLEs define the stage-area-volume-discharge
relation for each RCHRES. BASINS, the user interface that accompanies the HSPF code, generates
FTABLEs from a simplified reach file using preset channel geometry assumptions. Some assumptions
of the channel geometry include a trapezoidal-shaped channel cross-section, channel sides with slopes
of a 1:1 ratio, the flood plain width on each side of the reach being equal to the mean channel width,
and the maximum depth in the FTABLE being 100 times the depth of the floodplain slope break [29].

One of the main problems with this simplified approach is that the BASINS-generated FTABLEs
tend to have very few points within the range of the vast majority of actual flows. For example,
in most of the HRUs there are only one to two data points in the BASINS-generated FTABLE that
fall within all daily values for discharge. It is essential to develop FTABLEs that accurately reflect
the major hydrological processes and water quality constituents such as sediment in order to ensure
a realistic and unique simulation of the Sacramento River Basin. To enable a better simulation of
suspended sediment, BASINS-generated FTABLEs were not used in the model; instead, FTABLEs were
developed using hydraulic geometry. The heterogeneity of the Sacramento River watershed required
two methodologies to develop FTABLESs; hydraulic geometry relationships were developed for the
upland HRUs, and a one-dimensional hydraulic model was used for the lowland HRUs with very
little slope.

Hydraulic Geometry Method

Regional hydraulic geometry relationships are often used to estimate channel dimensions for
hydrologic models which require channel geometry data. Streamflow data from the National Water
Information System (NWIS; www.waterdata.usgs.gov) contains channel dimension measurements
including the width, depth, and watershed size. These measurements were used to develop FTABLEs
by ranking each gage by calculated discharge frequencies over a range of discharge exceedances.
Analyses were limited to 45 out of the 288 gages that had greater than 10 years of data, had not moved
or changed significantly during the period of record, and had less than 5% missing data. For each of
the 45 gages, field measurements of channel width, depth, and velocity over a range of streamflows
were converted to at-a-station hydraulic geometry parameters using a power-law fit for width, depth,
and velocity with discharge:

w=ax Q 1)
d=cx )
v =Fkx Q" 3)

where w is the width (meters), d is the depth (meters), v is the velocity (meters per second), Q is the
discharge (cubic meters per second) and a, b, c, f, k, and m are the power-law fit parameters [30].

The station power-law fit parameters (at-a-station) were scaled by each exceedance discharge
(ranging from 0% to 100% of the maximum discharge). The power-law parameters for each exceedance
discharge were then used to calculate the downstream hydraulic geometry [30]. For example, at the
50% exceedance discharge for width, the at-a-station power-law fit was used to estimate the width
for all of the gages that were used to calculate a single power-law fit for the downstream hydraulic
geometry for the width at the 50% exceedance flow (R? = 0.97). Gages with zero discharge up to
relatively high exceedances were removed because they violate the assumptions of the power law.
Major reach segments (greater than a 10 km? drainage area and 10 km in length) were identified using
GIS. Discharge was related to the drainage area for each gage and exceedance flow using a linear
regression (R? = 0.93-0.97) (Figure 3) because discharge was not known for the majority of reaches in
the model domain.
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Figure 3. Discharge to drainage area relationship for stream gages within the model domain, grouped
by exceedance discharge.

The hydraulic geometry was calculated for each reach and exceedance discharge using the
drainage area-to-discharge regression equations and the downstream hydraulic geometry relationship.
Each HRU contains multiple reaches that were represented in the model as a single RCHRES; therefore,
the reach segments were summed to generate the final FTABLE assigned to the RCHRES. Several
reaches on the Sacramento River include flood structures called weirs. The weirs included in the HSPF
model are located on reaches 61, 98, 99, 90 and 97 (Figure 1). Adjustments were made to the FTABLEs
to enable observed changes in streamflow routing during high flows. At certain high flow levels,
the simulated weir will divert water and sediment to an adjacent bypass.

One-Dimensional Hydraulic Model Method

For seven of the lower-elevation HRUs in the valley floor (68, 78, 90, 94, 97, 98, 99), the hydraulic
geometry method was not successful in formulating the FTABLEs. The breakdown of the hydraulic
geometry method was primarily due to the low elevational gradients and large flood plains. For these
lowland HRUs, the Digital Elevation Model (DEM)-derived drainage routing and watershed area
frequently did not follow known river channels because out-of-levee floodplain areas are routinely
near or below the river water level, and the steepest descent path did not accurately follow the
river channels.

Instead of using the hydraulic geometry method for these low-elevation, low-gradient HRUs, an
existing one-dimensional (1-D) hydraulic model was used to create the FTABLEs. The 1-D hydraulic
model was created by the California Department of Water Resources (DWR) as part of the Central
Valley Floodplain Evaluation and Delineation Program (CVFED) for the Sacramento River and its
tributaries, with bathymetry and topography collected from 2001 to 2011 [31]. The CVFED hydraulic
model was run with flow only within the major tributary channels (no flows overtopped the levees).
The hydrologic inputs to the model were the same as those used for generating the aforementioned
hydraulic geometry FTABLES. The FTABLES were created from the 1-D hydraulic model by calculating
the channel surface area, depth and volume for each reach over a range of streamflows.

3. Calibration

The HSPF model calibration was done in three steps; snow was calibrated first, followed by
hydrology and finally sediment. Standard calibration techniques were used to develop snow (54),
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and to develop initial hydraulic parameters (S5). Novel or non-standard calibration techniques are
described below.

3.1. Hydrologic and Sediment Calibration

The HSPF model was calibrated for the period 1998-2008. The calibration period was chosen to
include the land use data from 2006 and a wide range of annual precipitation. The calibration period
included four wet years, one above-normal year, two below-normal years, three dry years, and one
critically dry year [32]. Calibration runs were the initial test of the model, and using only data from
1998 to 2008, the parameters were changed iteratively to find an acceptable fit of modeled to observed
data. Validation of the model was performed by calculating the goodness-of-fit statistics using a
period of record other than what was used for model calibration. A successful model validation is
indicated by the goodness-of-fit statistics being comparable to the results obtained for model calibration.
The validation was completed using data only within the period 1980-1995. The validation period
included five wet years, two above-normal years, four dry years and five critically dry years [32].

Hydrologic parameters were developed for all HRUs using spatially distributed physical
properties to maintain a more accurate spatial representation of the model parameters in locations
without calibration data. For example, infiltration capacity (INFILT) is one of the parameters to which
modeled streamflow is the most sensitive [33], and initial values were assigned based on a spatially
distributed map of the hydrologic soil group (HSG). Hydrologic soil groups range from “A” to “D”,
where “A” soils are characterized by the highest infiltration rate and the lowest runoff potential and “D”
soils have a very slow infiltration rate and the highest runoff potential. A range of values were scaled
to the “typical” parameters listed in the BASINS Technical Note 6 (0.254-6.35) [34]. During the iterative
process of calibration these values were raised or lowered in unison. Each hydrologic parameter
was determined with this method using land use, soils data, and/or slope. There are “typical”
and “possible” ranges for each parameter, although parameter values should reflect conditions in
the watershed [34]. Every effort was made to derive parameter values that reflected the spatial
characteristics of the watershed, even though they are lumped segments.

After the hydrologic calibration was complete, the sediment calibration was performed using
a separate set of parameters related to sediment sources and transport capabilities in HRUs and
reaches. Initial sediment parameters were based on GIS layers of soil properties, land use, and slope.
The same iterative technique used to calibrate the hydrology was used to calibrate the sediment. Daily
modeled sediment loads (tons/day) and suspended sediment concentrations (mg/L) were compared
to observed data at NWIS gage locations with sediment data (Table S1).

3.2. Model Performance Evaluation

Goodness-of-fit statistics were calculated to quantitatively compare modeled and observed
streamflow at stream gages selected for calibration and validation (Table S1). Three main
statistical methods were used to assess the goodness-of-fit of the model results: the coefficient of
determination (R?), the Nash-Sutcliffe coefficient of efficiency (NSE) [35], and mean error percent
(ME%). The coefficient of determination (R?) is the square of the Pearson’s product-moment correlation
coefficient (R) and ranges from 0 to 1, with higher values indicating better agreement between modeled
and observed data [36]. The NSE is the ratio of one minus the mean square error to the variance and is
a widely used and reliable statistic for determining the goodness-of-fit for hydrologic models.

A value of 1 for NSE indicates a perfect match between observed and modeled data; values equal
to zero indicate that the model is predicting no better than using the average of the observed data.
Values less than zero indicate that the model does not do as good as the sample mean in predicting
the observed values, and therefore indicates a poor model. NSE and R? are sensitive to the extreme
values [36]. A mean error (ME%) value closest to zero indicates a better simulation result. Hydrologic
calibration results for the 20 gages were assessed for daily and monthly flows using the four statistical
methods. The “model performance” is related to guidelines outlined by Donigian [37] (Table 1).
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Table 1. Performance rating guidelines for daily and monthly flow statistics [37]. R? = coefficient of
determination; ME% = mean error; NSE = Nash Sutcliffe efficiency.

Performance Rating NSE R ME%
Daily Monthly Daily Monthly Daily Monthly
Excellent >0.85 >0.90 >0.85 >0.90 <+10 <#£5
Very good 0.75-0.85 0.80-0.90 0.75-0.85 0.80-0.90 +10-£15 +5-+10
Good 0.65-0.75 0.70-0.80 0.65-0.75 0.70-0.80 +15-425 +10-+15
Fair 0.50-0.65 0.50-0.70 0.50-0.65 0.50-0.70 +25-£30 +15-£25
Poor <0.50 <0.50 <0.50 <0.50 >430 >425

4. Results

4.1. Hydrology Calibration Results

Qualitative comparisons of modeled to observed data were performed using hydrographs and
flow-duration curves. Visual inspection of flow hydrographs for the calibration (Figure 4) and
validation (Figure S2) periods showed a good relationship of modeled to observed data. The modeled
summer low-flows tend to be higher than the observed data, and some of the smaller peak flows are
underestimated. The highest modeled peaks generally correlated well with observed data but are
overestimated in some cases.
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Figure 4. Modeled daily flow at reach 97 (Figure 1, solid red) compared to observed flow for Sacramento
River at Freeport (11447650) (dashed blue) for the calibration period (1998-2008).

Flow-duration curves were also compared to ensure the realistic replication of hydrologic
processes, with an emphasis on the higher flow regimes that typically move more sediment through
the system. The flow-duration curves for the Sacramento River show that the overall relationship is
similar to the observed flow, although the modeled flows tend to be higher than those observed and
there is a divergence between the 2%-10% exceeded range likely due to how weirs are simulated in
the model. The average R? values for all reaches were 0.79 for daily flows and 0.91 for monthly flows
for the entire simulation period (Table 2). The average R? values for the Sacramento River during the
entire simulation period were 0.92 and 0.96 for daily and monthly flows, respectively. The calibration
process focused on achieving the best results for the Sacramento River rather than the contributing
tributaries, because the objective of the study was to project potential future suspended sediment
being discharged by the Sacramento River to the Bay-Delta, and therefore model accuracy was most
critical for simulated flows of the Sacramento River. Calibration results indicated performance ratings
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of “Very good” to “Excellent” for the Sacramento River gages using three statistical metrics used to
evaluate the HSPF model (Table 2).

Table 2. Daily and monthly flow statistics for the simulation period, and the calibration and validation
periods. Values are averages of all reaches or Sacramento River reaches only. R? = coefficient of
determination; ME% = mean error; NSE = Nash Sutcliffe efficiency.

NSE R? ME%
Mod-el Simu-lation All Sacramento All Sacramento All Sacramento

Time Period Reaches ! River Reaches ! River Reaches ! River
Simulation daily 0.69 0.90 0.79 0.92 —3% —7%
(1958-2008) monthly 0.86 0.93 0.91 0.96 —7% —7%
Calibration daily 0.70 0.89 0.74 0.92 20% —10%
(1998-2008) monthly 0.78 0.92 0.84 0.96 11% —10%
Validation daily 0.66 0.91 0.75 0.93 —15% —11%
(1980-1995) monthly 0.83 0.94 0.88 0.97 —15% —11%

Note: ! Not including gages located on a bypass (Reaches 62, 78, and 94).

Full statistics for each gage show the variability of statistical results between gages (Table S4).
Gages located on a bypass (62, 78, and 94) displayed high R? values but also extremely high mean
error percent values which were not included in the average statistics (Table 2). The combination
of high mean error percent values with high correlation values was likely due to the bypasses not
being explicitly modeled in HSPF, where modeled flow did not accurately represent the observed low
flow recession and conversely overestimated high peaks compared to the observed data. Calibration
focused on the Sacramento River reaches and the average statistics ranged from “Very good” to
“Excellent”; the tributaries ranged from “Fair” to “Very good”, except for reaches with bypasses
(Table 2 and Table S5). Monthly flow statistics were generally better than daily statistics, as shown in
Table 2. Annual modeled streamflow at Sacramento River at Freeport generally matched well against
observed data (Figure S3). The annual modeled peaks were slightly higher than observed data but
were similar to the overall long-term trend. The regression lines for both data sets indicate a slight
increasing trend but are not significant.

4.2. Sediment Calibration Results

Modeled suspended sediment and total sediment loads were compared to annual sediment loads
and daily suspended sediment concentrations and sediment loads from NWIS stream gages that
contained historical sediment time series. Daily statistics ranged considerably (Table S5), and the
calibration with emphasis on the Sacramento River resulted in higher R? values and mean errors
closer to zero for the Sacramento River gages. The modeled ratios divided by the observed ratios
ranged considerably, but on average for all gages were 0.95 for sediment loads and 1.0 for SSC (Table 4).
Sediment statistics were generally poorer than the hydrologic statistics because sediment transport is
simulated using model components and assumptions associated with a higher degree of uncertainty,
and this uncertainty is added to the uncertainty in the modeled flow values. Calibration focused
on the Sacramento River resulted in a good calibration for daily and monthly sediment loads and
SSC (Table 3).

The average daily R? for sediment loads (for all gages) was 0.49 and the average R? value for SSC
was 0.38 (Table 3). Annual modeled sediment loads were compared for all gages on the Sacramento
River with available sediment data (Table S1). Sediment outputs were converted to million metric tons
(Mt) by water year (Figure 5). The relationship between modeled and observed annual sediment loads
on the Sacramento River is nearly one to one, with an R? of 0.81. The ratio of modeled to observed
sediment loads is on average 1.12, with a mean error of 4%.
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Table 3. Daily and monthly sediment statistics. Values are averages of all reaches or Sacramento
River reaches only. SSC = suspended sediment concentrations; R? = coefficient of determination;
ME% = mean error.

Modeled/Observed R? ME%
SS(i(mg/]zzror S/e]e;lm;ent All Sacramento All Sacramento All Sacramento
oads {lonsiLay Reaches River Reaches River Reaches River
Sediment daily 0.95 0.89 0.49 0.52 400% 21%
loads monthly 0.97 0.91 0.72 0.74 3131% —9%
ssC daily 1.0 0.92 0.38 0.37 486% 55%
monthly 1.0 0.95 0.64 0.56 202% 23%

Modeled (Mt)

Observed (Mt)
» Red Bluff » Hamilton City » Butte City » Colusa » Freeport

Figure 5. Comparison of modeled and observed annual sediment loads (million metric tons, Mt) for
the gage locations Sacramento River at Red Bluff (1959-1970, 1977-1980), Hamilton City (1977-1979),
Butte City (1978-1980), Colusa (1973, 1975, 1977-1980), and Freeport (1959-2008).

The annual modeled sediment loads for the Sacramento River at the Freeport gage reproduced the
general measured trends (Figure S4) to use for the final calibration goal of demonstrating the long-term
trends of sediment transport. Although the comparisons of individual water years are variable, the
overall trend of modeled sediment over the past 50 years was similar to the measured data (Figure S4).
There was more variability in the modeled data compared to the observed data on a year-to-year
basis. The modeled annual SSC also showed a similar trend to the observed data, although there was
significantly less variability in the modeled SSC data than with modeled sediment loads. Generally,
modeled annual SSC slightly under-predicted observed SSC.

4.3. Historical Trends in Streamflow and Sediment

Near the confluence of the Sacramento River and the Bay-Delta, there is a notable observed
decrease in suspended sediment concentrations (SSC) in the past 50 years (1957-2001) [4]. One objective
of this model was to calibrate to post-dam sediment loads to determine if the observed declining trend
could be replicated and if the mechanisms for the decline could be elucidated. The current conceptual
model describing the mechanisms and processes contributing to the sediment supply to the Bay-Delta
suggest that human activities that alter watershed sediment supply are likely to have a greater effect on
the river supply to the Bay-Delta than those that modify the flow regime [6]. Thus, they propose that
the decline in SSC over the past 50 years was only moderately influenced by the climate. We intend to
address the influence of the climate on the historical patterns of sediment transport. Historical flow
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and sediment trends were assessed by dividing the annual data into the top and bottom 50% flow
regimes (Figure 6).
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Figure 6. Comparison of modeled (red) and observed (blue) annual sediment loads (million metric
tons, Mt) for the Sacramento River at Freeport gage. Flows are separated into highest and lowest
50% regimes.

Kendall’s tau (T) and Spearman’s rho (p) statistical tests were performed to determine the statistical
significance and probability of monotonic time trends. At the Sacramento River at the Freeport gage
location, there were no statistically significant trends in modeled annual streamflow for the model
period (1958-2008). A statistically significant decreasing trend of annual sediment discharge over the
1958-2008 period was found at the Sacramento River at the Freeport gage in the lower 50% of flows (p
=0.01, p and 7). There is also a slight decreasing trend in SSC for the lower 50% of annual flows, (p =
0.02, 7).

Previous studies have examined suspended sediment trends from the greater Sacramento River
Basin [4,16,38], though none have examined trends between the Sacramento River below Keswick
to Verona (Figure 1) due to a lack of measured data. Statistically significant decreasing trends of
modeled sediment were found at the Sacramento River at the Butte City gage (reach 49, p = 0.01,0.02 p
and T, respectively) and at the Sacramento River at the Colusa gage (reach 61, p = 0.03, 0.04, p and T,
respectively) for the lower 50% flow regime. Decreasing trends of varying magnitude were apparent at
all of the gages on the Sacramento River, but were not statistically significant at the Red Bluff (reach 22)
or Verona (reach 99) locations (Figure 1).

5. Historical Climate Trends

Although there was no significant mean annual change in flow or precipitation during the
simulation period, simulated changes in the magnitude and frequency of precipitation, snow, and
streamflow were analyzed to evaluate mechanisms that might lead to the decline of transported
sediment. To determine the effects of climate change on streamflows, all inflows from dams and gages
were removed to negate the influence of flow management from dams and diversions. The northern
half of the model was located at the Sacramento River at the Butte City gage (BC) and the southern half
of the model extended from BC to the Sacramento River at the Freeport gage (FPT). With no changes
made to any spatially distributed properties over the simulation period, the 50-year simulation was
divided into 1958-1983 and 1984-2008 to assess changes in flow solely related to climate. Suspended
sediment transport was positively correlated to daily flow volumes with an R? of greater than 0.9.
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As the majority of sediment is transported by higher flows, peak precipitation days (>95%) were
assessed, and these decreased by 8% and 10% at BC and FPT, respectively (Table 4).

Table 4. Precipitation, snow, and streamflow changes during the model simulation period (1958-2008).
Units for precipitation and streamflow are number of peak days (>95%) and mm for snow.

Location Variable 1958-1983 1984-2008 Percent Change
. precipitation 476 438 —8%
Sacramento River st 22 28 “o%
¥ peak streamflow 487 427 —12%
. precipitation 481 433 —10%
Saci‘;l:;tooljt‘ver snow 0.18 0.04 ~76%
P peak streamflow 535 379 —29%

On average, the snow water equivalent decreased 9% for BC and 76% for FPT (Table 4).
Peak streamflow days considering no model inflows declined 12% and 29% at BC and FPT, respectively
(Table 4). Changes in timing were also observed at both BC and FPT. When the entire Sacramento
Valley Basin is added together, it is clear from Figure 7 that the peak snow water equivalent occurs a
month earlier in the second time period 1984-2008, and peak flows have declined in the three months
of December through February. However, peak flows increased for the four months of March through
June (Figure 7).
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Figure 7. Modeled peak streamflow days (>95%) by month for the Sacramento River Basin with model
inflows removed, for 1958-1983 (blue bars) and 19842008 (orange bars). Snow (water equivalent, mm)
for the entire model domain is displayed on the right y-axis.

The mean temperature increased by 0.25 °C in the northern basin and 0.5 °C in the southern basin,
contributing to the shift in snow accumulation and timing. The peak magnitude and frequency of
precipitation and snow changed over the historical climate period, and thus peak streamflows were
affected, although annual mean trends were not observed. The changes in the timing and magnitude
of streamflows likely contributed to the observed decline in sediment transport for the Sacramento
River Basin, thus providing more relative weight of the climate as a driver in the current conceptual
model of sediment supply processes to the Bay-Delta [6].
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6. Future Climate Sensitivity Analysis Using Climate Assessment Tool (CAT)

The model’s sensitivity to future climate change was further explored by using the Climate
Assessment Tool (CAT), a program within BASINS that provides capabilities for creating climate
change scenarios using a calibrated HSPF model [39]. A wide range of “what if” questions about
future weather and climate changes are possible to assess the effects on hydrology and water quality.
The historical climate for 19582008 is considered the “base” period, and adjustments were made to
precipitation, air temperature, and potential evapotranspiration to create possible “scenarios” of future
climate. These scenarios were used to assess potential impacts and sensitivity to climate change on the
hydrology and water quality for the Sacramento River Basin.

Several scenarios were developed to assess how sensitive hydrology and sediment transport
are to climate change. While these hypothetical scenarios are useful to determine sensitivity of the
hydrologic system to climate change, they are not projections or predictions of future climate variables.
The scenarios chosen reflect a consensus of simulations of air temperature and precipitation change
for northern California over the next century [40]. Air temperature is expected to increase by 1.5 °C
under the lower emissions B1 scenario in the less conservative (in which greenhouse emissions are
mitigated) climate model to an increase of 4.5 °C in the higher emissions A2 scenario with a more
conservative (greenhouse emissions increase) climate model [40]. Precipitation is projected to change
only slightly [40], so positive and negative changes of 10% were used to determine the sensitivity
of streamflow to precipitation changes. Some future climate scenarios predicted an increase in the
magnitude and frequency of large storms [41-43]; therefore, an increase of 10% for the storm magnitude
and frequency was used in two of the hypothetical scenarios. A 10% increase in storm magnitude and
frequency is defined in this scenario as a 10% increase in frequency and magnitude of the top 10% of
storms by volume in the historical record (1958-2008).

The scenarios T1 and T2 were increases of temperature only (1.5 °C and 4.5 °C, respectively).
The P1-P3 scenarios increased or decreased precipitation without changes in temperature. Scenarios
W1-W4 were combinations of temperature increases (1.5 °C and 4.5 °C) and a 10% increase in
precipitation or a 10% increase in storm magnitude and frequency (Table 5). The D1 and D2 scenarios
were defined as a 10% decrease in precipitation with increases in air temperature of 1.5 °C or 4.5 °C.
Potential evapotranspiration was recalculated for each scenario using the Hamon (1961) method,
which is based on air temperature and therefore may overestimate PET. The sensitivity analysis using
CAT was designed to assess how the baseline model responds to general changes in climate. For
these hypothetical scenarios, the Hamon method was used because resources did not permit the
recalculation of PET using the Priestley-Taylor method.

The baseline data were most sensitive to an increase of storm magnitude and frequency of
10% and no temperature change, where mean streamflow increased by 2.6%, sediment discharge
increased by 9%, and SSC increased by 3.3%. Scenarios that included increases in temperature
resulted in a decrease of streamflow, sediment discharge, and SSC, even scenarios with relatively
large increases in precipitation. Streamflow and sediment displayed a slightly greater decline in
response to a 10% increase of storm magnitude and frequency than an overall 10% increase in
precipitation. Mean sediment discharge and SSC were more sensitive to changes in climate than
mean streamflow. The most sensitive scenario which included a temperature change was D2, and
resulted in decreases of 0.8% for streamflow, 7.9% for sediment discharge, and 8.5% for SSC (Table 5).
Streamflow, sediment discharge, and SSC increased under most precipitation scenarios but began to
decline at precipitation thresholds of —18%, —12%, and —19%, respectively. With increases of both
temperature and precipitation, temperature had a stronger influence and therefore decreases were
only seen in the T, W, and D scenarios. In the W and D scenarios, increases of the temperature from
1.5 °C to 4.5 °C only decreased streamflow and sediment by less than a percent.
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Table 5. Hypothetical climate change scenarios generated using the Climate Assessment Tool (CAT).
“BASE” scenario is the historical modeled flow for Reach 97 with units expressed in parentheses. Values
for scenario results are expressed as a percent higher or lower than the base scenario. cms = cubic
meters per second; SSC = suspended sediment concentration.

Scenario Description Mean Annual Mean Annual Sediment Mean SSC
P Streamflow (cms) Discharge (Tons/Day) (mg/L)
BASE Reach 97 (1980-2008) 727 8604 415
Change in Mean Cl.lange m.Mean Change in Mean
Streamflow Sediment Discharge SSC (Percent)
(Percent) (Percent)
T1 Temperature +1.5 °C —0.5 7.7 —79
T2 Temperature +4.5 °C —0.7 -7.9 —8.3
P1 Precipitation —10% +0.5 +0.5 +0.6
P2 Precipitation +10% +1.9 +5.1 +2.2
P3 Storm magnltudeoand 426 +90 433
frequency +10%
Temperature +1.5 °C,
wi precipitation +10% 05 76 79
w2 Temperature +4.5 °C, ~06 78 ~82
precipitation +10%
Temperature +1.5 °C, storm
W3 magnitude and frequency —0.6 -7.7 —8.0
+10%
Temperature +4.5 °C, storm
W4 magnitude and frequency —0.7 -7.9 —8.4
+10%
D1 Temperature +1.5 °C, —0.7 -7.8 -8.1
precipitation —10%
D2 Temperature +4.5 °C, 08 _79 _85

precipitation —10%

7. Discussion

The main objective of this study was to characterize the hydrology and sediment transport in
the Sacramento River Basin. The results provide streamflow and sediment boundary conditions to a
hydrodynamic model of the Bay-Delta used to help project potential impacts to the hydrologic and
ecological health of the Bay-Delta in response to climate change and variability. Spatial interpolation of
meteorological data and the estimation of channel characteristics using hydraulic geometry modeling
were used to develop model inputs that included many subdrainages and tributaries with sparse
data. The parameterization techniques incorporated known spatial information for tributaries such as
soils information, slope, and land cover. As part of the model calibration, parameters were adjusted
uniformly using linear scaling to increase or decrease values in order to retain the spatial distribution
of the physical characteristics of the land surface in un-gaged areas.

The hydrological calibration of the Sacramento Valley HSPF model provided statistical results for
streamflow that showed a range of model accuracy for tributaries but the goodness-of-fit statistics for
both calibration and validation for locations on the main branch of the Sacramento River ranged from
“very good” to “excellent”. Sediment calibration also resulted in a wide range of accuracy depending
on location, although simulation results at gages located on the Sacramento River averaged 11% higher
than observed sediment loads and 8% higher than observed SSC. Based on statistical guidelines,
the calibration of flow and sediment was very successful for the Sacramento River, owing in large
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part to the rigorous development of spatially distributed climate, the parameterization of physical
properties, and extensive development of FTABLEs.

An important objective of this model was to calibrate to post-dam sediment loads in the
Sacramento River Basin to determine if the observed declining trend could be replicated which has
implications for the long-term sediment yield to the San Francisco Bay-Delta. A slight but statistically
significant decreasing trend was evident in the modeled suspended sediment and SSC results at the
Sacramento River at the Freeport location from 1958 to 2008 in the lower 50% flow regime. No changes
were made to hydrology or sediment parameters over the simulation time; therefore, changes in
sediment must be attributed to managed inflows or climate. Although there was no overall change
in flow over the model period, changes in timing and frequency of high flows due to warming and
declining snow were observed and likely decreased the sediment yield over time.

The calibrated HSPF model was used to help evaluate the potential response of streamflow,
sediment loads, and SSC to future climate change and variability using hypothetical climate scenarios.
The base hydrology was most sensitive to an increase of the storm magnitude and frequency, with
no temperature change. Snowpack losses are projected to increase through the next century [40],
which will decrease snow pack accumulation and can cause a shift in the hydrologic timing: snow will
melt earlier in spring, leaving less water during the summer months. A shift in the hydrologic timing
of the peak streamflow was observed at the Butte City and Freeport locations. A significant decrease
in the snow pack for the basin could explain the decrease and shift in timing of peak flows over the
historical period at Butte City and Freeport. This change in hydrologic extremes and timing is likely a
major driver in the decline in sediment at Freeport, since modeled sediment was more sensitive to
changes in precipitation intensity than an average increase over time.

Model Uncertainty

Often the biggest measure of input uncertainty into HSPF is attributed to a scarcity of long-term
climate stations as well as the quantity of stations available. The improvement of meteorological data
and hydraulic function tables (FTABLEs) as well as the spatial distribution of physical properties are
measures designed to reduce the amount of input-induced error into the model and rely more heavily
on distributed processes to which the calibration parameters are physically related.

HSPF is a one-dimensional flow and transport model, and as such has known limitations
for simulating river bank erosion, channel armoring, or longitudinal bed sediment movement.
The Sacramento River is a gently sloping, meandering river with bed loads comprised predominantly of
sand and gravel; therefore, the bed load contributions downstream and consequently to the Bay-Delta
are minimal, and it was thus assumed that model limitations regarding more complex flow and
transport processes had a minimal effect on the results in this location. In addition, many of the large
tributaries below dams have experienced channel armoring, or the removal of finer sediment fractions
from the bed. Therefore, bed loads in this model domain were assumed to contribute a minimal
amount to the total modeled sediment loads.

HSPF is a semi-lumped model, which causes inherent error due to the assumption that each
sub-watershed is physically homogeneous. In addition, the model can only process a certain number
of operations (model segments and hydrologic reach segments), creating the need for larger HRUs
within the model domain and, in this case, two sub-models. Considering the complexity and size of
the model, uncertainty is a concern and can come from the lack of diversion data from water transfers,
agricultural uses, return flows, and the pumping of groundwater, which were not explicitly modeled.
Calibration results for simulated versus observed snow accumulation and melting indicated that
model uncertainty might be reduced if a more detailed discretization of HRUs (smaller HRUs) was
applied to the higher-elevation subdrainages to better represent orographic effects on air temperature
and precipitation. The lack of long-term sediment data and accumulation or erosion information
within the domain led to uncertainties of the interpretation of areas that could be either a sediment
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sink or source. Input data, model or user assumptions, and parameter uncertainty can also introduce
errors in modeling on such a large scale.

8. Conclusions

The development of well-calibrated, spatially distributed, mechanistic models, such as this one of
the Sacramento Valley below major dams, provides a valuable tool to characterize the mechanisms and
climatic signals that are responsible for flow and transport in a large basin. While there are limitations
to the parameterization of these models, when all parameters are held constant over time, the changes
in climate and how they influence flow and transport can be scrutinized. Unique parameterization
of this basin helps identify where more data is needed to further understand physical processes that
affect sediment transport. The ability to isolate land use change and water management provided
the opportunity to evaluate historical changes as well as potential future changes in climate. In this
watershed, the changes in the historical climate, with warmer temperatures and declines in snowpack,
result in fewer peak flows, which translate into a meaningful and significant mechanism responsible for
the long-term declining trend in sediment transport to complement the existing conceptual model [6]
that relies on anthropogenic drivers such as historical land use change and water management. This
conceptual model suggests that climate has only a moderate influence on sediment transport and
plays no role in the historical decline of sediment to the Bay-Delta. In contrast, our analyses of
historical climate in conjunction with sensitivity analyses support an increase in the role of climate on
transport, particularly the role of large storms that result in high peak flows. As a result of diminishing
snowpack over the last 50 years, and the likelihood of this continuing trend with global warming,
the role of climate should be emphasized alongside anthropogenic influences in sediment transport
to the Bay-Delta. Simulated future trends of sediment transport in the Sacramento River basin and
understanding the mechanisms behind the trends are imperative to projecting the future health of the
Bay-Delta ecosystem.

For the CASCaDE II project, future climate scenarios will be used to make projections of projected
hydrologic and sediment trends during the period 2010-2100. The HSPF model will provide a direct
coupling of the current and future climate with the potential sediment sources to estimate sediment
supply to the Bay-Delta. Outputs from this model will be used as sediment boundary conditions for a
hydrodynamic model to assess the future of the San Francisco Bay-Delta estuary-watershed system
under the cascading effects of Delta configurational changes and climate change.

Supplementary Materials: The following are available online at www.mdpi.com /2073-4441/8/10/432/s1.
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Abstract: Sustainable water resource management requires dams operations that provide
environmental flow to support the downstream riverine ecosystem. However, relatively little is
known about the hydrologic impact of small and medium dams in the smaller basin in China. Flow
duration curve, indicators of hydrologic alteration andrange of variability approach were coupled in
this study to evaluate the pre- and post-impact hydrologic regimes associated with dam construction
using 44 years (1967-2010) of hydrologic data in the Jiulong River Watershed (JRW), a medium-sized
coastal watershed of Southeast China, which suffered from intensive cascade damming. Results
showed that the daily streamflow decreased in higher flow while daily streamflow increased in lower
flow in both two reaches of the JRW. The dams in the North River tended to store more water while
the dams in the West River tended to release more water. The mean daily streamflow increased
during July to January while decreased during February to May after dam construction in both two
reaches of the JRW. After dam construction, the monthly streamflow changed more significantly
and higher variability of monthly streamflow exhibited in the West River than in the North River.
The homeogenizing variability of monthly streamflow was observed in both two reaches of the JRW.
The earlier occurrence time of extreme low streamflow event and later occurrence time of extreme
high streamflow event exhibited after dams construction. The extreme low and high streamfow both
decreased in the North River while both increased in the West River of the JRW. All of the indicators
especially for the low pulse count (101.8%) and the low pulse duration (—62.1%) changed significantly
in the North River. The high pulse count decreased by 37.1% in the West River and the count of low
pulse increased abnormally in the North River. The high pulse duration in the post-impact period
increased in the two reaches of JRW. The rise rate decreased by 26.9% and 61.0%,and number of
reversals increased by 40.7% and 46.4% in the North River and West River, respectively. Suitable
ranges of streamflow regime in terms of magnitude, rate, and frequency were further identified for
environmental flow management in the North River and West River. This research advances our
understanding of hydrologic impact of small and medium dams in the medium-sized basin in China.

Keywords: damming; hydrologic alteration; eco-hydrology; environmental flow management;
coastal watershed
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1. Introduction

Rivers play an important role in the development of human society by providing goods and
services for human beings, by which the streamflow regime in turn has been altered for thousands
of years due to various human activities [1-3]. By constructing large numbers of dams, human can
utilize and control rivers by changing natural streamflow variability to suit human needs [4]. As a
result, the past decades have witnessed the great alteration of streamflow regime in the watersheds
throughout the world for their extensive dam construction [5-8]. Identifying the environmental
impacts caused by hydraulic engineering facilities (e.g., dams) has therefore become an essential
component in water resources planning and management [9-12].

The construction of large modern dams produced a dramatic change in the magnitude of
hydrologic, geomorphologic and ecologic impacts on rivers [12,13]. Water development, mostly
related to dams and diversions, contributed to the declines of more threatened and endangered species
than any other resources-related activity [14]. Previous studies show that dam regulation generally had
stronger effects on hydrologic regime than other disturbances by reducing the hydrologic variability
of river systems [5,15,16]. Obviously, hydrologic regime alteration is responsible for the ecological
system change in the rivers [1,17,18]. Dam construction has great impacts on hydrology, therefore, it is
of scientific importance to evaluate the hydrologic alteration induced by dam construction.

Many attempts have been made to explore the hydrologic consequences associated with dam
construction in recent decades [13,16,19-21]. More than 170 hydrologic metrics (e.g., average flow, flood
frequency, peak discharge) have been developed to elaborate the different components of streamflow
regime and their contribution to ecological consequence in the river ecological system in the past
decade [22]. However, studies on streamflow-related disturbances are mainly on high-steamflow
and low-streamflow events [1], which just partially characterize streamflow change. The full range
of natural streamflow needs to be identified for its necessarity in evaluating ecosystem health
of rivers [12,23-26]. The method of indicators of hydrologic alteration (IHA) was developed by
Richter et al. [27] because of their close relationship to ecological functioning as well as for their
ability to reflect human induced changes to streamflow regimes for a wide range of disturbances [28].
The IHA method was employed widely to assess the hydrologic change of the dam construction
in many rivers worldwide such as the Great Plains, Illinois River, Southeastern US, Yellow River,
Yangtze River, and Huaihe River [8,13,16,24,26,29]. The results prove that it is possible to identify
the hydrologic change by dam construction over a full range. Moreover, flow duration curve (FDC)
was developed to evaluate the overall impact of the streamflow regulation [30] and further applied to
effectively determine whether human activities including dams construction can modify the pattern of
the ecodeficit and ecosuplus of streamflow [31,32].

Implementation of environmental flows is one of the measures taken to restore or to maintain
good ecological statusof rivers [33]. Estimates suggest that by 2050 many countries will face
water scarcity, placing increasing pressures on face the water-dependent ecosystems of rivers and
estuaries [34]. Obviously, maintaining natural streamflow variability has become an essential principle
for environment flow management [35,36]. So far, most of the studies only focus on the minimum
release rule so as to maximize human benefits such as water supply or hydropower generation [37,38].
However, provision of a single minimum streamflow cannot protect the biodiversity of a river, which
requires the full range of natural flows [24,39-41]. Therefore, to satisfy such strategy of environmental
flow management, reservoir planners and operators should seek to minimize the degree of natural flow
regime alteration along the regulated river [42]. Based on the 33 indicators of IHA, Richter et al. [27]
introduced a useful approach referred to as Range of Variability Approach (RVA) to quantitatively
evaluate the degree of hydrologic alteration induced by human disturbance. This method has been
demonstrated as a practical and effective way to identify the reasonable range of streamflow regime
for environmental flow management [24,41,42].
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The hydrologic regime is an indispensable dynamic of the ecosystem change in the watershed,
which requires reasonable strategies to protect the magnitude, frequency, duration, timing and rate of
change in the streamflow [26,43,44]. The impacts of the dams construction on hydrologic regime show
regional difference, since the effects of dams on magnitude, frequency and timing of streamflow change
with the types, operations, storage capacity of dams [16,27,45,46]. For example, the groundwater levels
rise significantly below ground surface after dam construction in the Tarim River [47], while the
water level in the river decreased appreciably in time after dams construction in Yangtze River,
Yellow River, Huaihe River [24,26,48]. Moreover, it has been reported that the pattern of the monthly
streamflow change due to damming is location-dependent [7,13,49,50]. In China, the accelerating
development of economy increases the demand for energy and water resource, thus raising the
need for the hydraulic engineering facilities, such as dams and reservoirs [51]. So far, most studies
have focused on the impacts of large dams in large basins of China including Yangtze River and
Yellow River [12,26,48,52,53]. However, relatively little is known about the hydrologic impact of small
and medium dams in the smaller basins. More attentions should be paid to the small and medium
dams because of their abundance (with more than 800,000 throughout the world) and their vital roles
in maintaining local aquatic ecosystem health and water security [54-56].

The Jiulong River Watershed (JRW), a medium-sized coastal watershed in Southeast China,
suffered from intensive human activities with over 13,500 hydraulic engineering facilities including
over 120 small or medium dams along the mainstream and major tributaries. Our previous study partly
characterized the hydrologic impact of cascade dam in JRW [57]. However, we need more attempts to
fully delineate the hydrologic alteration associated with for watershed management. The objectives of
this study are: (1) to evaluate the full range of streamflow regime change induced by dam construction;
(2) to identify the suitable range of streamflow regime for environmental flow management in the JRW.

2. Materials and Methods

2.1. Study Area

The Jiulong River Watershed (JRW), covering approximately 14,700 km? in the eastern coastal
area of China (116°46/55”-118°02/17” E, 24°23/53”-25°53/38” N) (Figure 1). Two main tributaries,
namely, the North River and West River reaches, meet in Zhangzhou, which produces an annual
flow of 12 billion m® into the Jiulong River estuary and Xiamen-Kinmen coast. The JRW plays an
extremely important role in the region economic and ecological health. Water resources in the JRW have
been highly developed and supply great demand to many stakeholders, like water supply, irrigation,
hydropower and industry. More than ten million residents from Xiamen, Zhangzhou and Longyan
use the Jiulong River as their source of water for residential, industrial and agricultural activities.
The construction of large dams along the mainstream and major tributaries of JRW greatly altered the
natural streamflow regime of the river over the last several decades.

Our previous study showed that the earliest changes in streamflow regime associated with
dam construction in the JRW were detected in 1992 [3,57]. As shown in Figure 2, there is distinct
difference in terms of flashiness index (the ratio of absolute day-to-day fluctuations of streamflow
relative to total flow in a year) between pre-impact period (namely, 1967-1991) and post-impact period
(namely, 1992-2010).
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Figure 2. Temporal trend of flashiness index during 1968-2010 (modified from Huang et al., 2013).

2.2. Data Source

In this study, daily streamflow data during 1967-2010 for two downstream hydrologic stations
(Punan and Zhengdian) in two reaches, namely, North River and West River were used to evaluate
the effect of dam regulation on downstream streamflow in the JRW. A basic description of the two

hydrologic stations is shown in Table 1.
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Table 1. The streamflow for two gauging station in the JRW.

Discharge Length Number of Dams

Station Longitude  Latitude Area (km?2) (km) Upstrea.m from  Pre-Impact Post-Impact
Stations
Punan o o
(North River) 117.67° E 24.61° N 9640 274 87 1967-1999  2000-2010
Zhengdian =47 530 py560 N 3940 172 37 1967-1994 19952010
(West River)
2.3. Method

2.3.1. Flow Duration Curve Analysis (FDC)

FDC is constructed from streamflow data over a time interval of interest and to provide a measure
of the percentage of time duration that streamflow equals to or exceeds a given value. An annual FDC
reflects the variability of daily streamflow during a typical period in a year. The FDC plots can be
calculated by the following formula:

Pi=i/(n+1) @)

where 7 is the number of the days of streamflow and i is the rank.

2.3.2. Indicators of Hydrologic Alteration (IHA)

THA was used in this study to assess the hydrologic shifts associated with dam construction in a
full range. The THA computes 32 indices that describe the hydrologic regime in the watershed through
the frequency, magnitude, duration, timing and rate of the streamflow (Figure 3). The IHA indicators
can be divided into five groups: monthly streamflow indices, extreme flow indices, timing indices,
high-flow and low-flow indices, and rising and falling indices.

Rate of change
How fast do flows or
levels change from one
condition to another?
How much flow or
what level?
A
&
Bl |
) Timing How often do
. When do certain certain flows
Q Mows or levels occur? or levels last?

Duration
How long do certain
flows or levels last?

——

Time

Figure 3. Quantified hydrologic regime using IHA method.

2.3.3. Range of Variability Approach (RVA)

RVA was used in this study to quantitatively evaluate the degree of hydrologic alteration induced
by dam construction. In an RVA analysis, the full range of pre-impact data for each parameter is
divided into three different categories. The low-level category contains all values less than or equal
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to the 33th percentile; the middle-level category contains all values falling in the range of the 34th
to 67th percentile; and the high-level category contains all values greater than the 67th percentile.
A Hydrologic Alteration (HA) factor is calculated for each of the three categories as following formula:

HA = (observed frequency — expected frequency)/expected frequency 2

In this study, we divided the absolute ranges of HA factor into three classes: little or
no alteration (<33%), moderate alteration (33%-67%) and high alteration (>67%) according to
Richter et al. (1998) [58].

The coefficient of dispersion was a commonly used indicator to evaluate the variability of daily
streamflow. It is calculated as the following formula:

The coefficient of dispersion = (75th percentile — 25th percentile)/50th percentile (©)]

2.3.4. Method for Measuring Environmental Flow

RVA was used in this study to identify the reasonable range of streamflow regime for
environmental flow management. The basic consideration using RVA method for environmental flow
identification here is that the preferred environmental flow regime in terms of magnitude, rate, and
frequency should maintain streamflow variability as natural as possible in order to sustain the majority
of riverine ecological functions. The variability of streamflow magnitude (i.e., daily streamflow) and
the three indicators on the rate and frequency of the daily streamflow (i.e., rise rate, fall rate and
number of reversals) involved in the IHA indicators can effectively represent the environment change
induced by hydropower operations in the river system. In practice, the suitable range of the magnitude,
rate and frequency should be identified for environmental flow associated with dams regulation.

The Tennant method (also known as Montana method), by which 20% of the daily average
flow was used as the minimum ecological and environmental flow [59,60], was performed in this
study to calculate the environmental flow in JRW in order to make comparison with the values from
RVA method.

2.3.5. Statistical Analysis

The Kolmogorov—-Smirnov (K-S) goodness of fit test was first used to test for normality ofthe
distribution of the indicators representing the regime of streamflow. The f-test was then used to
determine if means for each of the indicators during pre-impact period were statistically different from
one another during post-impact period where significance was defined as p < 0.05.

3. Result

3.1. Overall Hydrologic Impact Assessment

The effect of regulation by dams on downstream flow regime was assessed using FDC in the
North River and West River. As shown in Figure 4, the variability of daily streamflow exhibited
anoverall decreasing trend for both two reaches of JRW. In the North River, the daily streamflow
slightly decreased in lower percentiles (i.e., higher flows), while daily streamflow slightly increased in
the higher percentiles (i.e., lower flows). Comparatively, daily streamflow slightly increased in the
higher percentiles (i.e., the lower flows) in the West River. The crossing point of the two curves was
calculated to be 136 days and 116 days in the North River and West River, respectively. The dams in the
North River stored approximately 0.42 billion m® water during a 136-day higher flows period while
release only 0.06 billion m3 water in the subsequent 229 days in lower flow. In the West River, the dams
stored only 0.06 billion m® water during a 116-day higher flow period while release 0.13 billion m3
water in the subsequent 249 days in lower flow. This phenomenon indicated that the dams in the
North River tend to store more water while the dams in the West River tend to release more water.
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Figure 4. The flow duration curve change in JRW (a) North River reach; (b) West River reach.

3.2. Hydrologic Regime Changein a Full Range

3.2.1. Magnitude of Monthly Streamflow Regime

Themagnitude of monthly streamflow alteration was identified using IHA in the North River
and West River. Similar variability patterns were observed in both two reaches of the JRW, namely,
the monthly streamflow during July to January increased while decreased during February to May
(Table 2). In addition, the monthly streamflow changed more significantly in the West River than in the
North River. The monthly streamflow in January, August and December increased significantly in the
West River while the monthly streamflow decreased significantly in May in the North River (Table 2).
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Table 2. Monthly streamflow change due to dam construction in the JRW (%).

Two Reaches Jan. Feb. Mar. April May Jun. Jul. Aug.  Sep. Oct. Nov. Dec.

North River 105 —-121 377 —101 -334* 6.4 21.6 17.4 10.7 6.2 4.8 10.7
West River 187* -133 —-141 —-191 232 -8 303 542* 253 28 111 209*

Note: * p < 0.05.

Figure 5 shows the homogenizing variability of monthly streamflow in the JRW. The coefficient of
dispersion increased in the period with high variability of streamflow (e.g., March in the North River,
Figure 5a) while decreased in the period with low variability of streamflow in the JRW (e.g., Jan in the
North River, Figure 5b). Particularly, the variability of monthly streamflow tend to decrease with the
coefficient of dispersion more than 0.7 whereas it increased with the coefficient of dispersion less than
0.7 in both two reaches of the JRW. Interestingly, the variability of monthly streamflow in the flood
season (e.g., in July and August) in the West River increased after dam construction, which might be

related to the increasing frequency of extreme weather events.
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Figure 5. The variability of monthly streamflow in the JRW (a) North River reach; (b) West River reach.

Variability patterns of streamflow magnitude were delineated using RVA method and are
presented in Figure 6. The similar variability patterns of monthly streamflow exhibited in the
North River and West River, namely, the frequency of the monthly streamflow with high-level
category increased during August to January (Figure 6) in both two reaches of JRW. Obviously,
after dam construction, the monthly streamflow changed more intensively in the West River than in
the North River. Particularly, the frequency of the monthly streamflow with high-level category all
increased during August to January in the West River.
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Figure 6. Hydrologic alteration of monthly streamflow in the JRW based on RVA method.

(a): North River reach; (b) West River reach.
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3.2.2. Magnitude, Duration and Timing of Extreme Streamflow Regime

The occurrence time of the annual extreme streamflow in the North River was approximately one
month earlier than that in the West River (Table 3). The minimum and maximum streamflow occurred
in early February and early July in the North River, while the minimum and maximum streamflow
were in late February and early August in the West River. The Julian dates of minimum streamflow in
the post-impact period for both two reaches of JRW were earlier than those in the pre-impact period,
while the Julian date of maximum streamflow showed the opposite results (Table 3). In particular, the
extreme low streamflow event occurred 14 days earlier than before in the West River and the extreme
high streamfow event occurred 18 day later than before in the North River.

Table 3. The median of Julian date of the extreme streamflow.

Two Reaches  Pre-Impact Min Q  Post-Impact Min Q  Pre-Impact Max Q  Post-Impact Max Q

34.0 33.0 171.0 189.0
50.5 211.5 215.0

NorthRiver
West River 64.5

The baseflow index (BFI) increased by 18.8% and 17.7% in the West River and North River
reaches, respectively. Given that BFI is the ratio of the 7-day minimum streamflow to the annual
streamflow, the BFI increased more than the 7-day minimum streamflow, which might indicate a
potential discharge decreasing trend in both two reaches of JRW (Table 4). Most of indicators of
extreme streamflow decreased in the post-impact period in the North River. In contrast, most of the
indicators of the extreme streamflow increased in the West River.

Table 4. The change of magnitude and duration of annual extreme streamflow condition in the JRW (%).

1-Day 3-Day 7-Day 30-Day 90-Day 1-Day 3-Day 7-Day 30-Day 90-Day
Two Reaches Min Min Min Min Min Max Max Max Max Max BFI

North River —20.3 -59 72 10.4 —0.4 -9.6 —74 —6.6 -7.5 —8.2 18.8*
West River 8 11.7 13.7 12.7 7.1 6 -2.1 —0.2 8 9.8 17.7

Note: * p < 0.05.

Most of the indicators change little (HA < 33%) or moderately (HA = 33%—-67%) in the JRW
(Figure 7). The frequency of 30-day minimum streamflow which falled into high-level RVA category
(HA > 67%) increased intensively in the North River and West River, indicating the increased frequency
of minimum monthly streamflow with high-level category in both two reaches of JRW. The frequency
of 30-day maximum streamflow which falled into high RVA category (HA > 67%) increased intensively
in the West River, suggesting the increased frequency of maximum monthly streamflow with high-level

category in the West River.
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Figure 7. Hydrologic alteration of annual extreme streamflow in the JRW based on RVA method.
(a) North River reach; (b) West River reach.
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3.2.3. Frequency and Duration of High and Low Pulses

The frequency and duration of high and low pulses are quantified by the count and duration of
the low pulse and high pulse, respectively. Except for the low pulse count, the other three indicators
in Table 5 displayed the same trend after dams construction in the JRW. The frequency and duration
of high and low pulses changed significantly in the last 44 years especially during the post-impact
period in both two reaches of JRW. All of the indicators, especially for the low pulse count (101.8%)
and the low pulse duration (—62.1%), changed significantly in the North River. The high pulse count
decreased by 37.1%in the West River (Table 5). Most of the indicators increased significantly in low or
middle level categories whereas decreased intensively in high-level category in the North river and
West River, implying that the dams might effectively attenuate the high flow pulse event in both two
reaches of JRW (Figure 8).

Table 5. The change of the frequency and duration of high and low pulses in the JRW (%).

Two Reaches Low Pulse Count = Low Pulse Duration = High Pulse Count  High Pulse Duration
North River 101.8 ** —62.1* —21.4* 19.2%
West River —15.5 —29.0 —37.1* 6.7

Notes: ** p < 0.005; * p < 0.05.

High RVA Catce
301 (a) ! Middle n\'Aa‘:‘;t:;n- (b)

Low RVA Catcgory
25

20

1.5

1.0

High Alteration

Hydralogic Alteration Values

- High Alteration|

unoo asind mo
o aspnd ysipg
junoo asjnd mor]
unos aspnd ySip

uonemnp aspnd mo|
voneanp asind ySiy
uonjemp asjnd mo]
uonemp asind ysiy

Figure 8. Hydrologic alteration frequency and duration of high and low pulses in the JRW based on
RVA method. (a) North River reach; (b) West River reach.

3.2.4. Rate and Frequency of Streamflow Regime Change

The rate and frequency of the daily streamflow regime were quantified by the rise rate, fall rate
and number of reversals (Table 6, Figure 9). The rate and frequency of streamflow regime changed
intensively in both two reaches of JRW. The three indicators on the rate and frequency of the daily
streamflow (i.e., rise rate, fall rate and number of reversals) revealed the similar trend in the post-impact
period based on the observed data in the two reaches of JRW. The rise rate decreased by 26.9% and
61.0% in the North River and West River, respectively. The number of reversals increased by 40.7%
and 46.4% in the North River and West River, respectively. The fall rate increased by 28.3% in the
North River while increased by 0.8% in the West River (Table 6).
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Figure 9. Hydrologic alteration of rate and frequency of the daily streamflow in the JRW based on RVA
method. (a) North River reach; (b) West River reach.

Table 6. The change of the rate and frequency of the daily streamflow in the JRW (%).

Two Reaches Rise Rate  Fall Rate Number of Reversals

North River —269* 283 * 40.7 **
West River —61.0 ** 0.8 46.4 **

Notes: ** p < 0.005; * p < 0.05.

3.3. The Possible Suitable Range of Streamflow Regime

The suitable ranges of the daily streamflow are meaningful to be developed for environmental
flow management in the JRW. Using Tennant method, the minimum environmental flow were
51.3 m3/s-d and 24.5 m®/s-d in the North River and West River. On the other hand, the suitable
ranges of the daily streamflow were identified for each month using the RVA method (Figure 10).
As shown in Figure 10, the monthly streamflow in August was higher than the natural streamflow
boundary (i.e., RVA boundary), and the monthly streamflow in May was lower than the natural
streamflow boundary in the North River. The similar result was found in the West River where the
monthly streamflow in August, September, November, and December were higher than the natural
streamflow boundary.
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Figure 10. The suitable ranges of the monthly streamflow in the JRW. (a) North River reach;
(b) West River reach.
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The rate and frequency of streamflow changed largely due to dams construction in the JRW
(Figure 9). From the perspective of the practical regulation, the suitable ranges for rise rate, fall rate and
number of reversal in the JRW were identified based on the RVA method and the results are presented
in Table 7. The fall rate in the North River and the rise rate in the West River were higher than the
RVA boundary. Moreover, the number of reversal was higher than the RVA boundary in both reaches
of the JRW.

Table 7. The suitable ranges of the rate and frequency in the JRW.

Hydrologic North River West River

Parameters RVA Range  Pre-Impact Post-Impact RVA Range Pre-Impact Post-Impact
Rise rate 16.0~33.5 24.0 17.6 10.1~19.8 15.2 59
Fall rate —17.5~-12.2 —15.0 —19.2 —8.4~-55 -7.1 -72

Number of 3 5 137 119.9 168.7 98.3~108.8 106.7 156.2
Reversals

Note: Lower and upper targets of RVA range are the 25th and 75th percentile value of the pre-impact hydrologic
parameters including rise rate, fall rate, and number of reversals.

4. Discussion

4.1. Overall Impact of Streamflow Regulation on Flow Regimes

The overall streamflow regime change can be delineated through FDCs, which has been widely
examined [30-32]. Our results revealed that the annual variability of daily streamflow decreased in
the post-impact period in the North River and West River of JRW. The daily streamflow decreased in
higher flow resulting from water storage regulated by dams while daily streamflow increased in lower
flow resulting from water release regulated by dams in both two reaches of the JRW. The similar results
also were found in the Han River and Yangtze River [8,31]. The dams tend to store more streamflow
in the North River. For one thing, there are more dams and more length of river in the North River,
which might slow down the downstream streamflow. For another, the downstream reservoirs or dams
in the North River are designed to supply local residents with water for drinking, agricultural and
industrial uses, which would make the downstream streamflow regulated.

4.2. Magnitude of Monthly Streamflow Regime

The effect of the dams on the monthly streamflow has been widely reported in the
literature [13,16,29,61]. In this study, the mean daily streamflow increased during July to January while
decreased during February to May after dam construction in the two reaches of JRW. This is similar
with the previous findings in Huaihe River, Yangtze River and Langcang River [8,12,24]. Compared
to the North River, the daily streamflow displayed a higher variability of monthly streamflow in
the West River. This may be attributable to the smaller areas of watershed and less dams in the
West River (Table 1). The effects of dam construction on water storage and release are greater for
smallwatersheds than for large watersheds [62]. Generally, the impact of damconstruction in the JRW
on monthly streamflow regime alteration is relatively complicated when combined with magnitude
and inter-annual variability of monthly streamflow.

4.3. Magnitude, Duration and Timing of Extreme Streamflow Regime

Generally, baseflow is the most sensitive indicator to the streamflow regime change associated with
dam construction [1,63-66]. The baseflow index (BFI) tends to increase after dam construction [3,8].
The increased BFI is the combined results of the increase in the 7-day minimum streamflow and the
decrease in the annual streamflow due to dam construction [8]. Our study revealed that BFI value
increased by 18.8 and 17.7%, respectively, in the post-impact period in the North River and West River.
This suggests the general hydrologic regime alteration in the JRW due to dam construction. Our study
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also shows the potential discharge decreasing after construction in the JRW. The reduced discharged
may be attributed to the result of increased evaporation or infiltration and loss to groundwater [13].
Our prior study shows that the 10-year average streamflowduring 2001-2010 in the North River
and West Riverreaches decreased by 9.2% and 6.7%, respectively, compared to the average annual
streamflow during 1967-2000, and the most important driving force for streamflow regime change in
the JRW is related to population growth and economic development [3]. The potential discharge
decrease after dam construction in the JRW might be related to annual streamflow decrease in
recent years and the increasing water demanding in the watershed. Climatic variability in term
of precipitation changes had limited effects on this situation, since that there is slightly increasing
tendency of the annual precipitation in the West River while the precipitation in the North Riverseemed
not to have changed in the past 50 years, as observed in our prior study [3].

The occurrence time of annual extreme condition can effectively reflect the seasonal variation of
the hydrologic conditions [29]. The variation of the extreme events changed with geographic areas
and climate patterns. Our study indicates the earlier occurrence time of extreme low streamflow
event and later occurrence time of extreme high streamflow event after dams construction in the JRW,
which is consistent with these asonal variation of the hydrologic conditions in other watersheds in
South China [8,24,67]. This means the mode of dams regulation on streamflow regime in the JRW was
similar to those in South China.

Previous studies in other watersheds show that minimum streamflow increased and maximum
streamflow decreased after dam construction [5,46,68]. However, our study suggests the extreme low
and high streamfow both decreased in the North River while both increased in the West River of the
JRW. This is the results caused by the seasonal variation of streamflow regime changed in the JRW.
The variability of the streamflow increased in February while decreased in July in the North River
(Figure 4a), thus the minimum streamflow and maximum streamflow decreased in such two months
in the North River. The situation was different in the West River, the variability of the streamflow
decreased in March while increased in August (Figure 4b), therefore, the minimum streamflow and
maximum streamflow increased in such two months respectively.

4.4. Pulse, Rate and Frequency Change

In response to theoperation of dams and reservoirs, the number of low pulse and high pulse will
decrease [13,45,69]. Our study showed the count of low pulse in the North River increased abnormally
(Table 5). This might be related to the increasing water demanding in the North River in recent years.
As the water source for approximate 10 million resident in Xiamen, Zhangzhou and Longyan, large
number of irrigation facilities was established, thereby inducing the low pulse count increased in the
North River [3]. Similar observations were obtained in Huaihe River Basin and Tarim River Basinof
China [24,47].

Due to the limited capacity of reservoirs, the duration of high pulse will change [29,70]. Our study
also showed the increasing high pulse duration in the post-impact period in the JRW. This might be the
result of the water storage and release regulated by the dams in JRW. The count of the high extreme
high pulse decreased when water storage was operated by dams. This means the dams can store and
attenuate all high flow pulse event. However, the dams tend to release the water when the water level
exceeds the limited capacity of reservoir in the flood season.

The rate and frequency of streamflow can provide a measure of the rate and frequency of
intra-annual environmental change and the decreased rise rate of hydrographs and increased in
reversals after dams construction was widely observed [45,46]. Our study revealed that the rise
rate decreased by 26.9% and 61.0% and number of reversals increased by 40.7% and 46.4% in the
North River and West River, respectively. This is a byproduct of hydropower generation, wherein
water is stored in the reservoir until sufficient head is attained to generate power efficiently, at which
time the flow is rapidly released through the dam tubbiness [4]. Furthermore,the decreased rise rate
and increased fall rate in the JRW also suggested the rate changing from high flow to low flow slowed
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down and the rate change from low flow to high flow speeded up, implying that the streamflow peak
might be delayed (Table 3) and the variability of streamflow changed (Figure 4). Similar results were
also found in Huaihe River, Yellow River, Taiwan and Great Plains [13,24,67,70].

4.5. Feasible Streamflow Regime in [JRW

Streamflow regime is a primary determinant of structure and function of an aquatic and water
quality in streams [3,24,26]. The magnitude of streamflow will influence the available habitat for
organisms and the water quality in downstream. Too low streamflow will induce degrading water
quality while too high streamflow will increase water level causing lost habitats. In order to protect
native biodiversity and evolutionary potential of aquatic, riparian and wetland systems, the natural
flow paradigm emphasizes the need to maintain or restore the range natural intra-annual and
inter-annual variation of hydrologic regimes [24,39—-41]. Our study revealed that the minimum flow
requirement using Tennant method were close to the lower target identified using RVA method
(Figure 10). Obviously, Tennant method only considers the lowest streamflow (i.e., the lowest
streamflow in dry season) in the river but rarely considered the effective habitat quality at varying
flow. Our study quantified reasonable range of the streamflow regime using RVA method in order to
maintain the natural streamflow regime in the JRW.

Dams may not homogenize all river systems, but may move them outside the bounds of normal
river function [16]. Our results suggest a suitable streamflow framework to generalize seasonal patterns
inhydrologic alterations due to dam regulation. One the one hand, the suitable ranges in the flood
season (e.g., in August) for both reaches of the JRW should be guaranteed by the reasonable regulation
from downstream dams. On the other hand, more attention should be paid to the streamflow release
or storage in the average season (e.g., May) and dry season (e.g., December) in the North River and
West River, respectively.

Our study shows that the three indicators on the rate and frequency of the daily streamflow
(i.e., rise rate, fall rate and number of reversals) were informative to delineate the critical role of dam
construction on streamflow change. In this study, the fall rate in the North River and the rise rate in
the West River were higher than the RVA boundary, which suggests that the dams in the JRW should
release more water to get the natural targets of the rise rate and fall rate, so as to maintain the natural
streamflow regime in the JRW. Moreover, the mean number of the reversal increased significantly and
was higher than the RVA boundary, we therefore suggest that the dams in the JRW should decrease the
frequency of store-release streamflow.

5. Conclusions

Flow duration curve analysis, indicators of hydrologic alteration, and range of variability
approach were coupled in this study to evaluate the streamflow regime change induced by dam
constructionin a full range in Jiulong River Watershed (JRW). The dailystreamflow decreased in
higherflow resulting fromwater storage regulated by dams whiledaily streamflow increased in lower
flow resulting fromwater release regulated by dams in both two reaches of the JRW. The dams in the
North River tend to store more water while the dams in the West River tend to release more water.
The mean dailystreamflow increased during July to January while decreased during February to May
after dam construction in the two reaches of JRW. After dam construction, the monthly streamflow
changed more significantly and higher variability of monthly streamflow was observed in the West
River than in the North River. The homeogenizing variability of monthly streamflow exhibited in
both two reaches of JRW. The earlier occurrence time of extreme low streamflow event and later
occurrence time of extreme high streamflow event after dams construction. The extreme low and
high streamfow both decreased in the North River while both increased in the West River of the JRW.
All of the indicators especially for the low pulse count (101.8%) and the low pulse duration (—62.1%)
changed significantly in the North River. The high pulse count decreased by 37.1% in the West River
and the count of low pulse increased abnormally in the North River. The high pulse duration in
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the post-impact period increased in both two reaches of the JRW. The rise rate decreased by 26.9%
and 61.0%,and number of reversals increased by 40.7% and 46.4% in the North River and West River,
respectively. The fall rate increased by 28.3% in the North River.

Reasonable range of streamflow regime in terms of magnitude, rate, and frequency was identified
using RVA method to sustain environmental flow management. More attention should be paid to
the streamflow release or storage regulated by dams in May, August and December in the JRW.
The dams in the JRW should release more water and decrease the frequency of store-releases treamflow.
This research advances our understanding of hydrologic impact of small and medium dams in the
medium-sized basin in China.
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Abstract: Varying active stream network lengths (ASNL) is a common phenomenon, especially
in hilly headwater catchment. However, direct observations of ASNL are difficult to perform in
mountainous catchments. Regarding the correlation between active stream networks and stream
recession flow characteristics, we developed a new method to estimate the ASNL, under different
wetness conditions, of a catchment by using streamflow recession analysis as defined by Brutsaert
and Nieber in 1977. In our study basin, the Sagehen Creek catchment, we found that aquifer depth
is related to a dimensionless parameter defined by Brutsaert in 1994 to represent the characteristic
slope magnitude for a catchment. The results show that the estimated ASNL ranges between 9.8
and 43.9 km which is consistent with direct observations of dynamic stream length, ranging from
12.4 to 32.5 km in this catchment. We also found that the variation of catchment parameters between
different recession events determines the upper boundary characteristic of recession flow plot on
a log-log scale.

Keywords: active stream network; recession flow; headwater catchment; parameter estimation

1. Introduction

Recession flow analysis has been used to estimate catchment-scale hydraulic parameters for a long
time. Brutsaert and Nieber [1] first linked the solution of the Boussinesq equation to a power law
relationship as follows:

—dQ/dt = aQP 1

where Q is discharge during the period of streamflow recession and dQ/dt is the recession rate
of discharge. Parameters « and {3 can be estimated from a —dQ/dt vs. Q plot on a log-log scale.
Specifically, o is related to aquifer hydraulic properties by comparing with several analytical solutions
of the Boussinesq equation for a horizontal aquifer. Despite some limitations of this method when
applied to sloping aquifers [2—4], this methodology has subsequently been expanded and applied in
many mountainous catchments such as the Yosocuta Watershed in Mexico [5], the Dongjiang Basin in
China [6], the arid Coquimbo Region of Chile [7], the Beca River Basin in Portugal [8], and the Massif
Central in France [9].
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For a given catchment, parameter « in Equation (1) has been found to vary significantly across
recession events. It has been shown that aquifer antecedent storage (represented by the average depth
of saturated aquifer) has an obvious influence on streamflow recession dynamic and thus on the
variation of & [10-13]. Besides antecedent storage, the dynamic of an active stream network might also
lead to the variation of o across recession events. A number of studies have characterized the changes
of active stream networks at different spatial and temporal scales. Recently, thorough summaries of this
phenomenon were given by Godsey and Kirchner [14] and Shaw [15]. Variances of ASNL have not been
widely taken into account in recession flow analysis, although it is a common phenomenon, especially
in mountainous catchment. Biswal and Marani [16] proposed that recession flow was a function of the
flow per unit of river length and the dynamic stream network, and assumed that recession flow was
predominantly controlled by the dynamic stream network in a sloping basin. As a result, the parameters
in Equation (1) are related to the signatures of catchment geomorphology [11,17-19]. Vannier et al. [9]
distinguished the length of permanent and temporary streams in the estimation of catchment-scale
soil properties, but did not estimate variation of ASNL across different recession events.

Although whether or not a change of active stream network has a causal effect on the dynamics of
streamflow recession is still under debate, there is no doubt that there is a correlation between active
stream network and stream recession flow characteristics [14-16]. Thus, we propose to estimate ASNL
by using an analysis of recession flow. Our study was carried out in Sagehen Creek, a hilly headwater
watershed located in the Sierra Nevada mountain range of California.

2. Description of the Study Catchment and Associated Data

Sagehen Creek is located on the east side of the northern Sierra Nevada (Figure 1). The drainage
area of the watershed is 27 km?. The land surface elevation in the watershed ranges from 1935 to 2653 m,
and the average slope of surface is about 15.8%. The geology of the Sagehen Creek catchment consists
of granodiorite bedrock overlain by volcanics, which are overlain by till and alluvium. Although very
little is known regarding the depths of different geologic formations, the volcanics are assumed to range
in thickness between 50 and 300 m. Alluvium is assumed to range in thickness between 0 and 10 m [20].
Sagehen has a Mediterranean-type climate with cold, wet winters and warm, dry summers [21]. Mean
annual temperature from 1980 to 2002 was 4 °C, at an altitude of 2545 m. Mean annual precipitation
from 1960 to 1991 was 970 mm. Approximately 80% of precipitation falls as snow. Daily mean
streamflow data were obtained at the gage near the outlet of the catchment (gauging station number:
10343500). Mean daily streamflow was approximately 1 m?/s during snowmelt in May and June
for 1953-2003. Sagehen Creek is a documented example of the application of the GSFLOW model
to a watershed [20]. The GSFLOW model is composed of a surface water model—PRMS—coupled
with MODFLOW, a groundwater flow model [20]. In the Markstrom et al. study [20], the GSFLOW
model was calibrated to simulate the observed streamflow given the observed meteorological data
collected for Sagehen Creek watershed. The calibrated hydraulic conductivity and specific yield for
the alluvium have ranges of 0.026-0.39 m/d and 0.08-0.15, respectively. The geometric means of
hydraulic conductivity and specific yield are 0.075 m/d and 0.1, respectively. A period of 16 water
years, 1 October 1980 to 30 September 1996 was taken in this research. This time period was previously
evaluated by the GSFLOW model. As such, recession flow analysis can be performed by using more
reliable hydrologic fluxes (infiltration, actual evapotranspiration) simulated by GSFLOW. Digital
elevation model data, at 30 m resolution, were obtained from USGS (available at: http://nationalmap.
gov/viewerhtml) and were used to stream network analysis in Section 3.2.
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3. Method

3.1. Theory

One of the most commonly used analytical solutions for discharge recession of sloping aquifers
was formulated by Brutsaert [22]. This solution gives the outflow from the hillslope as

ABDKE i 72 [(Ze*aL coszp) — l] exp [7K<z,21/L2 + U2/4K2>t]
R (zg JL2 4+ U2/4K2 + U/2KL>

@

where Q is the discharge out of the aquifer, K = kpDcosi/f, U = ksini/f,a = —U/2K, p is a constant
assumed to be 0.3465 [1,2,23], i is the slope angle of the aquifer, k is the hydraulic conductivity, f is
the specific yield, B is the active stream network length, D is the initial saturated thickness of the
aquifer, L is the breadth of the aquifer, and z, is the nth root of Equation (3), which can be computed
numerically with

tan(z) = z/aL 3)

In the case where t — 0 in Equation (2), the discharge (Q) from the aquifer is simplified to
Q = 2B(kpfeosi/m) 2D/ 2 1/2 (4)

Then the recession rate of the discharge can be written as

—dQ 1133, -
dt B2kDfcosi
Thus 1133
= 6
B2kD3fcosi ©)
p=3 (7)

As was shown by Rupp and Selker [2] and Pauritsch et al. [4], when dQ/dt and Q derived from
Equation (2) are plotted on a log-log scale, the recession curve has an obvious transition point, which
separates the curve into an early time domain and a late time domain. The curve in the early time
domain is concave. A similar concave recession pattern was also found based on observed streamflow
in Sagehen Creek (shown later in Section 3.3). We consider the early time domain to be the more
typical case, at least in Sagehen Creek, because in many cases rainfall events prevent recessions from
extending beyond the early time period. Since the short time behavior illustrated by Equations (4)—(7)
should be the initial segment of early time domain, we used Equation (6) and the early time solution
of Equation (2) to perform the following parameter estimation.

3.2. Estimation of Aquifer Breadth

In general, the breadth of the aquifer is calculated as
L=A/2B ®)

where A is the catchment area. When we treat the stream network length as a dynamic rather than
a stable variable, the area also should be taken as the contribution area related to the active stream
instead of the total area. Otherwise, Equation (8) will lead to an unrealistically large value of L when
ASNL shrinks significantly.

Based on the empirically observed dynamic of the stream network [24], the hillslopes including
order-one streams stop contributing to streamflow first, indicating the shrinkage of the contribution
area. As the catchment drainage continues, only the areas connected to high order streams contribute.
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Following this general idea as shown in Figure 1, we used GIS to generate a stream network with
a total length of 30.6 km, including three Strahler orders by ignoring several minor details. A total of
16 first-order tributaries with the combined length of 20.8 km were found (dashed lines in Figure 1).
Each of them relates to a hillslope contribution area (the gray zone in Figure 1). With the assumption
that the hillslope will stop contributing to higher order stream as soon as the related order-one tributary
shrinks totally, we generated a series of ASNL and contributing areas with different combinations
of the shrinkage of order-one streams. Figure 2 shows the calculated breadth based on Equation (8),
with the dynamic contributing area and ASNL. As a result of our calculations, the breadth has a narrow
range, from 413 m to 517 m, with a mean of 452 m and a standard deviation of 16.2 m. This illustrates
that the breadth has a relatively stable value with the variation of the active stream network. This is
not surprising, since the breadth of the aquifer is a transformation of drainage density, which tends to
reach a state of equilibrium [25,26].

Figure 1. Map of the Sagehen Creek catchment. The stream network is extracted using the flow
accumulation threshold of 300 with GIS. The dash lines illustrate the order-one streams. Each order-one
stream is associated with a hillslope contribution area (gray zone). The continuous black lines illustrate
the order-two and order-three streams.
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Figure 2. The calculated breadth (L) based on Equation (8) with different ASNL (B).
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3.3. Recession Flow Analysis

Recession analysis was carried out based on the observed streamflow over the 16-year period.
The backward difference approximation of dQ/dt (=(Qi_ar — Qt)/At) was calculated using
consecutive daily flows and plotted against the arithmetic mean ((Q;_ A + Qt)/2) of the corresponding
flows [1]. Next, along with simulated actual daily evapotranspiration (AET) from the soil, and
infiltration (Al) into the soil—both calculated by the GSFLOW model—recession stream flows were
selected according to the following criteria [27-29]: (1) data points with no positive values of dQ/dt,
and (2) data points when the absolute ratio of (AI-AET) to observed Q is smaller than 0.1. As a result,
51 individual recessions with at least four continuous days’ length were derived. As is shown in
Figure 3, the plot of these individual recessions produces a concave shape.

Two details should be considered when applying these selected recession curves. One is the
influence of snowmelt. Snowmelt water can exceed the infiltration capacity of the soil, and GSFLOW
does calculate the infiltration and surface runoff generated by snowmelt. Since the selection of
recession data was based on the absences of significant net infiltration (AI-AET) during the recession
period, we assumed there was no significant snowmelt during the selected recessions. Thus, the
influence of snowmelt may be ignored, although minor snowmelt may discharge to the stream directly.
The second important detail is the inverse U shape of several recession curves at the beginning of the
recession. Consistent with Pauwels and Troch [30], the inverse U shape can be explained by the effect
of recharge. The (AI-AET) metric calculated by the GSFLOW model was not completely consistent with
the infiltration in the real catchment, although the model has been calibrated. Hence the recessions
derived from the observed streamflow still can be influenced by real recharge. These initial data points
were ignored during the following analysis.

5

2

35 37 39 41 43 45 47 49 51 53
log(Q, m¥/d)

Figure 3. Plot of log(—dQ/dt) vs. log(Q) derived from the observed streamflow for 51 individual
recession events selected over a period of 16 years. The straight line with a slope of 1 illustrates the
upper boundary of the plot. This upper boundary is discussed in Section 5.5.

3.4. Estimation of ASNL

The 51 individual recession curves were separated into several ranges according to the logarithmic
values of the minimum discharge at the end of each recession (Qmin). The number of ranges was
chosen subjectively to make each range include at least seven recession curves with similar values of
Qmin. As aresult, five ranges were used, and are shown in Figure 4 and Table 1. The mean discharge of
recessions of each range varies between 8054-58,899 m?/d and encompasses a wide range of wetness
conditions. Each plot in Figure 4 was indicated by two straight dash lines. The upper envelope was
placed with a slope of 3. In keeping with Equation (5), this upper envelope represented the short
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time recession behavior. The lower envelope was placed visually by ignoring the data points with an
inverse U shape. Thus, all of these initial data points were ignored during the following analysis.

The value of log («) is taken as the intercept of the line of upper envelope with y-axis. Key values
of each plot are summarized in Table 1. With the geometric means of k and f, and the mean of L
estimated in Section 3.2, B can be obtained using Equation (6) as long as D is specified, and then the
recession flow is calculated with Equation (2). The calculation process was repeated by increasing D
from 0 with an interval of 1 m regularly. Only the values of D which led to the recession curve (dQ/dt
vs. Q on a log-log scale) being located between two envelopes in Figure 4 were noted down. Hence
the ranges of both D and B were obtained.
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Figure 4. Separated plots of dQ/dt vs. Q, based on the range of Qi on a log scale: (a) log(Qmin) < 3.9,
(b) 3.9 <10g(Qmin) < 4.1, (c) 4.1 <10g(Qmin) < 4.3, (d) 4.3 <log(Qmin) < 4.5, and (e) 1og(Qmin) > 4.5.
Gray dots illustrate the recession curves in each range. Two straight dash lines illustrate the upper and
lower envelopes. Two black curves are obtained from the solution Equation (2) with the condition of D
equal to 4 m (right curve), and 27 m (left curve).
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4. Results

As a result, the preliminary range of D, 4-27 m, was estimated, which is not related to . The two
black curves shown in Figure 4 are based on the solutions of Equation (2) when D equals 4 m (right
curve), and 27 m (left curve). We infer that the established range of D is only related to a dimensionless
parameter, —aL = tan(i)L/2pD, which represents the magnitude of the slope term in Equation (2) [22].
When D is large enough (more than 27 m in this case), —aL has a small value, which leads to the
catchment’s behavior as a horizontal flow. Under this condition, the concave shape of the early
recession curve disappears. On the other hand, for a small value of D (less than 4 m in this case), —aL
is large, which lead the catchment to behave as a steeper aquifer. In this case, the duration of early
recession is very short, less than one day; it therefore cannot be shown in a log-log plot with a time
interval of one day.

In fact, Equation (6) illustrates a negative power law relationship between B and D. Figure 5
shows the curves of B vs. D for all of the five different ranges illustrated by Figure 4. The range of
ASNL estimated by Equation (6) is shown in Table 1. Thus, a maximum range of stream network
length, 1.6-173.5 km, can be obtained. With several additional assumptions, a more reasonable range
of ASNL might be concluded. For example, as stated in Section 2, the thickness of alluvium in Sagehen
Creek catchment is assumed to range between 0 and 10 m. If we take the saturated aquifer depth
as 10 m in the wettest conditions (illustrated by curve e in Figure 5), ASNL would be estimated at
43.9 km. It is reasonable to expect the shrinkage of the stream network and decrease of the saturated
aquifer’s depth during the drying period of the catchment. The reasonable range of ASNL should
thus be located in the gray zone shown in Figure 5. Moreover, with the assumption that only stream
channels with high orders are active in dry conditions (illustrated by curve a in Figure 5), ASNL is
expected to equal the length of the high order stream based on the result in Section 3.2, which is 9.8 km.
As a result, the estimated ASNL is between 9.8 km and 43.9 km. With the illustrated dash line in
Figure 5, each value of ASNL related to five different ranges can be further estimated. The results are
shown in Table 1.
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Figure 5. B vs. D curves calculated using Equation (6). The five black curves are related to five ranges,
respectively. The gray zone illustrates the possible range of active stream network. The dash line in the
gray zone illustrates the estimated ASNL according to the assumptions stated in Section 4.
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Table 1. Key values of each plot in Figure 4a—e and estimated ASNL

Parameters a b c d e
Range of 10g(Qpmin, m3/d) <39 39-41 41-43 43-45 >45
Number of recession curves 13 11 13 7 7
Mean Q (m?/d) 8054 13445 18520 33041 58899
o (d/m°) 316 x 1077 562 x 10710 380x 10710 126 x10710 794 x 101
Range of ASNL (km) 1.6-27.5 3.7-65.2 45-79.3 7.9-137.8 9.9-173.5

ASNL (B) estimated from the dash line

in Figure 5 (km) 9.8 20.7 24.3 37.1 43.9

5. Discussion

5.1. Comparison with Prior Results

Godsey and Kirchner [14] calculated dynamic stream length based on a field survey in Sagehen
Creek. They found the connected flowing network length had a range of 12.4-32.5 km. while the stream
flow discharge had a range of 4080-47,872 m?/d. Consistent with their results, we revealed a range
of 9.8-43.9 km when the average stream flow discharge ranges between 8054-58,899 m3/d. Another
estimation can be obtained from The National Hydrography Dataset (NHD) (http://nhd.usgs.gov/)
maps. The NHD was developed by the USGS to support hydrography research [31]. Based on the
NHD of Sagehen Creek, we calculated the lengths of the perennial, intermittent, and ephemeral stream,
which are 6.8, 3.7, and 62.4 km respectively. The total stream network length is 72.9 km, which is
about twice the estimated ASNL in wet conditions found in our research. One possibility for the
discrepancy is that the length of stream in the NHD was mapped in high resolution (The map scale of
the high-resolution NHD is 1:24,000), so that some minor channels were also mapped. These minor
channels are mostly active only during rainfall events and transit surface runoff. We estimated ASNL
based only on the recession flow discharging mostly from catchment storage, and ignored the influence
of the surface runoff. Thus the minor stream network should shrink, and was not taken into account in
our research. Another possibility is that the saturated depth in wet conditions may be smaller than
10 m. For example, when the saturated depth is taken as 7 m in wet conditions, a channel length of
74.9 km can be estimated based on the curve in Figure 5. However, without more detailed information
on the dynamics of the groundwater table for Sagehen Creek, it is not easy to quantify the saturated
depth accurately.

5.2. Uncertainty of the Parameters

As stated in Section 3.1, the analytical solution for an ideal rectangle sloping aquifer was used to
perform the estimation of ASNL. It is obvious that a real catchment, such as Sagehen Creek, is far more
complicated than a simple ideal catchment. Thus the catchment(s) average parameters, such as i, D, k,
f, etc., should be obtained using an appropriate method. To account for the spatial variability of the
catchment properties, these parameters are usually calculated with a reasonable range instead of a
unique value. Thus, the uncertainty of the parameters in Equations (2)—(6) will introduce inaccuracy
to the result. As shown in Section 5.1, the estimated ASNL changes significantly when the saturated
depth value changes.

To reveal the influence of parameter uncertainty on the estimated result, sensitivity analysis of k
and f was further carried out. Based on the parameters calibration result using GSFLOW in Sagehen
Creek, the analysis range of k and f was taken as 0.026-0.39 m/d and 0.08-0.15, respectively. As in
shown in Figure 6, the sensitivity of the results to f seems relatively limited, while the variation of
k has obvious influence on the estimated results. The method proposed by Brutsaert and Nieber [1]
is focused on the estimation of catchment averaged hydrogeological properties; thus, we consider
the geometric means of k and f to be more appropriate in use as input for the estimation than their
maximum or minimum values.
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Figure 6. Sensitivity analysis of estimated ASNL as influenced by variations in k and f: (a) the error bars
illustrate the influence of k with a range of 0.026-0.39 m/d; (b) the error bars illustrate the influence of
f with a range of 0.08-0.15.

Consistent with prior research, and inherent to our research, is the assumption that there is no
change in k and f in different recession events for a given catchment. As shown in Table 1, ot increases
by almost 40 times from wet to dry conditions. This would also imply the significant decrease of the
product (kf), based on the negative relationship between o and kf shown by Equation (6). However
this is less realistic. When the catchment dries and saturated areas shrink, the hydraulic response is
dominated by riparian areas [32], and thus both k and f should increase generally. As a result, the most
probable reason for the increase of « is the shrinking of ASNL when the watershed dries up.

5.3. Advantages and Limitations

The presented approach shows how to estimate ASNL by using recession flow analysis. This
research moves our knowledge of recession flow forward. That is, the information embedded in
observed recession streamflows can be used not only to estimate hydrogeology parameters, but also to
estimate the total length of an active stream, especially in a hilly catchment. The method mainly relies
on measured streamflow at the outlet of the catchment, thus it can be easily applied to other catchments.

However, the limitations are also obvious. Since we used observed streamflow at the gauge of
catchment outlet, only those active stream channels connecting to the outlet can be estimated. Godsey
and Kirchner [14] showed many disconnected stream channels based on their field survey. These
disconnected stream channels cannot be estimated by the present approach. Another limitation of this
study is that only one hilly catchment, Sagehen Creek, was tested. The accuracy of the method may be
influenced by the catchment characteristics, such as topography, geology, climate etc. For example,
the stream network would likely be less dynamic in a flat and rainy catchment, so that ASNL may be
taken as static instead of dynamic and recession flow characteristics should have less relationship to
channel length. More complete and reliable conclusions about the present approach will be reached
only after broad applications in different catchments.

5.4. Precautions and Requirements

In this study, net infiltration flux (AI-AET) calculated by GSFLOW was used to select recession
stream flows. Hydrologic fluxes are generally not known, but would be determined from measurements
or calculated using some acceptable method. Thus, before the application of the present approach
to a given catchment, hydrologic fluxes such as actual evapotranspiration and infiltration should
be estimated based on some other method a priori. It is also necessary to have some preliminary
understanding of catchment parameters such as hydraulic conductivity, specific yield, aquifer thickness,
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and slope angle of the aquifer. Generally, the more accurate these parameters are, the less the
uncertainty of the estimated ASNL.

5.5. The Behavior of Short Time Recession

As shown in Figure 3, a cloud of —dQ/dt vs. Q points is composed of a bunch of recession
curves. The upper boundary of these points illustrates short time recession flow behavior between
different recession events. An upper boundary with a slope of 1 has also been observed in other
studies [5,7,8,33,34]. While it has not been discussed widely, Mendoza et al. [5] hypothesized that
this 1:1 line might represent some maximum physical limit of the contributing aquifer on otherwise
random-like recession flow behavior. We infer that this upper boundary with a slope of 1 reflects the
variation of catchment parameters between different recession events. Based on Equations (4) and (6),
the log form of Q and dQ/dt can be shown as

log(Q) = *% log(2t) — %bg o« ©)
10g<—%> = —% log(2t) — %logoc (10)
Thus
d
tog () = 1og(Q) ~ log(21) an

As in shown by Equations (9) and (10), although the change of certain parameters (B, k, f, D, or i)
between different recession events would lead to variations of o and the shape of recession curves,
the variation of « has an equivalent influence on the magnitudes of Q and dQ/dt in a log-log scale.
That is, as indicated by Equation (11), those data points with the same recession time (t) between
different recession events would be located on a straight line with a slope of 1 and a y-intercept of
—log(2t). It should be noted that this behavior is reflected only by the very early recession data, since
Equations (4) and (6) are only valid for short recession times.

6. Concluding Remarks

Varying ASNL is a common phenomenon, especially in hilly headwater catchments. Accurate
estimation of ASNL is valuable for hydrological modeling and is essential to hydro ecosystem
maintenance and water resource sustainability. To address the difficulty in direct measurement
of changes in the active stream network, this research links ASNL to recession flow dynamic. This
approach shows how to estimate ASNL by using analysis of recession flow. To our knowledge, this has
never been carried out before. In this first application to the Sagehen Creek catchment, the estimated
range of ASNL is consistent with prior results. More complete and reliable conclusions about the
present approach will be reached after broad applications in different catchments.
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Abstract: Many soil and water conservation (SWC) measures have been applied in the Jinghe River
Basin to decrease soil erosion and restore degraded vegetation cover. Analysis of historical streamflow
records suggests that SWC measures may have led to declines in streamflow, although climate and
human water use may have contributed to observed changes. This paper presents an application
of a watershed-scale, physically-based eco-hydrological model—the Regional Hydro-Ecological
Simulation System (RHESSys)—in the Jinghe River Basin to study the impacts of SWC measures on
streamflow. Several extensions to the watershed-scale RHESSys model were made in this paper to
support the model application at larger scales (>10,000 km?) of the Loess Plateau. The extensions
include the implementation of in-stream routing, reservoir sub-models and representation of soil and
water construction engineering (SWCE). Field observation data, literature values and remote sensing
data were used to calibrate and verify the model parameters. Three scenarios were simulated and the
results were compared to quantify both vegetation recovery and SWCE impacts on streamflow. Three
scenarios respectively represent no SWC, vegetation recovery only and both vegetation recovery and
SWCE. The model results demonstrate that the SWC decreased annual streamflow by 8% (0.1 billion
m?), with the largest decrease occurring in the 2000s. Model estimates also suggest that SWCE has
greater impacts than vegetation recovery. Our study provides a useful tool for SWC planning and
management in this region.

Keywords: eco-hydrological model; soil and water conservation; the Jinghe River Basin

1. Introduction

The Loess Plateau, known for its highly erodible soil and fragile ecosystem, covers an area of
approximately 640,000 km? in the upper and middle reaches of China’s Yellow River. The plateau
generally has a semi-arid climate, with extensive monsoonal influence. Centuries of deforestation,
intensive agriculture and highly erodible soils have resulted in degenerated ecosystems and intense
soil and water loss [1]. In order to support ecosystem recovery and reduce soil and water loss, the
Chinese government instituted a variety of soil and water conservation (SWC) measures from the 1950s,
such as vegetation management (including plantation and ecosystem recovery) and soil and water
conservation engineering (SWCE, such as terrace farmland and check dams). These SWC measures
have been proved to be useful in erosion control and sediment reduction [2,3].

Water 2015, 7, 6301-6320 143 www.mdpi.com/journal /water



Water 2015, 7, 6301-6320

It is generally believed that these SWC measures have impacts on the hydrological cycle [2,4].
Previous studies in the Loess Plateau region indicated that the SWC (including vegetation recovery,
terrace land, check dams, etc.) could reduce and delay surface runoff, and decrease soil erosion [5,6].
Observations suggested that sediments were reduced by 2.2 x 108 t-year~! from the Loess Plateau to
the Yellow River from 1970 to 1996 [7]. Substantial reductions in streamflow, in the decades following
SWC, have also been reported in the Loess Plateau. Xu et al., [8] estimated that runoff from the Loess
Plateau to the Yellow River has decreased by 1.0 x 10° m3-year—! since the 1950s based on observation
data [8]. He et al., [4] estimated that the annual streamflow of the Yellow River was reduced by 60% in
the treated period (1973-2006) compared with a contrast period (1957-1973) based on parametric and
non-parametric Mann-Kendall tests of trends in streamflow data. Although these previous studies
showed declines in streamflow in the Loess Plateau, the observed changes in streamflow may also
be impacted by climate and human water use [9]. In this paper, an eco-hydrological model is used
to disentangle the impacts of climate and human water use from SWC measures, and to link specific
SWC measures with hydrographic changes.

Eco-hydrological models that simulate interactions between vegetation dynamics and the
hydrological cycle can serve as useful tools for evaluating the impact of both climate trends and
human modifications on the landscape [10]. Given the vegetation and hydrological modifications from
SWC described above, the Loess Plateau is a logical setting for the implementation of such models.
Previous studies have used traditional hydrological models to evaluate streamflow changes in this
region [11-17]. These models, however, did not account for vegetation dynamics, including growth
following planting and interactions among vegetation properties (such percent cover, leaf area or total
biomass), climate and hydrology. These interactions are crucial for the evaluation of SCW impacts
because vegetation recovery is a key part in the SCW and vegetation recovery is highly dependent on
climate and hydrology [18-20]. In addition, most previous efforts were conducted at small watershed
scales and were not easily extrapolated to the larger basin scale. In this study, we examine the impacts
for the full Jinghe River basin (over 45,000 km?).

This paper presents an analysis of SWC impacts on streamflow of the Jinghe River Basin in
the Loess Plateau by using a modified version of a fully coupled model of vegetation growth and
hydrology, RHESSys. Modifications include the addition of sub-models of in-stream routing, and
reservoir operation. Existing model data structures and parameters were used to represent different
SWCE structures in RHESSys. To quantify the relative contributions of different SWC measures
to streamflow changes, the model was used to estimate the streamflow of the Jinghe River during
1980-2010 given two different management scenarios: SWC including vegetation recovery and SWCE.
The implications of the results for future SWC planning and water resource management are discussed.

2. Materials and Methods

2.1. Site Description

The Jinghe River is a 455-km long tributary of the Yellow River. The Jinghe basin (area of 45,421
km?) is located in the middle of the Loess Plateau (106°20" E-108°48' E, 34°24' N-37°48' N), and 4.3%
of the area is mountainous, 41.7% is loess tableland and broken plateau areas, and 48.8% is loess hilly
and gully regions (Figure 1). The basin has deep layers (50-80 m) of loess, composed mainly of fine
sand, silt and clay, with silt accounting for up to 50%. The loess has high porosity and is prone to
landslides. This basin is one of the most highly eroded areas of the Loess Plateau.

Land use types within the basin include farm land (41.6%), forest (10.2%), grassland (46.5%),
water (0.4%), bare land (0.1%), and residential and industrial land (1.31%). The natural vegetation
of the basin is of a temperate forest-steppe transition type. Due to historical development processes,
human activities have destroyed much of the forest, and now degraded grassland covers most of the
area. The growing season of the vegetation is between April and October.
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The basin spans seven cities in the provinces of Ningxia, Gansu and Shanxi. There are
approximately 6 million people living in the middle and downstream portions of the basin. Water
scarcity and soil desertification have resulted in small levels of agriculture and animal husbandry.
The industrial structure of the basin is resource-oriented, with energy, heavy and chemical industries
accounting for more than 90% of the total industrial production.

The basin has a typical continental climate and is located between the semi-humid and semi-arid
temperate zones. It is dry in winter and spring, and storms are frequent in summer and autumn. The
average air temperature is 8 °C. Annual precipitation ranges between 350 and 600 mm, with substantial
inter-annual variation. Summer precipitation accounts for more than 50% of annual precipitation. Both
temperature and precipitation decrease from south to north within the basin.
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Figure 1. Digital map of the study area. (a): The yellow river basin; (b): DEM.

2.2. RHESSys Model

The Regional Hydro-Ecological Simulation System (RHESSys) is a biophysically based
eco-hydrological watershed-scale model used to simulate water, carbon and nitrogen cycling and
transport. RHESSys represents watersheds as a spatially nested hierarchical structure with a range of
meteorological, hydrological and ecological processes associated with different levels of hierarchy [21].
Most vertical hydro-ecological processes are computed in the finest spatial resolution objects, patches
and strata, where strata are vertical vegetation layers above the patch. Meteorological inputs and
incoming radiation are organized with zones and drainage between patches organized within hillslopes
that drain to stream reaches. All of the spatial resolution objects (patches, strata, zones and hillslopes)
are generated in a Geographic Information System (GIS)-Geographic Resources Analysis Support
System (GRASS-GIS).

The simulation of hydrological processes in RHESSys reflects water storage and transport
vertically between the surface canopy/litter and subsurface soil layers and laterally between
the simulation units. The soil profile is a simple three-layer soil, including a rooting zone, an
unsaturated layer and a saturated layer. RHESSys also calculates storage and evaporation in litter,
surface depressions, canopies and snow, and transpiration from overstory and understory canopies.
The ecosystem carbon and nitrogen simulation process of RHESSys includes estimates of canopy
photosynthesis, respiration and the allocation of net primary productivity to growth, plant turnover,
and soil organic matter accumulation and decomposition.
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RHESSys has been used for a wide variety of hydrological and ecosystem biogeochemical cycling
applications [22-26]. A full description of the RHESSys process representation is given in [21].

2.3. Model Modification

Previous applications of the RHESSys model have focused on small watersheds
(<1000 km?) [21,27-29]. Several improvements were made to the model in order to apply RHESSys
in the Jinghe River Basin, which include in-stream routing, reservoir operation, approaches to
parameterize SWCE and a landscape partitioning strategy that supported computational efficiency
while maintaining the representation of key components of landscape heterogeneity.

2.3.1. In-Stream Routing

Previous versions of RHESSys assume that any water entering a stream reach leaves the basin
within a daily time step. For larger basins, such as the Jinghe River basin, travel time within the stream
may exceed one day. To resolve this limitation issue, a nonlinear kinematic wave stream routing module
was added to RHESSys. The kinematic wave model is defined by a continuity equation, momentum
equation and Manning equation [30]. The numerical solution scheme—Newton’s method—is used to
solve these equations.

Continuity:
e W
Momentum:
So =S¢ @)
Manning Equation:
Q= “RE5! ©

where Q is the flow rate, A is the cross area of the stream, g is the lateral input, x is the stream length,
t is the time interval, S is the gravity force term, S 1 is the friction force term, R is the hydraulic radius,
and # is the Manning coefficient.

Inputs required by the stream routing model include the parameters listed in Table 1 and the
stream network topology (e.g., identification of upstream and downstream reaches for each reach).
A GRASS-GIS [31] program was developed to automatically construct a table that organizes the stream
routing information as RHESSys inputs. This GRASS-GIS program requires spatial raster data to
define the stream network, stream cross section information (top width, bottom width and height),
Manning roughness and patches. The patch is the smallest spatial modeling unit in RHESSys.

The stream routing sub-model is triggered at the end of each time step (hourly or daily).
Any lateral flow (surface or subsurface) from a RHESSys patch containing a stream is included
in the stream routing. All improvements to RHESSys in this paper are available on the RHESSys github
site. Version 5.14.8 was used for this paper.
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Table 1. The format of the stream routing information table.

Item Information

Overall reaches Number of stream reaches

Reach ID, bottom width, top width, max height,
slope, Manning roughness, length, Numbers of

Reach intersecting units, Numbers of upstream reaches,
Number of downstream reaches
Intersecting unit Patch ID, Zone ID, Hill ID
Upstream reach Reach ID
Downstream reach Reach ID

2.3.2. Reservoirs Sub-Model

To calculate the reservoir impacts on flow, a simple reservoir operation sub-model was added to
RHESSys, which is called by the in-stream routing model introduced above. The reservoir operation
sub-model is based on user-supplied monthly maximum volume requirements and minimum monthly
outflow requirements of reservoirs. The outflow of the reservoir is computed as follows:

_ Qmin  Qin — Qmin +V < Vinax
Qout = (4)
Qin +V = Viax  Qin — Qmin +V > Vinax

where Qoyt is the outflow of the reservoir, Qi is the required minimum outflow, V is the storage of the
reservoir at the beginning of the time step, V}4y is the storage capability of the reservoir for one month,
and Qj, is the inflow of the reservoir. The outflow of the reservoir must satisfy the requirement of
the minimum outflow requirement first, followed by the monthly volume limitation. User-prescribed
human water use is subtracted from the reservoir volume. A reservoir information input file was
added to the RHESSys input files, which records the operation information of each reservoir.

2.3.3. SWCE

In this study, two kinds of SWCE were included in the simulation: terrace land and check dams.
The impacts of terrace land are simulated based on the ratio terrace land area to the total area for each
patch, where patches are the fine-scale simulation unit in the model (average patch size is 1 km?).
These ratios are calculated from the terrace land area data available at the county scale from the water
conservancy statistical yearbooks of each county. An increased surface detention storage capacity
is used in the RHESSys model as a parameter to define the impact of terraced land on runoff. The
relationship between terrace land ratio and detention storage capacity was based on the literature [32].
A reduced slope associated with terraced land is also implicitly included through the use of slope in
the RHESSys subsurface and surface routing computation.

The hydrological impacts of check dams are simulated at the hillslope scale (e.g., area draining
either side of a stream reach). Information on the annual new check dam deposition area of every
county is available from water conservancy statistical yearbooks. To estimate the number of check
dams in a hillslope, this annual new check dam deposition area was divided by the mean annual
deposition area of one check dam. The mean annual deposition area of a typical check dam was
0.0029 km? and the drainage area of one check dam was 1.04 km? according to local survey data.
Hillslope-scale runoff generated within the drainage area is assumed to be the inflow of the check
dam. Check dams are simulated using the reservoir sub-model described above, assuming Q,,;, to be
zero. Thus, the check dam is assumed be an overflow dam with a maximum storage (160,000 m?). The

147



Water 2015, 7, 6301-6320

surface evaporation of water stored in the check dam is calculated using the Penman Method. The
water surface area is computed as follows:

Auwater = \/W ®)

where V is the reservior storage, m3; B is the reservior width, m; i is the bottom slope.

RHESSys allows the user to change the spatial resolution and shape of the modeling units [10]. It
needs to consider both computational efficiency and spatial resolution in spatial units partitioning.
Based on a preliminary simulation to evaluate changes in streamflow with resolution, patches were
based on a 1-km resolution Digital Elevation Map (DEM). The hillslope was partitioned by GRASS-GIS
watershed generation, with a threshold drainage area of 100 km?. The basin was created by the
GRASS-GIS basin boundary program based on the outlet hydrological measurement station in the
Jinghe River Basin.

2.4. Data

Meteorological data collected from 8 climate stations and 13 precipitation stations were used
to generate climate data input for each zone (RHESSys meteorology spatial object). Spatial patterns
were generated through interpolation using a standard Theissen polygon approach. Meteorological
data were retrieved from the China Meteorological Data Sharing Service System, including daily
precipitation, maximum, minimum, and mean daily air temperature from 1956 to 2010. Daily
precipitation data from 1956 to 2010 were obtained from the Yellow River Water Conservancy
Commission (YRWCC). YRWCC also provided monthly stream flow data from the Zhangjiashan
hydrological station, which is located at the outlet of the Jinger River Basin.

The 30 Arc-Second DEM data were retrieved from the website of the U.S. Geological Survey
(USGS) [33]. Slope, aspect, stream and basin boundaries were created based on these DEM data in
GRASS-GIS. Soil type and characters were obtained from the National Second Soil Survey Data and
Soil Types of China.

Land use/cover data for 1980, 1985, 1997, 2000 and 2005 (scale 1:100,000) were used in the model,
which were derived from Landsat TM data and revised with survey data of land use in the yearly
reports from administrative districts. Land use was reclassified into 3 categories: undeveloped, urban
and agriculture land. Undeveloped land includes forest, grassland and wasteland. In the agriculture
land, irrigation and fertilization input are included. The input values for irrigation and fertilization are
0.1 m3 water/m? /year and 16.05 g NH, /m?/year according to local survey data. The vegetation type
map was also obtained from the land use/cover data with categories of forest, grass and crop.

The stream cross-section data (bottom width, top width, depth, Manning roughness) for the
main stream were available from 13 hydrological stations. For the upstream reach, bottom width,
top width, and depth were calculated based on the relationship between the drainage area and cross
section [32], and Manning roughness was calculated using the method in reference [34]. Reservoir
operation information was obtained from water resource survey data. Human water use data were
obtained from the Second Countrywide Comprehensive Water Resources Planning in China. SWCE
information was obtained from the water conservancy statistical yearbooks of each county.

Net Primary Production Yearly L4 Global 1-km products and Leaf Area Index—Fraction of
Photosynthetically Active Radiation 8-Day L4 Global 1-km products of the Moderate Resolution
Imaging Spectroradiometer (MODIS) were retrieved from U.S. Geological Survey (USGS) website,
maintained by the Land Processes Distributed Active Archive Center (LP DAAC) of the National
Aeronautics and Space Administration (NASA) at the USGS/Earth Resources Observation and Science
(EROS) Center, Sioux Falls, South Dakota, 2011.
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2.5. Soil and Water Conservation Measures

The soil and water conservation measures included in the model can be divided into two types:
vegetation restoration and SWCE. Vegetation restoration is defined by changes in vegetation type
(forest, grass and farmland), which are obtained from remote sensing data. The vegetation type would
be updated based on Landsat TM data of 1980, 1985, 1997, 2000 and 2005. These updates were used to
reflect vegetation changes that occurred as a result of restoration measures. The RHESSys vegetation
growth model was used to calculate vegetation biomass and associated characteristics such as leaf area
index and net primary productivity. The ratios of the vegetation area in the whole basin are shown in
Figure 2.
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Figure 2. The ratio of the vegetation area in whole basin.

With the approaches for SWCE simulation described in Section 2.3, two kinds of SWCE were
included in the simulation: terrace land and check dams. Terrace land and check dams were obtained
from water conservancy statistical yearbooks of each county in the basin, which were updated for
years 1980, 1985, 1997, 2000 and 2005. Figure 3 shows the terrace land area and check dam control area
for the whole basin. The terrace land area ratio in each county was used to generate a raster map of
the terrace land ratio for all patches. The ratio of terrace land was divided into 6 categories to match
different detention storage capacity parameters (Table 2). The annual new check dam deposition area
ratios were calculated in each county and the result was written into a raster file.
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Figure 3. Total terrace land area and check dam control area of the basin.

Table 2. Relationship between detention storage capacity and terrace land area ratio of the whole area.

Categories 1 2 3 4 5 6
Terrace land <0.04 0.04-0.06 0.06-0.08 0.08-0.12 0.12-0.2 0.25
area ratio
Detention
storage 0.005 0.0065 0.009 0.0125 0.02 0.03
capacity (m)

2.6. Model Parameterization and Calibration

Vegetation parameters are available from the RHESSys parameter database and literature [35].
Some of the parameters were modified based on previous field work in the basin [36].

Drainage parameters are mostly obtained from the RHESSys parameter database, which links
these parameters with soil texture. Soil depth, grading composition and porosity were obtained
from the National Second Soil Survey Data. These parameters are linked to the classification and are
distributed spatially according to the 1:10,000,000 soil classification map in China [32]. Calibrated
drainage parameters include: saturated hydraulic conductivity (K), decay of saturated hydraulic
conductivity with depth (m), pore size index (pore_size_index), air entry pressure (psi_air_entry),
percentage of infiltrated water that percolates to the deeper groundwater store (gw1), and drainage
rate of the deep groundwater store (gw2).

A spin-up RHESSys simulation of 2200 years was run prior to calibration and model analysis to
stabilize the soil carbon and nitrogen pools. Fifty-four years of climate data (1957-2010) were repeated
to create weather sequences for this spin-up run. Following spin-up, drainage parameters in the model
were calibrated by comparing observed and modeled streamflow. A Monte Carlo approach was used
to sample parameter sets of m, K, pore_size_index, psi_air_entry, gw1l and gw2 values. By comparing
observed and simulated streamflow, an acceptable parameter set was selected to use in the model
analysis. The calibrations included 250 simulations of a 5-year period, 1991-1995. The performance
metrics used to evaluate the model performance include the error in mean annual streamflow estimates
and the Nash-Sutcliffe efficiency (NSE) [37] between observed and simulated monthly streamflow
of the Zhangjiashan gauging station. The parameter set selected from the calibration was able to
capture major hydrologic trends, based on the Nash-Sutcliffe efficiency for monthly streamflow (0.74)
(Figure 4). The error in estimating mean monthly streamflow for the calibration period was 9.2%.
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Figure 4. Calibration results of monthly discharge at the Zhangjiashan gauging station.

2.7. Model Verification Method

The model verification includes two parts: hydrological verification and ecological verification. In
the hydrological verification, a single parameter set based on the performance metrics outlined in the
calibration was selected and used for subsequent model validation. The global parameter uncertainty
analysis, such as Generalized Likelihood Uncertainty Estimation (GLUE), is not included in this study
because it is too computationally intensive in such a large basin running at relatively fine scales. In
ecological verification, RHESSys estimations of net primary productivity (NPP) and leaf area index
LAI were compared with Moderate Resolution Imaging Radiometer (MODIS) NPP and LAI products.
Specifically, RHESSys estimates of annual average NPP for the years 2000-2010, and LAI distribution
for 22 August 2009 were compared with MODIS NPP and LAI products. The basin mean values of the
MODIS NPP products were calculated in ArcGIS software.

2.8. Model Scenarios

To evaluate the SWC impacts on streamflow, several different RHESSys model scenarios were
compared, which separate the vegetation changes and SWCE (terrace land and check dams) impacts.
Three scenarios were simulated in the simulation from 1980 to 2010: Scenario 1 had no prescribed
vegetation changes (vegetation area and vegetation types are kept the same as 1980; however,
vegetation changes associated with climate variation that are simulated by the model were included),
and also assumed no new SWCE following 1980; Scenario 2 prescribed vegetation changes using the
actual vegetation data from remote sensing-based land use/cover but did not include new SWCE;
Scenario 3 included both prescribed vegetation changes and conservation practices based on SWCE
data, which are the closest to historical simulations. Thus, the streamflow differences between scenario
1 and scenario 2 illustrate the impacts from vegetation management, while the difference between
scenario 2 and scenario 3 illustrate the additional impacts associated with SWCE.

To isolate other influences of streamflow, the climate and human water use data were the same in
the three scenarios. The data were the actual historical data as described above. Therefore, differences
in model estimates between the 3 scenarios can be attributed to the impact of management practices on
streamflow. The results of the scenario analysis were used to estimate the impact of SWCE, vegetation
change and their combination on streamflow.
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3. Results and Discussion

3.1. Model Verification

Monthly streamflow data from 1996 to 2000 were used for validation. For the validation period,
simulated mean annual streamflow differed from observed values by only 0.4% and the Nash-Sutcliffe
Efficiency was 0.70 for monthly streamflow (Figure 5). These results suggested that the model did a
reasonable job of capturing the major hydrological processes.
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Figure 5. Verification results of monthly discharge at the Zhangjiashan gauging station.

The model estimates of annual average NPP for the years 20002010 were compared with
Terra/MODIS Net Primary Production Yearly L4 Global 1-km products. The NPP results of RHESSys
matched well with those derived from the MODIS products (Figure 6) (mean error is less than 5%).
Model estimates of spatial distribution of LAI for 20 August 2009 were compared with Terra/MODIS
Leaf Area Index—Fraction of Photosynthetically Active Radiation 8-Day L4 Global 1-km products.
The LAI estimates from RHESSys are similar to the MODIS products: MODIS LAI ranges from 0 to 6.8;
RHESSys LAI from 0 to 7.7. Spatial patterns are also similar (Figure 7), although the MODIS product
showed a greater spatial variation in LAI than the RHESSys. These simulations using the RHESSSys
spatial resolution were often coarser than the resolution of the MODIS products.
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Figure 6. Comparison of annual mean NPP of the Jinghe River Basin from the RHESSys results and
MODIS products.
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Figure 7. Comparison of LAI distribution between the MODIS products (a) and RHESSys results (b)
on 20 August 2009.

3.2. Streamflow Decrease and Other Impacts

Before the analysis of SWC impacts on streamflow, the streamflow change in the recent decades
was evaluated. The Mann-Kendall trend test was used to evaluate the temporal trend of annual mean
streamflow at the Zhangjiashan gauging station. The results showed that annual mean streamflow
decreased from 1980 to 2010 with a significant change trend of 0.80 m3/s per year (with 95% confidence
interval, Figure 8).
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Figure 8. Annual mean discharge of the Jinghe River (Zhangjiashan gauging station) and its
change trend.

The climate change trends of the Jinghe River Basin in the recent decades were evaluated. The
Mann-Kendall trend test was used to evaluate the change trend of annual precipitation. The results
showed that the annual precipitation from 1980 to 2010 has a non-significant change trend. The
Mann-Kendall trend test was also used to analyze the annual mean value of daily maximum and
minimum temperature, which both showed a significant increasing trend of 0.7 °C/decade from 1980
to 2010 with a 95% confidence coefficient. The temperature increase may cause evapotranspiration
(ET) increases; however, ET has a non-significant change trend. The impacts of climate are difficult to
evaluate. The human water use increased significantly from the 1980s to 2000s. The annual human
water use ranged from 0.38 to 0.66 billion m®. To isolate this impact on streamflow, Scenario 1 was
used in the simulation.

3.3. Impacts of Vegetation Changes

First, analysis was performed for the changes in vegetation type and the associated ET of
vegetation patches in the recent decades from scenario 3 (historical simulation). According to Figure 2,
the forest area decreased in the 1990s compared with the 1980s, and then increased in 2005. Grassland
area changed little from the 1980s to the 1990s, and then increased in 2005. Farmland increase in
the 1990s compared with the 1980s, and then decreased in 2005. These results demonstrated that
the impact of efforts to recover natural vegetation and reclamation both happened in the 1990s, and
there is some evidence of a turning point around 2000 after which the natural vegetation (forest and
grassland) started to increase and the farmland started to decrease.

The vegetation area changes suggested that some forest areas and grasslands were destroyed
in the 1990s. Farmland increases in the 1990s imply that some forest areas and grasslands became
farmland. But there is a turning point around 2000, when the area of forest and grassland increased
and farmland decreased. In 1999, a state-funded project, “Grain for Green” was launched in western
China for soil erosion control and vegetation improvement by converting slope cropland into grassland
or forest [2]. The analysis of land cover data implied that this project had a small but visible impact on
vegetation patterns, specifically an increase in forest.

The estimated total ET of the vegetation patches was averaged by decade (Figure 9), and the
results showed that in scenario 3, the ET in the 1990s was the highest (21.2 billion m?), followed by
the 1980s (20.9 billion m?), whereas the ET in the 2000s was the lowest (20.3 billion m3). Similarly, the
ET of farmland in the 1990s is the largest, followed by the 1980s, but lowest in the 2000s. The ET of
grassland in the 1990s is the largest, followed by the 1980s, and the ET of grassland in the 2000s was
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the lowest. The ET of forest in the 1980s is the largest, followed by the 2000s, and the ET of forest in the
1990s was the lowest. The ET results of scenario 1 showed the change trends were similar to scenario 3,
but with differences (Figure 9).

The ET of vegetation patches in scenario 3 reflected changes in the distribution of land cover type
between forest, grassland and farm land. A comparison between results of scenario 3 and scenario 1
shows the combined impact of SWC measures (Figure 9). The forest area decreased in the 1990s and
increased after 2000, as did the contribution of forest ET in scenario 3. The ET of farmland increased in
the 1990s and decreased in the 2000s in scenario 3, which is the same trend as the farmland area change.
The differences between scenario 3 and scenario 1 reinforce this argument. The only disagreement
between ET and the vegetation area change trend was the grassland in the 2000s in scenario 3. The
grassland area increased in the 2000s, but the contribution of ET from grassland decreased in the 2000s.
Since soil and other factors were constant in the model, this suggests that climate differences played
an important role. The contribution of ET from grassland in scenario 3 was larger than that in scenario
1 in the 2000s, which showed the grassland area increase caused the ET increase. All of the results
demonstrate the vegetation area influences the ET. Although they had the lowest rainfall in the 1990s,
the total ET of the vegetation patches was the highest. The total ET of the vegetation patches increased
in the 1990s and decreased in the 2000s.
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Figure 9. The ET of every vegetation type in scenario 3.

Streamflow in every decade was compared across the 3 scenarios (Figure 10). Scenario 1 is the
baseline simulation with no vegetation change or SWCE included (e.g., vegetation from 1980 was
used). Vegetation type change was included in scenario 2. Therefore, the streamflow differences
between scenario 1 and scenario 2 were the streamflow changes caused by the vegetation changes. The
streamflow results show that the vegetation change from the 1980s to the 2000s decreased the annual
average streamflow by about 0.027 billion m? (1.8%). The annual average decrease is 0.002 billion m?in

the 1980s (0.1%), 0.043 billion m? in the 1990s (3.3%), and 0.036 billion m? in the 2000s (2.7%, Table 3).
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Figure 10. Simulated annual average streamflow of the Jinghe River in every decade.

Table 3. Annual average streamflow simulation results and SWC impacts on annual average streamflow
(unit: billion m3).

Item 1981-1990 1991-2000 2001-2010 1981-2010
Vegetation change
impacts 0.002 0.043 0.036 0.027
(Scenario (0.1%) (3.3%) (2.7%) (1.8%)
1-Scenario 2)
SV"(gCEe:;ﬁ’gds 0.132 0.054 0.100 0.095
2 Seonatio 3) (7.3%) (4.2%) (7.7%) (6.5%)
T°ta1(gzz§a‘rri‘;pa°ts 0.134 0.097 0.136 0122
(7.4%) (7.5%) (10.4%) (8.3%)

1-Scenario 3)

The results showed that the vegetation changes from 1980 led to a small streamflow decrease.
In addition to the recovery of vegetation resulting from SWC, other activities like farmland increase
could also result in vegetation changes, which means that vegetation recovery from SWC is not the
only reason for the streamflow change discussed above. It is difficult to distinguish the vegetation
recovery from SWC from other vegetation changes in the vegetation map. Future studies may focus on
the impacts of vegetation recovery from SWC only when better methods of distinguishing vegetation
recovery have been found.

3.4. SWCE Impacts

The SWCE including the terrace land and check dams had more substantial impacts on streamflow
estimates. The survey data from water conservancy statistical yearbooks of each county showed that
the area of the terrace land and check dams increased dramatically in the past decades.

The streamflow changes caused by SWCE were calculated by scenario analysis using our
eco-hydrological model. The estimated streamflow differences between scenario 2 and scenario
3 are streamflow changes caused by SWCE. The simulated streamflow shows that SWCE decreased
annual streamflow by 0.095 billion m? (6.5%). The annual decrease is 0.132 billion m? in the 1980s
(7.3%), 0.054 billion m? in the 1990s (4.2%), and 0.100 billion m® in the 2000s (7.7%, Table 3).

These results showed that SWCE rather than vegetation changes were likely to be the greater
source of reduced streamflow. Further differences between scenario 2 and 3 showed only the impact of
SWCE, since other input data were the same for both scenarios. The substantially greater streamflow
reductions in scenario 3 therefore reflect SWCE rather than vegetation changes. These results highlight
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how the combination of check dams and terrace land could increase ET losses and infiltration associated
with a larger detention storage capacity. Similarly, the check dams could block the streamflow and
increase the water storage in the stream reaches and the associated ET losses. Field measurements
in the Loess Plateau showed that the terrace land can reduce 73.5%-94.5% of the surface runoff [38]
at a hillslope scale. In the larger-scale study, these local scale reductions translate into a basin-wide
reduction of close to 8% (for the 2000s).

3.5. Integrated Impacts

Since scenario 3 includes both components of SWC (vegetation change and engineered structures)
while scenario 1 included neither, the differences between them are the impacts of both soil and
conservation measurements. The model results showed that the soil and conservation decreased
annual streamflow by 0.122 billion m3, which is 8.3% of the annual streamflow of scenario 1. The
annual decrease was 0.134 billion m? in the 1980s, 0.097 billion m? in the 1990s, and 0.136 billion m? in
the 2000s, which are 7.4%, 7.5% and 10.4% of the annual streamflow of scenario 1, respectively (Table 3).
The largest impacts occurred in the 2000s, suggesting that the SWC measures after 1999 aggravated
the impacts on streamflow. These results were consistent with the shifts in SWC policy during the
same period.

The SWCE had larger impacts on streamflow than the vegetation changes. The SWCE decreased
annual streamflow by 0.095 billion m?3 from 1981 to 2010, which accounts for 78% of the total impacts
(Table 3). The vegetation change decreased annual streamflow by 0.027 billion m® from 1981 to 2010
and accounts for 22% of the total impacts. These results suggested that efforts to reduce the impacts of
soil and water conservation on streamflow in this region should focus on the design of SWCE (check
dams and terraces) to reduce evaporative losses rather than on vegetation changes.

Streamflow in scenario 1, which isolated the impact of climate and human water use, also changed
with time. There was a substantial decline in streamflow (27%) between the 1980s and 2000s. The
magnitude of the impact of climate and human water use on streamflow is greater than the impact
of SWCE and the vegetation change. Scenarios 2 and 3 demonstrated that the effects of SWCE and
vegetation change were in the same direction (declines in streamflow) and thus aggravated the impacts
of climate and human water use.

Although this model-based study confirmed that SWC is likely responsible for declines in annual
streamflow, it is important to acknowledge that SWC has positive impacts on erosion control. Liu ef
al., [39] found that the sediment in the Jinghe River decreased 12.1% from 1960 to 2000 and attributed
this to SWC in this basin. Erosion control and surface water resources always have tradeoffs that must
be considered when proposing soil and water conservation measures.

4. Conclusions

This paper presents an application of a biophysically-based eco-hydrological model—Regional
Hydro-Ecological Simulation System (RHESSys)—In the Jinghe River Basin to study the impacts
of SWC measures including vegetation recovery and engineering construction in the Loess Plateau.
Several improvements have been made to the model, including adding in-stream routing and reservoir
operation sub-models. Field observation data, literature values and remote sensing data were used to
calibrate the model parameters. The hydrological and ecological verifications showed that the model
offers a reasonable representation of the eco-hydrological dynamic processes in this basin. Three
scenarios were developed to compare the impacts of vegetation changes with SWCE on streamflow
at the Jinghe River Basin scale. Scenarios were based on remote sensing and planning documents
that summarized SWC deployment over the past 3 decades. Model estimates suggested that SWC
decreased annual streamflow by 8.3% (0.122 billion m?/year), with the largest decreases occurring in
the 2000s, which is consistent with the intensification of SWC measures after 1999. Engineering changes
such as terraces and check dams (SWCE) account for approximately 78% of the total impacts, with
the remainder attributed to vegetation recovery. There is also a decline in streamflow associated with
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climate and human water use, which is accentuated by the impact of SWC. These results suggested
that efforts to reduce water loss from SWC should focus on reducing evaporative losses from SWCE
rather than vegetation changes. More generally, this study demonstrated the feasibility of applying a
mechanistically coupled eco-hydrological model at the scale of the Jinghe River Basin and provided a
new tool to support the management of SWC and water resources in the Loess Plateau.
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Abstract: Sustainable water resource management requires dams operations that provide
environmental flow to support the downstream riverine ecosystem. However, relatively little is
known about the hydrologic impact of small and medium dams in the smaller basin in China. Flow
duration curve, indicators of hydrologic alteration andrange of variability approach were coupled in
this study to evaluate the pre- and post-impact hydrologic regimes associated with dam construction
using 44 years (1967-2010) of hydrologic data in the Jiulong River Watershed (JRW), a medium-sized
coastal watershed of Southeast China, which suffered from intensive cascade damming. Results
showed that the daily streamflow decreased in higher flow while daily streamflow increased in lower
flow in both two reaches of the JRW. The dams in the North River tended to store more water while
the dams in the West River tended to release more water. The mean daily streamflow increased
during July to January while decreased during February to May after dam construction in both two
reaches of the JRW. After dam construction, the monthly streamflow changed more significantly
and higher variability of monthly streamflow exhibited in the West River than in the North River.
The homeogenizing variability of monthly streamflow was observed in both two reaches of the JRW.
The earlier occurrence time of extreme low streamflow event and later occurrence time of extreme
high streamflow event exhibited after dams construction. The extreme low and high streamfow both
decreased in the North River while both increased in the West River of the JRW. All of the indicators
especially for the low pulse count (101.8%) and the low pulse duration (—62.1%) changed significantly
in the North River. The high pulse count decreased by 37.1% in the West River and the count of low
pulse increased abnormally in the North River. The high pulse duration in the post-impact period
increased in the two reaches of JRW. The rise rate decreased by 26.9% and 61.0%,and number of
reversals increased by 40.7% and 46.4% in the North River and West River, respectively. Suitable
ranges of streamflow regime in terms of magnitude, rate, and frequency were further identified for
environmental flow management in the North River and West River. This research advances our
understanding of hydrologic impact of small and medium dams in the medium-sized basin in China.

Keywords: damming; hydrologic alteration; eco-hydrology; environmental flow management;
coastal watershed
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1. Introduction

Rivers play an important role in the development of human society by providing goods and
services for human beings, by which the streamflow regime in turn has been altered for thousands
of years due to various human activities [1-3]. By constructing large numbers of dams, human can
utilize and control rivers by changing natural streamflow variability to suit human needs [4]. As a
result, the past decades have witnessed the great alteration of streamflow regime in the watersheds
throughout the world for their extensive dam construction [5-8]. Identifying the environmental
impacts caused by hydraulic engineering facilities (e.g., dams) has therefore become an essential
component in water resources planning and management [9-12].

The construction of large modern dams produced a dramatic change in the magnitude of
hydrologic, geomorphologic and ecologic impacts on rivers [12,13]. Water development, mostly
related to dams and diversions, contributed to the declines of more threatened and endangered species
than any other resources-related activity [14]. Previous studies show that dam regulation generally had
stronger effects on hydrologic regime than other disturbances by reducing the hydrologic variability
of river systems [5,15,16]. Obviously, hydrologic regime alteration is responsible for the ecological
system change in the rivers [1,17,18]. Dam construction has great impacts on hydrology, therefore, it is
of scientific importance to evaluate the hydrologic alteration induced by dam construction.

Many attempts have been made to explore the hydrologic consequences associated with dam
construction in recent decades [13,16,19-21]. More than 170 hydrologic metrics (e.g., average flow, flood
frequency, peak discharge) have been developed to elaborate the different components of streamflow
regime and their contribution to ecological consequence in the river ecological system in the past
decade [22]. However, studies on streamflow-related disturbances are mainly on high-steamflow
and low-streamflow events [1], which just partially characterize streamflow change. The full range
of natural streamflow needs to be identified for its necessarity in evaluating ecosystem health
of rivers [12,23-26]. The method of indicators of hydrologic alteration (IHA) was developed by
Richter et al. [27] because of their close relationship to ecological functioning as well as for their
ability to reflect human induced changes to streamflow regimes for a wide range of disturbances [28].
The IHA method was employed widely to assess the hydrologic change of the dam construction
in many rivers worldwide such as the Great Plains, Illinois River, Southeastern US, Yellow River,
Yangtze River, and Huaihe River [8,13,16,24,26,29]. The results prove that it is possible to identify
the hydrologic change by dam construction over a full range. Moreover, flow duration curve (FDC)
was developed to evaluate the overall impact of the streamflow regulation [30] and further applied to
effectively determine whether human activities including dams construction can modify the pattern of
the ecodeficit and ecosuplus of streamflow [31,32].

Implementation of environmental flows is one of the measures taken to restore or to maintain
good ecological statusof rivers [33]. Estimates suggest that by 2050 many countries will face
water scarcity, placing increasing pressures on face the water-dependent ecosystems of rivers and
estuaries [34]. Obviously, maintaining natural streamflow variability has become an essential principle
for environment flow management [35,36]. So far, most of the studies only focus on the minimum
release rule so as to maximize human benefits such as water supply or hydropower generation [37,38].
However, provision of a single minimum streamflow cannot protect the biodiversity of a river, which
requires the full range of natural flows [24,39-41]. Therefore, to satisfy such strategy of environmental
flow management, reservoir planners and operators should seek to minimize the degree of natural flow
regime alteration along the regulated river [42]. Based on the 33 indicators of IHA, Richter et al. [27]
introduced a useful approach referred to as Range of Variability Approach (RVA) to quantitatively
evaluate the degree of hydrologic alteration induced by human disturbance. This method has been
demonstrated as a practical and effective way to identify the reasonable range of streamflow regime
for environmental flow management [24,41,42].
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The hydrologic regime is an indispensable dynamic of the ecosystem change in the watershed,
which requires reasonable strategies to protect the magnitude, frequency, duration, timing and rate of
change in the streamflow [26,43,44]. The impacts of the dams construction on hydrologic regime show
regional difference, since the effects of dams on magnitude, frequency and timing of streamflow change
with the types, operations, storage capacity of dams [16,27,45,46]. For example, the groundwater levels
rise significantly below ground surface after dam construction in the Tarim River [47], while the
water level in the river decreased appreciably in time after dams construction in Yangtze River,
Yellow River, Huaihe River [24,26,48]. Moreover, it has been reported that the pattern of the monthly
streamflow change due to damming is location-dependent [7,13,49,50]. In China, the accelerating
development of economy increases the demand for energy and water resource, thus raising the
need for the hydraulic engineering facilities, such as dams and reservoirs [51]. So far, most studies
have focused on the impacts of large dams in large basins of China including Yangtze River and
Yellow River [12,26,48,52,53]. However, relatively little is known about the hydrologic impact of small
and medium dams in the smaller basins. More attentions should be paid to the small and medium
dams because of their abundance (with more than 800,000 throughout the world) and their vital roles
in maintaining local aquatic ecosystem health and water security [54-56].

The Jiulong River Watershed (JRW), a medium-sized coastal watershed in Southeast China,
suffered from intensive human activities with over 13,500 hydraulic engineering facilities including
over 120 small or medium dams along the mainstream and major tributaries. Our previous study partly
characterized the hydrologic impact of cascade dam in JRW [57]. However, we need more attempts to
fully delineate the hydrologic alteration associated with for watershed management. The objectives of
this study are: (1) to evaluate the full range of streamflow regime change induced by dam construction;
(2) to identify the suitable range of streamflow regime for environmental flow management in the JRW.

2. Materials and Methods

2.1. Study Area

The Jiulong River Watershed (JRW), covering approximately 14,700 km? in the eastern coastal
area of China (116°46/55”-118°02/17” E, 24°23/53”-25°53/38” N) (Figure 1). Two main tributaries,
namely, the North River and West River reaches, meet in Zhangzhou, which produces an annual
flow of 12 billion m® into the Jiulong River estuary and Xiamen-Kinmen coast. The JRW plays an
extremely important role in the region economic and ecological health. Water resources in the JRW have
been highly developed and supply great demand to many stakeholders, like water supply, irrigation,
hydropower and industry. More than ten million residents from Xiamen, Zhangzhou and Longyan
use the Jiulong River as their source of water for residential, industrial and agricultural activities.
The construction of large dams along the mainstream and major tributaries of JRW greatly altered the
natural streamflow regime of the river over the last several decades.

Our previous study showed that the earliest changes in streamflow regime associated with
dam construction in the JRW were detected in 1992 [3,57]. As shown in Figure 2, there is distinct
difference in terms of flashiness index (the ratio of absolute day-to-day fluctuations of streamflow
relative to total flow in a year) between pre-impact period (namely, 1967-1991) and post-impact period
(namely, 1992-2010).
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Figure 2. Temporal trend of flashiness index during 1968-2010 (modified from Huang et al., 2013).

2.2. Data Source

In this study, daily streamflow data during 1967-2010 for two downstream hydrologic stations
(Punan and Zhengdian) in two reaches, namely, North River and West River were used to evaluate
the effect of dam regulation on downstream streamflow in the JRW. A basic description of the two

hydrologic stations is shown in Table 1.
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Table 1. The streamflow for two gauging station in the JRW.

Discharge Length Number of Dams

Station Longitude  Latitude Area (km?2) (km) Upstrea.m from  Pre-Impact Post-Impact
Stations
Punan o o
(North River) 117.67° E 24.61° N 9640 274 87 1967-1999  2000-2010
Zhengdian =47 530 py560 N 3940 172 37 1967-1994 19952010
(West River)
2.3. Method

2.3.1. Flow Duration Curve Analysis (FDC)

FDC is constructed from streamflow data over a time interval of interest and to provide a measure
of the percentage of time duration that streamflow equals to or exceeds a given value. An annual FDC
reflects the variability of daily streamflow during a typical period in a year. The FDC plots can be
calculated by the following formula:

Pi=i/(n+1) @)

where 7 is the number of the days of streamflow and i is the rank.

2.3.2. Indicators of Hydrologic Alteration (IHA)

THA was used in this study to assess the hydrologic shifts associated with dam construction in a
full range. The THA computes 32 indices that describe the hydrologic regime in the watershed through
the frequency, magnitude, duration, timing and rate of the streamflow (Figure 3). The IHA indicators
can be divided into five groups: monthly streamflow indices, extreme flow indices, timing indices,
high-flow and low-flow indices, and rising and falling indices.

Rate of change
How fast do flows or
levels change from one
condition to another?
How much flow or
what level?
A
&
Bl |
) Timing How often do
. When do certain certain flows
Q Mows or levels occur? or levels last?

Duration
How long do certain
flows or levels last?

——

Time

Figure 3. Quantified hydrologic regime using IHA method.

2.3.3. Range of Variability Approach (RVA)

RVA was used in this study to quantitatively evaluate the degree of hydrologic alteration induced
by dam construction. In an RVA analysis, the full range of pre-impact data for each parameter is
divided into three different categories. The low-level category contains all values less than or equal
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to the 33th percentile; the middle-level category contains all values falling in the range of the 34th
to 67th percentile; and the high-level category contains all values greater than the 67th percentile.
A Hydrologic Alteration (HA) factor is calculated for each of the three categories as following formula:

HA = (observed frequency — expected frequency)/expected frequency 2

In this study, we divided the absolute ranges of HA factor into three classes: little or
no alteration (<33%), moderate alteration (33%-67%) and high alteration (>67%) according to
Richter et al. (1998) [58].

The coefficient of dispersion was a commonly used indicator to evaluate the variability of daily
streamflow. It is calculated as the following formula:

The coefficient of dispersion = (75th percentile — 25th percentile)/50th percentile (©)]

2.3.4. Method for Measuring Environmental Flow

RVA was used in this study to identify the reasonable range of streamflow regime for
environmental flow management. The basic consideration using RVA method for environmental flow
identification here is that the preferred environmental flow regime in terms of magnitude, rate, and
frequency should maintain streamflow variability as natural as possible in order to sustain the majority
of riverine ecological functions. The variability of streamflow magnitude (i.e., daily streamflow) and
the three indicators on the rate and frequency of the daily streamflow (i.e., rise rate, fall rate and
number of reversals) involved in the IHA indicators can effectively represent the environment change
induced by hydropower operations in the river system. In practice, the suitable range of the magnitude,
rate and frequency should be identified for environmental flow associated with dams regulation.

The Tennant method (also known as Montana method), by which 20% of the daily average
flow was used as the minimum ecological and environmental flow [59,60], was performed in this
study to calculate the environmental flow in JRW in order to make comparison with the values from
RVA method.

2.3.5. Statistical Analysis

The Kolmogorov—-Smirnov (K-S) goodness of fit test was first used to test for normality ofthe
distribution of the indicators representing the regime of streamflow. The f-test was then used to
determine if means for each of the indicators during pre-impact period were statistically different from
one another during post-impact period where significance was defined as p < 0.05.

3. Result

3.1. Overall Hydrologic Impact Assessment

The effect of regulation by dams on downstream flow regime was assessed using FDC in the
North River and West River. As shown in Figure 4, the variability of daily streamflow exhibited
anoverall decreasing trend for both two reaches of JRW. In the North River, the daily streamflow
slightly decreased in lower percentiles (i.e., higher flows), while daily streamflow slightly increased in
the higher percentiles (i.e., lower flows). Comparatively, daily streamflow slightly increased in the
higher percentiles (i.e., the lower flows) in the West River. The crossing point of the two curves was
calculated to be 136 days and 116 days in the North River and West River, respectively. The dams in the
North River stored approximately 0.42 billion m® water during a 136-day higher flows period while
release only 0.06 billion m3 water in the subsequent 229 days in lower flow. In the West River, the dams
stored only 0.06 billion m® water during a 116-day higher flow period while release 0.13 billion m3
water in the subsequent 249 days in lower flow. This phenomenon indicated that the dams in the
North River tend to store more water while the dams in the West River tend to release more water.
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Figure 4. The flow duration curve change in JRW (a) North River reach; (b) West River reach.

3.2. Hydrologic Regime Changein a Full Range

3.2.1. Magnitude of Monthly Streamflow Regime

Themagnitude of monthly streamflow alteration was identified using IHA in the North River
and West River. Similar variability patterns were observed in both two reaches of the JRW, namely,
the monthly streamflow during July to January increased while decreased during February to May
(Table 2). In addition, the monthly streamflow changed more significantly in the West River than in the
North River. The monthly streamflow in January, August and December increased significantly in the
West River while the monthly streamflow decreased significantly in May in the North River (Table 2).
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Table 2. Monthly streamflow change due to dam construction in the JRW (%).

Two Reaches Jan. Feb. Mar. April May Jun. Jul. Aug.  Sep. Oct. Nov. Dec.

North River 105 —-121 377 —101 -334* 6.4 21.6 17.4 10.7 6.2 4.8 10.7
West River 187* -133 —-141 —-191 232 -8 303 542* 253 28 111 209*

Note: * p < 0.05.

Figure 5 shows the homogenizing variability of monthly streamflow in the JRW. The coefficient of
dispersion increased in the period with high variability of streamflow (e.g., March in the North River,
Figure 5a) while decreased in the period with low variability of streamflow in the JRW (e.g., Jan in the
North River, Figure 5b). Particularly, the variability of monthly streamflow tend to decrease with the
coefficient of dispersion more than 0.7 whereas it increased with the coefficient of dispersion less than
0.7 in both two reaches of the JRW. Interestingly, the variability of monthly streamflow in the flood
season (e.g., in July and August) in the West River increased after dam construction, which might be

related to the increasing frequency of extreme weather events.
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114(a) rreimpuet | 131()
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Figure 5. The variability of monthly streamflow in the JRW (a) North River reach; (b) West River reach.

Variability patterns of streamflow magnitude were delineated using RVA method and are
presented in Figure 6. The similar variability patterns of monthly streamflow exhibited in the
North River and West River, namely, the frequency of the monthly streamflow with high-level
category increased during August to January (Figure 6) in both two reaches of JRW. Obviously,
after dam construction, the monthly streamflow changed more intensively in the West River than in
the North River. Particularly, the frequency of the monthly streamflow with high-level category all
increased during August to January in the West River.
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Figure 6. Hydrologic alteration of monthly streamflow in the JRW based on RVA method.

(a): North River reach; (b) West River reach.
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3.2.2. Magnitude, Duration and Timing of Extreme Streamflow Regime

The occurrence time of the annual extreme streamflow in the North River was approximately one
month earlier than that in the West River (Table 3). The minimum and maximum streamflow occurred
in early February and early July in the North River, while the minimum and maximum streamflow
were in late February and early August in the West River. The Julian dates of minimum streamflow in
the post-impact period for both two reaches of JRW were earlier than those in the pre-impact period,
while the Julian date of maximum streamflow showed the opposite results (Table 3). In particular, the
extreme low streamflow event occurred 14 days earlier than before in the West River and the extreme
high streamfow event occurred 18 day later than before in the North River.

Table 3. The median of Julian date of the extreme streamflow.

Two Reaches  Pre-Impact Min Q  Post-Impact Min Q  Pre-Impact Max Q  Post-Impact Max Q

34.0 33.0 171.0 189.0
50.5 211.5 215.0

NorthRiver
West River 64.5

The baseflow index (BFI) increased by 18.8% and 17.7% in the West River and North River
reaches, respectively. Given that BFI is the ratio of the 7-day minimum streamflow to the annual
streamflow, the BFI increased more than the 7-day minimum streamflow, which might indicate a
potential discharge decreasing trend in both two reaches of JRW (Table 4). Most of indicators of
extreme streamflow decreased in the post-impact period in the North River. In contrast, most of the
indicators of the extreme streamflow increased in the West River.

Table 4. The change of magnitude and duration of annual extreme streamflow condition in the JRW (%).

1-Day 3-Day 7-Day 30-Day 90-Day 1-Day 3-Day 7-Day 30-Day 90-Day
Two Reaches Min Min Min Min Min Max Max Max Max Max BFI

North River —20.3 -59 72 10.4 —0.4 -9.6 —74 —6.6 -7.5 —8.2 18.8*
West River 8 11.7 13.7 12.7 7.1 6 -2.1 —0.2 8 9.8 17.7

Note: * p < 0.05.

Most of the indicators change little (HA < 33%) or moderately (HA = 33%—-67%) in the JRW
(Figure 7). The frequency of 30-day minimum streamflow which falled into high-level RVA category
(HA > 67%) increased intensively in the North River and West River, indicating the increased frequency
of minimum monthly streamflow with high-level category in both two reaches of JRW. The frequency
of 30-day maximum streamflow which falled into high RVA category (HA > 67%) increased intensively
in the West River, suggesting the increased frequency of maximum monthly streamflow with high-level

category in the West River.
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Figure 7. Hydrologic alteration of annual extreme streamflow in the JRW based on RVA method.
(a) North River reach; (b) West River reach.
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3.2.3. Frequency and Duration of High and Low Pulses

The frequency and duration of high and low pulses are quantified by the count and duration of
the low pulse and high pulse, respectively. Except for the low pulse count, the other three indicators
in Table 5 displayed the same trend after dams construction in the JRW. The frequency and duration
of high and low pulses changed significantly in the last 44 years especially during the post-impact
period in both two reaches of JRW. All of the indicators, especially for the low pulse count (101.8%)
and the low pulse duration (—62.1%), changed significantly in the North River. The high pulse count
decreased by 37.1%in the West River (Table 5). Most of the indicators increased significantly in low or
middle level categories whereas decreased intensively in high-level category in the North river and
West River, implying that the dams might effectively attenuate the high flow pulse event in both two
reaches of JRW (Figure 8).

Table 5. The change of the frequency and duration of high and low pulses in the JRW (%).

Two Reaches Low Pulse Count = Low Pulse Duration = High Pulse Count  High Pulse Duration
North River 101.8 ** —62.1* —21.4* 19.2%
West River —15.5 —29.0 —37.1* 6.7

Notes: ** p < 0.005; * p < 0.05.
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Figure 8. Hydrologic alteration frequency and duration of high and low pulses in the JRW based on
RVA method. (a) North River reach; (b) West River reach.

3.2.4. Rate and Frequency of Streamflow Regime Change

The rate and frequency of the daily streamflow regime were quantified by the rise rate, fall rate
and number of reversals (Table 6, Figure 9). The rate and frequency of streamflow regime changed
intensively in both two reaches of JRW. The three indicators on the rate and frequency of the daily
streamflow (i.e., rise rate, fall rate and number of reversals) revealed the similar trend in the post-impact
period based on the observed data in the two reaches of JRW. The rise rate decreased by 26.9% and
61.0% in the North River and West River, respectively. The number of reversals increased by 40.7%
and 46.4% in the North River and West River, respectively. The fall rate increased by 28.3% in the
North River while increased by 0.8% in the West River (Table 6).
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Figure 9. Hydrologic alteration of rate and frequency of the daily streamflow in the JRW based on RVA
method. (a) North River reach; (b) West River reach.

Table 6. The change of the rate and frequency of the daily streamflow in the JRW (%).

Two Reaches Rise Rate  Fall Rate Number of Reversals

North River —269* 283 * 40.7 **
West River —61.0 ** 0.8 46.4 **

Notes: ** p < 0.005; * p < 0.05.

3.3. The Possible Suitable Range of Streamflow Regime

The suitable ranges of the daily streamflow are meaningful to be developed for environmental
flow management in the JRW. Using Tennant method, the minimum environmental flow were
51.3 m3/s-d and 24.5 m®/s-d in the North River and West River. On the other hand, the suitable
ranges of the daily streamflow were identified for each month using the RVA method (Figure 10).
As shown in Figure 10, the monthly streamflow in August was higher than the natural streamflow
boundary (i.e., RVA boundary), and the monthly streamflow in May was lower than the natural
streamflow boundary in the North River. The similar result was found in the West River where the
monthly streamflow in August, September, November, and December were higher than the natural
streamflow boundary.
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Figure 10. The suitable ranges of the monthly streamflow in the JRW. (a) North River reach;
(b) West River reach.
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The rate and frequency of streamflow changed largely due to dams construction in the JRW
(Figure 9). From the perspective of the practical regulation, the suitable ranges for rise rate, fall rate and
number of reversal in the JRW were identified based on the RVA method and the results are presented
in Table 7. The fall rate in the North River and the rise rate in the West River were higher than the
RVA boundary. Moreover, the number of reversal was higher than the RVA boundary in both reaches
of the JRW.

Table 7. The suitable ranges of the rate and frequency in the JRW.

Hydrologic North River West River

Parameters RVA Range  Pre-Impact Post-Impact RVA Range Pre-Impact Post-Impact
Rise rate 16.0~33.5 24.0 17.6 10.1~19.8 15.2 59
Fall rate —17.5~-12.2 —15.0 —19.2 —8.4~-55 -7.1 -72

Number of 3 5 137 119.9 168.7 98.3~108.8 106.7 156.2
Reversals

Note: Lower and upper targets of RVA range are the 25th and 75th percentile value of the pre-impact hydrologic
parameters including rise rate, fall rate, and number of reversals.

4. Discussion

4.1. Overall Impact of Streamflow Regulation on Flow Regimes

The overall streamflow regime change can be delineated through FDCs, which has been widely
examined [30-32]. Our results revealed that the annual variability of daily streamflow decreased in
the post-impact period in the North River and West River of JRW. The daily streamflow decreased in
higher flow resulting from water storage regulated by dams while daily streamflow increased in lower
flow resulting from water release regulated by dams in both two reaches of the JRW. The similar results
also were found in the Han River and Yangtze River [8,31]. The dams tend to store more streamflow
in the North River. For one thing, there are more dams and more length of river in the North River,
which might slow down the downstream streamflow. For another, the downstream reservoirs or dams
in the North River are designed to supply local residents with water for drinking, agricultural and
industrial uses, which would make the downstream streamflow regulated.

4.2. Magnitude of Monthly Streamflow Regime

The effect of the dams on the monthly streamflow has been widely reported in the
literature [13,16,29,61]. In this study, the mean daily streamflow increased during July to January while
decreased during February to May after dam construction in the two reaches of JRW. This is similar
with the previous findings in Huaihe River, Yangtze River and Langcang River [8,12,24]. Compared
to the North River, the daily streamflow displayed a higher variability of monthly streamflow in
the West River. This may be attributable to the smaller areas of watershed and less dams in the
West River (Table 1). The effects of dam construction on water storage and release are greater for
smallwatersheds than for large watersheds [62]. Generally, the impact of damconstruction in the JRW
on monthly streamflow regime alteration is relatively complicated when combined with magnitude
and inter-annual variability of monthly streamflow.

4.3. Magnitude, Duration and Timing of Extreme Streamflow Regime

Generally, baseflow is the most sensitive indicator to the streamflow regime change associated with
dam construction [1,63-66]. The baseflow index (BFI) tends to increase after dam construction [3,8].
The increased BFI is the combined results of the increase in the 7-day minimum streamflow and the
decrease in the annual streamflow due to dam construction [8]. Our study revealed that BFI value
increased by 18.8 and 17.7%, respectively, in the post-impact period in the North River and West River.
This suggests the general hydrologic regime alteration in the JRW due to dam construction. Our study
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also shows the potential discharge decreasing after construction in the JRW. The reduced discharged
may be attributed to the result of increased evaporation or infiltration and loss to groundwater [13].
Our prior study shows that the 10-year average streamflowduring 2001-2010 in the North River
and West Riverreaches decreased by 9.2% and 6.7%, respectively, compared to the average annual
streamflow during 1967-2000, and the most important driving force for streamflow regime change in
the JRW is related to population growth and economic development [3]. The potential discharge
decrease after dam construction in the JRW might be related to annual streamflow decrease in
recent years and the increasing water demanding in the watershed. Climatic variability in term
of precipitation changes had limited effects on this situation, since that there is slightly increasing
tendency of the annual precipitation in the West River while the precipitation in the North Riverseemed
not to have changed in the past 50 years, as observed in our prior study [3].

The occurrence time of annual extreme condition can effectively reflect the seasonal variation of
the hydrologic conditions [29]. The variation of the extreme events changed with geographic areas
and climate patterns. Our study indicates the earlier occurrence time of extreme low streamflow
event and later occurrence time of extreme high streamflow event after dams construction in the JRW,
which is consistent with these asonal variation of the hydrologic conditions in other watersheds in
South China [8,24,67]. This means the mode of dams regulation on streamflow regime in the JRW was
similar to those in South China.

Previous studies in other watersheds show that minimum streamflow increased and maximum
streamflow decreased after dam construction [5,46,68]. However, our study suggests the extreme low
and high streamfow both decreased in the North River while both increased in the West River of the
JRW. This is the results caused by the seasonal variation of streamflow regime changed in the JRW.
The variability of the streamflow increased in February while decreased in July in the North River
(Figure 4a), thus the minimum streamflow and maximum streamflow decreased in such two months
in the North River. The situation was different in the West River, the variability of the streamflow
decreased in March while increased in August (Figure 4b), therefore, the minimum streamflow and
maximum streamflow increased in such two months respectively.

4.4. Pulse, Rate and Frequency Change

In response to theoperation of dams and reservoirs, the number of low pulse and high pulse will
decrease [13,45,69]. Our study showed the count of low pulse in the North River increased abnormally
(Table 5). This might be related to the increasing water demanding in the North River in recent years.
As the water source for approximate 10 million resident in Xiamen, Zhangzhou and Longyan, large
number of irrigation facilities was established, thereby inducing the low pulse count increased in the
North River [3]. Similar observations were obtained in Huaihe River Basin and Tarim River Basinof
China [24,47].

Due to the limited capacity of reservoirs, the duration of high pulse will change [29,70]. Our study
also showed the increasing high pulse duration in the post-impact period in the JRW. This might be the
result of the water storage and release regulated by the dams in JRW. The count of the high extreme
high pulse decreased when water storage was operated by dams. This means the dams can store and
attenuate all high flow pulse event. However, the dams tend to release the water when the water level
exceeds the limited capacity of reservoir in the flood season.

The rate and frequency of streamflow can provide a measure of the rate and frequency of
intra-annual environmental change and the decreased rise rate of hydrographs and increased in
reversals after dams construction was widely observed [45,46]. Our study revealed that the rise
rate decreased by 26.9% and 61.0% and number of reversals increased by 40.7% and 46.4% in the
North River and West River, respectively. This is a byproduct of hydropower generation, wherein
water is stored in the reservoir until sufficient head is attained to generate power efficiently, at which
time the flow is rapidly released through the dam tubbiness [4]. Furthermore,the decreased rise rate
and increased fall rate in the JRW also suggested the rate changing from high flow to low flow slowed
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down and the rate change from low flow to high flow speeded up, implying that the streamflow peak
might be delayed (Table 3) and the variability of streamflow changed (Figure 4). Similar results were
also found in Huaihe River, Yellow River, Taiwan and Great Plains [13,24,67,70].

4.5. Feasible Streamflow Regime in [JRW

Streamflow regime is a primary determinant of structure and function of an aquatic and water
quality in streams [3,24,26]. The magnitude of streamflow will influence the available habitat for
organisms and the water quality in downstream. Too low streamflow will induce degrading water
quality while too high streamflow will increase water level causing lost habitats. In order to protect
native biodiversity and evolutionary potential of aquatic, riparian and wetland systems, the natural
flow paradigm emphasizes the need to maintain or restore the range natural intra-annual and
inter-annual variation of hydrologic regimes [24,39—-41]. Our study revealed that the minimum flow
requirement using Tennant method were close to the lower target identified using RVA method
(Figure 10). Obviously, Tennant method only considers the lowest streamflow (i.e., the lowest
streamflow in dry season) in the river but rarely considered the effective habitat quality at varying
flow. Our study quantified reasonable range of the streamflow regime using RVA method in order to
maintain the natural streamflow regime in the JRW.

Dams may not homogenize all river systems, but may move them outside the bounds of normal
river function [16]. Our results suggest a suitable streamflow framework to generalize seasonal patterns
inhydrologic alterations due to dam regulation. One the one hand, the suitable ranges in the flood
season (e.g., in August) for both reaches of the JRW should be guaranteed by the reasonable regulation
from downstream dams. On the other hand, more attention should be paid to the streamflow release
or storage in the average season (e.g., May) and dry season (e.g., December) in the North River and
West River, respectively.

Our study shows that the three indicators on the rate and frequency of the daily streamflow
(i.e., rise rate, fall rate and number of reversals) were informative to delineate the critical role of dam
construction on streamflow change. In this study, the fall rate in the North River and the rise rate in
the West River were higher than the RVA boundary, which suggests that the dams in the JRW should
release more water to get the natural targets of the rise rate and fall rate, so as to maintain the natural
streamflow regime in the JRW. Moreover, the mean number of the reversal increased significantly and
was higher than the RVA boundary, we therefore suggest that the dams in the JRW should decrease the
frequency of store-release streamflow.

5. Conclusions

Flow duration curve analysis, indicators of hydrologic alteration, and range of variability
approach were coupled in this study to evaluate the streamflow regime change induced by dam
constructionin a full range in Jiulong River Watershed (JRW). The dailystreamflow decreased in
higherflow resulting fromwater storage regulated by dams whiledaily streamflow increased in lower
flow resulting fromwater release regulated by dams in both two reaches of the JRW. The dams in the
North River tend to store more water while the dams in the West River tend to release more water.
The mean dailystreamflow increased during July to January while decreased during February to May
after dam construction in the two reaches of JRW. After dam construction, the monthly streamflow
changed more significantly and higher variability of monthly streamflow was observed in the West
River than in the North River. The homeogenizing variability of monthly streamflow exhibited in
both two reaches of JRW. The earlier occurrence time of extreme low streamflow event and later
occurrence time of extreme high streamflow event after dams construction. The extreme low and
high streamfow both decreased in the North River while both increased in the West River of the JRW.
All of the indicators especially for the low pulse count (101.8%) and the low pulse duration (—62.1%)
changed significantly in the North River. The high pulse count decreased by 37.1% in the West River
and the count of low pulse increased abnormally in the North River. The high pulse duration in
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the post-impact period increased in both two reaches of the JRW. The rise rate decreased by 26.9%
and 61.0%,and number of reversals increased by 40.7% and 46.4% in the North River and West River,
respectively. The fall rate increased by 28.3% in the North River.

Reasonable range of streamflow regime in terms of magnitude, rate, and frequency was identified
using RVA method to sustain environmental flow management. More attention should be paid to
the streamflow release or storage regulated by dams in May, August and December in the JRW.
The dams in the JRW should release more water and decrease the frequency of store-releases treamflow.
This research advances our understanding of hydrologic impact of small and medium dams in the
medium-sized basin in China.
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Abstract: Climate change has led to non-stationarity in recorded floods all over the world. Although
previous studies have widely discussed the design error caused by non-stationarity, most of them explored
basins with closed catchment areas. The response of flood level to nonstationary inflow floods and high
tidal levels in deltas with a dense river network has hardly been mentioned. Delta areas are extremely
vulnerable to floods. To establish reliable standards for flood protection in delta areas, it is crucial to
investigate the response of flood level to nonstationary inflow floods and high tidal levels. Pearl River
Delta (PRD), the largest delta in South China, was selected as the study area. A theoretical framework
was developed to quantify the response of flood level to nonstationary inflow floods and the tidal level.
When the non-stationarity was ignored, error up to 18% was found in 100-year design inflow floods and
up to 14% in 100-year design tidal level. Meanwhile, flood level in areas that were <22 km away from the
outlets mainly responded to the nonstationary tidal level, and that >45 km to the nonstationary inflow
floods. This study will support research on the non-stationarity of floods in delta areas.

Keywords: non-stationarity; flood level; delta flood; Pearl River Delta

1. Introduction

Since the early twentieth century, climate change has altered hydrological cycles all over the world.
Flood records are no longer stationary [1-5]. In particular, delta areas have experienced intensified flooding
due to the combined impacts of the inflow floods from the upstream watershed and the rising high tidal
level induced by sea-level rise (SLR). Meanwhile, livable climate and convenient sea transportation have
contributed to increasing population and economy in delta areas around the world [6,7]. Thus, delta zones
have become extremely vulnerable to floods. It is important to understand the response of flood level to
nonstationary inflow floods and high tidal levels in delta areas, especially ones with a dense river network.

There were some previous studies discussing the variation in design tidal levels under the impact
of SLR. Trends in recording series, as well as the correlation between these trends and other climate
factors, were explored using sophisticated extreme value analysis methodology [8]. To calculate
reliable at-site frequency of the increasing tidal level, many previous researchers generated a stationary
series before carrying out frequency analysis. Some restored the stationary time series by removing the
increment caused by SLR [9-11], while some tried to generate stationary samples by duplicating the
characteristics of historical tidal processes, which were assumed to be stationary [12]. Other researchers
assumed that the rate of high tidal levels was time-dependent, and conducted frequency analysis on
the recorded series with a time-correlated variable [8-13].
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Design flood levels in delta areas were also analyzed by statistical methods in past studies.
Joint distribution was the most widely used approach to statistically estimate flood levels in delta
areas, which was simultaneously affected by multiple forcing factors like rainstorms, storm surges,
upstream floods, and high tides. To take non-stationarity caused by environmental changes into
concern, joint distribution incorporated the nonstationary characteristics of changing factors into
marginal distribution functions. However, in this way, both the difficulty of parameter estimation
and the uncertainty of results were significantly increased [14]. Another commonly used method for
delta flood protection is to first calculate two design flood levels, under the impact of either the inflow
floods or the high tidal level, and choose the higher one as the design value [15]. This method is simple
and convenient, but it neglects the interconnection between inflow floods and high tides.

This research aims to estimate the response of flood level to the impact of inflow floods and downstream
tidal level, when the time series of these two factors are both nonstationary. To achieve this purpose, Pearl River
Delta (PRD) in South China was selected as the study area. This paper is arranged as follows. In Section 2,
a brief introduction of the study area, dataset and methodology is provided. In Section 3, the response of the
flood level to the nonstationary inflow floods and the high tidal level is estimated, and its spatial pattern is
discussed. Conclusions are made in Section 4. The investigation in PRD can be used as reference for estimations
of the flood level response in other delta areas with similarly complicated environmental conditions.

2. Study Area and Methods

2.1. Study Area and Dataset

Pearl River Delta, which covers an area of 39,380 km?, is the largest delta in South China (Figure 1).
It has a humid subtropical climate. The monsoon period in this area lasts from April to September.
Due to the terrain altitude, the dense river network develops from the northwest to the southeast.
Water flow in PRD comes from West River and North River, and all the water in the delta flows into
Pearl River Estuary through multiple outlets. Based on its source of inflow floods water, PRD area can
be further divided into a West River sub-delta, and a North River sub-delta. Floods in two upstream
river basins mainly occur between June and August. Meanwhile, extreme tides in the estuary, induced
by typhoons or storm surges, mainly occur around September [16].
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Figure 1. Map of Pearl River Delta and locations of gauge stations: (a) location of Pearl River Delta on
the map of China; (b) gauge stations of upstream rivers; (c) a closer view of Pearl River Delta.

PRD is the megaregion where Macao is located [17]. In 2014, the population of cities in PRD
surpassed that of Chicago and it was ranked in the top 30 in the world [18]. In 2015, the total income
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of only two cities in PRD, i.e., Guangzhou and Foshan, reached $20.6 million [19]. With its fast growth
in economy and population, PRD is extremely vulnerable to flood risk.

In this research, recorded peak flood volumes in the flood season, i.e., from June to August, in
Wuzhou and Shijiao were used. So were the high tidal levels in seven outlet stations (Figure 1, Table 1).
All the data were collected during the period from 1958 to 2011.

Table 1. Gauge stations and trend detection.

River Basin No. Gauge Station Channel Name Mann-Kendall
. 0 Gaoyao - -
West River 1 Wuzhou - Upward (z = 1.66)
North River 2 Shijiao - No (z = 0.38)
3 Sanshakou Humen No (z =1.43)
4 Nansha Jiaomen No (z = —0.37)
5 Wanginshaxi Hongqimen No (z =1.57)
Pearl River Delta Outlets 6 Hengmen Hengmen Upward (z = 2.96)
7 Denglongshan Modaomen Upward (z = 1.96)
8 Huangjin Jitimen Upward (z = 2.65)
9 Xipaotai Hutiaomen Upward (z = 2.44)

Note: When |Z| > 1.65, the trend is 90% significant.

2.2. Methodology

In this research, a methodology was developed to estimate the impact of the nonstationary inflow
floods and the high tidal level on flood level. First, a time-varying moments (TVM) model was applied
to evaluate the design inflow floods from the upstream river basins and the high tidal levels around
the delta estuaries. Then, the influence of the nonstationary inflow floods and the high tidal level on
flood level was estimated through a one-dimensional hydrodynamic model using the TVM-estimated
design inflow floods and the high tidal level as its inputs. Four scenarios were created by combining the
nonstationary inflow floods and the high tidal level, and then the nonstationary water level in PRD was
estimated under these scenarios. The whole schedule of this combined methodology is shown in the
flowchart presented in Figure 2. All the parts that are considered nonstationary are highlighted in blue.

Data collection and sampling
1. serbes length longer than 30a
2 masimum in flood season

Parameter estimation
Maximum likelihood
AL "

M onstruction

reak-time recorded flood data

!

| At-site design water level

el ‘

Figure 2. Flow chart of the methodology. Parts highlighted in blue considered non-stationarity in time series.
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2.2.1. Time-Varying Moments Estimating Nonstationary Inflow Floods and High Tidal Levels

The time-varying moments method, which has been widely applied in the statistical estimation of
nonstationary peak flood volume, was used in this investigation to calculate the nonstationary design
value of inflow floods and high tidal level [20]. In this method, to incorporate the non-stationarity,
the first two moments of the time series were initially assumed to have trends that are either linear (L)
or parabolic (P) [21,22].

Four conditions were generated by assembling the L or P trend in the first two moments, labeled
A to D [22]: (1) when only the first moment, i.e., the mean of the time series, is time-dependent,
whether the trend is L or P, the condition is named A; (2) when only the second moment, i.e., the
standard deviation of the time series, is time-dependent, whether the trend is L or P, the condition is
named B; (3) when both the mean and the standard deviation have time-dependent trends in, and the
standard deviation is a product of, the mean and a constant value, i.e., the coefficient of variation (Cv),
the condition is named C; (4) when both the first two moments have trends, but they are not directly
correlated, the condition is named D. By combining Scenarios A-D and two types of trends, i.e., L and
P, eight time-trend models were generated. All models are listed in Table 2, where m' represents the
mean of the nonstationary time series that is defined in relation to both the mean of a stationary time
series, m, and time, t. Likewise, ¢’ denotes the nonstationary standard deviation and is considered to
be associated with both the stationary standard deviation ¢ and time, . In all functions, a,,, 4, by, and
by denote the constants.

Table 2. Time trend models of the first two moments.

Probabilit . Time-Varyin
Distribution Fu}r]\ction Time Trend Model Modg s m v

AL P3-AL m' =m+ ayt =0
BL P3-BL m =m o' =0 +apt
CL P3-CL m' = m+ ayt o' =Cypm

3 DL P3-DL m' =m+ ayt o =0 +agt
AP P3-AP m' = m+ amt + by t? =0
BP P3-BP m =m o =0+ agt + by t?
CP P3-CP m' = m+ ayt + by t? o' =Cym
DP P3-DP m' = m + ayt + by t? o' =0 +agt + byt?

Note: P3 denotes the Pearson type III.

According to studies carried out in the 1990s, Pearson type III performs the best among all
commonly used probability distribution functions for either the flood flow or the high tidal level in
PRD [23-30]. Therefore, Pearson type III was selected as the probability density function (PDF) used in
design value estimation in this research. Based on the eight time trend models, parameters of Pearson
type IIT were all defined to be time-dependent variables. All these parameters were estimated by
the maximum likelihood method, where t was used as a variable. The goodness of fit of PDFs, i.e.,
Pearson type Il with parameters of different time trend models, was tested by the Akaike Information
Criterion (AIC).

2.2.2. One-Dimensional River Network Hydrodynamic Model

The one-dimensional hydrodynamic model has been widely used in flood level estimation. It is
comparatively more accurate in representing the cross-sectional area of channels and requires only a
small amount of field data to set up the model. Also, it can be quickly set up, and the computation is
fast [31]. Therefore, the one-dimensional hydrodynamic model was chosen as the basic tool to estimate
the flood level in this research.
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1. Model Setup and Input Data

The one-dimensional hydrodynamic model used in the present study was developed from
the one created by the Center for Water Resources and Environment (2015), and the whole model
was set up in Fortran [32]. This model adopted the Saint-Venant continuity equation and the
longitudinal momentum balance equation as the governing equations. The implicitly weighted
four-point Preissmann scheme [33] was used to solve these governing equations.

The model set the time-step as 10 min, and a space lag from 500 to 2500 m. In all, the model
included 196 channels and 144 nodes (Figure 3). The upstream inflow from Gaoyao (West River) and
Shijiao (North River), as well as the tidal levels in seven outlets (Figure 1, Table 1), were set as its
boundaries, and the recorded data in these stations were used as the input to run the model.
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Figure 3. Overview of the simplified one-dimensional hydrodynamic model of PRD.

Conducting simultaneous field survey over a large basin like PRD region is extremely time-consuming
and expensive. Meanwhile, although large-scale field measurement has been carried out by the Guangdong
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Hydraulic Bureau every five years, the data are beyond our access. Owing to the limitations of survey data,
this research applied the topographic data collected in the flood season of 1998 to develop a 1D model.
All topographic maps were obtained from the Guangdong Hydraulic Bureau, in a measuring scale of
1:5000. The hourly flood flow and water level were simultaneously detected at 40 stations during a typical
flood in PRD. Data collected from 12:00 p.m. on 25 June 1998 to 12:00 p.m. on 28 June 1998 at hydrological
stations in Gaoyao and Shijiao were used to drive the model and calibrate the parameters. The fluvial
water level at each sampling frequency was linearly interpolated to the model time-step.

2. Model Validation

The hydrodynamic model was validated before estimating the flood level at PRD stations. The coefficient
of riverbed roughness was first set between 0.016 and 0.035 [33]. Next, after the model had been running for
30 days, the parameters were updated by the results obtained on day 30. The aforementioned procedures
were repeated more than 10 times before the simulation results stabilized. The model parameters were finally
set when the difference between the simulation results of day 1 and day 30 remained within 1%.

To assess the performance of the model, measured and model-estimated amplitudes for eight
constituents were compared in six stations, i.e.,, Makou, Sanshui, Tianhe, Baijiao, Xiaheng, and Shaluowei, and
the result was shown in Figure 4. Difference bands were both plotted at +-0.025 and 4-0.05 m, with an overall
RMSE of 6.87 cm. For each of these six stations, recorded and estimated flood levels were also compared.
The average absolute errors in the six stations were below 0.05 m, with a minimum of 0.001 m at Baijiao.
To further measure the model efficiency, an index («) was applied, was calculated by the following equations:

7 -7

i 7 x100% (i = 1,2,3,...,72) 1)
0
0 (5 < r,-)
A = 2
! { 1 (1’1' < 5) @
XA o
a===7 x 100%, 3)

where Z' is the estimated flood level; Zy, the recorded flood level; and i, the number of hours. When
o > 75%, the simulation of the model was predicted to be valid. The value of « is 95% in Makou, 83%
in Sanshui, 90% in Tianhe, 92% in Baijiao, 81% in Xiaheng, and 92% in Shaluowei. All as are above
80%, and the model has been proved to be valid.
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Figure 4. Comparison of harmonic constituent amplitudes, with difference bands located at 0.025 and 0.05 m.
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3. Results and Discussion
3.1. Non-Stationarity in the Inflow Floods and the Downstream Tidal Level

3.1.1. Increasing Inflow Floods

Trends in the inflow floods of PRD were estimated by Mann-Kendall method [34,35]. As is shown
in Table 1, inflow floods from West River had significantly increased since 1958. Since 1950, global
warming and atmosphere circulation abnormities have led to fewer but more intense tropical cyclones
in West River [36-38]. Meanwhile, the extreme precipitations (over 99 percentile) in West River have
increased by more than 45 mm since 1959 [39]. As a result, the flood flow in lower West River became
significantly higher in the flood season [40].

Based on the trend test results, design flood in West River was estimated by TVM, and CL was
detected to be the best-fit time-trend model for the increasing inflow floods (Table 2). Thirty-year
simple moving mean and standard deviation of annual peak flood flow series in West River was
analyzed and displayed in Figure 5. Since the first two moments of the flood series both had linear
trends, the results of AIC test were proven to be reliable.
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Figure 5. Trends in the first two moments of Wuzhou: (a) simple moving mean; (b) simple moving

standard deviation.

The 100-, 50-, and 20-year design flood flow in West River in 2050 were then estimated. To compare
the design volumes with and without taking non-stationarity into consideration, the relative difference

E was calculated as follows:
E=

X1 — Xo

% x 100%, 4)

184



Water 2017, 9, 471

where X1 denotes the nonstationary design value, and X, denotes the stationary one. The gap between
a 100-year and a 20-year Xris AXr, and the difference between a 100-year and a 20-year X is AXj. Both
AXt and AX) were calculated and compared. The greater the value of AXt or AX), the steeper the slope
of the upper tail (and the greater the pressure in flood protection. (The “upper tail” here specifically
refers to the part of the flood frequency curve with an exceedance probability lying between 1% and 5%.)

Results showed that by ignoring the increasing tendency, the 100-year peak flood flow was
underestimated by 17.51% (9825 m3/s) (Table 3). Meanwhile, the relative underestimation (E) was
augmented when the exceeding probability reached 5%, i.e., by 17.91% (9417 m3/s) for the 50-year
flood, and by 18.52% (8809 m3/s) for the 20-year flood. In addition, AX (9553 m3/s) was larger than
AXp (8537 m®/s), indicating that non-stationarity in the flood had contributed to a steeper upper tail.

Table 3. Comparison of design flood.

R . T =100 T =50 T=20
Station Unit

Xr Xo E (%) Xr X0 E (%) Xr X0 E (%)

Wu-zhou m3/s 65,926 56,101 17.51 61,990 52,573 1791 56,373 47,564 18.52
Heng-men 2.93 2.68 9.33 2.83 2.57 10.12 2.69 2.42 11.16
Denglong-shan m 3.00 2.63 14.07 2.88 2.50 15.20 2.70 2.31 16.88
Huang-jin 3.65 3.20 14.06 3.50 3.00 16.67 3.28 2.73 20.15
Xipao-tai 3.18 3.34 —4.79 3.06 3.12 -1.92 2.90 2.83 2.47

Note: T is the return period.

3.1.2. Varied High Tidal Level

High tidal levels in seven outlets were tested, and tidal levels in all outlets but Nansha had
upward tendencies. Somehow, only the tendencies in Hengmen, Denglongshan, Huangjin, and
Xipaotai reached a significance of 90% (Table 1). Rising sea-level rise at the Pearl River Estuary pushed
up the high tidal levels, and severe sand excavation and channel regulation from the 1980s to the early
21st century around the upstream of Nansha neutralized the rising trend [41].

Nonstationary estimations were carried out in the six outlets that had significant trends. In each
station, best-fit models was detected, and the nonstationary design value was compared with the
stationary one (Tables 2 and 3). Results showed that, whether the return period was 100, 50, or
20 years, design levels were all underestimated in Hengmen, Denglongshan, and Huangjin, and
the increase in the return period had led to a greater underestimation, which was displayed in the
value of E. Meanwhile, the 100-, 50-, and 20-year Es ranged from 9.33% (0.25 m) to 11.16% (0.27 m) in
Hengmen, 14.07% (0.37 m) to 16.88% (0.39 m) in Denglongshan, and 14.06% (0.45 m) to 20.15% (0.55 m)
in Huangjin. Both Xt and Es decreased along the coastline from the southwest to the northeast, i.e.,
from Huangjin and Denglongshan to Hengmen. Furthermore, since AXt reached 0.24 m in Hengmen,
0.30 m in Denglongshan, and 0.37 m in Huangjin, it is easy to conclude that the slope of upper tail was
steeper in the southwest (Huangjin) than in the northeast (Hengmen).

The direction of the ocean current affected the impact of SLR on the tidal level. Based on this
criteria, Wu [42] divided the PRD outlets into three groups. In the first group, to which Huangjin
belonged, high tides in outlet were mainly influenced by the current from the Indian Ocean. In the
second group, to which Denglongshan belonged, high tidal levels were affected by a substantial impact
of ocean currents from both the Pacific Ocean and the Indian Ocean. In the third group, to which
Hengmen belonged, high tidal levels were solely influenced by the Pacific Ocean current.

The surrounding environment of all these outlet stations affected the ocean current impact as
well. Take Huangjin as an example: since it was located in a bay surrounded by tiny islands, the tidal
vibration affected by the current impact was amplified. In Hengmen, conversely, the tidal vibration
induced by the current effect was reduced, due to the land lying to the east of Pearl River Estuary [42,43].
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3.2. Response of the Design Flood Level to Nonstationary Inflow Floods and the High Tidal Level

Design flood levels in 22 stations were estimated under six scenarios, combining nonstationary
inflow floods and nonstationary high tidal level (Table 4, Figure 6). The design flood level estimated
with these nonstationary inputs was called the nonstationary flood level, whereas the one without
considering non-stationarity was named the stationary flood level. For all 22 stations, nonstationary and
the stationary flood levels were compared under Scenarios 1 and 4.

Water arca ! /

0510 20
- Kilometers

Figure 6. Locations of the 22 gauging stations in Pearl River Delta.

Table 4. Scenarios employed.

Return Period

Scenario
Flood Flow Extreme Tidal Level
1 100a 100a
2 100a 50a
3 50a 100a
4 50a 50a

3.2.1. Response of Flood Level at a Single Spot

In 21 out of 22 stations, the nonstationary flood level was higher than the stationary. Only in Hengshan
was the stationary flood level higher. This is because Hengshan was located just 18 km away from the
outlet at Xipaotai, and its flood level was highly affected by the nonstationary design tidal level in
Xipaotai. Due to the result in Table 1, the nonstationary design tidal level in Xipaotai was lower than the
stationary one. Therefore, the stationary flood level in Hengshan was higher than the nonstationary one.

To further assess the response of flood level to the nonstationary inflow floods and high tidal
level in PRD, the 22 stations were divided into three groups by the K-means clustering method, based
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on the absolute difference between their nonstationary and stationary flood levels (Table 5). Among the
three groups, Group 1 had the highest mean value, and Group 3 the lowest. If a station belonged to
the same group under both scenarios, it was marked in blue (Table 5).

Table 5. K-means clustering results.

Scenario Number Group 1 Group 2 Group 3

Baijiao, Ganzhu, Lanshi,
Nanhua, Rongqi,
Sanduo, Tianhe,
Xiaolan, Zidong

Baiqing, Da’ao, Lianyao,
1 Makou, Sanshui,
Zhuyin, Zhuzhou

Banshawei, Fengmamiao,
Hengshan, Jiangmen,
Ma’an, Sanshanjiao

Baijiao, Baiging, Da’ao,
Lianyao, Sanduo, Ganzhu, Lanshi, Makou,
Sanshui, Zhuzhou, Ma’an, Ronggqi, Xiaolan
Zhuyin, Zidong

Banshawei, Fengmamiao,
Jiangmen, Hengshan, Nanhua,
Sanshanjiao, Tianhe

Under both scenarios, five stations, i.e., Baiging, Da’ao, Lianyao, Zhuyin, and Zhuzhou, belonged
to the first group. These five stations were located between 25 and 42 km away from the delta outlets,
and their flood levels were similarly affected by the high tidal levels. Meanwhile, the responses in
Banshawei, Sanshanjiao, and Fengmamiao stations were the lowest under both scenarios. The distance
between these stations and their outlets was within the area of 15-33 km. Outlets of these stations, i.e.,
Wangingshaxi and Sanshanjiao, exhibited no significant trend in the high tidal level.

When the scenario changed from 1 to 4, stations located in the West River sub-delta, i.e., Makou,
Baijiao, Jiangmen, Nanhua, and Tianhe, fell from groups with higher mean values to ones with lower
mean values. Meanwile, the stations in the North River sub-delta, i.e., Zidong and Sanduo stations,
jumped from the group with lower mean (Group 2) to the group with a higher one (Group 1). Alteration
in geometries in the upstream river channel increased the flood flow distribution ratio in the North
River sub-delta. Under Scenario 1, the flow distribution ratio in Sanshui, i.e., the income of the North
River sub-delta, was 0.7% (300 m3/s), higher than under Scenario 4 (Table 3). In other words, the
increase in the upstream flood flow in the North River sub-delta was greater under Scenario 4, while
the increment of income flood flow in the West River sub-delta dropped by 300 m3/s.

3.2.2. Response of the Flood Level along the River Channel

The flood level in each station along the same river channel was connected into a flood line, and
the 100-year nonstationary flood line was compared with the stationary one in two representative
river channels (Figures 6 and 7). Makou—Zhuyin channel was located in the West River sub-delta,
where there were five stations along the way, i.e., Makou, Tianhe, Jiangmen, Da’ao, and Zhuyin.
Sanshui-Sanshanjiao channel was located in the North River sub-delta, and Sanshui, Sanduo, and
Sanshanjiao were located along the river channel from the delta income to the outlet.

(a)

- @ = 100-year Stationary  —@— [00-year Nonstaticnary

Makou

Tianhe

Design high water level (m)

0 20 A0 60 80 100 120 140
Distance along the channel (km)

Figure 7. Cont.
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Figure 7. Flood line difference in river channels: (a) difference in Makou-Zhuyin Channel; (b) relative
difference in Makou-Zhuyin Channel; (c) difference in Sanshui-Sanshanjiao Channel; (d) relative
difference in Sanshui-Sanshanjiao Channel.

In either channel, the nonstationary flood line was higher than the stationary one, and the
absolute gap between two flood lines gradually narrowed from the delta incomes to the outlets
(Figure 7a,b). The relative difference E in the two channels varied dramatically in the spot 60 km away
from the outlet (Figure 7c,d). When it came around the area that was 60 km away from the outlet,
E kept dropping along the Sanshui-Sanshanjiao channel, while it increased sharply in Makou-Zhuyin
channel. In Sanshui-Sanshanjiao channel, since the high tidal level in the outlet displayed no significant
upward trend (Table 1), the increase in the design flood line mainly responded to the upstream floods’
increment. Thus, the impact of the nonstationary inflow floods decreased smoothly along the channel
solely due to the reduction in the elevation. On the contrary, however, the increment of the 100-year
tidal level reached 14.07% in the outlet of Makou-Zhuyin channel (Table 3). Affected by the interactive
impact of increasing inflow floods and high tidal level, the relative difference between flood lines
increased in the area that was 60 km away from the outlet.

Both the absolute and the relative difference between the nonstationary and stationary flood
line declined sharply in Jiangmen, caused by the flow distribution ratio variation in its upstream,
i.e., the node where Tianhe and Nanhua parted. A large portion of the flood flow (45.53%) from
Makou went through Tianhe, located 13 km away from Jiangmen. However, the width-depth ratio
in Tianhe was only half that in Makou [44]. Therefore, the relative gap between nonstationary and
stationary flood level in Tianhe increased. Nevertheless, the width—depth ratio in Jiangmen is 2.4 times
that in Tianhe [44]. Thus, the relative gap between the nonstationary and the stationary design level in
Jiangmen was narrowed abruptly from Tianhe.
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3.3. Leading Factors of Non-Stationarity and the Flood Level Response

Nonstationary flood levels under different scenarios were further calculated and compared.
To compare the response of the flood level to nonstationary inflow floods and that to the nonstationary
tidal level, index X was developed and calculated by the following equation:

_ N =Z5)/ 7, _ |2y - 7
|Z1 = Zal/ 2y |Z1— Zs|

®)

where Z; (i =1, 2, 3) is the nonstationary design flood level simulated under scenario i. When X < 0.5,
the flood level in PRD mainly responded to the nonstationary high tide, whereas when X > 5, the
flood level mainly responded to the nonstationary inflow floods.

In general, X in each station was positively correlated to the distance between this station and the delta
outlet (Figure 8). Xs of stations that were less than 22 km away from the PRD outlet were all below 0.5.
Meanwhile, when the distances between stations and the delta outlet were more than 45 km, all Xs were
above 5. It can be deducted that in PRD, in stations that are more than 45 km away from the outlets, the
flood level was mainly influenced by the nonstationary inflow floods. Furthermore, flood levels in stations
that are located within 22 km of the delta outlets were strongly affected by the nonstationary high tidal level.
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Figure 8. Xs of stations in Pearl River Delta: (a) stations with X > 5; (b) stations with X < 0.5; (c) stations
with 0.5 < X < 5.

As for the flood level in stations lying between 22-45 km from delta outlets, their response to
either nonstationary inflow floods did not increase when they became farther away from the delta
outlets. Take Zhuzhou, for example; though it is located 39 km away from the outlet, its X was the
same as that of Banshawei, which was 33 km away from the outlet. Since the impact of extreme
tides decreased when the distance between the station and delta outlets increased, X in Zhuzhou was
supposed to be higher than that in Banshawei. On the other hand, however, Zhuzhou was much
farther away from the entrance of PRD than Banshawei (Figure 8). Therefore, the impact of upstream
change decreased to a greater extent in Zhuzhou than in Banshawei. Moreover, the outlet of Zhuzhou
had a more severe upward tendency than Banshawei (Table 1). Thus, the non-stationarity of the high
tidal level in the outlet of Zhuzhou exerted a more severe impact on the flood level in Zhuzhou.

Although Rongqi was located 2 km farther from the delta outlet than Xiaolan [44], X in Rongqi
was the same as in Xiaolan (Figure 8). Simply according to the distance between stations and the
delta outlets, X in Rongqi was supposed to be higher than in Xiaolan. However, the estimated X
was inconsistent with our assumption. This was due to the impact of a dense river network and the
directions of the development of river channels [37,44]. Rongqi was located on a river way almost
parallel to the latitude. Since the channel was in accordance with the direction of the reduction of the
elevation, flow speed in this channel slowed down. Meanwhile, the region where Rongqi was located
had a higher density of river networks than other spots in PRD, and the complexity of river channels
further weakened the impact of nonstationary high tidal levels, whose effect decreased from the outlets
to the incomes. Based on Xs in Zhuyin and Sanshanjiao, it was concluded that the estimated water
level in Sanshanjiao was more affected by non-stationarity in the upstream flood flow. Somehow, their
distance to the delta outlets was almost the same, i.e., 25 km for Zhuyin and 24 km for Sanshanjiao.
As was mentioned in Section 3.1.1, there was an increase in the upstream flow in the North River
sub-delta with the rising input flood flow in the West River. Meanwhile, Sanshanjiao was closer to the
income station than Zhuyin. The impact of nonstationary inflow floods was thus maintained. Likewise,
although the distances from Lanshi and Ma’an to their outlets were both 27 km, Lanshi had an X much
higher than that of Ma’an. Since Ma’an was located at the downstream of a node where the flood from
both Makou and Sanshui joined, the variance in the upstream flood change exerted little impact. The
distance between the station and the income station was the main cause.
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4. Conclusions

Here, the response of flood level in a dense river network to nonstationary inflow floods and
high tidal level was studied. Pearl River Delta (PRD) in South China was selected as the study area.
Non-stationarity in inflow floods and tidal level was first evaluated by statistical methods such as
that of Mann—Kendall, and the design value was further calculated by the time-varying moment
method. The flood level estimated with nonstationary input was calculated under six scenarios in
a one-dimensional hydrodynamic network model. The flood level estimated with nonstationary inputs
was compared with that with stationary inputs, and the response of the flood level to non-stationarity
was studied. The methodology utilized in this research for estimating the flood level response
to non-stationarity can be used as a reference to investigate the design flood level change in other
deltas with a dense river network. It was found that the flood level response was highly affected by
nonstationary inflow floods and the high tidal level induced by environmental changes.

In PRD, not considering the non-stationarity in incoming flood flow would have resulted in
an 18% underestimation of the 100-year flood level, and an underestimation up to 14% (0.37 m) in
the 100-year tidal levels among the multiple outlets. The underestimation of incoming flood flow or
downstream high tidal level would have further caused underestimation of flood level along river
channels. This situation will not only challenge the existing standard for the local flood protection
but also lead to a higher degree of loss in both economy and life. For deltas that have endured
intense environmental changes just like PRD, the design flood level needs to be updated by taking the
non-stationarity of hydrological inputs into account.

In this paper, the spatial pattern of the flood level response was discovered. The flood level in
places located 25-42 km away from the outlets in the West River sub-delta responded the most to the
non-stationarity in both inflow floods and high tidal level. Meanwhile, in the North River sub-delta,
places lying 15-33 km away from delta outlets had the minimum response to the nonstationary inflow
floods and the high tidal level. Due to the change in the geometries of upstream river channel, the
North River sub-delta had a greater distribution ratio of inflow floods. This resulted in a greater
increase in the flood level in the North River sub-delta, with a rise in the nonstationary flood and tidal
level of a smaller return period. The site in the West River sub-delta situated 60 km away from the
outlet was an anomalous spot since the at-site flood level merely responded to the non-stationarity.

Based on the leading factor that the flood level responded to, PRD was divided into three regions.
In general, regions within 22 km of delta outlets responded the most to the increasing tidal level
induced by sea level rise, and spots that were located more than 45 km away from outlets were more
affected by increasing inflow floods than by increasing high tidal levels. Stations that were located
22-45 km away from the delta outlets were influenced by both the sea level rise and the inflow increase.
As for these stations, distance to the income stations, river network density, and the directions of river
channels could all affect the extent of flood level response to the mutual impact of the nonstationary
inflow floods and high tidal level. How these factors affect the water levels and their extents at different
stations remains to be studied further. Meanwhile, the boundary of the incoming flood impact or that
of the tidal level in other deltas can be detected in the same way.
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Abstract: This study investigates spatial characteristics of annual and decadal precipitation in the
Huaihe River basin. Daily precipitation data, obtained from meteorological gauges, are analyzed for
a 51-year period, from 1961 to 2011. Precipitation is analyzed in grids (5 km?) with respect to temporal
variability. The spatial distribution and intensity of annual rainfall (mm/10 year), determined by the
linear regression method, reveals a slight increase of 3 mm/10 year over the basin. However, the trend
did not present a significant change at 95% significance level in the most of basin. Precipitation is
mostly increasing for each ten-year periods during the total 51 years. The annual precipitation
randomicity was calculated from the non-uniform coefficient Cv (coefficient of variation) test and
showed a significant non-uniform spatial distribution, indicating that randomicity of annual rainfall
was the moderate variability. The Pettitt test determined that the abrupt change points occurred
mainly in 1965, 1975 and 2002. Wavelet analysis showed that cyclic variations appeared almost
every 5 to 10 years, accounting for 36% of the basin area. Meanwhile, these cycles tended to be
delimited by the abrupt change points. This study aims to provide insights for water resources
management, mitigation of climate change effects and water supply in the Huaihe River basin and
surrounding watersheds.

Keywords: wtershed hydrology; grid-distributed precipitation; Huaihe River basin; linear regression
method; coefficient of variation; Pettitt test; wavelet analysis

1. Introduction

Precipitation is the essential feature of the climate change and a key element of the hydrological
processes [1,2]. Change in precipitation has greatly affected climate stability, hydrological processes,
and water availability [3,4]. The spatial and temporal distribution changes of precipitation affect the
frequent occurrence of extreme events, especially droughts and floods [4,5]. Therefore, exploring
the characteristic changes of precipitation is of profound significance. It is essential for agricultural
production, the planning and management of sustainable water resources, and overall economic
development and livelihood of a country [6-8].
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Many authors have documented the spatial and temporal variation characteristics of the
precipitation throughout the world [9-12]. For example, scholars described precipitation trends
in Nigeria using the monthly accumulations of precipitation for period 1961-2000 [2]. They observed
that the spatial distribution of precipitation highly depended on the latitude and its linear relationship
with longitude was not clear. Tabati and Talaee found a decreasing trend in annual precipitation
in most of the 41 stations they observed in Iran from 1966 to 2005 [13]. Tian analyzed the variation
characteristics of precipitation in the main rivers of China during 1957-2013 [14]. Their results showed
the annual precipitation and seasonal mean precipitation changed little. Scholars described the
spatio-temporal variations of the frequency of extreme precipitation using a high quality precipitation
dataset of 599 stations in China for 1961-2001 [15]. Liu studied the spatio-temporal patterns of trends
of the precipitation in the Yellow River basin during 1960-2006 and indicated that the precipitation
possessed longitude zonality and had no obvious linear relations with the latitude [16]. Another scholar
simulated the precipitation change over the past 50 years and the next 30 years in various regions of
China, and the research results showed a clear warm-in trend [17].

Most previous studies were focused on the temporal scales, such as interannual [8],
interdecadal [1], decadal [9], annual [18], seasonal [6,7], monthly [3], daily [19,20], and even finer
temporal scales [21]. However, few investigations have been conducted on continuous spatial
distribution of rainfall on a basin scale [16] and in particular the spatial variability [22]. Most studies
emphasized discrete variations in the study area [6,23]. The annual precipitation describes a high
spatial and temporal variability [24].

The spatial characteristics of precipitation was the major control factor of rainfall-runoff simulation
and a series of other hydrological problems [25]. The uncertainty of flood forecasting mainly derived
from the rainfall uncertainty and the most sensitive factor of flood peaks prediction was the spatial
variation of rainfall [26]. We can obtain the precise spatial distribution of rainfall by establishing rainfall
or meteorological stations with extremely high density. Although there are a lots of meteorological and
rainfall stations in China, the limited observation data and scientific literature cannot meet the needs
of the distributed hydrological model. Precipitation is not uniform and its change is considerably in
space and time, including small scales, therefore, it is particularly hard to gauge these changes [27].
We need to extrapolate the data to spatial grids across the watershed to compensate for the unevenly
distributed of meteorological stations.

In previous studies, due to the lack of scientific literature to document the spatial and temporal
extent of precipitation across the basin or watershed, most researches used single point data to obtain
the rain changes in different basins. Based on single point data, our study primarily extrapolated the
data across the watershed and extended the findings by quantitatively analyzing the spatial variability
of annual and decadal rainfall in the Huaihe River basin for a long-term period (from 1961 to 2011).
This investigation used data from 45 meteorological stations distributed over the study area (Figure 1).
This research aims to provide basic climate information for river basin management.
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Figure 1. The inset map displays the location of the Huaihe River basin (red shading) in China.
The main map shows the location of the Huaihe River basin where the bold black line reveals the
boundary of the Huaihe River. The location of the meteorological stations showed by the black circle.

2. Data and Methods

2.1. Study Area

The study area is the whole Huaihe River basin, which lies approximately between
30°57' N-36° N and 112° E-121° E in eastern China (see Figure 1). It lies in the region from the
Yangtze River basin in the south to the Yellow River basin in the north. The total geographical area of
the basin is approximately 259,700 km?. The whole basin is divided into the Huaihe River catchment
and the Yishusi River catchment by the paleo-channel of the Yellow River and is composed of four
secondly-order water resource regionalizations. Its landscape is characterized by the near level plain
and hill, among which the plain occupies more than 80% of the total basin area. The spatio-temporal
distribution of annual precipitation is uneven in the basin. The mean annual precipitation in the
Huaihe River basin during 1961 to 2011 is 884 mm. While the average annual maximum precipitation
is 2.5 times bigger than the minimum for the period of 1961 to 2011, and the precipitation amount
notably decreases from southeast to northwest. Mean annual temperature is approximately 14.47 °C,
and average maximum temperature goes up to 15.79 °C, whereas the minimum temperature drops
to 7.38 °C for period from 1961 to 2011. With the dramatic effects of the global climate changes and
human activities, underlying surfaces and water resources changes of the Huaihe River basin have
attracted more and more attention. In addition to its special geographical conditions from sub-tropical
zone to warm temperate zone and from wet zone to semi-arid and arid zone and complex the climate
factors, the Huaihe River basin is characterized by frequent or continuous drought or flood events,
floods in the south region, and droughts in the north, and drought-flood shifting [28-30].

2.2. Data

Based on Thiesssen polygon [31], 24 h observed precipitation data were collected from
45 meteorological stations during the 1961 to 2011 period. These information are available in
the National Meteorological Information Centre (NMIC) online database provided by the China
Meteorological Administration [32]. For each meteorological station, discrete daily precipitation data
were converted into 5 km? grid-distributed yearly precipitation. This interpolation used the Arc-GIS
framework by inverse-distance-weighted (IDW) method. Each grid was considered as the basic dataset
used to analyze the precipitation characteristics for the 1961 to 2011 period in the Huaihe River basin.
Yang revealed the trend, the abrupt change, the periodicity, and the randomicity of precipitation
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time series for the main flood period in the Huaihe River [33]. Hence, we studied the long-term
(from 1961 to 2011) spatial variability of annual and decadal precipitation in the Huaihe River basin
using statistical methods through four aspects: the trend, the abrupt change, the periodicity, and
the randomicity.

2.3. Methods

We use the Matlab R2012b to calculate the precipitation abrupt change and periodicity, and the
ArcGis 10.2 to obtain the rainfall trend and randomicity. The ArcGis 10.2 is also used to generate the
rainfall characteristics spatial interpolation maps. The study performed the spatial trend analysis of
precipitation in the Huaihe River basin over the period of 1961 to 2011 using the linear regression
method. The randomicity of precipitation changes was detected by the coefficient of variation (Cv)
and abrupt change points of observed precipitation data were caught by the Pettitt test. The wavelet
analysis determined the precipitation period. Then the spatial distribution of annual and decadal
precipitation were obtained. The statistical test and methods used in this study are described below:

2.3.1. Linear Regression Method

The linear regression method is employed to investigate and analyze the long-term trends of
precipitation in the time series. The main statistical parameter, the slope, is used to indicate the
temporal change of the studied variable on the spatial scale. This method intuitively reflects the trend
of the rainfall time series, and the slope of the linear equation represents the average change rate of the
trend (to define the slope x 10 as the precipitation tendency rate; unit: mm/decade) [34]. The following
formula is proposed by Li to computer the slope [35]:

n n n
nx lZ(iXP,‘)—lZ ZE Pi
Slope = =1 i=1 =1 (1)
n

where slope represents the estimated linear trend of precipitation during the period of 1961 to 2011.
Positive values of the slope indicate increasing trends, while negative values of the slope denote
decreasing trends [13]; i is the number of years in the time series (this study is from 1 to 51); and P; is
the annual precipitation amount. We used the MK test to detect whether a trend in the rainfall time
series is statistically significant at a 95% confidence level [14].

2.3.2. Coefficients of Variation

The coefficient of variation (Cv) is a unit-free and effective normalized measure of dispersion [36].
Some scholars used the non-uniform coefficient Cv to quantify the evenness of monthly
precipitation [15]. Where rainfall is more uneven, the randomicity is much greater. We applied
the Cv for detecting and analyzing the randomicity of annual and decadal precipitation. In this study,
Cov was estimated with the standard deviation and mean values [37-40]. It can be expressed as:

, @

=il

where Cv is the randomicity of precipitation amount, namely the discreteness of precipitation.
The larger the Cv value is, the greater the randomicity of precipitation changes is considered to
be. In other words, the Cv is high, which indicates the uneven distribution of the annual precipitation
in the basin [41]. The K; is the coefficient of modulus. When the Cv is greater than 1, the randomicity
of precipitation is defined as the strong variability; 0.1 < Cv < 1 means the moderate variability; Cv
less than 0.1 means the weak variability [42].

197



Water 2017, 9, 489

2.3.3. Pettitt Test

The non-parametric Pettitt statistical test is frequently applied to explore the abrupt change point
in a long-term trend analysis [43]. The Pettitt test can not only judge the location and number of
the abrupt change, but also estimate the significance of the abrupt change [18,44]. The Pettitt test is
considered as a powerful and useful method for obtaining the abrupt change points in characterizing
the trends of climate data [23]. The test statistic U; , is given by:

n

t
Uy =) Y sgn(6),0="—P,1<t<n 3)
i=1j=ii1

where 7 is the time length of precipitation data set, and P is the annual precipitation amount at time i
and j, and:

+1 for6>0
sgn() =< 0 for6=0 4)
-1 foro<0

The most probable change point is obtained where its value is as follows:

ke = max |Uyy| )
1<t<n

and the significance probability p associated with k; is expressed by:

12
p= Zexp( okt ) ©6)

If p is less than the specific significance level, the null hypothesis is rejected. That is, if a
significant change point subsists, the time series is segregated into parts at the abrupt change point ¢.
The approximate significance probability for an abrupt change point is expressed as p =1 — p. In our
study, the specific significance level is at 95% confidence level.

2.3.4. Wavelet Analysis

Wavelet analysis is a powerful method to research multi-scale, non-stationary signals in
finite spatial and temporal domains [11,45-47]. It has been applied in atmospheric sciences and
geophysics [47,48]. The Morlet wavelet is a very accurate method for obtaining the periodicity in a few
similar studies but is applied little for studying the periodicity in a database [49,50]. Therefore, we
use a continuous wavelet transform (CWT) to detect the existence of oscillations and their period [46].
The Morlet wavelet is widely used to identify periodic oscillations of the real life signals and possesses
an obvious strength that allows detection of time-dependent amplitude and phase for different
frequencies due to its complex nature [46,51]. The Matlab R2012b software is utilized here to seek the
rainfall periodicity with the above discussed Morlet wavelet.

3. Results

3.1. Spatial Variations of Annual Precipitation

The spatial distribution of the average annual precipitation presents a multi-step increase along
the northwest-southeast direction throughout the basin (Figure 2a). That is, precipitation occurs more
often in the southeastern basin than in the northwest. Dry regions are located in the northwest (inland)
while wet ones are in the southeast (coast). The maximum mean annual rainfall concentrates in the
Dabie Mountain region (Figure 2b).
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Figure 2. The spatial distribution of the average annual precipitation during 1961 to 2011 (a) and the

3.1.1. Trends of Annual Precipitation

Based on the grid annual rainfall, the spatial trend distribution of annual precipitation and their
magnitudes (mm/decade) calculated by the linear regression method are given in Figure 3a. The annual

precipitation in the basin presents a slight increasing trend and its mean tendency rate is 3 mm/10 year.
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Figure 3. Spatital distribution for trend (a); randomicity (b); abrupt change (c) and periodicity (d) of
annual precipitation during 1961 to 2011 in the Huaihe River basin.

About 58% of the areas had a positive trend and the rest showed a negative trend. The positive
trends were found mostly in southeastern, middle, and northwestern zones along the mainstream
of the Huaihe River and branches of the Guohe and Yinghe Rivers. In contrast, negative trends
were discovered in Yihe and Shuhe Rivers in the northeastern region, and also in the southwest.
In addition, we studied the spatial distribution of the temporal trend magnitude of annual precipitation
(from 1961 to 2011) in the Huaihe River basin (Figure 3a). The positive trend magnitude varied
between 0 and 40 mm/10 year, in general. The proportion of magnitude ranging between 0 and
10 mm/10 year and between 10 and 20 mm /10 year was approximately 27% and 28%, respectively.
These parts were mainly grouped in the area from the southeastern basin to the northwest. The negative
trend magnitude changed was from about —40 to 0 mm/10 year. The range of the magnitude between
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—10 and 0 mm/10 year accounted for about 31% and was mostly distributed in the northeastern zones.
In fewer regions (less than 10%), the trend magnitude was greater or less than 20 or —20 mm/10 year.
These zones were scattered loosely all around the basin. Via the significance test, we found that the
trend changes of annual rainfall were not significant in most of the basin.

3.1.2. Randomicity of Annual Precipitation

Based on the Cv test, Figure 3b indicates annual precipitation had the different spatial variations
between 1961 and 2011 in the Huaihe River basin. The randomicity was greater in the part of the west
and north regions than in the middle and southwest. The overall range of Cvs changed between 0.18
and 0.31 and the randomicity of annual rainfall was determined as the moderate variability. The Cvs,
ranging between 0.22 and 0.26, were detected at the rate of 89% and distributed nearly in the whole
area; the Cus greater than 0.26 were primarily around Zhumadian and Fuyang, which accounted for
about 5% of the total area analyzed. The Cvs were less than 0.22, and its proportion of the region
area was approximately 5% in the vicinity of Xuzhou, the southwest of Liuan, and the southeast
corner. The Cvs were less than 0.2 in the rest of the area. The annual rainfall uneven distribution
was obvious in the north, upstream of the Huaihe River and downstream of the Yihe and Sihe Rivers.
The geomorphology of these regions was mainly the plain (Figure 2b). In contrast, the inhomogeneous
changes of the annual precipitation were slight in the mountain regions. These implicated that the
annual precipitation distribution was more heterogeneous in mountain areas than in the plain.

Across the basin, the spatial distribution of the randomicity showed uneven precipitation patterns
over the last 50 years. The rainfall homogeneity was greater upstream than downstream of the
Huaihe River. In particular, the Cv was much greater in the Shahe River and Yinghe River regions.
It also showed that variability of rainfall in these regions was stronger than in other areas.

3.1.3. Abrupt Change of Annual Precipitation

The Pettitt test was used to obtain the abrupt change in the precipitation time series during the
study period. The different abrupt points were detected in various 10-year periods (Figure 3c) and
the distribution proportion of abrupt changes varied by decade. Except from 1981 to 1990, the abrupt
changes nearly increased with time. The abrupt changes occurred with a probability of ca. 16% from
1961 to 1970. The abrupt changes was almost 22% between 1971 and 1980. The 10% abrupt change
occurred in the southwestern basin during 1981-1990. About 21% of the total region showed an abrupt
change in rainfall from 1991 to 2000. Abrupt change points (more than 30%) emerged in the north
and southeast basin, and parts of the southwest and west basin during 2001-2011. In conclusion,
during the 51-year period, in all abrupt change points, 1965, 1975, and 2002 were the major abrupt
change points, and their proportion of distribution accounted for 21%, 13%, and 11%, respectively.

The abrupt points were distinct during the very 10-year period. The dominant abrupt point was
detected in 1965 (about 70% of the total) during 1961-1970. From 1971 to 1980, the primary abrupt
changes occurred in 1975 and 1978, and accounted for 58% of the land area during these periods.
There was an obvious abrupt point in 1984 and its proportion was ca. 60% from 1981 to 1990. The three
abrupt change points between 1990 and 2000 occurred in 1991, 1995, and 1997, and accounted for
ca. 78% in this duration. During the period of 2001-2011, 2001 and 2002 were the abrupt change points,
accounting for 87%.

The abrupt changes were found at a 95% confidence level. There were significant abrupt changes
in 47.11% of the regions in the trunk stream of the Huaihe River (Figure 3c). These areas were
distributed on both sides of the Huaihe River. The years 1965, 1978, 1984, 1991, 1995, 1997, 2001,
and 2002 presented abrupt changes at a 95% significance level.

3.1.4. Periodicity of Annual Precipitation

The periodicity variations of the annual precipitation were calculated by wavelet analysis in the
basin during the 51 years. The time-frequency distributions were shown in the various spatial region
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(Figure 3d). For the annual precipitation all year round, the six scales of periodic cycle existed: <5, 5-10,
10-15, 15-20, and 20-25 years, almost throughout the whole time sequence. As a whole, the different
cyclic length of annual precipitation distributed irregularly in the basin. During the <5-year period
(about 32% of the total area) precipitation was chiefly distributed in the north and southwestern
regions of the basin. A nearly and less than 10-year cycle (about 36% of the total area) were mainly
observed in northeastern, central, and parts of the southwestern basin. Approximately 30% of the
regions where there was a 10-20-year period in the southwest region were identified. More than
20-year cycles accounted for ca. 2%.

3.2. Spatial Variations of Inter-Decadal Precipitation

We investigated the character distribution of the precipitation on the different time scales.
The precipitation trends and the Cv in basin were analyzed by using nonparametric tests based
on the grid data of decadal rainfall.

3.2.1. Trends of Inter-Decadal Precipitation

There were five 10-year periods, including the 1960s, 1970s, 1980s, 1990s, and beginning of the
21st century. The inter-decadal precipitation showed a slightly increasing trend during the various
periods (from the 1960s to the beginning of the 21st century). The mean magnitude of the trend was
successively about —12, —10, 3, 3, and 6 mm/year during the various periods. The magnitude changes
were different in the basin’s various orientations (Figure 4). The negative trends were detected in the
north of the downstream of Huaihe River and the positive ones were in the south of the upstream
of Huaihe River in the 1960s (Figure 4a), where the magnitude ranged from —58 to 41 mm/year.
Additionally, the rainfall trends decreased sharply in parts of the northeastern basin and increased
slightly in the western basin during the 1970s (Figure 4b). The tendency magnitude was between —57
and 23 mm/year. Furthermore, the tendency magnitude range was from —43 to 42 mm/year in the
1980s (Figure 4c). The majority of the northeastern basin showed an increasing trend while a decrease
occurred in the parts of the southwestern basin. Conversely, the precipitation magnitude increased in
most parts of the northwestern basin and decreased in the southeast of the Huaihe River in the 1990s
(Figure 4d). The magnitude ranged from —48 to 57 mm/year. Finally, the rainfall magnitude changed
from —28 to 38 mm/year during the beginning of the 21st century (Figure 4e). The precipitation
decreased in the parts of the central and western basin and increased in most areas. It was remarkable
that all trend changes had no distinguishability by the significance test.

3.2.2. Randomicity of Inter-Decadal Precipitation

The decadal precipitation heterogeneity was investigated by using the Cuvs (Figure 5).
We demonstrated that there were notable changes between the minimum and maximum Cv. The Cv
vaule ranged variously (from 0.07 to 0.41) in different decades. The difference between the minimum
and maximum Cv was 0.34. However, the randomicity was also the moderate variability. It ranged
between 0.14 and 0.41 in 1960s (Figure 5a). The uneven precipitation was geographically concentrated
in the northern edges of the basin, where the Cv value was greater than 0.25. The minimum Cv value
was 0.07 and the maximum was 0.33 in the 1970s (Figure 5b). The precipitation was relatively even
across the most areas of the basin during this period. The Cv ranged from 0.10 to 0.37 during the 1980s
period (Figure 5¢). The precipitation variability was obvious in the downstream of the Yinghe River,
Yihe River and Sihe River. The Cv value ranged from 0.11 to 0.41 during the 1990s (Figure 5d) and
0.11 to 0.38 at the beginning of the 21st century (Figure 5e). The precipitation was uneven in the
Yinghe River basin and the south parts of the middle and lower reaches of the Huaihe River in
1990s. The dissimilar precipitation was chiefly concentrated in the north parts of the Huaihe River at
beginning of the 21st century.

The mean Cuvs were heterogeneous and changed from 0.20 to 0.27. The precipitation randomicity
increased during the 1960s and 1970s, and then decreased in the 1980s, and increased again between
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1990s and the beginning of the 21st century. The Cv was 0.23 in the 1960s, which indicated that
precipitation was relatively even across most of the basin. The values reached 0.27, 0.20, 0.23, and
0.23 in the 1970s, 1980s, 1990s, and early 21st century, respectively. Most of the uneven precipitation
occurred in the north of the Huaihe River and changed with climate change.
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Figure 4. The spatial distribution of the tendency magnitude in the different decadal precipitation ((a) from
1961 to 1970; (b) from 1971 to 1980; (c) from 1981 to 1990; (d) from 1991 to 2000 and (e) from 2001 to 2011).
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Figure 5. The spatial distribution of randomicity in the different decadal precipitation ((a) from 1961 to
1970; (b) from 1971 to 1980; (c) from 1981 to 1990; (d) from 1991 to 2000; (e) from 2001 to 2011).

4. Discussion

Based on the analysis of annual precipitation variability across the Huaihe River basin, we found
the spatial and temporal dynamic characteristics changes, including the trends, the randomicity, abrupt
change, and the periodicity. Different methods were adopted to derive these characteristic changes.

4.1. Trends of the Precipitation

Our results were consistent with scholars’ findings but was different from others’ [41,52-56].
The difference was derived from their various study area’s boundaries. Most studies suggested
that the Huaihe River basin did not include the Shandong peninsula, while others thought the
opposite. The difference possibly stemmed from the fact that our study area did not include the
Shandong Peninsula. Additionally, precipitation changes in China were mainly caused by the East Asian
Monsoons and the precipitation pattern in China may change due to a reduction in the summer monsoon
cycle [57]. The weakening of summer and winter monsoon contributed to increasing precipitation over
Southeastern China [57,58]. However, there as a weakening relationship between East Asian winter
monsoon and ENSO after mid-1970s [59]. The precipitation amount presented an advanced tendency
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after 1990s and increased obviously after 2000 [52,60]. Therefore, the summer and winter monsoon
variations, especially around the mid-1970s, may be a possible factor for the precipitation changes in
the Huaihe River basin.

4.2. Randomicity of Precipitation

Our results were similar to existing research findings [53,61]. The monsoon climate contributed
to the uneven distribution of annual rainfall [61]. The annual rainfall uneven distribution also
reflected that the Huaihe River basin was the climate transition zone (between 32°30’ N~33°55’' N and
104°31" E~120°25" E) (Figure 1). The Huaihe River is known as the transitional river in China [54]. It is
the important north-south geographical demarcation boundary and a climate transition zone in China:
while the south of the river is subject to a warm, humid temperates and the north is a subtropical,
semi-arid climate [28,62,63]. The climate of the basin is mainly a warm, temperate monsoon and
sub-humid climate. The annual rainfall heterogeneity is not only related to the latitude, but also to the
typical physiognomy of the Huaihe River basin [64]. The rainfall evenness could be affected by other
factors (e.g., temperature, topography, atmospheric circulation) and these attribution analyses might
be effective targets for the future.

4.3. Abrupt Change of Precipitation

Our outcomes are close to the results obtained by Yang, Lu, and Wang [33,52,65]. In 1965 and
2002 abrupt changes occurred [66], this was consistent with our findings. In addition, the results
were almost identical with the previous studies of the heavy droughts that occurred in 2001 and
2002 [67,68]. The anomalous northeast cold vortex could lead to the abrupt changes of rainfall [69].
The rainfall abrupt change points were similar with the anomalous occurrence time in our study.
In general, the abrupt changes mainly occurred in 1970s and after the 1990s, which was close to the
results detected by Lu and Wang [52,70]. However, the strong rainfall occurred in 2003, 2005, and
2007 [71]. The Pettitt test did not capture these abrupt change points in our study, since the data used
in our study were yearly rainfall rather than the seasonal data. Additionally, there are many reservoirs
in the basin, and the rainfall abrupt changes may be controlled by the distribution of these reservoirs.

4.4. Periodicity of Precipitation

The study showed that there were about 5-year, 10-year, 15-year, and 30-year cycles in the
Huaihe River [72]. This was close to our findings. However, due to the difference of time series
of rainfall data used, the 30-year cycle does not exist in our study. However, the other studies
obtained 7-9 years as the major cycle and two years as the second cycle [66], which was different from
our findings. WANG used the annual day and night rainfall as the basic data to study day/night
precipitation cycle change, respectively [66]. Otherwise, we used the annual rainfall to get the cycle
period rather than the only day or night rainfall. Another study demonstrated that the Yangtze-Huaihe
meiyu period were 6-7 year and quasi-20-year periodical oscillations [73], which are due to the same
reasons as above.

The Huaihe River basin is the climate transition zone between the north subtropical zone and the
south extratropical zone of China [74]. Precipitation in this watershed is influenced by the variation
of the transition zone position and ENSO [74,75]. There is an evident correlation between ENOS
events and the abnormity of rainfall in the Huaihe River [76]. Some studies deemed that the rainfall
periodicity was 20-25 year, and there was a positive correlation between summer precipitation and
solar activities in the Huaihe River.

4.5. Advice for Management Implications in a Basin

Rainfall is the primary water source in the Huaihe River basin. According to the above analysis,
the change of rainfall intensity, quantity, and pattern could cause the extreme events, such as drought
and flood [77]. A shift in the storm track makes some regions wetter and the nearby-regions drier [78].
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Thus, the spatio-temporal variability of rain across the watershed affects the flood control planning
and comprehensive management. The precipitation increased significantly and changed unevenly
remarkably in the Guohe River basin. Floods may be more likely to occur and we should strengthen
the control measures and formulate the corresponding water resources utilization policy in the basin.

4.6. Future Challenges

Latitude, atmospheric circulation, sea-land distribution, ocean current, and topography are the
main factors that affect the climate change. Local and regional variations in the feature of rainfall
depend on the variability patterns of atmospheric circulation. Human activities, surface evaporation
density, and latent energy also affect the precipitation changes [78]. However, we have not discussed
and quantified the specific factors (i.e., temperatures, evaporations, land use changes and human
activities) that are controlling the trends of rainfall. In the coming months, combined with the
climate change, land use, and water conservancy facilities, our investigation needs to determine
the factors that affect the dynamic changes of rain across the basin. Meanwhile, we could use the
multi-factors regression analysis to obtain the primary and secondary factors. We could also study
the data extrapolated in other watersheds to confirm the scientific merit of the study. Some scholars
and researchers may worry about the accuracy and precision of extrapolation, so they may not have
included that in their research. Indeed, it is a limitation. Thus, we could study the data extrapolated
in other watersheds to confirm the scientific merit of the study. Additionally, we could use remote
sensing data or more reference materials to prove the accuracy of the extrapolated data.

5. Conclusions

In this study, the precipitation series were used to detect the spatial distribution of temporal
variation characteristics for the period 1961 to 2011 in the Huaihe River basin. Although the trend
changes are not significant, the precipitation varied markedly. Its spatial distribution characteristics
presented the evident difference as well. The entire basin was dominated by the slight increasing
trends of inter-annual and inter-decadal precipitation, especially in the upper and middle reaches of
the Huaihe River. But for the inter-annual rainfall, the change trend did not present at 95% confidence
level in most of basin. For the inter-decadal, all trend changes are insignificant. The abrupt points
were various in different periods. According to the proportion of abrupt area in the entire basin, we
obtained nine chiefly abrupt points and three principal periods. The Cv value indicated that the spatial
distributions of precipitation were heterogeneous and the randomicity were all of moderate variability.

Most previous studies concentrated on the trend, periodicity, and abrupt change of precipitation
based on point data of a single meteorological station. However, our study extrapolated the single
data across the watershed grid data. We obtained the rain variability characteristics from four sections:
the trend, the abrupt change, the periodicity, and the randomicity. Our study could add needed value to
the scientific community, especially to the basin where there is a lack of scientific literature to document.
Meanwhile, our results could provide the scientific support for water resources management in
river basins.
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Abstract: Debris flows in the Wudongde dam area, China could pose a huge threat to the running
of the power station. Therefore, it is of great significance to carry out a susceptibility analysis for
this area. This paper presents an application of the rock engineering system and fuzzy C-means
algorithm (RES_FCM) for debris flow susceptibility assessment. The watershed of the Jinsha River
close to the Wudongde dam site in southwest China was taken as the study area, where a total
of 22 channelized debris flow gullies were mapped by field investigations. Eight environmental
parameters were selected for debris flow susceptibility assessment, namely, lithology, watershed
area, slope angle, stream density, length of the main stream, curvature of the main stream, distance
from fault and vegetation cover ratio. The interactions among these parameters and their weightings
were determined using the RES method. A debris flow susceptibility map was produced by dividing
the gullies into three categories of debris flow susceptibility based on the susceptibility index (SI)
using the FCM algorithm. The results show that the susceptibility levels for nine of the debris flow
gullies are high, nine are moderate and four are low, respectively. The RES based K-means algorithm
(RES_KM) was used for comparison. The results suggest that the RES_FCM method and the RES_KM
method provide very close evaluation results for most of the debris flow gullies, which also agree
well with field investigations. The prediction accuracy of the new method is 90.9%, larger than that
obtained by the RES_KM method (86.4%). Therefore, the RES_FCM method performs better than the
RES_KM method for assessing the susceptibility of debris flows.

Keywords: debris flow; susceptibility; rock engineering system; fuzzy C-means algorithm; interaction

1. Introduction

Debris flow is a sudden natural process that frequently occurs in mountainous areas. It has high
mobility [1,2] and is able to carry meter-size boulders [3]. Consequently, debris flows have greatly
destructive potential and could pose a huge threat to human lives and properties. For the management
and reduction of risk posed by debris flows, susceptibility analysis aimed at delineating the potential
threatened areas plays an important role.

Various approaches have been developed for debris flow susceptibility analysis by employing
a specific set of environmental parameters, such as empirical models, statistical analyses and artificial
intelligence. Empirical models [4,5] often need to be calibrated through small areas where past events
exist before they could be used for a whole region. In fact, to establish a practical empirical model,
large datasets are necessary. Artificial intelligence models, such as genetic algorithm [6], artificial
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neural network [7-10] and support vector machine [11] have been applied for debris flow prediction.
Most of these models have been created using regional debris flow inventories derived from remotely
sensed data. Statistical analyses, including logistic regression [12-15], discriminant analysis [16,17],
and Bayes learning [18], are deemed to be suitable for susceptibility assessment in large and complex
areas [19-21]. Using Bayes learning and logistic regression to predict debris flows in southwest Sichuan,
China, Xu et al. [22] pointed out that both methods have disadvantages: Bayes requires some variable
assumptions that are difficult to be completely met in practice, whereas logistic regression needs large
samples for the iterative calculation to obtain stable model parameters. Other methods such as weight
of evidence [23,24] and analytic hierarchy process [25,26] have also been used for susceptibility analysis.
The spatial results of these approaches are generally appealing, and they give rise to qualitative and
quantitative mapping of the threatened areas [27].

The occurrence of debris flows can be attributed to complex interactions among geology,
topography and meteorology [22]. This paper proposes a new model for debris flow susceptibility
evaluation based on spatial variables that are considered to be potential controls of debris flows in the
watershed of the Jinsha River close to the Wudongde dam site in southwest China. Based on the rock
engineering system (RES), which was first introduced by Hudson [28] to deal with complex engineering
problems, the interactions among environmental parameters and their weightings were determined.
A debris flow susceptibility zone map was created using the fuzzy C-means (FCM) algorithm, which is
a powerful method in data mining and knowledge discovery proposed by Bezdek [29], according to
the results obtained by RES. This work also tests the suitability of FCM to discriminate different levels
of susceptibility. The novelty of this work is the integration of RES and FCM methods for the debris
flow susceptibility assessment.

2. Study Area

The study area (Figure 1) lies along the lower reaches of the Jinsha River and is the reservoir
region of the Wudongde hydropower station, which is located in the mountains separating the Sichuan
and Yunnan provinces. The Wudongde hydropower station is one of the four largest power plants
in the lower reaches of the Jinsha River. The station controls a basin area of 406,100 km?, which
occupies 86% of the Jinsha River. The studied section of Jinsha River is about 210 km long. The area of
investigation along the Jinsha River was extended from the alluvial plain to the crest. Based on field
investigations, 22 channelized debris flow gullies distributed on both sides of the Jinsha River were
identified, as shown in Figure 2. Considering that loose materials from the debris flow gullies could
enter the Jinsha River and affect the running of the power station, it is of great significance to carry out
a susceptibility analysis for this area.
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Figure 1. Location map of the study area [30].
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Figure 2. Location of the debris flow gullies.

2.1. Geological and Tectonic Setting

The geology comprises two major components: a pre-Sinian crystalline basement and a
Sinian-Cretaceous sedimentary cover. The former mainly consists of a series of metamorphic rocks
(phyllite, slate and schist), which widely outcrops along the Jinsha River. The latter includes magmatic
rocks (granite and quartz diorite) and sedimentary rocks (limestone, sandstone, mudstone and shale).
Figure 3 shows the lithology along the Jinsha River. According to field investigations, three types
of potential source materials for debris flows outcrop in the study area [31]: (1) the Longjie silt layer
from the Late Pleistocene period, mainly composed of clayey silt, silt and sand; (2) the sediment of
the Madianhe Group from the Holocene period, which is mainly composed of silt and gravel; (3) and
the red-bed, Triassic and the Cretaceous argillaceous evaporites.
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Figure 3. Lithology in the study area [31].

The study area is located in the eastern section of the Tethys-Himalaya tectonic domain, one of the
tectonic zones of the Himalaya characterized by intense compressing and folding. The predominant
structures are regional-scale faults constituting the famous Chuan-Dian N-S tectonic belt [32]. A total of
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13 regional-scale faults that dominantly trend approximately N-S are situated in this region (Figure 4).
Several strong earthquakes with magnitude greater than 6.0 have been triggered by these faults
since 1955 [33], such as the Puduhe earthquake (Magnitude 6.3, 1985) triggered by the Puduhe
fault, the Wozhangshan earthquake (Magnitude 6.5, 1995) triggered by the Tanglang-Yimeng fault,
and the Panzhihua earthquake (Magnitude 6.1, 2008) triggered by the Mopanshan-Lvzhijiang fault.
These earthquakes triggered a lot of rock falls and landslides and produced a large quantity of loose
materials sufficient to potentially trigger debris flows in the drainages.
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Figure 4. Regional tectonic framework map [33].

2.2. Geomorphological Setting

This area exhibits a mountain canyon geomorphology, with elevations ranging from 800 to 3600 m,
as shown in Figure 1. Observed geomorphic features include cliffs, rocky slopes, ridges and Quaternary
deposits along the river valleys. The average slope angles of the hillsides in the region vary from
30 to 45°. The slopes are rocky and poorly vegetated; the dominant species are grasses on the soils.
The distributions of the river network and ridges are controlled by structures in some extent. The effect
of high relief and structural control is also well reflected by deep gorges and narrow valleys carved by
numerous streams.

2.3. Meteorological Setting

The study area experiences a low-latitude plateau subtropical monsoon meteorology,
characterized by concentrated rainfall and distinct wet and dry seasons. The mean annual temperature
is 20.9 °C, with the 32 year (from 1972 to 2003) mean annual precipitation being 1058 mm [34]. The rainy
season concentrates from May to October, with a peak in July. The maximum 10-min, 1-h and 24-h
rainfall rates recorded in 32 years are 21.7, 77.2 and 111.5 mm, respectively.

3. Influencing Parameters

The occurrence of debris flows is a complicated process that requires favorable terrain conditions,
source conditions and hydrodynamic conditions [6,35]. This research selected the triggering area of
the debris flow as the base spatial unit. Based on field investigations and previous studies in the
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study area [31,33,34], eight factors were selected as the environmental predictors for debris flows.
They are lithology (P1), watershed area (P2), slope angle (P3), stream density (P4), length of the main
stream (P5), curvature of the main stream (P6), distance from fault (P7), and vegetation cover ratio (P8).
Note that rainfall is deemed as a triggering factor for debris flows in our study area. However, it was
not considered in this work because it is relatively uniform throughout the area.

3.1. Lithology

The lithology is one of the main parameters influencing the occurrence of debris flows in the
study area [31]. It controls the stability of slopes and thus affects the debris supply for drainages.
Filed surveys suggest that Quaternary deposits are most prone to the initiation of debris flows, whereas
magmatic rocks and limestones have the lowest susceptibility for the occurrence of debris flows.

3.2. Watershed Area

The watershed area is referenced to the rainfall that can be collected and to the volume of loose
materials [7]. Debris flows in the study area primarily occurred in catchments with relatively larger
areas, most probably because a larger watershed area could collect more rainfall and a larger volume
of loose materials.

3.3. Slope Angle

The slope angle strongly influences the initiation and transportation of debris flows [7,36].
Previous research [5,37] shows that most debris flows occur in the areas with slope gradients higher
than 15°. This value was considered as the initiation threshold for debris flows in our research.

3.4. Stream Density

The stream density is expressed as the total length of all the streams in a catchment divided
by the total area [33,38]. This factor reflects the interactions among lithology, geological structures,
and weathering degree of rocks in a catchment because drainages often develop in weak area [33].
In addition, it can affect the shape of a river’s hydrograph during a rainstorm [38]. Investigations
suggest that catchments carved by numerous streams are prone to the initiation of debris flows.

3.5. Length of the Main Stream

The length of the main stream is also an important factor influencing the occurrence of debris
flows in the study region. The longer the main stream is, the more deposits a debris flow could gather
together and transport to the runout zone [7].

3.6. Curvature of the Main Stream

The curvature of the main stream is related to the ratio of the main stream’ curve length to
its straight length [33]. It reflects the discharge capacity of debris flows. Field surveys indicate that
a catchment with an abroad and straight channel often retains limited loose materials, which is not
prone to the debris flow occurrence.

3.7. Distance from Fault

Faults play a crucial role in the initiation of debris flows in our study area. They trigger
earthquakes, produce discontinuities in rocks, and as a consequence, furnish debris that can be mobilized.
Field investigations suggest that catchments near faults are prone to experiencing debris flow events.

3.8. Vegetation Cover Ratio

The vegetation cover ratio is described as the ratio of the vegetation area to the watershed area [10].
The dominant species in the study area are grasses on the soils. The natural vegetation in the study

216



Water 2017, 9, 669

area has been damaged because of irrational deforestation and reclamation, suggestive of the highly
erosive capability of the flows, able to increase their volume as they move [31,34] A poor vegetation
cover indicates a high chance for a catchment to suffer from rainfall and rock weathering, and therefore
facilitates debris production.

The watershed area, slope angle, stream density, length of the main stream, curvature of the main
stream, and distance from fault were derived from the digital elevation model (DEM) with a resolution
of 2.5 m. The lithology was obtained from a 1:50,000 scale geological map. The vegetation cover ratio
was derived from the SPOT5 remote sensing image. The environmental parameters were subdivided
into classes (Table 1) based on previous studies in the study area [31,34]. A standardization method
was adopted to rescale the data to a common numerical basis according to their influence on the debris
flow occurrence, which was carried out by transforming raw data to scores [39]. The ratings of the
influencing factors (P;) are shown in Table 1.

Table 1. Classification of influencing factors and their rating values.

Description Rating Description Rating
1. Lithology 5. Length of the main stream (km)
Magmatic rocks, and limestones 0 <1 0
Phyllite, slate and schist 1 1-5 1
Sandstones, mudstones, and shale 2 5-10 2
Quaternary deposits 3 >10 3
2. Watershed area (km?2) 6. Curvature of the main stream
<0.5 or >50 0 <1.1 0
0.5-10 1 1.1-1.25 1
10-35 2 1.25-1.4 2
35-50 3 >14 3
3. Slope angle (°) 7. Distance from fault (km)
<15 0 >0.6 0
15-25 1 0.4-0.6 1
25-32 2 0.2-0.4 2
>32 3 <0.2 3
4. Stream density (km/km?) 8. Vegetation cover ratio
<5 0 >0.75 0
5-10 1 0.5-0.75 1
10-20 2 0.25-0.5 2
>20 3 <0.25 3
4. Method

4.1. Rock Engineering System

The implementation of the rock engineering system (RES) method can be achieved through
an interaction matrix, which is the basic analytical device used in RES for characterizing the influencing
parameters and their interaction mechanisms relevant to a particular engineering problem [40,41].
In RES, all selected parameters associated with a problem are arranged along the leading diagonal of the
interaction matrix. The influence of each parameter on any other parameter, which is called interaction, is
placed in the corresponding off-diagonal cells. Traditionally, the off-diagonal cells are assigned numerical
values to quantify the degree of the influence of one factor on the other factors, named “coding the
matrix”. Various approaches have been proposed for coding the interaction matrix [42], such as the
0-1 binary, expert semi-quantitative (ESQ), and the continuous quantitative coding (CQC) methods.
Among these methods, the ESQ coding is the most commonly used, whereby the interaction between the
parameters is ranked based on a numerical scale. Typically, a scale from 0 to 4 is employed (Table 2) [28].
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Table 2. ESQ interaction matrix coding [28].

Coding Description

0 No interaction

1 Weak interaction
2 Medium interaction
3 Strong interaction
4 Critical interaction

Figure 5 presents an example for the simplest interaction matrix with two factors. Note that the
influence of i on j is often not the same as the influence of j on i, indicating that the interaction matrix
is not symmetric. Generally, the interaction matrix can contain any number of variables, depending
on the engineering objective and the level of analysis required [43]. Figure 6 shows the coding of
a multiple-dimensional interaction matrix. A problem that contains N factors will have an interaction
matrix of N rows by N columns. The column passing through P; represents the influence of other
parameters on P;, while the row through P; represents the influence of P; on the remaining parameters.
For example, the (i, j)-th element in the matrix represents the influence of parameter i on parameter j.

Influence

v

Parameter i . .
ofionj

Influence

. . |4 | Parameterj
of joni

Figure 5. General illustration of the interaction matrix with two factors [28].
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Figure 6. Summation of coding values in the row and column through each parameter to establish the
cause and effect coordinates [28].
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After coding the interaction matrix, the sum of each row and that of each column can be computed.
For each parameter i, the sum of its row values and that of its column values are called the “cause”
value (C;) and the “effect” value (E;), respectively. The coordinate values (C;, E;) for each parameter
can be plotted in cause and effect space, forming the so-called cause-effect plot, which can help to
understand the relative importance of each parameter within the system [43]. The percentage value of
(C + E) can be used as the weighting of each parameter, which is given by:

(Ci+Ej)

ST ) 00 a
TG nE )

w; =

4.2. Fuzzy C-Means Algorithm

Fuzzy C-means (FCM) clustering method proposed by Bezdek [29] is a well-known and powerful
method in data mining and knowledge discovery. It generates a fuzzy partition based on the idea of
partial membership expressed by the degree of membership of each object in a given cluster. In fuzzy
clustering, each object has a degree of belonging to clusters rather than belonging completely to just
one cluster [44].

Given a data set of N observations obtained from N regions, each represented by a vector of P
attributes, Xj = (Xﬂ, ij, ., ij), the algorithm is designed to partition the data set into C clusters
(i-e., structural domains) by iteratively minimizing the fuzzy objective function which is expressed as

follows [29]:
C

N
=YY (uij)"d*(X;, V;)(C < N), ()

j=1i=1

where u;; represents the degree of membership of observation X; in cluster i, m is the fuzziness index,

which controls the fuzziness of the memberships, and d(X;, V;) is the distance between observation X;

and the ith cluster center V;. m = 2 is deemed to be the best for most applications [29]. In this research,

the value of P is 6 since there are six parameters that were used for structural domain determination.
The distance measure d(X, V;) is expressed as [45]:

P
= Y (%5 = Vi)™ 3)
p=1
ujj can be calculated from [45]:

) 1/m-17T ¢ . 1/(m-1)] 71
M
(”I]) <d2(xi_,vl_)> = (dZ(X]_, Vi)) . (4)

The cluster center V; is computed by [45]:
N N
= L Xl 5)
j=1 ]:1
5. Results and Discussion

5.1. RES Model for Debris Flow Susceptibility Assessment

With the selected eight parameters, an 8 by 8 interaction matrix was built according to Table 2, as
shown in Table 3. For instance, considering that the lithology can be eroded and produce a different
slope depending on its rheology, a value of 4 is assigned to the cell of the 1st row and 3th column in the
matrix, suggesting that the lithology (P1) has a critical influence on the slope angle (P3). In addition,
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a value of 0 is assigned to the cell of the 3rd row and 1st column in the matrix, suggesting that lithology
is not influenced by slope angles.

Table 3. Interaction matrix.

P1 2 4 3 3 3 2 3
0 P2 2 1 2 1 2 1
0 1 P3 2 3 2 0 2
1 0 3 P4 2 3 0 2
1 0 2 2 P5 2 0 1
1 0 1 2 4 P6 0 1
3 3 3 3 2 3 P7 2
2 0 1 3 2 2 0 P8

Based on the iteration matrix, the coordinates (C;, E;) of each parameter were calculated (Table 4).
A cause—effect plot was drawn with the (C;, E;) coordinates, as shown in Figure 7. Each point in the plot
represents a particular factor P;. The cause—effect plot can help to distinguish between “less interactive”
and “more interactive” parameters: the “more interactive” parameters are plotted in the upper left
region, whereas the “less interactive” parameters are plotted in the lower right region [28]. Figure 7
indicates that P5 (length of the main stream) is more interactive than the other parameters, and it is
greatly affected by the system. On the other hand, P1 (lithology) and P7 (distance from fault) have the
maximum effect on the system.

Table 4. Coordinates and weightings of influencing parameters.

Parameter C; E; w; (%)
Lithology 20 8 14.58
Watershed area 9 6 7.81
Slope angle 10 16 13.54
Stream density 11 16 14.06
Length of the main stream 8 18 13.54
Curvature of the main stream 9 16 13.02
Distance from fault 19 4 11.98
Vegetation cover 10 12 11.46
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Figure 7. Cause—effect diagram.

The cause—effect plot also helps us to graphically compute the parameter interaction intensity and
the parameter dominance. The interaction intensity of each parameter is represented by (C + E)/ V2,
and can be measured along the C = E line; the parameter dominance depends on the perpendicular
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distance from the parameter’s point representation to this line, which is calculated with (C — E)/~/2 [28].
Figure 8 shows a histogram of the interaction intensity of each parameter. The histogram reveals that
little changes in P2, P3, P4 and P5 will have great influence on the behavior of the system.
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10 1
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1 2 3 4 5 6 7 8
Parameters

Figure 8. Histogram of interactive intensity.

Table 4 lists the weightings of the influencing parameters computed by Equation (1), which follow
the order of lithology > stream density > slope angle = length of the main stream > curvature of the
main stream > distance from fault > vegetation cover ratio > watershed area.

The debris flow susceptibility index (SI) can be calculated by

n
SI =Y wip;, (6)
i=1
where w; is the weighting of the ith parameter obtained from Table 4, p; is the rating value of the ith
parameter obtained from Table 1, and 7 is the total number of parameters.

5.2. Debris Flow Susceptibility Assessment

The RES model was applied to the 22 channelized debris flow gullies. The debris flow susceptibility
index (SI) of each site was calculated by Equation (6), as listed in Table 5. In this work, the fuzzy C-means
algorithm was adopted to divide the studied sites into three categories of debris flow susceptibility
based on the RES model (RES_FCM). A debris flow susceptibility map was created, as shown in Figure 9.
The classification results show that the susceptibility levels for nine of the debris flow gullies are high,
nine are moderate and four are low, respectively.

Table 5. Susceptibility assessment results of the 22 debris flow gullies.

Influencing Parameters

Gullies SI RES_KM RES_FCM  Actual Condition
P1 P2 P3 P4 P5 P6 r7 P8
Xiabaitan T-K 3.1 36.1 5.51 3.08 119 0 10 188.53 High High High
Shangbaitan T-K 0.91 285 1029 187 1.08 0 10 176.03 Moderate Moderate Moderate
Menggugou Py 37.1 41.37  6.73 10.52 1.13 0 40 205.19 High High High
Aibagou Py 666 4213 843 509 1.19 0 20 187.49 High High High
Nuozhacun Y2+2Zy 3261 40 4.96 105 117 0 10 194.78 High High High
Zhugongdi T-K 6.5 41.8 6.24 4.98 115 0 15 176.55 Moderate Moderate Moderate
Yindigou T-K 605 4326 508 2017 123 166 18 207.8 High High Moderate
Fujiahe Py 8.62 427 6.34 5.16 126 0 17 176.55 Moderate Moderate Moderate
Zhangmuhe Pty 4.62 29.1 9.7 5.39 1.42 0 10 199.99 High High Moderate
Hepiao J+K 9.1 29.6 9.9 6.83 132 0 30 17551 Moderate Moderate Moderate
Hongmenchang Py 46.9 30 6.6 129 1.29 0 15 216.13 High High High
Tianfanghe Py 13.1 34 9.3 5.6 117 0 16 195.3 High High High
Zhiligou T-K 120.6 24 6.3 158 128 0 25 181.76 Moderate Moderate Moderate
Pingdicun T-K 24.2 17 59 9.9 114 3000 40 171.34 Moderate Moderate Moderate
Fangshanguo T-K 98 28 4.63 20.2 138 6662 10 193.22 High High High
Dagiangou T-K 18.9 29 10.95 5.1 111 18 17 174.46 Moderate Moderate Moderate
Shenyuhe T-K 256 21 226 29.63 147 0 50 169.26 Low Moderate Moderate
Zhuzhahe T-K 1526 266 4.32 263 17 378 20 170.3 Moderate Moderate Moderate
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Table 5. Cont.

Influencing Parameters

Gullies SI RES_KM RES_FCM  Actual Condition
r1 P2 P3 P4 P5 P6 r7 P8
Heizhe T-K 517 135 512 139 115 3485 20 167.18 Low Low Low
Yanshuijing Py 4858 226 9.25 1443  1.22 0 5 153.63 Low Low Low
Yajiede T-K 223 12 4.7 9.3 131 0 70 145.3 Low Low Low
Daginggou T-K 31.8 32 6.02 7.32 1.1 378 15 147.38 Low Low Low
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Figure 9. Debris flow susceptibility map.

5.3. Validation of the Model

The new model was validated by the field survey data. The actual conditions of the debris flow
gullies were determined according to the principles listed in Table 6 based on the geological and
environmental conditions, as shown in Table 5. The results show that among the 22 debris flow gullies,
there are only two gullies (i.e., Yindigou and Zhangmubhe) that were assigned to different susceptibility
groups compared with the actual conditions of the two gullies. The prediction accuracy of the new
method is 90.9%, which is deemed satisfactory.

Table 6. Principles for assessing the actual condition of debris flow gullies.

Level Susceptibility Degree Description

Abundance of loose materials accumulated on slopes, steep channels,

1 High inventory of debris flows
2 Moderate Between levels 1 and 3
3 Low Absence of loose materials, smooth terrains , no debris flow record

In this research, the RES based K-means algorithm (RES_KM) was used for comparison. The results
show that the RES_FCM method and the RES_KM method provide very close evaluation results for
most of the debris flow gullies. The difference between the results of the two methods lies in that
the susceptibility level for the Shenyuhe debris flow gully was calculated to be moderate using the
RES_FCM method, whereas the result obtained by the RES_KM method shows that the gully has low
susceptibility level for debris flows. In fact, field investigation for the Shenyuhe debris flow gully shows
that (1) a large amount of loose materials provided by landslides were deposited along the main channel
(Figure 10a); (2) some slopes composed of sediments of the Madianhe Group are unstable; and (3) a small
mudflow was observed to occur along a smooth-narrow gully (Figure 10b). Combined with the field
investigations, it is more reasonable to partition the Shenyuhe gully into the moderate susceptibility
group. According to Table 5, the prediction accuracy of the RES_KM method is 86.4%, which is smaller
than that obtained by the RES_FCM method. In addition, the susceptibility levels for Yindigou and
Zhangmuhe debris flow gullies obtained by the RES_FCM method are both higher than their actual
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conditions, indicating that the RES_FCM method does a slight overestimation of hazard; this goes
towards security. However, the RES_KM method does a slight underestimation of hazard for the
Shenyuhe debris flow gully; this does not go towards general safety. Therefore, the RES_FCM method
performs better than the RES_KM method for assessing the susceptibility of debris flows.

™

Figure 10. Geological and environmental conditions of the Shenyuhe debris flow gully. (a) loose
materials deposited along the main channel; (b) unstable slopes composed of sediments of the
Madianhe Group and a small mudflow.

Figure 9 illustrates that the gullies categorized into high susceptibility zone are predominantly
situated in the eastern part of the study area, signifying that this part is more prone to debris flows
than anywhere else. In fact, field investigations suggest that the Quaternary deposits and the fine
sand layer, which are not stable and prone to slope failures (Figure 11), are mainly distributed in
the eastern part of the study area. Furthermore, the strong earthquakes triggered by faults have
resulted in widespread landslides or rockfalls on these unstable rock formations. Failed slopes provide
sufficient loose materials for drainages and hence facilitate the initiation of debris flows. Moreover, the
distribution of high susceptibility zones is in accordance with the distribution of the regional faults
(Figure 4). Therefore, the debris flow susceptibility map agrees well with the environmental features
favorable for the initiation of debris flows in the study area.

(b)

Figure 11. Landslides occurred in the study area. (a) landslides on the Quaternary deposits;
(b) landslides on the fine sand layer.
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6. Conclusions

This paper presents an application of the rock engineering system and fuzzy C-means algorithm
(RES_FCM) for debris flow susceptibility assessment. A total of 22 channelized debris flow gullies
located in the watershed of the Jinsha River close to the Wudongde dam site were investigated.
The debris flow susceptibility of these gullies was assessed by introducing the concept of a susceptibility
index (SI) based on the principles of RES. Eight parameters that are considered to be potential controls
of debris flows were selected. The interactions among these parameters were determined using RES.
The results show that the susceptibility levels for nine of the debris flow gullies are high, nine are
moderate and four are low, respectively.

The RES based K-means algorithm (RES_KM) was used for comparison. The results show that
the RES_FCM method and the RES_KM method provide very close evaluation results for most of the
debris flow gullies, which are very similar to the evaluation results from the geological conditions in the
study area. The new approach could be a simple but efficient tool for analyzing parameters influencing
the occurrence of debris flows, and could be useful for evaluating the debris flow susceptibility.

This work only selected 22 large-scale debris flow gullies as our research object, considering that
only large-scale debris flows could affect the stability of the dam; this could be helpful for debris flow
hazard prevention. Further research work on the application of the proposed method to the total of
the Wudongde dam area is necessary.
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Abstract: Low impact development (LID) is an important control measure against extreme rainfall
events and is widely applied to relieve urban flood disasters. To investigate the effects of LID practices
on flooding control under different rainfall scenarios, this paper constructs a rainfall-runoff model
based on the storm water management model (SWMM) for a typical residential area in Guangzhou,
China. The model is calibrated by using observed rainfall and runoff data. A total of 27 rainfall
scenarios are constructed to simulate the change characteristics before and after the LID practices.
Also, the projection pursuit method based on a particle swarm optimization (PSO) algorithm is used
to assess the flooding characteristics. The results show that the constructed rainfall-runoff model
can closely reflect the relationship between rainfall and runoff, with all Nash-Sutcliffe coefficients of
efficiency (NSE) exceeding 0.7. It was found from the simulation and assessment of the constructed
rainfall scenarios that the changes in rainfall characteristics have a considerable impact on the
constructed drainage system and that LID practices can properly control the floods. However, with
an increase in rainfall peak coefficient, intensity or duration, the control effects of LID tend to reduce.
Particularly in the scenario of relatively high rainfall intensity, the impact of rainfall duration and the
rainfall peak coefficient on the LID practices is minor.

Keywords: urban drainage system; different rainfall scenarios; control characteristics; urban runoff
control; flood mitigation; low impact development (LID); China

1. Introduction

Along with significant changes in global climate and the considerably increasing disturbance
caused by human activities, flood disasters in urban areas have become more serious, substantially
restricting social and economic development and posing a threat to the safety of human lives and
properties [1,2]. In recent years, urban flooding has caused many casualties and property losses in
Japan, Singapore, The Netherlands, Britain and other countries [3-6]. Many major cities in China have
also been greatly influenced by urban flooding disasters, including Guangzhou, Wuhan, Shenzhen,
Nanjing, Beijing [7]. The key issue is that the drainage systems of these areas cannot adapt to
climate change and human activity. Therefore, there is an urgent need to control flood disasters from
a design perspective.

In order to alleviate the problem of urban flooding disasters, many strategies of flood mitigation
and disaster relief have been put forward [8-10]. The traditional efforts include the following:
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(i) improving the capacity of the drainage system. For example, Guangzhou requires the improvement
of the drainage system capacity in areas through new construction [11]. Hong Kong and Chicago have
introduced similar policies to improve drainage capacity [12]. The main measures used to improve
the drainage capacity are to expand the existing drainage system and to construct a deep drainage
system. (ii) Build water diversion and storage projects. Due to the restrictions on urban land resources,
Singapore, Hong Kong, and Japan have constructed drainage pipes to divert water and water storage
works to reduce the burden on downstream drainage [13,14]. (iii) Improve flood prevention ability.
Many countries use road blocks, raise the height of existing dams, install flood gates and use other
measures to prevent urban floods [14]. (iv) Implement routine maintenance of drainage systems.
In order to prevent blockages in the pipe network, a common measure is to clean out solid waste in the
pipes and strengthen routine maintenance of the pipe network, so as to prevent waste from entering
the pipe network. However, all of these measures are generally expensive with large scale construction
or can easily lead to excessive drainage of downstream areas. In highly developed urban areas, these
drainage-based control measures and end-control measures do not adequately address urban floods,
so it is important to find new methods to control the source of the runoff.

Due to the lack of necessary rain and flood control measures, and the unsustainable nature of
traditional flood management, developed countries have studied urban flood disasters scenarios since
the 1970s based on the requirements of the flood discharge space. After decades of development,
a relatively complete system of urban rain and flood management has been set up in many
countries [15]. A system’s flood management is based on the comprehensive and multi-level
considerations of individual buildings, flood drainage, runoff control and other elements. Certain
well-known management measures include low impact development (LID) and best management
practices (BMPs) proposed by the United States, water sensitive urban design (WSUD) proposed by
Australia, sustainable drainage systems (SUDS) proposed by the Britain, and low impact urban design
and development (LIUDD) proposed by New Zealand [16]. These concepts and measures place high
value on the combination of structural measures and non-structural measures, as well as on natural
drainage conditions and landscape features, to effectively control urban floods.

LID has been rapidly developed in Europe, the Middle East, Asia, Africa and South America [17].
It refers to a stormwater management method based on the simulation of natural hydrological
conditions, causing no changes in urban hydrological characteristics. It uses ecological measures,
source control and distributed control measures to accomplish stormwater control and utilization [18].
Different LID practices have different characteristics (Table 1) [19]. It results in satisfactory effects
through the combined use of reservoirs, green roofs, rain gardens, bioretention swales and bioretention
ponds [20,21]. The community and street reconstruction project in Seattle and the bioretention pond
system implemented in the Portland Expo Center are exemplary of this approach. Additionally, Berlin
Potsdamer Platz and a certain ecological urban area in Hanover, which were designed based on LID,
have obtained remarkable effects [22]. According to the estimates of Unified Facilities Criteria, the LID
market may have amounted to $380 billion in the United States in recent years, greatly encouraging
the research, development and promotion of LID. Also, LID is vigorously promoted in China [23-25].
However, the application of LID in China is mainly confined to small-scale areas at present [26]. Also,
no attention has been paid to the role of various elements and projects in the rainwater systems, and
the response characteristics of different climates to LID have not been taken into account.

In order to have a clearer idea of the performance of various LID practices, the storm water
management model (SWMM) of United States Environmental Protection Agency (USEPA) [27] has
been widely used for simulations. Extensive research has been conducted into the performance of
the SWMM model in simulating hydrologic processes [28]. For example, Burszta—Adamiak et al. [28]
simulated green roof hydrologic performance based on the SWMM model. Qin et al. [29] analyzed
the effects of LID on urban flooding using the SWMM model. Alfredo et al. [30] proved that green
roofs can reduce 30-78% of peak runoff and delay the runoff to some extent as well. Niu et al. [31]
simulated the long-term effect of LID and indicated that LID has a remarkable effect on water balance
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in highly urbanized areas. Ahiablame et al. [17] probed the flood control ability of LID in an effort to
find the optimal way to control floods. Bedan and Clausen [32] found that arranged LID could reduce
rainfall runoff by 42% and purify water. In addition, many researchers hope to obtain the optimal
combination of flood control by analyzing and comparing the performance of porous pavements,
green roofs, bioretention swales and other LID components [33-35].

Table 1. Comparison of some Low Impact Development (LID) practices [19].

Functions Cost
. Scenic
LID Practices S T . Reducing Runoff ~ Construction Maintenance  peeoct
torage ransportation Peak Rate Cost Cost

Rain garden A A A C B A
Dry bioretention swales C A A A A A
Wet bioretention swales C A C B A A
Green roof C C C C B A
Porous pavement C B B A A -
Subsided Green space C B B A A B
Wet pond A B A C B A
Vegetative filter strip C C C A A B

Note: A represents ideal performance; B represents average performance; C represents low performance.

Compared with traditional flood control measures, LID practices are more flexible in response
to climate change, which is a very important aspect for government decision-makers [36]. Also, it is
considered to be a pivotal approach to sustainable urban development. Nevertheless, most studies
consider only laboratory scenarios or one particular rainfall scenario. Research into the response
characteristics of LID under different rainfall scenarios is sparse. In addition, the evaluation of LID
practices is mainly based on the evaluation of a single factor (such as increasing peak flow attenuation,
increasing lag time, flow attenuation of stormwater runoff, etc.), and it has mainly evaluated at
the multidimensional scale, which is likely to cause dimensionality when a multi-factor evaluation
is performed.

A large number of studies have shown that the mastering of LID control characteristics and
accurately evaluating the control of LID practices under different rainfall scenarios can effectively
respond to urban flood disasters and guide the formulation of appropriate measures. Therefore,
a rainfall-runoff model is constructed based on the SWMM model [27]. When a large number of
scenarios is considered, a better optimization procedure is required. In this paper, 27 rainfall scenarios
with different rainfall intensities, rainfall durations and rainfall peak coefficients are considered and
a comprehensive assessment of the change characteristics of floods is conducted in various rainfall
scenarios by using particle swarm optimization (PSO)-based projection pursuit technology [37] which
includes (1) the discovery of the response law of the pipeline network to different rainfall intensity
before and after the implementation of LID practices; (2) the qualitative and quantitative evaluation of
the variation characteristics of the flood before and after the implementation of the LID practices; and
(3) the recognition of the control characteristics of LID under different complex scenarios.

2. Study Area

Guangzhou (22°26'-23°56' N, 112°57'-114°03' E) has a tropical and subtropical monsoon climate
with extremely significant characteristics of a monsoon climate and subtropical westerly, equatorial
westerly and tropical easterly winds. The area is abundant in rainfall, with average annual rainfall
of 1675.5 mm, and characterized by a long rainy season and heavy rainfall of great intensity and
nonuniform spatial distribution. The rainfall is mainly concentrated in the months from April to
September that are affected by warm air. The rainfall from April to September accounts for 80% of
annual rainfall. The rainfall in May and June represents 32% of the annual rainfall. Since the reform
and opening policies in the 1980s, the forms of land use in Guangzhou have changed substantially.
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Land under construction is constantly being expanded, contributing to changes in the characteristics
of runoff and to increasingly serious urban flooding.

In order to probe the flood control characteristics of LID practices under different rainfall scenarios,
this paper selected a typical highly-developed residential area. It covers a total of 3.13 x 10° m? and is
primarily used for construction with some land set aside for green space and transportation (Figure 1).
The drainage system uses a rainwater and sewage separation system, and its design standard is based
on a 2-year rainfall intensity developed by the Guangzhou Water Affairs Bureau in 1993 (with pipe
diameter between 900 and 2000 mm and slopes between 0.001 and 0.01).

The study area is divided into 19 sub-catchments, and the drainage system is generalized into 31
drainage pipes, 31 manholes and 1 drainage outlet (Figure 1) in accordance with land use, the pipe
laying situation, the terrain and other data. The rainfall-runoff model is constructed based on the
SWMM model to reflect the relationships between runoff and rainfall. Point A (in the downstream area)
is selected to record the runoff, and the flow and rainfall are recorded simultaneously in accordance
with a flow meter and rain gauge at an interval of 10 min (Figure 1).

GUANGZHOU

e  Manhole
—— Drainage pipe
I Green space
I For rain garden
EEEE For bioretention swales
[ Construction land
.~ Traffic land

j | Catchment area

[& Rain guage

Figure 1. Generalized results of the land use and drainage system.

3. Methodology

In order to investigate the control characteristics of the highly-developed area under different
rainfall scenarios after the implementation of LID practices, the observed rainfall-runoff data was
employed to calibrate and verify the rainfall-runoff model based on the SWMM model. Also, different
rainfall scenarios were constructed based on the rainfall intensity formula in Guangzhou [38] and
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the Chicago Hydrograph Model [39]. The characteristics of flood change (before and after LID) were
analyzed by PSO-based projection pursuit technology.

3.1. SWMM Model

The SWMM model is a relatively flexible hydrodynamic model developed by USEPA [27], based
on the physical mechanisms of mass, energy and momentum conversion, as well as a comprehensive
mathematical model constructed for the mechanisms of runoff generation [27]. It can properly simulate
the rainfall-runoff relationship, pollutant dispersion, flood control and other hydrological processes
in urban areas under natural conditions. Also, the SWMM model is widely used to simulate the
hydrologic performance of natural channels, rain and sewage diversion systems or other drainage
systems, and it can evaluate the design of LID practices and BMPs. Much research on the SWMM
model can be found [40-42].

The SWMM model provides different modules and algorithms for simulation as described below.

3.1.1. Surface Runoff Simulation Module

When the SWMM model is included in the calculation of surface production, the sub-basin is
regarded as a non-linear reservoir, and the surface runoff refers to the rainfall depth after infiltration
and surface water storage. The surface water storage modules are different for different regions.
The SWMM model provides the Horton model, the Green-Ampt model and the curve number model
to calculate the infiltration. This paper chooses the Horton model for calculating small watersheds.
The flow is transformed into the outflow process and the process in which flow changes over time, and
the two processes are calculated separately using Manning’s equation and the finite difference method.

3.1.2. Transmission Calculation Module

The main method for calculating the flow of the pipe network is the Saint-Venant equation. In the
SWMM model, three methods (steady flow routing, kinematic wave routing and dynamic wave
routing) are used for pipe network transmission calculation. The kinematic wave routing method is
used in this paper.

3.1.3. Flood Calculation Module

If the depth of the node exceeds the maximum available depth, overflow is lost from the system
or water is saved at the top of the node, and it re-enters the drainage system under specific conditions.
The SWMM model can simulate the approximate location of the overflow, the distribution and the
corresponding overflow.

3.1.4. LID Module

The SWMM model can simulate the control effect of LID practices, and seven different types
are provided: bio-retention cell, porous pavement, infiltration trench, rain barrel, vegetative swale,
rain garden and green roof. In the SWMM model, different types of LID practices are divided into
several vertical layers and represented by five to 23 parameters (e.g., thickness, surface roughness,
offset height). More details about this can be found in [27].

The SWMM model’s user manual [27] provides a range of values for sensitive parameters based
on a large number of simulation studies; this provides references for calibrating the model’s parameters.
Thus, the recommended range of the parameters and the trial and error approach are used.

3.2. Evaluation of Model Accuracy

The Nash-Sutcliffe Efficiency (NSE) coefficient, which is often considered to be one of the most
important indices for measuring the model’s simulation accuracy [43], was used to evaluate the
accuracy of the constructed model simulation results. Its expression is as follows:
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where 1 means the total number of time-steps; S; represents the simulated value at time-step 7; O;
represents the observed flow at time-step i; and O is the average value of the observed flow. When
NSE =1, the observed flow is consistent with the simulated flow. If NSE is within the range of 0 to 1, the
simulated flow is acceptable. If NSE is greater than 0.5, the simulation results are satisfactory [44,45].

3.3. Projection Pursuit Method

The projection pursuit method is mainly used to project high-dimensional data to low dimensions,
to avoid “dimension disaster”. The characteristics of the original data are described by the optimal
projection direction and projection values [46]. It has been widely applied to water resource assessment,
engineering stability assessments and many other applications [47-49]. Compared with traditional
methods (e.g., neural networks and principal component analysis), this method can eliminate the
influence of subjective factors.

Since the flooding of an urban drainage system involves a large number of indices, it is difficult
to comprehensively assess all of the flood characteristics through high-dimensional indices and data.
According to the mechanisms and objectives of urban flooding analysis, the volume of flooding,
the maximum flooding rate and the duration of flooding are selected as indices used to assess the
characteristics of the flooding. A high-dimensional flood evaluation system may be reduced to
a one-dimensional system in order to comprehensively evaluate the regional flood characteristics using
the projection pursuit method. The calculation steps are as follows:

Step (1): Normalize the evaluation index. As the evaluation indices have different dimensions
and lack comparability, they must be normalized. Assume an evaluation index set x* =
{xi]-}i =1,2,...,m;,j=1,2,3}, where x;j is the j" index value of the i sample, and 7 is the sample
size. A large number of studies have shown that the selected indices are positively related to flood
evaluation. Therefore, all indices are used in Equation (2) to normalize x;; to Xj;.

_ Xjmax — Xij

Xij = (2)

Xjmax — Xjmin

where Xjmax and Xjmin are the maximum and the minimum of evaluation index jth of all
samples respectively.
Step (2): Find the function of the construct projection index. The flooding evaluation index is

P
expressed as a one-dimensional projection value Z; = ) a i %Xij (i =1,2,...,n) in the projection
j=1

direction & = {aj|j =1 ~ p}. Therefore, the construction of the projection index function Q(a) is
as follows:

Q(a) = SzDz 3)

where Sz and Dy indicate the standard deviation and local density of Z;, respectively, i.e.,
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where R is radius of the window, and it is usually 0.1 %’fz)z ; P is the number of indices; (i, j)
is the distance between samples; and u(R — (i, j)) is the unit step function. If R — r(i,j) > 0, then
u(R—r(i,j)=1;if R—r(i,j) <0, thenu(R —r(i,j) =0.

The change in the projection index function Q(a) is determined by the projection direction. When
Q(a) is maximized, it is considered to be the most likely function to represent the structural features of
high dimensional data, and the corresponding vector is the best projection direction a*, where a* is the
projection direction vector involving the maximum number of high-dimensional data characteristics.
The maximization of the objective function and its corresponding constraints are denoted by (6)

and (7), respectively.

maxQ(a) = S.D, (6)
f =1 @)
j=1

Step (3): Solving the objective function. The objective function (6) is a complex nonlinear system
which needs to be solved by advanced optimization algorithms. A large number of studies have
shown that the PSO algorithm has significant versatility in high-dimensional global optimization with
simple and effective operation [50-53]. It is therefore used to solve the objective function in this study.
The PSO algorithm is a heuristic search method that treats a solution to a problem as a “particle” of the
search space. The basic idea is to initialize a group of random particles (i.e., random solutions), and
then find the optimal solution by iterative calculations. The velocity, position and fitness of the particle
dareVy, Sy, f1(d=1,2,...,N), N is the pre-defined number of particles. During each iteration, the
optimal solution (individual optimal value p;(t)) will be found by the particle through the particles
themselves, and the optimal solution (global optimal value g;(#)) found among the entire population
of particles during each calculation updates the position and velocity of the particle. Its update rules
are as follows:

Va(t+1) = wVy(t) + (c1ba () + c2b2(8)) - (pa(t) —sa(t)) ®)
Sa(t+1) = Sa(t) + Va(t+1) )

where, f is the current iteration as inertia weight; ¢; and ¢, represent individual learning factor
and group learning factor, respectively; and by (t) and by (t) represent the individuals and groups of
particles, respectively. In this paper, 150 random particles are initialized, and the maximum number of
iterations is set to 1500. The maximum and minimum weighting factors are 0.9 and 0.4, respectively.
1 = cp =2 gave the best overall performance [54,55]. Therefore, c; and c; are kept as constant of 2.
In the iterative calculation process, the update rules of the individual optimal value and the global
optimal value are shown in (10) and (11).

[ SutH D) fat 1) > Flpal)
pPali+1) = { palt) St +1) < f(palt)) 0
gq(t+1) = Smax(t +1) (11)

where f;(t + 1) is the fitness value of the iteration of particle d in ¢ + 1.
To solve the coupling between PSO and the projection pursuit method, we use the
following procedure:

p
Step (1) Put Sy(t+1)into Z; = ) ajx;; (i =1,2,...,n) to calculate the value of Z;
=1

Step (2) Use Equation (4) and (5) for calculating S, and D,
Step (3) Use Equation (3) to calculate Q(a), thatis f;(t + 1)
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When f,;(t +1) = f4(t), or it achieves the maximum number of iterations, the resulting g,(t) is
equal to a*.

14
Step (4) Analyze the flood characteristics. a* will be substituted into the formula Z; = ) a;x;; (i=
j=1

1,2,...,n) to obtain the best projection value for each manhole Z;*; the greater the projection
value is, the larger the flood.

3.4. Setting of Rainfall Scenarios

Rainfall design is the basis and premise for planning regional drainage systems and flood control
measures. To probe the impact of climate change on rainfall, the Guangzhou Water Affairs Bureau
analyzed serial information about rainfall from the most recent 60 years in 2011 [38], compared the
information with the Guangzhou rainstorm formula enacted in 1993 [56] and introduced a rainfall
intensity formula more in line with the rainstorm characteristics of Guangzhou (Table 2). A total of
27 designed rainfall events, which are composed of different return periods (one year, five years and
ten years), rainfall duration (1 h, 1.5 h and 2 h) and rainfall peak coefficients (0.375, 0.5 and 0.8), were
selected to investigate the control effects of LID practices. Here, the rainfall peak coefficient means the
time that the rainfall peak occurred divided by the rainfall duration.

Table 2. Design rainfall intensity i (mm/min) of Guangzhou in different rainfall return periods,
P (years) [38].

P i
pP=2 5230.65(1+0.438LgP)
- 167(t+14.646)"%"
P5 4143.327(1+0438LgP)
- 167(t-+12.874)"7°
3512.11(1+0.438LgP
P=10 BI21NA104382P)

167(t+11.61)

Note: i is design rainfall intensity, t (hour) is rainfall duration and P is rainfall return period.

4. Results and Discussion

4.1. Calibration and Verification of Model Parameters

According to the observed rainfall-runoff data, the principles of the SWMM model and the
recommended parameters, five rainfalls were selected to calibrate the parameters. Based on the
sensitivity analysis of the SWMM model parameters, the trial and error approach was used to calibrate
the parameter values repeatedly until the simulation results agreed with the observation results.
The determined model’s main sensitivity parameters are shown in Table 3. The simulation runoff
process was obtained by repeatedly calibrating the model’s parameters, and the change process of
the observed runoff was consistent with the simulated runoff (Figure 2 and Table 4). The correlation
coefficient (R?) between the simulated flow and the observed flow and NSE coefficient exceed 0.91,
and the peak relative error remained within 5%. From the rainfall-runoff process, the constructed
regional rainfall-runoff model accurately reflects the relationship between runoff and rainfall.

To verify the rationality and reliability of the calibrated parameters, five different rainfall scenarios
were selected for parameter verification (Table 4). The results show that the NSE coefficients between
the simulated runoff and observed runoff exceed 0.7, that R? is greater than 0.86, and that the
discharge relative error and the flood peak relative error are less than 5%. Therefore, the constructed
rainfall-runoff model is believed to be highly accurate.
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Table 3. Values and ranges of the main sensitivity parameters of the rainfall-runoff model.

Parameter Recommended Parameter Range of the
Parameter Range [27] Rainfall-Runoff Model
Flow Width / 10 m~277 m
Imperviousness 0~100% 25%
Impervious area Manning’s
The Manning roughness 0015 0.011-0.015
roughness coefficient Pervious area Manning’s 04 0.014~0.8
roughness
Roughness 0.01~0.013 0.01~0.012
Depth of depression Impervious area depression 1 mm 0.2 mm~2 mm
storage
storage Pervious area depression
P 10 mm~11 mm 2 mm~13 mm
storage
Maximum infiltration volume 103.81 mm/h 50 mm/h~150 mm/h
Horton Minimum infiltration volume 11.44 mm/h 0~20 mm/h
Drying Time 2~7 day 7 day

Table 4. Calibration and validation results of the rainfall-runoff model.

. . Discharge Flood Peak
Event Rainfall | Rainfall NSE R? Relative Error Relative Error
Duration (min) (mm) o o
(%) (%)
140 21.4 0.92 0.93 2.84 2.18
Calibrated 260 25 0.91 0.92 2.91 1.54
alibrate 210 19.7 0.92 0.98 452 3.14
events 320 17.9 0.90 0.94 4.01 3.38
200 16.8 0.91 0.93 412 3.55
540 433 0.78 0.911 4.01 3.56
Validated 840 51.9 0.72 0.885 3.85 435
alidate 110 8.3 0.74 0.889 5.82 3.78
events 480 23.9 0.71 0.884 591 4.08
650 34.6 0.73 0.867 6.88 7.08
06 ¢ - I I g=- - 1 00
0s | 120
e Observed rainfall
:E“-" i ——Discharge simulation o~ A
i s Observed discharge - £
%fo.! 3 ° z
Z {60 £
202 £
0.1 1 8.0
0 lerororiorniore 1111111 10.0
6:00 T7:00 8:00 9:00 10:00

Time (hour)
(a) 14 April 2014

Figure 2. Cont.
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Figure 2. The observed and simulated hydrographs.

4.2. Analyze the Existing Situation of the Drainage System

To adapt to the changes of rainfall characteristics and land use, the constructed rainfall-runoff
model simulates the functioning of the pipe network in different scenarios [38]. As can be seen from
Table 5, there are seven to ten overload pipes in the two-year rainfall scenario, and the overload time is
more than one hour (Table 5). The drainage system cannot satisfy the designed standard. With the
increased rainfall duration or the rainfall peak coefficient, the drainage system is under increasing
pressure. To ensure safety, appropriate flood controls must be implemented.

Table 5. Situation of drainage capacity under different rainfall scenarios.

sI:::ﬁBs 2y-2h-0.375  2y-2h-0.5  2y-2h-0.8  2y-15h-0.375 2y-15h-0.5 2y-15h-0.8 2y-1h-0375  2y-1h-0.5  2y-1h-0.8
Number f’f 7 7 10 7 7 10 7 7 9
overload pipes
Flood duration 188 191 196 183 188 190 179 181 1.84
(hour)
F 100‘3[;\’;’)1““‘6 2651 2789 2954 2552 2733 2804 2412 2629 2693

Note: In the Rainfall Scenarios row, y indicates rainfall return period, h indicates rainfall duration; and the number
below y and h indicates rainfall peak coefficient.

4.3. Control Characteristics of LID Practices under Complex Scenarios

In order to ensure safety and resource conservation, it was evaluated how well LID can contribute
to flood control and it’s characteristics under complex scenarios were analyzed. Since rain gardens and
bioretention swales have better control ability and visual effects than other LID practices, the control
characteristics of these two LID practices are analyzed under complex scenarios. The calculation is
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based on the volume of runoff produced by the rainfall as measured once in a two-year period [38].
The layout position is as shown in Figure 1.

4.3.1. Influence of Rainfall Intensity on Flooding and LID Practices

To investigate the comprehensive characteristics of floods with changes in rainfall intensity before
and after the implementation of LID practices, the comprehensive characteristics of flood distribution
under different rainfall scenarios (2y-2h-0.375, 5y-2h-0.375, 10y-2h-0.375) were analyzed. As can be
seen from Figure 3, before LID practices were taken, the drainage system failed to drain the stormwater
runoff produced by the rainfall intensity once in a two-year period and above. As the rainfall
intensity increases, the projection values also rise. Figure 3 also illustrates that the flood-affected area
increases and the flood become more serious with increasing rainfall intensity. After LID practices are
implemented, the drainage system was able to promptly drain the runoff produced by the 2y-2h-0.375
rainfall scenario, and it was rendered free from flooding. However, with the increase in the intensity
of the rainfall, the stormwater runoff generated by the 5y-2h-0.375 rainfall scenario caused relatively
serious flooding in J9 and flooding in J15. As rainfall intensity increased to once in ten years, the
flood-affected area and flood manholes increased. However, LID practices can alleviate the drainage
pressure on the pipe network. It is effective in controlling the flood-affected area and the number of
flood manholes, especially under the low intensity rainfall scenario.

(a)2y-2h-0.375 (b)L2y-2h-0.375

Figure 3. Impact of changes in rainfall intensity on flooding and LID practices. Characteristics of
flooding spatial change are reflected by the projection value. (a,c,e) show where LID practices are not
taken; (b,d,f) show where LID practices are taken.
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4.3.2. Influence of Rainfall Duration on Flooding and LID Practices

In order to analyze the comprehensive characteristics of the influence of rainfall duration on
flooding and LID practices, three rainfall scenarios (5y-1h-0.375, 5y-1.5h-0.375, 5y-2h-0.375) are selected.
Before the implementation of LID practices, the flood-affected area and manholes with high projection
values change slightly with the increase in rainfall duration (Figure 4). However, flood-affected areas
tend to increase, indicating that long-duration rainfall increases flooding. After the implementation of
LID practices, the flooding is significantly controlled, and the flood-affected area is drastically reduced.
The shorter the rainfall duration, the smaller the flood-affected area. Yet, as rainfall duration increases,
the flood-affected range gradually increases.

(a)Sy-1h-0.375 (b)L5y-1h-0.375

Figure 4. Influence of changes in rainfall duration on flooding and LID practices. Characteristics of
flooding spatial change are reflected by the projection value. (a,c,e) show where LID practices are not
taken; (b,d,f) show where LID practices are taken.

4.3.3. Influence of Rainfall Peak Coefficient on Flooding and LID Practices

The rainfall peak coefficient is one of the most important factors which influences flooding. Three
rainfall scenarios with the same rainfall intensity and duration but different rainfall peak coefficients
(5y-2h-0.375, 5y-2h-0.5, 5y-2h-0.8) were selected to analyze the influence of the rainfall peak coefficient
on flooding and LID practices. As can be seen from Figure 5, when no LID control practices were taken,
the impact of flooding is small with the changes in rainfall peak coefficient. The flood-affected area
and the projection values are virtually unchanged. However, the rainfall peak coefficient has some
influence on LID practices. The control effects of LID practices are diminished with the increase in the
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rainfall coefficient (Figure 5). The flood-affected area and the projection values of manholes J9 and J15
tended to increase (Figure 5). They are the largest under the 5y-2h-0.8 rainfall scenario.

(a)5y-2h-0.375 (b)L5y-2h-0.375

Figure 5. Influence of changes in rainfall peak coefficient on flooding and LID practices. Characteristics
of flooding spatial change are reflected by the projection value. (a,c,e) show where LID practices are
not taken; (b,d,f) show where LID practices are taken.

4.3.4. Changes in the Comprehensive Flood and LID Control Characteristics under Different
Rainfall Scenarios

According to the comprehensive distribution characteristics of flooding, the projection values
of the manholes J9 and J15 and the downstream area are high. The reasons for this are as follows:
(i) for J15, it is located in the joint point of two pipes, and therefore its convergence area is large;
(i) J9 covers a large proportion of impervious surface in this area, and therefore rapid convergence
speed and the severe overflow of the downstream pipe network contribute to grave flooding. The
downstream flooding of the drainage system is caused by the failure of the timely drainage of
stormwater, the (overly) full drainage network and the rise of the water level in the manholes.

In order to more comprehensively analyze the change of projection values and the LID control
characteristics under complex scenarios, areas in ]9 and J15 that have the greatest projection values
were selected for analyzing the change characteristics of flooding under different complex rainfall
scenarios (Figures 6 and 7). After the implementation of LID practices, the projection values of these
two manholes were significantly reduced by at least 28%. However, the projection values increase
with the increase in rainfall intensity, rainfall duration or rainfall peak coefficient. With the increase in

239



Water 2017, 9, 548

rainfall intensity, there is a more obvious reduction in the impact of rainfall duration and rainfall peak
coefficient on projection in the area (J9) with the greater amount of impervious areas. Some similar
conclusions are obtained by Qin et al. [29].
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Figure 6. Changes in the projection values of ]9 and LID control characteristics under complex scenarios.
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Figure 7. Changes in the projection values of J15 and LID control characteristics under
complex scenarios.

It can be seen from the comparison between J9 and J15 that the influence of rainfall intensity,
rainfall duration and rainfall peak coefficient on J15 are more obvious than that on J9. This is because
LID implementation in J9 accounts for only a small proportion, and its effects on mitigating flooding are
limited, making the control characteristics of LID practice not significant. When the rainfall duration is
greater than 1.5 h or the rainfall peak coefficient is greater than 0.5, the projection value of J9 increases
slightly. However, the upstream and downstream LID practices can alleviate the drainage pressure
on the drainage network, thereby reducing the projection values of the areas where no LID practices
are taken. On the contrary, the percentage of LID is relatively high upstream (above manhole J15),
and the flood control characteristics of the LID practices are more obvious. The projection value of J15
is greater with changes in the rainfall duration and rainfall peak coefficient, suggesting that the area
where many LID practices were implemented is significantly affected by rainfall duration and rainfall
peak coefficient.
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5. Conclusions

Rainfall has a great impact on urban flooding in the drainage system. In this study, the effect
of LID practices on flood reduction in a typical residential area of Guangzhou were investigated
under different rainfall scenarios. The flooding hot spots and their comprehensive characteristics
were analyzed by the SWMM model with the PSO-based projection pursuit technique. The main
conclusions were that: (i) the projection values of different manholes have different responses to the
changes in rainfall scenarios, but the values of manholes J9 and J15 were the largest before and after
the implementation of LID practices. Therefore, manholes J9 and J15 were flooding hotspots and
should be paid more attention; (ii) LID practices are effective in flood reduction. They can control the
flooding under the 2y-2h-0.375 rainfall scenario. However, the control effects of LID practices tend to
decrease as the rainfall intensity, rainfall duration or rainfall peak coefficient increase; (iii) compared
with different rainfall scenarios, the control ability of LID practices are more effective in flood reduction
for shorter duration, lower intensity and smaller peak coefficient rainfall events; (iv) as the rainfall
intensity increases, the impact of rainfall duration and rainfall peak coefficient on projection values is
reduced, particularly in the area with the greater amount of impervious areas. Among rainfall intensity,
rainfall duration and rainfall peak coefficient, the control effects of LID practices are most affected by
rainfall intensity.
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