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and parameter optimization (referred to as RVM), RVM only with data decomposition using BND
(referred to as BND-RVM), RVM only with parameter optimization (referred to as ALO-RVM),
and generalized regression neural network with data decomposition using wavelet transform (referred
to as WT-GRNN). The input variables and output variable of these four comparing forecasting methods
are the same as those of the BDN-ALO-RVM method.

Figure 6. Forecasting result of wind power from 24 June to 30 June.

For RVM and BND-RVM, the kernel width parameter is set as 3. For ALO-RVM, through training,
the optimal kernel width parameter of RVM is determined as 7.4645. For WT-GRNN, a fast discrete
wavelet transform based on four filters developed by Mallat [47] is employed, and the spread parameter
value of GRNN is selected as 3. The forecasted hourly wind powers from 24 June to 30 June using
RVM, BND-RVM, ALO-RVM, and WT-GRNN are shown in Figure 7. The relative errors of forecasted
hourly wind power using BND-ALO-RVM, RVM, BND-RVM, ALO-RVM, and WT-GRNN methods
are shown in Figure 8. From Figure 8, it can be roughly seen that the proposed BND-ALO-RVM
method has the best forecasting performance due to its much smaller relative errors, and RVM without
data decomposition and parameter optimization has the poorest forecasting capacity due to its larger
relative errors.

Figure 7. Forecasting results of hourly wind power by using different comparison methods.
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Figure 8. Relative errors of the forecasted hourly wind power of different methods.

To further compare the forecasting performances of the different methods, three forecasting error
criteria are selected to evaluate the forecasting performances of the different models, which are Mean
Absolute Percentage Error (MAPE, see Equation (36)), Root Mean Square Error (RMSE) and Mean
Absolute Error (MAE, see Equation (37)):

MAPE =
1
n

n

∑
k=1

∣∣∣∣ x(k)− x̂(k)
x(k)

∣∣∣∣× 100% (36)

MAE =
1
n

n

∑
k=1

|x(k)− x̂(k)| × 100% (37)

The MAPEs, RMSEs and MAEs of different forecasting methods, namely BND-ALO-RVM,
RVM, BND-RVM, ALO-RVM, and WT-GRNN at each forecasted day are listed in Table 2. From the
perspective of average forecasting performance from 24 June to 30 June, the proposed BND-ALO-RVM
has the best forecasting performance because it has the minimum MAPE, RMSE and MAE,
which are 8.95%, 8.79 MW and 6.86 MW, respectively. The MAPE of BND-ALO-RVM model is
(29.20 − 8.95)/29.20 = 69.35%, (11.01 − 8.95)/11.01 = 18.75%, (10.74 − 8.95)/10.74 = 16.66%, and
(11.07 − 8.95)/11.07 = 19.15% lower than that of RVM, BND-RVM, ALO-RVM, and WT-GRNN,
respectively. The RMSE of BND-ALO-RVM model is (33.64 − 8.79)/33.64 = 73.89%, (10.29 − 8.79)/10.29
= 14.58%, (11.10 − 8.79)/11.10 = 20.81%, and (10.46 − 8.79)/10.46 = 15.97% lower than that of
RVM, BND-RVM, ALO-RVM, and WT-GRNN, respectively. The MAE of BND-ALO-RVM model
is (26.79 − 6.86)/26.79 = 74.39%, (8.08 − 6.86)/8.08 = 15.07%, (8.37 − 6.86)/8.37 = 18.05%, and
(8.13 − 6.86)/8.13 = 15.62% lower than that of RVM, BND-RVM, ALO-RVM, and WT-GRNN, respectively.
Therefore, it can be seen that the proposed BDN-ALO-RVM method has the best forecasting
performance in terms of short-term wind power, and the single RVM has the worst forecasting
performance. The MAPE of BND-RVM is larger than that of ALO-RVM, but smaller than that of
WT-GRNN. The RMSE and MAE of BND-RVM are both smaller than that of ALO-RVM and WT-GRNN.
Therefore, it can be said that the forecasting performance of BND-RVM is better than that of WT-GRNN,
but it is hard to say which is better between BND-RVM and ALO-RVM. The MAPE of ALO-RVM
is smaller than that of WT-GRNN, but the RMSE and MAE of ALO-RVM are larger than that of
ALO-RVM, so for ALO-RVM and WT-GRNN, we cannot decide in this paper which one is better in
term of wind power forecasting.

191



Energies 2017, 10, 922

T
a

b
le

2
.

Fo
re

ca
st

in
g

pe
rf

or
m

an
ce

s
of

di
ff

er
en

tm
et

ho
ds

.

M
e

th
o

d
s/

C
ri

te
ri

a

B
N

D
-A

L
O

-R
V

M
R

V
M

B
N

D
-R

V
M

A
L

O
-R

V
M

W
T

-G
R

N
N

M
A

P
E

(%
)

R
M

S
E

(M
W

)
M

A
E

(M
W

)
M

A
P

E
(%

)
R

M
S

E
(M

W
)

M
A

E
(M

W
)

M
A

P
E

(%
)

R
M

S
E

(M
W

)
M

A
E

(M
W

)
M

A
P

E
(%

)
R

M
S

E
(M

W
)

M
A

E
(M

W
)

M
A

P
E

(%
)

R
M

S
E

(M
W

)
M

A
E

(M
W

)

24
Ju

ne
5.

47
6.

25
4.

71
23

.6
6

26
.6

7
21

.4
1

8.
29

9.
73

6.
71

9.
09

10
.3

4
7.

46
8.

44
9.

73
6.

65
25

Ju
ne

7.
23

8.
56

6.
78

35
.2

1
38

.1
8

34
.0

2
7.

83
8.

97
7.

22
8.

44
9.

86
7.

81
7.

97
9.

26
7.

36
26

Ju
ne

6.
87

7.
32

5.
94

30
.8

4
27

.8
7

26
.6

7
6.

76
7.

08
5.

82
6.

94
7.

18
5.

94
6.

92
7.

36
5.

97
27

Ju
ne

10
.1

2
6.

60
5.

46
12

.9
8

9.
85

7.
89

12
.3

7
8.

23
6.

60
10

.7
6

7.
52

5.
77

12
.4

3
8.

24
6.

64
28

Ju
ne

12
.3

2
9.

49
7.

60
33

.3
4

42
.6

9
30

.0
9

19
.1

1
12

.2
6

10
.6

6
17

.0
1

13
.9

9
11

.0
0

18
.8

5
12

.3
0

10
.5

5
29

Ju
ne

10
.6

9
9.

44
8.

13
34

.5
0

39
.8

3
33

.8
7

12
.0

1
10

.9
8

9.
42

10
.7

3
11

.2
6

9.
25

12
.0

7
11

.0
5

9.
43

30
Ju

ne
9.

94
12

.3
3

9.
40

33
.8

7
38

.3
8

33
.5

4
10

.7
1

13
.2

9
10

.1
2

12
.1

8
15

.0
7

11
.3

7
10

.8
4

13
.7

9
10

.3
5

26
–3

0
Ju

ne
8.

95
8.

79
6.

86
29

.2
0

33
.6

4
26

.7
9

11
.0

1
10

.2
9

8.
08

10
.7

4
11

.1
0

8.
37

11
.0

7
10

.4
6

8.
13

192



Energies 2017, 10, 922

From the perspective of forecasting performance during each day, the proposed BDN-ALO-RVM
method obtains the smallest MAPEs, RMSEs and MAEs among all five forecasting models on 24 June,
25 June, 27 June, 28 June, 29 June and 30 June. On 26 June, the BND-RVM obtains the smallest MAPE,
RMSE, and MAE. The RVM model gets the largest MAPE, RMSE, and MAE on each day between
24 June and 30 June, which indicates it has the worst forecasting performance again. This is because
the RVM without data decomposition and parameter optimization cannot grasp the characteristics
of wind power time series. The forecasting performance of BND-RVM method is better than single
RVM because BND-RVM method obtains smaller MAPEs, RMSEs and MAEs, which indicates BND is
an effective wind power time series decomposition method to improve the wind power forecasting
accuracy. Meanwhile, the forecasting performance of the ALO-RVM method is better than single RVM,
which indicates the ALO is an effective algorithm for kernel width parameter optimization of RVM to
improve the wind power forecasting accuracy. For BND-RVM and ALO-RVM methods, the BND-RVM
method has better forecasting performance than ALO-RVM on 24 June, 25 June, 26 June and 30 June,
and the ALO-RVM has better forecasting performance than BND-RVM on 27 June. It is hard to
judge which one has better forecasting performance between BND-RVM and ALO-RVM because the
different rankings related to MAPEs, RMSEs, and MAEs on 28 June and 29 June. For BND-RVM and
WT-GRNN methods, except the MAE criterion on 24 June and 28 as well as MAPE criterion on 28 June,
the BND-RVM shows better forecasting performance than WT-GRNN. On the whole, the BND-RVM
has better forecasting performance than WT-GRNN, which indicates the BND employed in this paper
is an effective technique for wind power time series decomposition.

To sum up the above analysis, we can conclude that the proposed BDN-ALO-RVM forecaster is an
effective and applicable technique, which can improve the forecasting accuracy of hourly wind power.
Meanwhile, the BND method is a valid wind power time series decomposition technique, and ALO is
an efficient meta-heuristic algorithm for kernel width parameter determination of RVM in the field of
wind power forecasting.

5. Conclusions

Wind power is a kind of environmentally friendly renewable energy power, which has developed
rapidly in recent years. However, the large-scale penetration of wind power with its stochastic
and intermittent characteristics into electric power systems will pose some threats to the stable and
safe operation of these systems. Improving wind power forecasting accuracy can alleviate these
threats. Therefore, a new hybrid BND-ALO-RVM forecaster for wind power is proposed in this paper,
which combines the Beveridge-Nelson decomposition method, relevance vector machine and ant
lion optimizer. The wind power time series are firstly decomposed into deterministic, cyclical and
stochastic components. Then, these three decomposed components are respectively forecasted by using
ALO-RVM method, which mean that the kernel width parameter of RVM is optimally determined
by the ALO algorithm. Finally, the wind power forecasting results can be obtained by multiplying
the forecasted deterministic, cyclical and stochastic components. Taking hourly wind power from
the Xinjiang Uygur autonomous region in China as an example, the empirical results indicate the
proposed BND-ALO-RVM forecaster obtains the best forecasting performance compared with the
single RVM, BND-RVM, ALO-RVM, and WT-GRNN methods. The proposed BND-ALO-RVM method
has the minimum MAPE, RMSE and MAE, which are 8.95%, 8.79 MW and 6.86 MW, respectively.
However, MAPE, RMSE and MAE of single RVM method are respectively 29.20%, 33.64 MW and
26.79 MW; MAPE, RMSE and MAE of BND-RVM method are respectively 11.01%, 10.29 MW and 8.08
MW; MAPE, RMSE and MAE of ALO-RVM method are respectively 10.74%, 11.10 MW and 8.37 MW;
and MAPE, RMSE and MAE of BND-RVM method are respectively 11.07%, 10.46 MW and 8.13 MW.
The proposed BND-ALO-RVM method is effective and practical for short-term wind power forecasting.
The BND method is a valid wind power time series decomposition technique, and ALO is an attractive
meta-heuristic algorithm for RVM parameter determination. This paper enriches the methodology
library related to wind power forecasting, and also extends the application domains of BDN and ALO.
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In future research, the proposed BND-ALO-RVM method may also be employed for other issues, such
as photovoltaic power forecasting and power load forecasting.
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Abstract: Accurate and stable prediction of icing thickness on transmission lines is of great
significance for ensuring the safe operation of the power grid. In order to improve the accuracy and
stability of icing prediction, an innovative prediction model based on the generalized regression
neural network (GRNN) and the fruit fly optimization algorithm (FOA) is proposed. Firstly, a feature
selection method based on the data inconsistency rate (IR) is adopted to select the optimal feature,
which aims to reduce redundant input vectors. Then, the fruit FOA is utilized for optimization of
smoothing factor for the GRNN. Lastly, the icing forecasting method FOA-IR-GRNN is established.
Two cases in different locations and different months are selected to validate the proposed model.
The results indicate that the new hybrid FOA-IR-GRNN model presents better accuracy, robustness,
and generality in icing forecasting.

Keywords: icing prediction; general regression neural network (GRNN); fruit fly optimization
algorithm (FOA); data inconsistency rate (IR)

1. Introduction

The transmission line ice coating can cause many types of accidents, including those related to
flashover performance of the ice-covered insulator, breakage of the ground line, and the collapse of
the tower [1]. They seriously affect the stability and security of power system operation. Since the
recording of icing accidents began, cases of transmission line ice coating causing the fall of high voltage
(HV) transmission line towers as well as wire breakages have been reported at home and abroad. Some
accidents are serious. In January 1998, a week-long ice disaster occurred in Canada, which caused a
blackout for one million users [2]. January 2008 witnessed four successive large-scale rainy and snowy
storms in the south of China. The electricity grid was seriously iced and the power line was repeatedly
broken, resulting in a direct economic loss of 10.45 billion CNY [3]. Therefore, establishing a prediction
model of icing thickness and predicting the icing thickness of transmission lines accurately are of great
significance for ensuring the security and stability of the power grid.

Currently, some scholars at home and abroad are researching icing thickness prediction of the
transmission line. They have put forward a variety of forecasting models, which mainly include
mathematical physics prediction models, statistical prediction models, and intelligent prediction
models. The mathematical physics prediction model mostly predicts the icing thickness of the
transmission line, based on the fluid motion law and the heat transfer mechanism of the wire icing [4].
The authors of [5], from the view of aerodynamics and thermodynamics, establish an icing forecasting
model including the super-cooled water drop and the heat transfer process on ice. The authors

Energies 2017, 10, 2066; doi:10.3390/en10122066 www.mdpi.com/journal/energies197
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of [6] point out that the icing of transmission lines is the result of coupling effect of thermodynamics,
hydromechanics, and the electric current and field. On this basis, the physics prediction model of icing
thickness is built. In addition, typical mathematical physics prediction methods for icing thickness
include the Imai model [7], the Goodwin model [8] and the Lenhard model [9]. However, due to
the fact that some of the parameters in the mathematical physics prediction model are difficult to
obtain through the measurement in the actual line, such models are more difficult to apply directly
to the ice prediction of the actual transmission lines. The statistical prediction model is based on the
statistical laws of icing thickness of transmission lines [10], mainly including the extrema prediction
model [11], Markov chain prediction model [12], and so on. However, the icing thickness prediction
model based on the data statistics method cannot be extended to other transmission lines with different
geographical environments, so the desired effect of this model is not satisfactory.

Therefore, under the background of rapid development of artificial intelligence technology, it
is more significant to predict the icing thickness of transmission lines by using intelligent prediction
methods. Intelligent prediction methods mainly include artificial neural networks (ANNs) [13] and the
support vector machine (SVM) [14]. Here, the back-propagation neural network (BPNN) is typical of
ANNs. Luo et al. [15] presented an icing forecasting model of BPNN based on Levenberg–Marquardt
and obtained a higher prediction accuracy than the statistical forecasting model. However, the BPNN
has the problem of many parameters to set, and can easily to fall into over-fitting or local optimum.
For avoiding the local optimum problem, some scholars began to adopt the SVM model in the field
of icing prediction. Li et al. [16] proposed a model based on the SVM for icing forecasting and
its generalization ability is better than the model based on the BPNN. Ma et al. [17] introduced a
short-term prediction model of icing thickness based on grey SVM, and it was pointed out that the
model can achieve better prediction effect in ice-prone areas. However, it is difficult for the SVM model
to deal with large-scale training samples, so it cannot obtain ideal prediction accuracy. The generalized
regression neural network (GRNN) is a kind of radial basis function neural network proposed by
Specht, which has a strong ability for nonlinear mapping [18]. Compared with the BPNN and the
SVM, the GRNN has fewer adjustment parameters, does not easily fall into local minima, and is good
at processing large-scale training samples. In addition, the GRNN has an advantage in forecasting
volatile data. Therefore, the GRNN has been widely employed in the field of prediction, such as
electricity price forecasting [19], energy consumption forecasting [20], and traffic flow forecasting [21].
Zhang et al. [19] introduced a novel hybrid forecasting model using the GRNN combined with wavelet
transform for electricity price forecasting, and this model obtained better forecasting performance
compared with the BPNN and SVM. Zhao et al. [20] utilized the GRNN model to forecast the annual
energy consumption due to its good ability for dealing with the nonlinear problems. Leng et al. [21]
established a short-term forecasting model of traffic flow based on the GRNN and it has stronger
approximation capability and higher forecasting accuracy than the forecasting models of the radial
basis function (RBF) and back-propagation (BP) neural network.

However, it is difficult to determine the smoothing factor in the GRNN model exactly and the
selection of this parameter has a significant influence on its forecasting performance. Intelligent
optimization algorithms such as the genetic algorithm (GA) [22] and particle swarm optimization
(PSO) [23] are usually taken to select parameters for forecasting models. Gao et al. [22] proposed the GA
to optimize the initial weights and thresholds of BPNN for housing price prediction, which accelerated
the convergence rate of BPNN and improved the prediction accuracy of house prices. Ye [23] presented
a kernel extreme learning machine model based on particle swarm optimization (PSO-KELM) to
predict the power interval of wind power. PSO algorithm is utilized to optimize the output weights of
KELM, and satisfactory prediction results are obtained. The above algorithms effectively improved the
forecasting accuracy but also presented the malpractice of easily falling into local optimum. In order
to overcome the drawbacks, the fruit fly optimization algorithm (FOA) [24], based on the behaviors
of food finding, was proposed by Pan in 2011. This method only needs to set a few parameters and
performs at a relatively high speed for optimum searching with wide applications [25]. Sun et al. [26]
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introduced a new model based on wavelet transform and the least-squares support vector machine
(LSSVM) optimized by the FOA for short-term load forecasting and compared the forecasting results
between the proposed model and least-squares SVM optimized by PSO, which demonstrated that the
FOA performed better than PSO. In addition, Li et al. [27] presented an LSSVM-based annual electric
load forecasting model optimized by the FOA, and the proposed model obtained better forecasting
effectiveness than the LSSVM optimized by the coupled simulated annealing algorithm (CSA). Hence,
the FOA is utilized to adjust the appropriate smoothing factor in the GRNN model.

In addition, many factors can influence the formation of icing on the transmission line. If all the
influencing factors are used as input indicators of the forecasting model, there will be a lot of redundant
data [28]. Hence, the feature selection is also of great significance. Feature selection is about identifying
and selecting the appropriate input vector in the prediction model to reduce redundant data and
improve computational efficiency. The inconsistency rate (IR) model refers to dividing the feature set
into many feature subsets and calculating the minimum inconsistency under this partition mode, so as
to determine the optimal feature subsets and complete the feature selection [29]. Ma et al. [30] employed
the IR model to select the input features of the short-term load forecasting model, whose simulation
result demonstrated that the IR model gave the input vector of the strong pertinence of the prediction
model, and reduced the redundancy of the input information, thus improving the accuracy of load
forecasting. Liu et al. [31] also selected the optimal features for forecasting power load by adopting the
IR model so as to reduce the redundancy of input vectors, and the IR model obtained an ideal feature
selection effect. Using the IR model for feature selection can not only eliminate redundancy features
by utilizing the inconsistency of the data set, but also take the correlative characteristics among the
features into consideration, which does not ignore the relationship among features so that all the
statistical information can be perfectly expressed by the selected optimal feature. Hence, this paper
adopts the IR model for feature selection.

According to the above research, a GRNN model-integrated IR with the FOA is proposed. It is
the first time these three models are combined for icing thickness forecasting and several comparing
methods are utilized to validate the effectiveness of the proposed hybrid model. This paper is organized
as follows: Section 2 introduces the implementation process of the IR and GRNN optimized by the
FOA. Section 3 presents the evaluation criteria of the results. Section 4 provides a case to validate
the proposed model. Section 5 analyzes another case in a different place at another time to prove the
generalization of the forecasting method. Section 6 presents the conclusions in this paper.

2. Methodology

2.1. Fruit Fly Optimization Algorithm

The FOA is a new global optimization method based on foraging behaviors. There are two steps
for searching food of fruit fly swarm: (1) use the olfactory organ to collect odors floating in the air
and fly towards the food location; and (2) adopt a view to find food and other fruit flies’ gathering
positions and fly towards that direction. The iterative food searching process of the fruit fly swarm is
presented in Figure 1.

The steps of looking for the optimal features are as follows:

(1) Initialize the population size Sizepop, the iterations Maxgen, and the position coordinates (X0, Y0)
of the random fruit fly population.

(2) Give the individual fruit flies’ random flight direction and step size so that they can find food by
using the smell:

Where i = 1, 2, · · ·
Xi = X0 + Random Value (1)

Yi = Y0 + Random Value (2)
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(3) Since the fruit flies cannot obtain the food position, the distance Disti between the individual
and the origin of the flies is estimated first, and the taste concentration determination value Si
is calculated:

Disti =
√

Xi
2 + Yi

2 (3)

Si = 1/Disti (4)

(4) Put the taste concentration determination value Si into the adaptation function Fitness to
determine the taste concentration Smelli of the individual position.

Smelli = Fitness(Si) (5)

(5) Identify the individual of the highest concentration among the fruit fly populations including the
concentration and coordinates:

[bestSmell bestIndex] = max(Smelli) (6)

(6) Retain the maximum taste concentration value best Smell and its individual coordinates. The fruit
fly population uses vision to fly in that direction:

Smellbest = bestSmell (7)

X0 = X(bestIndex) (8)

Y0 = Y(bestIndex) (9)

Then, the stage of iterative refinement is entered; repeat steps (2)~(5), and judge that whether the
maximum taste concentration is superior to the previous generation, and whether the current iteration
is less than the maximum number of iteration Maxgen, and if so, then execute step (6).

Fruit fly group
X,Y)

Fruit fly1
X1,Y1)

Fruit fly2
X2,Y2)

Fruit fly3
X3,Y3)

Distance2

Distance1

Distance3

Food

Iterative 
evolution path

 

Figure 1. Iterative food searching process of the fruit fly swarm.

2.2. Data Inconsistency Rate

The aim of feature selection under large amounts of historical data of transmission line icing is to
distinguish the data characteristics of the strongest correlation with respect to the icing thickness, so
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as to ensure that the input vector of the icing prediction model has strong pertinence, reducing the
redundancy of input information and consequently improving the accuracy of icing prediction of the
transmission lines. The inconsistent rate of the data can accurately describe the discrete characteristics
of the input feature. Different feature patterns can be obtained by different division modes and
different frequency distributions can be obtained by different partition patterns. The calculation of IR
can be used to distinguish the distinguishing ability of the data category. The smaller the data IR is,
the stronger the classification ability of the eigenvector is.

It is necessary to know the computing methods of the inconsistent rate if we want
to perform feature selection by using the inconsistency method. Therefore, assuming that
the collected icing thickness data has g characteristics (such as temperature, humidity, wind
speed, etc.), which are respectively expressed as G1, G2, . . . , Gg, Γ stands for feature set
and L stands for the feature subset of Γ. Then, it is stipulated that qualification M has
c categories and N data instances according to the degree of severity of the lines’ icing.
Zji stands for the eigenvalue which corresponds to the feature Fi, and M stands for the value λi,
so the data instances can be expressed as [zj, λi]. Thereinto, Zj = [Zj1, Zj2, Zj3, Λ, Zjg]. Therefore, the
calculation formula of the data inconsistency rate is:

τ =

p
∑

k=1

(
c
∑

l=1
fkl − max

l
{ fkl}

)
N

(10)

In the formula, fkl is the number of data instances in the feature subset of the XK mode in the data
set; and Xk means that there are in total P patterns of feature partition range (k = 1, 2, . . . , p; p ≤ N).
The steps for using the inconsistent rate to perform the feature selection are as follows:

(1) Initialize the optimal feature subset as null set Γ = {}.
(2) Calculate the inconsistent rate of the data sets G1, G2, ..., Gg in the feature subsets which are made

up with the remaining feature of each subset.
(3) Select the feature Gi which corresponds to the minimum inconsistent rate as the optimum feature,

and then update the optimum feature subset to Γ = {Γ, Gi}.
(4) Calculate the inconsistent rate statistics table of the feature subsets and arrange them from small

to large.
(5) Select the feature subsets L with the smallest number of features, which can be selected as the

optimal feature subsets if they satisfy the condition that τL ≈ τΓ or τL′/τL is the minimum of the
inconsistent rate of all adjacent feature subsets. L′ is an adjacent feature subset of L.

Using calculating inconsistent rate can not only eliminate redundancy features by utilizing
the inconsistency of the data set, but also take the correlative characteristics among the features
into consideration, which does not ignore the relationship among features so that all the statistic
information can be perfectly expressed by the selected optimal feature.

2.3. Generalized Regression Neural Network

The general regression neural network (GRNN) was proposed by the American scholar Donald F.
Specht in 1991, with the theoretical basis of nonlinear regression analysis. As shown in Figure 2, the
GRNN constitutes four components:

(1) The input layer: the original variables enter the network which correspond to the neurons one by
one and are submitted to the next layer.

(2) The pattern layer: nonlinear transformation is applied to the values received from the input layer.
The transfer function of the ith neuron in the pattern layer is:

Pi = exp[−(X − Xi)
T(X − Xi)/2σ2] i = 1, 2, · · · n, (11)
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where X represents input variable, Xi is the learning sample corresponding to the ith neuron; and
σ is the smoothing parameter.

(3) The summation layer: calculate the sum and weighted sum of the pattern outputs.
The summation layer contains two types of neurons, in which one neuron SA makes arithmetic
summation of the output of all pattern layer neurons, and the connection weight of each neuron
in the pattern layer to this neuron is 1. Its transfer function is:

SA =
n

∑
i=1

Pi (12)

The outputs of all neurons in the pattern layer were weighted and summed to gain the other
neurons SNj in the summation layer. The transfer function of the other neurons in the summation
layer is:

SNj =
n

∑
i=1

yijPi j = 1, 2, · · · , k, (13)

where yij is the connection weight between the ith neuron in the pattern layer and the jth neuron
in the summation layer. yij is the jth element in the ith output sample yi.

(4) The output layer: the forecasting results can be derived. The output of each neuron is:

yj =
SNj

sA
j = 1, 2, · · · , k, (14)

where yj is the output of the jth neuron.

x1

x2

xn

Input Layer Onput LayerPattern Layer Summation Layer

y1

yk

... ... ... ...

P1

P2

Pn

SA

SN1

SNk

......

Figure 2. The structure of the generalized regression neural network (GRNN).

2.4. The Forecasting Model of FOA-IR-GRNN

The icing thickness forecasting model combining FOA, IR, and GRNN are constructed as
illustrated in Figure 3. It can be seen from the figure that the model of icing prediction proposed in
this paper mainly includes three parts: The first part is the feature selection based on the inconsistent
rate, the second part is the sample training based on the GRNN model, and the third part is the
icing prediction based on the GRNN model. When the established feature subset L cannot satisfy the
algorithm stopping criteria, the program will continue to cycle until reaching the expected precision
and then output the optimal feature subset. Therefore, in the model of icing prediction proposed
in this paper, the purpose of the first part is to find the optimal feature subset and the best value of
smoothing factor in the GRNN by iterative calculation. The purpose of the second part is to calculate
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the prediction accuracy of the training samples in every process of iteration, so that the fitness function
can be calculated. In the third part, we will utilize the optimum feature subsets and parameters
obtained from the above two parts and perform the final prediction of the icing thickness of the test
samples by retraining the GRNN model.

Enter the current 
optimal feature subset 

and the optimal 
smoothing factor

Initialize the optimal feature subset as 
empty set 

Initialize the population size of the 
FOA and other parameters

Calculate fitness function value
Calculate the taste concentration 

determination value

Identify the individual of the highest 
concentration, including the 

concentration and coordinates

Obtain the current optimal smoothing 
factor in the GRNN model

Stop criteria?

Select the optimum 
feature Gi by IR model 

and update the 
optimum feature 

subset to 

Original  data collection

Data pretreatment

Training sample Testing sample

Input the current optimal feature 
subset and smoothing factor for 

training 

Utilize the final optimal feature 
subset for testing 

Calculate the prediction accuracy 
of training sample

Outout the selected optimal 
feature subset

Retrain the GRNN model with 
selected features

Test the GRNN with 
testing set

Employ RE, RMSE, MAPE and AAE 
to evaluate the prediction effect

Part 1
Feature Selection

Part 2
Data Training

Part 3
Data Testing

No

Yes

 

Figure 3. The flow chart of FOA-IR-GRNN. FOA: fruit fly optimization algorithm; IR: inconsistency
rate; RE: relative error; RMSE: root mean square error; MAPE: mean absolute percentage error; AAE:
average absolute error.

The specific steps for icing thickness prediction are listed as follows:

(1) Determine the initial candidate feature. In this paper, we choose ambient temperature,
relative humidity, wind speed, wind direction, light intensity, atmospheric pressure, altitude,
condensation height, conductor direction, the height of conductor suspension, load current,
precipitation, and conductor surface temperature, all of which are selected as the candidate
features of the factors that influence icing. In addition, when it reaches the point t-i (i = 1, 2, 3, 4),
thickness value, temperature, relative humidity and wind speed are also selected as the main
influencing factors of line icing. All the initial candidate features are shown in Table 1. In the IR
algorithm, the optimal feature subset needs to be initialized as an empty set Γ = {}.

(2) Initialize the parameters of FOA. Suppose the population size is 20, the maximum iteration
number is 200 and the range of random flight distance is set as [−10, 10].

(3) Calculate the inconsistent rate. After completing steps (1) and (2), put the candidate features into
the IR feature selection model gradually. Calculate the inconsistent rate of the data sets G1, G2,
. . . , Gg in the feature subsets which are made up of the remaining features of each subset and
then select the feature Gi which corresponds to the minimum inconsistent rate as the optimum
feature, and update the optimum feature as Γ = {Γ, Gi}.
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(4) Get the optimal feature subset and the best value of smoothing factor in GRNN. Put the current
feature subsets into the GRNN model, and calculate the prediction accuracy during the learning
process of the circular training samples. Then, the fitness function Fitness(j) can be worked
out. We can get the optimum feature subset by comparing the fitness function among each
generation and judge whether all iterations have achieved the algorithm stopping conditions.
If not, re-initialize a new feature subset and put it into a new circulation until the optimum feature
subset which meets all the conditions is obtained. It should be noted that the smoothing factor of
the GRNN also needs to be optimized, and the initial value of smoothing factor will be assigned
randomly. In this paper, a fitness function is established based on the two factors of prediction
accuracy and feature selection:

Fitness(j) = −(a + r(j) + b × 1
Num f eature(j)

) (15)

In the formula, Numfeature(xi) is the number of optimum feature which is selected by each
iteration and both a and b are constants between [0, 1]; r(j) represents the prediction accuracy of
ice cover thickness at each iteration. The optimal number of features is proportional to the fitness
function for all iterations, and the accuracy of the icing prediction is inversely proportional to the
fitness function. Different smoothing factors will result in different forecasting results and lead to
different prediction accuracy, indicating that the smoothing factor of the GRNN also influences
the value of fitness function Fitness(j). Hence the optimal feature subset and the best value of
smoothing factor in the GRNN will be obtained at the same time in this step.

(5) Stop optimization and start prediction. Circulation ends at the maximum number of iteration.
Here, the optimum feature subset and the best value of smoothing factor can be substituted into
the GRNN model for icing thickness forecasting.

Table 1. The full candidate features.

C1, . . . , C4 ITt-i, i = 1, 2, 3, 4 represent the t-ith time point’s icing thickness
C5, . . . , C9 Tt-i, i = 0, 1, 2, 3, 4 represent the t-ith time point’s ambient temperature

C10, . . . , C14 Ht-i, i = 0, 1, 2, 3, 4 represent the t-ith time point’s relative air humidity
C15, . . . , C19 WSt-i, i = 0, 1, 2, 3, 4 represent the t-ith time point’s wind speed

C20 WDt represents the tth time point’s wind direction
C21 SIt represents the tth time point’s sunlight intensity
C22 APt represents the tth time point’s air pressure
C23 AL represents the altitude
C24 CH represents the condensation height
C25 LD represents the transmission line direction
C26 LSH represents the transmission line suspension height
C27 LC represents the load current
C28 R represents the rainfall
C29 ST represents the surface temperature on the transmission line

3. Performance Evaluation Index

The primary issue is to determine which forecasting model outperforms the other models, and
the performance of the prediction models is usually assessed by statistical criteria: the relative error
(RE), root mean square error (RMSE), mean absolute percentage error (MAPE) and average absolute
error (AAE). The smaller the values of these four indicators are, the better the forecasting performance
is. Furthermore, the indicators named RMSE, MAPE, and AAE can reflect the overall error of the
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prediction model and the degree of error dispersion. The smaller the values of these three indicators
are, the more concentrated the distribution of errors is. These four error indexes are defined as follows:

RE =
yt − y∗t

yt
× 100% (16)

RMSE =

√√√√ 1
N

N

∑
t=1

(
yt − y∗t

yt

)2
(17)

MAPE =
1
N

N

∑
t=1

∣∣∣∣yt − y∗t
yt

∣∣∣∣× 100% (18)

AAE =
1
N
(

N

∑
i=1

|yt − y∗t |)/(
1
N

N

∑
i=1

yt) (19)

where yt and y∗t are the actual and forecast icing thickness at the time point t, respectively. N refers to
the groups of data.

4. Empirical Analysis

4.1. Data Collection and Pretreatment

In 2008, China was hit by a disaster of frozen rain and snow rarely seen in history. It brought
huge losses to life, and seriously affected the national economy. Hunan Province was one of the worst
hit provinces in this icing disaster. During the frozen period, the icing accident led to 182 towers
with 500-kV power transmission lines falling down, 633 towers with 220-kV power transmission
lines falling down, 1427 towers with 110-kV power transmission lines falling down, 1064 towers with
35-kV power transmission lines falling down, and 63,036 towers with 10-kV power transmission lines
falling down. As for 10-kV and above, 50,000 wires were broken. Yueyang and Loudi (cities in Hunan
Province) as well as other areas had large-area power outages. The Hunan power grid suffered the
most serious threat in history, and the direct economic losses were up to more than 1 billion CNY.
Therefore, this paper chooses the transmission line of the Hunan Province power grid to carry on the
empirical analysis.

In this paper, the power transmission line, named “Kunxia line” in YueYang of Hunan Province is
selected as the case to verify the effectiveness of the proposed model. All the data are provided by
the Key Laboratory of Disaster Prevention and Mitigation of Power Transmission and Transformation
Equipment (Changsha, China).

The data from the “Kunxia line” are from 10 January 2008 to 12 January 2008, and include
288 data groups. Here, taking 15 min as the data collection frequency, the first 230 groups are adopted
as the training samples and the latter 58 are utilized as the testing samples in Case 1. The main
micro-meteorology data, including temperature, wind speed, and humidity are shown in Figure 4.

In order to better train the proposed model and ensure the prediction accuracy, it is of significance
to normalize all the original data in the range of [0, 1], and the processing equation is as follows:

Z = {zi} =
xi − xmin

xmax − xmin
i = 1, 2, 3, . . . , n (20)

where xi is the actual value; xmin and xmax are the minimum and maximum values of the sample data
respectively; and zi represents the value of the adjusted ith sample point.
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Figure 4. Original data chart of icing thickness, temperature, wind speed and humidity. Note:
(a) represents the original data of icing thickness; (b) represents the original data of temperature;
(c) represents the original data of wind speed; and (d) represents the original data of humidity.

4.2. Feature Selection

Based on the IR model, this section is about the selection of the optimal feature subset, and
the determination of the input index of the prediction model. This paper uses Matlab R2014b for
programming, and as for the test platform environment, we use the Intel Core i5-6300U, with 4G
memory and the Windows 10 Professional Edition system.

Figure 5 presents the iteration process of the FOA-IR-GRNN model for training sample feature
extraction. The accuracy curve shown in the figure describes the prediction accuracy of the training
samples which were made by the GRNN in different iterations. The fitness curve describes the fitness
function values calculated during the process of iteration. The number of selected features indicates
the optimal number of features calculated by the IR model in the convergence process. The number of
feature reductions is the number of features that the FOA eliminates during the convergence process.

It can be seen from Figure 5 that the FOA converges when the number of iterations is 51, and
the optimal fitness function is −0.88; at this time the prediction accuracy of the training sample is up
to 98.6%. This shows that through the learning and training of the algorithm, the fitting ability of
the GRNN is strengthened, and the prediction accuracy of training samples is the highest. Moreover,
when the FOA runs the 51st time, the number of selected features also tends to be stable. It can be
concluded that the algorithm eliminates 23 redundant features from 29 candidate features, and the
final input features are the tth time point’s ambient temperature, relative air humidity, wind speed and
t − 1th time point’s icing thickness, ambient temperature, relative air humidity.
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Figure 5. The curve of convergence for feature selection. Note: (a) represents the fitness value;
(b) represents the forecasting accuracy; (c) represents the reduced number of candidate feature; and
(d) represents the selected number of optimization feature.

4.3. The GRNN for Icing Forecasting

After the optimal feature subset is obtained, put the input vector into the model proposed in this
paper to train and test. The smoothing factor of the GRNN model is 0.0031, which is calculated by the
running program.

A k-fold cross validation (K-CV) test is conducted here, so as to show whether the forecasting
results of the proposed model is obtained at local optimal or global optimal location and whether this
proposed model can be generalized to other unseen data. The K-CV test method divides the samples
into k disjoint subsets randomly, each of which is roughly equal in size. Using k − 1 subsets, a model
is established for a given set of parameters, and the RMSE of the remaining last subset is employed to
evaluate the performance of the parameters. Repeat the procedure K times, and each subset has the
opportunity to be tested. Hence, the 288 sets of data are randomly divided into 12 datasets, each of
which has 24 groups of data, and they do not intersect with each other. After 12 operations, each sub
data set is tested and the RMSE of the sample is obtained, which can be seen in Table 2.

Table 2. Results of the k-fold cross-validation.

Fold
Number

1 2 3 4 5 6 7 8 9 10 11 12 Average
Standard
Deviation

RMSE 0.0126 0.0127 0.0128 0.0121 0.0103 0.0101 0.0123 0.0133 0.0128 0.0126 0.013 0.0115 0.0122 0.0010

From Table 2, it can be found that the average RMSE value and the RMSE standard deviation of
the proposed model is 0.0122 and 0.0010, respectively. It is indicated that the validation error of the
icing prediction model proposed in this paper can obtain its global minimum.

In order to verify the performance of the proposed model, this paper employs the GRNN model
which is not optimized by FOA. The mature BP neural network model and SVM model do the
contrast experiments, supported by the test sample data in Section 4.1. In addition, the FOA-GRNN
model without considering IR model for feature selection is also utilized for icing forecasting so as to
demonstrate the effects of the IR and the FOA. The smoothing factor of the single GRNN model is 0.2,
while the smoothing factor of the FOA-GRNN model without considering the IR model is 0.1026. The
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topological structure of the BPNN model is 9-7-1, and the hidden layer transfer function is expressed by
the tansig function. The output layer transfer function is expressed as purelin function. The maximum
number of trainings is 100 and the minimum error of the training target is 0.0001. The training rate
is 0.1. The initial weights and thresholds are obtained by their own training. In the SVM model, the
penalty parameter c is 9.236 which is obtained by the training, the kernel function parameter g is 0.0026,
and the ε loss function parameter p is 2.3572.

The actual values and forecasting values of the GRNN, BPNN, SVM, FOA-GRNN and the model
presented in this paper are presented in Figure 6. The relative error of each model is shown in Figure 7.
Figure 8 displays the RMSE, MAPE, and AAE of each prediction model. Table 3 displays part of the
predicted values and errors.

Figure 6 and Table 3 describe the forecasting results of the five prediction models and the actual
icing thickness. It can be seen from Figure 6 that the relative distance between the predicted and actual
values of each prediction model. In general, the overall forecasting trends of the five models are close
to the actual values. The forecasting curve of the proposed model is the closest to the actual curve,
whereas the other prediction curves have some deviation. The forecasting curve of the FOA-GRNN is
closer than that of the GRNN alone, demonstrating that the FOA makes the GRNN forecast better than
the GRNN model without the FOA. However, the prediction accuracy of the FOA-GRNN model is not
as good as the FOA-IR-GRNN model, indicating that feature selection method named the IR model
can further improve the forecasting effectiveness of the GRNN. In addition, it can be found that the
forecasting curve of the GRNN model is closer than the BPNN model and SVM model, indicating that
the GRNN performs better than the BPNN and SVM for icing forecasting.

 

Figure 6. The forecasting values of the proposed method and the comparison methods. Note: (a) the
forecasting value from sample points 1–20; (b) the forecasting value from sample points 20–40; (c) the
forecasting values from sample points 41–58. BPNN: back-propagation neural network; SVM: support
vector machine.

Figure 7 reflects the relative error distribution of the four models. From Figure 7, the difference
of prediction effect among different models can be seen more clearly. The RE ranges [−3%, 3%] and
[−1%, 1%] are popularly regarded as a standard to evaluate the performance of a prediction model [32].
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From Figure 7, we can obtain that: (1) there are only nine relative error values of BPNN model in the
range of [−3%, 3%] and only one value in the range of [−1%, 1%]; the maximum relative error is 4.99%
at the 24th sample point, while the minimum is −4.98% at the sixth sample point; (2) the relative error
of the SVM model has 35 forecasting points belonging to the range of [−3%, 3%], and there exist three
forecasting points in the range of [−1%, 1%]; the maximum relative error value is 3.48% at the 15th
sample point, and the minimum is −4.41% at the 51st point; (3) in the GRNN model, the relative errors
of 43 sample points are in the range of [−3%, 3%], and the relative errors of five sample points are in
the range of [−1%, 1%]; the maximum value is 3.38% at the 40th predicted point, while the minimum
is −3.95% at the 23rd point; (4) there are 52 relative error values of the FOA-GRNN model in the range
of [−3%, 3%] and seven values in the range of [−1%, 1%]; the maximum relative error is 3.25% at the
34th sample point, while the minimum is −3.57% at the 51st sample point; and (5) the relative errors
of the FOA-IR-GRNN model are all in the range of [−3%, 3%], and there exist 12 relative errors in
the range of [−1%, 1%]; the maximum relative error is 2.17% at the 42nd point, while the minimum
value is −1.89% at the sixth sample point. We can also find from Figure 7 that the RE curve of the
FOA-IR-GRNN model is the most stable and its values are all distributed within [−2%, 2%]. Moreover,
the RE curve of the FOA-GRNN model is more stable than the GRNN’s; the RE curve of the GRNN
model is more stable than the SVM’s; and the RE curve of the SVM model is more stable than the
BPNN’s. Based on the above analysis of relative error data, it can be concluded that the prediction
accuracy and stability of the FOA-IR-GRNN model is the best. The input indexes obtained by IR model
can help satisfactorily predict when the relative errors of the FOA-GRNN and the FOA-IR-GRNN are
compared. It is also demonstrated that the FOA enhances the training and learning process effectively
so as to avoid falling into a local optimum and improves the global searching ability of the GRNN
by comparing the relative errors of the FOA-GRNN and GRNN. Hence, both the IR model and the
FOA are significant for improving the forecasting performance of the GRNN. Additionally, the GRNN
presents more satisfactory performance than the SVM and BPNN. This result indicates that the GRNN
with only one parameter to be adjusted and fast calculation is more suitable for forecasting nonlinear
and non-stationary icing thickness.

Figure 7. The relative error curve of each method.

The RMSE, MAPE, and AAE of BPNN, SVM, GRNN, FOA-GRNN, and FOA-IR-GRNN are shown
in Figure 8. From Figure 8, we can conclude that the RMSE, MAPE, and AAE of the proposed model
are 1.2326%, 1.2006%, and 1.2059%, respectively, which are all the smallest among the above four
models. In addition, the RMSE, MAPE, and AAE of the FOA-GRNN model are 2.0485%, 1.9462%,
and 1.9994% respectively; the RMSE, MAPE, and AAE of the GRNN model are 2.6514%, 2.5375%, and
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2.5086% respectively; the RMSE, MAPE, and AAE of the SVM model are 2.8999%, 2.8295%, and 2.8200%
respectively; and the RMSE, MAPE, and AAE of the BPNN model are 3.6889%, 3.5612% and 3.5252%
respectively. These indicators can reflect the overall error of the prediction model and the degree of
error dispersion. Hence it can be further proved that the overall prediction effect of the GRNN model
is better than that of the SVM model and the BPNN model, while the overall prediction effect of the
SVM model is better than that of the BPNN model. The prediction accuracy of the FOA-GRNN model
is better than that of the GRNN model, which demonstrates that adopting the FOA to choose the
smoothing parameter in the GRNN model has achieved a satisfactory optimization effect. Meanwhile,
the FOA-IR-GRNN model obtains better overall forecasting accuracy than the FOA-GRNN model.
This result proves that the IR model not only reduces the redundant data, but also ensures the integrity
of the input information, thus obtaining the ideal prediction results.

 

Figure 8. Values of root-mean-square error (RMSE), mean absolute percentage error (MAPE) and
average absolute error (AAE).

Table 3. Part of the forecasting value and relative errors of each model.

Data
Point

Number

Actual
Value
(mm)

BPNN SVM GRNN FOA-GRNN Proposed Model

Forecast
Value
(mm)

Error
(%)

Forecast
Value
(mm)

Error
(%)

Forecast
Value
(mm)

Error
(%)

Forecast
Value
(mm)

Error
(%)

Forecast
Value
(mm)

Error
(%)

1 3.45 3.33 3.48 3.55 −2.86 3.37 2.23 3.50 −1.3410 3.40 1.43
2 3.06 3.01 1.54 3.16 −3.22 3.12 −2.15 3.15 −3.0763 3.03 1.01
3 2.78 2.86 −2.58 2.69 3.29 2.75 1.16 2.77 0.7042 2.76 0.75
4 2.85 2.76 3.13 2.76 2.87 2.90 −2.05 2.76 3.1303 2.82 0.77
5 2.53 2.45 3.09 2.55 −0.85 2.61 −3.19 2.46 2.8785 2.56 −1.10
6 2.22 2.33 −4.98 2.28 −2.83 2.27 −2.32 2.24 −0.9358 2.26 −1.89
7 2.25 2.17 3.49 2.32 −3.40 2.20 2.21 2.30 −2.4674 2.22 0.99
8 2.13 2.06 3.15 2.10 1.61 2.09 2.05 2.19 −2.7489 2.10 1.43
9 1.68 1.75 −3.73 1.74 −2.99 1.74 −3.08 1.74 −3.0226 1.67 1.10
10 1.57 1.64 −4.32 1.62 −2.99 1.62 −2.71 1.64 −3.9586 1.59 −0.85
11 1.46 1.50 −2.75 1.42 2.57 1.49 −2.19 1.41 3.4128 1.45 0.72
12 1.37 1.36 1.10 1.41 −2.66 1.34 2.09 1.33 2.9047 1.35 1.38
13 1.37 1.43 −4.26 1.33 2.68 1.34 2.05 1.36 0.4503 1.39 −1.31
14 1.33 1.27 3.89 1.29 2.53 1.36 −2.59 1.29 2.3738 1.34 −1.47
15 1.28 1.34 −4.21 1.24 3.48 1.33 −3.91 1.32 −2.9158 1.30 −1.36

5. Case Study 2

In order to verify the proposed model has good adaptability in different time and places, another
case which selects the relevant data of the “Tianshang line” located in Loudi, Hunan Province,
is provided in this paper. The study is carried out with data from 17 January 2008 to 10 February 2008
as the training set and data from 11 February 2008 to 15 February 2008 as the testing set. Here, we take
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2 h as data collection frequency, and there are 360 data groups in total. The icing thickness data and
the main micro-meteorology data are shown in Figure 9.

 

Figure 9. Original data chart of icing thickness, temperature, wind speed and humidity. Note:
(a) represents the original data of icing thickness; (b) represents the original data of temperature;
(c) represents the original data of wind speed; and (d) represents the original data of humidity.

The iterative process of sample data of “Tianshang line” by employing the FOA-IR-GRNN model
is presented in Figure 10. From Figure 10, we can conclude that the optimal fitness function calculated
by the IR model is −0.91. When the FOA achieves the optimum in the 47th iteration, the prediction
accuracy of the sample reaches 98.3%. It can also be seen that 25 redundant features are eliminated from
29 candidate features, and the final input features include the tth time point’s ambient temperature,
relative air humidity, wind speed and the t − 1th time point’s icing thickness. In addition, the
smoothing factor of the GRNN was 0.0056, optimized by the FOA.

 

Figure 10. The curve of convergence for feature selection. Note: (a) represents the fitness value;
(b) represents the forecasting accuracy; (c) represents the reduced number of candidate feature; and
(d) represents the selected number of optimization feature.
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The results of the k-fold cross-validation for the icing prediction model proposed in this paper are
described in Table 4. The forecasting results are displayed in Figure 11 and Table 5. The error analyses
are presented in Figures 12 and 13.

Table 4. Results of the k-fold cross-validation.

Fold
Number

1 2 3 4 5 6 7 8 9 10 11 12 Average
Standard
Deviation

RMSE 0.0115 0.0128 0.0117 0.0125 0.0133 0.011 0.0129 0.0102 0.0105 0.0132 0.0103 0.0122 0.0118 0.0011

Figure 11. The forecasting values of the proposed method and the comparison methods. Note: (a) the
forecasting value from sample points 1–20; (b) the forecasting value from sample points 21–40; and
(c) the forecasting value from sample points 41–60.

Table 5. Part of the forecasting value and relative errors of each model.

Data
Point

Number

Actual
Value
(mm)

BPNN SVM GRNN FOA-GRNN Proposed Model

Forecast
Value
(mm)

Error
(%)

Forecast
Value
(mm)

Error
(%)

Forecast
Value
(mm)

Error
(%)

Forecast
Value
(mm)

Error
(%)

Forecast
Value
(mm)

Error (%)

1 14.56 13.71 5.81 15.01 −3.07 14.16 2.75 14.79 −1.59 14.66 −0.67
2 16.21 16.56 −2.16 15.92 1.77 15.96 1.55 16.76 −3.40 16.00 1.30
3 16.02 15.20 5.12 16.50 −2.99 16.44 −2.62 15.67 2.16 15.80 1.40
4 15.35 14.79 3.65 15.82 −3.05 15.18 1.12 15.06 1.88 15.54 −1.21
5 13.87 13.58 2.08 14.32 −3.27 13.59 2.05 13.59 2.00 14.00 −0.96
6 13.55 14.33 −5.74 13.14 3.02 13.98 −3.18 13.86 −2.26 13.77 −1.62
7 13.01 13.48 −3.60 12.65 2.75 13.31 −2.32 13.13 −0.92 13.15 −1.07
8 12.98 13.52 −4.17 13.43 −3.46 13.29 −2.38 13.28 −2.31 12.83 1.19
9 12.35 11.65 5.66 11.99 2.89 12.66 −2.51 12.77 −3.36 12.28 0.55
10 12.01 11.54 3.91 11.50 4.24 12.36 −2.93 11.79 1.84 11.86 1.22
11 11.21 10.72 4.34 10.93 2.46 11.55 −3.05 10.97 2.10 11.31 −0.92
12 10.56 10.97 −3.88 10.84 −2.63 10.81 −2.38 10.79 −2.17 10.70 −1.35
13 10.02 9.70 3.17 10.32 −3.00 9.70 3.21 10.19 −1.69 9.91 1.13
14 9.89 10.45 −5.66 10.21 −3.22 9.60 2.93 10.05 −1.63 9.80 0.93
15 10.21 10.70 −4.76 9.78 4.22 9.89 3.16 10.30 −0.92 10.06 1.47
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As is shown in Table 4, the average RMSE value and RMSE standard deviation of the proposed
model are 0.0118 and 0.0011, respectively. These data illustrate the fact again that the generalization
performance of the icing prediction model proposed in this paper has been improved.

Figure 12. The relative error curves of each method.

 
Figure 13. Values of root-mean-square error (RMSE), mean absolute percentage error (MAPE) and
average absolute error (AAE).

It can be concluded from Figure 11 and Table 5 that the predicted value of the FOA-IR-GRNN
model is the closest to the actual value, which demonstrates that the proposed model is not only
accurate but also has robustness. When comparing the forecasting curves of the FOA-IR-GRNN model
and the FOA-GRNN model, we can conclude that adopting the IR model for feature selection can
significantly improve the prediction accuracy, in that this feature selection method can enhance the
effectiveness of input information. Furthermore, the forecasting curve of the FOA-GRNN model is
closer than that of the GRNN model, indicating that in addition to the IR model, the FOA also makes
a significant contribution to the improvement of GRNN prediction accuracy. Compared with SVM
and BPNN, the forecasting value of the GRNN model is closer to the actual ice thickness, which

213



Energies 2017, 10, 2066

demonstrates once again that the approximation and classification ability of the GRNN model is better
than that of the SVM model and the BPNN model, and the GRNN emerges with better performance in
dealing with unstable data.

Figure 12 presents the relative error of the four models. As the calculation results shown, we can
conclude that: (1) the fitting and learning ability of the FOA-IR-GRNN model is the strongest, in that
its relative errors are all in the range of [−3%, 3%] and there exist 16 sample points belonging to the
range of [−1%, 1%]; the maximum relative error is 2.21% at the 24th point, and the minimum value
is −1.85% at the 33rd point; (2) there exist 55 relative error values of the FOA-GRNN model in the
range of [−3%, 3%] and nine values in the range of [−1%, 1%]; the maximum relative error is 3.37% at
the 33rd sample point, while the minimum is −3.70% at the 41st sample point; (3) the GRNN model
emerges with 49 sample points in the range of [−3%, 3%], while seven sample points are in the range
of [−1%, 1%]; the maximum value is 3.84% at the 39th point, and the minimum is −4.19% at the 35th
point; (4) the SVM model emerges with 27 sample points in the range of [−3%, 3%], and there are
five sample points in the scope of [−1%, 1%]; the maximum value is 4.24% at the tenth point, while
the minimum is −5.82% at the 25th point; and (5) the BPNN model has nine points belonging to the
range of [−3%, 3%], and there are only two points in the scope of [−1%, 1%]; the maximum value is
5.94% at the 45th point, while the minimum is −5.89% at the 23rd point. This further demonstrates
that the nonlinear fitting ability of the proposed model is the strongest so that its prediction accuracy
and robustness are both the most satisfactory.

The RMSE, MAPE and AAE of the four prediction models are shown in Figure 13. It can be
concluded that the RMSE, MAPE, and AAE values of the FOA-IR-GRNN model are still the lowest,
which are 1.2016%, 1.1534% and 1.1535%, respectively. It is proved that the proposed model can obtain
the highest prediction accuracy and the best stability under different conditions. This model can
eliminate the interference of redundant factors through feature selection, so as to ensure the accuracy
and stability of prediction. This result is consistent with the results obtained in Section 4.3.

In summary, the proposed model optimizes the GRNN model with the FOA, and obtains
the appropriate smoothing parameter in the GRNN model, which can effectively reduce the icing
prediction error. The IR model can not only reduce the noise data of the input variables to improve
the effectiveness of input information, but also ensure the integrity of the input information, thus
improving the accuracy and robustness of icing prediction. The validity of the proposed ice prediction
model is proved by the data calculation results.

6. Conclusions

This paper presents a hybrid icing forecasting model that combines IR with GRNN optimized
by FOA. First, in order to predict the icing thickness, the IR combined with the FOA is employed to
select the input feature. Furthermore, the FOA is adopted to optimize the smoothing factor of the
GRNN. Finally, after obtaining the optimized feature subset and the best value of smoothing factor,
the proposed model is utilized for icing forecasting. Several conclusions based on the studies can be
obtained as follows: (1) by the utilization of IR, the influence of unrelated noises can be reduced and
the forecasting performance can be effectively improved; (2) the optimization algorithm FOA adds
strong global searching capability to the model, and the GRNN model optimized by FOA shows good
performance; (3) based on the error valuation criteria, the FOA-IR-GRNN model is a more promising
methodology in icing forecasting as compared with the three classical icing forecasting models (SVM,
BPNN, and GRNN); and (4) according to the empirical analysis of two cases, it is found that the model
proposed in this paper still has good prediction performance for forecasting the icing thickness of
transmission lines at different times and places. Hence, the proposed icing forecasting method of
the FOA-IR-GRNN model is effective and feasible, and it may be an effective alternative for icing
forecasting in the electric-power industry.
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Abstract: Accurate electricity forecasting is still the critical issue in many energy management
fields. The applications of hybrid novel algorithms with support vector regression (SVR) models to
overcome the premature convergence problem and improve forecasting accuracy levels also deserve
to be widely explored. This paper applies chaotic function and quantum computing concepts to
address the embedded drawbacks including crossover and mutation operations of genetic algorithms.
Then, this paper proposes a novel electricity load forecasting model by hybridizing chaotic function
and quantum computing with GA in an SVR model (named SVRCQGA) to achieve more satisfactory
forecasting accuracy levels. Experimental examples demonstrate that the proposed SVRCQGA model
is superior to other competitive models.

Keywords: chaotic mapping function; support vector regression (SVR); quantum genetic algorithm
(QGA); electricity demand forecasting

1. Introduction

With rapid economic development, accurate electricity load forecasting has become essential for
many energy applications, such as energy generation, power system operation security, load unit
commitment, and energy marketing. For example, power system decision makers can optimize load
dispatch and adjust the electricity supply/price based on the forecasted loads, i.e., improve the power
system management efficiency. As indicated in Xiao et al. [1], in China, there would be a year-long
operational benefit with a 1% increase in the forecasting accuracy level. In addition, accurate load
forecasting could also help managers set up well electrical power scheduling and successfully reduce
system management risks. On the customer side, accurate load forecasting also facilitates the power
usage decisions of customers to avoid load usage during the peak times and paying higher electricity
prices. This usage balance between peak and bottom periods would lead to reliable power system
operation of a utility. On the contrary, inaccurate forecast results would lead to inefficient power
system operations and increased operating costs. As mentioned in the literature, a 1% increase in load
forecasting error can lead to a loss of millions of dollars [2]. Therefore, as electricity prices also play
a critical role in electricity production decisions, there are also several scholars who have proposed
electricity price forecasting models in the literature [3,4]. Readers may refer to Weron [5] for more
comprehensive overviews.

The electricity load data are influenced by lots of factors, such as socio-economical activities,
population, weather conditions, holidays, policy, and so on [6]. Therefore, the electric load data reveal
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nonlinearity, seasonality, and chaos in nature, so finding a robust load forecasting model with superior
performance would be an important issue in the power load management field.

Researchers have developed and proposed lots of electricity load forecasting models.
These forecasting models are often classified into two categories: traditional statistical models and
artificial intelligence models. The first one are also called stochastic time series approach models, i.e.,
only historical data is used, which is easily to apply. These various famous time series models include
the well-known Box–Jenkins’ ARIMA models [7], regression models [8], exponential smoothing
models [9], Kalman filtering models [10], Bayesian estimation models [11], and so on. However,
the embedded drawbacks of those models are that they are defined theoretically to deal with
linear relationships among electricity load and other stochastic factors such as socio-economical
activities and policy effects, thus, they have difficulties to effectively capture the complicate nonlinear
relationships among load data and these factors, eventually, producing high unpredictable load
forecasting performance errors [12].

The artificial intelligence models such as artificial neural networks (ANNs) [12], expert system
models [13], and fuzzy methodologies [14] have been well explored to improve the accuracy of load
forecasting since the 1980s. In recent years, the development of artificial intelligence approaches has
focused on novel hybrid or combined models, obtained by hybridizing or combining these models with
each other [15], with traditional statistical tools [16], and with superior evolutionary algorithms [17].
However, similarly, these artificial intelligence models also suffer from some shortcomings during
the modeling processes, such as the fact they are very dependent on the collected data, and often
are unstable. Thus, it is difficult to determine the network structural parameters [18]. It is also time
consuming to extract knowledge from data sets [19], and they are easily trapped in local minima [20],
for more insightful discussions of AI approaches in load forecasting readers may refer to [21].

Due to the superiority in modeling nonlinear data by mapping into the high dimensional feature
space, support vector regression (SVR) [22] has been applied to solve forecasting issues many research
fields in the late 1990s. For load forecasting problems, Hong [23,24] proposed a valuable series
exploration by integrating advanced algorithms and chaotic function with an SVR-based model to
determine its three parameters, and thus achieved satisfactory forecasting performance. According to
Hong’s series research conclusions, good determination of parameters for the SVR model is important
to achieve high forecasting accuracy levels and overcome the drawbacks of the hybrid evolutionary
algorithms, such as becoming trapped in local optima, and this will ensure achieving more suitable
parameter combinations. In the meanwhile, Bhunia [25] indicated that quantum computing principles
can be embedded in intelligent systems to improve their performance; moreover, Dey et al. [26] also
concluded that the use of both of quantum approaches and soft computing techniques in a combined
form can provide a new computer science and engineering paradigm. Huang [27] proposed a novel
forecasting model by hybridizing a chaotic function and a quantum PSO algorithm to receive higher
forecast accuracy levels. Recently, Lee and Lin [28] also applied quantum concepts to propose the
hybrid tabu search algorithm with the SVR model to adjust the three parameters and eventually obtain
more accurate load forecasting performances.

The genetic algorithm (GA) is a famous algorithm which generates new offspring by finite iterative
operations, including selection, crossover, mutation, and so on. It has attracted lots of attention to
find satisfactory solutions and is applied in many fields. However, along with the increase of the data
scale and more complicated problem, it often suffers from similar problem of becoming trapped in
local optima and slow convergence to the global optimum. Dey et al. [26] claimed that an efficient
quantum-based GA can be modeled to solve NP-hard problems and others. To continue exploring the
feasibility of hybrid quantum-behaved approaches with advanced algorithms, and to overcome the
embedded drawbacks of genetic algorithm mentioned above, this paper would like to apply quantum
computing concepts to propose hybridizing chaotic function and quantum GA (namely CQGA) with
the SVR model, creating the so-called SVRCQGA model to achieve more satisfactory load forecasting
accuracy levels, by comparing the forecasts with other alternative models proposed in Huang [27] and
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Lee and Lin [28]. The main innovative contribution of this paper is hybridizing the chaotic mapping
function and quantum computing technique with GA into a SVR model, to improve the problems as
mentioned above, and thus achieve improved forecasting accuracy levels.

The remainder of this paper is organized as follows: the implementation details of the proposed
SVRCQGA model are demonstrated in Section 2. Brief illustrations of the SVR model and the proposed
CQGA are also clearly addressed. Section 3 demonstrates an experimental example and provides a
statistical comparison among other benchmarking models proposed in existing papers. Conclusions
are provided in Section 4.

2. The Proposed SVRCQGA Model

2.1. Brief Description of the SVR Model

The principal modeling processes of the SVR model are briefly summarized as follows: the training
data set, {(xi, yi)}N

i=1, is mapped to a feature space, �nh , by the defined function, ϕ(x) : �n → �nh .
The SVR function, f, is employed to linearly formulate the relationship between feature values
(i.e., training data, xi) and forecast values (yi), and it is shown as Equation (1):

f (x) = wT ϕ(x) + b (1)

where, f (x) is the forecasted values; the weight, w (w ∈ �nh ) and coefficient, b (b ∈ �), could be
determined during the minimization process of the empirical risk function, Equation (2):

R( f ) = C
1
N

N

∑
i=1

Lε(yi, wT ϕ(xi) + b) +
1
2

wTw (2)

Lε(yi, f (x)) =

{
0, i f | f (x)− yi| ≤ ε

| f (x)− yi| − ε, otherwise
(3)

where, Lε(yi, f (x)) represents the main empirical risk, it is also the so-called ε-insensitive loss function;
C and ε are the essential parameters. When the forecasting error is smaller than ε, the loss would be
zero (refer to Equation (3)). The second term, 1

2 wTw, is the weight of the SVR function as mentioned,
it determines the steepness. Therefore, C represents a trade-off role to balance the empirical risk and
the steepness. For quadratic programming, two slack variables, ξ and ξ∗, are introduced to measure
the length between the actual values and the edge values of ε-tube. Then, Equation (2) could be
transformed to the standard programming form with constraints, as shown in Equation (4):

Min R(w, ξ, ξ∗) = 1
2 wTw + C

N
∑

i=1
(ξi + ξ∗i )

yi − wT ϕ(xi)− b ≤ ε + ξ∗i ,
−yi + wT ϕ(xi) + b ≤ ε + ξi,

ξ∗i ≥ 0,
ξi ≥ 0,

i = 1, 2, . . . , N

(4)

The solution weight vector, w, in the quadratic programming problem (Equation (4) is optimized
by using the Lagrange multipliers method, as shown in Equation (5):

w∗ =
N

∑
i=1

(γ∗
i − γi)ϕ(xi) (5)

where γ∗
i and γi are the Lagrangian multipliers and satisfy the equality γ∗

i × γi = 0. Eventually,
the SVR function is formulated as Equation (6):

f (x) =
N

∑
i=1

(γ∗
i − γi)K(xi, xj) + b (6)
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where, K(xi, xj) is the so-called kernel function, its value could be calculated by the inner product
of ϕ(xi) and ϕ(xj), i.e., K(xi, xj) = ϕ(xi) · ϕ(xj). There are several kinds of kernel function, the most
widely used kernel function is Gaussian function, K(xi, xj) = exp (−0.5‖xi − xj‖2/σ2), due to its
excellence in complex nonlinear relationships mapping capability. Therefore, this paper employs a
Gaussian function as the kernel function.

The most important job for improving the performance of an SVR model is adjusting well the
parameter values, i.e., the three parameters, C, ε, and σ. However, there are no structural methods to
efficiently set up the SVR parameters. This paper will continue exploring the feasibility of a chaotic
quantum-behaved approach to overcome the disadvantages of genetic algorithms, namely CQGA;
and, hybridizing CQGA with the SVR model, producing the SVRCQGA model, to determine the three
parameters to improve the forecasting accuracy level.

2.2. Chaotic Quantum Genetic Algorithm (CQGA)

2.2.1. Introduction of QGA

GA generates new individuals by its advanced operations, including selection, crossover,
and mutation operations. Particularly, the mutation operation is effective for making individuals
have more satisfactory fitness values, and plays a critical role in maintaining the evolution quality for
the population. Therefore, it has been applied to deal with many optimization problems. However,
the population diversity would be reduced after repeated iterative computations and this leads to
several major drawbacks, such as being time consuming, slow convergence, and becoming trapped in
local optima.

Recently, quantum computing techniques have been hybridized with genetic algorithms, i.e.,
QGA [29]. By applying the main computing techniques of quantum computing, including qubit,
quantum superposition, and quantum entanglement, the chromosomes in QGA have been presented
by qubit coding. In addition, quantum rotation gate operation for the chromosomes is employed
during the whole evolutionary process. Therefore, it has lots of superior advantages during searching,
such as speedy convergence, time saving, little population scale, and robustness. The applications
of QGA also receive attentions in recent years, including traveling salesmen problems, personal
scheduling problems, and dynamic economic dispatch problems, as well as improvements [30].
For more application details of QGA, readers should refer to Lahoz-Beltra [31].

2.2.2. Quantum Computing Concepts

The quantum computing concepts are briefly described as follows: a quantum bit, abbreviated as
qubit, is defined as the smallest information unit. In the quantum system, a qubit may be in the state
“0”, in the state “1”, or in any superposition of these two states. The state of a qubit can be shown as
Equation (7):

|ψ〉 = α1|0〉+ α2|1〉 (7)

where |0〉 and |1〉 are the values of traditional bits 0 and 1, respectively; α1 and α2 are the probability of
their associate states and meet the normalization condition, as illustrated in Equation (8):

|α1|2 + |α2|2 = 1 (8)

where |α1|2 is the probability that the qubit is in “0” state, and |α2|2 is the probability that the qubit is in
“1” state. For generalization, if a system has n qubits and totally 2n states, then, the linear superposition
of all states can be presented as shown in Equation (9):

|ψi〉 =
2n

∑
k=1

pk|Sk〉 (9)
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where pk is the probability of its associate state, Sk, and meets the normalization condition,
|p1|2 + |p2|2 + . . . + |p2n |2 = 1.

The probability of a qubit individual as a string with n qubits is presented as Equation (10):

q =

[
α1

β1

∣∣∣∣∣ α2

β2

∣∣∣∣∣ · · ·
· · ·

∣∣∣∣∣ αi
βi

∣∣∣∣∣ · · ·
· · ·

∣∣∣∣∣ αn

βn

]
(10)

where |αi|2 + |βi|2 = 1, i = 1, 2, . . . , n.
Therefore, in QGA, the chromosome, with n qubits, could be presented as, P = (q1, q2, . . . , qn),

where qj (j = 1, 2, . . . , n) is an individual qubit of population as shown in Equation (10).
The quantum gate is an operator for qubits to implement unitary transformations, in which,

the operation is represented by matrices. The basic quantum gates with a single qubit are the identity
gate I and Pauli gates X, Y, and Z, as shown in Equation (11):

I =

[
1 0
0 1

]
; X =

[
0 1
1 0

]
; Y =

[
0 −i
i 0

]
; Z =

[
1 0
0 −1

]
(11)

The identity gate I keeps a qubit unchanged, i.e., I·|0〉 = |0〉 and I·|1〉 = |1〉 (Equation (12)); Pauli X

gate performs a Boolean NOT operation, i.e., X·|0〉 = |1〉 and X·|1〉 = |0〉 (Equation (13)); Pauli Y gate
maps |0〉 → i·|1〉 and |1〉 → −i·|0〉 (Equation (14)); and Pauli Z gate changes the phase of a qubit, i.e.,
|0〉 → |0〉 and |1〉 → −1·|1〉 (Equation (15)):

I·|0〉 =
[

1 0
0 1

][
1
0

]
=

[
1
0

]
= |0〉 ; I·|1〉 =

[
1 0
0 1

][
0
1

]
=

[
0
1

]
= |1〉 (12)

X·|0〉 =
[

0 1
1 0

][
1
0

]
=

[
0
1

]
= |1〉; X·|1〉 =

[
0 1
1 0

][
0
1

]
=

[
1
0

]
= |0〉 (13)

Y·|0〉 =
[

0 −i
i 0

][
1
0

]
=

[
0
i

]
= i·|1〉; Y·|1〉 =

[
0 −i
i 0

][
0
1

]
=

[
−i
0

]
= −i·|0〉 (14)

Z·|0〉 =
[

1 0
0 −1

][
1
0

]
=

[
1
0

]
= |0〉; Z·|1〉 =

[
1 0
0 −1

][
0
1

]
=

[
0
−1

]
= −1·|1〉 (15)

To obtain more results, it is feasible to use the trigonometric function with a phase angle θ, i.e.,
the so-called quantum rotation gate. The quantum rotation gate (cf. Equation (16)), is employed to
update as the better solution in its current state:

P′ =
[

cos θ − sin θ

sin θ cos θ

]
P (16)

where P′ is the updated chromosome; θ is the designate angle to be used in the quantum rotation gate.

2.2.3. Implementation Steps of CQGA

The outstanding property of QGA is using quantum mechanics, such as qubits and their state
superposition as mentioned above to represent the chromosomes (instead of traditional binary strings).
The chromosome is represented as the superposition of all possible states. In the meanwhile, to keep
the diversity of the population to avoid premature convergence is also an important issue. Chaos has
two advantages: (1) it is sensitive to the initial conditions, i.e., minute changes in initial conditions
steer subsequent simulations towards radically different final states; and (2) any variable in the
chaotic space can travel ergodically over the whole space of interest, i.e., the so-called ergodicity
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property. Therefore, employing chaotic sequences to keep the diversity of population in the whole
optimization procedures, will lead to very different future solution-finding behaviors, due to the
ergodicity property. Eventually, chaotic sequences can help to enrich the search behavior and to avoid
premature convergence. Considering the above mentioned statements, this paper also applies the
chaotic variable to be hybridized with QGA (namely CQGA) to prevent the premature convergence
problem. Furthermore, for the better chaotic distribution characteristics of cat function, it is used
to generate the chaotic sequence. The two-dimensional cat function [32] is commonly used and is
employed in this paper, as shown in Equation (17):{

xn+1 = f rac(xn + yn)

yn+1 = f rac(xn + 2yn)
(17)

where frac function is used to keep the decimal parts of a real number x by reducing an approximate
integer. The complete processes of the proposed CQGA model is demonstrated in what follows and a
brief flowchart is shown in Figure 1.

 

Figure 1. Quantum genetic algorithm flowchart.
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Step 1. Set up quantum chromosomes. In this paper, the quantum chromosome is composed
of a string of m qubits (superposition of all possible states), as shown in Figure 2. These SVR’s
three parameters, C, ε, and σ, are presented into the quantum qubit superposition format, i.e., each
chromosome has three genes to represent it. Based on the authors’ practical trials and experience,
choosing a gene with 40 bits could produce more satisfactory results, thus, a chromosome in total
contains 120 qubits (i.e., m = 120). A gene that contains more qubits would be associated with better
partitioning around the space.

Figure 2. Quantum chromosome structure for three parameters.

Step 2. Initialize population. The population of the quantum chromosome is initialized by setting
all the amplitudes of qubits as 1√

2
[30], i.e., all superposition states has equal probability in the

initial population.
Step 3. Evaluate fitness (forecasting errors). Evaluate the objective fitness (forecasting errors) by using

the values of each quantum chromosome. The mean absolute percentage error (MAPE), illustrated in
Equation (18), is employed to measure the forecasting errors:

MAPE =
1
N

N

∑
i=1

∣∣∣∣yi − fi
yi

∣∣∣∣× 100% (18)

where N is the total number of forecasting results; yi is the actual value at each forecasting point i; fi is
the forecasted value at each forecasting point i.

Step 4. Selection. In each generation, an elitist selection mechanism is used to select the best
chromosome (with smallest MAPE value), i.e., the competition strategy is applied and as mentioned
the best chromosome with the smallest MAPE value is recorded as the elitist and is reproduced as the
initial chromosome for the next generation.

Step 5. Quantum crossover. To keep the population diversity, a quantum crossover operation is
employed. Based on predefined crossover probability, Pcr (set as 0.9 [26]), the single-point-crossover
principle is applied to randomly select two chromosomes to conduct crossover operation at any
random position. For each generation, a new chromosomes pool would be generated after the
quantum crossover operation is finished. Figure 3 illustrates the processed results of the quantum
crossover operation.

Step 6. Quantum mutation. This is a useful approach to ensure population diversity. In this
operation, each selected position of the participated quantum chromosome would be mutated with
other real numbers according to the designate mutation probability, Pm (set as 0.1 [26]). Figure 4 shows
an example of the quantum mutation operation.
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Figure 3. Example of the chromosome form of the parameters for the quantum crossover operation.

Figure 4. Example of the chromosome form of the parameter for the quantum mutation operation.

Step 7. Quantum rotation gate. This operation modifies the oscillation ranges of individuals to
improve the performance by changing the state of each qubit. It is performed by using a quantum
rotation gate (as shown in Equation (16)), in which the rotation angle θ is a function of the oscillation
amplitudes (αi,βi), and the value of the individual qubit located at the position i would also be modified
accordingly [33]. The rotation angle θ is updated by Equation (19):

θ = 0.005π+ (0.1π− 0.005π)

∣∣ fi − favg
∣∣

max
{

fi, favg
} (19)

where fi is the current forecasting error; favg is the average value of all previous forecasting errors.
Based on quantum genetic algorithm performance, a general criterion to set θ values between 0.1π and
0.005π [31].
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Step 8. Premature convergence test. Compute the mean square error (MSE), given by Equation (20),
to test the level of premature convergence [34], and set up the criterion value, δ:

MSE =
1
S

S

∑
i=1

(
fi − favg

f

)2

(20)

where f is given by Equation (21):

f = max
{

1, max
∀i∈S

{∣∣ fi − favg
∣∣}} (21)

If the value of the calculated MSE is less than δ, it implies premature convergence occurs. Hence,
the chaotic cat function (Equation (17)) is employed to escape the local optimum, i.e., finding out new
optimum, and set the new optimum as the best solution.

Step 9. Stop criteria. If the number of generations is greater than a given scale, then, the best
solution could be the presented quantum chromosomes; otherwise, go back to Step 3 and continue
searching the next generation.

3. Experimental Examples

3.1. Data Sets of Experimental Examples

To compare the performances from the hybrid quantum-behaved evolutionary algorithms with
an SVR model, this paper employs the same experimental examples used in Huang [27] and Lee and
Lin [28]. These three experimental examples are: (1) the regional electricity load data in Taiwan from a
published paper [23]; (2) the annual electricity load data in Taiwan from a published paper [23]; and
(3) the electricity load data per hour from the 2014 Global Energy Forecasting Competition [35]. The
data setting details for each examples are summarized in the following. The data characteristics of
these three examples are summarized in Table 1.

Table 1. Data characteristics summary of three examples.

Examples Data Type Data Length Data Size Data Characteristics

Example 1 Regional and
annual From 1981 to 2000 4 regions and

20 years
Increment with fluctuation caused by some

accidental event (921 earthquake)

Example 2 Annual From 1945 to 2003 59 years Increment with the continuous economic
development in Taiwan

Example 3 Hourly From 1 December 2011
to 1 January 2012 744 h Cyclic fluctuation

3.1.1. Regional Electricity Load Data in Taiwan: Example 1

For Example 1, there are in total 20 years of regional electricity load values (from 1981 to 2000)
for four regions in Taiwan. Based on the same forecasting performance comparison conditions,
the modeling sub-data set division is the same as in a previous paper [23]. Thus, three subsets are
obtained: a training subset (12 years of load data in total, from 1981 to 1992), a validation subset (a total
of 4 years of data, from 1993 to 1996), and a testing subset (a total of 4 years of data, from 1997 to
2000). The well-known window-rolling procedure is employed during the whole process including the
electricity load forecasts produced. For details of the window-rolling forecasting procedure readers
should refer to Hong [23] and Lee and Lin [28]. Three parameters are determined by CQGA, while the
validation error is also calculated. The most suitable parameters are finalized only when the smallest
validation errors occur. Finally, the four-step (year) load forecasting for each region in Taiwan is
implemented by the proposed SVRCQGA model.
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3.1.2. Annual Electricity Load Data in Taiwan: Example 2

For Example 2, there are in total 59 annual electricity load values (from 1945 to 2003). Similarly,
to make sure the same forecasting performance comparison conditions are used, the modeling
sub-dataset division is the same as in a previous paper [23], i.e., a training subset (40 years of data, from
1945 to 1984), a validation subset (10 years of data, from 1985 to 1994), and a testing subset (9 years
of data, from 1995 to 2003). The modeling processing details are almost as the same as in Example 1:
the window-rolling procedure is applied, then, three parameters are also selected by CQGA. The most
suitable parameters are finalized only based on the smallest validation errors. Eventually, the one-step
(year) load forecasting in Taiwan is implemented using the proposed model.

3.1.3. 2014 Global Energy Forecasting Competition (GEFCOM 2014) Electricity Load Data: Example 3

For Example 3, there are a total of 744 h of electricity load data (from 00:00 1 December 2011 to 00:00
1 January 2012). Similarly, to be based on the same forecasting performance comparison conditions,
the modeling sub-data set division is the same as in a previous paper [27,28]. Thus, we have a training
subset (552 h of load data, from 01:00 1 December 2011 to 00:00 24 December 2011), a validation subset
(96 h of load data, from 01:00 24 December 2011 to 00:00 28 December 2011), and a testing subset (96 h
of load data, from 01:00 28 December 2011 to 00:00 1 January 2012). The modeling processing details
are almost as the same as in the two previous examples: a window-rolling procedure is still used,
and the most suitable three parameters must be finalized based only on the smallest validation errors.
Finally, the one-step (hour) load forecasting results are obtained using the proposed model.

3.2. Parameters Setting & Forecasting Results and Analysis

3.2.1. Setting the CQGA Parameters

The parameters of CQGA for the three experimental examples are set practically: the population
scale (Pscale) is set to be 200; the generations of the population (qmax) are no larger than 500; the qubit
string length of a quantum chromosome (m) is set as 120; the probabilities of quantum crossover (Pcr)
and quantum mutation (Pm) are set as 0.5 and 0.1 [26], respectively. Some controlled parameters during
the modeling procedure are set as follows: the maximal iteration for each example is all set as 10,000 in
each generation; σ ∈ [0, 5], ε ∈ [0, 100] in all examples, C ∈ [0, 20, 000] in Example 1, C ∈ [0, 3 × 1010]

in Examples 2 and 3; δ is fixed as 0.001.

3.2.2. Forecasting Accuracy Indexes

To comprehensively compare the forecasting accuracy for each models, the mean absolute
percentage error (MAPE; as shown in Equation (18)), the root mean squared error (RMSE; as shown in
Equation (22)), and the mean absolute error (MAE; as shown in Equation (23)) are employed:

RMSE =

√
∑N

i=1 (yi − fi)
2

N
(22)

MAE =
∑N

i=1|yi − fi|
N

(23)

where N is the total number of forecasting results; yi is the actual value at each forecasting point i; fi is
the forecasted value at each forecasting point i.

3.2.3. Forecasting Performance Superiority Tests

To ensure the forecasting superiority of the proposed model is statistically significant, it is
necessary to conduct some statistical tests to verify the significance of the proposed model. Based on
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Diebold and Mariano’s [36] and Derrac et al.’s [37] suggestions, two tests are conducted in this paper,
they are Wilcoxon signed-rank test [38] and Friedman test [39].

(A) Wilcoxon Signed-rank Test

The Wilcoxon signed-rank test is used to detect the significance of a difference in the central
tendency of two data series when the size of the two data series is equal. The statistic W is represented
as Equation (24):

W = min{S+, S−} (24)

where:

S+ =
N

∑
i=1

I+(di) (25)

S− =
N

∑
i=1

I−(di) (26)

I+(di) =

{
1 i f di > 0
0 otherwise

(27)

I−(di) =

{
1 i f di < 0
0 otherwise

(28)

di = (forecasting series I)i − (forecasting series II)i (29)

where N is the total number of forecasting results.

(B) Friedman test

The Friedman test is used to measure the ANOVA in nonparametric statistical procedures; thus,
it is a multiple comparisons test that aims to detect significant differences between the behaviors of
two or more algorithms. The statistic F is represented as Equation (30):

F =
12N

k(k + 1)

[
k

∑
j=1

R2
j −

k(k + 1)2

4

]
(30)

where N is the total number of forecasting results; k is the number of compared models; Rj is the
average rank sum obtained in each forecasting value for each algorithm as shown in Equation (31):

Rj =
1
N

N

∑
i=1

rj
i (31)

where rj
i is the rank sum from 1 (the smallest forecasting error) to k (the worst forecasting error) for ith

forecasting result, for jth compared model.
The null hypothesis for Friedman’s test is that equality of forecasting errors among compared

models. The alternative hypothesis is defined as the negation of the null hypothesis.

3.2.4. Results and Analysis: Example 1

For Example 1, SVR’s three parameter values determine the most suitable model for each region,
which are computed by the QGA algorithm and CQGA algorithm, respectively, and with the smallest
testing error (MAPE value). These determined parameters for each region are illustrated in Table 2.

For forecasting results comparison details, Table 3 demonstrates the forecasting accuracy indexes
of the proposed SVRCQGA and other competitive models [27,28] for each region. Figure 5 illustrates
the cumulative differences of MAE for each competitive models in four regions. The competitive
models include SVRCQPSO (hybrid SVR with chaotic quantum PSO) [27], SVRQPSO (hybrid SVR
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with quantum PSO) [27], SVRCQTS (hybrid SVR with chaotic quantum tabu search) [28], and SVRQTS
(hybrid SVR with quantum tabu search) [28] models.

Table 2. Determined parameters of SVRCQGA and SVRQGA models (Example 1).

Regions
SVRCQGA Parameters

MAPE of Testing (%)
σ C ε

Northern 4.0000 0.6 × 1010 0.6500 1.0760
Central 6.0000 0.9 × 1010 0.3500 1.2130

Southern 8.0000 1.2 × 1010 0.4800 1.1650
Eastern 12.0000 1.0 × 1010 0.2800 1.5180

Regions
SVRQGA Parameters

MAPE of Testing (%)
σ C ε

Northern 3.0000 1.2 × 1010 0.3400 1.3150
Central 10.0000 1.8 × 1010 0.4800 1.6830

Southern 6.0000 0.9 × 1010 0.3500 1.3640
Eastern 4.0000 0.5 × 1010 0.6800 1.9680

Table 3. Forecasting indexes of SVRCQGA, SVRQGA, and other models (Example 1).

Indexes SVRCQGA SVRQGA SVRCQTS SVRQTS SVRCQPSO SVRQPSO

Northern region

MAPE (%) 1.0760 1.3150 1.0870 1.3260 1.1070 1.3370
RMSE 131.48 159.26 132.79 159.43 142.62 160.28
MAE 130.00 157.50 141.00 158.50 132.25 159.00

Central region

MAPE (%) 1.2130 1.6830 1.2650 1.6870 1.2840 1.6890
RMSE 64.46 90.18 67.69 90.67 67.70 89.87
MAE 64.00 89.25 67.00 89.75 67.50 89.25

Southern region

MAPE (%) 1.1650 1.3640 1.1720 1.3670 1.1840 1.3590
RMSE 75.44 87.82 75.57 88.84 76.03 88.05
MAE 74.75 87.50 75.25 88.00 75.75 87.25

Eastern region

MAPE (%) 1.5180 1.9680 1.5430 1.9720 1.5940 1.9830
RMSE 6.12 7.86 6.38 7.95 6.30 7.79
MAE 6.00 7.75 6.00 7.75 6.25 7.75

From Table 3 and Figure 5, it is obvious from the comparison that the proposed SVRCQGA model
outperforms the other quantum-SVR-based models. Thus, it once again demonstrates the superiority
of an SVR model in that it could obtain a more satisfactory forecasting performance by hybridizing
quantum computing mechanics with a genetic algorithm. In the same time, the super capability of the
cat mapping function in looking for a closer solution to the theoretical global optimum while suffering
from premature convergence is noted. The QGA almost has done its best to look for the best solutions
for each region, however, these solutions are still unsatisfactory by comparison with the performances
of other alternatives. These solutions could be improved by employing a chaotic mapping function
(this paper uses the cat mapping function), i.e., the CQGA, to achieve satisfactory solutions.
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(a) (b)

(c) (d)

Figure 5. The cumulative differences of MAE for each competitive models in four regions (Example 1).
(a) Northern region; (b) Central Region; (c) Southern region; (d) Eastern region.

Then, two forecasting performance superiority tests are conducted. Table 4 shows the test results
under a one-tail-test at α = 0.05 significance level, which point out that the proposed model achieves
significantly better performance, except versus the SVRCQTS model.

Table 4. Wilcoxon signed-rank test and Friedman test (Example 1).

Compared Models
Wilcoxon Signed-Rank Test

α = 0.05; Wilcoxon W Statistic = 0
Friedman Test α = 0.05

Northern region

H0: e1 = e2 = e3 = e4 = e5 = e6
F = 12.46;

p = 0.028 (reject H0)

SVRCQGA vs. SVRQPSO W = 0 *
SVRCQGA vs. SVRCQPSO W = 0 *

SVRCQGA vs. SVRQTS W = 0 *
SVRCQGA vs. SVRCQTS W = 1
SVRCQGA vs. SVRQGA W = 0 *

Central region

H0: e1 = e2 = e3 = e4 = e5 = e6
F = 13.43;

p = 0.021 (reject H0)

SVRCQGA vs. SVRQPSO W = 0 *
SVRCQGA vs. SVRCQPSO W = 0 *

SVRCQGA vs. SVRQTS W = 0 *
SVRCQGA vs. SVRCQTS W = 1
SVRCQGA vs. SVRQGA W = 0 *

Southern region

H0: e1 = e2 = e3 = e4 = e5 = e6
F = 15.57;

p = 0.013 (reject H0)

SVRCQGA vs. SVRQPSO W = 0 *
SVRCQGA vs. SVRCQPSO W = 0 *

SVRCQGA vs. SVRQTS W = 0 *
SVRCQGA vs. SVRCQTS W = 1
SVRCQGA vs. SVRQGA W = 0 *

Eastern region

H0: e1 = e2 = e3 = e4 = e5 = e6
F = 11.34;

p = 0.035 (reject H0)

SVRCQGA vs. SVRQPSO W = 0 *
SVRCQGA vs. SVRCQPSO W = 0 *

SVRCQGA vs. SVRQTS W = 0 *
SVRCQGA vs. SVRCQTS W = 1
SVRCQGA vs. SVRQGA W = 0 *

* Denotes that the SVRCQGA model significantly outperforms other competitive models.
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3.2.5. Results and Analysis: Example 2

For Example 2, similarly, with the smallest MAPE values in the testing set, the SVR’s parameters
are determined by the QGA algorithm and CQGA algorithm, respectively. These most suitable
parameter values for the annual electricity load data are listed in Table 5. To benchmark the results with
other research approaches, Table 5 also provides the forecasting index values from other competitive
models [27,28].

Table 5. Determined parameters of SVRCQGA and SVRQGA models (Example 2).

Optimization Algorithms
Parameters

MAPE of Testing (%)
σ C ε

QPSO algorithm [27] 12.0000 0.8 × 1011 0.380 1.3460
CQPSO algorithm [27] 10.0000 1.5 × 1011 0.560 1.1850

QTS algorithm [28] 5.0000 1.3 × 1011 0.630 1.3210
CQTS algorithm [28] 6.0000 1.8 × 1011 0.340 1.1540

QGA algorithm 9.0000 1.4 × 1011 0.480 1.3180
CQGA algorithm 12.0000 1.2 × 1011 0.650 1.1160

The forecasting accuracy indexes values, MAPE and RMSE, are shown in Table 6. Figure 6
illustrates the cumulative differences of MAE for each competitive model. The competitive
models also include the SVRCQPSO [27], SVRQPSO [27], SVRCQTS [28], and SVRQTS [28] models.
Similarly, the proposed model receives an outstanding performance among other competitive models.
The contributions of the quantum computing concepts and the chaotic cat mapping capability are
again excellent. It is obviously that the CQGA algorithm excels at finding another better solution.

Table 6. Forecasting indexes of SVRCQGA, SVRQGA, and other models (Example 2).

Years SVRCQGA SVRQGA SVRCQTS SVRQTS SVRCQPSO SVRQPSO

MAPE (%) 1.1160 1.3180 1.1540 1.3210 1.1850 1.3460
RMSE 1502.66 1774.62 1631.48 1778.74 1618.34 1812.51
MAE 1466.33 1731.78 1554.89 1735.78 1575.67 1768.78

 

Figure 6. The cumulative differences of MAE for each competitive model (Example 2).
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In Example 2, similarly, a Wilcoxon signed-rank test and Friedman test are also conducted to test
the significance of the proposed model against the other competitive models. Both tests results are
illustrated in Table 7, and demonstrate clearly that the proposed model significantly outperforms the
other quantum-behaved algorithms with SVR-based forecasting models.

Table 7. Wilcoxon signed-rank test and Friedman test (Example 2).

Compared Models
Wilcoxon Signed-Rank Test α =

0.05; Wilcoxon W Statistic = 8
Friedman Test α = 0.05

SVRCQGA vs. SVRQPSO W = 4 *
H0: e1 = e2 = e3 = e4 = e5 = e6

F = 13.35;
p = 0.022 (reject H0)

SVRCQGA vs. SVRCQPSO W = 2 *
SVRCQGA vs. SVRQTS W = 4 *

SVRCQGA vs. SVRCQTS W = 4 *
SVRCQGA vs. SVRQGA W = 4 *

* Denotes that the SVRCQGA model significantly outperforms other competitive models.

3.2.6. Results and Analysis: Example 3

For Example 3, based on the similar modeling processes, the SVR’s three parameters are eventually
selected by the QGA algorithm and CQGA algorithm, respectively. The details of the most suitable
parameters of all employed compared models for GEFCOM 2014 data set are shown in Table 8. Because
references [27,28] also use GEFCOM 2014 load data set for analysis, therefore, those models shown
in [27,28] are also compared with the proposed models.

Table 8. Determined parameters of SVRCQGA, SVRQGA, and other models (Example 3).

Optimization Algorithms
Parameters

MAPE of Testing (%)
σ C ε

QPSO algorithm [27] 9.000 42.000 0.1800 1.9600
CQPSO algorithm [27] 19.000 35.000 0.8200 1.2900

QTS algorithm [28] 25.000 67.000 0.0900 1.8900
CQTS algorithm [28] 12.000 26.000 0.3200 1.3200

QGA algorithm 5.000 79.000 0.3800 1.7500
CQGA algorithm 6.000 54.000 0.6200 1.1700

To achieve a meaningful comparison, the authors only selected three quantum- and SVR-based
forecasting models, i.e., the SVRCQGA, SVRCQTS, and SVRCQPSO models, to compare with each
other. Table 9 provides the forecasting accuracy indexes of the proposed SVRCQGA and other
competitive models [27,28], and clearly illustrates that the proposed SVRCQGA model achieves results
closer to the actual load values than the SVRCQTS and SVRCQPSO models.

Table 9. Forecasting indexes of SVRCQGA, SVRQGA, and other models (Example 3).

Indexes SVRCQGA SVRQGA SVRCQTS SVRQTS SVRCQPSO SVRQPSO

MAPE (%) 1.1700 1.7500 1.3200 1.8900 1.2900 1.9600
RMSE 1.4927 1.6584 1.9909 2.8507 1.9257 2.9358
MAE 1.4522 1.6174 1.8993 2.7181 1.8474 2.8090

Figure 7 also provides a good illustration of the cumulative differences of MAE for each
competitive model. The competitive models also include the SVRCQPSO [27], SVRQPSO [27],
SVRCQTS [28], and SVRQTS [28] models.

Finally, Table 10 illustrates both the Wilcoxon signed-rank test and Friedman test results for
Example 3, which demonstrate that the proposed approach significantly, with a critical p-value,
outperforms the other competitive models proposed in [27,28].
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Figure 7. The cumulative differences of MAE for each competitive model (Example 3).

Table 10. Wilcoxon signed-rank test and Friedman test (Example 3).

Compared Models

Wilcoxon Signed-Rank Test Friedman Test

α = 0.05; Wilcoxon W
Statistic = 2328

p-Value α = 0.05

SVRCQGA vs. SVRQPSO W = 1278.0 * 0.00012
H0: e1 = e2 = e3 = e4 = e5 = e6

F = 71.266;
p = 0.000 (reject H0)

SVRCQGA vs. SVRCQPSO W = 1152.5 * 0.00000
SVRCQGA vs. SVRQTS W = 1256.0 * 0.00000

SVRCQGA vs. SVRCQTS W = 1263.0 * 0.00010
SVRCQGA vs. SVRQGA W = 2134.5 * 0.00720

* Denotes that the SVRCQGA model significantly outperforms the other competitive models.

4. Conclusions

This paper proposes a novel electricity load forecasting model created by hybridizing a
quantum-behaved algorithm with an SVR-based model. The results have completely shown that
the proposed CQGA has superiority to address the embedded drawbacks of the original GA and
quantum GA algorithms that suffer from getting trapped into local optima. This paper uses quantum
computing mechanics to enrich the diversity of the population during the GA modeling processes,
which eventually improves the forecasting accuracy level. The cat function is employed to avoid
premature convergence while the QGA algorithm is processing. This paper provides support to
continue the exploration of integrating quantum computing concepts and chaotic mapping techniques
to enrich the search space with the limitations from conventional Newtonian dynamics, and a more
effective approach to solve the trapping in local optima problem.
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