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Abstract: The paper presents an assessment of the impact of using additives on the strength of a
binding material, i.e., building gypsum, and also the phase transformation that takes place in it.
Microspheres, aerogel and polymer (HEMC) additives were added to a building gypsum slurry
with a water to gypsum ratio of 0.75. In order to investigate their influence on bending strength,
compressive strength, and the effect of high temperatures, differential scanning calorimetry (DSC),
as well as tests of the multicomponent binder, were carried out in accordance with the applicable
PN-EN 13279-2:2005 standard. The obtained test results allowed to determine that the used additives
influenced the strength parameters of the obtained composites. It was shown that the applied
additives decreased the compressive and bending strength of the modified gypsum. Despite these
properties, the obtained gypsum materials are environmentally friendly because they reuse wastes,
such as microspheres. Out of all the applied additives, the use of microspheres in an amount of 10%
caused a decrease in the bending strength by only 10%, and an increase in the compressive strength
by 4%.
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1. Introduction

published maps and institutional affil-

It is very important during the design and implementation of the entire investment
process of a building to ensure proper conditions of the internal environment in terms of
both health and comfort of use. Equally important is respect for the natural environment.
Modern science and industry, which strive to minimize energy consumption in buildings,
play an important role in reducing thermal losses in buildings.
The ecological construction industry involves the implementation of various methods
of reducing energy consumption, which aim to reduce the use of conventional energy.
These methods, therefore, focus on environmental protection, with this being achieved by:
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the use of energy from alternative (renewable) sources:
the application of heat recovery systems;
the introduction of unconventional methods of obtaining, storing and converting
energy.
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One way to save energy is to use appropriate insulation materials. Contemporary
construction companies strive to produce building materials that have the best thermal
parameters. Apart from materials that are typically used for insulation, i.e., mineral wool,
polystyrene or polyurethane foam, the modification of basic construction materials should
also be considered in order to obtain even better thermal properties for a building without
losing their good strength properties.
There are many studies that have aimed to improve the thermal and strength properties of modified concretes [1–4]. Serina et al. investigated the effect of the addition of
aerogel on the strength and thermal properties of concrete composites. The conducted tests
of an aerogel-based mortar, which was prepared with the use of a recipe for a ultra-highperformance concrete (UHPC), showed that the increase in the volume of aerogel in mortar
reduced the compressive strength of concrete mortar [1]. Gao at al., when conducting
observations using a scanning electron microscope, showed that aerogel particles are stable
during the hydration of cement materials, which suggests the possibility of combining
aerogel and concrete materials in construction applications [2]. Kubissa et al. investigated
the effect of adding microspheres to concrete. It was found that microspheres added to
concrete reduce the compressive strength of all the modified concrete series presented
in [3]. Jaskulski and Kubissa also showed that microspheres that are used as an additive
to concretes have the potential to reduce thermal conductivity [4]. In the case of samples
fully saturated with water, the obtained values of thermal conductivity, in almost all cases,
did not differ from the values obtained for the reference samples. The lowest values of
thermal conductivity (1.90 W/(m·K)) were obtained for the wet series with the addition of
microspheres or a latex-based additive. In the case of the dried samples, the lowest thermal
conductivity was obtained for samples with the addition of microspheres (1.37 W/(m·K)),
and the highest for those with the addition of latex 1.78 W/(m·K)).
Although there are some studies concerning new cementitious materials, there are
not many that deal with the properties of modified gypsum composites. The authors of
other works [5,6] showed that the use of microspheres, aerogel and hydroxyethylmethyl
cellulose (HEMC) in building gypsum significantly improves its thermal properties. By
using additives, the values of thermal conductivity were reduced by up to 43% when
compared to the reference gypsum samples without such additives [5,6]. However, the
influence of the used additives on the mechanical properties of a multi-component gypsum
binder was not demonstrated.
Heim et al. showed that the addition of hydroxyethyl methyl cellulose reduced the
density of modified gypsum and changed its morphological structure [7]. The gypsum with
HEMC content at a level of 1.0% resulted in a more than 20% lower thermal conductivity
in comparison to the sample without HEMC. The obtained value of thermal conductivity
was 0.2797 W/(m·K). At the same time, Mucha et al. discussed the influence of HEMC on
the thermal parameters of modified gypsums. They showed that the use of this polymer in
gypsum composites delayed the hydration process [8,9].
Aerogels are currently considered to be one of the most promising high-performance
thermal insulation materials for building applications. Due to their thermal conductivity of
up to 13 mW/(m·K), in the case of commercial products, they exhibit remarkable properties
when compared to traditional thermal insulation materials [10]. A very interesting aspect
of aerogels is that they can be produced as opaque, translucent or transparent materials,
which allows for a wide range of possible building applications—especially when trying to
use daylight and solar energy from solar radiation.
Another very interesting application of aerogels is their use in systems with phase
change materials (PCMs). The authors of [11] investigated the thermal properties of a
glass window, which consisted of glass, silica aerogel and a phase change material. Such a
solution provided heat storage and its recovery, excellent thermal insulation, and daylight
to an indoor environment. The results of the studies showed that the most important
control parameters for such windows are the thermal conductivity and thickness of the
silica aerogel layer. The authors experimentally determined the appropriate thickness
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of the aerogel layer that maximized the use of the latent heat of the PCM. For the tested
climatic conditions, such a thickness was optimal in the range from 20 to 30 mm. It was
found that the integration of the aerogel insulation, which has a low thermal conductivity
coefficient, with the PCM-glass window system is an effective technology in cold regions
of the world.
The authors of [12] designed and produced lightweight and heat-insulating foamed
concrete with the addition of aerogel. The obtained product had a density of about
198 kg/m3 , and a thermal conductivity of 0.049 W/(m·K). They emphasized that the resulting innovative composite can be used in eco-friendly and almost zero-energy buildings. The
composite was successfully manufactured by adding super-insulating and nano-porous
aerogels to microporous concrete.
Modified building materials, apart from their good thermal properties, should also
have appropriate strength parameters with regards to bending and compressive forces, as
well as have an adequate resistance to high temperatures.
Other works [5,6] showed that used additives had a very good effect on the improvement of the thermal properties of multi-component gypsum binders made with the use of
wastes. Such composites can be seen to be environmentally friendly. The use of additives
for the gypsum composites significantly reduced the thermal conductivity of the material.
The greatest decrease in the value of λ was achieved with the use of 2% of the polymer in
relation to the weight of the dry gypsum powder. The obtained conductivity value was
0.1948 W/(m·K). The addition of 15% of microspheres in relation to the gypsum caused a
decrease in thermal conductivity by 25%, while the addition of 2% of aerogel in relation to
the gypsum caused a decrease of this parameter by 16%.
The work in [13] presents results of thermal conductivity measurement of composites
based on gypsum with addition of microencapsulated phase change material (PCM).
Samples of different concentration of PCM and in the temperature range typical to building
indoor conditions were analyzed. The investigation has shown strong influence of both
PCM content and temperature on thermal conductivity. The thermal conductivity of 100%
gypsum drops was from about 0.35 to about 0.25 W/(m·K) in the temperature range
under consideration, i.e., from 19 ◦ C to 30 ◦ C. Similar trends are visible in the case of
composites with PCM. It can be concluded that change of phase of PCM (melting) does
not have a substantial influence on thermal conductivity. However, concentration of PCM
has a significant impact on thermal conductivity. In the case of 30% concentration of PCM
thermal conductivity for higher temperatures drops below 0.1 W/(m·K).
The aim of paper [14] consists on the improvement of thermal properties and lightness of gypsum plaster by combining it with granular cork collected from the Moroccan
Maamora’s forest. This composite material is intended to be used in false ceiling such
as cork–gypsum board instead of plasterboard; its use will be a contribution to improve
energy efficiency in buildings. By varying the granular cork size, an experimental investigation of thermal proprieties of gypsum based composite material with embedded granular
cork was mainly performed using the asymmetrical transient Hot Plate method.
They found thermal conductivity corresponding to high density of composites:
0.1255 W/(m·K) for 578 (kg/m3 ), 0.1869 W/(m·K) for 600 (kg/m3 ) and 0.1995 W/(m·K)
for 864 (kg/m3 ).
In [15], the authors showed the effect of cellulose concentration on the gypsumcellulose composites. The experiment clearly shows that, by increasing the cellulose fibers
concentration, the density and the thermal conductivity of the gypsum-cellulose plates
systematically decrease. The work in [16] proposes a hybrid numerical–experimental
method for extracting thermal conductivity of various gypsum board products at elevated
temperatures. Gypsum board is ubiquitously used in fire resistant construction, yet there is
wide variability in reported values of thermal conductivity of gypsum at high temperatures.
Given the effects of porosity, moisture and non-linear temperature distribution in gypsum
under heating, direct measurement of thermal conductivity, e.g., by using the hot plate
method, is not an easy task.
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This paper presents the influence of microspheres, aerogel and polymer on the bending
and compressive strength of modified gypsums, and also the influence of these additives on
the resistance to high temperatures of modified gypsums. The aim of the study was to check
how various additives used in gypsum composites will affect their mechanical properties.
The comparison of the properties of gypsum materials with regards to the used additives
(with diverse chemical and physical properties) has not been found in literature in one
whole publication. The study also tried to find a correlation between the results obtained
from the measurements conducted during the strength tests of the modified gypsums
and the results obtained using differential scanning calorimetry (DSC). It can be assumed
that the mechanical properties of modified building materials may correlate with the
course of calorimetric curves. The authors of the study had previously conducted research
concerning the influence of various additives on the thermal properties of modified gypsum.
However, strength tests are necessary to fully understand the properties of innovative
materials. Information on thermal and mechanical changes caused by gypsum additives
consolidates the knowledge concerning these building materials. The aim of our extensive
studies is to search for a correlation between the used additives and the performance
properties of modern building materials.
2. Materials and Methods
2.1. Materials
2.1.1. Building Gypsum
A commercially available building gypsum from Dolina Nidy (Pinczow, Poland) was
used in the research. This powder meets the basic requirements for these types of building
materials [17]. The basic properties of this material are summarized in Table 1.
Table 1. Physical properties of the building gypsum applied in the research [17,18].
Building
Material
Building gypsum

Relative
Density d
[kg·m−3 ]

Bulk
Density dB
[kg·m−3 ]

pH

Color

Appearance

Setting Time
[min]

2300

900

7–8

grey

grey–yellow powder

3

2.1.2. Microspheres
Microspheres are particles that are a result of the conventional combustion of hard
coal. The grains of microspheres have a wall thickness ranging from 2 to 30 µm [19].
Their walls are made of both amorphous and crystalline forms, while the inside of the
grains is filled with carbon dioxide or nitrogen—gases generated in the process of coal
combustion [20]. Microspheres can be used as additives to materials with organic binders.
They are mainly used as a light filler for composites with PVC, epoxy resins, latex emulsions,
rubber, or a polyurethane matrix [21–28]. Figure 1 shows microscopic images of typical
microsphere grains.
Table 2 lists the selected physicochemical properties and chemical composition of
the microspheres produced by Eko Export Inc. (Bielsko-Biala, Poland) that were used in
the research.
Table 2. Composition and selected physical properties of the microspheres that were used to produce
the gypsum composites.
Properties of Microspheres
Content of Al2 O3
Content of Fe2 O3
Content of SiO2
Content of K2 O
Content of CaO
Content of MgO
Content of TiO2
Melting temperature
Total mass
Grain diameter

34–38%
1–3%
50–60%
0.1–2%
1–4%
0.2–2%
0.5–3%
Above 1600 ◦ C
0.378 g/cm3
150–300 µm
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2.2. Methods
For the purpose of the research, the gypsum slurry (with a water to gypsum ratio of 0.75)
was enriched with additives in the following mass amounts in relation to the dry gypsum
powder: microspheres (5%, 10%, 15%), aerogel and polymer (0.5%, 1%, 2%). The amounts of
used additives were related to the high cost of the aerogel and polymer, which is a significant
aspect in industrial conditions. The increased amount of the addition of microspheres in relation
to other additives was caused by the desire to incorporate as much of this waste as possible,
which in turn has a positive impact on the natural environment. Moreover, a higher amount of
aerogel additive caused problems with the mixing process. The obtained composites were tested
with regards to their bending and compressive strength. The differential scanning calorimeter
(DSC) test was also carried out.
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2.2.2. Differential Scanning Calorimetry
Differential scanning
Differential
scanning calorimetry
calorimetry (DSC)
(DSC) enables
enables the
the thermal
thermal effects
effects accompanying
accompanying
the
processes
that
occur
during
heating
or
cooling
a
specimen
of
a
the processes that occur during heating or cooling a specimen of a given
given substance
substance to
to be
be
tested. The
The DSC
DSC test
test is
is aa direct
tested.
direct measurement
measurement of
of the
the heat
heat generated
generated by
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chemical reactions
reactions
and physical
physical processes.
processes. The
The determination
determination of
transformation allows
and
of the
the heat
heat of
of transformation
allows the
the values
values
of other thermodynamic quantities to be determined [38]. During tests in a differential
scanning calorimeter (Figure 5), containers with the tested samples and the reference sample
are analyzed under the same conditions in accordance with the established temperature
program—measuring the temperature difference between them. The reference specimen
is usually an empty container [39]. As a result of the conducted measurements, a graph
of the dependence of the supplied energy as a function of temperature is obtained. The
amount of heat supplied to equalize the temperatures of the reference sample and the
tested material is registered as a peak, and the area under it is equal to the enthalpy of the
transformation [38–42].
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After the bending strength test, all the specimens were tested in terms of their compressive strength. The obtained results are shown in Figure 7.
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As was the case with bending strength, a reduced compressive strength of the comAs was the case with bending strength, a reduced compressive strength of the composites was noted. The composite with the addition of 0.5% by mass of HEMC was
posites
was noted.byThe
with the
of 0.5%
by masswas
of HEMC
was
characterized
the composite
lowest resistance
to addition
compression.
Its strength
lower by
34.6%
when compared to the reference sample.
The addition of 1% by weight of HEMC had the least negative effect on the bending
strength. The decrease in the resistance to bending for this composite was about 6.6% when
compared to the gypsum sample without the additives. The addition of 10% by mass of
microspheres increased the compressive strength of the composite by 4% when compared
to the reference sample, which is an interesting exception in the present study (Figure 8a–c).
The obtained test results show that the addition of additives to gypsum reduces its bending
and compressive strength when compared to pure gypsum. However, the authors point
out that in the case of aerogel and polymer, the composites with the lowest amount of them
had the lowest bending and compressive strength, while the composites with 1% of aerogel
and 1% of HEMC exhibited the highest strength.
The reduction in the strength of the composites against bending and compressive
forces is related to the changing morphological structure of the sample. Strength is significantly influenced by changes in density and porosity. As a result of the applied additives,
a decrease in the density of the obtained material was noticed in all the cases. Figure 9
shows the graphs of the dependence of the bending strength and compressive strength as a
function of the density of all the modified gypsums. All the experimental points do not
differ by more than ±20% from the designated trend lines of (1) and (2).
fc = 0.0004 × d + 6.1408

(1)

ft = 0.0024 × d + 0.4924

(2)
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endothermic transformation related to dehydration according to Equation (3):
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(3)

CaSO4·2H2O → β-CaSO4·1/2 H2O + 3/2H2O ↑
−
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endothermic transformation related to dehydration according to Equation (4):
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Based on the DSC
investigation (Figure 11), it was found that the heat of transformation of the pure gypsum was equal to 542 J/g. The course of the curve shows that
mation of the pure gypsum
542 J/g.
The course
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heatequal
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the pure
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containing
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the sample
C. J/(g·K).
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parameters
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transformations
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the modified
samples. the paramothermic transformation
of theofsample
at 436.8 of
°C.
4 summarizes
Figure 11 shows a comparison between the DSC curves of the composites with difeters of the phase transformations of all the modified samples.
ferent amounts of microspheres and the DSC curve of the pure gypsum. An increase in
the peak area of complex II was observed in the modified materials, which gives the basis
for the conclusion that the presence of microspheres increases the water binding in the
material. The phase transformation of the gypsum modified with the additives occurs
at higher temperatures. By analyzing the DSC curves of the composites modified with
the additives, it was noticed that this transformation takes place at temperatures close to
436 ◦ C. The phase transition temperature in the composites with the other additives was
about 380 ◦ C. Therefore, it can be assumed that the presence of microspheres improves the
gypsum’s resistance to high temperatures.
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related to the dehydration of the gypsum–polymer composites occurs in a similar temperature range as the gypsum itself (117–128 °C). A difference, however, can be seen in the
temperatures associated with the phase transformation. It was observed that the addition
of polymer to the gypsum reduces the temperatures (by almost 50 °C) at which the exothermic transformation occurs. Therefore, it should be assumed that the addition of
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with hollow glass microspheres (HGMs) in an amount of 0%, 3%, 6%, and 9%. These
studies showed that the number of hollow glass microspheres plays an important role
when determining the strength, water absorption, and thermal insulation of foam concrete.
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The optimal amount of added HGMs turned out to be 3%, which increased the compressive
strength from 1.8 MPa to 2.2 MPa. The use of 9% of microspheres caused a deterioration of
the compressive strength when compared to the reference sample by 0.1 MPa.
Inozemtcev et al. [53] presented the results of research concerning the physico-mechanical
and operational properties of high-strength lightweight concrete, and also the influence of
the nano-modifier on these properties. A nano-modifier and a method of its application
were proposed to improve the properties of lightweight concrete with hollow microspheres
by 10–25%. The developed composite has a dense and strong structure that is resistant
to intense cracking. The use of a nano-modifier enabled the modulus of elasticity to be
increased by 13–36% (equal to 6.2–8.5 GPa, depending on the average density). Chen J. [54]
proved in his research that the addition of fly ash microspheres and condensed silica dust
can significantly increase bulk density, and therefore also increase fluidity and strength.
The addition of microspheres in the amount of 20%, and condensed silica dust in the
amount of 10% increased the strength of the composite from 90 MPa to 159 MPa.
The authors of this study showed that various additives reduce the strength of gypsum
composites. The conducted tests showed that the use of 10% of the amount of microspheres
had a positive effect on the compressive strength of the obtained composite (increased the
strength to 8.18 MPa) when compared to the reference sample, in which the strength was
equal to 7.88 MPa. The bending strength values were 3.59 MPa for the modified sample,
and 3.98 MPa for the reference sample. The improvement of the thermal and strength
properties of building materials with the use of an additive in the form of microspheres
requires further research in order to determine the effect of this additive on the properties
of other building materials, including gypsum.
On the basis of the presented information from the DSC tests, it can be assumed that
there is a certain optimal amount of additive in gypsum, the exceeding of which causes the
deterioration of the composite’s strength. Differential scanning calorimetry tests confirmed
the observations made during the strength tests, in which the smallest decrease in the
bending and compressive strength was noticed in the case of using 1% of HEMC and
1% of aerogel. The DSC tests completed and confirmed the assumptions resulting from
the mechanical measurements. In the future, the authors plan to continue their research
concerning the use of additives in modified gypsum materials using different percentages
in the samples.
Based on the authors’ previous research [5,6,55] and that of different authors [13–16], it
was noticed that the used additives significantly improve the thermal insulation properties
of gypsums. Current research shows that these additives deteriorate their mechanical
properties. Therefore, a compromise should be found for improving the thermal properties
of gypsum composites without significantly reducing their strength properties.
4. Conclusions

•

•
•

•

The obtained test results allow for the conclusion that the addition of different additives to gypsum causes a change in the gypsum’s resistance to compressive and
bending forces. The most unfavorable effect on the bending strength of gypsum was
the addition of 5% of microspheres, which caused a decrease in strength by 38.4%.
The addition of 10% by mass of microspheres increased the compressive strength of
the composite by 4%.
A great advantage of using composites is the possibility of managing waste such
as microspheres, which, when used in an optimal amount, improve the thermal
properties and the compressive strength of the composites. The management of waste
from combustion processes in power plants is of great pro-environmental importance.
The use of differential scanning calorimetry in the studies of the gypsum containing
different additives enabled the temperature and heat of phase transformations, as
well as the specific heat of materials, to be determined. The effect of adding aerogel,
microspheres or polymer into gypsum on the content of physically bound water, and
thus on the value of transformation heat and thermal conductivity, was demonstrated.
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•

•
•

The use of the additives in the building gypsum caused water retention in the composite, which was observed as an increase in the surface area of the peak that is associated
with the gypsum’s dehydration. The obtained DSC results also allow for the statement
that there is an increase in resistance to high temperatures of composites modified
with different additives.
The DSC tests confirmed and supplemented the information that was obtained during
the strength tests.
The applied additives are very good materials that improve the thermal properties of
the obtained gypsum composites. However, they reduce the bending and compressive
strength of these composites.
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Pielichowski, K.; Flejtuch, K. Zastosowanie modulowanej różnicowej kalorymetrii skaningowej (MDSC) w badaniach właściwości
polimerów. Polimery 2002, 47, 784–792. (In Polish) [CrossRef]

Materials 2021, 14, 3486

43.
44.
45.
46.
47.
48.
49.
50.
51.
52.
53.
54.
55.

18 of 18

Yamada, T.; Suzuki, K.; Sato, K. Influences of additives specially Na-citrate upon the strength of set gypsum. Gypsum Lime 1976,
144, 2–9.
Murat, M.; Jeandot, G. Apport de la microscopie electronique a balayage pour l’etude des platres durcis; Etude de l’influence de
quelques modificateurs de prise. Matériaux Constr. 1973, 6, 129–135. [CrossRef]
Serna Jara, L.M.; Pastor Pérez, J.J.; Flores Yepes, J.A. Wpływ dodatku grafenu na wytrzymałość zaczynu gipsowego. Cem. Wapno
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