Abstract

Colour Catcher®: A Low-Cost Support for Developing Colorimetric Sensors for PFOA Detection

Fabrizio Caroleo 1,*, Francesco Pizzoli 1, Gabriele Magna 1, Valerio Allegra 2, Sara Nardis 1, Corrado Di Natale 2, Emma Gallo 3 and Roberto Paolesse 1

1 Department of Chemical Science and Technologies, University of Rome Tor Vergata, 00133 Rome, Italy; pzzfnc01@uniroma2.it (F.P.); gabriele.magna@uniroma2.it (G.M.); nardis@scienze.uniroma2.it (S.N.); roberto.paolesse@uniroma2.it (R.P.)
2 Department of Electronic Engineering, University of Rome Tor Vergata, 00133 Rome, Italy; allegra@ing.uniroma2.it (V.A.); dinatale@uniroma2.it (C.D.N.)
3 Department of Chemistry, Università degli Studi di Milano, 20122 Milan, Italy; emma.gallo@unimi.it
* Correspondence: fabrizio.caroleo@uniroma2.it
† Presented at the XXXV EUROSENSORS Conference, Lecce, Italy, 10–13 September 2023.

Abstract: In this work, we report the development of an optical sensor based on the colour variation of a silicon corrole upon interaction with specific emerging pollutants belonging to the PFAS family in water samples. The solid support on which the receptor is deposited consists of Colour Catcher® paper strips. An optical portable platform composed of low-cost electronic devices, such as an LED as a light source and a webcam as a detector, was developed to digitalize the strip colour changes during the measurements. This instrument is able to perform in situ analysis of water sources to determine the perfluoroalkyl substance (PFASs) content. Data analysis using the hue parameter allowed for the calculation, with great sensitivity, of the PFOA concentration depending on colour changes.

Keywords: colorimetric sensor; porphyinoids; emerging pollutants; PFAS; PFOA

1. Introduction

Colour Catcher® (CC) is commonly used to prevent the release of textile dyes by clothes when washing laundry. CC is made of a cationic polymer and acts as an electrostatic trap for catching common negatively charged pigments. Due to this property, CC has been successfully used in the colorimetric sensor field as a solid support, anchoring commercial negatively charged receptors [1]. Nowadays, great interest is inspired by colorimetric sensors intended for environmental monitoring thanks to their properties: fast responses, good sensitivity, low-cost equipment, and easy signal acquisition. In this work, we developed innovative deposition protocols to anchor a silicon corrole [SiTTC(OH)] onto a CC, a sensing material belonging to the wide class of porphyinoids. The use of a novel PT-like instrumental setup (Figure 1a), employing a peristaltic pump, allowed the development of a low-cost sensor device able to perform in situ analysis of water samples with good reproducibility, high sensitivity, and a very low LOD [2,3].
2. Materials and Methods

(Hydroxy)[5,10,15-tritolylcorrolato]silicon, [SiTTC(OH)] was synthesized in accordance with the literature [2]. HgCl2, NaF, and PFOA (Sigma Aldrich, St. Louis, MO, USA) are commercially available. Colour Catcher® (CC), distributed in Italy by Grey (Henkel Company, Düsseldorf, Germany), was bought in an Italian supermarket. A white LED was connected to the bench power supply. A digital camera, Philips SPC900NC, with a resolution of 352 × 288 pixels was used for recording the optical response. For flow measurement, a peristaltic pump PBI—international MS-Reglo—was used, setting the flow rate at 6.5 mL/min.

3. Discussion

The innovative specific deposition protocol involves a SiTTC(OH) immersion solution prepared using a H2O/EtOH mixture as solvent [3]; this method allows the mechanical immobilization of the neutral silicon receptors between the fibres on the CC strips, although the molecular structure does not present negative charges like typical commercial dyes. The indicator strips were utilized in optical measurements using a novel PT-like instrument setup (Figure 1a), which was able to record colorimetric variations upon the specific interaction between SiTTC(OH) and PFOA. In the mechanism for PFOA sensing, the silicon corrole axially coordinates the carboxyl group of the perfluoroalkyl chain, which initiates the aggregation process through the F-F interactions between the different units of PFOA axially coordinated to the receptor. The aggregation process leads to a colorimetric variation (Figure 1b), from pink to green, proportional to the PFOA concentration. The developed optical system represents an easy-to-use device, built with inexpensive and familiar instruments and using low-cost material. Its great sensor performance, good reproducibility, very low LOD, and device portability make this system perfect for the real-time and on-site analysis of natural water sources.

Author Contributions: Conceptualization and methodology F.C.; software, V.A.; validation and formal analysis, G.M.; investigation, F.P. and E.G.; writing—original draft preparation, F.C.; supervision, C.D.N. and R.P.; funding acquisition, S.N. All authors have read and agreed to the published version of the manuscript.

Funding: This research was funded by MUR PRIN2020 project Astrali grant number (SN, Grant 2020CBEYHC_004) is gratefully acknowledged.

Institutional Review Board Statement: Not applicable.
Informed Consent Statement: Not applicable.

Data Availability Statement: No new data were created.

Conflicts of Interest: The authors declare no conflicts of interest.

References


Disclaimer/Publisher’s Note: The statements, opinions and data contained in all publications are solely those of the individual author(s) and contributor(s) and not of MDPI and/or the editor(s). MDPI and/or the editor(s) disclaim responsibility for any injury to people or property resulting from any ideas, methods, instructions or products referred to in the content.