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Abstract: This paper presents an application of the Bayesian belief network for coastal erosion
management at the regional scale. A “Bayesian ERosion Management Network” (BERM-N) is
developed and trained based on yearly cross-shore profile data available along the Holland coast.
Profiles collected for over 50 years and at 604 locations were combined with information on different
sand nourishment types (i.e., beach, dune, and shoreface) and volumes implemented during the
analyzed time period. The network was used to assess the effectiveness of nourishments in mitigating
coastal erosion. The effectiveness of nourishments was verified using two coastal state indicators,
namely the momentary coastline position and the dune foot position. The network shows how the
current nourishment policy is effective in mitigating the past erosive trends. While the effect of beach
nourishment was immediately visible after implementation, the effect of shoreface nourishment
reached its maximum only 5–10 years after implementation of the nourishments. The network can
also be used as a predictive tool to estimate the required nourishment volume in order to achieve a
predefined coastal erosion management objective. The network is interactive and flexible and can be
trained with any data type derived from measurements as well as numerical models.
Keywords: BERM-N; coastal erosion; sea level rise; sand nourishments; Bayesian belief network;
JarKus data; coastal state indicators; dune foot; momentary coastline; Holland coast

1. Introduction
Coastline retreat is a worldwide phenomenon caused by an imbalance between sediment supply
and demand. The authors of [1] showed that 24% of the world’s sandy beaches are eroding, with
erosion rates exceeding 0.5 m/year, while 28% are accreting and 48% are stable. Causes of erosion may
be either anthropogenic (e.g., construction of river dams, ports or coastal protection works, sediment
mining) or natural (e.g., natural gradients in alongshore sediment transport, storms, presence of
submarine canyons near the coastline) [2]. Additionally, coastal retreat can be exacerbated by the
effects of sea level rise and soil subsidence. The Holland coast is a typical example of an erosive
coastline, along which coastal erosion is managed by applying sand nourishments.
The management of coastal erosion relies on the continuous development of new and flexible
solutions and tools, which can account for changes in natural hazard conditions and anthropogenic
interventions and which are based on long-term observations [3,4]. Coastal erosion is, however,
a process characterized by high temporal and spatial variability. Several examples are available
of small-scale data or numerical modeling studies with long-term datasets (e.g., [5–7]). However,
the use of data analysis or numerical modeling at the local scale often provides information which is
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site-dependent and only reliable for a short time period for which they are validated. This may not
be sufficient for decision makers and coastal managers to assess the effectiveness of coastal erosion
strategies at larger spatial and temporal scales.
The use of a Bayesian belief network (BBN) can provide a very powerful tool to bridge the
existing gap between the needs of coastal managers and the currently available data and numerical
models [8]. BBN is a method of reasoning using probabilistic relationships between causes and effects.
Bayesian statistics have been applied to very diverse fields. In the field of coastal engineering, they
have been used for predicting coastal dune and beach erosion and overwash [9–13], assessing wave
height evolution in the surf zone [14], and estimating offshore wave heights and depth given limited
offshore information [15]. Recent studied have used BBN to evaluate the coastal vulnerability due to
sea level rise [16], the relationships between observed damages and multiple hazard indicators due to
hurricanes [17], and the estimation of flooding hazards at coral reef islands [18]. They have also been
used to assess the applicability of parametric morphodynamic classification of beach states [19]. BBN
can also be an effective tool for data mining where large datasets are available [20,21].
The studies in which BBN was applied to evaluate the effectiveness of disaster risk reduction
(DRR) measures are still rather limited in number and are restricted to local study cases. The authors
of [22] applied BBN to assess the effectiveness of coastal protection measures (i.e., a seawall) and
vulnerability reduction strategies at a small town in North Norfolk (UK). The effectiveness of exposure
reduction strategies (i.e., partial house removal) and beach replenishment, at one coastal sector in
South Portugal was also assessed using BBN [23]. The authors of [24] applied BBN to assess the
effectiveness of measures against sea-level rise (i.e., salt marsh restoration and beach nourishments) in
a lagoon in northeast Italy.
This paper describes the implementation and application of a “Bayesian ERosion Management
Network” (BERM-N) to be used for coastal erosion management at a larger (regional) scale.
The network is based on data collected over more than 50 years along the entire Holland coast,
one of the most data-rich environments in the world. The large data availability allows to capture
the spatial and temporal variability related to coastal erosion processes and human interventions.
BERM-N is used in this manuscript to assess the effectiveness of different adaptation solutions in the
form of beach and shoreface nourishments, and also as a predictive tool to achieve a predefined coastal
erosion management objective.
2. Bayesian Modeling for Coastal Erosion Management
A Bayesian network is a method of reasoning using probabilities, where the nodes of the
network represent variables and the arrows indicate the cause–effect relationships between the nodes.
The advantage of using this approach is that by combining the information from multiple variables,
it makes it possible to make robust data-driven or model-driven forecasts.
At the heart of Bayesian networks lies the Bayes rule, generally expressed as:



p Fi O j = p O j Fi p( Fi )/p O j ,

(1)

where the left-hand term is the updated conditional probability (or ‘posterior probability’) of a forecast
Fi , given a particular set of observations, Oj (Pearl, 1988). The first term on the right-hand side is the
likelihood of observations Oj given that the forecast Fi is true. The second term on the right is the
prior probability distribution of Fi (e.g., the probability of a given forecast based on the entire training
dataset, in the absence of any additional observations). The denominator on the right side is the prior
probability distribution of Oj .
In this specific case, the posterior probability is described by the distribution of a chosen coastal
state indicator (e.g., changes in shoreline or dune foot position), in response to a nourishment strategy
(e.g., nourishment type or nourishment volume), representing the observations. Constructing a network
first involves defining the variables which best describe the process to be studied. In this study, the main
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Wadden Sea to the North Sea, and in the south by the long jetty near Hook of Holland, which allows
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4. Material and Methods
4.1. Data Availability
Two main data types were used to build BERM-N: (a) Information on nourishment types and
volumes and (b) changes in coastal state indicators to quantify the coastal erosion processes and the
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The authors of [30] defined suitable coastal indicators to assess the morphological development
of the Holland coastline due to natural and anthropogenic pressure factors. In particular, the
following indicators were used for setting up BERM-N:
-

Changes in MCL (momentary coastline) position, defining the position of the coastline as a
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The authors of [31] defined suitable coastal indicators to assess the morphological development
of the Holland coastline due to natural and anthropogenic pressure factors. In particular, the following
indicators were used for setting up BERM-N:
-

Changes in MCL (momentary coastline) position, defining the position of the coastline as a
function of the volumes of sand in the near shore zone, approximately between the dune foot
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4.2.3. Effects on the Morphological Indicators


MCL change (m/year): To quantify changes in coastline (MCL) position.
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4.2.3. Effects on the Morphological Indicators






MCL change (m/year): To quantify changes in coastline (MCL) position.
Dune foot (DF) change (m/year): To quantify changes in dune foot position.
Percentage of transects in which the momentary coastline (MCL) moves: Landward; seaward.
To quantify the percentage of transects in which MCL has a positive (seaward), negative
(landward) shift as a result of the effects of natural morphological changes and nourishments.
Percentage of transects in which the dune foot (DF) moves: Landward; seaward. To quantify
the percentage of transects in which the dune foot has a positive (seaward), negative (landward)
shift as a result of the effects of natural morphological changes and nourishments.

5. Results
In this section, a number of possible applications of BERM-N and results are described.
The predictive skill of the network was evaluated by means of confusion matrixes (similarly to
References [12,18]). This resulted in predictive skills of 77% and 87%, respectively, for MCL and
DF changes.
5.1. Prior Probability Distributions
The prior probability distribution describes the baseline situation, in which no node is constrained,
and the network is trained based on all data from all the available 604 transects at the 52 years in
which measurements were available (Figure 5). Some relevant information can be depicted from this
baseline situation.
First of all, the node “Area” shows that most of the observations are available for the North
Holland coastal section, in view of its wider extension, considering that JarKus transects are almost
equally spaced.
Of all data, 92.4% fall in the category no nourishment, meaning that when considering all the
transects for all the years, 92.4% of them do not contain a nourishment at a given year (see node
“Nourishment Type”). Of all data, 4.42% include a beach or a dune nourishment, 2.52% a shoreface
nourishment and only 0.72% more than one nourishment type per year. As a consequence, most of the
data indicate a nourishment volume equal to 0 (see node “Nourishment Volume”).
The nodes “MCL change” and “dune foot change” show that the indicators MCL and dune foot,
based on all data, tend to move, in average, seaward 1.8 m/year and 0.6 m/year, respectively. This
also suggests that beaches are becoming wider since the MCL position is moving seaward at a faster
rate than the dune foot position, as a result of the volume of sediments in the nearshore zone.
The fact that most of the data show a seaward migration is confirmed by the nodes “percentage
of transects in which MCL moves” and “percentage of transects in which DF moves”. In particular,
52.4% of data show a seaward migration of MCL and 56.0% of the data a seaward migration of DF.
Nevertheless, there is also a consistent percentage of transects which are characterized by a landward
trend (i.e., erosion).
5.2. Assessment of the Effectiveness of Sand Nourishments Against Erosion
This section illustrates the effectiveness of past nourishments in addressing the coastal erosion
along the Holland coast. In order to do so, the node “Nourishment” was constrained to a “No” then to
a “Yes” value, to consider, respectively, transects which have not been nourished and transects which
have been nourished (see Figure 6). The nodes: “Percentage of transects in which MCL moves” and
“percentage of transects in which DF moves” show, respectively, the percentages of transects in which
an erosive and accretive trend has to be expected. In particular, in case of no nourishment, about half of
the cases are characterized by an erosive trend (i.e., 49.3% if considering MCL and 45.2% if considering
the dune foot position as coastal indicator). The effect of nourishment is to decrease the number of
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erosive transects to 26.6%, when considering MCL as indicator, and 29.5% when considering dune foot
as indicator.
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5.3. Assessment of the Effectiveness of Different Nourishment Designs
In this section, the effectiveness of the two most common nourishment designs in the Netherlands
(i.e., beach and shoreface nourishments) has been assessed using BERM-N. In order to do so, the node
“nourishment type” was constrained first to “beach or dune” and then to “shoreface”. To facilitate the
visualization, the resulting changes in MCL and DF position (i.e., landward or seaward) are shown
using
a pie
Figure
7.
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indicator (lower panel). A first, important observation which can be derived from the figure is that
even in the case of no nourishment, the percentage of transects characterized by indicators experiencing
5.4. Application of BERM-N as Predictive Tool to Achieve a Predefined Coastal Management Objective

In this last application, BERM-N was used as predictive tool to quantify the sand volumes
required in order to reach a specific objective. The objective which is tested in this example is a
coastline at which any erosion trend (i.e., described by the MCL and DF indicators) is stopped and
replaced by accretive trends over the entire region. In order to do so, the two nodes (“% of transects
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The effect of nourishments is to further decrease the number of transects experiencing erosion
with a similar qualitative effect on both indicators. When comparing the effect of shoreface and
beach nourishments on the two indicators, one can see that the effect of shoreface nourishments is
less evident than that of beach nourishments one year after construction. In the case of shoreface
nourishments, 35% of the transects at which MCL was computed still experience a landward trend one
year after implementation of the nourishment, compared with 23% in the case of beach nourishments.
Similarly, for the DF position, 38% of the cases show a landward trend one year after implementation
of a shoreface nourishment, against just 27% in case of a beach nourishment. However, the positive
effect of shoreface nourishments on the indicators continues in time and becomes more noticeable
5 years after implementation of the nourishment, with a similar (i.e., for DF indicator) or even higher
(i.e., for MCL indicator) impact than for beach nourishments.
The comparison of the effect of beach and shoreface nourishment after 10 years requires careful
interpretation. In particular, the figure seems to suggest that the effectiveness of beach nourishments
starts increasing again 10 years after implementation of the nourishments, after a drop at 5 years.
In particular, the number of cases receiving a positive effect from beach nourishments after 10 years is
80% for both MCL and DF indicators, and only 66% for MCL and 71% for DF after 5 years. This is,
however, rather due to the effect of sand coming from neighboring transects than the result of sand
from the nourished transects. Beach nourishments have lifetimes in the order of 1–5 years, depending
on the size of the nourishment and the local wave climate [30]. The effect of shoreface nourishments
10 years after implementation is consistent with the observation at 5 years, with a larger effect of
shoreface nourishments on the indicators compared to that of beach nourishments.
5.4. Application of BERM-N as Predictive Tool to Achieve a Predefined Coastal Management Objective
In this last application, BERM-N was used as predictive tool to quantify the sand volumes required
in order to reach a specific objective. The objective which is tested in this example is a coastline at
which any erosion trend (i.e., described by the MCL and DF indicators) is stopped and replaced by
accretive trends over the entire region. In order to do so, the two nodes (“% of transects in which
MCL/DF moves”) are constrained to a value equal to “seaward”.
Figure 9 shows that in order to achieve this objective, an average nourishment volume of
161 m3 /m/year would be required, distributed over 13.7% of the transects. Considering a total length
of the coastline equal to 117 km, this would correspond to a yearly volume of about 2.5 million m3
of sand/year (i.e., 161 m3 /m/year × 117,000 m × 0.137). This is less than the current nourishment
volume applied along the Holland coast, which currently results in an average accreting coastline as a
result of the large nourishment volumes applied yearly. These nourishments are applied not just to
preserve the current position of the coastline, but to maintain the entire coastal foundation in future sea
level rise scenarios, as well as to provide the boundary conditions for the developments of additional
functions, such as wide beach and dunes for nature and recreation (Section 3).
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6.1. General Assumptions Related to the Construction of the BERM-N
6.1. General Assumptions Related to the Construction of the BERM-N
In order to develop BERM-N, a number of general assumptions have been adopted. First of all,
In order to develop BERM-N, a number of general assumptions have been adopted. First of all,
the indicators chosen to describe the morphological development of the region (i.e., MCL and DF
the indicators chosen to describe the morphological development of the region (i.e., MCL and DF
positions) are arbitrary. In principle, other indicators could also be selected, such as beach width
positions) are arbitrary. In principle, other indicators could also be selected, such as beach width (i.e.,
(i.e., useful for recreational purposes) or the probability of dune breaching (i.e., important for safety).
useful for recreational purposes) or the probability of dune breaching (i.e., important for safety).
However, we have given preference to these indicators, as they are widely used for similar studies in
However, we have given preference to these indicators, as they are widely used for similar studies in
the region [31,32] as well as by the local government.
the region [30,31] as well as by the local government.
The choice of processes to be included in the network is also arbitrary. In this paper, we have
The choice of processes to be included in the network is also arbitrary. In this paper, we have
chosen to focus on the effects of anthropogenic forcing (i.e., nourishments) as the major driver for
chosen to focus on the effects of anthropogenic forcing (i.e., nourishments) as the major driver for
coastal development along the Holland coast. On the other hand, natural forcing has been omitted
coastal development along the Holland coast. On the other hand, natural forcing has been omitted
from the network. This choice is due to the fact that the large-scale and multi-year development of
from the network. This choice is due to the fact that the large-scale and multi-year development of
this coastline in the recent years are mainly the result of the large nourishment volumes which have
this coastline in the recent years are mainly the result of the large nourishment volumes which have
been applied to manage coastal erosion. However, this is not the case at most coastlines around the
been applied to manage coastal erosion. However, this is not the case at most coastlines around the
world, where the effect of natural forcing is dominant. Another assumption relates to the discretization
world, where the effect of natural forcing is dominant. Another assumption relates to the
(i.e., number of bins and size of each bin) [35] of the continuous variables such as MCL change.
discretization (i.e., number of bins and size of each bin) [34] of the continuous variables such as MCL
We followed the guidance of the authors of [15], who suggest that each bin should be as wide as
change. We followed the guidance of the authors of [14], who suggest that each bin should be as wide
as possible to limit the computational expense and capture multiple data points, but narrow enough
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possible to limit the computational expense and capture multiple data points, but narrow enough
to give meaningful forecasts and resolve uncertainty. Hence, node discretization presents a tradeoff
between the precision and accuracy of predictions. In this study, the bin width was chosen in such a
way that each bin would contain a sufficient number of data points, so we have avoided using bins
with a very small size. Similarly, there should be a sufficient number of bins in order to properly
describe the statistical distribution of the variable under consideration. BBN cannot extrapolate, only
interpolate within the bounds of the data with which they have been trained, so the extremes of the
training dataset determine the upper and lower limits of each node.
A final assumption relates to how to account for the effects of multiple nourishments in subsequent
years, when considering time windows of several years (i.e., 5 or 10), and specifically at the transects
where multiple nourishments occurred. This effect is currently included in BERM-N by only looking
at the first nourishment within the considered time window. Although other options may be possible
and were explored while setting up the network (i.e., adding the total volumes or correcting volumes
with functions which would account for the exact timing when a nourishment occurred), it should be
recognized that each of these approaches contains a bias. It was finally decided to adopt the approach
used in the paper, because of its simplicity and because it provided the highest predictive skill.
6.2. Alongshore Effects of Sand Nourishments
The analysis as presented in this study fully relies on data measured at cross-shore transects
along the entire region (i.e., nourishment volumes, types and spatial displacement of the indicators
resulting from the nourishments). The basic assumption is that the effect of nourishments can be
described by cross-shore processes and that a nourishment will only affect the coastal indicators at
the transect in which it has been applied. In reality, sand nourishments, and in particular shoreface
nourishments, also have an alongshore effect, as discussed in Section 5.3. This is a simplification, as it
is not straightforward to link the displacement of a coastal indicator resulting from a sand nourishment
applied at a different location.
This alongshore effect is also visible as a background signal in the displacements of the coastal
indicators. For example, Figures 7 and 8 show that, even without nourishments, the coastal indicators
are characterized by accretive trends, which is most likely related to the positive effect of sand
nourishments applied at neighboring transects.
6.3. BERM-N Tool for Coastal Erosion Management of Past and Future Conditions
BERM-N, as presented in this study, is fully trained based on data from past observations,
collected over more than 50 years. This means that the response and outcome of the network is derived
based on these past observations. This further implies that in case of future changes to the physical
system (e.g., accelerated sea level rise) or development of new anthropogenic interventions which may
interfere with the coastal systems, the model may have insufficient data on which to base its predictions.
Bayesian networks can interpolate but not extrapolate beyond the data with which they have been
trained. A possibility to overcome this is by complementing and retraining the BERM-N with data
derived from numerical modeling simulations (e.g., [36]), which may also include information on
possible future scenarios.
Similarly, the network has been trained with data from all past nourishment projects carried out
in the region, i.e., one of the most nourished region in the world, per kilometer length of coastline
(see, e.g., [37]). This is a very extensive database, including nourishments with different sizes and
volumes. Nevertheless, this also means that the network can only be used as a predictive tool
to simulate cases which are included within the statistical distribution of these past nourishment
projects. In case, for example, the effects of a very different type of nourishment should be simulated
(e.g., much larger in size than the ones included in the database), it may be required to extend
the database with data derived from numerical modeling simulations, which include these new
nourishments as synthetic cases.
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7. Conclusions
In this study, an application of Bayesian statistics for coastal erosion management at the regional
scale has been presented. A tool based on the use of a Bayesian network (BERM-N) was constructed
using measured data collected along the entire Holland coast for a period of over 50 years at
604 cross-shore transects. The effects of different sand nourishment designs on two pre-identified
coastal indicators (i.e., dune foot and momentary coastline position) were assessed at these transects.
Different applications of BERM-N have been described. A first application was used to quantify
the issue of coastal erosion along the Holland coast region. Additionally, the tool has shown how sand
nourishments have been effective in counteracting this issue. In a second application, the tool was used
to assess the effectiveness of different nourishment designs (i.e., shoreface vs. beach nourishments) in
counteracting coastal erosion. The results have shown how beach nourishments have an immediate
effect on the chosen indicators. On the other hand, shoreface nourishments become more effective
with time, reaching a similar effect to the one of beach nourishments after about five years. For coastal
managers, this is important, as beach nourishments may be more suitable for achieving short-term
safety objectives (≈months/years), whereas shoreface nourishment may be more appropriate to
counteract erosion at medium- and long-term (≈decades) temporal scale. In a last application, the tool
was used as a predictive tool to assess the nourishment volumes required in order to achieve a specific
coastal management objective (e.g., extending the coastline in seaward direction of a given value).
The advantage of the tool is that it is flexible, fast, and interactive and can accommodate the
use of measured data (i.e., as shown in this study) as well as synthetic data derived from numerical
modeling simulations. This makes it suitable for discussions with policy makers and other stakeholders,
following a collaborative modeling approach [38].
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